INTRODUCTION 



The ND812 Computer, part number ND88-0397, manufactured by Nuclear Data 
Incorporated/ is a general purpose computer which may consist of the ND812 Processor, 
ASR33 Teletype and a variety of peripheral equipment, such as high speed readers and 
punches, line printers, plotters, magnetic tape and disk storage devices, and CRT's. The 
ND812 is a 12-bit computer with 8K memory (basic), expandable to 16K in 4K increments. 
Memory cycle time is 2 microseconds. Standard features of the ND812 are hardware multi- 
ply and divide. 

This publication consists of one volume covering operation and maintenance 
information for the ND812 Computer System. The information contained in this volume 
covers only the basic system consisting of the ND812 central processor unit. This publication 
is presented with the assumption that the reader has hod experience with small computers. 
To effectively use the material in this manual for repair of the system, maintenance personnel 
should have a fair working knowledge of machine language programming. (Refer to the 
Principles of Programming the ND812 Computer in Assembly Language.) 

This publication is divided into seven sections. 



Section 1 Contains general information about the system, such as its purpose, 

description and general specifications. It also contains descriptions of 
the various options and peripherals that are available to expand the 
basic system. 



Section 2 Covers instructions for site planning, unpacking and inspection, inter- 

connection cabling and other Information required to effect installation 
of a system . 

Section 3 Describes the various controls and indicators of the system, and provides 

manual operating Instructions essential for preparation of the system in 
performing a programmed function, for troubleshooting, and for maintenance 

Section 4 Contains the theory of operation of the basic system. 



Section 5 Covers preventive maintenance, and corrective maintenance. 

Section 6 Provides a replaceable parts list. 

Section 7 Contains diagrams necessary for maintenance of the ND812. 

Related Publications 

Principles of Programming the ND812 Computer in Assembly Language, IM41 -0000-00 

ND812 Diagnostics, IM41-8001-01 
ASR33 Teletype Instruction Manual 
Applicable Peripheral and Interface Manuals 
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SECTION I 
DESCRIPTION 



1.1 PURPOSE OF EQUIPMENT 

The ND812 Computer is a binary, parallel, synchronous computer specifically 
designed to be used in dedicated computer-based systems. It can also be used as a general 
purpose computer. 

1.2 PHYSICAL DESCRIPTION 

The ND812 (see Figure 1-1) is contained in an aluminum housing designed to fit 
into a standard 19-inch rack with other equipment. The ND812 is supplied with aluminum 
panels on all sides (except the operator console which is plastic) which can be easily removed 
for maintenance purposes. The front panel contains clearly marked controls and indicators 
for manual operation. 

The computer is a solid state device employing medium scale integrated circuits 
(MSI). As shown, all boards are easily accessible for maintenance. The ND812 Is prewired 
and mechanically designed to accommodate two I/O control cards for optional or peripheral 
equipment. Additional Interfaces to other peripheral devices can be contained in a separate 
I/O expansion cage. 

1.3 FUNCTIONAL DESCRIPTION 

To Introduce the reader to the major functional units of the ND812 Computer 
(see Figure 1-2), the following circuit grouping and discussions are presented as a guide: 

1) Manual Start and Control (19) 

2) Clock Generation and Timing (23, 24) 

3) Control Registers (1, 2, 3, 4, 6, 7, 18, 20 and 25) 

4) Accumulator Registers J, K, R, and S (1, 2, 3, and 4) 

5) Multiplexers (9, 15 and 17) 

6) Arithmetic Unit (11) 

7) Memory Unit (26) 

8) I/O Processor 

9) Power Supply Unit 
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1.3.1 MANUAL START AND CONTROL 



The ND812 system is comprised of its front panel and a Teletype (TTY) keyboard 
(Type ASR-33 Automatic Send Receive Model) together with other peripheral equipment. 
The Teletype provides a means of communicating with the ND812 in its automatic or run mode. 
The front panel, on the other hand, provides communication with the ND812 in a manual 
mode. Normally, the ND812 operates automatically through program control. It examines 
successive locations in memory and performs indicated operations. However, manual operation 
is necessary for many tasks. For example, the binary loader, which permits the ND812 to 
load a program into core memory, must be manually loaded into the computer (if the hardware 
auto-load interface (which reads in binary) is not used) . 

NOTE ! 

"The Binary Loader" is a program consisting of 176g 
instructions. (ND41-0005) — ~ 

The front panel provides means to store a program (although the process is extremely 
laborious), to initiate operation of the ND812, and to examine the contents of various memor|; 
locations and other ND812 registers. It is also possible to chang^the contents of memory. 
The operator console is described in Section 3 of this manual . | 

I 

Once a program is assembled into machine language (bjinary format) it may be 
either loaded through the binary loader from pre-punched paper tjape or cassette, or it 
may be manually loaded through the front panel switch register, when the machine POWER 
switch is placed in the POWER ON position, a power ready cond tion is established and 
the operator console is conditioned for manual operation. Thus, me operator, or field 
service engineer may manually load his program instructions into Inemory . Once a program 
is loaded into memory, either manually or automatically through tne of the hardware loader 
interfaces, or through program control by the Binary Loader, thejmachine "run" condition 
may be implemented by depressing the front panel START switch, |if the starting address has 
been initialized by a LOAD AR to establish a starting address. j 

L 

1.3.2 CLOCK GENERATION AND TIMING _ 

Machine cycle timing is produced by a 16 MHz crystal -control led oscillator, a 
pulser, and logic circuits (Figure 1-2) which generate three discrete sets of timing pulses 
for control of machine cycle timing. The combined operation of these units produces a 
parallel train of continuous keying pulse units (PUO through PU7)^..that are segmented into 
continuous groups of eight pulses. These PL) pulses are used to generate eight basic phase 
(BPO through BP7) and seven execute phase (EPO through EP6) pulses together with four 
peripheral control pulses (PCPO* through PCP3*). Peripheral control pulses (PCPs) are only 
generated when the instruction decoder senses an I/O instruction. 



1-3 



NOTE 



Signals followed by an * indicates that the signal is 
active in its low-level state. 

Fundamental pulses (PUs) are generated in continuous trains of 8 pulses. These 
pulses are generated by a pulser that is automatically recycled at the end of a train. The PL) 
pulses are used to key logic that controls the generation of the basic phase and execute phase 
pulses; they also synchronize various control functions within the processor. 

Instructions that are processed by the ND812 are segmented by time periods called 
phases. Operate instructions, for example, generally require only one phase for their 
execution, although there are exceptions. Memory reference instructions, on the other hand, 
may require two or more phases. There are two types of phases, the basic and execute. At 
the end of any instruction, whether it requires one or more phases, a register called the done 
latch is set. The done latch enables a new machine cycle for the execution of the next 
instruction in the program. A machine cycle can consist of one or more phases, but always 
beg ins with a basic phase. The execute phase is used only during the execution of a memory 
reference instruction. When the basic phase for the new machine cycle has been entered, the 
done latch is cleared, but is set again at the conclusion of the instruction. Thus a machine 
cycle is defined as the period between the set condition of the done latch at the beginning of 
the instruction, and the set condition of the done latch at the end of the instruction. 

1.3.2.1 BASIC PHASE. When the ND812 is in the run state the processor is continuously 
recycling through the basic and execute phases of the fundamental machine cycle, or, in 
the case of an I/O instruction, deferring a machine cycle to an I/O cycle. 

At the beginning of a machine cycle, the contents of the program counter (PC) are 
transferred to the address register (AR) . Later in the cycle the PC is incremented by one and 
the result transferred back into the program counter. The contents of the address register is 
the core location from which a 12 bit binary word is obtained. Memory can only contain a 
binary word 12 bits long. This word may be an instruction, or half of a two word instruction; 
an effective or intermediate (indirect) address; or data which may be formatted in any possible 
combination of 12 bits. Then the memory is read and the contents of the core from the loca- 
tion specified by the address appears at the read outputs of the memory and are set into the 
memory buffer register. The Memory Buffer is then transferred to the memory data register. 
Before the memory buffer transfer, the twelve bits of the instruction are transferred to the 
instruction register and decoded. 

1.3.2.2 EXECUTE PHASE. The execute phase is entered for all memory reference instructions 
except JMP and XCT. For instructions that affect the contents of memory such as increment, 
decrement, and load-store, the contents of the core location established by the address are 
read into the memory buffer and the operation specified by the contents of the instruction 
register is executed. During a store instruction, the contents of the J or K registers are 
transferred into the memory data register and written into memory at the address specified. 
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1|3.3 CONTROL REGISTERS 

The ND812 has two mstrucHon decoders and four control registers. The control 
registers store data during the execution of an instruction. These registers do not include 
thie core memory which stores the instructions and operands to be processed when a 
mbchine cycle is executeii. The five control registers and instruction decoders are used 
to store data which is protessed during the execution of an instruction. These are: 

a. Instruction pecoders (21 , Figure 1-2) 

b. Instruction Register (18) 

c. Address Register (7) 

d. Program Counter (6) 

6. Memory Buffer Register (25) 
f . Memory Data Register (20) 

K3.3.1 INSTRUCTION DECODER. The instruction decoder (21) receives its inputs 
directly from the instruction register (IR). The instruction decoder receives the first four 
bits of any instruction during the basic phase. It decodes these four bits to determine the 
type and class of instruction. The four types of instructions that are decoded are the 
memory reference instruction (MRl), the operate instruction (OP!), the literal instruction 
(LIT), and the input-outpgt (I/O) instruction. The operate instructions are further divided 
irto two classes or groups! of instructions, class 1 (OPl) and class 2 (OP2). 

1 .3.3.2 INSTRUCTION REGISTER. The IR (18) holds a 12-bit instruction word and receives 
its input from the memory; buffer multiplexer (T7). The data held in the IR is retained during 
the time the instruction is processed because bits 5 through 1 1 of any instruction word are 
uied to obtain various functions of the logic during each machine cycle. The IR is cleared 
at the beginning of each machine cycle. Two-word instructions are shifted 3 bits left during 
t\\e second basic phase. 

1 ,3.3.3 ADDRESS REGISTER. The AR receives its 12-bit inputs from the adder. The contents 
oi' the AR specifies the memory location from which a word is fetched and restored during 
each memory cycle. Any data loaded into the AR is retained until it is replaced by new 
di3ta. Twelve-bit AR data is outputted to the address decoders in the memory unit so that 
when a word is fetched or is rewritten into memory it is always from or to the location 
specified by the content pf the AR. AR outputs are also supplied to the MX multiplexer so 
tlliat any current address may be summed with the relative address in an instruction word. 

1L3.3.4 PROGRAM COUNTER. ThePC is a 12-bit register that holds the location of the 
npxt instruction that will be fetched from memory during program execution. The PC receives 
itis inputs from the adders. Outputs are provided to the MX multiplexer. 
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1 .3.3.5 MEMORY BUFFER REGISTER. The MBR receives all data read from memory during 
a memory cycle. This is a word that can either be an instruction, an address, or pure dota. 
This 24-bit register receives its inputs directly from the outputs of the memory sense amplifiers. 
Any data read into the MBR is retained until it is cleared at the beginning of a phase. The 
24-blt output of the MBR is supplied to the Bus and memory buffer multiplexer. Twelve bits 
are switched to the MDR and, under appropriate circumstances, to the instruction register. 

1.3.3.6 MEMORY DATA REGISTER. The memory data register holds all information that is 
read from, or is written Into memory, transferred as outputs to peripheral equipment, or 
examined via the memory register display on the ND812 front panel. Any information read 
into the memory data register is retained until replaced by new data. The 12-bit output of 
the memory data register is also supplied to the TS multiplexer so that the contents of the 
address register can be replaced when indirect addresses are specified by the instruction 
currently being executed. 



1.3.4 ACCUMULATOR REGISTERS (J, K, R, and S) 



The accumulators consist of four 12-bit registers designated as the J, K, R, and 
S registers. These registers are also referred to as the accumulators (J, K registers), and 
sub-accumulators (R and S registers). The J and K registers are capable of direct storage 
to, and loading from, memory. Their respective contents may be summed, subtracted, 
ANDed, shifted, rotated, and exchanged. All arithmetic results appear in the J or K 
registers, except in the case of multiplications where the product appears In the R and S 
sub-accumulators. The sub-accumulators are not directly addressable (loaded from or 
stored in memory), but can be loaded from, or to, or exchanged with the contents of the 
J and K registers. 

The J and K registers are parol lei -loaded with data from the adder bus. Each 
register delivers its contents to the TS and MX multiplexers (9 and 15). In addition to its 
MX multiplexer outputs, the K register is connected (bit-parallel) to the S register and the 
J register is connected (bit-parallel) to the R register. 



1.3.5 MULTIPLEXERS 



The ND812 has three multiplexers, each of which receives various source Inputs. 
These multiplexers are actually high-speed electronic switches and output any one of its 
several inputs. The three multiplexers are the bus and memory buffer multiplexer, the 
TS multiplexer, and the MX multiplexer. 

1.3.5.1 BUS AND MEMORY BUFFER MULTIPLEXER. The bus and memory buffer multiplexer 
receives two inputs, one from the sum bus and the other from the MBR. Thus, during a 
machine cycle, data from either source can be switched to the IR and to the memory data 
register for subsequent processing. Information can be outputted to peripheral equipment 
through the memory data register, and the lOM gates. The MDR contents is displayed at all 
times on the front panel MR indicators. 
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1 J3.5.2 TS MULTIPLEXER. The TS multiplexer receives four different inputs. Three of 
thlese inputs are: The J register, the K register and the memory data register. The fourth 
input is a partial word and consists of bits 6 through 1 1 of the IR. Any one of these four 
ddta words can be switched as an output from the TS multiplexer by the TS select logic. 
There are actually two output paths from the TS multiplexer which are supplies to the Add- 
Subtract gates. These gates select either the data word (Z) or its complement (Z*) for a 
subsequent summing operation. When its output data is to be added to the output from the 
MX multiplexer, the data word selected by the gates (12) is the complement of the selected 
input data word (Z*), because the Add-Subtract Gates invert their inputs. However, 
subtraction requires the true (Z) of the data word taken from the TS multiplexer. The outputs 
frDm these gates are supplied directly to the adders where the actual summing operation takes 
place. During addition t(ie output from the add-subtract gates is summed with the data from 
the MX multiplexer resulting in simple binary addition. During subtraction the resulting 
complement of the data word is taken and incremented by a count of 1 by the add-1 logic 
relsulting in a 2's complement addition (binary subtraction). When 2's complement addition 
tqkes place, a carry input is propagated through the adder together with the complement to 
piiovide the resultant subtraction. 
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3.5.3 MX MULTIPLEXER. The MX multiplexer receives eight 12-bit input data words 



fr0m various sources. These sources include the following registers: 

a. K Register (1) 

b . J Register (3) 

c. S Register (12) 

d . R Register (4) 

e. Address Register (7) 

f . Program Counter (6) 

g. Status 

h. Utility Gates (5) 

Depending on the state of the MX select logic (10), the data word contained in 
any one of the registers listed in a through f above can be switched through the MX 
multiplexer (9) for output to the adders (11). The status inputs are derived from several 
registers including the overflow logic (14), the flag flip/flop, the current memory field, 
the jump to subroutine memory field, and the interrupt memory field status. These data are 
normally loaded into the J register where they are then transferred into the memory data 
register through the buss (jand memory buffer register multiplexer (11) for storage somewhere 
in memory (20) when a pdwerfail condition causes an interrupt. The utility gates (5) also 
p(5rmit one of several inputs to be loaded into the MX Multiplexer. The utility gates accept 
diata from either the J or the K registers (1 and 3), data from a peripheral device (which is 
transferring a word into one of the ND812 registers), or from the front panel switch register 
switches. The output fro^n the MX multiplexer is applied to the adders (11) and a summing 
operation occurs whenever data is outputted from either the TS multiplexer or the MX 
multiplexer. However, in the absence of a TS subtract or TS add function from the TS add 
subtract logic (10), the output from the TS multiplexer is all zeroes. Output from the MX 
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multiplexer, however, can be derived from any one of its eight input data words. 

1.3.6 ARITHMETIC UNIT 

The arithmetic unit is a high-speed full-binary adder (11) operating in conjunction 
with the add-subtract logic (13) and the TS multiplexer (15) output data which is summed 
with the MX multiplexer (9) outputs. The odder features 12-bit ripple carry addition. The 
adder output data is applied to the sum buss where it is made available to various registers. 
The adder performs all summing operations through straight binary addition or through 2's 
complement addition for subtraction. Hardware multiplication is carried out through 
successive binary addition and hardware division is carried out through successive 2's 
complement addition. 

1.3.7 MEMORY UNIT 

The memory unit (standard 8K configuration) consists of a 8K (4096 x 12 bit 
locations) core stack and associated read/write electronics. Control registers external to 
the memory include Memory Buffer Register, Memory Address Register, and Memory Data 
Register. 

The memory unit is organized around two 4K fields (4096 x 12 each) to simplify 
programming. All locations within a memory field are directly accessible to the program or 
programmer (and operations that involve data outside the current field can be implemented 
through program control. Hardware return from the called field to the main field is standard 
with the 8K or larger memory configurations. A two-word MRI permits selection of any 
memory field for the location of a word or the address of a JMP instruction. Additionally 
a two-word instruction can directly address any location within any field, but, a single 
word instruction only directly addresses memory locations relative to the indicated 
(current) value of the PC (128 locations) . The single-word instruction can Indirectly 
address any location within the current field. 

1.3.8 INPUT/OUTPUT (I/O) UNIT 

The I/O unit interfaces with the central processor and the external Interface 
controller logic for all peripheral units. It consists of gating and control logic which 
enables program-controlled data transfers to and from peripheral devices. In addition to 
the data transfers, the I/O unit also enables hardware interrupts (excluding an internal 
power-fail interrupt), a direct-memory access (DMA), and a real-time-clock (RTC) option 
(when included) . 

When data is transmitted to an I/O device by a program-controlled Input/output 
transfer, the J and K registers place data on the sum buss. This data appears on 12-parallel 
lines (OUT 00 thru OUT 11*) through output gating and is available to all peripheral devices. 
On interrupt operations, input EXT 00 thru EXT 1 1 data lines transfer a trap address on the 
DMA (direct memory access) Controller. These lines transfer the desired memory address to 
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th^ AR. Peripheral control operations such as device select codes are outputted to the peri- 
pljieral device through a second group of 12 output lines (lOMs). 

1^3.9 POWER SUPPLY UNIT 

The power supply unit basically consists of a 1 15/230 vac power transformer, 
bridge rectifier, +5 Vdc lOA regulator and 30 Vdc 4A regulator. The power supply unit 
converts 1 15 Vac or 230 Vac into regulated +5 Vdc for operation of all ND812 computer 
loigic circuitry, and regulated 30 Vdc for operation of the Memory Unit. 

The power supply unit also includes power sense logic circuitry. The power sense 
circuitry operates two latches in the power supply unit. In the event of internal or external 
power failure, one latch provides a bad power signal to the computer timing circuits. The 
other latch provides a delayed power on signal to various logic elements throughout the 
ND812 computer to initially clear pertinent registers and latches when power is turned on. 



1i4 GENERAL SPECIFICATIONS 

TYPE 

1 Digital stored-program general -purpose computer. 

NjEMORY 

Magnetic core, 8192 words, 12 bits, 2 psec cycle time . Memory options: 
/viinimum 4K, expandable in the field to 16K in 4K increments. 

ADDRESSING 

Relative, indirect, and direct. Hardware multiple field control. 
ARITHMETIC 

i Parallel, binary, fixed point, 2's complement. Hardware multiply and divide are 

st|andard features. 

ijvlSTRUCTIONS 

Single and double word instructions which include 16 memory reference instructions, 
tl|iree literals, and more than 50 arithmetic and register control instructions. 

I fl PUT/OUT PUT 

(1) Interrupt: Programmable 4-level priority interrupt . Trap to any core 
location in first 4K of memory. 
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(2) Programmed I/O transfer: Capability per single I/O instruction: 
Transmit 12 or 24 bits 
Receive 12 or 24 bits 
Transmit 12 and receive 12 bits 
Receive 12 and transmit 12 bits 

I/O instruction includes four (4) microprogrammable pulses for multi-function 
operation with a singi e instruction. 

With single-word instructions there are 256 possible I/O commands at 3 microseconds 
per instruction. With two-word instructions there are 4096 possible I/O commands at 5 
microseconds per instruction. 

Total of 78 control, data, and sense lines available on a single connector. Direct 
Memory Access (DMA); 6 megabits per second/read, load, increment or decrement on DMA, 
in a single cycle. 

ACCUMULATORS 

Dual accumulators with individual sub-accumulators. 

CONTROL PANEL 

Constant display of memory register. Switch-selected display of six other registers 
and two busses when not in run state. 

Front panel removable key lock. Power off, on, control off (panel lock). 

Removable front panel for dedicated O.E.M. applications. 

TIMING 

16 MHz crystal controlled clock. 
SOFTWARE 

Includes Assembler, Editor, diagnostics. Utilities (Integer Arithmetic Package, 
Floating-Point Package), and NUTRAN interpreter. 



1-11 



I.fe EFFECTIVITY 



This inslTuction manual is effective for ND812 Central Processors bearing serial 
members 70-350 and above, and supercedes all previous editions. Changes to this instruction 
mdinual are included in the front of the manual as applicable. 



1.6 ORDERING ADDITIONAL MANUALS 

One manual is shipped with each ND812 Central Processor. Additional manuals 
m^y be purchased through your nearest Nuclear Data representative (refer to rear cover of 
this manual for addresses) . Specify the equipment model number, serial number, and IM 
nijimber shown on the titlei page. 



SECTION II 
INSTALLATION 



2.1 SITE PLANNING 

2.1.1 SPACE REQUIREMENTS AND INSTALLATION CONSTRAINTS 

Normal heat generated by the ND812 will not hamper its operation. However, 
it should not be located over, or in proximity to radiators or systems using vacuum tubes 
since the high ambient heat of such devices may affect the operation. Do not cover the left 
side ventilation inlet or the fans which are located on the right side of the ND812. 

Figure 2-1 shows the overall dimensions of the ND812. The system should be 
situated so that space is available for maintenance. If a Teletype is used in the system, its 
signal cable must not exceed 100 feet in length. 

2.1.2 POWER SOURCE 

The ND812 is powered by a power supply which requires a nominal 115/230 
Vac 50-60 Hz source, free of excessive noise or fluctuations. A voltage stabilizing transformer 
can be inserted between the AC source and the power supply where available power is subject 
to large fluctuations. Noise produced by various types of electrical equipment can be eliminate( 
or greatly reduced by connecting a suitable filter between the AC source and the interfering 
equipment. 

2.2 UNPACKING AND INSPECTION 

Carefully unpack the ND812 and ASR-33 Teletype, saving the shipping cartons 
for possible reshipment. Check all items, such as program tapes and mounting hardware, 
cited on the packing slip. Thoroughly inspect the units for damage in shipping. If damage 
is apparent or parts missing, notify your nearest Nuclear Data Sales office or the Nuclear 
Data home office and the discrepancy will be promptly adjusted. 

2.3 INTERCONNECTION CABLING 

The following procedure includes optional equipment interconnection cabling, 
disregard devices that are not applicable. (Refer to Volume II for board and connector 
locations.) 
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I7i" 



TOP 



19.0" 




Figure 2-1 . ND812 Dimensions 



a. Be sure that the front panel POWER ON/t'OWER OFF/CONTROL OFF 
switch is in the POWER OFF position. 

b. Connect the gray ribbon cable and IC connector originating from the 
ASR-33 Teletype to the TTY integrated circuit (IC) socket on the 
teletype interface board using care that cable connector pins 
correspond with receptacle pins. 

NOTE 

The IC connectors are not idiot proof and can easily be 
reversed in the IC socket. 

c. Connect the gray ribbon cable and IC connector originating from 
the high speed punch to the IC socket (labeled PUNCH) on the 
high speed Punch/Reader interface board. 

e. Connect the 86 pin multicolored (or white ) ribbon cable and card 
edge I/O connector to the peripheral (CMTC, TCS, Disc) that is 
to be interfaced to the ND812. 
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f. 



Connect the AC line cord to the llS-Vac source. 



NOTE 



Only the ASR-33 Teletype should be powered through the 
1 15-Vac outlet provided on the rear panel of the ND812. 



2.4 



CHECKOUT 



There is no particular turn on sequence for the ND812 system, either the 
peripherals or the central processor can be turned on first. However, no peripheral 
should ever be turned on or off while the central processor is in the run state. 

Upon completion of installation, refer to Section 3 and load the Binary Loader 
program and run the diagnostic routine to ascertain that equipment is functioning properly. 
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SECTION Mi 
OPERATION 



3.1 CONTROLS AND INDICATORS 

3.1.1 ND812 OPERATOR CONTROL PANEL 

The ND812 Operator Control Panel, shown In Figure 3-1, contains control 
switches and indicators that provide the means for local operator control of the system. 
These controls and indicators are used in the normal operation of the computer and in the 
step mode of operation for program debugging and troubleshooting of the system. The lower 
set of indicators display the contents of the memory register continually. Upon selection. If 
not in run, the upper set displays the contents of any one of the operational registers, S 
(upper sub-accumulator), R (lower sub-accumulator), K (upper accumulator), J (lower 
accumulator), address register, PC (program counter), status lines, and EXT lines. Data 
entry into a memory is accomplished while the system is in a stop mode using the panel 
switches. When the system is in a run mode, these switches may be sensed under software 
control . 

The function of each of the switches and indicators of the front panel Is described 
in Table 3-1 . 

3.1.2 ASR-33 TELETYPE 

The ASR-33 Teletype, shown in Figure 3-2, provides for on line operator 
communication with the software being executed by the computer. The function of the 
Teletype keys is described In Table 3-2. 



3.2 MANUAL OPERATION AT THE OPERATOR CONTROL PANEL 

The operator control panel (Figure 3-1) permits programmers and maintenance 
personnel to control functions of the computer manually. Using the controls and indicators 
for programming, data can be entered as an address, or as an operand, through the switch 
register switches. Thus, any program can be manually loaded into the ND812. In addition 
to the controls that permit loading of data, this panel has a number of switch controlled display 
Indicators that permit maintenance personnel to examine the content of various registers of the 
ND812. Other display indicators indicate the current operating state of the ND812. 
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Table 3-1. Function of ND812 Operator Control Panel Controls And Indicators 



Control Function 

POWER/CONTROL Controls application of primary power. In the 

Key Switch POWER OFF position, all primary power is 

removed from the processor. In the POWER ON 
position, power is applied to all circuits and 
manual program control switches are enabled. In 
the CONTROL OFF position, power is maintained 
but all front panel switches are disabled except the 
SWITCH REGISTER, which can be monitored 
only by execution of a program. 

Start Switch When this switch is depressed, the interrupt is 

turned off, the overflow bit is set to 0, the flag is 
set to and program execution is initiated at the 
memory location specified by the Program 
Counter. When the switch is released, the pro- 
cessor enters the run state, the contents of the 
Program Counter are transferred to the Address 
Register, and the contents of the Address Register 
are then used as the address of the first instruction 
of the program. 

LOAD AR Switch Depressing this switch loads the contents of the 

Switch Register into the Program Counter and 
Address Register, and updates the Memory Regis- 
ter and Memory Register indicator lamps to reflect 
the contents of core at the address contained in 
the Address Register. The Memory Field switches 
are loaded into the Memory Field bits as an 
extension of the Program Counter. 

LOAD MR Switch Depressing this switch loads the contents of the 

Program Counter into the Address Register, initi- 
ates a memory cycle that loads the contents of the 
Switch Register into the Memory Address speci- 
fied by the updated Memory Register and transfers 
the Memory Register into core at the address in 
the Address Register. The Program Counter is then 
incremented by one. Memory Register indicator 
lamps will then display the deposit, and the 
Address Register indicator the deposit address. In 
this way it is possible to load consecutive core 
locations without continually resetting the Ad- 
dress Register from the Switch Register. 
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Table 3-1 . Function of ND812 Operator Control Panel Controls and Indicators (Cont'd) 



Control 
STOP switch 



SING Li STEP 
Switch 



Function 

Depressing this switch causes the processor to stop 
at the end of the current instruction. Program 
DDunter contains the address of the next instruc- 
tion after program termination. 

When this switch is set up, the run mode is 
terminated and the timing circuits are disabled at 
the completion of one cycle (step) of the current 
instruction. Depressing CONTINUE causes the 
program to advance one additional cycle of the 
current instruction. Interrupt circuitry is disabled 
when a Single Step operation is performed. 



SINGLE INSTRUCTION 
Switch 



NEXT WORD Depressing this switch sets the contents of the 

Switch address specified by the Program Counter into the 

Address Register. The contents of the Program 
Counter are incremented by one. Reloading the 
Address Register generates a memory cycle which 
updates the Memory Register to equal the con- 
tents of memory at the address now contained in 
the Address Register. In this way it is possible to 
display the contents of consecutive memory loca- 
tions without continually reloading the Address 
Register from the Switch Register. 

CONTINUE Switch Depressing and releasing this switch begins execu- 

tion of the program at the address specified by the 
Program Counter. Start clear is not generated. 
NEXT WORD and CONTINUE switches are dis- 
abled when the processor is in the run mode. 

These switches perm it manual loading of a 12-bit 
word into the registers. Words are arranged in an 
octal format with bit representing the most 
significant bit. Switches in the up position corre- 
spond to binary "1's", down to "O's". The 
contents of the Switch Register are loaded into the 
Program Counter and Address Register by the 
LOAD AR Switch, into the memory by the LOAD 
MR Switch, or into the J Register during program 
execution with a LJSW instruction. 



When this switch is set (up), execution is stopped 
at the end of each complete instruction. Depress- 
ing CONTINUE executes the next instruction in 
the logical sequence. DMA circuitry is disabled 
when a Single Instruction operation is performed. 



SWITCH REGISTER 
Switches 
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Table 3-1 . Function of ND812 Operator Control Panel Controls and Indicators (Cont'd) 



Control 



Function 



MEMORY FIELD 
Switches 



These switches determine the Memory Field to be 
loaded as an extension of the Program Counter 
and Address Register. These switches affect only 
the Hardware Loader and "LOAD AR" operation. 
Each Memory Field is a 4K core memory and is 
numbered from through 3, and represents 
4096,0 or lOOOOg memory locations 
(0000-77778). 



Memory Field 

1 
2 
3 



Switch 
off 
off 
on 
on 



Switch 1 
off 
on 
off 
on 



MEMORY FIELD 
Indicator Lamps 



These lamps indicate the Memory Field in which 
the program is currently being executed. Lamps 
are numbered in a form identical to the Memory 
Field Switches. 



l\Aemory Field 

1 
2 
3 



Lamp 
off 
off 
on 
on 



Lamp 1 
off 
on 
off 
on 



MEMORY REGISTER 
Indicator Lamps 



These lamps indicate the 12-bit contents of the 
Memory Register at the location specified by the 
Address Register, A lamp "on" indicates a "V and 
"off" indicates a "0", with "0" representing the 
most significant bit. 



RUN Indicator 
Lamp 



If this lamp is "on", it indicates that a program is 
in process. 



INTERRUPT 
INDICATOR Lamp 



If this lamp is "on", it indicates that one, or more, 
of the priority interrupt levels is enabled. 



SELECTED REGISTER 
Indicator Lamps 



These lamps indicate the contents of the register 
selected by the SELECT REGISTER Switch. 



OVERFLOW INDICATOR 
Lamp 



An overflow condition created by either a J or K 
Register arithmetic operation causes the overflow 
bit to be complemented. The overflow indicator 
lamp will illuminate when the overflow bit is 
non-zero. 
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labile 3-1 . Function of ND812 Operator Control Panel Controls and Indicators (Cont'd) 



Control 



Function 



SELECT REGISTER 
Switch 



This switch selects the register to be displayed on 
the SELECTED REGISTER Indicator Lamps. 
Positions S, R, K, and J select the respective 
registers. Position PC selects the Program Counter; 
ADDRESS selects the Address Register; and 
STATUS selects the circuitry and signals listed 
below. 



Indicator 
Lamp 
Number 




2 
3 



Logic 
Circuit 
Signal 
Name 
FLAG 



OV 



JPSMFO 
JPSMF1 



Status 
If this lamp is "on", 
it indicates that the 
flag is set. 

If this lamp is "on", 
it indicates that the 
overflow is set. 
These lamps indicate 
the Memory Field in 
which is located the 
last JPS instruction 
which caused the 
program to branch 
to another memory 
field. 



Memory Field 

1 
2 
3 

INTMFO 
INTMF1 



Memory Field 

1 
2 
3 



Lamp 3 
off 
on 
off 
on 



Lamp 2 
off 
off 
on 
on 



These lamps indicate 
the Memory Field in 
which execution was 
taking place at the 
time the last inter- 
rupt occurred. 



Lamp 5 
off 
on 
off 
on 



Lamp 4 
off 
off 
on 
on 
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Table 3-1 . Function of ND812 Operator Control Panel Controls and Indicators (Cont'd) 



Control 



Function 



10 
11 



lONN If this lamp is "on", 

it indicates that the 
lowest level priority 
interrupt circuitry 
is activated, as well 
as the A, B, and high- 
est level interrupt 
circuitry. 

lONB If this lamp is "on", 

it indicates that the 
B level and highest 
level priority inter- 
rupt circuitry is 
activated. 

lONA If this lamp is "on", 

it indicates that the 
A level and highest 
level priority inter- 
rupt circuitry is 
activated. 

lONH If this lamp is "on", 

it indicates that the 
highest level priority 
interrupt circuitry 
is activated. 

MFO These lamps indicate 

MF1 the Memory Field in 

which the program is 
currently being 
executed, (actual 
extension of the Pro- 
gram Counter and 
Address Register). 



Memory Field 

1 
2 
3 



Lamp 10 
off 
on 
off 
on 



Lamp 11 
off 
off 
on 
on 
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Table 3-2, FuncHon of ASR33 Teletype Controls 



Control 
REL. pushbutton 

B. SP. pushbutton 



OFF and ON 
pushbuttons 

START/STOP/FREE 
switch 



Keyboard 



LINE/OFF/LOCAL 
switch 



Function 

Disengages the punch mechanism allowing tape removal or tape 
loading. 

Backspaces the tape in the punch by one space, allowing manual 
correction or rub out of the character just punched. 

Control use of the tape punch with operation of the Teletype 
keyboard printer. 

Controls use of the tape reader with operation of the Teletype. In 
the FREE (lowest) position the reader is disengaged and can be 
loaded or unloaded. In the STOP (center) position the reader 
mechanism is engaged but de-energized. In the START (highest) 
position the reader is engaged and operated under program 
control. 

Provides a means for printing on paper; similar in operation to a 
typewriter. Also perforates tapes when the punch ON button is 
depressed, and supplies input data to the computer when the 
LINE/OFF/LOCAL switch is in the LINE position. For a 
complete description of the keyboard refer to ASR-33 manual. 
(See Figure 3-2.) 

Controls application of primary power in the Teletype and data 
connection to the processor. In the LINE position the Teletype is 
energized and connected as an I/O device of the computer. In the 
OFF position the Teletype is de-energized. In the LOCAL 
position the Teletype is energized for off-line operation, and 
signal connections to the processor are broken. Both LINE and 
LOCAL use of the Teletype require that the computer be 
energized through the POWER switch, if the TTY is powered 
through the utility outlets on the rear of the computer. 
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! Two controls areiextremely important to the maintenanc€J technician. These permit 

portjial machine cycles to manually execute, or permit instructions to be processed one at a 
tim^ on command from the operator. 



3.3; 



BINARY LOADER 



One of the possible configurations (Figure 3-3) for the ND812 may include a 
high speed paper tape reader (HSR), a low speed teletype paper tape reader (TTY) and three 
magnetic tape cassette readers (Cass). 

Each paper tape icontains only one program. Each cassette can contain many 
programs. Each program inla cassette is addressed by a unique 7-bit identifying tag word. 

To instruct the ND812 as to the mode of loading used, a 12-bit status word is 
entered into the switch register early in the loading procedure. The first two bits of the 
statbs word (0, 1) indicate which device is to be used. If the content of the first two bits is 
01,1 the high speed reader ijs selected. If the content is 00 or 10, one of the cassettes will 
be ijjsed. If 11, a low speeid reader is selected. 

The remaining 10 bits are applicable only when a cassette program is selected for 
loading into the ND812. Bits 2, 3 and 4 determine which of the three cassettes is selected. 
If t ie content of bits 2, 3 qnd 4 is 001, cassette drive 1 is selected. If it is 010, drive 2 Is 
selected, and if it is 100, drive 3 is selected. The remaining bits (5-11) name any one of 
128 possible programs on th^ selected tape cassette. This tagword has an octal value ranging 
fron 0000 to 0177. The status word is manually loaded into the switch register and is held 
thete until required by the loader program. There are two loader programs, the bootstrap 



and 



The Binary Loader (ND41-0005) is a short program designed to load binary 
forriiatted programs or data linto the computer. The software loader used is the Binary Loader, 
optional hardware method of loading binary formatted paper tapes is also available. 



the binary loader. 



An 



The Binary Loadfer reads binary formatted paper tape or cassette stored program 
recbrds into the Memory Field specified by field change bits on the input source tope. Each 
Memory Field consists of 4096 core locations and is defined as Memory Field core locations 
OO2 OOOOs through OO2 2>' Memory Field 1 core locations 12 OOOOs through OI2 

7777q, Memory Field 2 code locations IO2 OOOOg through IO2 7777g and Memory Field 3 
cors locations II2 OOOOg through II2 7777g. The Binary Loader may reside in any Memory 
Field, but unless the binary input tape has field change bits it will only read into the field 
in which it resides. Since ithe Binary Loader is itself a program, some means must be provided 
to load it into memory. This may be accomplished with a Bootstrap, or the Teletype/Auto 
Loader. The Bootstrap is d very short program which may be manually loaded from the Switch 
Register. When executed, the Bootstrap loads enough of the Binary Loader to allow the 
Binary Loader to complete loading itself. The bootstrap is destroyed in the process so that if 
it ip necessary to reload the Binary Loader, the Bootstrap must first be reloaded. 
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PAPER TAPE 



MAGNETIC TAPE 




CASSETTE 
DRIVE 1 



CASSETTE 
DRIVE 2 



CASSETTE 
DRIVE 3 



1 i 

ND812 



1 2 3 4 5 6 7 8 9 10 11 



DEVICE CASSETTE CASSETTE 

ONLY TA6W0RD 

O'-HSR 0000a- 1777 



00,10=CASSETTE 
11 = TTY 



8-"' '8 



Figure 3-3. Switch Register Status-Word Format 



3.4 MANUAL LOADING 

In loading a program from the paper tape reader, the Binary Loader begins by 
reading the leader. Actual loading of the processor begins v/hen the Binary Loader detects 
the first character different from 0200g (eight level punch only) , For this reason, it is 
essential that a program tape be placed in the reader v/ith the leader at the read station. 
Should the program tape be placed in the reader with blank tape at the read station, the 
Binary Loader will begin loading zeros into memory beginning with location OOOOg. The 
actual leader of the program record will be interpreted as trailer. 
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I The loading process consists of assembling consecul-ive pairs of frames using levels 

one! through six as upper and lower halves of 12-bit words. The assembled 12-bit words are 
storjed in memory in consecutive locations, beginning at address, as determined by the 
presence, and interpretation of the origins, on the paper tape. An origin is a 12-bit word 
punched in two frames of six bits each which is interpreted by the binary loader as an address 
at which to begin storing programs. An origin is distinguished from program words on the 
bintiry tape by the presence of the seven level punch. Field change characters, special 
characters used to indicate the field in which a program is to be stored as it is loaded, cause 
the storage to take place in memory fields specified by the field change characters. When a 
biniary tape is created, the last two frames are written as a pseudo origin in such a way as to 
molje the sum of all the 12-bit words (including the last) on the tape equal to zero. The 
binary loader keeps a running sum or checksum of the 12-bit words on the tape. When the 
loader detects the trailer it halts. If the checksum is zero, the loading process is assumed 
to be correct and K register equal to zero. If the K register is non-zero, the loading process 
may be assumed to be in error. 

3.4.1 AUTO-START 

There are three alternative methods of using the Binary Loader. In all cases the 
format of the record being loaded remains the same. The differences lie in the manner of 
entering the Binary Loader and exiting once the loading process has been completed. In all 
thnje of the cases to be described, location 775 Ig contains the exit address. That is, instead 
of ^topping when the loading process is complete, the Binary Loader performs a jump to the 
adcress contained in location 7751g, provided the contents of location 7751g is not zero. 
This feature will be described as the Auto-start feature of the Binary Loader. 

Manual Load with Auto-start is the simplest use of the Auto-start feature of the 
Binjary Loader. The program record being loaded includes the necessary coding to cause 
lodation 7751g to be set equal to some non-zero address. When the Binary Loader completes 
thei loading process, it will jump to this address with the checksum, (normally zero), in the 
K rlegister. The exit address should be the starting address of the program being loaded. The 
program making use of the Auto-start feature should check the K register to determine if the 
locding process was correct and take appropriate action should the J register be non-zero. 

Second use of the Auto-start involves performing a JPS to the Binary Loader from 
a program outside the Binary Loader. The JPS is performed to location 7751g. When the 
lodding process is completed the Binary Loader will return to the calling location plus one 
witlh the checksum in the K register, as though the Binary Loader v/ere a sub-routine. 

The third method of using the Auto-start feature is very similar to the second 
mei-hod but rather than a JPS, the calling program performs a JMP to location 7752g. The 
control word must have been loaded into the J register by the calling program. It is necessary 
thcit the calling program either set location 77518 to zero, thereby causing the Binary Loader 
to stop at the end of the loading process (provided the program being loaded does not alter the 
loc ation 7751g) or the calling program should set an appropriate exit address into location 
77^18. 
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3.5 



OPERATOR OR USER CONTROL 



The control word is the only control the user has over the loader. The bits of the 
control word are interpreted by the loader as follows: BITS and 1 determine the input device, 
BITS 2, 3 and 4 determine the input cassette drive if the cassette was selected, and BITS 5 
through 1 1 indicate the tagword when loading from magnetic tape cassette. Each one of 
these three functions is described in detail below. 



Input Drive BITS and 1 determine the device from which the record is to 

Selection be read. If BIT 1 is "0", input is from cassette and BIT is 

ignored. If BIT 1 is "1", input is from one of the paper tape 
readers as controlled by BIT "0". When BIT Is "0", the input 
is from the high speed reader and If BIT is "1", the input is 
from low speed or teletype reader. 

Cassette Drive BITS 2, 3 and 4 permit the user to select one of the three cassette 

Selection drives for Input. No two of these bits should be on together as the 

loader will try to read from two or more drives simultaneously. 
BITS 2, 3 and 4 permit the user to select one of the three cassette 
drives for input. No two of these bits should be on together as the 
loader will try to read from two or more drives simultaneously. 
BIT 2 set to "1" selects drive three, BIT 3 selects drive two, and 
BIT 4 selects drive one. 



Tagword Selection Any tagword from OOOOg to 0177g may be selected by BITS 5 

through 1 1, Capacity to select a tagword allows the user to 
select at random one of many records on a particular cassette 
without the need to hunt manually for the record In question. 
Starting with the beginning of the cassette, the Binary Loader 
will search for the correct tagword by reading the first character 
of each program record on the tape. 



NOTE 



Entering the Binary Loader under software control demands that 
the J register be set to the desired control word by the software 
performing the call to the Binary Loader (as described above). 



3.6 TELETYPE/AUTO LOADER 

The Teletype /Auto Loader is a hard-wired interface that allows loading of 
finary format-fed paper tapes via Teletype Reader with a minimum of manual control 
selections. The Binary Load (ND41-0005) is not required when using the Teletype/Auto 
Loader for loading paper tapes via Teletype. However, the Binary Loader Is required when 
loading programs with the High Speed Reader or Tape Cassette. 
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I The procedure for loading binary formatted paper tapes (including the Binary 

Loaider) via Teletype is as follows: 

a. Set Teletype LINE/OFFAOCAL Switch in LINE position, and 
START/STOiP/FREE switch in FREE position. 

^ b. Place paper tape in ASR-33 reader, and set START^TOP/FREE 

switch in START position. 

c. Simultaneously depress ND812 Computer LOAD ADDRESS and 
NEXT WORD switches. The paper tape is read-in and will stop 
on trailer. 

3.7 BOOT STRAP PROGRAMS 

There are two Bootstrap programs available for loading the Binary Loader into 
the[ ND812 Computer; one h used for the Teletype, and the other is used for the High Speed 
Redder. The Bootstrap program is toggled into the ND812 Computer via the SWITCH 
REGISTER as described in the following paragraphs. 

3.7.1 TELETYPE BOOTSTRAP LOADING PROCEDURE 

Normally, programs are loaded into the ND812 Computer utilizing the Teletype/ 
Auj-o Loader procedure described in Paragraph 3.6. The following Teletype Bootstrap pro- 
ceqlure provides a method for loading the Binary Loader in case the Teletype/Auto Loader is 
inHoperative. 

I a. Set the ND812 Computer key switch in the POWER ON position. 

I b. Set the SWITCH REGISTER 7762g, set both MEMC'RY FIELD switches 

in the DOWN position, and depress LOAD AR. 

c. It is now necessary to load fourteen instructions from the SWITCH 
! REGISTER, each of which is followed by lifting the LOAD MR key. 

The address is automatically incremented each time the LOAD MR 
j Key is depressed. 



Address 


Instruction 


Address 


Instruction 


7762 


7404 


7771 


7404 


7763 


6101 


7772 


6101 


7764 


7403 


7773 


7403 


7765 


1146 


7774 


1122 


7766 


1501 


7775 


5700 


7767 


6105 


7776 


6114 


7770 


1101 


7777 


7745 
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d. Set the SWITCH REGISTER to ZZZSg and depress LOAD AR twice. 

e. Place the Binary Loader Paper Tape (ND41-0005) into the ASR-33 
reader on leader, not blank tape. Set Teletype LINE/OFFAOCAL 
switch to LINE, and START/STOP/FREE switch to START, 

f . Depress ND812 Computer START Switch. The paper tape is read and 
will stop on reaching trailer. Set the ND812 SELECT REGISTER 
switch to J position and check SELECTED REGISTER indicator lamps 
for zero. Repeat the above procedure from step b if J register Is 

is non-zero. 

The Binary Loader is now in memory and may be used to load programs from either 
paper tape or cassette. 

3.7.2 HIGH SPEED READER BOOTSTRAP LOADING PROCEDURE 

Normally, the Binary Loader is loaded into the ND812 Computer via the Teletype 
as described in Paragraph 3.6. The following High Speed Reader Bootstrap procedure provides 
an alternate method in case the Teletype is not available or inoperative. 

a. Set the ND812 Computer key switch in the POWER ON position. 

b. Set the SWITCH REGISTER to 7762g, set both MEMORY FIELD switches 
in the DOWN position, and depress LOAD AR. 

c. It is now necessary to load fourteen instructions from the SWITCH 
REGISTER, each of which is followed by lifting the LOAD MR key. 
The address is automatically Incremented each time the LOAD MR 
key is depressed. 



Address 


Instruction 


Address 


Instruction 


7762 


7424 


7771 


7424 


7763 


6101 


7772 


6101 


7764 


7423 


7772 


7423 


7765 


1146 


777A 


1122 


7766 


1501 


7775 


5700 


7767 


6105 


7776 


6114 


7770 


1101 


7777 


7745 



d. Set ND812 SWITCH REGISTER to 7773g and depress LOAD AR. 

e. Place the binary paper tape of Binary Loader (ND41-0005) into the high speed 
reader with the leader at the read station. 
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NOTE 

It is extremely important that the leader is positioned at the 
read station for a punched paper tape loading operation. 
The leader, in most cases, is approximately six inches in 
length and is set back approximately two feet from the 
beginning of tape . 

f. Depress START key. The paper tape will move through the reader a 
short distance and then stop. At that moment depress STOP key. 

g. Set ND812; SWITCH REGISTER to 77628 depress LOAD AR. 

I h. Set ND812 SWITCH REGISTER to 7424g and raise LOAD MR. 

i i. Depress ND812 CONTINUE key. The paper tape is then completely 

; read and the reader will stop when tape trailer is sensed. Set the 

j ND812 SELECT REGISTER switch to J position and check SELECTED 

REGISTER indicator lamps for zero. Repeat above procedure from 

step b if J is non-zero. 

3.a GENERAL LOADING PROCEDURES 

The following paragraphs provide procedures for loading programs into the ND812 
Computer using the Teletype Low Speed Paper Tape Reader, or High Speed Paper Tape 
Reader, or Magnetic Tape Cassette. 

3.8.1 LOADING PROCEDURE USING TELETYPE 

I a. Depress ND812 Computer STOP switch. 

I b. Set Teletype START/FREEATOP switch in FREE position. 

c. Place paper tape in ASR-33 reader, and set START/STOP/FREE 
switch in START position. 

d. Simultaneously depress ND812 Computer LOAD ADDRESS and 
NEXT WORD switches. The paper tape is read-in and will 
stop on trailer. Set ND812 Computer SELECT REGISTER switch 
to K position, and check SELECTED REGISTER Indicator lamps for 
zero. Repeat the above procedure from step a if K register is 
non-zero. 



I 
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3.8.2 LOADING PROCEDURE USING HIGH SPEED PAPER TAPE READER. 



NOTE 

The Binaty Loader (ND4 1-0005) must be loaded into the ND812 
Computer before binary formatted programs can be loaded using 
the High Speed Reader. Load the Binary Loader via Teletype per 
paragraph 3.8.2. If the Teletype is not available, use the 
bootstrap procedure described in paragraph 3,7.2. 

a. Set the ND812 Computer SWITCH REGISTER to 7700q and depress 
LOAD AR twice. " 

b. Set control word 3700_ into ND812 SWITCH REGISTER. 

o 

c. Place the binary formatted program tape to be read into the 
High Speed Reader with the leader at the read station. 

d. Depress ND812 Computer start switch. The Binary Loader will 
read the program tape into the computer, and the reader will 
stop when tape trailer is sensed. Set the ND812 SELECT 
REGISTER switch to K position, and check SELECTED REGISTER 
lamps for zero. Repeat the above procedure from step a if K 
register is non-zero. 

3.8.3 LOADING PROCEDURE USING MAGNETIC TAPE CASSETTE 

NOTE 

The Binary Loader (ND4 1-0005) must be loaded into the 
ND812 Computer before binary formatted programs can be 
loaded from the Magnetic Tape Cassette. Load the Binary 
Loader via Teletype per paragraph 3.8.2. 

a. Set the ND812 Computer SWITCH REGISTER to 77000 and depress 
LOAD AR twice. 

b. Set Switch Register BITS and 1 to "0", set BITS 2, 3 and 4 for 
the desired cassette drive, set BITS 5 through 11 to desired tagword 
(refer to paragraph 3.5) , 

c. Depress START on the computer. 

d. The Binary Loader will read from the cassette and conduct a tagword 
search. When the tagged record is reached, the Binary Loader will 
read the record and stop at completion. If the content of the K 
register is zero, the loading process was correct. If the content of the 
K register is non-zero, re-start from Step a. 



3-17 



! 



I NOTE 

If the Binary Loader proceeds to the end of tope without stopping, 
the user has specified a tagword which does not exist on the 
cassette. To recover from this condition, depress STOP and restart 
from Step a, and ascertain that the tagword specified exists on 
the cassette. 

3.9! ERROR DIAGNOSTICS 

The checksum is stored in the J register at the completion of a hardware autoload 
frorin ASR-33 or in the K register for the binary loader controlled program loading procedure. 
A t>10N-ZER0 J or K register indicates an erroneous load. Refer to the appropriate section 
of ihe OPERATIONAL PROCEDURE and re-load the program. If an error is encountered 
under binary loader autostart, check the calling program and the exit address of the Binary 
Locider. 

If a non-existent input device is specified, the Binary Loader will enter an endless 
loojp. The processor must be stopped with the front panel STOP switch and the loader restarted, 

I Failure to position a tape with leader over the read station will cause the leader 

to ^top on reaching the program's leader, if it is positioned on blank tape preceeding the 
leader. The J register will be zero, but since the program was not read, it will not be loaded. 
Th$ user is particularly warned against placing blank tape at the read station when loading 
overlays, as part of the background program is likely to be lost when the loader tries to load 
the blank tape . 
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SECTION IV 
THEORY OF OPERATION 



4.1 GENERAL 

The various functional units of the ND812 have been described in the overview 
in Section I. Each of these functional units is further detailed in the following descriptions. 
In some cases a functional unit may consist of a method of performing some function such 
as the execution of an instruction, or the method employed in obtaining a run condition. 
In other cases a functional unit may comprise a unique functioning logic group such as 
the pulser control and pulser logic which is described under clock generation and timing. 
Each of the following descriptions has a block diagram explanation, a fundamental oper- 
ation table, and timing diagrams. 

4.1.1 BLOCK DIAGRAM DESCRIPTIONS 

The block diagram descriptions present an overview at the functional level of 
operation of a circuit or circuit group. Throughout these descriptions the ND812 logic 
diagrams contained in Section VII of this manual are called out by sheet number and zone 
location. References to these diagrams are simply identified by a number-letter-number 
combination, 9B4, for example. The first number references the sheet number of the 28- 
sheet logic diagram. If the first number is preceded by the letter M, the reference is to 
the 6-sheet or the 10-sheet memory-control logic diagrams, 6M referring to the 6-sheet 
memory logic diagram and lOM referring to the 10-sheet memory logic diagram; thus, the 
reference 10M7A4 refers to the 10-sheet memory logic diagram, the seventh sheet, zone 
A4. The reference 18B1 refers to the 28-sheet ND812 logic diagram, sheet 18, zone Bl . 

4.1.2 SIMPLIFIED LOGIC TABLES 

The simplified logic is presented in the fundamental operation tables so that all 
logical functions needed to assert a described function or operation can be easily traced 
without having to search all the logic diagrams. They are work savers so that needless time 
is not spent in searching for all the logical functions required to obtain a given operation. 
For example, when an instruction is being processed, certain events occur in a precisely 
ordered sequence during the basic phase and other events occur during the execute phase. 
The simplified logic for the instruction indicates all the signals needed to obtain the end 
function. For example, often when a basic phase is processed the content of the MX 
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multiplexer is transferred through the adders to the AR at period PUOB. The event is 
synjbolized in the following manner. 

I 1. tPU0B->|PEA*^tPEA/9Bl 

2. (tPEA)(tREGCLK)->;CPA*/9B2 = MX^ADDER-*AR 

The symbological shorthand should be interpreted as follows; a high-level 
PUOB signal produces a low-level PEA* signal, which in turn produces a high-level PEA 
sigtlial shown at 981 of the logic diagrams in Volume II. The second line should be inter- 
preted in a similar manner: the high-level PEA signal is ANDed with the next high-level 
REGCLK signal to produce the low-level CPA* signal at 9B2. This results in the output 
of the MX multiplexer beirig switched through the adders to the AR. That these signals 
orei required to obtain the specified logical function of switching AAX multiplexer output 
datia into the AR can be confirmed simply by tracing through the logic. Notice that the 
symbology does not indicate which MX multiplexer input is selected as the switched output. 
This is because a different pulse is used to select the MX multiplexer input data although 
botjh events may occur durlhg the same time period, PUO, BPO, or EPO. However, this 
ev6nt is also described symbological ly (refer to Table 4-2). Notice also that no distinction 
isrhade between levels and pulses. In the example, the REGCLK signal is the next register 
cloick pulse produced by the clock logic during the time signal PEA is high. The output, 
\ovf level signal CPA*, is shaped by the REGCLK signal because REGCLK has the shortest 
duration. Familiarity with the clock generator and timing circuits will eliminate any 
confusion about pulse inputs to the various logic elements. 
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.3 TIMING DIAGRAMS 



The timing diagrams are idealized waveforms that illustrate the signals required, 
during each discrete time period, to obtain the end function described in the narration or 
in each of the simplified logic tables. Both the simplified logic tables and the timing 
dicgrams should be used when analyzing any of the logical functions that must be obtained 
during a given operation or process. That the various waveforms are produced as the result 
of 3 given operation can be verified by sampling signal outputs at the indicated logical 
outputs. 
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.4 DISCRETE LOGIC ELEMENTS 



With the exception of discrete component circuits on the power supply and the 
melnory boards, the smallest complete logic element in the ND812 is an integrated circuit 
(IC). Each of the various integrated circuits combines one or more logic functions in 
replaceable dual in-line packages. These various logic functions include standard NAND, 
N(])R, and inverter gates, shift registers, binary to octal decoders, adders, multiplexers, 
coil/nters, latches, flip-flops, and one shots. Functional description for medium scale 
integrated circuits (MSI 's)^ used In the ND812 Computer, are provided In Section VII as a 
reference. It is assumed that the reader is conversant with all these various logic elements 
and the purpose for which they are included to obtain various functions. It is further 
assumed that the reader Is familiar with binary arithmetic, 2's complement notation, and 
that machine language programming Is no deep mystery. 
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4.2 ENERGIZING THE ND812 



When the ND812 is fumed on, the key-lock switch is placed in the POWER ON 
or the CONTROL OFF position. When the switch is placed in the POWER ON position, 
the ND812 power circuits are energized and the power sense circuits operate. When the 
key-lock switch is placed in the CONTROL OFF position, those controls that permit 
program modification from the front panel control switches are disabled by the removal of 
a switch ground signal (KEY SW GND) . As a condition of power application the power 
sense logic operates two latches in the power supply circuits. One of these senses any 
power loss whether they are caused by an external or internal failure. The other latch 
provides a delayed power-on signal to various logic elements throughout the ND812 to 
obtain an initial register and latch clearing operation. 



4.2.1 



POWER SENSE 



Table 4-1 lists the simplified logic for the power sense and power fail circuits. 
When power is first turned on, +5-volt and +20-volt power (sheet 19) Is applied to the 
power sense circuit. The power sense transistor bias circuit, consisting of a 2.32K and 
IK resistor, places a slightly positive voltage at the base of transistor Q6{I9A6) with respect 
to+5-volt level at the emitter. This bias condition assures that transistor Q6 is cut off 
and the Input to the NAND gate 3A is a low-level signal. When a loss in power occurs, 
the +20-volt power source loses its voltage level before the+5-volt power source, and the 
bias voltage at the base of transistor Q6 becomes more negative than its emitter. Transistor 
Q6 saturates and the signal at the Input to NAND gate 3A becomes high-level. 

Table 4-1. Latch and Register Clearing, Fundamental Operation 



Ref. Period Simplified Logic 

A. TON PWR SENSE 

1. IBDPWR, tBDPWR*/19A4 

2. IBDPWR + iRUN*H.tPWRDY/19A4, iPWRDY 
(initial condition) 

3. tGO^iRUN*/19A4 

4. iBDPWR + 4.RUN*^tENM1/19B4 

5. tENM1->4.PWRDY/19A4, tPWRDY* 
(delayed -* 1 second) 



Event 



Power up condi- 
tion delayed 1 
second after turn- 
on to stabilize 
logic. 



ANY 



PWR FAIL 

1. 4-BDPWR*->tBDPWR/4A1 

2. (tBDPWR) (tG0*)->iBLKMC*/4A1 = 
STOP^LOCK GEN 

3. (tBDPWR) (tPRINT*)-^iRGPWR*/3A2 

4. IRGPWR*-^tRGO/3A2 

5. (tCPPU) (tDONE) (tPU6B) (tGO)-^ 
4.FFCLK*->tFCCLK/3A2 

6. (1-FFCLK) (tRGO)->-;RG073A3 = 
CLR^GO aCO. tGOV3A3) 



Power loss inhi- 
bits clock and halts 
computer. Halt oc- 
curs in less than 1 
microsecond. 
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Table 4-1. Latch and Register Clearing, Fundamental Operation (Cont'd .) 



Rsf. 



Period 



Simplified Logic 



Event 



C. T'ON CLEAR LATCHES AND REGISTERS 

1. |PWRDY*-*tPWRDY/3B2 

2. tPWRDY->iSTCLR*/3B2 



The start-clear 
signal is pro- 
duced at turnon 
and start. 



T'ON 

START, 

LOAD 

AR, 

LOAD 

MR, 

NEXT 

WORD 

PU1 



CLRH-CYCLE STEAL AND INTERRUPT REGS 

1. |START*^tSTART/3A1 

2. (tSTART) (tGO*)-*iSTCLR*/3B2 

3. ISTCLR* -I- tEXPMR* + tPUl *-*tSTPU1/3A3 

4. tSTPU1^iSTPUr/3A3 

5. iSTPUl * = CLR-K:YCLE STEAL REG 
(iCSP/4B1, tCSP*) 

6. ISTPUr = CLR->INTERRUPT REG 
(4-INTP/3B4, tINTP*) 



Cycle steal and 
in terrupt regis- 
ters closed. 



T'ON 
START 



T'ON 
START 



T'ON, 
START 



CLR^POWER INTERRUPT 

1. iSTCLR*-^tSrCLR/3B3 

2. (tSTCLR) (tPULSKP)-*IRPRIN* = 
CLR^POWER INTERRUPT LATCH 
(tPRINT/3AUPRINT*) 

CLR^DOUBLE TIME PERIOD REG 

1. ISTCLR *-*tSTCLR/3B3 

2. tSTCLR-'|RDBLE*/4A4 = CLR^ 
START DOUBLE and DOUBLE REGS 
(ISTDBL/4A4, tSTDBL*) and 
(IDBLE/4A4, tDBLE*) 

CLR->INSTRUCTION REG 

1. ISTCLR *^tSTCLR/3B3 

2. tSTCLR-^IMRr=CLR-»IR 
(:4I00-II11/17B1,2,3) 



Enables low power 
condition to stop 
ND812 when in run 
stiate. 



Clears PCP control 
registers. 



Instruction reg- 
ister cleared. 



TON, 
START 



T'ON. 
START 



T'ON, 
START 



CLR-*-FLAG REG 

1. ISTCLR *-*^tSTCLR/3B3 

2. tSTCLR-^IRFLAG* = CLR-»FLAG REG 
(IFLAG/10B4, tFLAG*) 

CLR-*PULSER 

1. ISTCLRV5AI = CLR->PULSER 
(IPUO -iPU7) 

CLR-*EXECUTE PHASE 
1. ISTCLR*/3B3 = CLR-EXECUTEPHASE 
(IEPH/5B2) 



Flag register 
cleared. 



Pulser cleared. 



Execute phase 
disabled. 
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Table 4-1 . Lat'ch and Register Clearing, Fundamental Operation (Cont'd .) 



Ref. 
K. 



Period 

TON, 
START 



TON, 
START 



Simplified Logic 

CLR->IND LATCH 

1. jSTCLR*/3B3= CLR-*INDIRECT LATCH 
(IIND/6A2, tIND*) 

CLR-OVERFLOW REG 

1. tCLOV* + ISTCLR*->tROV/l1B4 

2. tROV^IROV* = CLR OV 
(I0V/11B4, tOV*) 



Event 



Indirect latch 



Overflow reg- 
ister cleared. 



M. TON, CLR^PRIORITY REG 

START 1. iSTCLR*/3B3 = CLR^PRIORITY REG Priority struc- 

(4.ION/nB3, IIONA, J-IONB, IIONN) ture disabled. 



N. T'ON. CLR-»-INTERRUPT ENABLE LATCH 

START 1. ISTCLR* = CLR->INTERRUPT ENABLE 
(4-ENINT/11B2, tENINT*) 



Interrupt enable 
cleared. 



P. T'ON, ENABLE INSTRUCTION-CLEARED LATCHES 
START, 1 4.STCLR*^tSTCLR/3B3 
DONE 2. tSTCLR -t- (tDONE) (tPU7B)^iSTDN7*/3B3 



All instruction- 
cleared registers 
and latches require 
that the done latch 
is set and pulse 
PU7 has occurred. 



Q. 



T'ON, 

START, 

DONE 



ENABLE-^J REG LATCH 

1. ISTDN7* = CLR-*J, K LATCH 
(tJCOM/3A4, iKCOM) 



Sets J register for 
two-word data 
transfer. 



R. 



T'ON, 

START, 

DONE 



CLR-*FIRST/LAST MEMORY LATCH 

1. 1STDN7*=CLR FLMEM LATCH 
(tFLMEM*. iFLMEM/3B4) 



Clears first/last 
memory latch. 



T'ON, 

START, 

DONE 

T'ON, 

START, 

DONE 



CLR->FIRST/LAST LOCATION LATCH 

1. ISTDN7* = CLR-^FLLOC LATCH 
(tFLLOC*/3B4,|FLLOC) 

CLR->EXECUTE LATCH 

1. |STDN7* = CLRh^XCTFF 
(tXCTFF*/6A3, iXCTFF) 



Sets auto-index for 
first location. 



Clears execute 
latch. 



U. 



T'ON, 

START, 
DONE 



CLR^INDIRECT LATCH 

1. ISTDN7* =CLR^INDFF 
(tlNDFF*/6A3, ilNDFF) 



Clear indirect 
latch. 
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Table 4-1. Latch and Register Clearing, Fundamental Operation (Cont'd.) 



Ref. Period 



Simplified Logic 



Event 



V. 



w. 



T'ON. 

START, 

DONE 

T'ON, 

START, 

DONE 



CLR-^INDIRECT MEMORY LATCH 

1. ISTDN7* = CLR-*INDM 
(tlNDMVeAS.ilNDM) 



CLR-+KOM REG 

1. 4-STDN7* = CLR->KOM REG 
(IK0M/8B1) 



Clear indirect 
memorv latch. 



Clear KOO set reg- 
ister (multiply 
logic). 



Y. 



T'ON, 

START, 

DONE 

T'ON, 

START, 

DONE 



CLR-*WAIT REG 

1. 4.STDN7* = CLR-^WAIT REG 
(tWAIT*/8B3, IWAIT) 

CLR^ONCE REG 
1. ;STDN7* = Cl.R-*ONCE REG 
(tONCE*/8B3, iONCE) 



Clear wait reg- 
ister (divide logic). 



Clear once register 
(divide logic). 



With a lov/-level input signal to NAND gate 3A (19A4), the BDPWR latch 
prbvides the outputs listed in reference A of Table 4-1. These levels tend to make the 
ouitput of NAND gate 4B (19A4) and 3C (19A4) low level and high level, respectively. 
However, the large capacitor connected to output of NAND gate 3C tends to keep its 
ouitput at a low level and thus, for approximately 1 second, the outputs listed in entry 
A2 of Table 4-1 are obtained. When the capacitors in these NAND gates are charged 
aqd discharged, the outputs listed in A5 of Table 4-1 are obtained. This is the normal 
state of these latches. 

At the outset of power turn on, the high-level PWRDY signal provides initial 
la^ch and register clearing signals. These are listed in entries A and B, of Table 4-1 . 
These same clearing signals are obtained when the ND812 is placed in its run state by 

depressing and releasing the START switch. 

I 

4.I2.2 MANUAL START AND CONTROL 

i The ND812 front panel is shown in Figure 3-1. its controls and indicators 

prbvide a means to manually load a program into core memory, examine the contents of 
vcirious locations in memory, alter memory contents, and to determine the current status of 
a Iprogram. The ND812 can be started and stopped through its front pane! control switches, 
arid, after stopping, can be restarted. Before beginning the descriptions in this paragraph, 
thb reader should study Section III of this manual. 

4.2.2.1 SWITCH REGISTER, The outputs of the switch register switches (2A2/2B2) are 
applied directly to the utility gates (sheets 14, 15 and 16) and through the utility gates to 
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the MX multiplexer so that any setting of the switch register switches are applied directly 
to the utility gates. 

4.2.2.2 GO CONTROL LOGIC. The GO controllogic permits the ND812 run con- 
dition to be obtained. When manual operation such as loading registers or examining 
registers is occurring, the GO condition is termporarily inhibited until the START switch 
Is operated. The GO control logic has two states, initialize and run. The initialize 
condition is dependent on the operation of the power sense and power delay latches. 

4.2.2.2. 1 Initialize Condition. The GO control logic consists of the go and the start 
pulser registers, (The start pulser register is described in subsequent paragraphs.) Oper- 
ation of the ND812 is initialized when the power sense and power delay logic (19A4 and 
Table 4-1) is exercised. When the front panel power switch is turned on the power sense 
logic detects+20 Vdc power through transistor Q6 on the power supply and oscillator 
board. When the +20 Vdc is sensed, the power sense latch is disabled. If a low-power 
condition exists, the bias voltage on the sensing transistor drops causing it to conduct and 
set the bad power BDPWR latch. With the power sense latch in its unset condition the 
power delay latch normally provides a high-level PWRDY* signal and a low-level PWRDY 
signal. After about a one-second delay this circuit is set to its normal state. The delay 
permits the power supply outputs to stabilize and the GO control register (3A3) to be 
reset through logic by the temporarily high-level PWRDY signal applied through the gate 
logic. When the PWRDY latch is set to its normal operation the PWRDY signal becomes 
low level together with all the other gated signals, and the GO control register is init- 
ialized with the GO signal low-level and the GO* signal high level (Table 4-2). 

Table 4-2. GO Control, Fundamental Operation 

Ref, Period Simplified Logic Event 



T'ON GO CONTROL, INITIALIZE->;GO/3A3,tGO V3A3 

1. |PWRDY*->-tPWRDY/3B2 

2. tPWRDYH^STCLRV3B2 

3. tPWRDY->^RGOV3A3 

4. (4-RGO*) (tCNTRP)->iGO/3A3, tGO* 



Occurs at turnon 
and start. 



T'ON GO CONTROL, RUN^tGO/3A3,4.GO*/3A3 

1. tXLDPR*^;EXLDPR/6B1 

2. (iEXLDPR) (tG0*)->tLDPR*/6B1 

3. tXLDMR*-^4^EXLDMR/6B1 

4. (lEXLDMR) (tGO*KtLDMR*/6B1 

5. tEEXAM*^|EXEXAM/681 

6. (lEXEXAM) (tG0*)->tEXAM*/6B1 

7. (tLDPR*) (tLDMR*) (tEXAM*)-* 
4EXPMR^tEXPMR*/6B2 



Occurs at start 
and continue. 



C. T'ON ENABLE TOGGLE MODE 

1. (tEXPMR*) (tCNTRP) Occurs at start 
(tALODT*) (tRGO*)-*TOGGLE lndRGO*/3A3 and continue. 

2. iSTART*-^tSTCNT/3A3 

3. tSTCNT-*;CLKGO*->tGO/3A3,IGO* 
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Ref. 
D. 



Table 4-2. GO Control, Fundameni-al Operafion (Cont'd.) 

Period Simplified Logic Event 



PUO EXECUTE AND BASIC PHASES BLOCKED 

1. IG0 + IRDBLE*-*tRDBLE/4B1 

2. (tftDBLE) (tCSP*) (tSDCS*)-* 
IRCSFFV4B2 

3. URCSFF*) (tCSP*) = CLR^YCLE 
STEAL FF (;CSFF/4B2,tCSFF*) 

4. (tINTP*) {tRDBLE)-*IRITFF*/4B4 

5. (IRITFF*) (tINTP*) = CLR^INTFF 
(4.INTFF/4B4 t INTFF*) 

6. (tINTFF*) (tCSFF*)^|INTCSF/4B4 

7. ilNTCSF-*tlNTCS*/5B1 

8. (tINTCS*) (tPUQ) (IGO)-^tRBLK*/5B2 

9. (tGO*) (tPUOB)-*4.SBLK*/5B1 

10. (ISBLK*HtRBLK*) = SET-*BLOCK 
BPEP REGISTER (tBLKBEP/5B2) 



Occurs at PUO 
during cycle steal, 
iriterrupt, or 
when GO control 
logic is disabled. 



4.12.2.2.2 Run Condition. The GO control register is set when the operator depresses and 
releases the front panel START switch. When this switch is operated, the GO signal 
belcomes high level and the GO* signal becomes low-level. The high-level GO signal is 
cqupled to the power delay latch through the power sense gate so that when low power is 
seised, the power delay latch will be immediately reset and cause a halt in the operation 
of the clocking circuits at the conclusion of the instruction. 

With the establishment of the run condition, a register clearing pulse is gen- 
erjated through the start-clear logic (3A1 and 3A2) so that various registers are cleared 
(rfefer to Table 4-1). The run condition is disabled whenever the STOP switch, or certain 
otier halt conditions have been detected, but only after the current machine cycle has 
been completed. After the ND812 has been set into operation and stopped, the CONT 
sviitch should be depressed to obtain a new run condition . This prevents registers from 
being cleared again by the START switch. A high-level GO* signal is required to enable 
the front panel switch control logic; however, this signal is only present during the init- 
ialize state of the GO control register. The front panel switch control logic is also dis- 
at led when the NEXT WORD, LOAD MR, and LOAD AR switches on the front panel are 
in their normally off positions. Depressing any of these switches after a go condition has 
bejen established will have no effect because they are inhibited by the go-logic disabling 
signal. 

4.2.2.3 MANUAL LOAD ADDRESS REGISTER (AR) . The LOAD AR switch (2A4) trans- 
fers the switch register settings into the AR, the PC, and the memory field register (para- 
grpph 4.5.3.5). To do this, power must be turned on. When power is sensed, the ND812 
cl^ck circuits are operating. The reader should refer to paragraph 4.2.1 and then return 
toi this paragraph. 

Figure 4-1 is the manual load-address block diagram. When the front panel 
L(!)AD AR switch is depressed, the load AR latch (3) provides a signal that enables the 
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front-panel switch control logic. Prior to the application of PU timing pulses to the time 
control logic (9), the front-panel switch control logic (5) enables the utility gates (6), 
the MX multiplexer (7), and the adders (10). With the utility gates, the MX multiplexer 
and adders enabled, front panel switch register data (signals SWOO through SWl 1) are 
applied through the utility gates (signals UOO through Ull) to the MX multiplexer, and 
from the enabled MX multiplexer (signals MXOO through MXl 1) to the adders. Because 
there Is no other input to the adders at this time, the adder outputs (signals BOO through 
Bll) are identical to the MX multiplexer inputs and are applied to both the AR (13) and 
the PC(12). (These signals from the adder are also applied to the bus and memory buffer 
multiplexer (4) which permits its outputs to come from either the adder bus of from the 
memory buffer register.) 

The logic signals developed by the front panel control logic (5) are also applied 
to the time control logic (9) which develops its various enabling signals in synchronism 
with applied PU pulses. At the occurrence of timing pulse PUO the output from the MX 
multiplexer/adders (7 and 10) is enabled to the AR (13). At the occurrence of timing 
pulse PUT, these same outputs are enabled to the PC (12) so that at the end of the first 
two timing pulses, both the address register and the program counter are loaded. The AR 
output signals (AOO through All) are applied to the memory (1) for decoding when a read 
signal is sensed. 
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Figure 4-1. Manual Load Add -ess Register, Block Diagram 
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I When pulse PU2 occurs, the location in memory whose address is specified by 

the AR outputs sends Its signals (MSOO through MSll) to the memory buffer register (2). 
Thjis sequence is enabled by memory control logic. Memory control logic also selects the 
memory buffer register outiputs (signals MBOO through MB! 1) for input to the bus and memory 
bujffer multiplexer (4), wNich in turn, applies its outputs (signals PMROO through PMRl 1) 
tolthe memory data register (8). When pulse PUS occurs, the outputs from the bus and 
memory buffer multiplexer are loaded into the memory data register. 

When pulse PU5 occurs the outputs from the memory data register are applied 
toi output I/O lines and t4 the memory (1) where they are written back into the same location 
in; memory from which they were read. The read/write sequence permits the data at the 
addressed memory location to be loaded into the memory data register for display by front 
panel indicators. 

Table 4-3 is the simplified logic for the manual load address sequence. This 
table together with the logic and timing diagrams will aid in understanding the following 
de| script! on. 

When the LOAp AR switch on the front panel is depressed the XLDPR* signal 
(2A4) latch provides a low-level XLDPR* signal (Figure 4-2, waveform A). Simultaneously 
b4th the LDPR* and the EXPMR* go to their low-level state (waveforms B and C). The 
sv\i'itch control logic which permits these signals to be generated is enabled only in the 
injitlalize state of the go control because of a high-level GO* signal (6B1). 
I 

I Ultimately these signals produce the high-level LDFPSW signal (6B3 and wave- 

fo|rm D) which is applied to the utility gates and through them to the MX multiplexer. 
Tfiis data Is entered into the MX multiplexer through the SELU gate (8A3) and develops a 
low-level SLUMX* (9A1) signal which setsMXEN* low and enters switch register data into 
the MX multiplexers through the utility gates. 

: Multiplexer select logic (9B1) accepts the low-level SLUMX* signal and develops 

a ihigh-level MXSO signal (9B1 and waveforms E and F, Figure 4-2_ which selects the 
uilllty gates for output from the multiplexers (Table 4-2) and enables signals MXOO through 
MSll which are applied to the adders (sheets 14, 15 and 16). The outputs from the MX 
m jitiplexer are summed with the outputs from the TS multiplexer (sheet 13) when enabled; 
however, because the add-subtract output gates are not enabled, the sum output when TS 
dcita is not called for is the selected MX multiplexer output. The adder outputs (sheets 
14, 15 and 16) are applie:d parallel to the Inputs of the address register, the program counter 
and the J and K registers^ The address register is enabled when pulse PEA* (waveform I, 
Figure 4-2) goes to its loy/-level state and the program register is enabled when pulse PEP* 
(vraveform K) goes to Its liow-level state. 

I Because the go control logic has not been set to its run state, the pulser control 

l4gic (3A4) is In Its initialized state and configured for toggle operation. With the go 
c<|)ntrol logic In its initlalllzed state pulse PU7B (waveform D, Figure 4-10) cannot recycle 
tlje pulser so that only a single string of PU pulses Is generated by the EXPMR* signal. This 
string of PU pulses permit? other enabling signals to be generated. 
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If the ND812 is in its run state when data is to be entered into the address 
register through the switch register switches, the ND812 STOP switch must first be operated 
to obtain the initialized condition of the go-control register. One of the important func- 
tions obtained when the go-control logic is in its initialized state is that when the pulser 
is operated, only a single machine cycle will be developed and the basic and execute 
phases will be blocked so that BP and EP pulses cannot be generated. This is because the 
low-level GO signal applied through the RBLK* NAND gate (5B2 and E8 and E9, Table 
4-3) and the high-level GO* signal applied through the SBLK* NAND gate produce the 
set condition of the BLKBEP flip-flop register. The high-level BLKBEP signal is inverted 
and applied to the basic and execute phase NAND gates as an inhibiting signal. 

Table 4-3. Manual Load Address Register, Fundamental Operation 



Ref. Period 



Simplified Logic 



Event 



LOAD 
AR 



SWR^MX 

1. |XLDPR*^tEXLDPR/6B1 

2. {tEXLDPR*) {tG0*)->ILDPR*/6A1 

3. ILDPR* + tLDMR*->tLDPRMR/6B2 

4. 4-LDPR* + 4^LDMR* + iEXAI\/l*->tEXPMR- 
|EXPI\/1R*/6B2 

5. ILDPR*-^tLDPR/6A2 

6. (tLDPRMR) (tALODT*)->lLDPSW*/6B2 

7. 4.LDPSW*^-tLDFPSW/6B3 

8. (tLDFPSW) (tSWOO* - tSWII*) = 
tU00-U11/14, 15, 16->MX 



Occurs when LOAD 
AR switch is de- 
pressed. 



B. LOAD IVIX-»-ADDERS 

'^•^ 1. tLDPR^ISELU6*^tSELU-*;SLUMX*/8A4 

2. -|.SLUIVlX*->tlVIXEN^4-MXEN*/9A2 

3. iSLUMX*^-tMXSO = U00-U11-> 
MX->ADDER 



Occurs when LOAD 
AR switch is de- 
pressed. 



LOAD START->PULSER 

1. |EXPMR*/6B2 = DISABLE GO CONTROL 
TOGGLE, 3A3 

2. |EXPMR*/6B2= tCKSTI •/3A4^tST1/3A4 
PULSER ON (Pulser Cycle off by PUO) 



AR switch is de- 
pressed. 



D. 



PUO 
AR 



CLR->LATCHES AND REGISTERS 

1. 4.EXPMR*^tSTPU1->iSTPU1*/3A3 

2. (iSTPUl*) (tCNTRP)->CLR CYCLE 
STEAL PERMIT 

3. (4.CSP, tCSP*/4B2) 

4. (ISTPUT) (tCNTRPHCLR 
INTERRUPT PERMIT 

5. (IINTP, tlNTP*/4B4) 



PULSER 
AR switch. 
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Table 4-3. Manual Load Address Register, Fundamental Operation (Cont'd.) 

Raf. Period 



Simplified Logic 



Event 



PUO PUL$ER-*1 CYCLE 

1. iPU0'-*tRST1^IRST1*/3A4 

2. (^RSTI*) (4^PU7B) + 4-GO + ;DBLE' 
tSSTr/3A4 

3. (tSSTI*) (J-RSTr)-*IST1/3A4 = 

PULSE R->-1 CYCLE 



Permits only 1 
cycle to occur be- 
cause GO control 
Is disabled. 

Pulser zeroed by PUO. 



PUO ADDER^AR 

1. tPU0B^iPEA-*tPEA/9B1 

2. ItPEA) (tREGCLK)^-;CPA* = 
■ADDER-*AR 



Adder data uncon- 
ditionally to AR at 
this time. 



PU1 CLR->MBR 

1. tPU1B-^4RiVIB*/18B1 =CLR->MBR 



Memory buffer reg- 
ister cleared un- 
conditionally atPUI. 



PU1 ADDER-*PC 

1. (tPUIB) (tEXPVIR)^;EXM1B*/9B2- 
tMPEP /9B3^;PEP*-^tPEP/9B1 

2. (tPEP) (tREGCLK)-*;CPP*/9B2 = 
ADDER-*PC 



Adder to pro- 
gram counter. 



PU2 MR-*MBR 

1. (tADDFO*) (tMCRT)^iiVlCIR*/8A4 

MR-^MBR 



Read memory 
data occurs uncon- 
ditionally at PU2. 



PU3 BMBMX-^MDR 

1. 4,PU3*->tPEM/12B2 

2. (tPEM) (tREGCLK)-iCPM*/12B2^ 
MBR-BUS + IVIBR MPLXER-^MDR 

3. tADDFI* = MBR-*BMBMX 



Pi/lemory buffer to 
memory data 
register. 



K. PUB PU5B, MDR-*-MR 

1. (tWAIT*) (tRLOOP*)-^4.WTRL-^tWTRL*/8B2 
tWTRL*/8B2 

2. (tWTRL*) (tPU5B)->4PU5W*-^ 
tPU5W/8B3 

3. (tPU5W) (tADDFO*)- 
4I\/ICIW78B4 = BMBMX-^MDR 



Write memory 
data occurs at PUB 
if multiply or 
divide are not in 
effect. 
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Table 4-3. Manual Load Address Register, Fundamental Operation (Cont'd.) 

Ref. Period Simplified Logic Event 



L. PUO EXECUTE AND BASIC PHASES BLOCKED 

1. IGO + iRDBLE*-*tRDBLE/4B1 

2. (tRDBLE) (tCSP*) (tSDCS*)-^ 
IRCSFFV3B2 

3. (IRCSFF*) (tCSP*) = CLR^CYCLE 
STEAL FF (iCSFF/3B2, tCSFF*) 

4. (tINTP*) (tRDBLE)-*iRITFF*/4B4 

5. (iRITFF*) (tINTP*) = 
CLR^INTERRUPT FF (ilNTFF/4B4, 
tINTFF*) 

6. (tINTFF) (tCSFF*)^ilNTCSF/4B4 

7. IINTCSF^tlNTCSV5B1 

8. (tlNTCS*) (tPUO) (;GO)->tRBLK*/5B2 

9. (too*) (tPUOB)-*4-SBLK*/5B1 
10. (ISBLK*) (tRBLK*) = SET-> 

BLOCK BPEP 

REGISTER (tBLKBEP/5B2) 

Pulses PEA* and PEP* (sheet 9) are generated through their respective control 
logic circuitv'pulse PEA* goes low when pulse PUOB (Figure 4-10) is generated and pulse 
PEP* when signal EXPMR goes high level concurrently with pulse PUIB. With the occur- 
rence of these pulses both the address register and program counter register are enabled, 
however, this data is not strobed into these registers until the next REGCLK pulse occurs 
and pulses CPA* and CPP* (waveforms J and L, Figure 4-2 and 9B2) are generated. 

With address register output signals AOO through All applied to the memory 
(core) register address decoders (6M2 and 10M3), the proper X-Y-select lines are selected 
from the memory matrix and the data stored at the indicated address Is read into the memory 
buffer register (18A1, Bl and A2, B2) from the memory register when pulse MCIR* (8B4 
and waveform M, Figure 4-2) occurs. This takes place when pulse PU2 (8B4) is generated 
by the pulser (refer to time-state PU2, Table 4-3, I). Pulse MCIR* commands the memory 
control logic to read from memory. 

Outputs MBOO through MB23 of the memory buffer register are applied to the bus 
and memory buffer multiplexer (sheet 17) together with the bus (adder) outputs BOO through 
Bll. Because both signals ADDFl * (sheet 17) and RDB* (12B3) are high level at this time, 
the memory buffer register (signals MBOO through MBl 1) is selected for output from the bus 
and memory buffer multiplexer. Thus when pulse PU3 (12B2) occurs, the memory buffer 
inputs are loaded into the memory data register (sheet 17) by signals PEM* and CPM*, the 
former enabling the Inputs (signals PMROO through PMRll) and the latter clocking them. 
Thus, the content of the memory register is loaded into the memory data register. 

When pulse PUS occurs, pulse MClW* (8B4 and waveform Q, Figure 4-2) goes 
low level and the data contained In the memory data register Is written back Into the memory 



Occurs at PUO 
during cycle steal, 
interrupt, or 
when GO control 
logic is disabled. 
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A. XLDPR * (2A4) 

B. LDPR * (661) ^ 



C. EXPMR » (6B2) 

D. LDFPSW (6P3) 



E. SLUMX * (SAD 
(9B1) 
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Figure 4-2. Manual Load Address Register, Timing Diagram 
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register (core). The result of this operation is that the front panel MEMORY REGISTER 
lamps indicate the content of the addressed memory data register. 

4.2.2.4 MANUAL LOAD MEMORY REGISTER (MR). A word can be data or an instruction 
or an address. It is the information stored at a uniquely addressed location in core. The 
LOAD MR switch on the front panel is used to load a word into memory at the location held 
by the AR. When the LOAD MR switch is operated, the content of the PC is transferred into 
the AR. The program counter is incremented and now contains the next address to be ac- 
cessed after this operation is over. The address register contains the address currently 
accessed. 

Figure 4-3 is the manual load memory block diagram. Except for the events 
that occur, this block diagram is identical to that for the manual load address, (Figure 4-2). 
When the front panel LOAD MR switch is raised, the load memory register latch (3) is 
set. Although this logic is similar to the load address register logic, a different sequence 
of events is ordered. 
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Figure 4-3. Manual Load Memory Register, Block Diagram 
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Prior to the application of PU timing pulses to the time control logic (9) the 
fr<t>nt panel switch control: logic (5) enables the utility gates (6) so that switch register 
dota (signals SWOO through SWl 1) is ready to be switched through the MX multiplexer (7). 

The logic signd Is developed by the front panel switch control logic (5) are also 
ap^plied to the time control logic (9) which develops the various enabling signals in syn- 
chjronism with the applied: PU pulses. When pulse PUO occurs, two events take place simul- 
tajneously; the content of the PC (12) is switched through the MX multiplexer (7) and the 
MX multiplexer outputs ai[e applied through the adders (11) to the AR (13). Thus, signals 
PQO through Pll are loadeid into the address register through multiplexer signols, MXOO 
through MXU, and adder! signals BOO through Bll. 

When pulse PUjl occurs two more events take place; a carry input is propagated 
thirough the adders so that! their content, which is still the output of the PC, is incremented 
by[ 1 and the output of the adders is returned to the PC. 

When pulse PU2 occurs, the output of the MR (1) is locaded into the memory 
buffer register (2) in a manner similar to that previously described for the manual load 
address mode of operationj. 

When pulse PUQ occurs, three events take place; the contents of the front panel 
switch registers are switched through the MX multiplexer and adders (7 and 1 1), adder 
OL(tputs are switched throuigh into the bus and memory buffer multiplexer (4), and the bus 
and memory buffer multiplexer outputs are loaded into the memor)' data register (8). In 
this manner, the content of the switch register (signals SWOO through SWll) are switched 
through the utility gates (signals UOO through Ul 1) into the MX multiplexer and adders 
ard the adder output (signals BOO through Bl 1) Is switched through the bus and memory 
bL ffer multiplexer into th^ memory data register (signals PMROO - PMRll). 

When pulse PUS occurs, the content of the memory data register (8) is loaded 
into the memory (1) at the address specified by the AR (13) similar to that previously 
deiscribed for the manual load address mode of operation. In this case however, the memory 
dc ta register (8) content was replaced by the content of the switch registers. 

Table 4-4 is the simplified logic for the manual load memory sequence. This 
table together with the logic diagrams will aid in understanding the following description. 

When the LOAD MR switch is raised the XLDMR* signal (2A4) latch provides a low-level 
XLDMR* signal (Figure 4-4, wavefonn A). This signal also enables the BLSTl* one-shot 
gcte (2B4) and produces an output from the one shot when the LOAD MR switch is released. 
Tl-e J-K input of the pulsar control register is enabled in a manner similar to that previously 
described for loading an dddress. Similarly, because the go-control logic has not been set 
to its run state, the pulsei| output produces a string of 8 pulses identical to that previously 
de scribed for loading an dddress. And, these signals, together with the signals enabled 
wlien the LOAD MR switch is raised, permit other enabling signals to be generated. 
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Table 4-4. Manual Load Memory Register, Fundamental Operation 

Period Simplified Logic Event 



LOAD SWR->MX 

^'^ 1. 4.XLDMR*-+tEXLDIVIR/6B1 Occurs when LOAD MR 

2. (tEXLDMR) {tGO*)^4-LDMR*/6B1 switch is depressed. 

3. ILDMR* + ILDPR*^tLDPRMR/6B2 

4. ILDMR* + RDPR* + 

; EXAM*->-t EXPM R->IEXPM R */6B2 

5. iLDMR*-*tLDMR/6B2 

6. ;lDMR* + 4.EXAI\/l*->'tEXMR/6B2 

7. (tLDPRMR) (tALODT*)-^ILDPSW*/6B2 

8. 4.LDPSW*^-tLDFPSW/6B3 

9. (tLDFPSW) (tSWOO* - tSW1 1 *) = 

tU00-U11/14, 15, 16->MX 



LOAD Simplified Logic is Identical to C through F 
MR of Table 4-3. 



Refer to Event 
Column of Table 4-3. 



PUO PC-»-MX-*-ADDER 

1. (tEXMR) (tPU001)H^;cSELP->4.SLPMX*/8B4 

2. 4.SLPMX*->tMXEN/9A2 = ENABLE->MX 

3. -l.SLPMX*-t-4EXr-*tMXS1/9B1 = PC->MX 



Occurs when LOAD 
MR switch is de- 
pressed only. 



PU1 -Hl^ADDER 

1. (tEXMR) (tPUlBl-^iCINI* 
tCIN/12B2 = + 1-*ADDER 



Occurs only when 
LOAD MR switch 
is depressed. 



PU1B CLR^MBR 

1. tPU1B^4.RMB*/18B1 =CLR-^MBR 



Occurs uncondition- 
ally during PU1 . 



PU1B ADDERS-*PC 

1. (tPUIB) (tEXPMR)-*iEXM1B*^ 
;PEP*-*tPEP/9B1 

2. (tPEP) (tREGCLK)->-l.CPP*/9B2 
ADDER^PC 



Occurs only when 
LOAD MR switch 
is depressed. 



PU2 MR-^MBR 

1. (tADDFO*) (tMCRT)- 
4.MCIR*/8B4 = MR->-MBR 



Read occurs uncon- 
ditionally during 
PU2. 



PU3 SWR-»-MX-*ADDER 

1. ILDMR* + iCSRDB*^tSELU3/8A3 

2. (tSELUS) (tPU3B)->-ISLUMX*/8A4 

3. |SLUMX*->-tMXEN-*IMXEN*/9A2 = 
ENABLE-*MX 

4. iSLUMX*->-tMXS0/9B1 = U00-U11-MX 



Occurs only when 
LOAD MR switch 
is depressed. 
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Table 4-4. Manual Load Memory Register, Fundamental Operation (Cont'd.) 



Rsf. Period 
L. PU3B 



Simplified Logic 

AD(i)ERS^BMBMX-*MDR 

1. ilLDMR* + IINTFF* + ICSRDB*^' 
liRDB3/12B2 

2. (^RDB3) (tPU3B)^4BMEM*/12B2 

3. 4-BMEM*-*tRDB->-;RDB*/12B3 = 
ADDER-^BMBMX 

4. 4iBMEM* + iPU3*-*tPEM/12B3 

5. (^TPEM) (tREGCLK)-*4.CPM*/12B3^ 

6mbmx->mdr 



Event 



Occurs only when 
LOAD MR switch 
is depressed. 



M. PUB IV1DR-*MR 

1. (rrWAIT*) (tRL00P*)->4.WTRL-* 
1!WTRL*/8B2 

2. (itWTRL*) (tPU5B)-*IPU5W*-* 
-tPU5W/8B3 

3. (ItPUSW) (tADDFO*) = iVlDR^IVIR 



Write operation 
occurs at PUB if 
multiply or 
divide not in 
effect. 



A low-level XllDMR* signal (2A4) produces high-level LDFPSW (6B3) and 
EXPMR (6B2). EXMR (6B2) and LDMR (6B2) signals (Figure 4-4, waveforms A through D) 
anjd low-level EXPMR* and LDMR* signals. The high-level EXMR signal produces the 
SLIPMX* (waveform I) signal when pulse PU001 (combines PUO and PUl) is generated. 
Thtis signal selects the PC buses (POO-Pl 1) for input to the MX multiplexer (14, 15 and 
16^ (8B3) and develops signal MXSl (9B2) which selects input line 12 (Table 4-4). 
Previously, the low-level EXPMR* signal produced signal MXEN* (9A1) which enabled 
the MX multiplexer (sheetis 14, 15 and 16). 

The MX multiplexer output signals (MXOO - MXl 1) are applied to the adders 
(sheets 14, 15 and 16) when the low-level SLPMX* signal is generated. During the same 
tinhe interval, signals PEA* and CPA* (when the next REGCLK signal is produced) are 
gejnerated (9B1). These signals enable the AR (waveforms G and H) which receives its 
inputs (BOO - Bl l) directly from the adders (sheets 14, 15 and 16)., 

: During the subsequent time interval a high-level CIN pulse (12A2) is generated 

at! the coincidence of the high-level EXMR signal and a PUl B pulse. This signal is a carry 
input to the least significant bit (Bll) of the adders (sheets 14, 15 and 16) that is propagated 
doiwn the adders to the most significant bit (BOO) causing the output of the MX multiplexers 
tojbe incremented through; the adders. Simultaneously pulses PEP* (9B3) and CPP* (wave- 
forms K and L, Figure 4-4) permit adder outputs to be loaded into the PC (9B3 sheets 14, 
15; and 16). A high-level: EXPMR and PUl B generates pulse PEP*, and PEP* and REGCLK 
pujises generate CPP* pulse. 

AR output signals AGO through Al 1 are applied to the memory register address 
delcoders (sheet 3, 8K memory), the proper x- and 6-select lines are enabled in the memory 
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1 
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SELECTS ADDER MDR 



WRITES MDR MR 



Figure 4-4. Manual Load Memory Register, Timing Diagram 
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acjldress matrix and the data stored at the indicated address is read into the memory buffer 
rdgister (sheet 18) from thie memory when pulse MCIR* (8B4 and waveforins M, Figure 4-4) 
occurs. This takes place when pulse PU2 (8B4) is generated by the pulser (refer to time- 
stdte PU2, Table 4-4) . 

Outputs MBOO through MB23 of the memory buffer register are applied to the bus 
arid memory buffer multiplexer (sheet 17) together with buss (adder) outputs BOO through Bl 1. 
Hbwever, at this time signal ADDFl* is high level and signal RDB* (waveform R) is low 
level (12B3) so that when pulse PU3B occurs the adder (bus) input (signals BOO through Bll) 
is; selected for output froni the memory buffer and bus multiplexer (Table 4-4). Also when 
pillse PUS occurs the low-level LDMR* signal (6B2) develops a low-level SLUMX* (8A4 
arid waveform P, Figure 4-4) which in turn produces high-level MXSO and MXEN signals. 
The MXSO signal admits the content of the utility gates (switch register data) into the MX 
multiplexer (Table 4-4 and sheets 14, 15 and 16). Also, low-level signal PUS* (12B2) 
develops low-level PEM* and CPM* signals (12B3 and waveforms N and Q, Figure 4-4), 
the latter produced when the next REGLCK signal is generated. These signals admit the 
content of the bus and memory buffer multiplexer to the memory data register. 

When pulse PUS occurs a low-level MClW* write pulse (12B3 and waveform S, 
Fiigure 4-4) causes the content of the memory data register (signals MOO through Mil) to be 
written into memory. Pulse MClW* is enabled through the memory control logic by the 
high-level ADDFO signal., As a result of this operation the front panel MEMORY REGISTER 
lajmps indicate that the content of the switch register settings has been loaded into the MDR 
arid written into MR. 

! When successive locations in memory are to be loaded, it is only necessary to 

eriter the data into the swjtch register and raise the LOAD MR switch. 

4;2.2.5 SINGLE STEP OPERATION. When the SINGLE STEP switch on the front panel 
is raised, ND812 timing will halt at the end of the current phase. With this switch in its 
operate state (up), depressing the CONT switch will execute the next phase and each phase 
thereafter, each time the CONT switch is depressed. 

i 

Start and stop of ND812 timing is controlled through the go control register 
(S^^S and Table 4-2) reset logic. When the SINGLE STEPswitch Is raised, signal SS* (3A2) 
is inverted to produce high level signal SS which is applied through AND logic together 
with pulse PU6B (5B2) to the set input of the go control register. Thus, if an interrupt 
or DMA operation is not in progress, when pulse PU6B occurs, the go control logic will 
b^ set to its initialize state. Because pulse PU6B occurs during each basic-phase and 
execute -phase, go control logic will be set to its initialize state at the end of either cycle. 
If the SINGLE STEP switch is not held in its operate state when the CONT switch is oper- 
ated, pulse PU6B will not be permitted to enable the AND gate, and operation of the ND812 
tiitiing will not be halted. In single step, pulse PU7 is not permitted to recycle the pulser 
cdntrol register and thus timing pulses are inhibited. 

' Operation of tiiming and go control logic can be more readily understood by 

referring to Figure 4-5. With the SINGLE STEP switch held in its operate state, signals 
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INTCS* and SS (waveforms A and B) are high level and permit pulse PU6B (waveform D) 
to Initialize the go control logic causing a low-level GO signal (waveform C) . With GO 
signal In its low-level state pulse PU7B, which is normally applied to the pulsar control 
register (3A4), is inhibited and pulse STl (waveform E) cannot go to Its normal high-level 
state, thus preventing the pulser from being recycled. However, pulse PU7B does enable 
the major-state control logic (4A2) so that either pulse BPH (waveform F) goes to Its low- 
level state, and/or pulse EPH (waveform G) goes to Its high-level state. Thus, when the 
CONT switch is again depressed, the major-state control will produce pulses In the next 
major state. 

NOTE 

Although both basic- and execute-phase pulses are 
shown high level, indicating that this action occurs 
in either state, they are actually of opposite polarity 
and cannot occur as shown (refer to Figure 4-5). 

4.2.2.6 SINGLE INSTRUCTION. When q single instruction is to be executed, the 
SINGLE INSTR switch Is raised. When this Is done, the ND812 will halt after the current 
instruction has been executed. With this switch In its operate state (up), depressing the 
CONT switch will execute the next Instruction and each instruction thereafter, each time 
the CONT switch Is depressed. 

Start and stop of ND812 timing is controlled through the go control register 
reset logic (3A3 and Table 4-2) in a manner similar to that used for single stop operation. 
When the SINGLE INSTR switch is raised, signal SI* (3A2) is Inverted to produce high- 
level signal RGO which Is applied to AND logic together with pulse FFCLK to the clear 
input of the go control register. However, to get pulse FFCLK, the done latch must be 
set, and pulse PU6B must occur. Other conditions that must be satisfied to get this pulse 
ore that the go control register must be in Its run state and a clock pulse must be present. 
Because the done latch must be set and pulse PU6B must be present, the go control register 
cannot be initialized until the machine cycle has been completed. When Interruption 
occurs, pulse PU7 Is not permitted to recycle the pulser control register as described for 
the single-step operation. Hence, only single machine cycles are enabled. 

Operation of timing and go control logic can be more readily understood by 
referring to Figure 4-6. With the SINGLE INSTR switch raised, signals SI* and RGO* 
(waveforms A and B) are low-level and high-level, respectively, and permitting pulse 
PU6B (waveform E) to Initialize the go control logic causing a low-level GO signal when 
the done latch is set (waveform D) and when pulse CPPU (not shown) are coincident. When 
pulse CPPU occurs, pulse FFCLK (waveform F) Is produced and the go control register is 
changed from its run state to its initialized state (waveform G). With the signal GO now 
In Its low-level state, pulse PU7B, which is normally applied to the pulser control register 
(3A4) is inhibited so that pulse STl (waveforms H and I) does not occur. This pulse was 
previously described for the single step operation. When the CONT switch is depressed, 
normal operation resumes, but if the SINGLE INSTR switch remains realsed at this time, 
operation will again be halted after the next instruction has been executed. 
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* See paragraph 4.4. 1.2 

Figure 4-5. Single-Si-ep Operation, Timing Diagram 
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Figure 4|-6. Single Instruction Operation, Timing Diagram 
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4.2.2.6. 1 Done Latch. Termination of the current machine cycle is dependent on the 
state of the done latch. At the conclusion of a given instruction, the done latch is set at 
the end of a basic phase (dashed line, waveform D, Figure 4-6), or at the end of the exe- 
cute phase. Instructions that set the done latch at the conclusion of the basic phase are: 
a halt instruction, an I/O instruction, a literal instruction, a jump instruction, and the 
group I and group II operate instructions. However, for multiply and divide operation, the 
basic phase Is modified to provide sufficient time to complete the indicated operation. The 
done latch is set either at the end of the basic phase by pulse BP6 when one of the above 
listed instructions is processed, or by pulse EP6* when a two- or three-phase memory ref- 
erence instruction is processed. 

Table 4-5. Done Latch, Fundamental Operation 



Ref. Period 



Simplified Logic 



Event 



BP6 SINGLE PHASE DONE 

1. ITWHLT* +ll/0* + iADL* + 
4-SBL* + 4-ANL* + WP2 + 
4.JMPIND*->tSDONE/7B4 

2. (tSDONE) (tBP6KISDONE*/7B4^ 
(tDONE/7B4, iDONE*) 



Single-cycle done. 



EP6 MULTI-PHASE DONE 

1. ISDONE* + IEP6* 



SET^DONE 



(tDONE/7B4, IDONE' 



Two-cvcle done. 



PB7 or 
EP7 



RECYCLE, BASIC PHASE 

1. -l-D0NE* + 4-TW*-(-VlND* + 
iXCT*^tRBPH-*IRBPH*/5B1 
(;RBPH*) (tPU7) (tOSCPUL) 
(tSTCLR*) = RESET^MAJOR-STATE 
REGISTER (4.EPH/5B2, tBPH) 



2. 



Basic phase 
enabled. 



PU6 STOP, SINGLE INSTRUCTION 

1. (tDONE) (tCPPU) (tPU6B) 
(tG0)->IFFCLK*/3A2-> 
|FFCLK*-*tFFCLK/3A2 

2. IRGPWR* -^ iSI* + ISTOP*->tRGO/3A2 

3. (tRGO) (tFFCLK)^4.RGO*/3A3 

4. {;RG0*) (tCNTRPl-^INITIALIZE 
GO (4.GO/3A3, tGO*) 



Stop occurs at 
period 6 when 
done latch is set. 



PU7 RESET LATCHES AND REGISTERS 

1. (tDONE) (tPU7B)-*4STDN7V3B3 

2. (tDONE) (tPUOB)-*|l\/IRr = CLR-+IR 



All latches and 
registers set 
during machine 
cycle are cleared 
at period 7. 
(Table 4-2) In- 
struction register 
cleared at period BPO. 
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The done latch permits the basic phase to be reentered when the ordinary two- 
cycle memory reference instruction has its indirect bit set, when a two-word instruction is 
b^ing processed, and when an XCT instruction is being processed. All these instructions 
cause the current machine cycle to be deferred to produce a multi -phase instruction. The 
enabled done latch also permits various registers and latches to be reset (Table 4-5). The 
dpne latch is cleared whenever pulse BPl is generated. 

4^2.2.7 REGISTER SELECT CONTROL. The status of any register whose output is applied 
to the MX multiplexer coin be examined when the ND812 is in a stopped condition. Logic 
which permits these registers to be selected is enabled through the go control logic. These 
registers include the status, S, R, K, J, AR, PC, and the EXT inputs. The EXT inputs 
indicate any data on the EXT lines which are currently In transfer from an I/O device to 
the ND812. If the ND812 is not in a stopped condition the SELECTED REGISTER indications 
are meaningless. During troubleshooting and maintenance or software debug, the ability 
to examine these registers under single-step and single instruction operation gives the field 
service engineer a silent helper whose aid can be very helpful. 

When the go control logic is in its initialized state after the stop switch has been 
depressed, register select logic Figure 4-7, (4) provides meaningful data to the MX multi- 
plexer select logic via signals EMXSO*, EMXS1*, and EMXS2*. These signals provide 8 
combinations, one for each position of the front panel SELECT REGISTER switch. In fact, 
when the register select logic (4) is enabled, signals EMXSO*, EMXSl*, and EMXS2* 
produce signals MXSO, MXSl and MXS2 through the multiplexer select logic (5), thus, 
depending on the position of the SELECT REGISTER switch, one of 8 inputs to the MX 
multiplexer (6) Is enabled. 

Outputs from the MX multiplexer (signals MXOO through MX! 1) are applied to 
tl)e adder (8). Under given conditions MX multiplexer data Is summed with TS multiplexer 
d(bta or a carry input, but not in this case, because neither the TS multiplexer outputs, or 
the carry input are enabled. Thus, the sum of MX multiplexer data, zero carry, and zero 
TS multiplexer data results simply In MX multiplexer output data. Adder output data Is 
corrled by signals BOO-BVl and is applied to the output gates (9), and to other registers 
which are not enabled at this time. Output gates (9) are enabled by the output select 
Icfgic (7) when the go control logic (1) is in Its initialize state. 

Utility gates (3) receive external input signals EXTOO through EXTl 1 and are 
enabled through external select logic (2) when the go control logic Is In its initialize 
state. 

Under conditions when the SELECT REGISTER switch (2A3) Is in the STATUS 
ppsitlon, +5 Vdc power Is coupled through pullup resistors to three NAND gates. Also 
included as inputs to these NAND gates. Is externally produced I/O signal ALODT*, 
which when enabled is low-level, so that normally this input, applied through inverting 
buffers, together with the resistive Inputs, gives rise to high-level output signals EMXSO*, 
EMXSl*, and EMXS2*. For various positions of the SELECT REGISTER switch, one or 
more of these signals becomes low level as shown in Table 4-6. These combinations of 
low level signals are applied through Inverting buffers (9A1, 9A2) to three NAND gates 
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Figure 4-7. Register Select Control, Block Diagram 



Table 4-6. Selectable Register Switch Outputs 



Selected Register 



EMXS2* 



EMXS1* 



EMXSO' 



STATUS 
S 
R 
K 
J 

AR 
PC 
EXT 




1 



1 
1 
1 






1 
1 
1 

I 






1 



1 
1 
1 





which are enabled when the high-level GO* signal applied through an OR gate (9A1) 
is produced. This high-level signal is applied to the enabling NAND gates and to the MX 
multiplexer enabling logic. If the go control logic (3A3) is in its run state these enabling 
Inputs are inhibited by the low-level GO* signal. 
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The EMXS signals produce corresponding, but oppositely-phased signals MXSO, 
M|(S1, and MXS2 (9A2/9B2) which, in various combinations, select the MX multiplexer 
signals listed in Table 4-18 for output to the adders as signals MXOO through MXl 1 (sheets 
14, 15 and 16), Adder outputs BOO through Bl 1 are applied to output NAND gates ( 14B4, 
15B4, and 16B4) which are enabled by output select logic (6B3) when high-level signal 
OUTST is produced. This signal is enabled through NAND gate Cll by a high-level GO* 
signal from the go-control; logic when it is in its initialized state. The other enabling 
signals applied to this NAND gate are high-level when the go control logic is in its 
initialized state. 

4.2.2.8 START CONTROL. When the START switch is depressed certain latches and 
registers are cleared. These latches and registers are listed in Table 4-7, the simplified 
logic is shown in Table 4-8. The latches and registers listed in A through N are reset only 
when the START switch is depressed, and under certain operating conditions. The latches 
and registers listed in P through Y of Table 4-7 are reset at the end of each instruction and 
when the START switch is depressed. They are also reset as the result of certain operating 
conditions. 

When the START switch is depressed a low-level START* signal is developed by 
the start latch (2A3) . This low-level signal is applied to the start-clear logic (sheet 3) to 
develop the low-level STGLR*, STPUl*, and STDN7* pulses. The STCLR* pulse provides 
fhk clearing signal for latches and registers listed as A through N in Table 4-2. The 
STDN7* pulse provides the clearing signal for latches and registers listed as P through Y. 
These latches and registers are also cleared at the end of each instruction when a high-level 
D0NE signal and pulse PU7B are coincident. (Table 4-8 is the start control simplified 
lo^ic.) 

4.3 CLOCK GENERATOR AND TIMING LOGIC 

Clock generator and timing logic includes the oscillator, clock generator, pulser, 
and register clocking and enable logic. These circuits provide synchronization when the 
prt)cessor is executing either a Memory Reference Instruction (MRI) or operate instruction. 
Ceirtain modifications of the machine cycle, however, occur when an I/O instruction is 
being processed. When the instruction regi ster decodes an I/O instruction, the normal 
mdchine cycle is interrupted and an input/output machine cycle is initiated. At the com- 
pletion of an I/O machine cycle a normal machine cycle is resumed unless the Instruction 
dejcoder again decodes an I/O instruction. 

4.3. 1 16MHZ OSCILLATOR AND CLOCK GENERATOR 

The basic timing source for the ND812 processor is a free-running 16 MHz 
oscillator which supplies c(n input to the clock generator. The 16 MHz input is counted 
doiwn to a 4 MHz output (CPPU) which is used as the clock pulse For the timer. The Clock 
Generator also encodes the 4 MHz signal into a 2 MHz (or 0.5 microsecond) clock pulse 
which is used for processing an I/O instruction. 
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Table 4-7. Latches and Registers Cleared by START Key 



Tabia 4-1 

Simplified Logic Diagram 
Reference LATCH OR REGISTER Location 
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Table 4-8„ Start Control, Fundamental Operation 



Ref. Period 



Simplified Logic 



Event 



A. START SET RUN STATE 

1. ISTART*-*tSTART/3A1 

2. iSTART* + ICONT*^-tSTCNT^ 
4.CLKGO*/3A3 

3. (iCLKGO*) (tCNTRP) (tRGO*) 
(tEXPMR*) = SET^GO CONTROL 
(tGO/3A3, IGO*l 

4. ISTART^-tSTART/SAI 

5. {tSTART)(tGO*)-+;STCLR*-> 
tSTCLR^4STDN7*/3B3 



Run state set and 
latches and re- 
gisters cleared at 
start and con- 
tinue. 
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4.3. 1.1 16 MHZ OSCIlLLATOR. The 16 MHz Oscillator (19B2) consists of two cross- 
cbupled high-gain amplifiers. These amplifiers operate as a crystal-controlled astable 
miu I ti vibrator which proviides a 16 MHz output. Two output signals are provided to the 
clock generator and timirtig circuits, 16MC and 16MCD, both of the same polarity, but 
the 16MCD signal is delayed from the 16MC signal by about 25 nanoseconds {Figure 4-8, 
waveforms A and B). 

4.3.1.2 CLOCK GENERATOR. The clock generator (Table 4-9) is a divider that counts 
down the 16 MHz clock pulses by a factor of 2 twice, i.e., once to 8 MHz and once to 

4: MHz (waveforms C and D, Figure 4-8). 

4.3. 1.2.1 8 MHz Countdown. The 8 MHz countdown logic (Table 4-10) consists of a 
hjalf dual J/K integrated circuit (4A1) which is controlled through the power sense and go 
control logic (Table 4-3). Actually, enabling signal BLKMC* is dependent on the level 
of GO* and BDPWR signal becuase when the pov^er sense latch is set (19A4 and Table 4-1) 
the BDPWR signal level is high and the control gate is primed; when bad power is detected, 
the clock is shut off after the go control logic is initialized. 
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Figure 4-8. Basic Timing Pulses for the ND812 
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Ref. Period 



Table 4-9. Clock Generator, Fundamental Operation 

Simplified Logic Event 



CLOCK 



t16MC/19B3 
t16MCD/19B3 



Free-running 
oscillator on. 



LOW 
PWR 
(ANY) 



BLOCK 4MC 

1. ;BDPWR*-^tBDPWR/4A1 

2. (tBDPWR) (tGO*)^4BLKIVlC*/4A2 



Increase clock 
rate on low 
power sense. 



PU6 SET 4MC 

1. (tOP4567) (tPU6) (tCNTR*) 
(t I4I5)->IS4MC*/4A2 

2. iS4MC*/4A2= ENABLE RESET 

3. (iBLKMC*) (tS4MC*) = CLR^4MC 
REGISTER (I4MC/4A2, t4MC*) 



Extends PU6 for 
shift and rotate 
instruction. 



ENABLE 4IVIC 



1. ;OP4567 + IPU6+ ICNTR* + 
il4l5-^tS4MCV4A2 

2. ;BDPWR + IG0*-*tBLKIVIC*/4A1 

3. (^54^/1^) (tBLKMC*)-*ENABLE-^ 
TOGGLE 



Enables normal 
clocking at end 
of shift and rotate 
instruction. 



16:8 MC DIVIDE 

(tBLKMC*) (tOSCPUL) 
(t16MC) = SMC 
{t8MC/4A2, ;8MC*) 



Generates BMC 
pulse. 



8:4 MC DIVIDE 

(t8MC) (tBLKMC*) (iSMC*) 
(t16MC) = 4MC 
(t4MC/4A2, MMC*) 



Generates 4MC 
pulse. 



4.3.1.2.2 4 MHz Countdown . The 4 MHz countdown logic is provided by the other half 
of the J/K integrated circuit (4A2). This countdown logic is enabled by the output of the 
8 MHz countdown and its control logic. This control logic inhibits output pulses from the 
4 MHz countdown by forcing the 4MC to stay in the set state until CNTR* (shift counter 
complete) goes low. A Group I operate instruction requires a shift or rotate of the contents 
of the J or K register. This is done to extend period BP6 of the basic phase to accommodate 
a longer basic phase to accomplish a maximum shift of 15 during the occurrence of the 
basic-phase time state when a Group I operate instruction has a 4, 5, 6, or 7 in the second 
octal character (bits 3 through 6 of the Group 2 instruction word). 
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Table 4—10. Clock Control, Fundamental Operation 



Ref. Period Simplified Logic 

A. ANY CLOtK CONTROL. 

1. (fSMC) {t4MCD*) {tieMCDI-*- 
ipCLK*/4A3 

2. ipCLK*->tCCLK/4A3 

3. 41/0 050 + ISPOBL*^tBLKCC*/4A3 

4. (tCCLK) (tDBLE*) (tBLKCC*)-* 
|hpPU*->tCPPU^ICPPUD*^- 
thEGCLK/4A4 

B. PU6 CLRIJK REGISTERS 

1. ;4MC*-^t4MC0D^-|4MCDD*-» 
t^MCDMAS 

2. (t4MCD) (tPU6)-*iCLRKJ*-* 
tbLRKJ/4A3 



Event 



Controls generator 
of clock pulses. 



Clears J and K 
register. 



Inhibiting the 4 MHz countdown logic when a shift or rotate Group I operate 
instruction has been called for, permits time period BP6 to be extended until the number 
of;shifts or rotates called for in the instruction have been completed. The clock pulses 
usfed to count the shifts orjrotates are derived from the unhibited 8 MHz divider. When 
thfe required number of shilft or rotate operations have occurred, the 4 MHz countdown 
resumes normal operation.; 



4.3.2 



PULSER 



The pulser (Figure 4-9) consists of two 4-state shift registers and output gating 
(sheet 5). Pulser operation is initiated by a 0.25 microsecond CPPU* clock pulse from the 
clbck generator, a masterlreset, and a pulser start signal. Clock pulses are fed into the 
Cl|* inputs of the pulser shilft register (first stage) and clocked through the eight-stage 
register at the 0.25 microsecond rate producing eight equal time periods (PL) control pulses), 
However, provisions are rrjade to change the state of the last four pulser shift register 
st<jiges for certain operating conditions. For example, when an overflow occurs, when the 
reiteration loop is still active for MPY and DIV instructions, or when the operate instruc- 
tions are coded for shift and rotate operations and the up-counter is preset to the number 
of: desired shifts. This feature permits the processor to loop or hang-up in a time period 
unitil the BP6 shift or rotate operations are complete. 

4.3.2. 1 PL) PULSES. The PU pulses control the generation of the basic phase (BPO, BPl, 
and BPS through BP7) and jexecute phase (EPO, 1, 3, 4, 5, and 6) pulses used in the normal 
mtjichine cycle. This arrangement makes it convenient to discontinue normal timing (when 
thte current instruction cyqle is complete) if an interrupt request is received. The PU 
pqlses are also gated withjthe I/O OSC signal from the instruction decoder to generate the 
pejripheral control pulses (jPCPO, 1, 2 and 3). A major state control circuit together with 
th^ pulser logic prevents the execute and basic phases of a machine cycle from being 
active concurrently. This major state control logic Is configured to ensure that pulse EPO 
follows pulse BP7 if the decoded instruction is one which requires an execute phase. 
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4.8.2.2 PULSER CONTROL. When ths START switch is operated, pulsar control logic 
is initialized. At first, assuming that the START switch has not been operated, application 
of jpower operates the power sense latch (Table 4-2 and 19A4) so that the initial low-level 
PWRDY* signal resets the pulser control register (3A4 and Table 4-2) and signal ST1 is 
lo\jv. The initialized lowHIevel PU7B signal (3A4) produces a high level at the pulser 
coiitrol clear input and the low level PWRDY* signal produces a low-level at the register 
re^et Input. With these iniput conditions in effect, the pulser control register output, 
STll is a low-level signal Which inhibits operation of the pulser (5AB1). 

Pulser control is enabled when the go control logic (Table 4-2 and 3A3) is 
sef to its run state and is inhibited when certain manual operations are performed. When 
th^ front panel START switch is depressed, the go logic is enabled and the GO signal goes 
frdm its previous low level: to its high level state. However, no change has occurred 
exfcept that the register is now primed and a start or continue can be accomplished. The 
toggle configuration is enabled when the PWRDY* signal goes high due to the enabling of 
th4 go logic (3A3, 19A4, and Table 4-11). Whenever the LOAD AR, LOAD MR, or the 
NEXT WORD front panel switches are operated a one-shot pulse generator (2A4) is enabled. 
This pulsed output is applied to the enabling gates of the pulser control when any of these 
switches are released simultaneously with the toggle input provided by the pulsed EXPMR* 
sicjnal which is produced by the externally pulsed memory register logic (6B1 and 6B2). 
This circuit operates only when the ND812 is in its STOP state, or before the front panel 
START switch has been operated, due to the inhibiting GO* signal at the inputs of the 
externally pulsed memory register logic (6A1 and 6A2) and the toggle input of the pulser 
control (3 A3) . 



4. 



3.2.3 PULSER LOGIC. The pulser consists of two ganged 4-bit shift registers (5AB1), 



Initially a master reset occurs when the power sense logic is set and when the START switch 



IS 



operated. Operation of the shift register is dependent on the state of the STl signal and 
this incoming CPPU* clock pulses. When the master reset occurs, all outputs from the 
pulser are low-level, but the clock pulses have no effect because the STl signal is low- 
level. The J/K* inputs of the pulser shift registers permit D type entry when both are 
hiijh-level at the same time. The output of a flip-flop follows the enabling input at the 
occurrence of the next clock pulse; thus, the shift register J/K* inputs are held low-level 

signal STl, and the first stage of the shift register which has been set to low level by 
th^ master reset remains low. When signal STl becomes high level, the D entr/ is enabled 
and the first clock pulse produces a high level PUO signal which resets STl and disables 
D type entry. With each subsequent clock pulse the last stage previously set to its high-level 
output goes low, and the next stage goes high. Thus a series of high-level pulses (Figure 
4-10, waveforms F through M) occur irioving down the output of the shift register to the 
lapt stage. 

Referring again: to the pulser control logic (Table 4-11), it can be seen that the 
set and reset inputs receive pulses PUO* and PU7B. These pulses enable the pulser control 
tojcontinuously recycle the pulser. If the recycling action did not occur, only light PU 
pulses could be generated. Recycling can be more easily understood by referring to the 
waveforms in Figure 4-10, 
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Table 4-11. Pulser Control, Fundamental Operation 



Ref. 

A. 



Period 

T'ON, 
START 



Simplified Logic 

CLR -PULSER REGISTERS 
1. iSTCLR*/5A1 = CLR-*PULSER 
( IPUO tPU7) 



Event 



Refer to Table 4- 1 . 



B. START START PULSER 

1. iGO" *tCKSTI'/3A4 



2. 4PU7B + *G0 + iDBLE*-rS.STI"/3A4 

3. (iPWRDY'l (tPUO') HRSTI- 
lRSTr/3A4 

4. (tSSTI') (tRSTl*) TOGGLE-ENABLE 

5. (tCKSTI*) (tBLSTr)-tSTI/3A4 = 
START >PULSER 



Enables pulser. 



C. 



PUO 



CYCLE PULSER 

1. iPUO*-tRSTI '*RSTI'/3A4 

2. 1PU7B JGO + IDBLE' -rSSTI*/3A4 

3. (tSSTI*) (iRSTI'l HSTI/3A4 - 
CONTROL -OFF 

4. (tPU7B) (tGO) (tD8LE")-*iSSTl73A4 

5. (tPUO*) itPWRDY') -IRSTI -tRSTr/3A4 

6. (iRSTI'l (iSSTI *)-- tSTI/3A4 = 
CONTROL 'ON 



Pulser recycled 
at period PUO. 



ALL 



GENERATE PUs 



s'lSTI) 

IPUQ", 

(tPUO) 

(iPUl) 

(tPU2) 

(tPU3) 

(tPU4) 

(tPU5) 

(tPUf)) 

(tPU7) 



(iCpPU*) ' 
ISTl 

( t CPPU ■ ) 

dcppu') 

(tCPPU) - 
(tCPPU*) 
(tCPPU) = 
(tCPPU) - 
(t CPPU 'I 
(ICPPU "I 



tPU0/5A2, 

- tPU1/5A2, I PUO 

- 1PU2/5A2, iPUl 
rPU3/5A2, iPU2 

- tPU4/5B2, IPU3 
tPU5/5B2, ;PU4 
rPU6/5B2, iPU5 

tPU7/5B2, 1PU6, rSTI 
tPU7/5B2 



All clocked events 
depend on output 
of PU pulses 



When the pulser is enabled CPPU* clock pulses (A, Figure 4-10) are applied to 
the clock input of the two shift registers, however, until signal STl goes to its high-level 
state, these clock pulses have no effect (B, Figure 4-10). When STl is pennitted to go 
positive, the next clock pulse applied to the shift register input will cause the first stage 
output to also go high and pulse PUO (F, Figure 4-10) is produced as an output. However, 
because an inverted PUO pulse is fed back to the pulser control, the positive-going PUO 
and RSTI* (C, Figure 4-10) pulse produces a low-level STl signal (shown when CPPU* 
pulse is produced). This low-level STl signal resets the first stage of the shift register 
when the next CPPU* pulse is procuded (1, waveform A, Figure 4-10). Signal PUO goes 
to its low-level state and remains there until the STl signal again goes to its high-level 
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Figure 4-10. Pulser and Pulser Control, Timing Diagram 
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state. Subsequent input clock pulses perform the same action with respect to setting and 
resetting each stage of the shift register until pulse PU7 (waveform M) is produced. When 
pulse PU7 is produced, pulse PU7B (waveformD) is also produced and applied to the pulser 
cfbntrol (3A4). When the next CPPU* clock pulse is produced the cycle is repeated. 

Sheet 5 of the logic drawings shows the pulse and major-state control logic. In 
spme cases, some of the PU, BP, and EP pulses are ORed to provide stretched timing 
functions. The stretched PL) pulses that are generated are derived from pulses PUO*, PUI*, 
P\}4*, PU5*. Pulses PUO and PUI are ORed to produce pulse PUOOl (5A2), and pulses 
P|J4* and PU5* are ORed to produce pulse PU45 (5A2). The stretched BP pulses that are 
generated are derived from pulses BP4*, BP5*, BP6* and BP7*. Pulses BP4*, BP5*, and 
BP6* are ORed to produc* pulse BP456 (5A3) and pulses BP6* and BP7* are ORed to produce 
pi^lse BP67 (5B3). Also pulses BPS* and BP6* are ORed to produce pulse BP56 (11A2). 
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The stretched EP pulses are produced when pulses EP4 and EPS are ORed to produce pulse 
EP45 (5A4). 

4.3.3 MAJOR STATE CONTROL LOGIC 

The machine cycle phase is controlled by the major state control logic (5B1 
and 5B2) consisting of two dual J/K registers. One of these registers controls the generation 
of the major state phases and the other blocks generation of both basic and execute phases. 

Operation of the major-state control logic depends on the following conditions. 

a. That an interrupt request has not been initiated during the last machine cycle. 

b. That no external device has requested a cycle-steal for a transfer from or 
to memory. 

c. That the indirect bit (bit 42 = 0) has not been set if the previous instruction 
was an MRI . 

d. That the previous instruction was not an execute (7000g) instruction. 

e. That the previous instruction was not a two-word MRI. 

f . The done latch is not set. 

Four of the above Instructions normally reset the basic phase because more than 
one basic phase is required. 

The major state control is initialized through the start clear circuit when the 
front panel START switch is operated (5B2 and Table 4-12). The phase blocking register 
is Initialized through the go-control logic (Table 4-8), the pulser, the interrupt, and the 
DMA control logic circuits. These circuits are described in the I/O Processor section of 
this manual. However, to initialize the phase blocking register an interrupt or cycle-steal 
request must not have been previously made, a go condition must exist, and pulse PUO 
(Figure 4-9) must have been generated by the pulser. 

When these conditions exist the major-state logic is initialized and either basic- 
or execute-phase pulses can be generated, and, because the STCLR* signal applied from 
the start-clear control (3B3) Is normally high during the run condition, the major-state 
control register Is normally held in its toggle enable configuration. Thus, when the J/K 
register inputs are both in their high-level state, the major state control will change states 
with the occurrence of each CPPU* clock pulse coincident with each PU7 pulse from the 
pulser. 

The establishment of the basic and execute phases are dependent on the state of 
the done latch and various other previous conditions which may have been established 
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Table 4-12. Major Stute Control, Fundamental Operation 



Ref. 
A. 



Period 

START 
INTER- 
RUPT, 
CYCLE 
STEAL 



Simplified Logic 

ENABLE MAJOR STATES 

1. (ISTCLR*) (tOSCPUL) = SET-*BPH 
(lEPH, tBPH/5B2) 

2. ilNTCSF*-*t(NTCS*/5B2 

3. (TINTCS*) (tPUO) (tGO)-*;RBLK*/5B2 

4. iGO* + iPU0B->tSBLK*/5B1 

5. URBLK*) {tSBLK*)-»iBLKBEP/5B2 



Event 



Start sets basic 
phase interrupt or 
cycle steal blocks 
both phases. 



B. 



PU7 

NOT 

DONE 



SET->EXECUTE PHASE 

1. (tDONE*) (tTW*) (tIND*) 
(tXCT*)-* iRBPH-*tRBPH*/5B1 

2. (tOSCPULL) (tSTCLR*) = TOGGLE- 
ENABLE 

3. (tRBPH*) (tPU7) = SET-»EPH 
(tEPH/5B2, IBPH) 



Execute phase set 
when done latch 



PU7 SET^BASIC PHASE 

DONE ^ IDONE* + ITW* + iIND + 

itXCT*-*tRBPH/5Bl-*4.RBPH*/5B1 

2. (tOSCPULL) (tSTCLR) = TOGGLE- 
ENABI..E 

3. (iRBPH*) (tPU7) = SET^BPH 
(4.EPH/b82, IBPH) 



Basic phase set 
when done latch 
is set at PU7. 



during execution of an instruction. For example, when the execute phase of an instruction 
hafe been completed, pufse EP6* sets the done latch (7B4). When the done latch is set. It 
rerjnains in its set state until pulse BPl occurs so that during normal operation, the done latch 
set state overlaps two contiguous instructions except when a DMA or interrupt request occurs. 

However, because operate instructions require no execute phase, the basic phase 
is re-entered at the conclusion of a previous basic phase because the done latch is set at 
the end of the basic phase: rather than at the end of the execute phase. Also, this occurs 
foir multi -basic phase instructions, particularly an indirect and a two-word instruction. The 
instructions that cause the basic phase to be re-entered after the conclusion of a basic phase 
are: a two word, a halt, dn input/output, all the literal instructions, operates, and jump 
and indirects. All these instructions permit the done latch to be set by pulse BP6 (7A3) 
rafher than EP6. Referring to Table 4-12, it can be seen that from B, the execute phase is 
set only when the done latch Is not set and a two-word, execute, or Indirect instruction is 
not in effect. Also, from C of the same table it can be seen that the basic phase is entered 
onjly when the done latch is set or a two-wrod, execute, or indirect instruction is in effect. 

The major state control J/K* Inputs assume their high-level state If a multi- 
basic phase instruction has not been sensed when pulse PU7 is present (Figure 4-11). 



I 
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Figure 4-11. Basic and Execute Phase Pulses, Timing Diagram 



When a cycle steal (DMA) or interrupt is sensed the major-state blocking register is 
primed to toggle (the clear input goes to its high-level state) except when pulse PUO occurs 
so that at the beginning of each machine cycle the blocking register is reset to its non- 
blocking state. However, if a cycle steal or interrupt Is sensed, pulse PUO cannot reset 
the blocking register and it remains in its set configuration. Thus, during an interrupt or 
cycle steal, when pulse PU7 occurs simultaneously with clock pulse CPPU*, the blocking 
register is set to its block state (BLKBEP goes to its high-level state) and basic and execute 
phases are inhibited until the requesting peripheral device has been serviced. Because 
blocking occurs only in the presence of pulse PU7, the current phase is completed before 
the machine cycle is deferred, nor can the next phase take place until the cycle-steal 
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request has been serviced and pulse PUO occurs; this permits the blocking register to be 
set to its non-blocking state once more. 



4^3.3.1 CONTROL REGISTER CLOCK/ENABLE LOGIC. The Register Clock/Enable 
Ldgic generates the clock pulses (CPK, CPJ, etc.) for the major registers of the ND812 
prpcessor. These signals are generated as a function of the decocled instruction, an I/O 
recjuest, or control panel operation at discrete times during the execute (EP), basic (BP) 
or! PU phase of the instruction cycle. The registers are 12-stage synchronous; storage 
registers that can accept parallel data on each positive-going (low-to-high) transition of 
thbir input clock pulses. When the parallel enable signal is low, the input parallel data 
biits determine the next condition of the shift register when the clock pulse is generated. 

4,3.4 CONTROL REGISTERS 

The various registers in the ND812 are used to store data. They permit the 
prbcessor to control the program, to skip instructions or data, permit the various arithmetic 
arjd logical operations to be carried out, and permit the program to access memory for 
rebding or writing data. The control registers hold a 12-bit data word during various 
operations that take place during the execution of a given instruction. They are all of the 
sabie general type and ar^ operated in a similar manner. However, the J and K accumu- 
lators, which are special registers used for arithmetic operation, can function as storage 
registers or as shift registers. 

4j3.4.1 INSTRUCTION DECODERS. There ore two instruction decoders, one detects the 
instruction operation codes and class of instruction and the other detects codes of operate- 
cIpss instructions. Each instruction decoder consists of two Type 9301 one-of-ten decoders. 
The inputs of these decoders are obtained from specific bits of an instruction word. The 
instruction decoder that detects the instruction operation code and class of instruction is 
edited the primary instruction decoder; the instruction decoder that detects the various 
operate class of instructions is called the operate decoder. 

4j3.4.1.1 Primary Decoder. The primary instruction decoder (7A1) receives bits 0, 1, 2, 
and 3 of the word when aifi instruction is processed. The outputs from the primary instruction 
decoder are always available to the processor data control logic. Whenever an instruction 
is processed, only one output from one of the primary one-of-ten decoders is asserted for 
arjiy four-bit combination of instruction register inputs. The primary decoders actually 
fulnction as one-of-eight decoders with the A3 input of the selected decoder N20, or P20 
active low. Inputs AO, Al, and A2 address an active low to any of eight outputs (0-7). 
TFius, each of the primary decoders is capable of detecting one of 8 (2"^) possible input 
combinations so that togefher they can decode any one of the 16 instructions (2^ + 2^^ = 16). 
Tcible 4-13 lists the primairy instruction decoder outputs for any one of the 16 instructions. 
The Op Code column gives the octal value of the operation code, the first digit of the 
operation code is the octal value of bits 0, 1, and 2 of any instruction, and can range 
between Og (OOO2) and 7g. (1 1 12) . The second digit of the operation code Is the octal 
vcilue of bit 3 of any instruction. If bit 3 is not set in the instruction word, the octal value 
ofl this digit is 0; if bit 3 is set, the octal value of this digit is 4. The second column lists 
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Table 4-13. Primary Decoder 0-j'"put's 



OP 




BINARY CODE 




S'GNAL 


DECODER 


CODE 


100 


101 


102 


103 


NAME 


OUTPUT 


00 





U 


U 





00* 


N20-(13) 


04 





u 


U 


1 


01* 


N20-(12) 


10 





u 


1 





opr 


N20-(11) 


14 





U 


1 


1 


0P2* 


N20-(10) 


20 





1 
1 


u 





LIT* 


N20-(9) 


24 





1 
i 


U 


1 


SID* 


N20(3) 


30 





1 


1 





DSZ* 


N20-(4) 


34 





1 


1 


1 


ISZ* 


N20-(5) 


40 













SBJ* 


P20-(13) 


44 










1 


ADJ* 


P20-(12) 


50 







1 





LDJ* 


P20-(11) 


54 







1 


1 


STJ* 


P20-(10) 


60 




1 








JMP* 


P20-(9) 


64 




1 





1 


JPS* 


P20-(3) 


70 




1 


1 





XCT* 


P20-(4) 


74 




1 


1 


1 


I/O* 


P20-(5) 



the four-bit- binary code required to obtain the various decoded instruction outputs listed 
in the Signal Name Column, Any output from the primary instruction decoder is asserted 
when the signal is low-level; all other primary decoder outputs are high level. The Decoder 
Output column lists the temiinals which will be asserted for each of the input operation 
codes. 

4.3.4. 1 .2 Operate Decoder. The operate decoder (1 1A1) provides asserted outputs when- 
ever the primary instruction decoder detects a group 1 operate instruction. The Group 1 
operate instructions enable various arithmetic and logical functions. These arithmetic and 
logical operations deal with data in the accumulator registers. They include data shifts 
and rotates, ANDIng operations, subtractions and additions, and multiply and divide. The 
operate decoder receives the current bits 6 through 11 from the instruction register; however, 
its outputs are not asserted unless the primary Instruction decoder has detected a Group 1 
operate instruction. Whenever a Group 1 operate instruction Is detected, only one of the 
13 outputs available from the operate decoders is asserted. Its output depends on the input 
bit configuration. 

In particular. If bits 4 or 5 or both are set, an arithmetic operation is called for. 
If bit 6 is set, a rotate or shift is called for. If bit 6 and bit 7 are set, a rotate is specified. 
If bits 4 and 5 are unset, the operation is a hardware multiply or divide, depending on 
whether bit 1 1 is set or unset. If the 1 1th bit Is unset, the operation Is a multiply; if the 
11th bit is set, the operation Is division. 

Table 4-14 lists the operate decoder outputs for any of the Group 1 operate 
instructions. The various combinations of bit patterns permit the selection of 51 unique 
arithmetic operations. The Op Code column gives the octal value of the operation code 
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Table 4-14. Operate Decoder Outputs 











BINARY CODE 




SIGNAL 


DECODER 




lUD 


lU/ 




109 


no 


1 1 1 


iM AMt 


OUT rUT 


0** 


n 




\J 


n 


X 


X 


Y 
A 


np 1 nri* 




1** 

1 


n 


u 


1 

1 


X 


X 


Y 
A 


yjr I U 1 


ivt^U- 1 z 


A* W 


n 
u 


1 
1 


n 
U 


X 


X 


Y 
A 


Ur \\JZ 


IVl^iU- 1 1 


%3 


u 


1 


1 


X 


X 


V 
A 


Ur lUo 




A** 


1 
1 


n 
U 


U 


X 


X 


V 
A 


Ur IU4 


IV120-9 


D 


1 


U 


1 


X 


X 


X 


OP 105 


M20-3 


c* * 
O 


1 


1 





X 


X 


X 


OP 106 


M20-4 


y* « 


1 


1 


1 


X 


X 


X 


OP 107* 


M20-5 





X 


X 


X 











HWM* 
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for the various bit inputs to each of the decoders. The second columns list the three-bit 
biihary codes required to obtain the asserted signals listed in the Decoder Output column. 
Ariy output from the instruction decoder is asserted when the signal is low level; all other 
operate decoder outputs are high-level. The Decoder Output Column lists the terminals 
wfjich will be asserted for each input of the operation code bits 6, 7, and 8; and bits 
9,1 10, and 11. 

4.3.4.2 INSTRUCTION REGISTER. The Instruction Register (17B1, 2, and 3) holds the 
current instruction until the execute phase has been completed. This register holds the 
12i bits of the instruction word during the time an instruction is being processed. It receives 
its inputs from the bus and: memory buffer multiplexer and provides its outputs to the instruc- 
ticfn decoders, to the TS multiplexer, and to various logic elements in the processor. The 
primary instruction decodejr receives bits 0, 1,2, and 3, the operate decoder receives 
bi^'s 6 through 11, and the TS multiplexer receives bits 6 through 11, and the processor 
lo^ic receives all bits. 

Three Fairchild Semiconductor Type 9300 4-bit registers (M19, N19, and P19, 
sh^et 17) comprise this instruction register. These IC'sare generally used as storage 
elements and not as shift registers, but when a two-word instruction is detected, an effective 
thiiee-bit shift to the left is carried out by a single clock pulse which occurs during period 
BPp. Whenever register input PE is low-level, inputs PMROO through PMR1 1 are admitted 
info the instruction register when a clock pulse (CP) is produced. For the instruction 
register, the enabling input signal is PEI* and the clock-pulse signal isCPI*. This register 
is bleared by a low-level MRI* signal which is produced whenever the done latch is set 
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and pulse PU7B occurs. These signals are developed at the conclusion of either a memory 
reference, operate or input/output instruction . Refer to paragraph 4.4 for details. Data 
held In the instruction register is available until the conclusion of the machine cycle. 

4.3.4.3 ADDRESS REGISTER. The address register (14B3/ 15B3, and 16B3) holds the 
address of the location In memory currently being accessed. At the end of one instruction 
and before a new one is processed, the content of the address register Is the last address 
accessed (for example, during an Indirect or jump Instruction). The address register holds 
12 bits of address data (AOO through A1 1), which is derived from the adders via either the 
MX multiplexer, the TS multiplexer, or both (when a current address is summed with an 
effective address), for a jump (JMP) instruction or when the current address is Incremented. 
Its outputs are provided to the MX multiplexer and tc the address decoders In the memory 
unit. 

The address register also consists of three Falrchlld Semiconductor Type 9300 
4-bit shift registers (14B3-M06, 15B3-N06 and 16B3-P06). These IC's are not used as 
shift registers, but as storage registers. Whenever register input PE is low-level, inputs 
BOO through B11 are admitted from the adders into the address register when a low-level 
clock pulse (CP) Is produced. Fcr the address register, the enabling input signal Is PEA* 
and the clock-pulse signal is CPA*. The address register cannot be cleared because the 
steady-state high-level PULLU signal is present at the respective MR (reset) inputs; 
address register data is changed only when replaced by new data. Generally, the address 
register receives its inputs from the program counter through the MX multiplexer and adders 
at the beginning of an instruction; however, for memory reference instructions, this may 
be modified by an effective-address or replaced by an indirect pointer (second address). 

When the ND812 is not in the run state 1 the content of the address register can 
be examined at the front panel SELECTED REGISTER Indicators when the SELECT REGISTER 
switch is in the ADDRESS position. Refer to paragraph 4.2,2.7 for details of the selected 
register selection circuits. Details of address register operation are given In paragraph 4.4. 

4.3.4.4 PROGRAM COUNTER. The program counter holds either the next location in 
memory from which an instruction will be read or the location of the current Instruction 
being processed. At the beginning of an instruction it holds the next location in memory 
to be accessed; however, before the instruction Is completed It is incremented to obtain the 
next address. Thus, the program counter holds only instruction addresses while the addres 
register can hold either Instruction or data addresses. The program counter holds 12 bits 

of address data (POO through P11) which is derived from the address via either the MX 
multiplexer, the TX multiplexer or both. Its outputs are provided to the MX multiplexer. 

The program counter also consists of three Flarchlld Semiconductor Type 9300 
4-bit shift registers as do the Instruction and address registers (14B3-M05, 15B3-N05, and 
16B3-P05). These IC's are also used as storage registers. Whenever register Input PE is 
low level, inputs BOO through Bll are admitted from the adders into the program counter 
when a low-level clock pulse (CP) is produced. For the program counter, the enabling 
signal is PEP* and the clock-pulse If CPP*. The program counter cannot be cleared 
because the same steady-state high-level PULLU signal that disables the address register 
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master reset input also disables the program counter master reset input. Thus, like the 
oc^dress register, it retains its information until it is replaced by new information. Generally, 
th|e program counter receives its first Instruction location manually through the switch 
register (refer to paragrapji 4.2.2.1). From then on, as a program is executed, the content 
of the program counter is automatically modified through the adders. 

When the ND8il2 is not in the run state, the content of the program counter can 
bd examined at the front'panel SELECTED REGISTER indicators when the SELECT REGISTER 
swjitch is in the PC position. Refer to paragraph 4.2.2.7 for details of the program counter 
selection circuits. Details of program counter operation are given in paragraph 4.4. 

4.13.4.5 MEMORY BUFFER REGISTER. The memory buffer register is the memory output 
Wnk between the processor and memory. It receives parallel inputs from up to two 8K 
memory modules, including memory extension. Memory buffer register inputs are routed 
through connector R28 from the memory extension or from the basic self-contained memory 
modules (memory fields MFOO and MFOl) through connector V29 and W29. Its outputs are 
supplies to the write amplifiers in the memory unit, so that any information read from a 
given location will be resf^ored at the same location, and to the bus and memory buffer 
multiplexer. All words rebd from memory are strobed into the memory buffer register 
duiring period PU2 of any phase. The memory buffer register is cleared by low-level pulse 
RMB* which is derived through an inverter whenever pulse PUIB is generated. 

The memory buffer register holds 24 bits of data in two 12-bit words. This 
24-bit register system is u^ed because of the 4K (MFOO) + 4K (MFOl) configuration of the 
baisic 8K memory. The information obtained from the first 12-bit word is derived from 
one memory field and the data information obtained from the second 12-bit word is derived 
from the other memory field. When a memory extension is included as an option to the 
ND812, two more 4K fields can be added in an 8K stack making a total of 16K memory 
locations in four memory fields. The extended memory is also configured as two 4K 
memory fields. 

The memory buffer register comprises six Fairchild Semiconductor Type 9314 
4-|bit latches. The first 4j< memory field supplies outputs via lines MSOO* through MSI 1* 
through connector W29 to the first field (MFOO) memory buffer register (18AB1-M24, -N24, 
and -P24) and the second 4K memory field supplies outputs via data lines MS12* through 
M >23* through connector V29 to the second field (MFOl) memory buffer register (18AB3-M25, 
-N25, and -P25). Memory extension inputs are configured similarly but extended memory 
data (MFIO, and MFll) is coupled to the memory buffer register through connector R28. 
Mijmory buffer register outputs are applied as inputs to the bus and memory buffer multi- 
pl<^xer as signals MBOO through MB23. Word selection (MBOO through MBl 1 through MB23) 
is hnade at the multiplexer. The memory buffer register consists of six Fairchild Semicon- 
dulctor Type 9314 4-bit lafches configured in two groups of three {M24, N24, P24, M25, 
N25, and P25, sheet 18). With enable input E grounded, this terminal of these 4-bit 
laiches is a, static low-level signal which admits any low-level signal at inputs Sq, S], 
S2^ and S3 when corresponding inputs Dq, D^, D2, and D3 are high level. However, the 
D Inputs are connected to static high-level signal PULLCK so that these latches are always 
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enabled. When the master reset (MR) Input goes low, these registers are cleared. Any set 
bits from memory are low level when asserted so that each memory buffer register remains 
cleared until the memory strobe (PU2) is generated during a basic phase. 

4.3.4.6 MEMORY DATA REGISTER. The memory data register is the memory input link 
between the processor and memory. During a machine cycle, the memory data register 
holds any 12-bIt word that must be written into memory during the current phase. It 
receives its inputs from the bus and memory buffer multiplexer. The bus and memory buffer 
multiplexer is an electronic switch that can provide as its output either memory buffer or 
adder information so that the memory data register can store either memory buffer or bus 
data from input lines PMROO through PMRl l. Memory data register outputs are also 
supplied from the memory data register to external equipment connected to the input/ 
output bus through NAND gates that are enabled by I/O functions (17AB4). Memory data 
register outputs supplied to the self-contained basic 8K memory are routed through connectors 
W29 and V29. Information supplied through connector W 29 is for memory field MFOO and 
data supplied through connector V29 is for memory field MFOl. Information supplied to 

the memory extension module is routed through connector R28 for memory fields MFIO and 
Mpn. Data supplied to I/O devices is routed through connectors S26, S27, W30, Y30 
or Z30. 

The memory data register comprises three Fdirchild Semiconductor Type 9300 
4-bit shift registers (17A1-M21, 17A2-N21, and 17A3-P21); however, they are used as 
storage registers rather than shift registers. These registers are of the same type as the 
address register and program counter, enabled through the PE input and clock through the 
CP input. For the memory data register the enabling input is PEM* and the clock pulse 
input Is CPM*. Like the address register and program counter, this register cannot be 
cleared because the steady-state high-level PULLCK signal is present at its respective 
reset Inputs. Thus, like the address register and program counter, data in the memory 
data register is changed only when replaced by new information during a machine cycle. 

The content of the memory data register Is displayed by the front panel 
MEMORY REGISTER indicators. Refer to paragraph 4.5.4 for details of memory data 
register operation. 

4.3.4.7 OTHER REGISTERS. The ND812 has other registers and latches most of which 
store single-valued bits of data. These registers Include the up counter, which holds the 
value of a shift or rotate count, and the Interrupt priority register which stores the current 
priority level under which the processor is controlled by the input/output processor. Also 
included is the overflow register and the flag register. 

4.3.4.7.1 Overflow Register. The overflow register (nB4-A04) Is a 1-bIt JK register 
used to Indicate an overflow during an arithmetic or a hardware multiply operation. The 
purpose of the overflow register Is to indicate that the result of an arithmetic operation 
has exceeded the capacity of the accumulator. Each time an overflow occurs (as a result 
of an arithmetic operation), the overflow (OV) register is complemented. Thus, if overflow 
is possible as the result of an arithmetic operation, the status of the overflow register will 
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indicate this condition. Thus, the programmer must monitor the condition of this register. 
Thie ND812 instruction set permits the overflow register to be set, cleared, complemented, 
and tested, but testing does not automatically clear it. 

When an arithmetic operation requires two binary numbers to be summed, over- 
flow occurs when the content of the affected register (the register in which the arithmetic 
operation occurs) is greater than 4095^q (7777g). When overflow occurs the equivalent 
of! the decimal quantity 4095^^ must be added to the quantity left in the affected register 
tol obtain the proper sum. This is not done by the hardware, but Is an element of the 
bookkeeping requirements for the programmer. When an arithmetic operation requires 
two binary numbers to be subtracted, the twos complement of the subtrahend is added to 
this minuend. Thus, overflow is also possible when a subtraction is ordered by the instruc- 
ti(t)n currently being processed, but the programmer must decide whether such an overflow 
cdndition has significance when determining the absolute value of the result. The theory 
ofi twos complement subtraction can be found in various elementary texts on computers. 

The overflow register and logic receives timing inputs from the control unit, 
bits 6 and 7 from the IR, decoded instructions from the instruction decoder, and the carry 
output (COUT) from the most significant stage of the adder. These inputs are gated into 
the overflow register. 

4j3.4.7.2 Up Counter. The up counter (1 1A3) is used when the instruction decoder 
detects shift or rotate or multiply and divide instructions. The up counter is a Fairchild 
Semiconductor Type 9316 four-stage binary counter which is preset to a value whose 
m^ignitude is the difference between the wanted count and 15. V/hen the counter PE input 
signal SCNTR* is low level, signals 108*, 109*, 110* and 111* are admitted into the 
counter. These signals are the complements of the corresponding instruction register bits. 
Thus, if the up counter is to count out 12 pulses, the instruction register bits are set as 
fcjilows: 108 = 0, 109 = 0, 110 = land 111 = 1. However, because the complement of 
this value is loaded into the up counter, the bit configuration Is that shown for 12 moves 
ini Table 4-15. Figure 4-12 is the waveform diagram for operation of the counter. Taking 
the difference between 15 and 12 to be 3, the counter must be preloaded to the value 3. 
Thus, referring to Figure 4-12 when three CLKCNT pulses have occurred, the state of 
the counter is that shown in Table 4-12 for a count of 3, or, Qq = 1, Q] = 1, Q2 = 0, 
ahd Q3 = 0. Counting the remaining pulses gives 4 through 15, or a total of 12. 

I The counter changes states with each low-to-high transition of the CLKCNT 

injput pulses which are obtained through the operate logic or through the multiply and 
dilvide logic. There are Itwo discrete countouts of importance. One of these is the terminal 
count which provides a high-level CNTR output signal when a full count of 15 has been 
rejached; the other is a count of 12 which is detected by output AND gate D17. When this 
gcite is enabled, a logical PS12* signal is produced that indicates the counter has received 
1* pulses. This Information is required for hardware multiply and divide operations. Details 
oi' up counter operation are described in paragraph 4.4, Processing Instructions. 

4j,3.4.7,3 Flag Register. The flag register (10B3-A20) is a one-bit register with associated 
g(|itlng used to store the status of any previous condition. It is programmer accessible 
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Figure 4-12. Up Counter, Timing Diagram 



Table 4-15. Up Counter Preload Codes Vs. No. of Moves 
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thitough the group 2 operate instructions which permit the flog register to be set, reset, 
complemented, restored, and otherwise tested. In this manner, it can be used as a one- 
bit memory to store the presence of absence of some condition. Only the Instructions 
which specifically address the flag register have any effect on its stage. The flag register 
output is also routed to the status input of the MX multiplexer. Details of flag register 
operation are described in paragraph 4,4.2.2. 

4.3.4.8 ACCUMULATOR REGISTERS (J,K, R AND S). The accumulator registers are 
the arithmetic processing elements of the ND812 processor. All four of them are Involved 
in additions, subtractions, multiplication and division. However, only the J and K registers 
are directly accessible to or from the memory. The R and S registers receive their inputs 
from the J and K registers, respectively. Data may be transferred between the J and K 
registers or between J,R, K, and S registers through the MX multiplexer; it may be shifted 
left in J and K registers, and it may be shifted right in R and S registers during hardware 
multiply. Arithmetic results can be called for either from the J or K registers. These 
registers provide the ND812 data path to the memory registers through the MX multiplexer 
so that the results of arithmetic and logical operations can find their way into specified 
memory locations. Data is transferred between the J and K registers and memory when 
certain memory reference instructions are processed. Arithmetic, logical, and multiply 
and divide operations are carried out by Group 1 operate instructions. 

Each of these registers holds 12-bits of data. Arithmetic and logical operations 
caiuse data to appear in either the K or J register. The R and S registers receive their 
inputs from the J and K registers although their outputs are also routed to the MX multiplexer. 
When the operation is multiplication, the multiplicand is loaded into the K register and 
thfe multiplier is loaded into the J register. The product appears in the two subaccumulator 
registers, R and S with the most significant half of the product in the S register and the 
legist significant half in the R register. 

When division is the operation to be executed, the divisor must be loaded Into 
thte R register and the dividend must be loaded into the J and K registers. The most signl- 
fi<i;ant half of the dividend, a 23-bit word (the most significant bit must be zero) must be 
lotided into the K register and the least significant half into the J register. The division 
op|eration results In the quotient appearing in the J register and the remainder appearing 
ini the K register. 

4.3.4.8.1 Arithmetic Operations. Figure 4-13 is the block diagram of the ND812 arith- 
metic loop. In this configuration, the TS multiplexer (2), the MX multiplexer (3), and the 
adder (4) play an important part, not only in arithmetic operations, but in data exchanges, 
shifts and rotates, and in multiply and divide operations. For the purpose of programming, 
th^ R and S registers (7 and 8) are not directly accessible to or from memory; however, data 
contained in these registers may be transferred to the J or K registers (5 and 6) and then 
written into specified memory locations by a memory reference instruction. All the arith- 
metic instructions are group 1 operate instructions. 

i With the exception of the multiply instruction which leaves a 24-bit product in 

th^ R and S registers, the results of arithmetic operations are left In either the J or the K 
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registers. Upon inspection of Figure 4-13 the possible permutations of additions, subtractions, 
and data exchanges become apparent. For example, when the content of the J and K 
regiisters are summed and the result is to be left in the K register, one of the possibilities 
is tio admit the output of the J register to the TS multiplexer and the output of the K register 
to the MX multiplexer. These data can then be summed by the adders and admitted to the 
K register. 

Subtractions can be obtained in a similar manner; the complement of the content 
of the J register Is taken from the TS multiplexer and incremented by a count of 1 to obtain 
the 2's complement of the J register data word (this logic is not shown but suggested in 
Figiure 4-13), which is then summed with the content of the K register. Exchange and load 
operations permit other data transfers. It is interesting to note that although there is not a 
direct instruction that permits the content of the R and S registers to be exchanged, never- 
theless, this is possible by first exchanging the data in J and K with the data in R and S 
(EXJRKS) and then exchanging the data between J and K (EXJK). Details of arithmetic 
operations are described in paragraph 4.4.2, 1. 

Although the bus and memory buffer multiplexer (9) and the memory data register 
(1) are shown, they are not used during addition, subtraction, or multiplication . They are, 
however, used during the divide operation. During divide operations, the memory data 
register is used to store a modified version of the divisor. 

4.:^. 4. 8. 2 J Register, The J register holds 12 bits of arithmetic data (JOO through Jll), or 
dui-ing the execution of certain memory reference instructions, a v/ord transferred from or 
to memory, which is derived through the adders. The J register outputs are provided to the 
TSimultiplexer, the MX multiplexer, and the R register (Figure 4-13). 

The J register consists of three Fairchild Semiconductor Type 9300 4-bit shift 
registers (M16-14A3, N16-15A3, and P16-16A3), which are used as both storage and shift 
registers. Whenever register input PE is low level, inputs BOO through Bll are admitted from 
th4 adders into the J register when a low-level clock pulse CP is produced. For the J 
register, the enabling signal is PEJ* and the clock pulse is CPJ*. Whenever clock pulse 
CPJ* occurs and signal PEJ* is not low level, a single bit shift to the left occurs. The 
J register can be cleared when pulse MRJ* becomes low level. Thus, unlike many of the 
otljier registers in the ND812, the J register retains its data unless cleared by the low-level 
Mlij* pulse. 

4.3.4,8.3 K Register. Like the J register, the K register holds 12 bits of arithmetic data 
(KbO through Kll), or during the execution of certain memory reference instructions, an 
operand transferred from or to memory, which is also derived through the adders. The K 
register outputs are provided to the TS multiplexer, the MX multiplexer, and the S register 
(Figure 4-13). 

The K register also consists of three Fairchild Semiconductor Type 9300 4-bit 
shjft register (14A3, 15A3, and 16A3) which are used as both storage and shift registers. 
Wlienever register input parallel enable is low level, inputs BOO through Bll are admitted 
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from the adders Into the K register when a low-level clock pulse is produced. For the K 
register, the enabling signal is PEK* and the clock pulse is CPK*. The K register can be 
cleared when pulse MRK* becomes low level. Thus, as with the J register, the K register 
retains its data unless cleared by the low-level MRK* pulse. Data in the K register can 
also be shifted one bit to the left whenever the clock pulse CPK* occurs when parallel 
enable signal PEK* is not low-level. 

4.3.4.8.4 R Register. The R register holds 12 bits of data (ROO through Rl 1), which are 
derived from the J register. The R register outputs are provided to the MX multiplexer 
(Figure 4-13). Data in the R register cannot be directly accessed by memory, but may be 
transferred through the J register. 

The R register consists of three Fairchild Semiconductor Type 9300 4-bit shift 
registers (14A4, 15A4, and 16A4), which are used as both shift and storage registers. 
Whenever register input parallel enable is low level, inputs JOO through Jll are admitted 
into the R register when a low-level clock pulse is produced. For the R register, the 
enabling signal is PER* and the clock pulse isCPR*. The R register cannot be cleared 
because it has a static high-level PULLU signal at its reset input, MR*. Thus, like many 
other registers in the ND812, it retains its data until replaced by new data. Data in the 
R register cannot be shifted upon command; however, during a multiply operation, data in 
the R and S registers are shifted one bit to the right whenever clock pulse CPR* occurs and 
parallel enable pulse PER* is not low level. Details of the R and S rightward shift are 
described under Hardware Multiply (paragraph 4.4.2 . 1 . 1) . 

4.3.4.8.5 S Register. The S register is the K register subaccumulator and it functions 

in a manner similar to the R register in conjunction with the K register. The S register holds 
12 bits of data (SOO through SI 1) which is derived from the K register. The S register 
outputs are provided to the MX multiplexer (Figure 4-13). The S register cannot be directly 
accessed by memory, but similar to the R register, it may accept data through the K register. 

The S register consists of three Fairchild Semiconductor Type 9300 4-blt shift 
registers (14A4, 15A4, and 16A4), which are used as both shift registers and storage 
registers in a manner similar to that for the R register. Whenever register input parallel 
enable is low level, inputs KOO through Kll are admitted into the S register when a low- 
level clock pulse is produced. For the S register, the enabling signal is PES* and the clock 
pulse is CPS*. As with the R register, the S register cannot be cleared because it has a 
static high-level PULLU signal at its reset input, MR*. Thus similar to the R register, it 
retains its data until replaced by new data. Data in the S register cannot be shifted upon 
command; however, as with the R register, data in the S register is shifted one bit to the 
right during a multiply operation whenever clock pulse CPS* occurs and the parallel 
enable pulse PES* is not low level. 

4.3.4.9 MULTIPLEXERS. The multiplexers are electronic switches that permit any one of 
a number of multiple inputs to be selected as their output. The multiplexers permit various 
data, held in the ND812 storage registers, to be manipulated for obtaining arithmetic oper- 
ations, shifts, rotates, multiply, divide, data exchanges, complements, negations and 
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logical operations to take place. There are three multiplexers in the ND812, the bus and 
meimory buffer multiplexer^ the TS multiplexer, and the MX multiplexer. The T5 and MX 
multiplexers play a significant role in the ND812 arithmetic loop which has been described 
under Accumulator Registers (paragraph 4.3.4.8). 

4.3.4.9.1 Bus and Memory Buffer Multiplexer. The purpose of the bus and memory buffer 
multiplexer (17A1,2,3 ancll 4) is to enable data stored in the memory buffer register or held 
by; the adders to be returned to the memory data register. The bus and memory buffer multi- 
plexer receives memory buffer outputs MBOO through MB23 and adder outputs BOO through 
Bill. As previously described in paragraph 4.3.4.5, the memory buffer register provides 
memory data from memory fields MFOO through MFll depending on the memory field selected. 

The bus and memory buffer multiplexer consists of six Fairchild Semiconductor 
Type 9309 Dual Four-lnpu|t Multiplexers having common input select logic (sheet 17). 
Hdwever, they are connected as Dual Three-Input Multiplexers because the adder inputs 
are connected to two input terminals. Depending on the configuration of the select logic 
bit pattern at terminals and Sq, only one of signals Iq^ through 13^ and Iqj^ through 13^ 
ofieach multiplexer is selected from the bus and memory buffer multiplexer as signals 
PMROO through PMRll. Table 4-16 lists the bit configuration for signal selection. The 
outputs from this multiplexer include both high-level and low-level assertion; however, 
only the high-level signal assertion is used. When signal RDB* is low-level adder outputs 
BOO through Bl 1 are selec ed. These outputs appear at terminals Za and Zb of each of the 
sijIc multiplexers integrated circuit modules. The bus and memory buffer multiplexer outputs 
arp applied to both the memory data and the instruction registers (see Figure 1-2). 

Table 4-l(^. Bus and Memory Buffer Multiplexer Outputs 

: ENABLING SIGNALS 

RDB*! ADDFT SELECTED INPUT SIGNAL 

BOO through Bl 1 

1 BOO through Bl 1 

i 10 MB 12 through MB23 

\ 11 MBOO through MB 1 1 



4.3.4.9.2 TS Multiplexer. The purpose of the TS multiplexer is two-fold: it is used to 
select outputs from one of four registers, and it is used in arithmetic operations to select a 
djata word or its complement. The four registers providing data to the TS multiplexer are 
the J register, the K register, the instruction register, and the memory data register. Also 
ubed in conjunction withithe TS multiplexer, and logically inseparable from it, is the add- 
sjjbtract gate logic. This logic detemiines whether the register data word or its complement 
vfill be selected as the T5 multiplexer output word. The output of the TS multiplexer is 
dpplied as one of the inputs to the adders. This adder input is summed with the output from 
the MX multiplexer which is also applied as an input to the adders. Thus, whenever a 
cjata-word or its complerrient is selected by the add-subtract logic, an addition or subtraction 
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takes place at the adders with the result appearing as the adder output. During arithmetic 
operations, the odder is incremented when subtraction is ordered so that 2's complement 
subtraction occurs. 

Figure 4-14 illustrates the add-subtract logic for one unit IC module of the TS 
multiplexer output. Assuming that the upper half of the integrated circuit module contains 
a bit of information, bit X, which is set, and the lower half contains a second bit of infor- 
mation, bit Y, which Is unset, the following Illustrates how either the data word or its 
complement is chosen for output from the TS multiplexer accordingly as an add or subtract 
is ordered from the add-subtract gate logic. Both the assertion and negation of each bit 
is available as outputs from the TS multiplexer and appear at outputs Z^j, Zj^*, Zq, and 
Zg*. When addition Is ordered, signal TSADD* is asserted and low-level; TSSUB* is not 
asserted and Is high-level. 



BIT X «1i 



err y=0( 




(fAX)(fBX)=tCX 
(tOX)(tEX)=f FX 
tCX+tFX =iGX = 



jAY+iBY =i CY 
iDY+lEY =i FY 
(iEY)UFY).tGY= I 



TSSUB 



I + = IR BITS THROUGH 5 NOT AVAILABLE 
TO THE TS MULTIPLEXER 



Figure 4-14. Typical TS Multiplexer Add-Subtract Logic 



Examining AND gate R for the effect of the low-level TSADD* signal and AND 
gate S for the effect of the high-level TSSUB* signal, it can be seen that the logic equations 
opposite OR gate W are satisfied for bit X and that bit X will appear as the data at the out- 
put of OR gate V. However, for bit Y, the conditions described by the logic equations 
opposite OR gate V are satisfied for bit Y so that the negation of bit Y, or binary 1, will 
appear at the output of OR gate W. Thus, when addition is ordered, the data word Is 
selected as an output from the TS multiplexer because the add-subtract logic Inverts its 
selected inputs. 
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When subtraction is ordered by the logic, signal TSSUB* is asserted and low 
leviel, and signal TSADD* :is not asserted and high level. Examining the respective AND 
gates R, S, T, and U for the effect of these states, it can be seen that the conditions described 
by the logic equations opposite OR gates V and W, respectively, are obtained and that the 
complements of the bits X and Y are produced as outputs. Thus, an add command produces 
the data word, and a subtract command produces the complement of the data word, bit for 
biti. When neither an add :nor subtract is ordered, the conditions described by the logic 
equations opposite OR gate V are obtained for all outputs from the add-subtract logic so 
that all outputs from the TS multiplexer will produce low-level outputs. 

The TS multiplexer consists of six Fairchild Semiconductor Type 9309 Dual four- 
input multiplexers having common input select logic (sheet 13). Electrically, these inte- 
grated circuit modules permit any one of four input data words to be selected for application 
to the add-subtract logic, depending on the states of the select logic bit pattern at input 
teitninals Sq and S], Table 4-17 lists the bit configuration required for selection of the 
J-tegister (JOO through Jll), the K-register (KOO through Kll), the instruction register 
(bits 106 through II 1 only), and the memory data register (MOO through Ml 1) data words. 
It should be noted that In the absence of any selection command from the logic, signals 
TSSl and TSSO are low level so that the content of the memory data register Is selected 
as the output data word, this condition occurs during the hardware divide operation. 

Table 4-17. TS Multiplexer Selection Codes 



Selection Bits 

TSSl TSiSO Signals Source 

Q MOO-M1 1 Memory Data Register 

Q 1 106-111 Instruction Register 

1 K00-K11 K Register 

1 1 J00-J1 1 J Register 



4J3.4.9.3 MX Multiplexer. The purpose of the MX multiplexer is to switch any one of 
eight input data words to the adders. The selected data word from the MX multiplexer is 
summed with the output from the TS multiplexer add-subtract logic (Figure 4-13) so that 
when a TS multiplexer data word is selected, the result of summation is addition; when a 
TS multiplexer data-word complement is selected the result of summation is subtraction; and 
wlien neither the data word nor Its complement is selected, the result of summation is feed 
through, i.e., the selected MX multiplexer data word Is summed with all zeros resulting 
adder feedthrough of the MX multiplexer data word only. 



IS 



Figure 4-13 shows only the registers In the arithmetic loop which provide Inputs 
td the MX multiplexer; these registers include the four accumulators, J, K,R, and S. 
Other register Inputs include the address register, the program counter, the utility gates, 
aiud the status register. 
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The MX mulMplexer consists of 12 Fairchild Semlconducl-or Type 9312 (sheet 14, 
sheet 15, and sheet 16) Eight-Input Multiplexers having common input select logic. The 
MX iTiultiplexer integrated circuit modules permit any one of eight input date words to be 
selected for application to the adders (Table 4-18) accordingly as the three-bit select 
signals Sq, S-], and S3 are high or low-level. Table 4-18 lists the input bit combinations 
of signals MXSO, MXSl, and MXS2 for selection of the various input data words. In order 
to admit input data to the MX multiplexer, parallel input enable signal MXEN* must be 
low level together with the required bit pattern. In the absence of any bit pattern signals, 
inputs MXSO, MXSl, and MXS2 are low level and the address register data word will be 
admitted whenever enable signal MXEN* is low level. Whenever signal MXEN* is 
disabled (high-level) the output from the MX multiplexer is zero (all binary O's). 

Table 4-18. MX Multiplexer Selection Codes 



MXS2 


MXSl 


MXSO 


Register 











Address Register 








1 


Utility Gates 





1 





Program Counter 





1 


1 


S. Register 


1 








J. Register 


1 





1 


K. Register 


1 


1 





R. Register 


1 


1 


1 


Status Register 



4.3.4.10 ADDER. The adder is a parallel high-speed binary full adder consisting of six 
Type 9304 Fairchild Semiconductor integrated circuit modules (sheets 14, 15 and 16). 
Each of the six modules is capable of adding two bits; thus the six IC's provide a 12-bit 
capacity. Each stage of the adder is equipped with an A input (operand from MX Multi- 
plexer), a B input (operand, from TS multiplexer), and a C Input (carry from previous 
stage). Each stage of the adder also has three outputs. The sum(s) output Is the sum of 
the A and B inputs (S=A+B). These outputs (BOO through Bl 1) are placed on the sum bus for 
distribution to the accumulators (J or K), OUT, PR, or AR, (or IR and MR through the bus 
and memory buffer multiplexer). The S* output is the complement of the S output, and is 
routed to comparison logic to detemilne if all stages of the adder are In the zero state. 
The Cq output is the output from the carry structure, which becomes the C input to the 
next higher order stage (except most significant bit). The Cq output Is approximately 8 
nanoseconds delay from the sum outputs, and is the sum of the carry and/or the A and B 
inputs (I.e. Cq = AB+BC+AC). The carry output (COUT) from the last stage is routed to the 
overflow register and logic. 

4.3.4. 1 1 UTILITY GATES. The utility gates are not actually registers, but 12 AND-OR 
invert gates that permit data words from two external sources or literal functions to be 
admitted Into the MX multiplexer via Input lines UOO through Ul 1 . External data word 
sources include the 12 front panel switch register switches and any peripheral data (EXT's) 
through which program-controlled word transfers are made. The literal functions permit 
literal data words to be ANDed with data from the J and K register with the result gated 
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thilough the MX multiplexer, A literal is a direct representation of a symbolic data 
reference, thus, any representation of data which defines itself (a pure number) is a 
literal (refer to the ND812 Principles of Programming Text). Details of the utility gate 
opieration are described im paragraph 4.4.9. 

The utility gates consist of 12 Type 9008 Fairchild Semiconductor 4-input AND- 
0|? Inverter Gates (sheet 14, sheet 15, and sheet 16). 

4.3.4. 12 STATUS REGISTER. The status register is not a register, but a collection of bits 
frbm various one-bit registers that are stored in the J register when the status word is 
called for by a programmed instruction. Table 4-18 describes the status register data format 
and the output bit configuration as it is collected in the MX multiplexer. Details of status 
register data collection are described in paragraph 4.4.2.2. 



4.4 PROCESSING INSTRUCTIONS 

There are 16 bcjsic one-word instructions In the ND812 instruction repertoire. 
These 16 basic instruction^ are augmented through various bit permutations into more than 
several hundred one-word and two-word instructions, each obtaining a discrete operation 
of the processor. When the various possible input/output instructions are included In this 
number, the possibilities for discrete operations number in the thousands; these possibilities 
make the ND812 one of the most powerful mini-computers available today. This section 
describes how the various operate and memory reference Instructions are processed by the 
ND812. These descriptions include a discussion at the block diagram level and at a de- 
tailed level. These dlagrbms provide the seivice engineer with a generalized understanding 
of how a given Instructlor^ is processed, the timing constraints, the registers affected, and 
ths result of the operation. The detailed description is an analytical one, and is intended 
as an aid in trouble analysis. The fundamental operation tables describe the signals re- 
quired for assertion of the required operations with the aid of a list of simplified logic 
expressions. These tablesj, together with the timing diagrams, offer detailed insight into 
the anatomy of instruction processing. 

Operate and memory reference instructions serve complementary functions. The 
former are used as liaison between the central processor and arithmetic unit on the one hand 
ard the central processor and the memory unit on the other hand. Memory reference 
instructions fetch data to the arithmetic unit which carries out some operation on the data. 
The resultant data Is sent back to memory through the application of a separately programmed 
memory reference Instruction. Operate Instructions carry out all operations that require 
interaction between the various accumulators and the adder with its multiplexed inputs. 
In view of the above, the; memory reference and operate Instructions should be viewed as 
complementary instructions. Memory reference instructions supply and store the data and 
opferate instructions manipulate the data according to the characteristics of the particular 
instruction. 

The nearly one hundred instructions vary in their processing features considerably 
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with respect to format, addressing, and execution time. Throughout this discussion, 
uniformity is sought; descriptions of common features between instructions have preference 
over repetitiously describing the same operation ds it occurs for several instructions. This 
method of presentation gives a better insight into the underlying processing philosophy of 
the ND812. Some repetition, either serving to enhance familiarity with difficult operations, 
or for the sake of clarity, is retained, however. 

Formats are illustrated for groups, or subgroups, of Instructions along with their 
detailed descriptions. The various addressing schemes are discussed in detail In conjunction 
with memory reference instructions only, because operate instructions do not reference 
memory, and hence, addressing modes are not applicable. 

In seeking uniformities, the basic phase is described first. The basic phase 
accounts for execution of the complete instruction for operate instructions, with the excep- 
tion of shift/rotate operations, which require a phase extension In real time, but still are 
processed in one basic phase in terms of machine time. The memory reference Instructions, 
in addition to one or more basic phases, also require an execute phase for completion. 
Because the basic phase is indispensible for all processing instructions, and because the 
operate instructions, which constitute the majority of Instructions, require only one basic 
phase, the operate Instructions are discussed, first. The following discussion treats only 
that part of the basic phase which Is common to all processing instructions. The distin- 
guishing features are given later as the detailed description for the Instruction is provided. 

The Instruction descriptions generally Include a block diagram which illustrates 
the data transfer paths invoked by the called instruction and a timing diagram which shows 
various time related functions of the hardware control logic together with two important 
tabulations called Event Summary and Fundamental Operations. 

The Event Summary tabulation shows the relationship between the mnemonic 
symbol registered in the permanent symbol table of the ND812 assembler, the octal code 
which calls the various hardware routines (a condensed version of data listed In format 
tables), the hardware routines themselves, and a shorthand notation of the process which 
takes place during the operation. 

The Fundamental Operation tabulation shows the relationship between the octal 
code, the hardware routine called by the code, and a simplified logic description of the 
operation in terms of the period In which it occurs. 

These tables should be used In trouble analysis. The Event Summary identifies 
the data transfer paths, their time relationship in the machine cycle, and the individual 
hardware operations. These tables are useful In identifying the various multiplexer, 
registers, and accumulators used in the operation. On the other hand, the Fundamental 
Operations tabulations are useful in identifying the control logic which Is used to obtain 
the hardware process. 
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4.4.1 COMMON BASIC PHASE 



For the basic phase, eight discrete time periods occur. Each period has a 
duration of 0.25 microsecbnds so that each phase requires 2 microseconds. Not all periods 
arie required for each instruction, and more than one event can occur during the same 
period. In some cases twd) or more adjacent time periods are ORed to form extended time t 
periods. 

4.,4.1.1 BLOCK DIAGRAM DESCRIPTION. During the basic phase various latches are 
clieared (refer to Table 4-8), the content of the program counter is transferred to the address 
register to obtain the loccjtion of the instruction to be processed, and the instruction is 
loaded from memory into fhe instruction register. In Figure 4-15, the timing diagram, when 
pulse PUO occurs, the various cleared latches provide inputs to the processor control logic 
that determine the event that will take place during each period of the basic phase. 
During the first period (PlilO), the content of the program counter (2, Figure 4-16) is trans- 
ferred over MX multiplexer data lines (MSOO through MSI 1) to the adder (10). Because at 
thjis time, TS multiplexer butputs have not been called for, signals TSOO through TSll 
prpvide all zeros; thus the result of the adder summing operation is the program counter data 
wiiich is transferred over bus BOO through Bl 1 to the address register (11). Address register data 
isialways available to memory control over data lines AOO through All. The address data 
determines the location of the memory register, from which the operand must be fetched. 

i When pulse PUilB occurs, the memory buffer register (1) is cleared of the last 

wprd so that when the memory register is strobed for a read operation, meaningful data is 
available. If the memory: buffer register (1) is not cleared, the current word would be 
ORed with the last fetched word. 

During PU2, the data contained in the memory register, specified by the content 
of the address register, is read into the memory buffer register (1) over data lines MSOO 
through MSI 1 . Data is permitted to enter the memory buffer register at any time. Pulse 
PU2 is used to read the addressed memory register into the memory buffer. Thus, this 
event occurs during every phase. Memory buffer data output is transferred over buses 
MBOO through MBll to the bus and memory buffer multiplexer (3) which also receives 
inputs from the adder (10) over buses BOO through Bl 1 . 

' On the trailing edge of pulse PU3, memory buffer data (as opposed to adder 

data) is switched through the bus and memory buffer multiplexer (3) to the memory data 
re|gister (6), and the instruction register (7). Pulse PU3 is used to read memory buffer 
relgister data into the memory data register (6), so that when the memory register is strobed 
fdr a write operation, the same data read from memory, will be written into memory at the 
Iqcation specified by the content of the address register. When the instruction is read 
injto the instruction register (7) during period BP3, its data becomes immediately available 
tci the data control logic and to the instruction decoders (9). 

4j4.1.2 FUNDAMENTAL OPERATIONS. Most of the events pertaining to the individual 
operations of the instructions are carried out during PU4, PU5, and PU6. During period 
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A. TWFF'JflLOCTxCT "iNCf 
(3B4) (3B4) (7B1)|6Aa 



B. PUS, BPS 

(6A3) 

C. SLPMX", MXEN* 
(8B4) (9A2) 



— I T 1 > 1 1 r 
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1 I I 1 1 > ■ I 
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D. MSX1 , 
(982) 
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E. PEA" 
(9B1) 



ENABLE AR 



F. CPA" 
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Figure 4-15. Common Basic Phase, Timing Diagram 
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Figure 4-16, Common Basic Phase, Simplified Block Diagram 
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PU7 the major state control logic determines whether the next phase should be another 
basic phase or an execute phase. 



These events conclude the operations that occur during the common basic phase. 
The above outlined operations are summarized in Table 4-19 and further detailed in terms 
of fundamental operations in Table 4-20. 

Fundamental operation B is not carried out if there is an indication that this is 
not a common basic phase » To understand the significance of this provision, it must be 
retmembered that the present instruction is decoded only during period PUS. Therefore, 
during period BPO, the presence of an execute instruction (XCT*), a two-word memory 
reference instruction (TWFfF*), auto index instruction (FLLCXZ*), or an Indirect fetch (IND*), 
tells the processing logic that the present phase is not a common basic phase, but a 
secondary basic phase. The result is that the content of the program counter Is not selected 
as input to the MX multiplexer if any of the above signals are low level . 

i Fundamental operation D is also a conditional operation; it is not carried out if 

signal DONE Is low level, meaning that processing is past the initial basic phase, and in 
a secondary basic phase. The secondary basic phase and execute phase are discussed in 
coinjunction with memory reference Instructions. 

Fundamental Ofj»eratIon E clears the done latch early in the basic phase. Later, 
at PU6, all instructions that require only one basic phase for processing (for example, all 
operate instructions) set the done latch, resulting in the next machine cycle being set 
as a basic phase when this condition is detected during fundamental operation K, 

Fundamental operation I occurs if a two-word or indirect memory reference 
in|5truction is not in effect. 

Fundamental operation K is concerned with setting the next phase. Another 
bdsic phase follows if the done latch Is set, or the instruction decoder indicates the presence 
of a two-word, an execute, or an instruction using Indirect addressing . An execute phase 
follows only if all above cjonditlons are absent; this is the case, for example, when a 
memory reference Instruction using direct addressing is being processed. 

4.14.1.3 TIMING DIAGiRAM DESCRIPTION. Figure 4-15 is the timing diagram for the 
signals generated during the basic phase when the memory reference instruction specifies 
direct addressing. At the outset, when pulse PU7 occurs during the execution of the pre- 
vipus Instruction, the two^word first-last and Indi rect latches are cleared . Hence, signals 
TVyFF*, FLLOC*, XCT*, |and IND* are high-level. When pulse BPO occurs, high-level 
oujtput BPO is ANDed with the above high level signals to develop the low-level SLPMX* 
signal which enables the MX multiplexer (9A2), and selects the program counter input 
(signals POO through PIT) for output from the MX multiplexer by producing high-level MXSl 
signal (waveform D). This provides an MX selection code of 010 (Table 4-18). Pulse 
PljJOB occurs simultaneously with pulse BPO, so that outputs from the MX multiplexer (signals 
MIXOO through MX11) are applied through the adders (as signals BOO through Bl 1) for entry 
into the address register. The address register, enabled by low latches, develops a low-level 
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Table 4-19. Common Basic Phase, Event Summary 

Rof. Period Event 



A. 


BP6 or EP6 


CLR-LATCHES 


B. 


BPO 


PC^MX^ ADDER 


C. 


PUOB 


ADDER^AR 


D. 


PUOB 


CLEAR-*IR 


E. 


BP1 


CLR^DONE 


F. 


PU1 


CLR-^MBR 


G. 


PU2 


MR^MBR 


H. 


PUS 


MBR-»MDR 


1. 


BP3 


MBR^IR 


J. 


PUB 


MDR-^MR 


K. 


BP6 


SET->DONE (conditional) 


L. 


PU7 


SET-*PHASE 



Ref. 

A. 



Table 4-20. Common Basic Phase, Fundamental Operations 

Period Simplified Logic Event 



PU7 CLR-*LATCHES 

1. IEP6V5A4 = SET^DONE (tDONE/ 
784, iDONE*) 

2. (tDONE/7B4) (tPU7B/5B2)-* 
ISTDN7V3B3 

BPO PC^MX^ADDER 

1. (tXCT*) (tlND*)->iX *I/8B2 

2. (IX "D (tBPO) (tTWFF*) (tPLLOC*)^ 
;PRAR*-*tSELP^iSLPMX''/8B4 

3. ISLPMX*->tMXEN/9A2-^iMXEN*/9B2 
ENABLE^MX 

4. 4SLPMX*-*tMXS1 =PC-*MX 



The two-word, in- 
direct and first-last 
latches are cleared 
to initialize basic 
cycle (Table 4-6). 



The content of the 
program counter is in- 
put to the MX 
multiplexer. 



E. 



PUOB ADDER^AR 

1. tPUOB^4PEA*-*tPEA/9B1 = 
ENABLE-*AR 

2. (tPEA) (tREGCLK)-*iCPA*/9B2 = 
ADDERS-*AR 

PUOB CLR->IR 

1. (tPUOB) (tDONE)-*4IVlRI*/6B4 = CLR- 
IR 

BP1 CLR-^DONE 

1. (IBP1/5A3) = CLR-'DONE 
(iDONE/7B4, tDONE*) 

PU1 CLR-*MRB 

1, t PU1B-iRMB7l8B1 = CLR-MBR 



The content of the 
adder replaces the con- 
tent of the address 
register. 



The instruction re- 
gister is cleared. 



Done flipflop is 
cleared. 



Memor y buf ter re 
gister is cleared. • 
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Table 4-20. Gommon Basic Phase, Fundamental Operations (Cont'd.) 



Period 



Simplified Logic 



Event 



PU2 MR-»-MBR 

1. (tADDFO*) (1'PU2)-*4'MCIR*/8B4 
MR^MBR 



Content of core memorv 
register replaces con- 
tent of memory 
buffer register. 



PU3 PUS, IVIBR-*MDR 

1. |PU3*^tPEM/12B2 

2. :{tPEM) (tREGCLK)^J.CPM*/12A3^ 

MBR-*IVIDR 



BP3 MpR^-IR 

1. (tTWFF*) (tlNDFF'K4.MPASS*/13B4 

2. 4-MPASS*-^tMPASS/13B4 

3. 4.IVIPASS*^tSPEI*/6A4 

4. (tSPEI*) (tBP3H4.PEI*/6A4 = 
ENABLE-*! R 

5. iPEr-*tPEI/6A4 

6. (tPEI) (tCCLK)-*ICPi*/6A4/17B1 = 
MBR-*IR 



Content of memory 
buffer register re- 
places content of in- 
struction register. 



PUB IV1pR-*MR 

1. (tWTRL*) (tPU5B)-*IPU5W*-*tPU5W/883 

2. (tPU5W) (tADDF0*)^iMCIW*/8B4 = 
MDR-+MR 



BP6 SBT-»-DONE (B) 

1. iTWHLT* + ll/O* + lADL* + ISBL* + 
lANL* I0P1* + ;0P2*-> 
tSDONE/7B3 

2. (tSDONE) (tBP6)-*lSDONE*/7B3 = 
SET-+DONE (tDONE/7B4. ^DONE*J 



Content of memory 
data register replaces 
content of memory 
register. 



Done flipflop is set. 



PU7 



SET-*PHASE 

1. (tOONE*) (tTW*) (tIND*) (tXCT'H 
4RBPH-*tRBPH*/5B1 

2. ; (tRBPH*) (iCPPU*) (tPU7) = tEPH/5B2 

3. 4-DONE* + ITW* + -UND* + IXCT*-» 
tRBPH-<-iRBPH*/5B1 

4. ^ (4.RBPH*) (4.CPPU*) (tPU7) = tBPH/5B2 



Next phase is set to 
either a basic or an 
execute phase. 
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MPASS* signal (waveform 1) which permits pulses PEI* (waveform J) and CPI* (wavefonn K) 
to be generated. Pulse PEI* enables the instruction register, and pulse CPI* loads it with 
data on lines PMROO through PMR11. 

When pulse PUS occurs, the word previously read into the memory buffer register 
during period PU2 is written back into the same memory location when low-level pulse 
MCIW* is produced. No related events are produced when pulse PU6 occurs. However 
when pulse PU7 occurs, the execute phase is set, if the done latch is not set, and a two- 
word. Indirect, or execute instruction is not being processed. The major state control goes 
from Its basic phase output to its execute phase output when levels DONE*, TW*, IND*, 
and XCT* are high and ANDed to produce the high-level RBPH* pulse, which primes the 
major-state control register. Hence, when pulse PU7 occurs, the major-state control 
register is toggled to its execute state. Thus, during the common basic phase, the events 
con be summarized as follows. 

a. The content of the program counter is loaded Into the address register. 

b. The content of the memory register, located at the address specified by the 
content of the address register, is read into the memory buffer register. 
(This Is the current instruction.) 

c. The content of the memory buffer register is loaded Into both the memory 
location specified by the content of the address register, and Into the 
Instruction register. 

d. During the last period, the next phase is set. 
4.4.2 OPERATE INSTRUCTIONS 

Operate instructions do, in general, manipulate data which Is available either In 
one of the accumulators or In the status register; they have a single-word format and require 
only one basic phase. Operate instructions can be further classified into group 1 and group 
2 instructions. Group 1 Instructions include multiply and divide, various combining 
operations such as ANDIng, arithmetic processes such as addition and subtraction, and 
shigt and rotate processes which shift data to the left one or more bits In the main accumu- 
lators. Generally, group 2 instructions manipulate data without employing an arithmetic 
process. These operations Include skips, negations, complements and register clear and 
set operations. 

The common basic phase, which is employed for all Instructions, has been 
described. It has been pointed out that differences are noted as various types of processing 
for each Instruction is discussed. Table 4-21 is a summary of fundamental events required 
to process the operate Instructions. By comparing references for the operate instructions 
with those given for the common basic phase, it can be seen that up to and including 
fundamental event I, all operations are Identical. 
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Table 4-21. Operate In si ructions, Basic Phase, Event Summary 



H«f . Period Event Common Basic Phase 



A. 


BP6 or EP6 


CLR-* LATCHES 


A. 


B. 


BPO 


PC^MX 


B. 


C. 


PlpOB 


ADDER-s-AR 


C. 


D. 


PUOB 


CLR^IR 


D. 


E. 


B^'l 


CLR->DONE 


E. 


F. 


PU1 


CLR-*MBR 


F. 


G. 


PU2 


MR->IV1BR 


G. 


H. 


PU3 


MBR->MDR 


H. 


1. 


BP3 


MBR^IR 


1. 


J. 


BP3 


PC^MX 




K. 


BP4 


ADDER->+1 




L. 


BP4 


ADDERS-PC 




M. 


PUB 


MDR-*MR 


J. 


N. 


PU7 


SET^PHASE 


K. 



I Fundamental events K and L are not to be found during the common basic phase. 

l\\ey provide for incrementing the pi-ogram counter in order to ready It for the next instruction 
(r^fer to Table 4-22). As mentioned earlier, for all other types of processing instructions, 
more than one basic phase is required during a machine cycle. For those instructions 
piiogram counter incremenitation is deferred to the next, or even later subperiods of the 
machine cycle. 

4j4.2.1 GROUP 1 OPERATE INSTRUCTIONS. Group 1 operate instructions are charac- 
tejrized by bit pattern OOID in the operate code field of the instruction, bit positions 
thirough 3. These instructions operate on data contained In the upper and lower accumu- 
lattors. The follov/ing descriptions illustrate the manner in which instructions in this group 
ofj operates are processed using block diagrams, timing diagrams, and various tabulations, 
including fundamental operations describing the events. For general orientation, paragraph 
4j3.4. 1 should be reviewed. This paragraph describes functions and operations of the 
priimary instruction decoder and operate instruction decoder. 

The operate Instruction descriptions generally include a block diagram which 
illustrates the data transfer paths invoked by the called instruction and a timing diagram 
wljiich shows various time-|related functions of the hardware control logic together with two 
iniportant tabulations called event summary and fundamental operation. 

The event summary tabulation shows the relationship between the mnemonic 
symbol registered in the permanent symbol table of the ND812 assembler, the octal code 
which calls the various hdrdware routines (a condensed version of data listed In Table 4-25), 
ths hardware routines, themselves, and a shorthand notation of the process which takes 
plj^ce during the operation. 

The fundamentol operation tabulation shows the relationship between the octal 
colde, the hardware routine called by the code, and a simplified logic description of the 
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Table 4-22. Operate Instructions, Basic Phase, Fundamental Operations 



Raf, Pariod 

B-l BP0-BP3 



Simplified Logic 



Event 



Identical with common 
basic phase (Table 4-20) 
adder incremented by 
one. 



BP4 PC-*MX^-ADDER 

1. (tTWIO*) (tBP4) (tWTRL*) (tlNCPR*)->- 
;SLPI\/IX78B4 

2. iSLPMX*^-IMXEN*/9A1 = ENABLE^MX 

3. 4.SLPMX*^tMSX1/9B2 = PC^MX 



The content of the 
program counter is 
switched through the 
MX multiplexer to the 
adder. 



K. 



BP4 



BP4 



M. 



BP5-BP7 



+1-*ADDER 

1. (tMREFI*) (tA12*)-*;iNCPR-> 
tlNCPR*/9B3 

2. (tBP4) (tINCPR*) (tWTFL*) (tHLTTW*)- 
;CCIN2/12A2 

3. ICCI N2-*tCI N/1 2 A2/1 6A3 = +1 ^ADD E R 

ADDER-*PC 

1. |TWFF-)-tTWIO*/9B3 

2. (tTWIO*) (tBP4) (tWTRL*) (tlNCPR*)-> 
4^PEP*/9B3 

3. ;PEP*-*tPEP/9B1 

4. (tPEP) (tREGCLK)-»-4.CPP*/9B2 



The adder is 
incremented. 



Content of the adder 
is admitted to the 
program counter. 



Identical with common 
basic phase (Table 4-20). 



operation in terms of the period in which it occurs. 

TFiese tables should be used in trouble analysis. The event summary identifies 
the data transfer paths, their time relationship in the machine cycle, and the individual 
hardware subroutines. These tables are useful in identifying the various multiplexers, 
registers, and accumulators used in the subroutine. On the other hand, the fundamental 
operation tabulations are useful in identifying the control logic which is used to obtain 
the hardware subroutine. 

There are 53 Group 1 operate instructions in the repertoire of the ND812 computer. 
The instructions are divided into five subgroups (see Table 4-23) and are listed with their 
mnemonic and octal codes and with a shorthand description of their operation. Subgroups 
are formed by taking the common processing characteristics of instruction bit patterns into 
consideration. This approach follows the same organization that the operate instruction 
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Table 4-23, Group 1 Operate Instructlf^n-. by S-ihqroup 







Octal 




Subgroup 


lUnemonic 


Code 


Operation 


MPY-DIV 


MPY- 


1000 


JxK to R,S 




DIV 


1001 


J, K/R to J, REMAINDER 1 


LOGICAL AND 


AND J 


1100 


LOGICAL AND J, K INTO 




AND K 


1200 


LOGICAL AND J, K INTO 




AND JK 


1300 


LOGICAL AND J, K INTO 


LOAD/EXCHANGE 


LRFJ 


1101 


LOAD R FROM J 




LSFK 


1201 


LOAD S FROM K 




LFJF? 


1102 


LOAD J FROM R 




LKFS 


1202 


LOAD K FROM S 




LRSFJK 


1301 


LOAD R,S FROM J,K 




LJKFRS 


1302 


LOAD J, K, FROM R, S 




LKFJ 


1204 


LOAD K FROM J 




EXJR 


1103 


EXCHANGE J AND R 




EXKS 


1203 


EXCHANGE K AND S 




EXJK 


1374 


EXCHANGE J, K 




EXJRKS 


1303 


EXCHANGE J, K AND R, £ 



ADD-SUBTRACT 



AJK J 


1120 


J + K to J 


SJK J 


1121 


J-K to J 


ADR J 


1122 


R+J to J 


SBR J 


1123 


R-J to J 


ADS J 


1124 


S+J to J 


SBS J 


1125 


S-J to J 


NAJK J 


1130 


-(J+K) to J 


NSJK J 


1131 


K-J to J 


NADR J 


1132 


-(R+J) to J 


NSBR J 


1133 


J-R to J 


NADS J 


1134 


-(S+J) to J 


NSBS J 


1135 


J-S to J 


AJK K 


1220 


J+K to K 


SJK K 


1221 


J-K to K 


ADR K 


1222 


R+K to K 


SBR K 


1223 


R-K to K 


ADS K 


1224 


S+K to K 


SBSK 


1225 


S-K to K 


NAJK K 


1230 


-(J+K) to K 


NSJ K 


1231 


K-J to K 


NADR K 


1232 


-(R+K) to K 


NSBR K 


1233 


K-R to K 


NADS K 


1234 


-(S+K) to K 


NSBS K 


1235 


K-S to K 


AJK JK 


1320 


J+Kto J,K 


SJK JK 


1321 


J-K to J,K 


NAJK JK 


1330 


-(J+K) to J,K 


NSJK JK 


1331 


K-J to J,K 



4-64 



Table 4-23. Group 1 Operate Instructions by Subgroup (Cont'd.) 







Octal 




Subgroup 


Mnemonic 


Code 


Operation 


SHIFT/ROTATE 


SFTZ J 


1140 


SHIFT J LEFT N 




SFTZ K 


1240 


SHIFT K LEFT N 




SFTZ JK 


1340 


SHIFT J TO K LEFTN 




ROTD J 


1160 


ROTATE J LEFT N 




ROTD K 


1260 


ROTATE K LEFT N 




ROTD JK 


1360 


ROTATE J, K LEFT N 


LOAD/READ 


LJSW 


1010 


LOAD J FROM SWITCH REGISTER 




UST 


1011 


LOAD J FROM STATUS REGISTER 




RFOV 


1002 


READ FLAG, OV FROMJ 



decode logic follows; it has the advantage of offering an easy survey of the simplified logic 
tables when direct reference to them is helpful in following the instruction execution flow. 
The subgroups are discussed one by one, with the exception of the multiply and divide 
instructions. The theory and details of operation for each of these is described separately. 
Multiply and divide instructions are each autonomous and belong to no group or subgroup 
of operation; hence, they are discussed as separate processes. 

The format for the divide and multiply instructions, for the logical AND subgroup, 
and the add-subtract subgroup, is shown in Table 4-24. In addition to the format. Table 
4-24 shows significant bits of the instructions in each subgroup aligned with the bit pattern 
for any of the instructions in the subgroup. Note that the various bit positions have different 
functional assignments; some specify accumulators, others detect the arithmetic operations, 
and others determine shift patterns. The operation code, however, invarient for all these 
operations, is OOIO2. Bits 4 and 5 of the instruction are used to call one or both of the main 
accumulators for the operation being processed. Bits 9 and 10 call one or two of the subac- 
cumulators. Bits 6 and 7 control the arithmetic operation subgroup. Bit 8 controls negation, 
but is in reality, a subtract operation which either follows a previous addition or a previous 
subtraction. The previous subtraction, is controlled by bit 11. This operation is required 
because not all pairs of operands (contents of accumulators) can be ordered in the required 
sense for a subtraction because of transfer route limitations in the hardware. 

4.4.2.1.1 Hardware Multiply (1000). Hardware multiply is carried out by the process of 
accumulation of a number of partial products accordingly as digits of the multiplier appear 
as a binary 1 . The process is not unlike that carried out when multiplication is done with 
pencil and paper; for example, arbitrarily taking the decimal numbers 105 and 115 to be 
multiplied, there are several facts immediately apparent. 

Example A 1 15 Multiplicand 

105 Multiplier 
575 1st partial product 
1 150 2nd partial product 
12075 Resultant product 



4-65 



Table 4-24. Group 1 Operate Instruction, Bit Pattern Formats by Subgroup 




operation; Code 
lOxx - l3xx 



00=AND 
01=Arith^netic 

10-shift : 

1 1=Rotaft 



This is the group 1 operate Instruction format. Bits 4 and 5 select 
the K and J registers, respectively. Bits 6 and 7 determine the 
operation except for load. Bit 8 estabiishes either a load or 
arithmetic operation. In a logical AND, bits 8, 9, 10, and 11 have 
no significance; in an arithmetic operation bit 8 selects negate, 
bits 9 and 10; the S and R register, respectively, and bit 11 
establishes an add or subtract. In a shift or rotate operation bits 
8, 9, 10, and 1 1 establish the number of shifts or rotates. 



0=Add 
1=Subtracl 



OctsI 






Codft 


Mnnmnnic 


Siliharnuo 


1000 


MPY 


MULTIPLY 


1001 


DIV 


DIVIDE 


1 inn 




LOGICAL 


1200 


AND K 


AND 


1300 


AND JK 




1120 


AJK J 


ADD 


1121 


SJK J 


SUBTRACT 


1122 


ADR J 




1123 


SBR J 




1124 


ADS J 




1125 


SBS J 




1130 


NAJK J 




1131 


NSJK J 




1132 


NADR J 


ADD-SUBTRACT 


1133 


NSBR J 


(cant) 


1134 


NADS J 




1135 


NSBSJ 




1220 


AJK K 




1221 


SJK K 




1222 


ADR K 




1223 


SBR K 




1224 


ADS K 




1225 


SBS K 




1230 


NAJK K 




1231 


NSJK K 




1232 


NADR K 




1233 


NSBR K 




1234 


NADS K 





Bit Pattern 
4 5 6 7 



10 11 
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T U 1 

TabI 


e 4-Z4. 


1 til. J.* 
Group 1 Operate Instructions, 


Bit Pattern 


Format hy 


' s 


Octal 






Bit Pattern 




Code 


Mnemonic 


Subgroup 12 


3 4 5 6 


7 8 9 


10 


1235 


NSBS K 


1 


1 


1 1 1 




1320 


AJK JK 


1 


1 1 


1 




1321 


SJK JK 


1 


1 1 


1 




1330 


NAJK JK 


1 


1 1 


1 1 




1331 


NSJK JK 


1 


1 1 


1 1 




1101 


LRF J 


LOAD- 1 


1 






1102 


LJFR 


EXCHANGE 1 


1 




1 


1103 


EXJR 




1 




1 


1201 


LSFK 


] 


1 






1202 


LKFS 




1 




1 


1203 


EXKS 


1 


1 




1 


1204 


LKFJ 


1 


1 


1 




1301 


LRSFJK 


1 


1 1 






1302 


UKFRS 


1 


1 1 




1 


1303 


EXJRKS 


1 






1 


1140 


SFTZ J 


SHIFT-ROTATE 1 


1 1 






1160 


ROTD J 




1 1 


1 




1240 


SFTZ K 


1 








1260 


ROTD K 


1 




1 




1340 


SFTZ JK 




1 1 1 






1360 


ROTD JK 




1 1 1 


1 




1374 


EXJK 




1 1 1 


1 1 1 




1002 


RFOV 


LOAD-READ 1 






1 


1010 


LJSW 






1 




1011 


LJST 






1 





a. Partial products are shifted toward the most significant digit accordingly as 
a digit occurs in the multiplier. 

b. It is the product successive summation of the multiplicand that produces the 
partial product; i.e., 115 x 5 is equal to 1 15 115-1- 115-1- 115+ 115 = 
575. 

c. A partial product exists for every digit of the multiplier. 

While it is simple enough to implement this process, inputing of multiplier and 
multiplicand requires special manipulation of input data by the programmer or unnecessary 
logic would have to be added making the ND812 more costly. 



Converting the decimal numbers 105 and 115 to their binary equivalents and 
carrying out the same multiplication process, we have; 



Example B 115,0 = 1 ' ^2 and 105, q = 1 IOIOOI2 



115,0= 11 1001 12 Multiplicand 

10510= IIOIOOI2 Multiplier 



moon 1st partial product 

111001100 1st, 2nd and 3rd shift 

! 10000001011 2nd partial product 

I 11100110 4th and 5th shift 

1001001101011 3rd partial product 

moon 6th shift 

12075,0= lOm 1001010112 4th partial product 

What is actual li/ done through this process is that the order of significance of 
each multiplier digit is determined and the multiplicand is shifted to that order of signifi- 
cance before summing. This is the process used in the ND812 hardware multiply logic. 
Thus the multiplier is loadM into the K accumulator and the multiplicand is added to 
successively shifted partiail products, accordingly, as the most significant digit of the 
mijltiplier is a binary 1 . 

In the foregoing example, the multiplier is loaded into the K accumulator and 
th^ multiplicand is loaded; into the R accumulator (through the J accumulator). The multi- 
pi er is then successively $hifted left and the most significant bit (KOO) continually tested. 
Asl the leftward shift of the multiplier bits occur they are truncated (lopped off) because 
af er testing they are no longer needed. 

The hardware niultiply flow diagram is shown in Figure 4-17. At the outset of a 
mi^ltiply operation the multiplier is loaded into the K accumulator and the multiplicand is 
loaded into the J accumulator through programmed load K and load J instructions. Next, 
the multiply instruction is ordered by the program. 



IS 



The first event that occurs is that the content of the J accumulator (multiplicand) 
transferred to the R register (A Figure 4-17) where it is retained throughout the multiply 
op|eration. 

I Next, the most significant bit of the K register is tested (C) . If this bit is a 1, 

thp KOM register is set. This memory element is required because when the first multiplier 
sh ft occurs, this information will be lost, but the data must be retained because it has 
important significance in determining the product. The KOM register holds this data until 
needed . 

Because partial; products are accumulated in the J accumulator, the J accumulator 
must first be cleared (B). However, the content of the J accumulator, the multiplicand, 
has been saved in the R accumulator. 
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Figure 4-17. Multiply Instruction, Flow Diagram 
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NOTE 



Becaus^ they are able to store data, the J and K 
and R ajid S storage elements are certainly registers. 
Howeveir, because they acquire arithmetic results, 
they are more importantly accumulators. 



Next the reiterbtion 
register is used by the log 
121 shifts are obtained by r 
Af^er RLOOP register is 
mil'ting the first reiteratiotli 



ic 



S0t 



loop register (RLOOP) is set (D). The data stored in this 
_ to obtain the required 12 shifts and other loop operations. The 
ecycling the pulser through periods BP4, BPS and BP6 12 times. 
', the pulser reenters period BPS when period BP6 occurs, per- 
cycle to occur. 



At the beginnirig of each reiteration cycle the overflov\^ register is cleared, the 
upj counter is pulsed to reqord the number of cycles, and the content of both the J and K 
acpumulators is shifted tovj/ard the most significant bits (JOO and KOO), or leftward (E) . As 
shifting progresses, the KC|0 bit is continually tested. In Figure 4-18 no data appears in 
th^ cleared J accumulator! until the first 1 bit is detected (multiplier bit S appears in KOO 



of 



the K accumulator wheth shift 5 occurs). 



At this time thd content of the R accumulator (the saved multiplicand) is summed 
wilth the content of the J accumulator (Figure 4-17, F), which is still empty. Thus, at the 
conclusion of the Sth shift the J accumulator contains the first partial product (PPl) as the 
result of the first summati9n. In Figure 4-18, when the 6th shift occurs the 1st partial 
pnxJuct is raised to the nekt order of significance and the multiplicand is again summed 
with this new partial prodijjct to produce the new second partial product (PP2). Subsequently, 
when the seventh shift occjurs, a summation does not take place because a 1 bit has not 
been detected in the KOOth position. Thus, a partial product shift occurs, but a summation 
does not. This process cotjitinues until 12 shifts (Figure 4-17,1) occur. 

Because a 12-b|it binary multiplier and multiplicand will result in a 24-bit 
prfxduct, the hardware multiply logic must provide for overflow of the J accumulator, 
which holds only 12 bits. | Overflow can occur in two ways: (1) when the content of both 
the R and J accumulators are summed and a carry is produced, the overflow is entered into 
th^ Kllth bit. (2) When tfie JOOth bit becomes a 1, the Kllth bit must receive a 1 (set) 
when the next shift occur^. The occurance of these conditions are continuously tested 
(Fjgure 4-17, G and H) by the multiply logic. If either event occurs, the Kllth bit 
receives a 1. As can be seen in Figure 4-18, the Kllth bit receives a 1 after the lOth and 
12ith shifts occur, resulting in an accumulated partial product in the J and K registers: 
K = 101, J = 1 1 1 001 OlOlllO. Comparing this result with example B indicates that the 
content of the J register i$ too high by one order of binary significance and the content of 
thij K accumulator is too high by one order of binary significance + 1 in the Kllth bit. 



over 



At the conclusiion of the 12th reiteration (I) the content of the KOM memory and 
rflow registers are tested (Figure 4-17, J and K) and the content of the J and K accumu- 
laj'ors modified accordingly. After testing the KOM and overflow registers, the content of 



4-70 



KR 





1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


JR 





1 


2 


3 




5 


6 


1 

7 


8 ; 9 1 


10 


1 1 


SHF1 














1 


1 





1 








1 



















i 







































































— 


1 
1 

1 


SHF2 











1 


1 





1 








1 




























































































! 

i 





SHF3 








1 


1 





1 








1 





































o1 


























i 
























j 


SHF4 





1 


1 





1 








1 






































































































i 

i 




SHF5 


1 


1 





1 








1 






















Q 
























i 










1 1 




1 


»•+ 1110011-*JR 


RR 

PP1 -♦ 












1 


1 


1 









1 
1 


1 



















1 


1 


1 





1 




SHF6 


1 





1 








1 


































1 


1 


1 










1 


1 








+ 111001 1-*JR 


HR 
PP2 -* 












1 


1 


1 








1 


1 










1 





1 





1 


1 








1 


SHF7 





1 








1 































1 





1 





1 


1 


! 


1 






1 
































1 




















--- 


h ■ ■ — 


SHF8 


1 








1 































1 





1 





1 


1 








1 






1 


*+ 1110011-*JR 


RR 
PP3 -• 












1 


1 


1 










1 





1 


1 


1 





1 





1 


1 


1 


SHF9 








1 































1 





1 


1 


1 





1 





1 


1 


1 







































































SHF10 





1 





























1 







1 


1 


1 





1 





1 


1 


1 































































SHF11 


1 





























1 







1 


1 


1 





1 





1 


, 1 


t 










1 




.+ 1110Qn-*JR 












1 


1 


1 








1— 


1 
1 


1 

1 


KR = 


1 
































PP4 — 


1 


1 


1 


1 








1 





1 


SHF 12 





























1 





1 




1 


1 


1 








1 





1 





1 ' 


1 1 

1 



Figure 4-18. Typical Hardware Multiply Configuration 
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the J accumulat'or is transferred to the R accumulator and the content of the K accumulator 
is transferred to the S accumulator. 

To understand how the final product is obtained, the configuration of the accu- 
mulator interconnections must be understood. Figure 4-19 is the J to R accumulator inter- 
connection. Data contained in the adders is admitted whenever the J accumulator PE 
(parallel enable) input becomes low-level and a clock pulse (CP) occurs. Thus any adder 
data is admitted to the J accumulator when a low-level PEJ* signal and a low level CPJ* 
signal occur. In the same manner, J accumulator data Is admitted to the R accumulator 
when low-level signals PER* and CPR* occur. However, the relative significance of the 
internal R accumulator bits Qq through Q3 is opposite that of the corresponding J accumu- 
lator bits. Both accumulators are configured so that when a data shift occurs the direction 
of the shift is toward the high order of significance; i.e., Qq ii shifted to O-j which is 
shifted to Q2 which, in turn, is shifted to Q3. 
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Figure 4-19. J to R Register Configuration, Block Diagram 

Each element of each occurrTulator comprises three Fairchild Semiconductor Type 
9300 4-bit shift registers.^ Integrated circuit modules M16 (14A3), N16 (MAS) and P16 
(loAS) are connected as sfiown in Figure 4-19 to form the J accumulator and modules M15 
(1]4-A4), N15 (15A4), and P15 (16A4) are connected as shown to form the R accumulator. 
A Isimilar arrangement is shown in Figure 4-20 for the K and S accumulators; modules M14 
(14A3), N14 (15A3), and P14 (16A3) form the K accumulator and modules M13 (14A4), 
N;13 (15A4) and P13 (16A4) form the S accumulator. Thus, data transferred from either the 
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J accumulator to the R accumulator or from the K accumulator to the S accumulator is 
parallel transferred bit-for-bit. However, when data in the J and K accumulators is shifted, 
shifting is leftward while for the R and S accumulators shifting is rightward. 

To understand how this is done, it should be recalled from paragraph 4.3.4 that 
for the Type 9300 4-state shift register, when the J and K inputs are tied together D type 
data entry is obtained, and that further, shifting is toward the high-order bits. Because 
the JKJ and JKK signals are low level, successive clock pulses, CPJ* and CPK* produce 
zeros in bits 11 through of both accumulators as each subsequent shift Is produced by each 
clock pulse. Comparing the J to R accumulator configuration of Figure 4-19 with the K to 
S accumulator configuration of Figure 4-20, the JKK Input signal applied to module P14 Is 
either low or high as the JOOth bit is high or low when either a hardware multiply or divide 
Instruction (signal HWMD) is being processed. Thus, the requirement of event H of the 
multiply flow diagram (Figure 4-17) Is satisfied. 
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Figure 4-20. K To S Register Configuration, Block Diagram 

Although data in both the R and S accumulators is shifted in a manner identical 
to that of the J and K registers the result Is an effective shift to the right. Thus, accordingly 
as the Sn signal (Figure 4-19) is high level or low level, a high-level or low-level bit is 
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shifted into bit ROO of the R accumulator; and accordingly as bit Rl 1 is high level or low 
leviel (Figure 4-20), a high-level or low-level bit is shifted into bit SOO of the S accumulator. 
Figure 4-21 illustrates the|R to S accumulator shift loop. These accumulators hold the partial 
product produced as the reisult of the 12th shift for the multiplication depicted in example 
C; When a shift occurs bits SOO through SIO will be shifted to the right 1 place; bit SI 1 
wi|l be shifted into bit ROO, and bit Rl 1 will be shifted into SOO. Although the 12th partial 
prcjxJuct as accumulated in: the R and S registers is incorrect, the final product is obtained 
when the requirement of event M of the flow diagram is carried out. 
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Figure 4-21 . R-S Accumulator Shift Loop 



Fundamental Operation - This paragraph describes the fundamental operations that are 
required to implement the hardware multiply logic. For data flov/, refer to Figure 4-13, 
thb arithmetic data loop block diagram, to Figure 4-22 for the multip.y operation timing 
dibgram, to Table 4-25 for the event summary, and to Table 4-26 for the simplified logic. 
The events described in these diagrams and tables are keyed to the flow diagram. Figure 4-17. 

The conditions required to initialize the multiply operation occur after the 
c<j>mmon basic phase events up to period BPS occur. These are listed as event C in Tables 
4425 and 4-26 and suggested by waveform B in Figure 4-22, the timing diagram. Tlie events 
that occur are subdivided; into three subperiods as shown in the timing diagram and Table 
4426; the subperiods are called enter, loop, and exit. 

1. Enter. The enter peiod includes the common basic phase events, the initialize 
events, and certain operations such as register transfers, the memory element test and 
entry into the loop operation. These operations are described by A through H in 
Table 4-26 and A through F in Figure 4-22. 

I 2. Loop. Although some operations labeled LOOP in Table 4-26 are not loop depen- 
I dent (require the R LOOP signal for assertion of logic), they are listed as loop opera- 
tions. For example, in Table 4-26, events H through J are not loop dependent because 
waveforms G and H show that they occur whenever time period BP5 occurs. All loop 
operations are depehdent on the clock count logic. Hence, these operations require 
that signal PSI2* remain unasserted (high). 
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Figure 4-22. Multiply Instruction, Timing Diagram 
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Table 4-25. Multiply Instruction, Evenf Summary 



Ref. 




EvQnt 


A 
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^WIVI IVI VJ I il D 1 r n /AO l_ 
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p. 




TPQT k'nn R IT 

1 CO 1 rvUU DM 
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u. 


PI IR 


cpT->-R 1 nnp 
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Dp£^hjir\ 
Drut>nL/ 
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DrDlVIU 


nx nptt' PI II QP-*-! IP pni imtfr 
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DruIviU 
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RPRMn 
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IF 1 nop = 19 FYIT RFPYPI F PIJI *^FR 
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Dr *+Ivl 


R R->M y->A nn F R 


1 1 


RP4Mn 


1 F KOM = 1 IR->-T^ 


V. 


BP4MD 


IF KOM = 1, ADDER-*KR = (R + K)-*K 


w. 


BP4MD 


IF (R + K) = CARRY WHEN KOM = 1, SET^OV 


X. 


BP5 


JR-*MX-*ADDER 


Y. 


BP5MD 


+1^ADDER (J+1) 


Z. 


BP5MD 


IF OV = 1, ADDER-*JR 


AA. 


BPGMD 


JR-^RR 


AB. 


BP6MD 


KR-»SR 


AC. 
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SET^DONE 


AD. 
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AE. 
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ENTER COMMON BASIC PHASE 



During loop operation, certain events occur as the result of previously established 
conditions which are established as a result of the hardware-controlled events. Hence, 
signal KOOB is true only if, as the result of a leftward shift of J and K register is set. 
All conditional events are shown by dashed lines superimposed on the waveform base. 
Thus, event L in Tables 4-25 and 4-26 show that the admission of J-register data into 
the TS multiplexer Occurs only if signal KOOB is asserted (waveform K, Figure 4-22). 
In any case, R-register data is unconditionally admitted into the MX multiplexer 
(waveform L), but may, or may not be loaded into the J register and may or may not 
cause the overflow register to be set (waveform M) . These events are listed in L 
through O in Tables 4-25 and 4-26. The next loop operation is shown by waveforms 
N and O and is listed as events P,Q, and R in Tables 4-25 and 4-26. 

At the end of each loop operation (events I through R in Tables 4-25 and 4-26), 
the state of the loop counter is tested. This operation is listed as event S in Tables 
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Table 4-26. Multiply Instruction, Fundamental Operation 

Rsf. Psriod Simplified Logic Event 



PUO CLR-^R LOOP REG 

ENTER , (tPULLU) (iPUO*) = CLR->R LOOP 
(tRLOOP*/8B2) (IRLOOP) 



R LOOP register 
cleared. 



BPO 

THROUGH 

BP5 

ENTER 



Common basic phase 
fundamental opera- 
tions . See Table 4-20. 



BP3 
ENTER 



BP4 
ENTER 



INITIALIZE MULTIPLY 



1. 



(1,100) (1101) (tl02) (4-103)^ 

;opr/7Ai 

2. aOPI*) (4I06B) a\07B) (ilOSB)^- 
IOP100*^tOP100/11A1 

3. (tl04*) (tl05B*)-*ll4l5->tl4l5*/9A1 

4. (tOPlOO) (tl4l5*)^iOP100X*/11B1 

5. (4.OP100X*) (II09B) (4.I10B) (-HIIN)-* 
4.HWM*->tHWM/11A2 

6. IHWM* +tHWD*^tHWIVID^;HWMD*/11B2 

7. (tHWMD) (tJ0GB)^;MDJ0B*-*tJKK/9B4 
JR-^RR 

1. (tBP4MD) (tHWM) (tRLOOP*)-> 
;PER*/9A4 

2. |PER*-^4■HWM7*->tPER/9B1 

3. (tPER) (tREGCLK)-*;CPR*/9B2 = 
JR-*RR 



These events occur 
when memory data 
is loaded into In- 
struction register. 



Multiplicand loaded 
into R register. 



BP5 
ENTER 



KR-*MX->ADDER 

1. -1.CNTR3 + ICNTR2 -t- iCNTRI* + 
;CNTR0*^tPS12*-*;PS12/11A4 

2. (tHWM) (tPS12*)^IMT2*^tSELK5/12A4 

3. (tSELKB) (tBP5)^ISLKMX*/12A4 

4. ;SLKMX*->tMXEN-+iMXEN*/9B2 

5. iSLKMX*->tMXS0, tMXS2/9B2 = 
KR^MX->-ADDER 



Multiplier loaded 
into the adder through 
the MX multiplexer. 



BP5MD 
ENTER 



TEST KOO BIT, IF K00= 1, SET KOMREG 

1. (tKOOB) (tHWM) (tRLOOP*)-^ 
;STK0M*/8B1 

2. ISTK0M*^tSTK0M/8B1 

3. (tPULLU) (tSTDN7*) = 
TOGGLE->EN 

4. (tSTKOM) (tPULLU) (^STKOM*) 
{4.BP5*) = SET-»KOM REG (tK0M/8B1) 



The KOM register is 
used to remember 
that the KOOTH bit 
is a1 prior to the first 
shift. 
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Table 4-26. Multiply Inslruction, Fundamental Operation (Cont'd.) 



Ref. 



Period 



Simplified Logic 



Event 



PUB 
ENTER 



SET-*RLOOP REGISTER 

1. ;iHWM*^tSTRL 

2. (tPULLU) (tPUO*) = TOGGLE-*EN 

3. (tSTRL) (tPULLU) (iRLOOP) 
(^BP5*) = SET-^RLOOP (tRL00P/8B1, 
4RL00P*) 



The R-LOOP register 
Is used to control 
the pulser recycle 
operation. 



H. 



BP6MD 
ENTER 



CLRr*OV REG 

1. (tHWM) (tBP6MD)->iCL0V*^ 

tROV-*4ROV*/11B4 = CLR-^OV (40V, 
tOV*/11B4) 



Overflow register is 
used to detect a 
negative partial 
product. 



BP6MD 
LOOP 



CLOCK PULSE-UP COUNTER 

1. (tHWM) (tBP6IVID)-IHWM6*/11A2 

2. IHWM6*-tHW6D4/1lA3 

3. (tHIV16D4) (tCPPU)->4CLKCN*-* 
tCLKCNT/1 1 A3 = COUNT-*UP TO 12 



The up-counter is 
used to count the 
number of shifts in 
the multiply 
instruction. 



BP6MD 
LOOP 



SHIFT JR,KR 

1. iHWIVI6*^tPEJ, tPEK/9A4 

2. (fPEK) (tREGCLK)-l.CPK*/9A4^ 
SHIFT-^KR LEFT, 1 BIT 

3. (tPEJ) (tREGCLK)-*4CPJ*/9A4 = 
SHIFT^JR LEFT, 1 BIT 



J and K registers 
shifted 1-bit left. 



BP6MD, 

LOOP 

(1-12) 



RECYCLE PULSER 
BP5IV1D, BP6MD 



iBP4MD, 



1. tHWD*^;HWD 

2. IHWD IRLOOP*-tHWD*RL*-* 
IHWDRLV8A1 

3. |HWDRL*^tGET0UT*/5B1 

4. (IGETOUT*) (tHWMD) {tPS12*) 
(fBP6MD)-;PEPU*/5B1 = PRIME- 
PULSE R TO BP4 

5. tCPPU-*BP4/5A1 



Pulser recyclexj to 
BP4 at BP6 when 
CPPU occurs. 



L. 



BP4, 
BP4MD 
LOOP 
(1-12)- 



JR-*TS-*ADDER. IF K00= 1 

1. (tHWM) {tRLOOP)^iHWMRL*^ 
tlHWMRL/11B2 

2. 4-HWMRL*-tTAD4/13B1 

3. (fTAD4) (tBP4)">lTSADDVl3B2 

4. tK00^iK00*-'tK00B/10A2 

5. (tHWMRL) (tPS12*) (tKOOB) 
(tBP4MD)-*iSLJTS*/12B3^ 
tTSSI, tTSS0/13B4 = JR-TS REG 



Content of J re- 
gister switched 
through TS multiplexer 
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Table 4-26. Multiply Instruction, Fundamental Operation (Cont'd.) 

Ref. Period Simplified Logic Event 



M. 



BP4MD 

LOOP 

(1-12) 



RR^MX-*ADDER 

1. (tHWMRL) (tBP4MD)-^iSLRMX*/8A2 Content of R re- 

2. jSLRIVIX*-^tMXS1, tlVlXS2/9A2 gister switched 

3. 4SLRMX*-*tMXEN^iMXEN*/9A2 = through to MX. 
RR-^-MX 



BP4MD 

LOOP 

(1-12) 



BP4MD 

LOOP 

(1-12) 



ADDER-*JR = (J + R)^J, IF KOO = 1 

1. (tBP4MD) (tHWMRL) (tPS12*) 
(tK00B)->;PEJ*/9A3 = ENABLE^JR 

2. iPEJ*^tPEJ-^|CPJ*/9A4/14A4= LOAD-*JR 

IF (K00= 1), (R +J) = COUT,SET OV 

1. (tKOOB) (tPS12*)->IMOV*->tMOV/12B4 

2. (tMOV) (tCOUT) (tBP4MD) 
(tHWMRL)^IAROV*/12B4 

3. (tSOV*) (tROV*) = TOGGLE->OV 

4. ;AR0V*->tCP0V/11B3 

5. (tCPOV) {tREGCLK)-*tCK0V*/11B4 = 
SET^OV 



Content of R and 
J registers summed 
and loaded into JR. 



If bit KOO Is set and 
the same J + R pro- 
duces a carry, set over- 
flow register. 



BP5 

LOOP 

(1-12) 



KR^MX->ADDER 
Same as E, this table. 



K register switched 
through MX 
multiplexer. 



BP5MD 

LOOP 

(1-12) 



+1^-ADDER = (K+1) 

1. (tHWM) (tR LOOP) (tBPBMD)^ 
4.CIN3*->tCIN/12A2 = -H->ADDER 



Content of K re- 
gister incremented 
by 1 count. 



BP5MD 

LOOP 

(1-12) 



ADDER->KR IF OV = 1 

1. (tHWMRL) (tPS12*) (tOV)^ 
lMRLK*->tPEK5/9B3 

2. (tPEK5) (tBP5MD)^iPEK*-^ 
tPEK/9A4= ENABLE^KR 

3. (tPEK) (tREGCLK)-*;CPK*/9A4 = 
LOAD-^KR 



Content of adder 
loaded into KR 
(K -H) if OV- 
register is set. 



BP6MD EXIT^RECYCLE PULSER 
(EXIT) , |CNTRO-^tCNTR0*/11A3 

2. ;CNTR1^tCNTR1*/11A3 

3. (tCNTRO*) (tCNTRI*) (tCNTR2) 
(tCNTR3)-*IPS12*-*tPS12/1 1 A4 

4. tHWD* -^ IRLOOP*-*tHWD*RL*->' 
IHWDRL/8A1 

5. ;HWDRL-*tGET0UT*/5B1 

6. IGETOUT* + iHWMD + IPS12* + 
;BP6MD-+tPEPU*/5B1 = INHIBIT 
PULSER RECYCLE AT BP4 



After the loop- 
counter detects the 
12th iteration, the 
pulser BP4 enabling 
signal is unprimed so 
that it cannot re- 
cycle again. 
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Table 4-26. Multiply Instruction, Fundamental Operation (Cont'd.) 



Period 



T. BP4MD 
(EXIT) 



Simplified Logic 

BRh'MX^ADDER 
Same as M, this table. 



Event 



Content of R- 
register switched 
through MX 
multiplexer. 



U. 



BP4MD 
(EXIT) 



JR-^TS, IF KOM = II 

1. (tBP4MD) (tKOM) (tRLOOP) 
(tPS12)^ISLKTS*/12A4 

2. ISLKTS*->-tTSS1/13A4= KR->TS 



Content of K- 
register loaded into 
TS multiplexer. 



V. 



W. 



BP4MD ADDER-*KR, IF KOM = 1: (R+K)-*K 
(EXIT) 1. (tBP4MD) (tRLOOP) (tPS12) 

(tK0M)^IPEK*/9A3 = ENABLE-*KR 

2. 4.PEK*->tPEK/9A4 

3. (tPEK) (tREGCLK)^4.CPKV9A4 = 
ADDER--KR 

BP4MD 0V-*1, IF R+K = CARRY WHEN KOM = 1 
(EXIT) 1 (tKOM) (tPS12)-*iMOV*->tMOV/12B4 

2. (tBP4MD) (tCOUTXtMOV) (tHWMRL)- 
IAROVV12A4 

3. 4.AROV-*tCPOV/11B3 

4. (tCPOV) (tREGCLK)^tCK0V/11B4 = 

SET-^OV 



Adder loaded into 
K-register if KOM = 1 . 



Overflow register set 
when R+K produces a 
carry out when the 
KO memory register 
is set. 



BPS 
(EXIT) 



BP5MD 
(EXIT) 



JR^MX^ADDER 

1. (tiHWM) (tPS12)-^iM12*/12A2 

2. 4.MI2*->tSELJ5. tMI2/12A3 

3. (tiSELJB) (tBP5)->iSLJMX*/12A3 

4. iSUMX*^tMXEN-*iMXEN*/9A2 
EISJABLE-*MX 

5. ;SLJMX*^tMXS2/9A2 = JR^MX 

+1->ADDER = (J+1) 
Same as Q, this table. 



Content of J- 
register switched 
through MX 
multiplexer. 



Content of J- 
register incremented 
by 1 count. 



Z. BP5MD ADDER-*JR. IF OV = 1 

(EXIT) 1 (tHWMRL) (tPS12) (tOV) (tBPBMD)- 
iPEJ V9A3 = ENABLE^JR 

2. |PEJ*-*tPEJ/9A4 

3. (tPEJ) (tREGCLK)-*4CPJV9A4 = 
ADDER-*JR 



Content of adder 
(J+1) loaded into 
J-register if over- 
flow set. 
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Table 4-26. Multiply Instruction, Fundamental Operation (Cont'd.) 



Ref. 



Period 



AA. BP6MD 
(EXIT) 



Simplified Logic 



JR^RR 



1. (•MVII2) (tBP6MD)->IPER*/9A4 = 
ENABLE^RR 

2. IPER*^tPER/9A1 

3. (tPER) (tREGCLK)->J.CPR*/9B2 
JR->RR 



Event 



Content of J- 
register is loaded 
into R-register 
unconditionally. 



AB. 



BP6MD 
(EXIT) 



KR-s-SR 

1. (tl\/ll2) (tBP6MD)^J.PES*/9A4 = 
ENABLE-*SR 

2. IPES*->tPES/9A1 

3. (tPES) (tREGCLK)^iCPS*/9B2^ 
KR^SR 



Content of K- 
register loaded into 
S-register 
unconditionally. 



AC. 



BP6 
(EXIT) 



SET-+DONE, Establish basic phase 

1. iOP1*-*tSDONE/7B4 

2. (tSDONE) (tBP6)->iSDONE*/7B4 = 
SET-*DONE (tDONE/7B4, 4.D0NE*) 



When done latch set 
basic phase enabled. 



AD. 



BP7 



SHIFT R AND S RIGHT 1 BIT 

1. (tHWM) (tBP7)^|HWM7*/9B1 

2. 4.HWM7*-*tPER, tPES/9A1 

3. (tPER) (tREGCLK)->-;CPR*/9B2^ 
SHIFT^RR, 1-BIT RIGHT 

4. (tPES) (tREGCLK)-*iCPS79B2 = 
SHIFT^SR, 1-BIT RIGHT 



Content of R and S 
register shifted 
1-bit right. 



AE. 



PUO 



Enter common basic phase 



4-25 and 4-26. If the counter logic produces a true PSI2* signal the exit subperiod 
is entered; if this signal remains unasserted, the loop operation is reentered for 
another iteration and events I through R, Tables 4-25 and 4-26 reoccur. 

3. Exit. The events that take place during the exit operation are listed as S through 
AD in Tables 4-25 and 4-26 and are shown by waveforms P through U in Figure 4-22. 
Initially, the state of the KOM register (waveform E) Is tested. If this register is set, 
the R-register data (waveform L), which is switched through in the MX Multiplexer, 
and the K register data, which is admitted to the TS multiplexer (waveform P), Is 
summed and admitted Into the K register. If the result of this summation produces a 
carry, the overflow register is set (waveform P) . The next operation that occurs is 
the admission of J-reglster data through the MX multiplexer (waveform R) and its 
incrementing (wavefonn N). If the overflow register Is set as the result of the previous 
summation, this data Is admitted into the J register (waveform S) . The exit operation 
is concluded by admitting J-reglster data into the R register and K-register data into 
the S register (waveform T). These data are shifted one bit to the right (vyavefomi U) 
as previously described. 
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4.14.2. 1 .2 Hardware Divide (1001) . Hardware divide Is carried out by the process of 
sujccessive subtraction to the diviser from the most significant part of the dividend. As 
edch subtraction occurs, the dividend is modified as the result of subtraction whenever 
subtraction yields a positive number. If the diviser is larger than the significant part of the 
dividend, subtraction wilt yield a negative number. Such a negative number is unacceptable 
and is disregarded by the ND812 hardware divide logic. An identical process takes place 
when division is done with pencil and paper. 

Example A 

115 



105 


= quotient 


12075 


= divident 


-115 




57 


= 1st subtraction and carry 


-115 




-58 


= 2nd subtraction (not acceptable) 


575 


= list subtraction and carry and 2nd carry 


-575 







= 3rd subtraction 



Because the first subtraction above yields a positive result, the 7 in the dividend 
was carried to the partial quotient and the divisor again subtracted. However, the second 
subtraction yields a negative number and this result is unacceptable. Because of this, the 
remainder obtained as the result of the first subtraction and the carry is used again with the 
next carry. 

These comparisons are mentally made and no thought is given to the process. 
Normally, even the second subtraction would not have been made. Our familiarity with 
the decimal number system tells us that whenever the remainder is smaller than the divisor, 
a ^negative number will be produced as the result of the next subtraction. In the above 
example some other short cuts have been taken: for example, we know that if we subtract 
the divisor from the first and second digits of the dividend, the resultant subtraction yields 
a ^negative number. Therefore the division is begun where subtraction yields the first positive 
result. The mental short cuts are equivalent to three carries. Tlius, the first carry in 
example A is. In effect, actually the fifth carry. When the problem is converted to its 
binary format, pencil and paper division yields: 



Exiample B 

divisor = 1110011 



1 101001 = quotient 
divident 



10111100101011 
-1110011 



10010011 

-moon 

1110011 
-1110011 
1110011 
1110011 



1st subtraction and 9th carry 
2nd subtraction, 10th and 11th carries 
3rd subtraction, 12th, 13th and 14th car. 
= 4th subtraction 
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In example B, If the divisor is lined up with the seven most significant bits of 
the dividend, the subsequent subtraction yields a negative binary number because the 
divisor Is larger than that portion of the dividend having the same order of significance; 
therefore, to yield a positive remainder, the divisor is shifted to that position which yields 
the first positive result. Effectively, this rlghtward shift of the divisor is equivalent to a 
leftward shift of the dividend with each shift corresponding to a carry. In the ND812, the 
dividend Is loaded into the J and K accumulators with the least significant half of the 
dividend filling the J accumulator. During a divide operation the content of the J and K 
accumulators Is shifted leftward during successive subtractions. Upon Inspection of example 
B, the following is apparent. 

1 . If subtraction of the divisor from the high order partial dividend produces a 
positive number, a binary 1 appears In the quotient and the result of subtraction 
Is retained so that, effectively, it becomes the new partial dividend. 

2. If subtraction results in a negative number, the partial dividend Is unaltered 
(saved) and a binary appears in the quotient. 

3. Effectively, the dividend is shifted leftward one place each time a subtraction 
occurs and is equivalent to a carry into the partial dividend. 

The conclusions enumerated above define the algorithm employed by the ND812 
hardware divide logic; however, because the size of the quotient Is limited by the capacity 
of the J accumulator and the size of the divldent is limited by the capacity of both the J and 
K accumulators, the absolute magnitude of the divisor is limited. In the ND812 hardware, 
the absolute magnitude of the divisor is compared with the most significant part of the divi- 
dend. If the divisor Is equal to or less than the most significant part of the dividend, the 
hardware divide logic rejects the argument because if a divide operation were permitted to 
be carried out the capacity of the quotient register (J accumulator) would be exceeded and 
the least significant part of the result would be lost. 

Whenever the hardware divide logic rejects the divide argument, the ND812 
overflow register is set. Hence, the status of the overflow register should be software tested 
by subsequent programming to determine if the divide operation was executed. In example 
B, the dividend must be loaded into the J and K accumulators and the divisor loaded into 
the R subaccumulator. 

One other restriction Is involved; the most significant digit of the K register must 
be a zero. If the dividend in example B were 24 Instead of 23 bits, when the first shift 
occurred, the most significant binary 1 would be lost and an erroneous result obtained. 
After each shift occurs, the divisor is subtracted from the dividend until 12 shifts have 
occurred, one for each order of significance of the quotient. 

The hardware divide flow diagram Is shown in Figure 4-23. The first event that 
occurs (A) is that the overflow register Is cleared. Next (B), the content of the K accumu- 
lator is subtracted from the content of the R subaccumulator. Subtraction in the ND812 
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Figure! 4-23. Divide Instruction, Flow Diagram 
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is usually carried out by 2's complement addition. However, in this case, subtraction is 
carried out by I's complement addition. The reason for this is that if 2.'s complement 
addition is used when the content of both the K anr R registers Is zero, 2's complement 
addition produces an overflow; I's complement addition does not. Under these curcum- 
stances the hardware would permit division by zero and that leads to trouble. The foregoing 
illustrates the problem; in I's complement addition, subtraction of K from R for R greater 
than, equal to, and less than K gives: 

Given K = 0002g, J = 74538, R = 01638 

(1) If R > K, R = 0003g (or greater) R - K = (00038 + 7775^ = 
(OV) OOOOg (overflow set) and R > K. ^ 

(2) If R = K, R = 00028 R - K = (00028 + 7775^ = 07777^ (overflow 
not set) 

(3) If R < K, R = OOOlg (or less) R - K = (00018+ ^7753) = 07776g 
(overflow not set and R K) 

(4) If R = K - 0, R = OOOOg and R - K = (00008 + '^'^'^Q> = 07777 q 
(overflow not set) 

Expressions 1 through 3 above show how an overflow results using the problems 
given in example B of this description when the content of the R accumulator is greater 
than, equal to, and less than the content of the K accumulator. In 2's complement subtrac- 
tion the subtrahend would be one binary digit larger and expressions 1,2, and 4 (rather 
then (1) alone) would yield an overflow making division by zero possible. 

Expression (2) is also rejected by the ND812 hardware divide logic because a 
quotient one bit greater than the capacity of the J accumulator would result whenever the 
content of the K and R accumulators are equal. If 2's complement subtraction is used, 
expression (2) yields an overflow, but subsequent division yields an erroneous resultant 
quotient in the J accumulator. The comparison of the content of the K and R accumulators 
is made at time (C) as shown in Figure 4-23. Overflow is indicative of a positive result, 
hence if the overflow register is not set as a result of this comparison, the divide instruction 
is exited by the logic and the overflow register is set. It Is for this reason that the content 
of the overflow register should be tested by subsequent programming. If the overflow register 
is set, the hardware divide instruction Is processed and event (E) is permitted to occur. 

When event (E) occurs, the overflow register is cleared and a register called 
WAIT is set. The WAIT register is used to defer the first dividend shift and divisor subtrac- 
tion until the content of the R accumulator (the divisor) can be converted to its 2's comp- 
lement equivalent. For the divide operation the 2's complement equivalent of the divisor 
is stored in the memory data register (MDR), Thus, the first step In the hardware divide 
routine (F) is to get the content of the R accumulator into the MDR, Firgure 4-24 is a 
modification of Figure 4-13, the ND812 arithmetic data loop, showing the R accumulator- 
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Figure 4-24. Divide Arithmetic Data Loop, Wait Path, Block Diagram 

tofMDR data path during this part of the divide operation. The R register-to-MX multiplexer 
path is enabled and the MX multiplexer loaded v/ith the content of the R accumulator. This 
data appears as an adder Output because the add-subtract gates are disabled at this time and 
the TS multiplexer output lis zero. The adder output is switched through the bus and memory 
buffer multiplexer to the MDR which is enabled during this event. At this time, the content 
of ^the K register is also transferred to the S register; however, this data transfer has no 
significance yet. When the WAIT register is set the ONCE register is also enabled. The 
Of^CE register permits the content of the MDR to be complemented and incremented to get 
the 2's complement of the divisor. This event occurs only one time during the divide oper- 
ation. With the ONCE reigister set (G) the 2's complement of the divisor is obtained (H) . 

How this is done can be understood with the aid of Figure 4-25. At the time the 
WAIT register is enabled the MDR receives the R accumulator data word. When the ONCE 
register is subsequently enabled, the data path shown in the figure is enabled. The output 
ofjthe MDR is switched thirough the TS multiplexer and the I's complement is selected from 
th^ add-subtract logic for application to the adders. Although the content of the R accum- 
ul<titor is held in the MX rrjultiplexer, MX multiplexer output is all zeros because It is not 
enabled at this time. Simultaneously with the establishment of the ONCE data path, the 
adders are Incremented by a count of 1 to obtain the 2's complement of the add-subtract 
output data word which currently is the I's complement of the divisor. The adder output Is 
switched through the bus and memory buffer multiplexer back to fiie MDR so that the pre- 
viously loaded divisor Is replaced by its 2's complement. 
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Figure 4-25. Divide Arii-hmetic Data Loop, Unce Path, Block Diagram 



As shown in the divide flow diagram (Figure 4-23), the RLOOP register is set 
simultaneously with the establishment of the ONCE data path. RLOOP is the reiteration 
loop register and it serves the same function in the divide logic that was served in the mul- 
tiply logic; It Is used to obtain 12 leftward shifts of the dividend by recycling the pulser 
through periods BP4, BPS, and BP6 twelve times. At the beginning of each reiteration cycle, 
the up counter is pulsed to record the number of shifts and then the content of the J and K 
accumulators Is shifted one bit to the left. Simultaneously with the J and K shifts, the 
overflow register Is cleared; although It Is still cleared from the last clearing operation (E) . 
This clearing operation has significance after every subsequent subtract operation. 



Next, the 2's complement of the divisor is added to the content of the K register 
so that after each shift of the dividend occurs (I), a subtraction of the divisor from the divi- 
dend occurs (J). The result of each subtraction is stored In the K register and in the S 
register to save the K register data word. If the result of the subtraction produces a negative 
number the overflow register is not set. However, if the subtraction produces a positive 
number the overflow register Is set. (Figure 4-26 shows the divide operation for 12 shifts 
of the dividend for examples A and B of this description. 

This figure has two columns representing the K accumulator and the J accumulator. 
The dividend is shown loaded In the second row. The numbers at the head of each column 
indicate the orders of significance of the 24-bIt dividend; the zero bit of the K accumulator 
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Figure 4-26. Hardware Divide Operation for Examples A and B. 

4-88 



Is ^he most significanl" digit of the 24-bit dividend. Although they may seem unnecessary, 
the low-order zeros in the 24-bit dividend must be loaded into the K accumulator to esta- 
blish the position of the first positive result of subtraction. Thus, although the significant 
part of the dividend Is equivalent to 2s, OOO23 must be loaded into the K accumulator and 
7453g, the least significant portion of the dividend, must be loaded into the J accumulator. 

Between the two columns, the shift, the content of the MDR, and the result of 
the subtraction is given as follows; symbols SK^ through SK]2 indicate the required 12 
shifts of the K register. Symbols MDR] through MDR|2 Indicate the number of times the 
content of the MDR (7615q) is added (2's complement added) to the content of the K 
accumulator, and symbols (K - R)^ through (K - R),2 Indicate the resultant binary number 
after addition. For any addition in which an overflow is not produced, the result is a 
negative number if the KOth bits is a binary 1. This occurs In ail cases when the overflow 
register Is not set. 

As can be seen from the figure, when the overflow register is not set, the con- 
tent of the K register, prior to the last subtraction, is used as the partial dividend. How- 
ever, when the overflow register is set, the result is used as the dividend. Also, when an 
overflow occurs, the content of the J accumulator is incremented by a count of 1 to esta- 
blish the value of the quotient. For the J accumulator column in Figure 4-26, the symbols 
SJl through SJ|2 indicate shifts of the content of the J accumulator. When an overflow 
occurs, the J accumulator is shown modified by the Incrementing count prior to the next 
shift. The result of the divide operation yields a zero remainder in the K accumulator and 
the quotient in the J accumulator. If a remainder had resulted when the divide operation 
was completed it would have appeared in the K accumulator. In the figure, significant 
zeros of the K accumulator have been dropped to aid in understanding a somewhat complex 
example. 

The data path employed during the addition (J, Figure 4-23) is shown in Figure 
4-27. The content of the K accumulator is admitted into the MX multiplexer and is switched 
through the MX multiplexer to the adders. Simultaneously the content of the MDR (divisor 
2's complement) is switched through the bus and memory buffer multiplexer where the data 
word is selected by the add-subtract logic and summed with the content of the MX multi- 
plexer by the adders. This information is held in the adders until the overflow register is 
tested. Simultaneously, the content of the K accumulator is saved in the S subaccumulator. 

When the overflow register is tested (K, Figure 4-23) if the result of the addition 
(J) produced a negative number the content of the S register is transferred back to the K 
register (K^). However if the result of addition produced a positive number the content 
of the J accumulator is incremented (K2) and the resultant dividend now held in the K 
accumulator is unaltered. When the next loop takes place either the new content of K is 
used, or the previous content (which is now held in the S subaccumulator) is used. These 
data paths are shown in Figures 4-28 and 4-29. 

For the case where the overflow register Is unset, the path shown in Figure 4-28 
Is enabled. TTie content of the S register, which now holds the result of the previous 
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Figure 4-27. Divide Arithmetic Data Loop, Summation, Block Diagram 
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Figure 4-28. Divide Arithmetic Data Loop, S to K Register Data Path, 

Block Diagram 
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Figure 4-29. Divide Arithmetic Data Loop, J-Register Increment Data Path, 

Block Diagram 



summation is admitted to the MX multiplexer and switched through the MX multiplexer to 
the adders. The output of the adders is admitted to the K register resulting in a transfer of 
the S register data Into the K register. 

For the case where the overflow register is set, the path shown in Figure 4-29 is 
enabled. The content of the J register is admitted to the MX multiplexer and switched 
through the MX multiplexer to the adders. Simultaneously the adders are incremented and 
their resultant output is admitted back into the J register. It is this operation that produces 
the quotient. After the 12th iteration, the divide operation is completed with the quotient 
In the J register and the remainder in the K register. 

Fundamental Operation - This paragraph describes the fundamental operations that are 
required to implement the hardware divide logic. For data flow, refer to Figures 4-24, 
4-25, and 4-26 through 4-29. Figure 4-30 is the divide timing diagram. Table 4-27 is 
the divide logic event summary and Table 4-28 describes the simplified logic. 

As with the multiply operation, the conditions required to initialize the divide 
operation occur after the common basic phase events up to period BPS occur. These events 
are listed in reference C of Tables 4-27 and 4-28 and suggested by waveform B in Figure 
4-22, the timing diagram. The events that occur during a divide operation are also subdiv- 
ided into subperiods as shown In the timing diagram and Table 4-28; the divide subperiods 
are called enter, wait, once, loop and exit. 
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Figure 4-30. Divide Instruction, Timing Diagram 
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1 . Enter. During the enter subperiod of the divide operation, the content of the K 
register is complemented to get a I's complement of the most significant part of the 
dividend so that its magnitude can be compared with the magnitude of the divisor. 
These operations are described by A through H in Tables 4-27 and 4-28. initially the 
overflow register is cleared (D, Tables 4-27 and 4-28) when pulse PU4 occurs (wave- 
form C, Figure 4-30). This clearing operation occurs unconditionally during every 
period 4 of a divide operation. Next, the content of the K register (most significant 
part of the dividend), is admitted into the TS multiplexer and is complemented so 
that one input to the adder is effectively -K (E and F, Tables 4-27 and 4-28 and 
waveform D). The other input to the adder is the content of the R register (divisor) 
which is routed through the MX multiplexer (G, Tables 4-27 and 4-28 and waveform 
E) . This event occurs only if register R LOOP (waveform K) is not set. 

If the resultant summation does not produce an overflow (positive result), the 
overflow register is not set (H, Tables 4-27 and 4-28 and waveform F), and the hard- 
ware routine is exited. 

2o Wait. The purpose of the wait subperiod Is to test the magnitude of the divisor to 
determine if it is greater than that of the dividend. Depending on whether a carry is 
produced by the adder (H, Tables 4-27 and 4-28 and waveform E), the divide routine 
may or may not continue. Thus, the WAIT subperiod may either cause the pulser to be 
recycled or the routine to be exited. In either case, the WAIT register is set and the 
content of the K register is saved in the S register (I and J, Tables 4-27 and 4-28 and 
wavefomns G and H, respectively). 

For the case when the overflow register is not set (negative result for R-K), the 
events described by operations K,L, and M in Tables 4-27 and 4-28 remain. If the 
overflow register Is not set (waveform F), the pulser is not recycled and period PU7 
is permitted to occur during the WAIT subperiod. Thus, the unset overflow register 
(waveform F) Is set (waveform M) . When the first BP6 period occurs, the DONE latch 
is set unconditionally so that when period BP7 occurs, the instruction is exited. 

For the case when the overflow register Is set (positive result for R-K), the events 
described by operation K, Table 4-28 Is Inhibited because signal OV* remains low 
level and low-level signal GET OUT* Is not produced. Hence, signals GET OUT*, 
HWMD, BP6MD, and PS12* are high level and the pulser Is primed to enter period 
BP4 when period BP6 occurs (waveform N). Thus, the hardware divide operation is 
permitted to continue. 

At the conclusion of the WAIT subperiod, the content of the R register (O, 
Tables 4-27 and 4-28 and waveform E) Is routed through the adder, the bus and 
memory buffer multiplexer (P, Tables 4-27 and 4-28 and waveform I), and to the 
memory data register. This Is possible because in the absence of any asserting signals, 
the content of the adder Is routed through the bus and memory buffer multiplexer. 
Because during this time the memory data register is enabled by low-level signal PEM* 
the content of the adder Is admitted to the memory data register. During this period, 
both the ONCE and R LOOP registers (Q and R, Jables4-27 and 4-28) ore set. 
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Table 4-27. Divide Instruction, Event Summer/ 

Ref. Period Event 

A. PU7 CLR-*WAIT, ONCE 
PUO CLR-^R LOOP 

B. BP0-BP5 COMMON BASIC PHASE 

C. BP3 INITIALIZE DIVIDE 

D. BP4MD CLR->OV 

E. BP5 KR->TS 

F. BP5MD TS^COMPL-^ADDER (-K) 

G. BP5MD RR->MX-*ADDER 

H. BP5MD SET->OV, IF R-K = CARRY OUT 

I. BP5MD KR-*SR 

J. BP5* SET^WAIT 

K. BP6MD RECYCLE PULSER-BP4, BP5, BP6, IF OV ^ 1 

L. BP6 SET-*DONE 

M. BP7 SET-OV, IF I GET OUT* 

N. BP4 CLR^OV 

O. BP5MD RR^MX-+ADDER 

P. BP5MD ADDER-»BUS + MDR (RR->MOR) 

Q. BP5* SET-^ONCE 

R. BP5* SET-+R LOOP 

S. BP6MD ADDER^BUS + MDR^MDR 

T. BP6MD TS COMPL-*ADDER (R = 2s compi) 

U. BP4MD CLOCK PULSE-*UP COUNTER 

V. BP4MD CLR-*OV 

W. BP4MD SHIFT JR, KR LEFT 1 BIT 

X. PU45 -MDR-*ADDER 

Y. BPS KR-*MX-^ADDER 

Z. BP5MD ADDER-*KR 

AA. BP5MD KR^SR 

AB. BP5MD SET-*OV, IF K-R = CARRY OUT 

AC. BP6MD JR-*MX->ADDER, IF OV = 1 

AD. BP6MD +1->ADDER, IF OV = 1 

AE. BP6 ADDER->JR, IF OV = 1 

AF. BP6MD SR-^MX-* ADDER, IF OV 1 

AG. BP6MD ADDER^KR, IF OV 9t 1 

AH. BP6MD EXIT^-INHIBITPULSER 

AI. PU7 CLR-»WAIT, ONCE 

AJ. PUO CLR-*R LOOP. ENTER COMMON BASIC PHASE 
Table 4-28. Divide Instruction, Fundamental Operotion 

Raf. Period Simplified Logic Event 

A. PU7, CLR^WAIT, ONCE, R LOOP registers 

1. ISTDN7V3B3 = CLR^WAIT.ONCE Wait, once, and 
ENTER UWAIT/8B2, tWAIT*) (40NCE/8B3, R-LOOP re- 

tONCE*) gisters cleared. 

2. (tPULLU) (iPUO*) = CLR^R LOOP 
(IR LOOP/8B2, TR LOOP*) 
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Table 4-28, Divide InstrucHon, Fundamental Operation (Cont'd.) 



Ref. 



Period 



Simplified Logic 



Event 



BPO Common basic phase fundamental 

THROUGH operations, Table 4-20 

BPS 

Enter 



See table 4-20. 



C. 



BP3 
Enter 



INITIALIZE DIVIDE 



1. 



(ilOO) (1101) (1102) (1103)^ 
iOPl77A1 

(iOPI*) (il06B) (II07B) (;i08B)^ 
4.OP100*/11A1 

(tl04*) (tl05B*)-*4-l4l5-*tl4l5*/9Al 
(tOPlOO) (tl4l5*)-*iOP1-00X7l1B1 
(iOPlOX*) (11096) (4.I10B) (tl11N)-> 
;HWD*, tHWD/IIBI 
IHWD* + IHWM*-*tHWMD^ 
4HWMD*/11B2 

(tHWMD) (tJ00B)-*IMDJ0B*-*- 
tJKK/9B4= PRIME KR-* 
tKOO (after clock) 

(tHWD) (tRLOOP*)-^-l.HWD*RL*-* 
tHWDRL/8A1 



These events occur 
when memory data 
is loaded into in- 
struction register. 



BP4MD 
Enter 



CLR-^OV 

1. (tHWD) (t4MC*) (tBP4MD)-*iCL0V*- 
tROV^iROV*/! 1B4 = CLR - OV 



Overflow register is 
used to detect a 
negative result of 
subtraction. 



BP5 
Enter 



KR^TS REG 

1. (tHWDRL*) (tWAIT*)^;DR*LW*-^ 
tOP1K/12A4 

2. (tOPIK) (tBP5)^;SLKTS*/12A4 = 
ENABLE TS 

3. |SLKTS*->tTSS1/13A4 = KR-^TS 



Content of K- 
register is switched 
through TS 
multiplexer. 



BP5MD TS COMPL-*ADDER 

E^t^"" 1. J.DR*LW*->tSUB5/13B3 

2. (tSUB5) (tBP5B')^iTSSUB7l3B3 
COMPL^TS(-K-^ADDER) 



Ones complement 
of K-register data 
to adder. 



BP5MD 
Enter 



RR-*MX->ADDER 

1. (tHWD) (tRLOOP*)^ 
|HWD*RL*^tSELR23/8A1 

2. (tSELR23) (tBP5MD)-»jSLRMX*/8B2 

3. 4-SLRMX*-tMXEN-*IMXEN*/9A3 = 
ENABLE^MX 

4. |SLRMX*-*tMXS2, tMXS1/9A2 = 
RR-*IVIX 



Content of R- 
register switched 
through MX multi- 
plexer and summed 
with -K. 
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Table 4-28. Ipivide Instruction, Fundamental Operation (Cont'd.) 



R«f. 



Period 

BP5MD 
Enter 



BP5MD 
Wait 



BP5* 
Wait 



K. 



BP6IVID 
Wait 



M. 



BP6 
Wait 



BP7 
Wait 



BP4 
Wait 



BP5MD 
Once 



Simplified Logic 

SETl-»OV, IF R-K POSITIVE 

(tBPBMD) (tCOUT) (tHWD)-* 
MROV*/12B4 
||AR0V^tCP0V/11B3 
(TCPOV) (tREGCLK)^4CK0V /11B4^ 
sjET^OV {tOV/12B4, iOV*) 



1. 

2. 

3. 



KR-^SR 



1. 

2. 

3. 
4. 



I 

||HWD*-*tOP1ES/9A4 
(tOPIES) (tBP5MD)-*|PES*/9A4 
ENABLE^R 
4.hES*^tPES/9B1 



PES) (tREGCLK)-*4.CPS*/9B2^ 



WR^SR 



SETfWAIT REG 

1. (fPULLU) (tSTDN7*) = TOGGLE^ 

eInable 

2. (IrLOOP) (tHWD) (4.BP5*) = 
S^T-*WAIT (tWAIT/8B2, WAIT*) 

INh|bIT recycle, if OV 1 

1. (fOV*) (tHWDRL)-*|GET0UT*/5B1 

2. I^jET OUT* + iHWMD + 4BP6MD + 
J.|'S12*-*tPEPU*/5B1 = 
IfiJHIBITPULSER RECYCLE 



SETH^DONE 

i 

1. i(bP1 *-^tSDONE/7B4 

2. C^SDONE) (tBP6)-*iSDONE*/7B4 = 
ski DONE (tDONE/7B4, jDONE*) 

set4ov, ifigetout* 

1. (tHWDRL) (tBP7)-J.SOV/11B3 = 
SET-^OV {tOV/11B4,IOV*) 



CLR^rOV 

Same D, this table. 



RR 

Same 



IVI 



X->ADDER 
IS G, this table. 



Event 



The overflow re- 
gister is set if sum- 
mation produces a 
carry output from 
the adder. 



The content of the 
K-register is ad- 
mitted into the 
S-register. 



The wait- 
register is set. 



The pulser is not 
recycled if the result 
of R-K does not 
yield a positive 
number. 



Done latch is set un- 
conditionally at BP6. 



The overflow re- 
gister is set and 
instruction exe- 
cuted if pulser not 
recycled. 



Overflow re- 
gister is cleared. 
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Table 4-28. Divide Inslruction, Fundamental Operation (Cont'd.) 



Raf. 

P. 



Period 

BP5MD 
Once 



Simplified Logic 

ADDER^BUS + MBR-*MDR 

1. (tWAIT) (tBP5IVIDHJ.WAIT5*/12B1 

2. WAIT5*-*tDRDB/12B1 

3. (tDRDB) (tHWD)->4.BMEM*/12B2 

4. 4-BMEM*-*tRDB-*|RDB*/12B3 = 
SELECT ADDER-*BUS + MBR 

5. 4.BMEM*->-tPEM^-|PEM*/12B3 = 
ENABLE->MDR 

6. (tPEM) (tREGCLK)-*4-CPM*/12B3 = 
ADDER^MDR 



Event 



The content of the 
R-register is ad- 
mitted to the MDR. 



BP5* 
Once 



SET->ONCE REG 

1. (tPULLU) (tSTDN7)-*T0GGLE 
ENABLE 

2. (tHWD) (tWAIT) (iBP5*) = SET- 
ONCE (tONCE/8B3, WNCE*) 



Once register is 
used to complement 
R-register data. 



BP5* 
Once 



SET^R LOOP REG 

1. 4.WAIT^tSTRL/8B1 

2. (tPULLU) (tPUO*) = TOGGLE-* 
ENABLE 

3. (tSTRL) (iBP5*) =SET-*R LOOP 
(tR LOOP, 4.RLOOP*/8B2) 

4. 4.HWD + ;r LOOP*-*tHWD*RL*^ 
iHWDRL/8A1 



R-LOOP 
register set. 



BP6MD 
Once 



ADDER->BUS + IVIBR^MDR 

1. (tONCE) (tBP6MDWONCE6*/12B1 

2. |ONCE6*-*tDRDB/12B1 

3. (tDRDB) (tHWD)-*4BMEM*/12B1 

4. |BMEM*->tRDB^iRDB*/12B3 = 
SELECT ADDER^BUS + MBR 

5. -|.BIVIEIVl*->tPEM^iPEIVlVl2B3 = 
ENABLE-*MDR 

6. (tPEM) (tREdCLK)->-|.CPIVl*/12B3 = 
ADDER-*IV1DR 



The content of the 
R-register is ad- 
mitted to the MDR. 



BP6B TSCOiVIPL-*ADDER 

1. (iONCE*)->tSUB6/13B3 

2. (tSUB6) (tBP6B)->ITSSUB*/13B3 
TS->COMPL (MDR-*COMPL) 

3. IHWD + J.0NCE*->tDCIN*/12Al 

4. (tDCIN*) (tTSSUB) (tOP2*)-* 
tCIN/12A2 = -i-1-*ADDERS 
(2sC0IVIPL, MDR) 



The content of the 
IVIDR is admitted to 
the TS multiplexer. 
The TS MX is com- 
plemented and the 
adder incremented. 



4-9/ 



Table 4-28. Divide Instruction, Fundamental OperaHon (Cont'd.) 

Ref. Period Sinplified Logic Event 



U. 



BP4MD 
Loop 



V. 



W. 



CLOCK PULSE^UP COUNTER 

1. (tHWD) {tRLOOPHIHWDRL*-* 
HWDRL/11B2 

2. (tHWDRL) (tBP4MD)->4'HWD4* 

3. 4HWD4*-*tHM6D4/11A3 

4. (tHM6D4) (tCPPU)->;CLKCN*/11A3- 
tCLKCNT = COUNT^UP TO 12 

CLR-^OV 

Same as D, this table. 

SHIiFT-*JR, KR 

1. iHWD4*->tPEJ, tPEK/9A4 

2. (tPEJ) (tREGCLK)^|CPJ*/9A4 = 
SHIFT-*JR LEFT, 1 BIT 

3. ItPEK) (tREGCLK)^;CPK*/9A4 = 
6HIFT-*KR LEFT, 1 BIT 



PU45 -MDR^ADDER 

Loop 1 iHWDRL*H^tTSEXT/13B1 

2. ^nSEXT) (tPU45HTSADD*/13B1 
MDR^ADDER 



BP4MD 
Loop 

BP4MD 
Loop 



The up counter is 
used to count the 
number of shifts in 
the divide in- 
struction. 



J and K register 
shifted 1-bit left. 



The content of the 
MDR (-R) is ad- 
mitted to adders. 



BP5 KR!->IV1X^ADDER 

Loop 1. ;4,HWDRL*^1SELK5/12A4 

2. (tSELKB) (tf3P5)-*iSLKMX*/12A4 

3. .l.SLKMX*^tMXEN^;MXEN*/9A2 = 
'ENABLE-^MX 

4. ,l,SLKMX*-*tMXSO, tMXS2/9B2 = KR^MX- 
ADDER 



The content of the 
MDR and K-register 
is summed [K+(-R)] , 



Z. BP5MD ADDER^KR 

Loop 1 iHWDRL*^tPEK5/9B2 

2. (tPEK5) (tBP5MDWPEK79A3 = 
ENABLE-»KR 

3. iPEK*->tPEK/9A4 

4. (tPEK) (tREGCLKHICPK*/9A4 
ADDER^KR 



Content of adder 
loaded into K- 
register. 



AA. BP5MD Kft-*SR 

Loop Same as J, this table. 



AB. BP5MD SET-*OV, IF K-R = CARRY OUT 
Loop Same as I, this table. 
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Table 4-28. Divide Instruction, Fundamental Operation (Cont'd.) 



R«f. 

AC. 



Period 

BP6MD 
Loop 



Simplified Logic 
JR-*MX^ADDER, IF OV = 1 

1. (tOV) (tHWD) (tBP6MDH 
iSUMX*/12A3 

2. 4.SUMX*^tMXEN^4-MXEN*/9A2 ^ 
MX-^ENABLE 

3. |SLJMX*^tMXS2/9A2 = 
JR-*MX 



Event 

If overflow re- 
gister Is set, admit 
content of J- 
register to MX 
multiplexer. 



AD. BP6MD +1-*ADDER, IF OV = 1 

Loop ] (iQy, (t4MCDD*) (tHWDRL) 
(tBP6MOHICIN3*/12B2 
2. ;CIN3*->tCIN/12A2= +1-*ADDER 



AE. BP6 ADDER-*JR, IFOV= 1 

'-°°P 1. (tHWDRL) (tOV)-*4.RLD*/9A2 

2. |RLD*^tPEJ6/9A3 

3. (tPEJ6) (tBP6H4.PEJ*/9A3 = 
■ENABLE^JR 

4. iPEJ*-^tPEJ/9A4 

5. (tPEJ) (tREGCLK)-*;CPJ*/9A4^ 
ADDER^JR 



If overflow re- 
gister is set, 
increment 
adder. 



If overflow re- 
gister is set, admit 
content of adder 
to J-register 
(J+1->J). 



AF. 



BP6MD 
Loop 



AG. 



BP6MD 
Loop 



AH! 



BP6MD 
Exit 



SR->MX-+ADDER, IF OV = T 

1. (tDCIN) (tOV*) (tBP6MD) 
iSLSIVIX*/8B2 

2. |SLSMX*->tlVIXEN-*4-MXEN*/9A2 = 
ENABLE->MX 

3. 4SLSMX*^tMXS0/9B2, tMXS1/9B2 = 
SR^IVIX 

ADDER-^-KR, IF OV 9^ i 

1. (tHWDRL) (tOV*) (tONCE*)^ 
iDRLO*-^tPEK6/9A3 

2. (tPEK6) (tBP6)^4.PEKV9A3 = 
ENABLE^KR 

3. |PEK*->tPEK/9A4 

4. (tPEK) (tREGCLK)-iCPK*/9A4 
ADDER^KR 

EXIT-^INHIBIT PULSER 

1. 4.CNTR(>->tCNTRO*/11A3 

2. iCNTR1->tCNTR1*/11A3 

3. (tCNTRO*) (tCNTRI*) (tCNTR2) 
(tCNTR3)^4PS12*-> 
tPS12/11A4 

4. tHWD iRL00P*-*tHWD*RL*/8A1-i 
4HWDRL/8A1 

5. |HWDRL^tGET0UT*/5B1 

6. tGET OUT* + IHWMD + 4PS12* + 
4BP6MD^tPEPU*/5B1 = INHIBIi 
PULSER RECYCLE AT BP4 



If the overflow 
register is not set, 
the S-register, 
(saved F) is ad- 
mitted to the MX 
multiplexer. 

If the overflow re- 
gister is not set, the 
content of the adder 
is admitted into the 
K-register. 



After the up counter 
detects the 1 2th 
iteration, the pulser 
BP4 enabling signal 
is unprimed so that 
it cannot recycle 
again. 
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3. Once. The purpose of the ONCE subperiod is to produce the 2's complement of 
the divisor so that when it is summed with the most significant part of the dividend, the 
result is subtraction* This is accomplished by enabling the MDR-to-MDR loop through 
the T5 multiplexer and. incrementing the adder to yield the 2's complement of the 
divisor (-R). These operations occur during period 6 (S and T, Table 4-27 and 4-28 
and waveforms l,0, and P, respectively). At the conclusion of period 6, period 4 is 
reentered and the divide loop operation commences. 

4. Loop. The loop subperiod pennits the actual divide arithmetic operations to occur. 
During each period 4, the overflow register is cleared, the up counter Is pulsed, and 
the contents of the j and K registers (dividend) is shifted one bit to the left (U, V, and 
W, Tables 4-27 and 4-28 and wavefomns C and Q, respectively). Also, during each 
loop, when period 5 occurs, the content of the memory data register and the K register 
(K-R) are summed (X and Y, Tables 4-27 and 4-28, waveforms R and S). The result of 
the summation is stored in the K and S registers (Z and AA, Tables 4-27 and 4-28 and 
waveforms T and H, respectively). 

If the results of the loop summation is positive, a carry out is produced from the 
adder. Any resulting carry out signal sets the overflow register (AB Tables 4-27 and 
4-28, and waveform F). If the result of the summation yields a positive number, the 
content of the J register Is incremented and restored into the J register (AC, AD, and 
AE, Tables 4-27 and 4-28, and waveform U). If the result of the summation is 
negative, no carry out Is produced from the adder and the overflow register is not set. 
In that event, the content of the S register (unsummed K register data) is stored in the 
, K register for the next iteration (AF and AG, Tables 4-27 and 4-28. waveform U). 
After the twelfth iteration, the divide instruction is exited by inhibiting the pulser 
recycle mode (AH, Tables 4-27 and 4-28) . 

4,4.2.1.3 Logical AND Subgroup. For this subgroup. Figure 4-31 is the block diagram. 
Figure 4-32 is the composite timing diagram. Table 4-29 Is the Event Summary which lists 
alll fundamental operations for the subgroup. Table 4-30 is the Instruction listing in terms 
of the Fundamental Operation. 

The logical AND operation is characterized by the logical combination of two 
corresponding bits of two data words to be ANDed. For example, when bits JO and KO are 
binary Ts, the result of the operation is 1 only when both bits are also 1. Figure 4-31 
illustrates how the bits of two words are ANDed through the arithmetic data loop. Hence, 
corresponding bits of data words stored In the J (5) and K (6) registers are ANDed (1) and 
the results appear at the input to the enabled utility gates (2). The utility gate outputs are 
admitted to the MX multiplexer (3) and adder (4) so that the content of the adder replaces 
thb content of the J register (instruction 1100), the K register (instruction 1200), or both 
(itfistructlon 1300). 

OPIOO* - All processing paths for this Instruction subgroup are Initialized by signal which 
is output from the operate Instruction decoder. 
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JB0-J11 



* AND JK 

LOGIC 
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JH00-JK11 
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MX 
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ADDER 
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K 
REG 
(6) 



K00-K11 



Figure 4-31. Logical AND Subgroup, Block Diagram 



A. BPS |"o~[TjrjTjTjTjT]Tjoyr 



B. OPIOO.OPOX 
(11B1) (eA3) 



C. BP56 , ANDJK 
(I1A2) (8 A3) 



0. SUJMX*MXEN* 
(8A4) (9A2) 



E. PEK* 
(9A3) 

F. PEJ* 
(9A3) 



i__r 



Figure 4-32. Logical AND Subgroup, Timing Diagram 
Table 4-29. Logical AND Subgroup, bvent Summary 





Octal 








Mnemonic 


Code 


Ref. 


Period 


Event 


AND J 


1100 


A. 


BP0-BP6 


COMMON BASIC PHASE (Table 4-23) 






B. 


BP56 


UT^MX 






C. 


BP3 


AND J,K 








BP6 


ADDER-^J 


AND K 


1200 


A. 


BP0-BP6 


COMMON BASIC PHASE (Table 4-23) 






B. 


BP56 


UT^MX 






D. 


BPS 


AND J,K 








BP5MD 


ADDER-*K 


ANDJK 


1300 


A. 


BP0-BP6 


COMMON BASIC PHASE (Table 4-23) 






B. 


BP56 


UT-*MX 






C. 


BPS 


AND J,K 






D. 


BP5MD 


ADDER-*K 








BP6 


ADDER^J 
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Addressing and activaHng the MX and TS multiplexers is described in Section I. 
Transfer of data from the adder to the J and K registers is also discussed in Section I . It is 
important to observe, hov^ever, that all register clock signals, for example, CPK* and CPJ* 
are gated by signal REGCLK which occurs during each timing period. 

It should also be noted that the TS multiplexer is not shown on the block diagram. 
The reason for this is that the TS multiplexer does not play an active role in the execution 
of this instruction subgrouja; it merely contributes zeros to the adder since neither an add 
nor a subtract operation is selected. 

ANDJ, 1100 = Logical AljMD operation is performed on all twelve bit-pairs of the J and 
K registers. The result refjiaces the content of the J register. 

ANDK, 1200 - Logical AND operation is performed on all twelve bit-pairs of the J and 
K registers. The result replaces the content of the J register. 

ANDJK, 1300 - Logical AND operation is performed on all twelve bit-pairs of the J and 
K registers. The result replaces the contents of both the J and K registers. 

Table 4-30, Logical AND Subgroup,^ Fundamental Operations 

Raf. Period Simplified Logic Event 



A. BP56 

(1100) 
(1200) 
(1300) 



UG-*MX-^ADDER 

1. ;pP100*-*tOP100/11A1 

2. (tOPlOO) (tl09*) (tllO*) (tniB*)-* 
4-OPOX*/8A2 

3. 40POX*->tOPOX/8A3 

4. (tOPOX) (tBP56) (tl4l5)-*MNDJK*-> 
tANDJK/8A3 

5. 4-ANDJK*->tSELU/8A3-^|.SLUIVIX*/8A4 

6. |SLUMX*^tMXS0/9B2 

7. 4-SLUIVlX*^tMXEN-*iMXEN*/9A2 



Content of utility gates 
enter MX multiplexer. 



B. BP3 ANDJ.K 

(1100) 1. WOOB + -^K00B->tJK00*/14B1 THRU 

(1200) IJ11B + ;k11BMJK11*/16A1 

(1300) 2. (tJKOO*) (tANDJK)^tU00/14B2THRU 

(tJKII*) {tANDJK)^J.U11/16B2 



Content of J and K 
are logically ANDed. 



C. BP3 
(1100) 
(1300) 



ADDER-^J 

1. (tOPlOO) (tl05B) (tl1110*)-> 
40P16*/9A2 

2. iDP16*->tPEJ6/9A3 

3. (tPEJ6) (tBP6)^iPEJ*-*tPEJ 

4. (tPEJ) (tREGCLK)-*4CPJ*/9A4 



Content of adder 
replaces content of 
J-register. 



D. BP5MD 
(1200) 
(1300) 



ADDER->K 

1. (tOPlOO) (tirilO*) (tl04B)^ 
4.0P1PK*/9A2 

2. 4pP1PK*^tPEK5/9A3 

3. (tPEKB) {tBP5MD)-*|PEKV9A3 

4. 4-PEK*-*tPEK/9A4 

5. (tPEK) {tREGCLK)^CPK*/9A3 



Content of adder 
replaces content of 
K-register. 



4.4.2.1.4 Load/ Exchange Subgroup. For this subgroup Figure 4-33 is fhe block diagram. 
Figure 4-34 is the timing diagram. Table 4-31 is the event summary of all fundamental 
operations, and Table 4-32 is the simplified logic in tenns of fundamental operations. 

Instructions of this subgroup perform data transactions between the four accumu- 
lator registers, J,K,R, and S. Depending on whether the operation specifies a load or an 
exchange operation, the transaction can result in new content only for one of the registers 
called for in the operation, or both will contain new values after the execution of the 
instruction. Principally, when the operation called for is a load, the content of one register 
replaces the content of the other register. For example, the instruction LRFJ (Tables 4-23 
and 4-24) results in placing the content of the J register into the R register. The exchange 
operation is an extension of the load operation; it consists of two load operations. Instruc- 
tion EXJKRS specifies a double exchange; two single exchanges are performed one after 
the other. 

It should be noted that loading from main accumulators, J and K into their 
respective lower accumulators, R and S is done directly by generating the low-level enabling 
signals PER*, PES* and clock signals CPR* and CPS*. However, the upper accumulators 
have no direct access to the inputs of the main accumulators. In this case, the loading 
transaction is accomplished via the MX multiplexer and the adder, as required. 

All processing paths for this instruction group derive from decoder signal OPIOO, 
which when combined with appropriate bits of the Instruction, gives rise to the various 
control signals, OPIPER, OPIPESand others. These control signals generate the funda- 
mental functions for this instruction subgroup, as can be seen in the listing of Table 4-31. 

Table 4-32 lists all instructions for the load-exchange subgroup. 

LSFK (1201) - The content of the K register (4, Figure 4-33) replaces the content of the S 
register (6). The content of the K register remains unchanged. 



R00-RM 




Figure 4-33. Load/Exchange Subgroup, Block Diagram 
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Table 4-31. Loay/Exchange Subgroup, Event Summary 

Mnemonic : Octal 



Code 


Code 


Ref. 


Period 


Event 


LRFJ 


1101 


A. 


BP6IV1D 


J->R 


LSFK 


1201 


B. 


BP5MD 




LJFR 


1102 


C. 


BP6MD 


R-*MX 






F. 


BP6MD 


ADDER->J 


LKFS 


1202 


D. 


BP5IV1D 


S^MX 






G. 


BP5IVID 


ADDER^K 


LRSFJK 


1301 


A. 


BP6MD 


J-*R 






B. 


BP5MD 


K^S 


LJKFRS 


1302 


D. 


BP5MD 


S-*MX 






G. 


BP5MD 


ADDER^K 






C. 


BP6IVID 


R-*MX 






F. 


BP61V1D 


ADDER-*J 


LKFJ 


1204 


E. 


BPS 


J-*MX 






G. 


BP5MD 


ADDER-^K 


EXJR 


1103 


B. 


BP6IV1D 


R-^MX 






A. 


BP6MD 


J->R 






F. 


BP6 


ADDER^J 


EXKS 


1203 


0. 


BP5MD 


S^MX 






B. 


BP5MD 


K-^S 






G. 


BP5MD 


ADDER-*K 


EXJRKS 


1303 


D. 


BP5MD 


S-^MX 






B. 


BP5IVID 


K-*S 






G. 


BPBMD 


ADDER->K 






C. 


BP6MD 


R-^WIX 






A. 


BP6MD 


J^R 






F. 


BP6 


ADDER^J 



A. BP^ I I 1 I 2~| 3 I 4 I 5 I 6 I 7 I 

L 



B. OPPER.OPIPES 
(9/14) (9A4) 



C. 0f>l49,PEJ6,PEK5 
(12A1) (9A3) OAS) 



E. SLUMX''' 
(12A3) 



F. MXEN*' 

(9A2) 



D. PtS«SLSMX* 
(9A4) (9B1) 



J 



"LT 



Figure 4-34. | Load/Exchange Subgroup, Timing Diagram 
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Table 4-32. Load/Exchange Subgroup, Fundamental Operations 



Raf. 



Period 



Slmpliflsd Logic 



Event 



A. BP6MD 
(1101) 
11103) 
(1301) 
(1303) 



(tOPlOO) (tl05B) (tl11N)-> 

4.0P1LDR->tOP1PER/9A4 

(tOPIPER) (tBP6MD)-*iPER*/9A4' 

ENABLE^RR 

4.PER*->tPER/9B1 

(tPER) (tREGCLK)-*;CPR*/9B2 = 

LOAD->RR 



The content of the 
J-register replaces 
the content of the 
R-register. 



B. BP5MD 
(1201) 
(1203) 
(1301) 
(1303) 



C. BP6MD 
(1302) 
(1303) 
(1102) 
(1103) 



D. BP5IVID 
(1302) 
(1303) 
(1202) 
(1203) 



E. BPS 
(1204) 



K->-S 

1. (tOPlOO) (tl4SKP) (tl11B)-> 
iOP^ LRS*->tOP1PES/9A4 

2. (tOPIPES) (tBP5IVID)->iPES*/9A4 = 
ENABLE-»SR 

3. |PES*^tPES/9B1 

4. (tPES) (tREGCLK)-*|CPS*/9B2 = 
LOAD-*SR 

R-^MX-*ADDER 

1. (tOPlOO) (tl05B) (tl10B)-*;R00*/8B1 

2. IROO'^tSELROQ'SBI 

3. (tSELROO) (tBP6MD)->-J-SLRMX*/8A1 

4. ;SLRMX*-*tMXEN->|MXEN79A2 = 
ENABLE-*MX 

5. 4.SLRMX*-*tMSX1, tMXS2/9A1 = 
LOAD-^MX (R) 

S-'-MX-^ADDER 

1. (tOPlOO) (tnOB) (tl04B)^iS00*/8B1 

2. J.SOO'-'-rSELS/aBI 

3. (tSELS) (tBP5MD)->4.SLSMX*/8B2 

4. 4.SLSMX*^tMXEN-»-|MXEN*/9A2 = 
ENABLE-»-MX 

5. ;SLSMX*->tMXSO, MXS1/9B1 = 
LOAD-^MX (S) 

J->-MX->ADDER 

1. (tOPlOO) (tl04B) (tl09B)-* 
;OP149/12A2 

2. -l.OPI49-*tSELJS/12A3 

3. (tSEUS) (tBP5)-«-iSLJMX*/12A3 

4. iSLJMX*-*tMXEN-*4-MXENV9A2 = 

ENABLE-^MX (J) 

5. 4.SLJMX*->-tMXS2/9A2 



The content of the 
K-register replaces 
the content of the 
S-register. 



The content of the 
R-register enters the 
MX multiplexer. 



The content of the 
S-register enters the 
MX multiplexer. 



The content of the 
J-register enters the 
MX multiplexer. 
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Table 4-32. Load/Exchange Subgroup, Fundamental Operations (Cont'd.) 

Simplified Logic 



Ref. 

F. 
(1103) 
(1303) 



Period 

BP6 



ADDE-:--i 

1. -TCFKjO) (tl05B) (till 10*)-^ 
4.0P1679A2 

2. 4.0P16*-*tPEJ6/9A3 

(tPEJ6) (tBP6)->4.PEJ*/9A3= ENABLE->JR 

3. |PEJ*->tPEJ/9A4 

4. (tPEJ) (tREGCLK)^4.CPJ*/9A4 
LOAD-*JR 



Event 



The content of the 
adder replaces the 
content of the 
J register. 



G. 8P5MD 
(1203) 
(1303) 



ADDER^K 

1. (tOPlOO) (tlino*) (tl04B)-^ 
J,OP1PK*/9A2 

2. |OP1PK*->1-PEK5/9A3 

3. (tPEKS) (tBP5MD)->J.PEK*/9A3 

4. |PEK*-*tPEK/9A4/14A3 

5w (tPEK) (t-REGCLK) 4CPK*/9A4 



The content of the 
adder replaces the 
content of the 
K register. 



LJFR (1102) - The content of the R register (5) is transferred via the MX multiplexer (1) 
and adder (2) to the J register (3) and replaces the letter's content. The content of the R 
register (5) remains unchanged. 

LKFS (1202) - The content of the S register (6) is transferred via the MX multiplexer (1) 
and adder (2) to the K register (4) and replaces the latter's content. The content of the S 
register (6) remains unchanged. 

LRSFJK (1301) - The contents of the J (3) and K (4) registers replace the content of the R 

(5) and S (6) registers, respectively. The contents of the J and K registers remain unchanged. 

LJKFRS (1302) - The contents of the R (5) and S (6) registers are transferred via the MX 
multiplexer (1) and adder (2) to the J (3) and K (4) registers, respectively, and replace 
their contents. The contents of the R and S registers remain unchanged. 

LKFJ (1204) - The contents of the J register (4) is transferred via the MX multiplexer (1) 
and odder (2) to the K register (3) and replaces the latter's content. The content of the J 
register remains unchanged. 

EXJR (1103) - First, the content of the R register (5) is transferred via the MX multiplexer 
(1)i to the adder (2). Next, the content of the J register (3) replaces the content of the 
R-register (5). Finally, the content of the adder (2) replaces the content of the J register (3). 

LRFJ (1101) - The content of the J register (3) replaces the content of the R register (5). 
The content of the J register (3) remains unchanged. 
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EXKS (1203) - This Instruction performs the same operation as EXJR on registers S (6) and 
K(4). 



EXJKRS (1303) - This instruction combines the operations of EXJR and EXKS. 

EXJK (1373) - This instruction is an exchange of the content of the J and K registers, but 
is not one of this subgroup because the contents of these two registers are exchanged in the 
shift and rotate subgroup. 

4.4,2.1.5 Add/Subtract Subgroup. For this subgroup. Figure 4-35 Is the block diagram. 
Figure 4-36 is the timing diagram. Table 4-33 is the instruction event summary for the 
fundamental operations and the instruction codes that invoke them, and Table 4-34 is the 
description of the 14 fundamental operations. 

Instructions from this subgroup perform arithmetic operations on the contents of 
the four accumulators. For a given instruction only two of the registers can be party to the 
operation. The operation can be any of three types; addition, subtraction, or negation. 
Addition is carried out by combining two positive quantities through the MX and TX multi- 
plexers. Because the MX multiplexer is capable of contributing only a positive quantity, 
subtraction and negation are performed through control of the TS multiplexer add-subtract 
logic. 

The add-subtract operations can be considered as one-pass or two-pass operations, 
each occurring in its own time period, BP5 for the one-pass and BP6 for the two-pass. In a 
one-pass operation, the result of the summation, which takes place in the adder, is obtained 
by providing data paths that switch data through the TS and MX multiplexers only one time 
to obtain the desired result. Although other events occur during the second pass, or period 
BP6, they have no relevance as far as the operation is concerned. The irrelevant operations 
are listed in italics in Table 4-33. On the other hand, a two-pass operation produces the 
desired results providing a summation, performed In the adder during the first pass, and then 
taking the complement of the result through the add-subtract logic via the TS multiplexer. 
The two-pass operation has a relevance when a negative quantity cannot be produced by 
switching through the TS multiplexer and the add-subtract logic during period BPS. For 
example, the quantity -R cannot be produced through the TS multiplexer because the TS 
multiplexer does not accept -R (or -S) register data. The two-pass operation is also used 
in producing the negative of a sum such as -(A + B) or -(A - B). 

In a one-pass operation. Instruction SJK J (1121), for example, the contents of 
the J register Is switched through the MX multiplexer, and the contents of the K register 
is switched through the TS multiplexer. Decoder control logic associated with this instruction 
prepared the add-subtract logic for a subtract operation through the TS multiplexer. When 
the adder output is fomied, the J register is enabled and clocked, and the summation result 
replaces the contents of the J register. Although events L and N, Table 4-33, duplicate 
events D and H, they are meaningless becuase the operation has produced the required 
results during the first pass. 
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K00-Ktl 



TS 
MX 
(1) 



AOD-SUB 
LOGIC 
(3) 



AOD-SUB 
CONT~ 



TS00-TS11 



MX 
MX 

(2) 



MXeg-MXM 



J00-J11 



Rga-Rii 



ADDER 
(4) 



K 
REG 
(5) 



J 
REG 
(6) 



S 
REG 
(7) 



R 
REG 
(8) 



S08-S11 



Figure 4-35. Add/Subtracr Subgroup, Block Diagram 







BPS " 





• 


















A. INITIALIZE 

OPWZ , 0P(03 ,OP1023 , OPI0X 
(IIAt) (HAD (HAD (HA2) 



B. SLJM!j<* SLRMX* SLSMX* 
;9A>) ! (9A1) OAD 



C. SLJTS*SLKTS* 
(t2B3)! (t2A4) 



J-»MX 
R— -MX 
S— •MX 



J — TS 
K— TS 



F. PEJ», PEK« 
(9A3) (9A4) 



ADDER— J 
ADDER— K 



G. CPJ* CPK* CPOV* 
<9A4) {9A4) (1184) 



H. SLJTS", SLKTS* 
(1283) (12A4) 



I [adder » 

|JC0MPL = 



COUT 
OV 



J— TS 
K— TS 



I. TSADD*, TSSUB" 
(1381) (13B3) 



(MK+TS)— ADDER 
(MX- TS)— ADDER 



J. CIN 
(12A2) 



(MK-TS)— ADDER 



K. CPOV* 
(1184) 



~| ICOMPL— <)V, 
IJCOMPL— OV, 



SUB 

NEG.ADD 



D. TSAClD«,TSSUB» 
(13819 (13B3) 



(MX+TS)— ADDER 
(MX-TS)— ADDER 



E. CIN 
(12A2) 



(MX-TS)— ADDER 



Figure 4-36. Add/Subtract Subgroup, Timing Diagram 
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Table 4-33. Add/Subtract Subgroup, Event Summary 

Octal 



Mnemonic Code 


Ref. 


Period 


Pass 


Event 


AJKJ 1120 


A. 


BP5 


1 


J-+MX-+ADDER 


(J+K) 


E. 


BPS . 


1 


K-^TS-±LOGIC 




H. 


BP5B 


1 


(MX + TS)^ADDER 




1. 


BP56 


1,2 


ADDER^J 




K. 


BP56 . 


1,2 


COMPL^OV, IF ADDER=COUT 




L 


BP6B 


2 


J^TS-^tLOGIC 




N 


BP6B 


2 


(MX + TS)-*ADDER 


SJKJ 1121 


A. 


BP5 


1 


J-*MX-*ADDER 




F 


RPR 


1 
1 






G 


BP5 


1 


(MX - T<?l->-AnnFR 




|_ 


BP56 


1 2 






K. 


RPRR 


1 2 






1 


RPRR 
DrtJD 


o 






N 


OrOD 








P. 


BP7 


3 


COMPL-*OV, SUBTRACT 


ADR 1 1192 


B. 


RPsivin 


1 


11 ' IVI/\ Ly L- 1 1 




D. 


RPR 


1 
1 


\i 1 O — l_v/Ulw 




H. 




1 
1 


/MX + T'^l->AnnF R 




1 




1 9 


AnnF R->- 1 




1^ 

IX . 


RPRR 




poMPi ->n\/ iFAnnFR=miiT 




1 


DrOD 








1^. 


RPfiR 


9 




SBRJ 1123 


B. 


BP5 


1 


R-*MX->ADDER 


(R-J) 


u. 


DrD 


1 
i 






Vj, 


Dro 


1 






1 


t3r OD 


1 9 


Anne 1 




IX 

IX. 


brob 


1 O 


L*UlVlrL'^UV, 1 r AUUc n— LUU 1 




1 , 

u. 


Brots 


z 






hi 

IM. 


tSrots 








P. 


BP7 


3 


COMPL->OV, SUBTRACT 


ADS J 1124 


c. 


BP5MD 


1 


S-*IVIX->ADDER 


(S+J) 


D. 


BP5 


1 


J->TS->ADDER 




H. 


BP5B 


1 


(MX + TS)->ADDER 




1. 


BP56 


1,2 


ADDER^J 




K. 


BP56 


1,2 


COMPL-*OV, IF ADDER=COUT 




•L. 


BP6B 


2 


J^TS^±LOGIC 




N. 


BP6B 


2 


(MX + TS)-^ADDER 


SBSJ 1125 


C 


BP5MD 


1 


S-^MX-»ADDER 


(S-J) 


D 


BP5 


1 


J^TS-*+ LOGIC 




G 


BP5 


1 


(MX-TSHADDER 




1 


BP56 


1,2 


ADDER^-J 




K 


BP56 


1,2 


COMPL^OV, IF ADDER=COUT 




L- 


BP6B 


2 


J^TS^tLOGIC 




N 


BP6B 


2 


(MX+ TSI-^ADDER 




P 


BP7 


3 


COIVIPL-*OV, SUBTRACT 
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Table 4-33. Add/Subtract Subgroup, Event Summary (Cont'd.) 





Octal 










Mntmonic 


Code 


Raf. 


Period 


Pass 


Event 


NAJK J 


1130 


A 


BP5 


1 


J-*MX-^ADDER 


-(J+K) 




E 


BP5 


1 


K-*TS-*+ LOGIC 




u 
n 


RPRR 


1 


(MX + TSHADDER 






1 
1 


Dr DO 


1 9 


ADDF 

Ly l_ 1 1 






fs. 


Dl DO 


1 5 


COMPL^OV, IF ADDER=COUT 






1 

L 


Dr DtJ 


9 








U 


brOD 


z 








u 


br / 


o 


rnMPi ->nv nfgate ADD 


NSJK J 


1131 


A 


BP5 


1 


J-*MX-*ADDER 


II/' l\ 

(K-J) 




c 
c 


or J 


■) 


K-*TS^± LOGIC 






BP5 


1 


(MX - TS)-*ADDER 






1 


RP(%R 
DrOD 


1 9 
1 


ADDERS J 






f\ 


Dr OO 


1 9 


rOMPL^OV IF ADDEROOUT 






1 

L 


PDfiO 
DrDD 




l->'T'i-*+ LOGIC 






U 






(MX - TS1-*ADDER 


NADR J 


1132 


B 


BP5MD 


1 


R->MX-*ADDER 


(R+J) 




D 


BPS 


1 


J^TS^t LOGIC 






n 


RPRR 


1 


(MX + TS)-^ADDFR 






1 
1 


brDD 


1 9 


ADDER-'J 






K 


brOD 


1 9 
■ fZ 


rriMPI^nv if ADDER=COUT 






L 


BP6B 


i 











BP6B 


Z 








Q 


BP7 


O 




NSBR J 


1133 


B 


BP5MD 


1 


R-*MX-^ADDER 






D 


BP5 


1 


J^TS^+ LOGIC 




(3 


BP56 


1,2 


(MX - TSHADDER 






1 


BP 5 6 


1,2 


ADDER-* J 






1^ 

IX 


BP56 


1,2 


COMPL->OV, IF ADDER=COUT 






1 

I— 


E!P6B 


2 


j->TS-'± LOGIC 






n 


BP6B 


2 


(MX - TS)-*ADDER 


NADS J 


1134 


C 


BP5MD 


1 


S->MX-*ADDER 


■(S+J) 




D 


BP5 


1 


J->TS-^± LOGIC 






H 


cirbB 


1 


tlViA + lo"AUUt:n 






1 


tirOD 


1 o 


Anne 1 
AUUt n^J 






K 


ESP 5.6 


1 o 

1 ,z 


L«UiVlr L^vj V , ( r Muu c rs'^v^vju i 






L 


BP6B 


2 











E5P6B 


z 


^^/lv xci— vAnnPR 






Q 


tir / 


o 


rr^MDi -+r\\/ mpi^atp Ann 


NSBS J 


1135 


C 


BP5MD 


1 


S-^MX-*ADDER 


(J-S) 




D 


BP5 


1 


J^TS->+ LOGIC 






G 


BP5 


1 


(MX-TSHADDER 






1 


BP56 


1,2 


ADDER-^J 






K 


BP56 


1,2 


COMPL-*OV, IF ADDER=COUT 






L 


BP6B 


2 


J-^TS-*± LOGIC 









BP6B 


2 


(MX - TSl-'ADDER 
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Table 4-33. Add/Subtract Subgroup, Event Summary (Cont'd.) 

Octal 

Mnemonic Cod* Ref. Period Pass Event 



AJKK 1220 
(J+K) 



SJK K 1221 
(J-K) 



ADR K 1222 
(R+K) 



SBR K 1223 
(R-K) 



ADSK 1224 
<S+K) 



SBS K 1225 
(S-K) 



A 

A 


orb 


1 


c 
r 


DOC 

brb 


1 


Li 


DOC D 


i 

1 


1 


tSrOD 


1 O 


In. 


DrOO 


1 o 


M 


BP6B 


2 


N 


BP6B 


2 


A 

A 


brb 


1 


r- 

r 


brb 




u 


DOC 

brb 


1 


J 


BP56 


1,2 


K 


BP56 


1,2 


M 


BP6B 


2 


N 


BP6B 


2 


P 


BP7 


3 


6 


BP5MD 


1 


F 


BP5 


1 


H 


BP5B 


1 


J 


BP56 


1,2 


K 


BP56 


1,2 


M 


BP6B 


2 


N 


BP6B 


2 


B 


one 

8P5 


1 


r 


BPo 


1 
1 


G 


BP5 


1 


J 


BP56 


1,2 


K 


BP56 


1,2 


M 


BP6B 


2 


N 


BP6B 


2 


P 


BP7 


3 


C 


BP5MD 


1 


F 


BPS 


1 


H 


BP5B 


1 


J 


BP56 


1,2 


K 


BP56 


1,2 


M 


- BP68 


2 


N 


BP6B 


2 


C 


BP5MD 


1 


F 


BP5 


1 


G 


BP5 


1 


J 


BP56 


1,2 


K 


BP56 


1,2 


M 


BP6B 


2 


N 


BP6B 


2 


P 


BP7 


3 
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J-^MX-*ADDER 
K->TS^± LOGIC 
(MX + TS)->ADDER 
ADDER^K 

COMPL^OV, IF ADDER=COUT 

K-*TS^±LOGIC 
(MX + TS)-^ADDER 

J-*MX->ADDER 
K-*TS ± LOGIC 
(MX-TSHADDER 
ADDER-^K 

COMPL->OV, IF ADDER=COUT 
K-*TS-*±LOGIC 
(MX+TS}^ADDER 
COMPL^OV, SUBTRACT 

R-*MX-*ADDER 
K^TS^± LOGIC 
(MX + TS)->ADDER 
ADDER-*K 

COMPL^OV, IF ADDER=COUT 

K^TS^±LOGIC 
(MX + TSj^ADDER 

R^MX-*ADDER 
K-*TS^± LOGIC 
(MX - TSl^ADDER 
ADDER->K 

COMPL^OV, IF ADDER=COUT 
K-^TS-^t LOGIC 
(MX + TS)^ADDER 
COMPL-OV, SUBTRACT 

S^MX^ADDER 
K^TS-*ADDER 
(MX + TS)-*ADDER 
ADDER^K 

COMPL-»OV, IF ADDER=COUT 

K^TS-*±LOGIC 

(MX + TSHADDER 

S-^MX^ADDER 
K-*TS->± LOGIC 
(MX - TSHADDER 
ADDER^K 

COMPL->OV, IF ADDER=COUT 
K->-TS^±LOGIC 
(MX + TS)-*ADDER 
COMPL^OV, SUBTRACT 



Table 4-33. .Add/Subtract Subgroup, Event Summary (Cont'd.) 

Octal ' 

Mnemonic Coda ; Ref. Period Pass Event 



NAJK K 1230 
-(J+K) 



NSJK K 1231 
IK-J) 



NADR K 1232 
-(R+K) 



NSBR K 1233: 
(K-R) 



NADS K 1234^ 
(S+K) 



NSBS K 1235^ 
(K-S) 



A 


BP5 


1 


F 


BPS 


1 


H 


BP5B 


1 


J 


BP56 


1,2 


K 


BP56 


1,2 


M 


BP6B 


2 






o 


Q 


BP7 


3 


A 


BP5 


1 


F 


BPS 


1 


G 


BP5 


1 


J 


BP56 


1,2 


K 


BP56 


1,2 


M 


BP6B 


2 





BP6B 


2 


B 


BP5MD 


1 


F 


BP5 


1 


H 


BP5B 


1 


J 


BP56 


1,2 


K 


BP56 


1,2 


M 


BP6B 


2 





BP6B 


2 


Q 


BP7 


3 


B 


BP5IV1D 


1 


P 


BP5 


1 


G 


BP56 


1.2 


J 


BP56 


1,2 


K 


BP56 


1,2 


M 


BP6B 


2 





BP6B 


2 


C 


BP5MD 


1 


F 


BPS 


1 


H 


8P5B 


1 


J 


BP56 


1,2 


K 


BP56 


1,2 


M 


BP6B 


2 





BP6B 


2 


Q 


BP7 


3 


C 


BP5MD 


1 


F 


BPS 


1 


G 


BPS 


1 


J 


BP56 


1,2 


K 


BP56 


1,2 


M 


BP6B 


2 





BP6B 


2 



j^mx^adder 
k-*ts->± logic 
(mx + tshadde;r 

ADDER-*K 

COMPL^OV, IF ADDER=COUT 
K-*TS-*+LOGIC 
(MX -TS)-*ADDER 
COMPL-*OV, NEGATE ADD 

J-*MX^ADDER 
K^TS^i LOGIC 
(MX - TS)->ADDER 
ADDER^K 

COMPL^OV, IF ADDER=COUT 
K->TS-*± LOGIC 
(MX - TSHADDER 

R^MX^ADDER 
K^TS-*± LOGIC 
(MX + TSHADDER 
ADDER^K 

COMPL^OV, IF ADDER=COUT 
K^TS-^ LOGIC 
(MX + TSHADDER 
COMPL->OV, NEGATE ADD 

R-^MX^ADDER 
K^TS-*±LOGIC 
(MX - TSHADDER 

ADDER-^K 

COMPL-+OV, IF ADDER=COUT 
K^TS-*± LOGIC 
(MX - TS)-*ADDER 

S-*MX-^ADDER 
K-^TS-^± LOGIC 
(MX + TS)-*ADDER 
ADDER^K 

COMPL-^OV, IF ADDER=COUT 
K-*TS^-± LOGIC 
(MX - TS)-*ADDER 
COMPL->OV. NEGATE ADD 

S-*MX-*ADDER 
K-*TS^± LOGIC 
(MX - TSHADDER 
ADDER^K 

COMPL^OV, IF ADDER=COUT 
K-^TS-*! LOGIC 
(MX TS) -ADDER 
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Table 4-33. Add/Subtract Subgroup, Event Summary (Cont'd.) 

Octal 

Mnemonic Code Ref, Pariod Pass Event 



AJKJK 1320 
U+K) 



SJKJK 1321 
(J-K) 



NAJKJK 1330 
■U+K) 



NSJKJK 1331 
<K-J) 



A 


BP5 


1 


E,F 


BP5 


1 


H 


BP5B 


1 


1 


BP56 


1,2 


J 


BP56 


1,2 


K 


BP56 


1,2 


L 


BP6B 


2 


M 


BP6B 


2 


N 


BP6B 


2 


A 


BPS 


1 


E,F 


BP5 


1 


G 


BP5 


1 


1 


BP56 


1,2 


J 


BP56 


1,2 


K 


BP56 


1,2 


L 


BP6B 


2 


M 


BP6B 


2 


N 


BP6B 


2 


A 


BP5 


1 


E,F 


BPS 


1 


H 


BPSB 


1 


1 


BP56 


1,2 


J 


BP56 


1,2 


K 


BP56 


1,2 


L 


BP6B 


2 


M 


BP6B 


2 





BP6B 


2 


Q 


BP7 


3 


A 


BPS 


1 


E.F 


BPS 


1 


H 


BPS 


1 


1 


BPS6 


1,2 


J 


BP56 


1,2 


K 


BP56 


1,2 


L 


BP6B 


2, 


M 


BP6B 


2, 





BP6B 


2, 


Q 


BP7 


3 



J-MX-^ADDER 
K-^TS-*± LOGIC 
(MX + TS)->ADDER 
ADDER->J 
ADDER^K 

COMPL^OV, IF ADDER=COUT 
J^TS-^± LOGIC 

K^TS^t LOGIC 
(MX + TSj-^ADDER 

J->MX^ADDER 
K^TS-± LOGIC 
(MX - TS)-*ADDER 
ADDER-^J 
ADDER-^K 

COMPL-*OV, IF ADDER=COUT 
J^TS-*±LOGIC 
K^TS->±LOGIC 
(MX + TSHADDER 

J->MX->ADDER 
K->TS->± LOGIC 
(MX + TSHADDER 
ADDER^J 

ADDER-^K 

COMPL-*OV, IF ADDER=COUT 
J-*TS-*± LOGIC 
K^TS^± LOGIC 
(MX - TS)-*ADDER 
COMPL-^OV, NEGATE ADD 

J-^MX->ADDER 
K^TS-*± LOGIC 
(MX + TS)-*ADDER 
ADDER^J 
ADDER-*K 

COMPL-^OV, IF ADDER=COUT 
j^TS->+ LOGIC 
K-^TS^+ LOGIC 
(MX -TSI^ADDER 
COMPL-*OV, NEGATE ADD 
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Table 4-34. Add/Subtract Subgroup, Fundamental Operations 

Ref. Period Simplified Logic 



A. BP5 J^lVlX^ADDER 

(1120) 1. 4OPIO2* + ;OP103*^tOP1023/11A1 Content of J- 

(1121) 2. (jtOP1023) (tl4l5)-*4OP10X*^tOP10X/11A2 register is switched 

(1130) 3. ^tOPlOX) (tl9l10*)^|SLJ23*-*'tSELJ5/12A3 through iVIX multi- 

(1131) 4. ^tSELJB) (tBP5)^;SLJIVlX*/12A4 plexer to adder. 

(1220) 5 ],SUMX*^-tlVIXS2/9A2 = JR^MX^ADDER 

(1221) 6. iSLJMX*^tMXEN->;MXEN*/9A2 = ENABLE-*MX 



(1230) 
(1231) 
(1320) 
(1321) 
(1330) 
(1331) 



B. BP5MD R^|VIX-*ADDER 

(1122) 1. !l,0P1 02* + iOP103*->tOP 1023/1 1A1 ContentofR- 

(1123) 2. jtOP1023) (tl4l5)->4-OP10X*^tOP10X/11A2 register is switched 

(1132) 3. ItOPlOX) (tnOB) {tl09*)->IR23*/8A1 through MX multi- 

(1133) 4_ |l,R23*-*tSELR23/8A1 plexer to adder. 

(1222) 5_ |tsELR23) (tBP5MD)-^4SLRMX*/8A2 

(1223) 6. ll,SLRMX*^-tMXS1, tMXS2/9A1 = RR^ 

(1232) MX-+ADDER 

(1233) 7. ^SLRMX*^tMXEN^IMXEN*/9A2 = ENABLE^MX 

C. BP5MD S-*iVIX-»ADDER 

(1124) 1. 14.OPIO2* + ;OP103*^tiOP1023/11Al Content of S- 

(1125) 2. (tOP1023) (t l4l5)-*;OP10X*-*tOP10X/11A2 register is switched 

(1134) 3. (tOPlOX) (tllO*) (tl09B)^4'S23*/8B1 through IVIX multi- 

(1135) 4. jJ.S23*-*SELS/8B1 plexer to adder. 

(1224) 5_ l(tsELS) (tBP5MD)->4^SLSMX*/8B2 

(1225) 6. |4-SLSMX*^tMXS0, tMXS1/9B1 = SR^ 

(1234) MX^ADDER 

(1235) 7 ;SLSMX*^tMXEN-^|MXEN*/9A2 = ENABLE^MX 

D. BP5B J^-rrS^± LOGIC 

(1122) 1. I4.IO9* + ;i10*-*tX0X1*/11A4 Content of the J- 

(1123) 2. UOPIO2* + IOP103*-»-tOP1023/11A1 register is switched 

(1124) 3_ !(tOP1023) (tXOXI*) (tl05X)^IJARTH*/12B2 through the TS 

(1125) 4. i4.JARTH*^tJARTH/12B3 multiplexer to the 

(1132) 5. l(tJARTH) (tBP5B)-»ISLJTS*/12B3 add-subtract logic. 

(1133) 6. UsLJTS*^tTSS0/13B4, tTSSI = 

(1134) TS± LOGIC 
(1135) 

E. BP5 k4tS->± LOGIC 

(1120) 1. iiOPI 02* + IOP103*^tOP1 023/1 1A1 Content of the K- 

(1121) 2. (tOP1023) (tl05B)-'4OP235*/9A3 register is switched 

(1130) 3. :;OP235*^tOP235/12B3 through the TS 

(1131) 4. (tOP235) (tl9l10*)^4.OP23K*->'tOP1K/12A4 multiplexer to the 
(1321) 5. (tOPIK) (tBP5)->|.SLKTS*^tTSS1/13B4 = add-subtract logic. 
(1331) K-*TS-^+LOGIC 
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Table 4-34. Add/Subtract Subgroup, Fundamental Operations (Cont'd.) 

Ref. Period Simplified Logic Event 



F. BP5 
1220) 
1221) 
1222) 
1223) 
1224) 
1225) 
1230) 
1231) 
1232) 
1233) 
1234) 
1235) 
1320) 
1321) 
1330) 
1331) 

G. BP5.B 
1121) 
1123) 
1125) 
1131) 
1133) 
1135) 
1221) 
1223) 
1225) 
:i231) 
:i233) 
:i235) 
1321) 
1331) 

H. BP5B 
;i120) 
:i122) 
:i124) 

:ii30) 
;ii32) 
:ii34) 

:i220) 
:i222) 
:i224) 
11230) 
;i232) 
11234) 
11320) 
11330) 



K^TS->± LOGIC 

1. ;OP102* + 4.OP103*^tOP1023/11A1 

2. (tOP1023) (tl04B)^4.OP23l*/9A3 

3. |OP23l*^-tOP1K/12A4 

4. <tOP1K) (tBP5)^4.SLKTS7l2A4 

5. 4SLKTS*-*tTSS1/13B4 = K-*TS->+LOGIC 



(MX-TS)->ADDER 

1. ;OP102* + ;OP103*->tOP1023/11A1 Difference of MX and 

2. (tOP1023) (tl4l5)->IOP10X*^tOP10X/11A2 TS multiplexer is the 

3. (tOPlOX) (tl11N)^|OP1SB*-*tSUB5/13B3 adder output. 

4. (tSUB5)(1BP5B)-*4.TSSUB7l3B2 

5. (ITSSUB*) (tDCIN*) (tOP2*)->4-CIN2*^ 
tCIN/12A2 = MX - TS-^ADDER 



(MX+TS)^ADDER 

1. iOP102* + iOP103*-tOP1023/11A1 Sum of MX and TS 

2. (tOP1023) (tBP5B) (tl4l5) (tlllB*)^ multiplexer is the 
4.TSADD'/13B2 = MX + TS^ADDER adder output. 
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Table 4-34. Add/Subtract Subgroup, Fundamental Operations (Cont'd.) 

Ref. Period Simplified Logic Event 



I. BP56 ADDER-^J 
<''^20) 1. 4,OP102* + ;OP103*-*tOP1023/11 A1 Content of adder re- 

2. (tOP1023) (tl05B)-IOP235*/9A3 places content of J- 

'^^22) 3 4,0P235*^tPEJ56/9A3 register. 

<^''23) 4. (tPEJ56) (tBP56)-*4-PEJ* = ENABLE^JR 

'^'•2'** 5. iPEJ*-^tPEJ/9A4 

<^^25) Q (tPEJ) (tREGCLK)-*;CPJ*/9A4= LOAD-+JR 

(1130) 

(1131) 

(1132) 

(1133) 

(1134) 

(1135) 

(1320) 

(1321) 

(1330) 

(1331) 

J. BP56 ADOER^K 
(1220) 1. iOP102* + |OP103*->tOP1023/11A1 Content of adder re- 

*1221) 2. (tOP1023) (tl04B)^4.OP231*/9A3 places content of K- 

<''222) 3 4,OP23l*->tPEK5+6/9A3 register. 

<''223) 4_ (IPEK5+6) (tBP56)-»IPEK*/9A4 = 

<1224) ENABLE^KR 
(1225) 5 ;pEK*-*tPEK/9A4 

(1230) e (tPEK) (tREGCLK)-*4.CPK*/9A4 = LOAD^KR 

(1231) 

(1232) 

(1233) 

(1234) 

(1235) 

(1320) 

(1321) 

(1330) 

(1331) 

K. BP56 COMPL^OV, IF ADDER = COUT 

(1120) 1. 4,BP5* + 4.BP6*-'tBP56/11A2 Overflow register is 

(1121) 2. (tBP56) (tCOUT) (tOP1023)^;COUTV*^ complemented if a 

(1122) tCP0V/11B4 carry is produced bv 

(1123) 3. (tCPOV) (tREGCLK)-jCKOV /11B4 the adder. 

(1124) 4. ICKOV /11B4 = SET-*OV (tOV, |0V*/11B4) 
(1125) 

(1130) 

(1131) 

(1132) 

(1133) 

(1134) 

(1135) 

(1220) 

(1221) 
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Table 4-34. Add/Subtract Subgroup, Fundamental Operation (Cont'd.) 

Ref, Period Simplified Logic Event 



<1222) 
(1223) 
(1224) 
(1225) 
(1230) 
(1231) 
(1232) 
(1233) 
(1234) 
(1235) 
(1320) 
(1321) 
(1330) 
(1331) 



L. 




(1120) 


BP6B 


(1121) 




(1122) 




(1123) 




(1124) 




(1125) 




(1130) 




(1131) 




(1132) 




(1133) 




(1134) 




(1135) 




(1320) 




(1321) 




(1330) 




(1331) 




M. 




(1220) 


BP6B 


(1221) 




(1222) 




(1223) 




(1224) 




(1225) 




(1230) 




(1231) 




(1232) 




(1233) 




(1234) 




(1235) 




(1320) 




(1330) 




(1321) 




(1331) 





J->TS^'+LOGIC 

1. ;OP102* + |OP103*-*tOP1023/11A1 

2. (tOP1023) (tl05B)->J.OP235*-*tOP235/12B3 

3. (tOP235) (tBP6B)-*ISLJTS*/12B3 

4. 4SLJTS*->tTSS0/13B4, tTSSI = 
J-*-TS-*± LOGIC 



K-»TS-*± LOGIC 

1. IOP102 + |OP103*^tOP1023/11A1 

2. (tOP1023) (tl04B)^IOP23l*/9A3 

3. ;OP23l*-*tKTS6/12A4 

4. (tKTS6) (tBP6B)-'-;SLKTS*->tTSS1/13B4^ 
K-+TS^+ LOGIC 



Content of the J- 
register is switched 
through the TS 
multiplexer to the 
add-subtract logic. 



Content of the K- 
register is switched 
through the TS 
multiplexer to the 
add-subtract logic. 
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Table 4-34. Add/Subtract Subgroup, Fundamental Operations (Cont'd.) 



Ref. Period 

N. BP6B 
(1120) 
(1121) 
(1122) 
(1123) 
(1124) 
(1125) 
(1220) 
(1221) 
(1222) 
(1223) 
(1224) 
(1225) 
(1320) 
(1321) 

O. BP6B 
(1130) 
(1131) 
(1132) 
(1133) 
(1134) 
(1135) 
(1230) 
(1231) 
(1232) 
(1233) 
(1234) 
(1235) 
(1330) 
(1331) 

P. BP7 
(1121) 
(1123) 
(1125) 
(1221) 
(1223) 
(1225) 



Q. BP7 
(1130) 
(1132) 
(1134) 
(1230) 
(1232) 
(1234) 
(1330) 



Simplified Logic Event 

(MX+TS)-*ADDER 

1. (tOP102) (tl4l5)-*iOP245*^tTAD6/13B1 Sum of MX and TS 

2. (tTAD6) (tBP6B)-»;TSADD*/1382 = multiplexer is the 
MX+TS-*ADDtER adder output. 



(MX-TS)-*ADDER 

1. (tOP103) (tl4l5)-^4OP205*/13B2 Difference of MX 

2. WP205*->tSUB6/13B3 and TS multiplexer is 

3. ({rsUB6) (tBP6B)^^TSSUB*-^tTSSUB/13B3 the adder output. 

4. (WsSUB) (tDCIN*) (tOP2*)^ICIN2*-* 
tCIN/12A2 = MX-TS-+ADDER 



COMPL->OV, SUBTRACT 

1. WP102*-*-tOP102/11A1 

2. (tOP102) (tl11B)-*J.OP2ir^tOP1SBL/12B4 

3. (tOPISBL) (tBP7)^4.AROVVl2B4 

4. i.AR0V*H^tCP0V/11B3 

5. (tCPOV) (tREGCLK)^,tCKOV /11B4 

6. ;CKOV /11B4 = SET (tOV^iOV* + iOV-* 
1'0V*/11B4) =COMPL^OV 

COMPL-»OV, NEGATE ADD 

1. IOP103*-*tOP103/11A1 Overflow register is 

2. (tOP103) (t11B*)->iOP13ir->tOP1SBL/12B4 complemented for 

3. (tOPISBL) (tBP7)-MROVVl2B4 subtract operation. 

4. |iAR0V*-*tCP0V/11B3 

5. (tCPOV) (tREGCLK)^iCKOV /11B4 

6. lCKOV/11B4 = SET(tOV^IOV* + IOV-* 
tOV*/11B4) ==COMPL->OV 



Overflow register is 
complemented for 
add operation. 
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Study of the requirements of instruction NSBR J (1133) in Table 4-33 shows that 
the difference between contents of (J-R) cannot be formed in a single pass because the 
quantity R has a negative sign. Figure 4-35, the block diagram reveals that the contents 
of the R register can only be sent to the MX multiplexer, which is not capable of treating 
a negative quantity. Therefore, this instruction must be carried out in a two-pass operation. 
The quantity R-J is produced during the first pass by switching the content of the J register 
through the TS multiplexer and subtracting it from the content of the R register, which is 
switched through the MX multiplexer. The resulting content of the adder, is loaded into 
the J register and then the content of the J register is switched through the Tj multiplexer 
during the second pass to produce a negation. During the second pass, the MX multiplexer 
is not enabled, and hence, can only contribute zeros to the adder. The result of this 
operation produces -(R - J), which is equivalent to J - R, as the instruction requires. 

A two-pass operation is required for parenthetical expressions of the type -(A + 
B) and -(A - B) = (B - A). For these summations the TS multiplexer output is selected for 
addition during the first pass and for negation during the second pass. Whenever subtraction 
or negation Is ordered, 2"s complement addition between the two quantities occurs. The 
2's complement or negative quantity is obtained by summing the complement of the data 
switched through the TS multiplexer with the data switched through the MX multiplexer 
and then incrementing the adder with a carry Input (high-level CIN signal). For any of the 
odd/subtract operations, overflow is possible. If addition produces an overflow, the oper- 
ation yields an improper result and If subtraction does not produce an overflow, the operation 
also yields an improper result. For this reason, operation K tests for an overflow, and in 
the case of subtraction, and negation, operations P and Q (Table 4-34) cancel it if the 
operation yields a proper result. 

All processing control for this Instruction subgroup Is derived from operate 
decoder signals OP102* and OP103*, which when combined with appropriate bits of the 
add/subtract subgroup instruction, gives rise to various other control signals. These control 
signals generate the fundamental operations listed in Table 4-34. Table 4-33, the event 
summary, lists all the operations specified In Table 4-34 which are used in the processing 
of the Instruction. The instructions are described below. 

AJK J (1 120) - The contents of the J and K registers are added via the MX and TS multi- 
plexers, respectively, during the first pass and the result, J + K replaces the contents of 
the J register. Operations L and N are irrelevant. 

SJK J (1121) - The contents of the J and K registers are added after first complementing 
and Incrementing the contents of the K register which is switched through the TS multiplexer 
resulting in a subtraction, J - K. The result replaces the content of the J register. Oper- 
ations L and N are irrelevant. 

ADR J (1 122) - The contents of the R and J registers are added via the MX and TS multi- 
plexers, respectively, and the result, R + J, replaces the contents of the J register. 
Operations I- and N are irrelevant. 
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SBR J (1 123) - The contents of the R and J registers are added after first complementing 
and incrementing the content of the J register which is switched through the TS multiplexer 
relsulting in a subtraction, R - J. Operations L and N are irrelevant. 

ADS J (1124) - The contents of the S and J registers are added via the MX and TS multi- 
pl|exers, respectively, during the first pass and the results, S+ J, replace the contents of 
thte J register. Operations L and N are irrelevant. 

SBS J (1 125) - The contents of the S and J registers are added after first complementing and 
incrementing the content of the J register which is switched through the TS multiplexer 
resulting in a subtraction, S - J. Operations L and N are irrelevant. 

N|AJK J (1130) - This is Q two-pass operation. Du ring period BP,'5, the first pass takes place. 
The first-pass events are identical to the first-pass events of instnjction AJK J (1120). 
DiLiring period BP6B, the second pass takes place. The second-pass events L and O switch 
the content of the J register, J + *, through the TS multiplexer so that its output can be 
cpmplemented and incremented. The result, -(J + K) replaces the content of the J register, 
which remains enabled. Pass 3 complements the overflow register. 

NSJK J (1 131) - This is a two-pass operation. During period BPS, the first pass takes place. 
Th|e first-pass events are identical to the first-pass events of instruction SJK J (1121). 
Ddiring period BP6B, the second pass takes place. The second-pass events L and O switch 
th^ contents of the J register J-K, through the TS multiplexer so that its output can be 
complemented and incremented. The result, K - J, replaces the content of the J register, 
which remains enabled. Pass 3 does not occur. 

NADR J (1132) - This is a two-pass operation. During period BPS, the first pass takes place. 
Th!e first-pass events are identical to the first-pass events of Instruction ADR J (1122). 
Daring period BP6B, the second-pass takes place. The second-pass events L and O switch 
th^ contents of the J register, R + J, through the TS multiplexer so that Its output can be 
coinplemented and incremented. The results -(R + J), replace the contents of the J register, 
which remains enabled. Pass 3 complements the overflow register. 

N^BR J (1133) - This is a two-pass operation. During period BPS, the first pass takes place. 
Th|e first-pass events are identical to the first-pass events of instruction SBR J (1123). 
Dtjring period BP6B, the second pass takes place. The second-pass events L and O switch 
thi contents of the J register, R - J, through the TS multiplexer so that its output can be 
complemented and incremented. The results, J - R, replace the contents of the J register 
wN ich remains enabled. Pass 3 does not occur. 

NADS J (1 134) - This is a two-pass operation. During period BPS, the first pass takes place. 
The first-pass events are Identical to the first-pass events of instruction ADS J (1124). 
During period BP6B, the second-pass takes place. The second-pass events L and O switch 
thi contents of the J register, S + J, through the TS multiplexer so that Its output can be 
cotnplemented and incremented. The results, -(S+ J), replace the contents of the J register, 
which remains enabled. Pass 3 complements the overflow register. 
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NSBS J (1135) - This Is a two-pass operation. During period BPS, the first pass takes place. 
The first-pass events are identical to the first-pass events of instruction SBS J (1125). 
During period BP6B, the second-pass takes place. The second-pass events L and O switch 
the contents of the J register, S - J, through the TS multiplexer so that its output can be 
complemented and incremented. The results, J - S, replace the contents of the J register, 
which remains enabled. Pass 3 does not occur. 

AJK K (1220) - The contents of the J and K registers are added via the MX and TS multi- 
plexers, respectively, during the first pass and the result, J + K, replace the contents of 
the K register. Operations M and N are irrelevant, 

SJK K (1221) - The contents of the J and K registers are added after first complementing 
and incrementing the contents of the K register which is switched through the TS multiplexer 
resulting in a subtraction, J - K. The result replaces the content of the K register. 
Operations M and N are irrelevant. 

ADR K (1222) - The contents of the R and J registers are added via the MX and TS multi- 
plexers, respectively and the result, R + K, replaces the contents of the K register. 
Operations M and N are irrelevant. 

SBR K (1223) - The content of the R and K registers are added after first complementing and 
incrementing the content of the K register which is switched through the TS multiplexer 
resulting in a subtraction, R - K. Operations M and N are irrelevant, 

ADS K (1224) - The contents of the S and K registers are added via the MX and TS multi- 
plexers, respectively, during the first pass and the results, S + K, replace the contents of 
the J register. Operations M and N are irrelevant. 

SBS K (1225) - The contents of the S and K registers are added after first complementing and 
incrementing the content of the K register which is switched through the TS multiplexer 
resulting in a subtraction, S - K. Operations M and N are irrelevant. 

NAJK K (1230) - This is a two-pass operation. During period BPS, the first pass takes place. 
The first-pass events are identical to the first-pass events of instruction AJK K (1220). 
During period BP6B, the second pass takes place. The second-pass events M and O switch 
the content of the K register, J + K, throug the TS multiplexer so that its output can be 
complemented and incremented. The result, -(J + K) replaces the content of the K register, 
which remains enabled. Pass 3 complements the overflow register. 

NSJK K (1231) - This is a two-pass operation. During period BPS, the first pass takes place. 
The first-pass events are identical to the first-pass events of instruction SJK K (1221), 
During period BP6B, the second pass takes place. The second-pass events, M and O, switch 
the contents of the K register J - K, through the TS multiplexer so that its output can be 
complemented and incremented. The result, K - J, replaces the content of the K register, 
which remains enabled. Pass 3 does not occur. 
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NADR K (1232) - This is a two-pass operation. During period BP5, the first pass takes place. 
The first-pass events are icentical to the first-pass events of instruction ADR K (1222). 
During period BP6B, the second-pass takes place. The second-pass events M and O switch 
the contents of the K register, R + K, through the TS multiplexer so that its output can be 
complemented and incremented. The results -(R + K), replace the contents of the K register, 
which remains enabled, Pass 3 complements the overflow register. 

NSBR K (1233) - This is a two-pass operation. During period BPS, the first pass tokes place. 
Thte first-pass events are identical to the first-pass events of instruction SBR K (1223). 
Dulring period BP6B, the second pass takes place. The second-pass events, M and O, switch 
thi contents of the K regijjter, R - K, through the TS multiplexer so that its output can be 
cotnplemented and incremented. The results, K - R, replace the contents of the K register, 
which remains enabled. Pass 3 does not occur. 

NADS K (1234) - This is d two-pass operation. During period BPS, the first pass takes place. 
Thfe first-pass events are itjlentical to the first-pass events of instruction ADS K (1224). 
During period BP6B, the second-pass takes place. The second-pass events, M and O, switch 
th^ contents of the K register, S + K, through the TS multiplexer so that its output can be 
cohiplemented and incremented. The results, -(S+ K), replace the contents of the K register, 
which remains enabled. Pass 3 complements the overflow register. 

N^BS K (1235) - This is a | two-pass operation. During period BPS, the first pass takes place. 
Thjs first-pass events are i(jlentical to the first-pass events of instruction SBS K (122S). 
Dujring period BP6B, the second pass takes place. The second-pass events, M and O, switch 
the contents of the K register, S - K, through the TS multiplexer so that its output can be 
cotnplemented and incremented. The result, K - S, replaces the contents of the K register 
which remains enabled. Pass 3 does not occur. 
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SJ[K JK (1321) - The contents of the J and K registers are added after first complementing 
and incrementing the contents of the K register which is switched through the TS multiplexer 
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registers. Operations L, M, and N are irrelevant. 
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NSJK JK (1331) - This Is a two-pass operaHon. During period BPS, fhe first pass takes 
place. TTie first-pass events are identical to the first pass events of instruction SJK JK 
(1321). During period BP6B, the second pass takes place. The second-pass events L, M, 
and O switch the contents of both the J and K registers, J - K, through the TS multiplexer 
so that its output can be complemented and incremented. The result, -(J - K) = (K - J), 
replaces the contents of both the J and K registers which remain enabled. Pass 3 comple- 
ments the overflow register. This operation is similar to the SJK JK operation because the 
contents of both the J and K registers are switched through the TS multiplexer without 
producing conflicting results. 

4.4.2. 1 .6 Shift/Rotate Subgroup. For this subgroup. Figures 4-37 and 4-38 are the block 
diagrams. Figure 4-39 is the timing diagram. Table 4-35 is the Event Summary, and Table 
4-36 is the list of Fundamental Operations. 

Instructions of this subgroup permit data in either the J or K registers, or both, 
to be shifted or rotated up to 15 times. Shifting is defined as a displacement of data from 
right to left. When a shift is ordered, successive zeros enter from the right (the Jllth or 
Kllth bit) and are displaced one bit at a time toward the left. Data contained in the JOOth 
or KOOth bit is shifted out of either the J or K register and is lost. It takes 12 shifts to 
propagate the zero of the Jl 1th or Kl 1th bit down to the JOOth or KOOth bit. The rotate 
instructions are extensions of the shift instructions with the exception that data in the J and 
K registers is not lost, but simply rotated from right to left. Data can be rotated in only 
the J or K registers or from the K register into the J register, and out of the J register into 
the K register. Thus, instead of being lost, data shifted out of the JOOth or KOOth bit is 
returned to the Jllth or Kllth bit, depending on the instruction. 

The logic for this subgroup has two functions; it controls the application of the 
priming bit to the 1 1th bit of the affected register, and it controls the number of bit shifts 
that must take place. Figure 4-37 is the block diagram for the rotate and shift control and 
Figure 4-38 is the block diagram for the counter and clock control which determines the 
number of bit shifts that occur. 

Rotate/Shift Control - The rotate/shift control (Figure 4-37) determines whether the JOOth 
bit will be used to prime the Jl 1th or the Kl 1th bit. When rotate is ordered, operation code 
OP104 produces signal OP104. When a shift is ordered, operation code OP106 produces 
signal OP106. These operate code signals determine whether the operation is a shift or a 
rotate. Rotate operation codes are identified by a 6 as the 3rd octal digit. The heavy lines 
shown in Figure 4-37 show the bit paths for rotate instruction ROTD JK (1360). The diagram 
clearly shows that the JOOth bit from the J register is used to prime the Kl 1th bit of the K 
register and the KOOth bit of the K register is used to prime the Jl 1th bit of the J register. 
This operation results in data in the J register being rotated out of the JOOth bit into the 
Kllth bit, and data out of the KOOth bit being shifted into the Jllth bit. Hence, data in 
these registers is swapped, end-for-end. Some of the operations ore not required. Thus, for 
example, whenever a shift occurs, none of the logic is exercised, and both the Jllth and 
Kllth bits are unprimed. Because the unprimed condition is a low-level signal, when the 
shifts occur, zeros are loaded into the Jl 1th or Kl 1th bit with each shift. Other bit transfer 
paths can be worked out by referring to the instruction on Figure 4-37, which exercises control, 
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BPS- 



-^i 

6 BP7 delayed by tCNTR' 



BPO 

(11A2) 



OP104, OP106, OP107 
(11A2) 



SCNTR' 
{11A2) 



CPPU* 
(4A3) 



CPPU* delayed by tS4MC* 



CNTR* 
(11A3) 



V 



4^ 



I 

I controlled by preset count 



PU6 — 
(582) 



j lowered by next iCPPU' 



S4MC* 
(4A2) 



raised by 4- SMC after next 
clock pulse 



CPJ*,CPK' 
(9A4) 



1234 5 6 7 890 1 2 34 5 



Figure 4-39. Shift/Rotate Subgroup, Timing Diagram 
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Table 4-35. Shift/Rotate Subgroup, Event Summary 



Mnemonic 
SFTZJ 



Octal 
Code 

1140 



Ref. Period Event 

A BPO CLR-^UP COUNTER 

B BP3 INITIALIZE-*SHIFT (OP104) 

D BP3 INITIALIZE-*COUNTS 

E BP3 PRIME^K FOR SHIFT/ROTATE 

I BP4 LOAD->COUNT 

J BP56 CLOCK-»J REGISTER TO SHIFT 

K BP56 CLOCK-*K REGISTER TO SHIFT 

L BP56 COUNT-SHIFTS 

M PU6 DEFER-4 MC CLOCK 



ROTD J 



1160 A BPO CLR->UP COUNTER 

C BP3 INITIALIZE-^ROTATE (OP106) 

D BP3 INITIALIZE->COUNTS 

E BP3 PRIME->K FOR ROTATE 

G BP3 PRIME-JFOR ROTATETOJ 

I BP4 LOAD-COUNT 

J BP56 CLOCK-J REGISTER TO ROTATE 

K BP56 CLOCK-K REGISTER TO ROTATE 

L BP56 COUNT-ROTATES 

M PU6 DEFER-4MC CLOCK 



SFTZ K 



1240 A BPO CLR-UP COUNTER 

B BPS INITIALIZE-SHIFT (OP104) 

D BPS INITIALIZE-COUNTS 

I BP4 LOAD-COUNT 

J BP56 CLOCK-J REGISTER TO SHIFT 

K BP56 CLOCK-K REGISTER TO SHIFT 

L BP56 COUNT-SHIFTS 

M PU6 DEFER-4MC CLOCK 



ROTD K 



1260 A BPO CLR-UP COUNTER 

C BPS INITIALIZE-ROTATE (OP106) 

D BP3 INITIALIZE-COUNTS 

F BP3 PR IME-J FOR ROTATE 

H BPS PRIME-K FOR ROTATE TO K 

I BP4 LOAD-COUNT 

J BP56 CLOCK-J REGISTER TO ROTATE 

K BP56 CLOCK-K REGISTER TO ROTATE 

L BP56 COUNT-SHIFTS 

M PU6 DEFER-4MC CLOCK 
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Table 4-35. Shift/Rotate Subg roup. Event Summary (Cont'd.) 



Mnamonic 



SFTZ JK 



Octal 
Code 

1340 



ROTD JK, 
EXJK 



1360, 
1374 



Ref. 


Period 


Event 


A 






a 


BP3 


INITIALIZE^SHIFT (OP104) 


D 


BP3 


INITIALIZE^COUNTS 


E 


BP3 


PRIME^K FOR SHIFT 


1 


BP4 


LOAD-*COUNT 


J 


BP56 


clockh^j register to shift 


K 


BP56 


CLOCK->K REGISTER TO SHIFT 


L 


BP56 


CLOCK-*SHIFTS 


M 


PU6 


DEFER-»4MC CLOCK 


A 


BPO 


CLR--UP COUNTER 



C 


BP3 


INITIALIZE-*ROTATE (OP106) 





BP3 


INITIALIZE-COUNTS 


E 


BP3 


PRIME-*K FOR ROTATE 


F 


BP3 


PRIME^J FOR ROTATE 


1 


BP4 


LOAD-COUNT 


J 


BP56 


CLOCK-*J REGISTER TO ROTATE 


K 


BP56 


CLOCK-K REGISTER TO ROTATE 


L 


BP56 


COUNT-SHIFTS 


M 


PU6 


DEFER-4MC CLOCK 



Table 4-36. Shift/Rotate Subgroup, Fundamental Operations 



Ref. 

A. 

(1140) 
(1160) 
(1240) 
(1260) 
(1340) 
(1360) 
(1374) 



Period Simplified Logic 

RPO CLR-UP COUNTER 

BP0!*/11A2-*CLR UP COUNTER (MR) 



Event 



The master reset 
(MR) on the up 
counter Is clocked 
to clear all counts. 



B. 
(1140) 
(1240) 
(1340) 

C. 
(1160) 
(1260) 
(1360) 
(1374) 



BP3 



BP3 



INITIALIZE-SHIFT (OP104) 

4.OP104* + 4OP105*-tOP145- 
4.0P145'/11A2 



INITIALIZE-ROTATE (OP106) 

IOP106* + ;OP107*->tOP167- 
;0P167711A2 



Shifts are Initialized 
by signal OP 104 from 
the operate decoder. 



Rotates are initialized 
by signal OP 106 or 
OP 107 from the 
operate decoder. 
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Table 4-36. Shift/Rotate Subn'-rmr. Fundamental Operations (Cont'd.) 

Raf. Period Simplified Logic Event 



D. 
(1140) 
(1160) 
(1240) 
(1260) 
(1340) 
(1360) 
(1374) 



BP3 INITIALIZE^SHIFT/ROTATE COUNTS 

4.0P145 + ;OP167^tOP4567/11A2 



E. 

(1140) 
(1160) 
(1340) 
(1360) 
(1374) 



BP3 PRIME->K, FOR SHIFT/ROTATE 

{tOP4567) (tlOBB) (tJOOj^lROTKJ' 
tJKK/9B4 = tK11 ON CLK 



F. 
(1260) 
(1360) 
(1374) 



BP3 PRIME^J FOR ROTATE 

(tOP167) (tKOO) (tl04B)->;ROTJK*- 
tJKJ/9B4= 1-J11 ON CLK 



G. BP3 PRIME^J FOR ROTATETO J 

^■'■'SO) (tOP167) (tJOO) (tl04*)-^|ROTJ*^ 

tJKJ/9B4= tJII ON CLK 



H. BP3 PRIME->K FOR ROTATE TO K 

(1260) (tOP167) (tKOO) (tl05*)-+4-ROTK*-* 

tJKK/9B4= tKII ON CLK 



I. 

(1140) 
(1160) 
(1240) 
(1260) 
(1340) 
(1360) 
(1374) 



BP4 LOAD-*COUNT 

(tOP4567) (tBP4)-*;sCNTR*/11A2^ 
ENABLE->COUNTeR (PE) 



J. BP56 
(1140) 
(1160) 
(1240) 
(1260) 
(1340) 
(1360) 



CLOCKS J-R EG ISTER TO SHIFT/ROTATE 

1. (tOP4567) (tCNTR) (tSMC) (tBP56)-> 
4.SHROTV11A3 

2. 4.SHR0T*->-tSH ROT/11 A3 

3. (fSHROT) (tl05B)-+ICPJ*/9A4 = 
CLOCKS J 



If the JOOth bit is set, 
the Kllth bit will be- 
come a 1 when a shift 
or rotate is executed. 



If the KOOth bit is set, 
the J1 1th bit will be- 
come a 1 when a rotate 
is executed. 



Data in J register is 
rotated left when a 
rotate is executed. 



Data in K register is 
rotated left when a 
rotate is executed. 



The number of shifts 
or rotates specified by 
bits 8, 9, 10, and 11 
of the instruction is 
loaded into the up 
counter. 



The J-register is 
shifted until CNTR 
goes low-level. 
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Table 4-36. Shift/Rotate Subgroup, Fundamental OperaHons (Coni-'d.) 

R«f. Period Simplified logic Event 



M. 
(1140) 
(1160) 
(1240) 
(1340) 
(1360) 
(1374) 



BP56 



K. 
(1140) 
(1160) 
(1240) 
(1260) 
(1340) 
(1360) 
(1374) 



L. BP56 
(1140) 
(1160) 
(1240) 
(1260) 
(1340) 
(1360) 
(1374) 



PU6 



CLOCK^K-REGISTER TO SHIFT/ROTATE 

1. (tOP4567) (tCNTR) (tSMC) (tBP56)-^ 
;feHR0T*/11A3 

2. 4-SHR0T*^tSH ROT/11 A3 

3. (tSHROT) (tl04B)-^;CPK*/9A4 = 
C:L0CK-»-K 



COUINT-^NUMBER OF SHIFTS/ROTATE 

1. (tOP4567) (tCINJTR) (t8MC/2) (tBP56)- 
;SHR0T*/11A3 

2. ;SHROT*-*tSHROT-*;SHRTD*-* 
tCLKCNT/1 1A3 = CLOCK-*COUNTER 



DEFER 4 MC CLOCK 

1. (tOP4567) (tPU6) (tCNTR*) (tl4l5)- 
^$4MC*/4A2 

2. 1S4MC* = SETt4MC/DIVIDER 



The K-register is 
shifted until CNTR 
goes low-level. 



When the up counter 
reaches the total count 
CNTR goes, low-level. 



The 4 MC divider is 
inhibited. 



Counter and Clock Control - Figure 4-38 shows the hardware mechanization of the counter 
and clock control. Because time-dependent signals are also made use of in the block dia- 
gram, the timing diagram. Figure 4-39, should be consulted. When shift and rotate instruc- 
tions are being processed, normal time periods (waveform A, Figure 4-39) occur up until 
pulse PU6 is produced (wavefonn G) . When pulse PU6 is produced, and if the shift and 
rotate up counter (3, Figure 4-38) has not detected a total count (waveform F), the 4-mega- 
cycle counter in the 4-megacycle countdown logic (paragraph 4.3.3) is inhibited. Inhibiting 
the 4-MHz countdown logic (waveform H) when a shift or rotate occurs, permits time period 
BP6 to be extended until the number of shift or rotates called for in bits 8 through 1 1 of the 
insitruction have been completed. The clock pulses (waveform I) used to count the shifts or 
rotates are derived from the uninhibited 8-megacycle divider. When the required number 
of shifts has occurred, the 4-megacycle countdown resumes its normal operation and permits 
the basic phase (wavefomis A and E) to be completed. 

Paragraph 4.3.4.7 and 4.3.4.8 should also be reviewed for the operation of the 
up counter and the main accumulators. 

Table 4-15 lists the up-counter preload codes. At the onset of the execution of 
a shift or rotate instruction, the up counter (3, Figure 4-38) is cleared through the clear 
logic (2). Next, at time BP4 the up counter is preset to the shift-rotate count through the 
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load logic (1). Signal OP4567 enables presetting of the up counter; this signal is also ANDed 
with an SMC signal (5) which fixes the frequency of shifts at the rate of 0. 125 microseconds 
per shifted bit and with signal CNTR* which stays at a high logic level as long as the count 
is below its preset value. The output of the AND-gate (5) goes to the clock input (4) of 
the up counter to increment the count. When the count reaches the preset value or the 
maximum count, signal CNTR* is asserted and becomes low level and disables the AND-gate 
(5) and stops the count. It also disables the shift-rotate operation which is carried out at 
an SMC rate as long as all three inputs to the AND-gate stay high level. Bits I04B and 
I05B are the J or K register-select bits. The shift/rotate logic (6 and 7) provides the clock 
pulse for the registers (8 and 9 respectively) to trigger a shift. 

For the particulars of manipulation for bits that have to be saved before they are 
shifted out, see Table 4-36, fundamental operations A through H. Fundamental operation 
G shows the priming for the J register. The logical value of signal JKJ replaces bit 11 of 
the J register. From the logic expression It can be seen that the value of JKJ will follow 
the value of JOO whenever the other two signals are at high logic levels; therefore the 
content of JOO will replace the content of Jl 1 as soon as the bit displacement Is carried out. 
Fundamental operation H is analogous to G but concerns the K register. Fundamental oper- 
ation F provides for the replacement of bit 1 1 of the J register by bit of the K register for 
o 24-bit register configuration and It also provides for the J register shift. Fundamental 
operation E provides for the J "carry" to the K register in the 24-bit register configuration 
and for the shift for the K register. Note that for the shift operation, the corresponding 
instruction register bits hold the expressions to zeros thus denying the actual assertion of the 
JOO or KOO bit. For the rotate operations, the instruction register bits are at high levels and 
enable the JKJ and JKK outputs to follow the JOO or KOO inputs. Fundamental operation 
M serves to provide extra time when the shift-rotate count exceeds 1, the count which just 
exhausted the available time in the machine-cycle. 

For every additional shift/rotate count above 1, one-sixteenth of a machine cycle 
Is required. The required time is gained by delaying the machine cycle In the time-slot 
BP6. The check signal If PU6. If by the time an assertion of PU6 occurs the final count on 
the up counter has not been reached, signal S4MC* is asserted at low logic level (Figure 
4-39, waveform H) with the effect of stopping the 4MC clock signal generation, this results 
In freeing the PL) pulse train. When the up counter reaches the final count, however, signal 
CNTR* is asserted at low logic level (waveform F) and frees the 4MC clock, which again 
continues the generation of the PU pulse train. 

Table 4-24 lists the format for the shift rotate operations and shows a tabulation 
of the Instruction code patterns. Bits 4 and 5 call for one or both of the main accumulators, 
bit 6 is always set, bit 7 augments the shifts operation into a rotate operation when set, and 
bits S through 11 specify the shift-rotate count. 

All processing control for this instruction subgroup is derived from operate decoder 
signals OP104*, OP105* OP106*, and OP107*, which when combined with appropriate bits 
of the shift-rotate subgroup instructions, gives rise to various other control signals. These 
control signals generate the fundamental operations listed In Table 4-36. Table 4-35, the 
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event summary, lists all the operations specified in Table 4-36 which are used in the 
processing of the instructions. The instructions ore described below. 

SFTZ J (1140) - The content of the J register is shifted left by the number of bits specified 
by the shift count in the instruction, bits 8 through 1 1 . Bits shifted out of bit 00 if the J 
register are lost and zeros are shifted into bit Jll, with the number of zeros corresponding * 
to the number of shifts. 

RQTD J (1160) - Contents of the J register are rotated left by the number of bits specified 
by the rotate count in the instruction, bits 8 through 11 . Bits rotated out of the JOOth bit 
are loaded into the Jllth bit so that no data is lost. The rotation displacement corresponds 
to the number of shifts specified. 

SFTZ K (1240) - This instruction is similar to SFTZ J (1140) except that the K register is 
affjected. The content of fhe K register is shifted left by the specified number of counts. 
Bitis shifted out are lost. 

ROTD K (1260) - This insttuction is similar to ROTD J (1160) except that the K register is 
affiected. The contents of the K register are rotated left by the number of bits specified by 
the rotate instruction. Ncp data is lost. 

SFjTZ JK (1340) - The contents of the J register are shifted into the K register. Bits shifted 
out leftward from the KOOiih bit are lost. Thus, the contents of the K register replace the 
coptents of the J register with zeros entering the K register. The number of zeros shifted 
intjo the K register corresponds to the number of shifts specified by the instruction. 

RQTD JK (1360) - The corjtents of both the K and J register are exchanged by the number 
of ishifts specified by the instruction. The JOOth bit is shifted into the Kllth bit and the 
KdOth bit is shifted into the Jllth bit. No data is lost. 

EXjjK (1374) - This instrucition is Identical to ROTD JK (1360) with the exception that the 
nufnber of rotate displacements is exactly 12. Hence, the content of the J register is 
roijated into the K register and the content of the K register is rotated into the J register. 

4.4.2.1.7 Load/Read Subgroup. For this subgroup. Figures 4-40, 4-41 and 4-42 are the 
bl6ck diagrams. Figure 4-43 is the timing diagram. Table 4-37 is the Event Summary, and 
Table 4-38 is the list of Fundamental Operations. 

This subgroup contains three instructions. Altogether there are only 7 fundamental 
operations. However, the individual instructions are described by individual block diagrams. 
Figure 4-40 illustrates the data transactions during the execution of the LSJW (1010) instruc- 
tion. The contents of the switch register enters the utility gates. Then during period BP6B 
thi utility gate data is swiitched through the MX multiplexer and enters the adder. In the 
finlal operation the content of the adder replaces the content of the J register. These events 
cah also be traced from Table 4-37, the Event Summary and from Table 4-38, the list of 
Fundamental Operations. For a list of instruction code patterns see Table 4-24. 
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Figure 4-40. Load/Read Subg roup, L J SW Instruction, Block Diagram 



Table 4-37. Load/Read Subgroup Event Summary 





Octal 








Mnemonic 


Code 


Ref. 


Period 


Event 


LJSW 


1010 


A 


BP56 


SW->UT 






B 


BP6B 


UT->MX 






E 


BP6 


ADDER^J 


LJST 


1011 


C 


BP56 


STATUS ADDRESS 






D 


BP6B 


STATUS^MX 






E 


BP6 


ADDER^J 


RFOV 


1002 


F 


BP7B 


JWOV 






G 


BP7B 


JO^-FLAG 



Figure 4-41 illustrates the basic flow of data when the content of the status 
register (paragraph 4.3.6) replaces the content of the J register when instruction LJST (1011) 
is executed. At the outset the address for the status register is formed. Referring to Table 
4-19, the status register is selected when signals MXSO, MXS1, and MXS2 are all high level. 
However, as can be seen by referring to the logic for MX inultiplexer selection (sheet 9AB1), 
there is no selection logic for the status register because no input is provided that enables 
all three MX multiplexer NOR gates simultaneously. Hence to obtain this condition, status 
register selection (D, Table 4-38) is obtained by enabling K- and S-register logic during 
period BP6. As seen from the logic expression for Fundamental Operation D in Table 4-38, 
the combination of S and K register addressing selects the status register as input to the MX 
multiplexer. The content of the status register, overflow and flag register combined, reaches 
the J register via the MX multiplexer and adder. Because no add or subtract selection is 
made, the data contribution from the TS multiplexer is all zeros. 
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Figure 4-42. Load/Read Subgroup, RFOV Instruction, Block Diagram 
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Figure 4-43. Load/Read Subgroup, Timing Diagram 

Figure 4-41 is the block diagram for the LJST instruction. Data from the flag 
register (1), the overflow register (2), and the interrupt priority register (6) is supplied 
from the central processor to the input of the MX multiplexer (8). Data from the JPS 
register (3), the interrupt memory field register (4) and the memory-field location register 
(5) is supplied from the memory field control logic. When the LJST instruction is processed, 
the K and S register control provides a status register address to the MX multiplexer (8) 
through the MX multiplexer select logic (7). When the status register data is switched 
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Table 4-38. Load/Read Subgroup, Fundamentai Operations 



R«f. Period Simplified Logic 

A. BP56 SW-*UG 
(1010) 1 (j,0P1*) (tl08BHiOP101*->tOP101/11A1 

2. (tOPIOI) (tl4l5*) (tBP56)->;STSW*-* 
tSTSW/6B1 

3. (fSTSW) (-Ml1*)^iLDSW*->tLDFPSW/6B3 

4. (tLDFPSW) (tSW00-SW11H4.U00-U11/14/15/16B2 



Event 



Content of switch 
register enters 
utility gates. 



B. BP6B UG-*MX 
(1010) 1 (tLDFPSW) (tBP6B)-»4.SELU6*^tSELU/8A3 

2. tSELU-*iSLUMX*/8A4 

3. J.SLUMX*-*tiVlSX0/9B1 = UT->MX 



Content of utility 
gates enters MX 
multiplexer. 



4. jSLUMX*-*'rMXEN-*4.MXEN*/9A2 = ENABLE-*MX 



C. BP56 
(1011) 



SEL->STATUS ADDRESS 

1. |:OP101^tOP101/11A1 

2. (tOPIOD (tl4l5* 
tSTSW/6B1 

3. (tSTSW) (tniN)- 



('rBP56)-*;STSW*- 



■;LDST*->tLDST/6B3 



Addressing of status 
register is initialized. 



D. BP6 
(1011) 



STATUS-*MX 

1. (ttLDST) (tBP6)H>4-SLSMX/8B2 

2. ISLSMX^tMSXO, tMSX1/9B2 = S^MX 

3. |SLSMX-*tMXEN-+-|-MXEN*/9A2 = EN-*MX 

4. CtLDST) (tBP6)^iSLKMX/12A4 

5. ISLKMX^tMSXO, tMSX2/9B2 =K^MX 

6. 4.SLKMX-*tMXEM-*lMXEN*/9A2 = ENABLE- 



Content of status 
register enters MX 
miultiplexer. 



■MX 



E. BP6 ADDER^J 

(1010) 1. 4,STSW*-*tPEJ6/9A3 

(1011) 2. (tPEJ6) (tBP6)-*4.PEJ*->tPEJ/9A4 
3. (tPEJ) (tREGCLK)^4.CPJ*/9A4 = 

LOAD->J-REG 



Content of adder 
replaces content of 
Jregister. 



F. BP7B JI^^OV 
(1002) 1 (toP100)(l4l5*){tl08B)->|RIST*-*tRTST/11B1 Content of bit J 1 

2. (tRTST) (tBP7B)->4.PSST*-*tDSST/11B2 rtjplaces content of 

3. (tDSST) (tJ01)-*-l.S0V*/11B3 = overflow register. 
SET^OV (tOV, iOV*/11B4) 



G. BP7B JCH-FLAG 
(1002) 1 (tOP100)(tl4l5*){tl08B)->|RlST^tRTST/11B1 Contentof bit JO 

2. (tRTST) (tBP7B)^-l.PSST*^tDSST/11B2 replaces content of 

3. ^tDSST) (TJ00B)-^iSFLAG*/10B3 = flag register. 
isET^FLAG (tFLAG, ;FLAG*) 
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through the MX multiplexer (8), data is supplied through the adders (9), to the J register. 

Figure 4-42 is the block diagram for instruction RFOV (1002) . This instruction 
is the reverse of the LJST(lOll) previously described; information is transmitted between 
the same units, the status register and the J register, but the data path is reversed. The 
other difference is that no intermediaries are used, the JOO and JOT bits are gated by 
control signals directly to the status register. Note that if the flag and overflov^' registers 
have already been set, they remain set. 

Table 4-24 is the instruction list for the Load/Read Subgroup. 

LJSW (1010) - The content of the switch register, as detemiined by the positions of the front 
panel switches, replaces the content of the J register. 

LJST (101 1) - The contents of the status register replaces the previously cleared content of 
the J register. 

RFOV (1002) - If bit JOO of the J register is a one, it replaces the content of the flag 
register; otherwise, it leaves it unchanged. If bit J01 of the J register is a one, it replaces 
the content of the overflow register; otherwise, it leaves it unchanged. 

4.4.2.2 GROUP 2 OPERATE INSTRUCTIONS. Group 2 operate instructions are charac- 
terized by bit pattern 001 1 In the operate code field of the instruction, bit positions 
through 3. These instructions generally modify or test the content of the main accumulators 
and of the status register. The instructions of this group are microprogrammable; compatible 
bit patterns can be combined within one instruction to save core. If it is desired, for 
example, to detemiine the state of the J register, a 1 in bit 5 of the Instruction addresses It. 
The same applies to bit 4 which addresses the K register. The conditional Instructions all 
work the same way. If the condition tested is true, the program counter is Incremented. 
Otherwise the Instruction is effectively on Idle. 

There are 37 Group 2 operate Instructions in the repertoire of the ND812 computer. 
The instructions are divided into six subgroups (see Table 4-39) and are listed with their 
mnemonic and octal codes and with a shorthand description of their operation. Subgroups 
are formed by taking the common processing characteristics of Instruction bit patterns Into 
consideration. This approach follows the same organization that the operate Instruction 
decode logic follows; it has the advantage of offering an easy survey of the simplified logic 
tables when direct reference to them is helpful in following the instruction execution flow. 
The subgroups are discussed one by one. 

The bit pattern for Group 2 operate instructions Is shown in Table 4-40. In 
addition to- the bit patterns, this table contains all instructions in Group 2 with their bit 
patterns aligned within the instruction format. Note that the various bit positions have 
difference assignments; some address and others control. Bit 9 tests In conditional instructions 
and controls incrementation. 
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Table 4-39. Group 2 Operafe Instructions By Subgroups 







Octal 




Subgroup 


Mnemonic 


Code 


Operation 


REGISTER MODIFY 


CLR J 


1510 


CLEAR-»J 




CLR K 


1610 


CLEAR->K 




CLR JK 


1710 


CLEAR->J,K 




CMP J 


1520 


COMPLEMENT-*J 




CMP K 


, 1 620 


COMPLEMENT^K 




CMP JK 


1720 


COMPLEMENT J,K 




SET J 


1530 


SET J TO IS 




SET K 


1630 


SET K TO IS 




SET JK 


1730 


SET J AND K TO IS 




INC J 


■ 1504 


INCRcMcN r J 




INC K 


1604 


1 M O D tr fl il C MT 

INLncMbN 1 K 




NEG J 


1524 


NtGA 1 t J 




NEG K 


1624 


NEGATE K 


REGISTER SIGN SKIP 


SIP J 


1502 


oKIr Ir J rUol t IVt 




SIP K 


1602 


SKIP IF K POblTIVE 




SIP JK 


1702 


SKIP IF J,K PObIT IVt 




SIN J 


1506 


SKIP IF J NEGATIVE 




SIN K 


1606 


SKIP IF K NEGATIVE 




SIN JK 


1706 


SKIP IF J,K NEGATIVE 


REGISTER ZERO SKIP 


SIZ J 


1505 


SKIP IF J EQUALS ZERO 




SIZ K 


1605 


SKIP IF K EQUALS ZERO 




SIZ JK 


1705 


SKIP IF BOTH J,K EQUAL ZERO 




SNZ J 


1501 


SKIP IF J NOT EQUAL ZERO 




SNZ K 


1601 


SKIP IF K NOT EQUAL ZERO 




SNZ JK 


1701 


SKIP IF J,K NOT EQUAL ZERO 


STATUS MODIFY 


CLR 


1410 


CLEAR FLAG 




CLR 


1450 


CLEAR OVERFLOW 




CMP 


1420 


COMPLEMENT FLAG 




CMPO 


1460 


COMPLEMENT OVERFLOW 




SET 


1430 


SET FLAG 




SETO 


1470 


SET OVERFLOW 


STATUS SKIP 


SIZ 


1405 


SKIP IF FLAG ZERO 




SIZ 


1445 


SKIP IF OVERFLOW ZERO 




SNZ 


1401 


SKIP IF FLAG ONE 




SNZO 


1441 


SKIP IF OVERFLOW ONE 


CYCLE DELAY 


IDLE 


1400 


ONE CYCLE DELAY 



The format consists of four distinct fields. The operate field always contains 
bib 001 1 . The register field addresses one or more of the four registers. Note that a zero 
in ibit 6 implies the flag register in the operation by the presence of other control signals 
that act on the flag register. The modify field allows for three operations; complementing, 
clbaring and setting. For: setting, bits 7 and 8 are at high logic. The increment-skip field 
is the most complex of the four fields. When bit 9 is the only bit set in the field, it stands 
for incrementing. Otherwise it assumes the value shown for the two sets of conditions 
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Table 4-40. Group 2 Operate Instructions, Bit Pattern Formats By Subgroup 



1' J 

1 - Overflow 



100=lncrement 



Octal 




Operation Code 
14xx„ - 17xx„ 



000- Flag 



01 "Clear 
10- Complement 
1 1 'Set 



101 

I 10 

II 1 



Sk ip if s(?lected 

register (state 

of bits 4, 5 & 6) 

^0 (non zero) 

>0 (positive) 

*0 AND >0 (non zero 

and positive) 
--=0 (zero) 
<0 (negative) 
<0 (zero or negative) 



This is the group 2 operate instruction format. 
Bits 4 and 5 select the J and K registers, re- 
spectively. However, if these bits are unset the 
overflow and flag registers are selected according 
to the state of bit 6. Bits 7 and 8 select the reg- 
ister operation and bits 9, 10, and 11 control 
reverse sensing. 



Bit Pattern 



Code 


Mnemonic 


Subgroup 


12 3 4 


5 6 7 


1504 


INC J 


REGISTER MODIFY 


1 1 


1 


1510 


CLR J 




1 1 


1 


1520 


CMP J 




1 1 


1 1 


1524 


NEG J 




1 1 


1 1 


1530 


SET J 




1 1 


1 1 


1604 


INC K 




1 1 1 




1610 


CLR K 




1 1 1 




1620 


CMP K 




1 1 1 


1 


1624 


NEG K 




1 1 1 


1 


1630 


SET K 




1 1 1 


1 


1710 


CLR JK 




1 1 1 




1720 


CMP JK 




1 1 1 


1 1 


1730 


SET JK 




111 


1 1 


1502 


SIP J 


REGISTER 






1506 


SIN J 


SIGN SKIP 






1602 


SIP K 




1 1 1 




1606 


SIN K 




1 1 1 




1702 


SIP JK 




1 1 1 




1706 


SIN JK 




1 1 1 




1501 


SNZ J 


REGISTER 






1505 


SIZ J 


ZERO SKIP 






1601 


SNZ K 




1 1 1 




1605 


SIZ K 




1 1 1 




1701 


SNZ JK 




1 1 1 




1705 


SIZ JK 




11 1 




1410 


CLR 


STATUS 






1420 


CMP 


MODIFY 




1 


1430 


SET 






1 


1450 


CLR 






1 


1460 


CMP 






1 1 


1470 


SETO 






1 1 



10 11 



Table 4-40. Group 2 Operate Instructions, Bit Pattern Foirmats By Subgroup (Cont'd.) 



Octal 
Code 



Mnemonic 



1401 SNZ 

1405 SIZ 

1441 SNZO 

1445 SIZO 



Subgroup 
STATUS SKIP 



Bit Pattern 

0123456789 10 1 



1 1 

1 1 

1 1 

1 1 



1400 



IDLE 



CYCLE DELAY 



1 1 



separated by the dotted lime. In other words, in the strict sense, bits 10 and 11 define the 
condition for the skip. For example, instruction 1405, SIZ (skip if flag = zero) can be 
developed from the instruction format in a hypothetical case when the programmer does not 
have access to an instruction listing. Encoding from the left, it is seen that bits 2 and 3 
are set; therefore, this is on operate 2 instruction. Next, observe that all bits up to bit 9 
are zeros. At first thought it could be an increment instruction but then it is noticed that 
bit 11 is also set. Therefore we are dealing with a skip instruction. The set states of bit 
9 and bit 11 test for the condition: = 0. Returning to the register field, it is noticed that 
all bits of the field are zeiro (bits 4,5 and 6). Therefore, the flag register is indicated. 

Table 4-40 can serve as a basis for microprogramming; it can point out whether 
superimposed operations ate possible and compatible. Note that only the I's are shown 
for clarity. 

The 36 Group 2 operate instructions in the repertoire of the ND812 computer 
are divided into six subgroups (see Table 4-39) and are listed with their mnemonic and octal 
codes and with a shorthand description of their operations. Subgroups were formed on the 
basis of similar processing characteristics of the instructions within the subgroup. 

4.i4.2.2. 1 Register Modify Subgroup. For this subgroup Figure 4-44 is the block diagram. 
Figure 4-45 Is the timing diagram. Table 4-41 is the Event Summary and Table 4-42 is the 
injstructlon listing in terms of fundamental operations. 

All instructions of this subgroup are concerned with operations upon the contents 
of the J and K registers or both. The possible operations are the clear operation, which 
sets all bits of a register to zero; the complement operation, which sets all bits of a register 
tot their complemented value; the set operation, which sets all bits of the register to 1; the 
increment operation, whi<ph adds one to the content of the register; this sum replaces the 
previous content of the register; and the negate operation which loads the register with the 
2'ls complement of the previous content of the register. Operation details can be best 
described by considering Table 4-42, which contains the simplified logic expressions for the 
fundamental operations required for this subgroup. Clearing the J and K register is accom- 
plished by combining decoder output signal OP2 with the I08B instruction code bit and 
signal CLRKJ. When all three signals are high logic level, either the J or the K register is 
cleared, depending on the value of signals I4SKP and I5BSKP, both of which are derivatives 
of' instruction bits 4 and 5> respectively. Switching of the main accumulators through the 
T$ multiplexer Is also done by appropriate logic manipulations with decoder signal OP2 
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Figure 4-44. Register Modify Subgroup, Block Diagram 

and the instruction-bit derivatives. Incrementation is carried out by utilizing fundamental 
operation E (Table 4-42), which supplies a carry to the adder. The incremented quantity 
is then returned via the TS multiplexer and adder to the register from where it was switched 
through the TS multiplexer at the outset of the operation. Fundamental operation F is the 
negation, and is equivalent to a 2"s complement. As seen from the simplified logic expres- 
sions, a carry is propagated through the adder when the TS add-subtract logic is set to 
execute a subtract operation. Fundamental operation G, the I's complement, is characterized 
by the suppression of the carry through the adder in agreement with Ts complement subtrac- 
tion theory. The necessity of disallowing the carry is indicated by the instruction-bit 
pattern for the last three bits of the instruction which are the bit-codes for all Ts complement 
instructions. Fundamental operations H and I are concerned with generating the adder-to- 
register enabling and clocking signals. Note that for all instructions of this subgroup, the 
non-zero quantity supplied to the adder arrives via the TS multiplexer; the MX multiplexer 
contributes all zeros. 

The set operation is a combination of fundamental operations A and G. First, all 
bits of the register content are set to zero; then I's complementing the zeros yields the 
desired result, all Ts. 

All processing control for this instruction subgroup is derived from operate decoder 
signal OP2*, which, when combined with appropriate bits of the register modify subgroup 
Instructions, gives rise to various other control signals. These control signals generate the 
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Figure 4-45i. Register Modify Subgroup, Timing Diagram 

funcJamental operations lifted in Table 4-42. Table 4-41, the Event Summary, lists all the 
opierations specified in Talale 4-42, which are used in the processing of the instructions. 
The instructions are described below,. 

INC J (1504) - The content of the J register is switched through the TS multiplexer to the 
adjd-subtract logic. The data word is switched through the add-subtract logic and is admitted 
inlto the adder. The adder is incremented and its contents loaded into the J register. The 
J i-egister then holds its original value incremented by a count of 1. 

CliR J (1510) - The content of the J register is cleared so that its original content is replaced 
byi oil zeros. Next the content of the J register is switched through the TS multiplexer and 
thje add-subtract logic to the adder. The content of the adder is admitted into the J register 
so that its original value is replaced by all zeros. The two operations subsequent to the 
first clearing operation are not necessary, but they are important during other loop operations 
that occur when instructions of this subgroup are processed. Hence, the two operations that 
oqcur during BP7 are irrelevant during this instruction. 



Table 4-41, Register Modify Subgroup, Event Summary 

Octal 

Mnemonic Code Ref. Period Event 

INC J 1504 C BP7 J->TS->±LOGIC 

E BP67 TS+1 LADDER 

H BP7 ADDER-^J 

CLRJ 1510 A PU6 CLR-^J (J=0000) 

C BP7 J-i-TS-^-l LOGIC. 

H BP7 ADDER-J (J=0000) 

CMP J 1520 C BP7 J->-TS->+ LOGIC 

G BP67 COMPL-TS-*±LOGIC 

H BP7 ADDER^J 

NEGJ 1524 C BP7 J-»TS->±LOGIC 

F BP67 2s COMPL->TS-*±LOGIC 

G BP67 1sC0MPL'*TS-'-±L0GIC 

H BP7 ADDER-^J 

SETJ 1530 A PU6 CLR->-J (J=0000) 

C BP7 J-+TS-*±LOGIC 

G BP67 COMPL^TS^±LOGIC 

H BP7 ADDER-*J (J=7777) 

INCK 1604 D BP6B K^TS->±LOGIC 

E BP67 TS+1-*ADDER 

I BP6 ADDER^K 

CLR K 1610 B PU6 CLR^K (K=0000) 

D BP6B K-»-TS^±LOGIC 

I BP6 ADDER->K (K=0G00) 

CMPK 1620 D BP6 K-*TS^+ LOGIC 

G BP67 COMPL-*TS-*±LOGIC 

I BP6 ADDER^K 

NEG K 1624 D BP6 K-*TS-^±LOGIC 

F BP67 2s COMPL^TS^tLOGIC 

G BP67 1sC0MPL-*TS-*±L.0GIC 

I BP6 ADDER-*K 

SETK 1630 



CLRJK 1710 



B 


PU6 


CLR->K (K=0000) 


D 


BP6B 


K^TS-*± LOGIC 


G 


BP67 


COMPL^TS-^tLOGIC 


1 


BP6 


ADDER-*K (K=7777) 


A 


PU6 


CLR-^J (J=0000) 


B 


PU6 


CLR^K |K=0000) 


C 


BP7 


J~*TS^±LOGIC 


D 


BP6B 


K->TS-»-± LOGIC 


H 


BP7 


ADDER->J (J=0000) 


1 


BP6 


ADDER -K {K=0000) 
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Table 4-41 . Register Modify Subgroup, Event Summary (Cont'd.) 

Octal 



Mnemonic 


Codu 


Hef . 


Period 


Event 


CMP JK 


1720 


c 


BP/ 


J -rS -iLOGIC 






D 


BPGB 


K 'TS -' LOGIC 






G 


BPG7 


Is COMPL -TS -ILOGIC 






H 


bp; 


ADDER -J 






! 


BPB 


ADDER -K 


SET JK 


:1730 


A 


PUG 


CLR -J (J- 0000) 






B 


PU6 


CLR -K (K-COOO) 






C 


BP/ 


J -TS -ILOGIC 






D 


BP6B 


K -TS i LOGIC 






G 


BP67 


Is COMPL -TS -.+ LOGIC 






H 


BP7 


ADDER -J (J=7777' 






1 


BP6 


ADDER >K (K-7 777! 



Table 4-42, Register Modify Subgroup, Fundamental Operations 



Ref. 



Period 



Simpliiied Logic 



F.vnnt 



A. 
(1510) 
(1530) 
(1710) 
(1730) 



PU6 CLEAR -J 

1. (t4MCD) (tPU6) MCLRKJ" -ICLRKJ/4A3 

2. (10P2) (tlOSB) (tCLRKJ):-IOP2CL*- 
;0P2CL-9B2 

3. (t0P2CL) (II5BSKP) •iMRJ'/9B2 



B. PUS 
(1610) 
(1630) 
(1710) 
(1730) 



f.LEAR -K 

1. (UMCDl llPUfi) -ICLRKJ" -ICLRKJ/IAJ 
?. uOP2l (riOBBI CCLRKJ) •!0P2CL' - 

r0P2CL'9B2 
3. (I0P2CLI U'lSKP) -iMRK'/9B2 



Clear contents of J- 
register to zero. 



Clfiai content of K- 
register to zero. 



C. BP7 
(1504) 
(1510) 
(1520) 
(1524) 
(1530) 
(1710) 
(1720) 
(1730) 



J--TS--tL0GIC 

1. iOP2" -r0P2'7A3 

2. (tOP2) lllSBSKPl ■10P2J* -rOP2J/7A3 

3. (tOP2J) (IBPH 'iSLJTS*/12B3- 
: ITSSO, tTSS1'13B4 



Contents of J-register 
enters TS multiplexer. 



D. BP6B 
(1604) 
(1610) 
(1620) 
(1624) 
(1630) 
(1/10) 
(1720) 
(1730) 



K -TS LOGIC 

II. i:0P2) (;i4skP)--iOP2K*/7A3, 
: 10P2K" •IKTS6/12A4 
3. (tKTSei CRPGB) -ISLKTS* 1?A4 
i. jSl K7S' -tTSSI ■1384 



Contents of K-register 
enters TS multiplexer. 



4-144 



Table 4-42. Register Modify Subgroup, Fundamental OperoHons (Cont'd.) 



Raf. 



Period 



Simplified Loytc 



Event 



E. BPG7 TS+1 ADDER 

<1504) 1 jQp2« .iOP2R 7A2 

(1604) 2. ('0P2B) (tl07') (tBP67l -ITSADDVISBI 

lINC* 'tlNC'12B4 
3, (tllMC) (tBP67) -jCIN?* •TCIN/12A2 



The contents of the 
TS muitiolsxer is 
inciennented. 



F. BP67 
(1524) 
(1624) 



2sC0MPL -IS LOGIC 

1. |OP2* 'tOP2B/7A2 

2. (•fOP2B) (tBPB7) (tl07B) -ITSSUBViaea 

3. ITSSUB* ■ITSSUB/13B4 

4. (tOP2) (fl09B) (fllO*) (tnr)- 
llNC''12fk'i -1 INC/12B4 

5. (UNO (fBPfi7) -ICIN?' •fCIM/12A2 



The TS multiplexer 
contributes the 2's 
complement to the 
adder . 



G. BP67 
(1520) 
(1524) 
(1530) 
(1620) 
(1624) 
(1630) 
(1720) 
(1730) 



Is COMPL -TS--U..OGIC 

1. (!0P2B) (tRPB7) (tl07B)- -iTSSUB'/ISBS 

2. iTSSUB" -?TSSUB/13B4 

3. 10P2* *tr,IN2'/12A2 

4. (1CIN2'! (fCINT) (tCIN3") '1CIN/12B2 



The TS multiplexer 
contributes the 1's 
complement to the 
adder. 



H. BP7 
(1504) 
(1510) 
(1520) 
(1524) 
(1530) 
(1710) 
(1720) 
(1730) 



ADDER-J 

1. 10P2* •IOP2/7A3 

2. (10P2) (' lbBSKP)--lOP2J" -rOP2J/7A3 

3. (iOP2J) (BP7) -IPEJ' •tP(iJ/9A4 

4. (tPEJ) CREGCLK) -iCPJ'/nA4 



Content of adder re- 
places content of J- 
register. 



I. BP6 ADDER -K 

(1604) ^ 10P2" •tOP2/7A3 Content of adder re- 

(1610) 2 (tOP2) (TI4SKP) •10P2KV7A3 places content of K- 

(1620) 3 10P2K" -TPEK6/9B3 register. 

(1624) 4 (tPEK6) (1BP6) -IPEK" •tPEK/9A4 

<1630) 5 (tPEK) (tREGCLK) -iCPK*/9A4 



(1710) 
(1720) 
(1730) 

CMP J (1520) - The content of the J register is switched through the TS multiplexer to the 
add-subtroct logic, and from the add-subtract logic, to the adder. The complement of the 
data word is switched through the add-subtract logic so that the adder receives the I's 
complement of the original content of the J register. The content of the adder is admitted 
into the J register. Thus, the J register contains the complement of its original data word. 
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NEG J (1524) - The content of the J register is switched through the TS multiplexer to the 
add-subtract logic. Next, the complement of the original J register data word is admitted 
into the adder and the adder is incremented by a count of 1 to obtain the 2's complement of 
the original J register datia word. Next, the content of the odder is admitted into the J 
register so that it contains the 2's complement of its original value, or -J. Although the 
Tis complement operation is also performed when this instruction is processed, this operation 
has no relevance because the I's complement data path Is the same as the 2's complement 
data path, except that for I's complementing, the adder is not incremented. 

SET J (1530) - The content of the J register is cleared to all zeros. Next, the content of 
the J register is switched through the TS multiplexer to the add-subtract logic and through the 
add-subtract logic to the adder. The complement of the J-register data word is switched throug 
the add-subtract logic so that the adder holds all Ts (the complement of all zeros). Next the 
content of the adder is admitted into the J register so that the J register contains all I's. 

INC K (1604) - This operation is similar to instruction INCJ (1504) with the exception that 
the content of the K register is switched through the TS multiplexer, and the result replaces 
the content of the K register. 

CLR K (1610) - This operation is similar to instruction CLR J (1510) with the exception that 
the content of the adder replaces the content of the K register. 

CMP K (1620) - This operation is similar to instruction CMP J (1520) with the exception 
that the content of the K register is switched through the TS multiplexer, and the content 
of the adder replaces the content of the K register. 

NIEG K (1624) - This operation is similar to instruction NEG J (1524) with the exception 
that the content of the K register is switched through the TS multiplexer and the content of 
the adder is admitted into the K register. 

SET K (1630) - This instruction is similar to instruction SET J (1530) with the exception that 
thie K register Is cleared and the content of the adder Is admitted into the K register. 

CLR JK (1710) - This operation combines both the CLR J and the CLR K Instructions. Both 
th|e J and K registers are cleared during period PU6, and the content of the adder Is admitted 
to the K register during period BP6 and into the J register during period BP7. 

CMP JK (1720) - This operation combines both the CMP J and the CMP K instructions. The 
content of the K register is switched through the TS multiplexer during period BP6 and the 
content of the adder Is adimitted to the K register. During period BP7, the content of the 
J register is switched through the TS multiplexer and the content of the adder is admitted 
into the J register. 

SET JK (1730) - This operation combines both the SET J and SET K instructions. The content 
of the K and J registers I^ cleared during period PU6 and the content of the adder Is admitted 
into the K register during period BP6 and into the J register during period BP7. 
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4.4.2.2.2 Register Sign/Skip Subgroup. For this subgroup Figure 4-46 is the block diagram. 
Figure 4-47 is the timing diagram. Table 4-43 is the Event Summary, and Table 4-44 is the 
list of Fundamental Operations. 

Instructions of this subgroup are structured as follows; when a given condition 
associated with the particular instruction is met, the porgram counter is advanced by a 
count of one. This incrementation of the program counter is additional to the nonnai 
advancing of the program counter during the basic phase. If the condition is not met, the 
program counter remains unchanged. All skip conditions are related in this subgroup to the 
assign bit of the J or K register or of both. The content of the reigster is considered positive 
only if the necessary and sufficient condition bit 0=0 (JOO or KOO) is met. Otherwise, the 
content is negative. 

For all instructions in the subgroup, fundamental operations G and H are common. 
The simplified logic expressions reflect the values of the variables for the case when the 
given condition is met. Fundamental operations A, B and C are carried out, with the given 
results, when the J or K registers, or both contain a positive value; fundamental operations 
D, E, and F correspond to the negative register values. Fundamental operation H is carried 
out only when the specified condition for the particular instruction is met. If so, a carry to 
the adder is propagated through the adder and added to the content of the program counter 
which is also selected as input to the adder. 

Finally, the incremented value replaces the previous content of the program 

counter. 

The control signals initiating the fundamental operations are attained through 
combinations of the instruction decoder signal OP2 with instruction code derivatives (I4SKP, 
I5BSKP) and by examination of the sign determining bits of the J or K registers. Table 4-43 
contains the list of Instructions in the register sign-skip subgroup. The instructions are 
described below. 

SIP K (1502) - The content of the program counter is transferred to the MX multiplexer. 
Bit of the J register is examined. If the bit Is a zero, a carry Is propagated through the 
adder. The result replaces the previous content of the program counter. Otherwise the 
content of the program counter is unchanged. 

SIP K (1602) - This Instruction is the same as the above except that the K register content 
is examined for the sign. 

SIP JK (1702) - This instruction is the combination of the above two instructions; the 
program counter is incremented only if both register contents are positive. 

SIN J (1506) - The content of the program counter is transferred to the MX multiplexer. 
Bit of the J register is examined. If bit is a one, a carry is propagated through the adder. 
The result replaces the previous content of the program counter. If the test condition is 
not met, the content of the program counter is returned unchanged. 
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Figure 4-46. Register Sign/Skip Subgroup, Block Diagram 
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Figure 4-47. Register Sign/Skip Subgroup, Timing Diagram 
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Table 4-43. Register Sign/Skip Subgroup, Event Summary 



Mnsmonic 



Octal 
Coda 



Ref. 



Period 



Event 



SIP J 



1502 



A 
C 
G 
H 
I 



All J-POS? 

BP3 REG-POS? 

BP5B PC^MX-'ADDER 

BPS ADDER-*+1 

BP5B ADDER->PC 



SIP K 



1602 



B 
C 
G 
H 
t 



All K^POS? 

BP3 REG-^POS? 

BP56 PC^MXMDDER 

BP5 ADDER^+1 

BP5B ADDER-*PC 



SIP JK 



1702 A All J-*POS? 

B All K-»POS? 

C BP3 REG-*POS? 

G BP56 PC->MX-»ADDER 

H BP5 ADDER->+1 

I BP5B ADDER-*PC 



SIN J 



1506 



D 
F 
G 
H 
I 



BPS J^NEG? 

BP3 REG-*NEG? 

BP56 PC-MX-^ADDER 

BP5 ADDER^+1 

BP5B ADDER-PC 



SIN K 



1606 



E. 
F 
G 
H 
I 



BP3 K-^NEG? 

BP3 REG-NEG? 

BP56 PC-MX-ADDER 

BP5 ADDER-+1 

BP5B ADDER-*PC 



SIN JK 



1706 



D 
E 
F 
G 
H 



BP3 J-NEG? 

BPS K-NEG? 

BPS REG-NEG? 

BP56 PC->MX -ADDER 

BPS ADDER-M 

BP56 ADDER -PC 



Table 4-44. Register Sign/Skip Subgroup, Fundamental Operations 

Ref. Period Simplified Logic Event 

A. All J-*POS? 

'^^"^^^ 1. iJ0O-tJ00*-^IJ00B/10A2 The content of the J- 

2. JJOOB, tSKJ0*-TSKJPOS*/10A3 registpr Is positive. 

(1602) 
(1606) 
(1702) 
(1706) 
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Table 4-44. Regisf-er Sign/Skip Subgroup, Fundamental Operations (Cont'd.) 



R«f. 



Period 



Simplified Logic 



Event 



B. 
(1502) 
(1506) 
(1602) 
(1606) 
(1702) 
(1706) 



All K-*POS? 

1. IKO0-tK00*-'IK0OB/10A2 

2. 4.KOOB^tSKKO*-^tSKPPOS*/10A3 



The content of the K- 
register is positive. 



C. BP3 
(1502) 
(1602) 
(1702) 



J+K REG-^POS? 

1. il4SKP-*tSKKO/10A3 

2. 4.l5BSKP-^tSKJO/10A3 

3. 1104* + 4105* + il06*^tCKFL*/10A2 

4. (tCKFL*) (tIlOB) (tl09*)-^lFLPOS*-' 
tFLPOS/10A3 

5. (tSKJO) (tSKKO) (tFLPOS)-* 
|SKPOS*/10A3 

6. iSKPOS*-tSKPOS/10A3 

7. (tSKPOS) (tl11*)->;OPSKP*-*tOP2SKP/10A4 



The content of the 
tested register is 
positive. 



D. BP3 
(1502) 
(1506) 
(1602) 
(1606) 
(1702) 
(1706) 



J^NEG? 

1. tJ0O-^;jOO*^tJO0B/10A2 

2. (tJOOB) (tl5BSKP)^J.SKJ0*^tSKJ0/10B3 



The content of the J- 
register is negative. 



E. 
(1502) 
(1506) 
(1602) 
(1606) 
(1702) 
(1706) 



BP3 K-*NEG? 

1. tK0O-*iK00*-tK0OB/1OA2 

2. (tKOOB) (tl4SKP)^ISKK0*-'tSKK0/10B3 



The content of the K- 
register is negative. 



F. BP3 
(1506) 
(1606) 
(1706) 



J+K REG-*NEG? 

1. 4l4SKP-tSKK0/10B3 

2. J.I5BSKP^tSKJ0/10B3 

3. 1104* + 4105* + 4IQ6*-tCKFL*/10A2 

4. (tCKFL*) (tIlOB) (tl09B)-+ISKNEG*-* 
tSKNEG/10B3 

5. (tSKJO) (TSKKO) (tSKNEG)-*|.OPSKP*-* 
tOP2SKP/10A4 



The content of the 
tested register is 
negative. 
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Table 4-44. Register Slgn/Sklp Subgroup, Fundamental Operations (Cont'd.) 



Ref. 



Period 



Simplified Logic 



Event 



G. BP5B 
(1502) 
(1506) 
(1602) 
(1606) 
(1702) 
(1706) 



PC-*MX-* ADDER 

1. (tOP2) (tBP5B)-*iSLPMX*/8B4 



2. 4.SLPIVIX* 

3. ISLPMX' 



>tMXS1/9B2 
^tlVIXEN->iMXEN*/9A2 



The contents of the 
program counter is in- 
put to the MX 
multiplexer. 



H. BP5 
(1502) 
(1506) 
(1602) 
(1606) 
(1702) 
(1706) 



+1-^ADDER 

1. ;OP2*^tOP2B/7A2 

2, (tOP2SKP) (BP5) (tOP2)->jCIN3* 
tCIISJ/12A2 = +1->ADDER 



The content of the adder 
is incremented. 



I. BP5B 
(1502) 
(1506) 
(1602) 
(1606) 
(1702) 
(1706) 



ADDER-^PC 

1. (tOP2) (tBP5B)->J-BP205*^t!\/IPEP- 
4.PEP79B3 = ENABLE^PC 

2. iPEP*^tPEP/9B1 

3. (tPEP) (tREGCLK)-*iCPP*/9B2 = 
LOAD->PC 



The program counter 
is incremented. 



SIN K (1606) - This instruction is analogous to instruction SIP K (1602) except that the 
register is examined for the negative condition. 

SIN JK (1706) - This instruction is analogous to instruction SIP JK (1702) except that both 
the J and K registers are examined for the negative condition. 

4.4.2.2.3 Register Zero/Skip Subgroup. For this subgroup Figure 4-48 is the block diagram. 
Figure 4-49 is the timing diagram. Table 4-45 is the Event Summary, Table 4-46 is the list 
of Fundamental Operations. Instructions of this subgroup are structured similarly to the 
register sign/skip subgroup. When a given condition associated with the particular instruc- 
tion is met, the program counter is advanced by a count of one. This incrementation is 
additional to the normal advancing of the program counter during the basic phase. If the 
condition is not met the program counter remains unchanged. Three Instructions within this 
subgroup result in a skip if the content of the given register is zero; the other three provide 
skip when the content of the given register is non-zero. For all instructions in the sub- 
group fundamental operations G, H, and I are common. The simplified logic expressions 
reflect the values of the logic variables for the case when the given condition is met. 
Fundamental operations C, D, and F are carried out, with the shown results, when the J 
or K or both registers contain zero; fundamental operations A, B, and E correspond to non- 
zero register content(s). Fundamental operation H is carried out only when the specified 
condition for the particular instruction is met. If so, a carry to the adder is generated and 
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Figure 4-48. Register Zero/Skip Subgroup, Block Diagram 
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Figure 4-49. Register Zero/Skip Subgroup, Timing Diagram 
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Table 4-45. Register Zero/Skip Subgroup, Event Summary 



Mnemonic 
SNZ J 



Octal 
Code 

1501 



SNZ K 



1601 



SNZ JK 



1701 



SIZJ 



1505 



Ref. 

A 
E 
G 
H 



B 
E 
G 
H 
I 

A 
B 
E 
G 
H 
I 

C 
F 
G 
H 



Period Event 

All J ^07 

BP3 REG 9^0? 

BP5B PC-*MX^-ADDER 

BPS ADDER^+1 

BP5B ADDER-*PC 

All Kt^O? 

BP3 REG =7^0? 

BP5B PC-*MX-*ADDER 

BPS ADDER-M-1 

BP5B ADDER-^PC 

All J 9^0? 

All K=?*=0? 

BP3 REG 7^0? 

BP5B PC->MX-»ADDER 

BP5 ADDER^+1 

BP56 ADDER-*PC 

BPS J = 0? 

BP5 REG = 0? 

BP5B PC-*MX^ADDER 

BPS ADDER^I 

BP5B ADDER^^C 



SIZ K 



SIZ JK 



1605 C BP3 J = 0? 

D BP3 K = 0? 

F BP5 REG = 0? 

G BP5B PC^MX^ADDER 

H BPS ADDER^I 

I BP5B ADDER^PC 

1705 C BP3 J = 0? 

D BP3 K = 0? 

F BPS REG = 0? 

G BP5B PC^^MX^ADDER 

H BP5 ADDER^I 

I BP5B ADDER^PC 



added to the content of the program counter which is also selected as input to the adder via 
the MX multiplexer. Finally, the incremented value replaces the previous content of the 
program counter. 

The control signals initiating the fundamental operations are attained by comb- 
inations of the decoder signal OP2 with instruction code derivatives (I4SKP, I5BSKP) and 
by examination of all bits of the J or K registers. Table 4-45 contains the list of instructions 
in the register sign/skip subgroup. 
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Table 4-46. Register Zero/Skip Subgroup, Fundamental Operations 

Ref. Period Simplified Logic Event 



A. 
(1501) 
0701) 



All 



S'¥= 0? 
1, tJOO + 



31 
A, 



+ tJ07-*tJZ007*-> 
IJZ007/10A2 

tJ08+ . . . + tJ11-*tJZ8ir^ 
4.JZ811/10E52 

WZ007 + 4..JZ811-^tJZ15*/10A2 
tJZ15*^ISKJZ/10A4 



The content of the J- 
register is not zero. 



B. All 
(1601) 
(1701) 



Ki=i^O? 

tKOO+ . . . + tK07-*tKZ007*-*4.KZ007/10A2 
Z tK08 + . .. + tK11-^1-KZ811*-*lKZ81 1/1082 
31 |KZ007 + IKZ811^tKZ14*/10A2 
4i (tKZ14*) (tl4SKP)^|SKKZ/10A4 



The content of the K- 
register is not zero. 



C. BP3 
(1505) 
(1705) 



D. BP3 
(1605) 
(1705) 



E. BP3 
(1501) 
(1601) 
(1701) 



J = 0? 

1. (WOO) . . . (;jo7)-^;jzoo7*-* 

1-JZ007/10A2 
21 (IJ08) . . . (|J11)->iJZ811*/10B1-^tJZ811/10B2 
3. (tJZ007) (tJZ811) (tl5BSKP)^IJZ15*/10A2 
41. tJZ15*^tSKJZ/10A4 



The contents of the J- 
register is zero. 



K = 0? 

n (IKOO) . . . (4-K07)^4.KZ007*->tKZ007/10A2 

2. (IK08) . . . {-K11)-*4.KZ811*-*tKZ811/10B2 

3. (tKZ007) (tKZ811) (tl4SKP)-^iKZ14*/10A2 
4L 4.KZ14*^tSKKZ/10A4 

REG^feO? 

1:. |l4SKP^tKZ14*/10A2 

2L il5BSKP->tJZ15*/10A2 

31 4.l06B->tOZ16*/10A2 

4i 4-104* + UOS* + ;i06*->-tCKFL*/10A2 

5. (tCKFL*) (tl09*) (TI11B)^4FLNZ*-* 

tFLNZ/10A3 
6L (tOZIB*) (tKZ14*) (tJZ15*) (tFLNZ)-> 

|SKNZ*-*tSKNZ/10A3 
71 (tSKNZ) (tl10*)^iOPSKP*^tOP2SKP/10A4 



The content of the K- 
register is zero. 



The content of the 
tested register is 
not zero. 



F. BP5 
(1505) 
(1605) 
(1705) 



REG = 0? 

U iJZ15*^-tSKJZ/10A4 
2L ;KZ14*->tSKKZ/10A4 
3i 1104* + il05* + 4l06*-^tCKFL/10A2 
41 (tl09B) (tlllB) (tCKFL*)->4SZ911*^ 
tSZ911/10A4 

5, 4'l06B-*tSKOZ/10A4 

6, (tSKJZ) (tSZ911) (tSKKZ) (tSKOZ)^ 
;SKZ*/10A4 

7, 4SKZ*-^tOP2SKP/10A4 

8i (jOP2SKP) (tBP5) (tOP2)^4CIN3*-^tCIN/12A2 



The content of the 
tested register is zero. 
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Table 4-46. Register Zero/Skip Subgroup, Fundamental Operations (Cont'd.) 

Ref. Period Simplified Logic Event 



G. BP5B 
(1501) 
(1505) 
(1601) 
(1605) 
(1701) 
(1705) 



PC^MX^ADDER 

1. (tOP2) (tBP5B)-*ISLPMX*/8B4 



2. ISLPMX* 

3. ISLPMX' 



>tMXSI/9B2 
'■tMXEN-*-l-MXEN*/9A2 



The contents of the 
program counter is 
input to the MX 
multiplexer. 



H. BP5 
(1501) 
(1505) 
(1601) 
(1605) 
(1701) 
(1705) 

I. BP5B 
(1501) 
(1505) 
(1601) 
(1605) 
(1701) 
(1705) 



ADDER->+1 

1. (IOP2*/7A2->tOP2B/7A2 

2. (tOP2SKP/10A4) (tBP5/5A3) {tOP2/7A3)- 
;CIN3*/12A2-»-tCIN/12A2/16A3 



ADDER^PC 

1. (tOP2/7A3) (tBP5B/9B2)-*4.BP205' 
tMPEP/9B3->|PEP*/9B3 

2. ;PEP*/9B3-*tPEP/9B1 

3. (tPEP/gBI) (tREGCLK/4A4)-> 
4.CPP*/9B2/1 4B3/1 5B3/1 6B3 



The content of the 
adder is incremented. 



Content of adder re- 
places content of 
program counter. 



SNZ J (1501) - The content of the progrann counter is transferred to the MX multiplexer. 
The content of the J register is examined. If it is zero, a carry is propagated through the 
adder. The result replaces the previous content of the program counter. If the condition 
is not met the content of the program counter is unchanged. 

SNZ K (1601) - This instruction is the same as Instruction SNZ J, except that the K register 
is examined for zero content. 

SNZ JK (1701) - This instruction Is the combination of Instructions SNZ J and SNZ K; the 
counter is incremented only If both registers have zero value. 

SIZ J (1505) - The content of the program counter Is transferred to the MX multiplexer. 
The content of the J register is examined. If it is non-zero, a carry Is sent to the adder. 
The result replaces the previous content of the program counter. If the condition is not met 
the content of the program counter is returned unchanged. 

SIZ K (1605) - This instruction is analogous to instruction SNZ K (1601) except that the 
K register Is examined for the non-zero condition. 

SIZ JK (1705) - This Instruction Is analogous to instruction SNZ JK (1701) except that both 
the J and K registers are examined for the non-zero condition. 
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4.i4.2.2.4 Status Modifyj Subgroup. For this subgroup Figure 4-50 is the block diagram. 
Figure 4-51 is the timing idiagram, Table 4-47 is the Event Summary, and Table 4-48 is the 
liit of Fundamental Operdtions. 

Instructions in this subgroup are concerned with operations upon the contents of 
thie overflow and flag registers. Possible operations are the clear, which sets the content 
of! either register to zero;;the complement, which sets either register to its complement 
value; and the set, whlcfi replaces the value of either register by a one. Operational 
details are described by cjonsiderlng Table 4-48, which contains the logic expressions for 
the fundamental operatioris required for this subgroup of instructions. Clearing the registers 
is accomplished by genercfting signal OP2 from the operate decoder. The high logic level 
OP2CL signal, when comjained with instruction code-bit 106, sets the overflow register to 
zero. Complementing is Accomplished in a similar fashion, but setting a register is done in 
two operations. First a tjear, and then complementing results in yielding a one output 
for either register. 

Table 4-47 contains the list of instructions for the status modify subgroup. 

CLR (1410) - This instructjion replaces the content of the flag register by a zero. 

CLR O (1450) - This instruction replaces the content of the overflow register by a one. 

CMP (1420) - This instrucjtion replaces the content of the flag register by its complement 
value. 

CMP O (1460) - This instruction replaces the content of the overflow register by its 
ccimplement value. 

SE;T (1430) - This instruction replaces the content of the flag register by a zero, then comp- 
lements it with the result bf the flag register containing a one. 

SE;T O (1470) - This instruction replaces the content of the overflow register by a zero, then 
complements it with the result of the overflow register containing a one. 



Fi 
th 



4.14.2.2.5 Status Skip Subgroup. For this subgroup Figure 4-52 is the block diagram, 
gure 4-53 is the timing diagram. Table 4-49 is the Event Summary, and Table 4-50 is 
e list of Fundamental Operations. Instructions in this group are structured similarly to the 
register sign/skip and thejreglster zero/skip subgroups with the exception that for these 
instructions the main accumulators are not affected, but the overflow and flag registers, or 
when combined, the statujs register content constitutes the object of the test. When the 
gih'en condition associated with the particular instruction Is met, the program counter is 
advanced by a count of one. This incrementation is additional to the normal advancing of 
thje program counter as recfjuired by the basic phase. If the specified condition is not met 
th[e program counter remains unchanged. There are four instructions in this subgroup, the 
two registers are not tested in combination, only one or the other register is tested for its 
content. For all instructions of this subgroup fundamental operations E and G are required. 
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Figure 4-50. Status Modify Subgroup, Block Diagram 



A. BPS 



B IB5,IB6,I»8,0P2 
(7 A3) 



CPOV*,CKFLG* 
(12B4) (1083) 



ROV.RFLAG* 
(1IB4) (10B3) 



Figure 4-51. Status Modify Subgroup, Timing Diagram 
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lable 4-4/ . 


braTus 


Modify Subgroup, 


Event Summar)' 




; Octal 








Mnemonic 


Code 


Ref. 


Period 


Event 


CLR 


1410 


B 


BP3 


CLEAR->FLAG 


CLRO 


1450 


A 


BP3 


CLEAR^V 


CMP 


1420 


D 


BP6 


COMP-»-FLAG 


CMPO 


1460 


C 


BP6 


COMPh^OV 


SET 


1430 


B 


BP3 


CLEAR^FLAG 






D 


BP6 


COMP-*FLAG 


SETO 


1470 


A 


BPS 


CLEAR-K3V 






D 


BP6 


COMP->OV 



Table 4-4n. 

Ref. Period 

A. BP3 
(1450) 
(1470) 



Stclitus Modify Subgroup, Fundamental Operations 



B. BPS 
(1410) 
(1430) 



C. BP6 
(1460) 
(1470) 



D. BP6 
(1420) 
(1430) 



Simplified Logic 

CL6AR-+0V 

1. <tOP2) (tlOSB) (tCLRKJ)-*iOP2CL*-* 
tOP2CL/9B2 

2. |tOP2CL) (tl06B)-*iCLOV*-^tROV-^ 
4ROV*/11B4 

3. 4.R0V* = CLEAR-i-OV (4-OV, tOV*/1 1B4) 

CLEAR-FLAG 

1. «tOP2) (tlOSB) (tCLRKj)->4.0P2CL*-+ 
IOP2CL/9B2 

2. (|tl04*) (tl05*) (tl06*)-» 
iCKFL*/10A2 

3. |CKFL*-*tCKFL/10B3 

4. (itOP2CL) (tCKFL)->;RFLAG*/10B3 

5. IRFLAG* = CLEAR-FLAG 
(ilFLAG, tFLAGVl0B4) 



CMPL-OV 

1. (tOP2) (tBP6) (tl06B) (tl07B)- 
ICPL0V*/11B3 

2. ICPL0V*->tCP0V/11B4 = TOGGLE ENABLE register 

3. (tCPOV) (tREGCLK)-iCK0V/11B4 = 
GOMPL-OV 



Event 



Sets content of over- 
flow register to zero. 



Sets content of flag 
register to zero. 



Oannplements the con- 
tent of the overflow 



CM PL-FLAG 

1. (1-104*) (tl05) (-M06)-|CKFLV10A2- 
fCKFL/10B2 

2. (tCKFL) (tBP6)->;CKFLG*/10B3 

3. (i'0P2) (tPULSKP) (tl07B) = 
TOGGLE ENABLE 

4. ICKFLG*/10B3= CMPL-FLAG 



Complement the con- 
tent of the flag 
register. 
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The simplified logic expressions reflect the values of the logic variables for the case when 
the given condition is met. Fundamental operation A is carried out when the overflow 
register contains zero, fundamental operation B is carried out when the overflow register 
contains one. Fundamental operations C and D are analogous to the above for the flag 
register. Fundamental operation F is carried out only if the specified condition for the 
given Instruction is met. If so, a carry Is propagated through the adder and added to the 
content of the program counter which is also switched to the adder through the MX multi- 
plexer. Finally, the incremented value replaces the previous content of the program counter. 
The control signals initiating the fundamental operations are generated by combinations of 
operate decoder signal OP2 with instruction code bit 106. When the required condition is 
met, signal OP2SKP goes to a high logic level causing a carry to go to the adder. The 
instructions are described below. 

SNZ (1401) - The content of the program counter is transferred to the MX multiplexer. The 
content of the flag register is examined. If it is a one, a carry is sent to the adder. The 
result replaces the previous content of the program counter. If the condition Is not met the 
content of the program counter is returned unchanged. 

SIZ (1405) - This instruction is the same as the instruction above except that skip is executed 
when the content of the flag register is one. 



FLAG 




REG 








ov 

REG 



INC 



MX 
MPXR 



ADDER 



PC 



Figure 4-52. Status Skip Subgroup, Block Diagram 



B. FLAG, OV 
(10B4) (11B4) 



OV 



C. I06,I«9,I1O,t\t 



SLPMX*,PEP* 
(884) (9B3) 



E. CIN 
(12A2) 



F, CPS 
(9B2) 



Figure 4-53. Status Skip Subgroup, Timing Diagram 



Table 4-49. Stat'js Skip Subgroup, Event Summary 



Mnemonic 
SNZ 



Octal 
Code 

1401 



Ref. Period Event 

D BP3 FLAG^O? 

E BP56 PC->MX--ADDER 

F BP5 ADDER-H-1 

G BP5B ADDER-'-PC 



SIZ 



1405 



C 
E 
F 
G 



BP3 FLAG = 0? 

BP5B PC^X->ADDER 

BP5 ADDER-H^I 

BP5B ADDER->^>C 



SNZO 



1441 



B 
E 
F 
G 



BP3 OV=itO? 

BP56 PC->MX->ADDER 

BPS ADDER-H-1 

BP5B ADDER-'-PC 



SIZO 



1445 A BP3 OV = 0? 

E BP56 PC-*MX-ADDER 

F - BP5 ADDER->+1 

G BP5B ADOER->PC 
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Table 4-50. Status Skip Subgroup, Fundamental Operations 

Raf. Period Simplified Logic Event 



A. BP3 
(1445) 



B. BP3 
(1441) 



OV = 0? 

1. (tOV*) (tl06B)-*IOZ16*-+tSKOZ/10A4 

2. 4-104* + 4'I05* + |l06*-*tCKFL*/10A2 

3. {tl09B) (tlllB) (tCKFL*)^-;SZ9ir/10A4 

4. ISZ911*-*tSZ911/10A4 

5. il4SKP-*tSKKZ/10A4 

6. il5BSKP^tSKJZ/10A4 

7. (tSKOZ) (tSZ911) (tSKKZ) (tSKJZ)-* 
|SKZ*/10A4 

8. J-SKZ*-»tOP2SKP/10A4 

0V= 1? 

1. ;OV*->tOZ16*/10A2 

2. ;i4SKP^tKZ14VlOA2 

3. 4-l5BSKP->tJZ15*/10A2 

4. ;i04* + 4-105* + 4.l06*-'tCKFL*/10A2 

5. {4CKFL*) (tlOg*) (tl11B)->4-FLNZ*-* 
tFLNZ/10A3 

6. (tOZie*) (tKZ14*) (tJZ15*) (tFLNZ)^ 
4-SKNZ*/10A3 

7. (iSKNZ) (tl10*)-*4.OPSKP*-*tOP2SKP/10A4 



The overflow 
register contains a 



The overflow 
register contains a 
one. 



C. BP3 
(1405) 



FLAG=0? 

1. (tFLAG*) <tl09B)^4-SKFL*^tSKFL/10B4 Flag register con- 

2. (tl04*) (tl0 5*) (tl06*)->4CKFL*-^tCKFL/10B3tainszero. 

3. (tSKFL) (tCKFL) (til 1B)^4.SKFLP*/10B4 

4. 4SKFLP*-+tOP2SKP/10A4 



D. BPS FLAG = 1? 

'"•"^^^^ 1. (tFLAG) (tl09*)^4-SKFL*->tSKFL/10B4 Flag register con- 

2. {tl04*) (tl05*) (tl06*)->4-CKFL*->tCKFL/10B3 tains one. 

3. (tSKFL) (tCKFL) (til 1B)^4.SKFLP*/10B4 

4. 4.SKFLP*-*tOP2SKP/10A4 



E. BP5B 
(1401) 
(1405) 
(1441) 
(1445) 



F. 
(1401) 
(1405) 
(1441) 
(1445) 



BP5 



PC-*MX-*ADDER 

1. (tOP2) (tBP5B)-*4SLPMX*8B4 

2. tSLPiVlX*^tMXS1/9B2 

3. 4-SLPMX*^-tMXEN-*4MXEN?9A2 

ADDER-»-+1 

1. 40P2*->tOP2B/7A2 

2. (tOP2SKP/10A4) (tBP5) (tOP2/7A3)- 
ICIN3*^tCIN/12A2 



The content of the 
program counter is 
input to MX 
multiplexer. 



The content of the 
adder is incremented. 



G. BP5B 
(1401) 
(1405) 
(1441) 
(1445) 



ADDER-+PC 

1. (tOP2) {tBP5B)-^4-BP205*-»-tMPEP- 
4.PEP*/9B3 

2. 4.PEP*-+tPEP/9B1 

3. (tPEP) (tREGCLK)->4CPP*/9B2 



Content of adder 
replaces content of 
program counter. 
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SNZ O (1441) - This instituction is analogous to InsirucHon SNZ (1401) except that the 
overflow register is examined for a one, 

SIZ O (1445) - This instruction is analogous to instruction SIZ (1405) except that the over- 
flow register is examined for a zero. 

4.4.2.2.6 Cycle Delay Subgroup (1400). There is only one instruction in this subgroup. 
It has a basic phase, but besides the routine processing that every operate 2 instruction goes 
through, this instruction has no active role, it Initiates no operation. Its sole purpose is 
to gain one basic phase. 

4.4.3 SINGLE-WORD MEMORY REFERENCE INSTRUCTIONS 

Among the basijc instructions, there are 11 single-word memory reference instruc- 
tions. In a most general sense, each of these instructions Is processed In a somewhat similar 
manner, although particuliar details during basic and execute phases may vary. For example, 
in a one-word memory reference instruction, when the operand is fetched directly from the 
same memory field in whi<|;h the instruction Is located and further, from one of the memory 
reference locations which are relatively addressed directly by bits 6 through 11 of the 
instruction, the basic phase is used to load the instruction register between periods PUO and 
PUS. However, when the operand is fetched indirectly, the machine cycle is modified to 
include two basic phases before the execute phase is entered, because the relative address 
does not name the location of the operand, but the address of the operand. 

In the case of the direct fetch, the basic phase is used to fetch the Instruction 
into the instruction register from its location In memory. Then, during the ensuing execute 
phase, periods EPO through EPS are used to modify the current address with the relative 
address to produce the effective address. The operand is then fetched from the location 
specified by the effective address. In the latter case, when an indirect fetch Is instructed, 
the first basic phase cycle is used to fetch the instruction into the register and to set the 
Indirect mode between periods PUO and PU4. Then, the second basic phase is used to 
modify the current address with the relative address to fetch the Indirect (effective) address 
into the memory data register. Next, during the ensuing execute phase, the indirect address 
is loaded Into the address register and the operand fetched from that location. If an operand 
must be fetched from another memory field, a two-word memory reference instruction must 
be used because it only permits other memory fields to be named. 

The memory reference instructions operate on data contained in memory. The 
following descriptions illustrate the processes that take place using block diagrams, timing 
diagrams, and various tabulations, including simplified logic describing the events, and the 
manner in which instructions of this group are processed. Paragraph 4.3,4 should be reviewed 
tO; understand how the instruction decoders operate. 

The memory reference instruction descriptions generally include a block diagram 
which illustrates the data transfer paths invoked by the called instruction, and a timing 
diagram which shows various time-related functions of the hardware control logic, together 
wi^th two important tabulations called Event Summary and Fundamental Operations. 
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The Event Summary t-abulation shows the relationship between the mnemonic 
s/mbol registered in the permanent symbol table of the ND812 assembler, the octal code 
which calls the various hardware routines (a condensed version of data listed in Table 4-51), 
the hardware routines themselves, and a shorthand notation of the process which takes place 
during the operation. 

The Fundamental Operation tabulation shows the relationship between the octal 
code, the hardware routine called by the code, and a simplified logic description of the 
operation in terms of the period in which it occurs. 

These tables should be used in trouble analysis. The Event Summary identifies the 
data transfer paths, their time relationship in the machine cycle, and the individual hard- 
ware operations. These tables are useful in identifying the various multiplexers, registers, 
and accumulators used in the operation. On the other hand, the Fundamental Operations 
tabulations are useful in identifying the control logic which is used to obtain the hardware 
process. 

Table 4-52 shows the significant bits of the memory reference instructions with 
the corresponding bit patterns for any of the instructions in the group. The relative address 
fields are not shown. 



After following several instructions through their respective processing operations, 
these peculiarities of ND812 operation will become apparent. The descriptions in this 
section detail how each of the various memory reference instructions are processed during 
the execute phase. In these descriptions, the memory reference instructions are described 
In order of increasing complexity. 

First the relative direct address memory reference instructions are discussed, 
followed by those instructions which use relative Indirect addressing. The discussion is 
concluded by discussing the two-word memory reference instructions. 



Table 4-51. Single-Word Memory Reference Instructions 



Subgroup 
MRI 



Mnemonic 

ANDF 

SMJ 

DSZ 

ISZ 

SBJ 

ADJ 

LDJ 

STJ 

JMP 

JPS 

XCT 



Octal Code 
2000 

2400 
3000 
3400 
4000 
4400 
5000 
5400 
6000 
6400 
7000 



Operation 

Logical AND J with memory 

Skip if J 7^ memory 

Decrement memory, skip MR = 

Increment memory, skip MR = 

Subtract memory from J 

Add memory to J 

Load memory into J 

Store J into memory 

Jump unconditionally 

Jump to subroutine 

Execute instruction n 
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Table 4-52. SinglefWord Memory Reference Instruction Format and Bit Patterns 



AM zeroes m bus 
6-11 specify the 
Auto Index 
location. This 
location is OOOOg 
if bit 5-0. or 
7777, if bit 5=1. 



Ope 
20x 



on Code 
- 67xx, 



Octal Coda 



0=Dkect Addressing 
l=lndirect Addressing 
0=Forward of instruction 
1=Biickward from instruction 

Rela :ive Address 
The^ 6 bits are added 
to oij subtracted from 
(state of bit S] the 
contents of the address 
register to provide the 
effective operand 
address. 



Mnemonic 



This is the single-word memory reference instruc- 
tion format. Bit 4 selects direct or indirect 
addressing. Bit 5 determine;; the direction of 
displacement. Bits 6 through 1 1 are the relative 
address. When summed with the current address 
they form the effective address. If these bits are all 
zeros they specify an auto index register accord- 
ingly as bit 5 is set or unset. 



II « o 



OP Code 
1 2 



a B < w 

4+ 5 



2000 
2400 
3000 
3400 
4000 
4400 
5000 
5400 
6000 
6400 
7000 
7400 



ANDF 

SMJ 

DSZ 

ISZ 

SBJ 

ADJ 

LDJ 

STJ 

JMP 

JPS 

XCT 

I/O 



+For operation cojde 2XXX, if bit 4 is not set the operation is an AND'; if bit 4 is 
set, the operatiori is a literal summation. No indirect reference is possible. 



Before continuing, paragraph 4.4. 1 should be reviewed to understand the common 
bqsic phase. 

4^4,3.1 INSTRUCTIOhj FORMAT. Table 4-51 is the list of single-word memory refer- 
ence instructions. The bdsic memory reference instruction format consists of a 4-bit instruc- 
fi\>n code that permits any one of the 12 memory reference instructions (Table 4-52) to be 
ncjmed. The value of thelfirst octal character ranges between 2 and 7. The 3rd binary bit 
In the second octal character may or may not be set depending on the instruction code. 
Hence, the 12 memory rel'erence instruction operation codes are 208, ^^8' "^^8' '^^8' ^^8' 
44q, 50q, 54g, 60g, 64g, 70g, and 74g. The 4th and 5th binary bits of the 2nd octal ^ 
character permit four permutations of the relative address defined by bits 6 through 1 1 (the 
3rfcl and 4th octal characters). 
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4.4.3.2 ADDRESS PERMUTATIONS. These permutations together with the six effective 
address bits permit the current location ±63 locations (128 total) to be accessed to obtain the 
operand either directly or indirectly. When bit 4 of the instruction is not set, the operand 
is fetched directly from memory. When the Instruction is processed, the current address is 
modified by the displacement value accordingly as the direction bit is set or unset. If the 
direction bit (bit 5) is not set, the relative address is added to the current address; if the 
direction bit is set, the relative address is subtracted from the current address. When bit 
4 is set the operand is fetched indirectly from memory. In the indirect fetch, the current 
address is modified by the relative address in the same manner as for the direct fetch, how- 
ever, the operand is not fetched from the named location, but from the address specified 
by the named location; hence, the address specified by the relative address and sign bit Is 
not regarded as the location of the operand, but as the location of the address of the 
operand. Use of the indirect bit permits any location in the current memory field to be 
named. The permutations and octal equivalents of the one-word memory reference instruc- 
tion are listed In Table 4-53. 

Table 4-53. Single Word Memory Reference Instructions, Operational Permutations 



Operation Octal Coda Bit Status 

Direct Add XOZZ YOO 

Direct Subtract X1ZZ Y01 

Indirect Add X2ZZ Y10 

Indirect Subtract X3ZZ Y1 1 



X = Operation code for first octal character 

Y = Operation code for second octal character {Og , or 4g ) 

Z = Relative address for 3rd and 4th octal characters 

4.4.3.3 AUTOINDEXING. Two locations of the memory field in which the instruction 
resides are reserved for autoindexing, another special case of memory reference instructions. 
If the relative address field of the instruction specifies a zero displacement (OOp) and the 
Indirect address bit is set, either the first location in the current memory field (OOOOg), or 
the last location (7777 g) Is referenced accordingly as direction bit 5 Is unset or set. When 
this bit is unset, location OOOOg (called first) is the autoindex register, and when set, 
location 7777 ^ (called last) is the autoindex register. 

When an autoindex instruction is processed the content of the specified memory 
location is incremented. Thus, the incremented operand is then used as the effective 
address from which the operand is fetched. When Indirect bit 4 is unset, these locations 
are processed as any normal memory reference instruction. 

4.4.3.4 DIRECT ADDRESSING. These Instructions require, in addition to the common 
basic phase, one execute phase in order to complete an instruction. To summarize the 
events that take place during the common basic phase, it should be pointed out that the 
main functions of the basic phase are to access the memory location from which the instruc- 
tion itself is to be brought and to provide for decoding of the instruction. Decoding results 
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in generating the control .signals which determine further processing. One of the primary 
functions is setting of the major state at the end of the execute phase. 



During the preceding basic phase, the done latch is not set because there is no 
latch-setting input to the :done-latch logic at the conclusion of the basic phase, when a 
single-word memory reference instruction is processed. This Is verified by reference K, 
Table 4-20, operation Np. 1. Thus, because the done latch remains unset, the instruction 
register is not cleared during period PUO of the ensuing execute phase. This is verified by 
reference D, Table 4-20; the done latch must be set to clear the instruction register. Hence, 
dqta stored in the instruction register is available to processing logic during the current 
execute phase. At the end of the basic phase, during fundamental operation K (Table 4-20), 
operation 1 states, in effejct, that the instruction In process is a relative direct-address 
single-word memory reference instruction, or that another instruction must be executed next. 
Oh the other hand, operation 3 of the fundamental operation K (Table 4-20), states that 
the instruction in process is completed, is a two-word memory reference instruction, or 
is an indirect single-word memory reference instruction. In the former case, the execute 
state (phase) is set and entered during the next time phase, while in the latter case, the 
basic state (phase) is reentered. Note that the common basic phase Is completely tnvarient 
for all relative-direct single-word memory reference instructions; however, this is not true 
for an instruction which requires more than one basic phase. These anomolies are described 
under Indirect Memory Reference and Two-Word Memory Reference Instructions. 

4.4.3.4.1 Execute Phase. For the direct execute phase Figure 4-54 is the block diagram. 
Figure 4-55 is the timing diagram. Table 4-54 is the Event Summary, and Table 4-55 is the 
li^t of Fundamental Operations. 

Block Diagram Description - During the direct execute phase the current address Is summed 
with the displacement address to become the effective address; this new address is stored in 
th^ address register and th;e program counter is incremented. An exception to this is the 
J/y\P instruction which inhibits advancing of the program counter at this time. 

When pulse EPO occurs, the content of the address register (9, Figure 4-54) is 
transferred over busses AOO through All to the MX multiplexer (5). During the same period 
th^ infomation contained by operand bits 6 through 11 (relative address) is transferred from 
the instruction register (2) over busses 106 through 111, to the TS multiplexer (4). Also, 
during this same period the output of the TS multiplexer (relative address) Is summed with 
thfe current address switched through the MX multiplexer (5), to the adder (8). Adder out- 
puts are available over busses BOO through Bl 1 . The result of this summation becomes the 
effective address. Pulse PUOB causes this new address to be transferred from the adders (8) 
babk into the address register (9). This address data Is available to memory control over 
dab lines AOO through All. 



When pulse EPl occurs the content of the program counter (10) is switched through 
MX multiplexer (5) via busses POO through Pll to the adder (8). It should be noted that the 
pr(j)gram counter still contciins the current address. However, the output of the MX multi- 
plexer (5), which is applied to the adder (8) via busses MXOO through MXl 1, is incremented 
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OU) 








U-) 



A . P U S , B P S 
(SHT 5) 



I 5 
I 



B. PUS.jEPS 
(SHT 5) 



C. IR OUTPUTS 
(SHT 17 ) 

D. SLAMX*,MXEN* 
(8A2) (9A1) 



AR-«-MX.MXSO,MX!l1.MXS2 = 000 



I 



L 



E. TSSO ( t 38 4 ) 
TSAOD ( 1 3 B2 ) 
PUOB: (SHT 5) 

F. I 06-1 1 1 , ( SHT 13) - 
TS0B-TS1 1 (SHT 13) 
PE*« (9B1) 

G. CPA* 

( 9 8 2 ) 



H. PEP* (9B3) 
SLPMX* (8A4) 
MXEN* ( 981 ) 

C I Hi * (1 2B2 ) 

I. CPP* 
(881) 



TSS0:1. TSS1=0 



ABD E R 3 AR + I 06-1 1 : 



MX-i ADD E RS -»AR 



PC-*MX,ADDERS+1 

MXSO-0, MXS1=1. MX82>aiD 



IT 



J. MCIR* 
( 8 8 4 ) 



K. PEM* 

(1 2B3) 



READ MR->-MBR FROM 

NEW ADDRESS WHEN ADDFt >1 

OCCURS 



ENABLE MOR 



L. CPM* 
(1283) 



MBR-»MDR 



M. MClVI* 
( 8 84 ) 



N. DONE! 
( 7 841) 



Figure 4-55. Single-Word Memory Reference Instructions, 
Direct Addressing, Execute Phase, Timing Diagram 
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Table 4-54. Single-Word Memory Reference Instructions, Direct Addressing, Execute Phase, 

Event Summary 



Ref. 


Period 


Event 


A 


EPO 


A n -*lvl A A U U t n 


B 


EPO 


DCI ^ Tf > A rM-\ r- n 

KbL^ 1 b^AUUtn 


c 


tru 


btLbL/I^UVIA + 10) 


D 


trU 


bcLtU 1 ^lIvlA - 10) 


b 


rUUb 




c 
r 


rU 1 


PI R->rflRR 


G 


EP1 


PC^-MX->ADDER 


H 


EP1 


+1->ADDER 


1 


EP1 


ADDER^PC 


J 


PU2 


MR-^MBR 


K 


PUS 


MBR-*MDR 


L 


PUS 


MDR^MR 


M 


EP6 


SET->DONE LATCH 


N 


PU7 


SET^BASIC PHASE (only) 



Table 4-55. Single-Word Memory Reference Instructions, Direct Addressing, Execute Phase, 

Fundamental Operations 

Raf. Psriod Simplified Logic Event 



A. EPO AR-*MX-*ADDER 

1. (tEPO) (tFLLOC*) (tMPASSH The content of the 

4.SLAMX*/8A2-*tMXEN^-;MXEN*/9A2= address register is 
AR-*MX-+ADDER switched through the 

MX multiplexer to 
the adder. 



EPO REL->TS->ADDER 

1. (tMPASS) (tEP0)-*;SLITS*-*tTSS0/13B4= The relative address 
(106- IID^TS MPLEXER is switched through 

the TS multiplexer 
to the adder to 
establish the effec- 
tive address. 



EPO (MX+TS)-ADDER 

1. (tMPASS) (tl5B*)-iADDAR*-* 
tADDEP0/13B1 

2. (tADDEPO) (tEPO) (tFFLOC*)-> 
ITSADD*/13B2 = (IR + AR)-^ADDER 



Addition is selected for 
summation to establish 
the effective address. 



D. EPO (MX - TSHADDER 

1. (tMPASS) (tEPO) (tFLLOC*) (tlOBX)- 
4.TSSUB*/13B3 

2. 4.TSSUB*-^tTSSUB/13B4 

3. iHWD + 4-ONCE^4.DCIN*/12A1 
(see A and C, Table 4-28) 

4. (tDCIN*) (tTSSUB) (tOP2*)->tCIN2*- 
tCIN/12A2 = (AR-IR)^ADDERS 



Subtraction is se- 
lected for summation 
to establish the effec- 
tive address. 
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table 4-55. Single-Word Memory Reference Instructions, Direct Addressing, Execute 

Phase, Fundamental Operations (Cont'd.) 



Raf. Period 



Simplified Logic 



Event 



E. PUOB ADIDER->AR 

1. tPUOB-^4.PEA*-^-tPEA/9B1 

2. nPEAKTREGCLK)-*|CPA79B2 
ADDER-*AR 



Content of adder 
replaces content of 
address register to 
become the pointer 
address for the 
direct fetch. 



PU1 CLR->MBR 

1. tPU1B-*;RMB*/18B1 =CLR-*MBR 



Memory buffer re- 
c|ister cleared. 



G. EP1 PC-^MX^ADDER 

1. tEP1^iSLPMX*/8B4 

2. 4.SLPMX*-*tMXS1/9B2 = SELECT^PC 

3. 4.SLPMX*^tMXEN->;MXEN*/9A2 = 
PCh^MX-^ ADDER 



Content of program 
counter switched 
through MX multi- 
plexer to adder. 



EP1 +1->ADDER 

1. (tEPI) (tJMP*)-*|CIN1*^tCIN/12A2 
ADDERS-H-1 



Adder is incremented 
by one. 



EP1 AODER^PC 

1. tEP1->iPEP*^tPEP/9B1 

2. (tPEP) (1-REGCLKH;cPP*/9B2 = 
ADDERS^PC 



Ojntent of adder 
replaces content of 
program counter. 



PU2 MR-*MBR 

1. (tADDFO*) (tPU2)-*IMCIR*/8B4 
iMR-*MBR (DIRECT OPERAND) 



Content of mem- 
ory register re- 
places content of 
memory buffer 
register. 



K. PU3 MBR-'MDR 

1. iPU3*^tPEM/12B2 

2. ItPEM) (tREGCLK)-^;CPM*/12B3^ 
MBR^MDR 



Content of mem- 
ory buffer register 
replaces content of 
memory data register. 



L. PUB MDR-*MR 

1. (tWTRL*) (PU5B)-*iPU5W*^tPU5W/8B3 

2. (tPU5W) (tADDFO*)->4.MCIW*/8B4 = 
MDR-*MR 



Content of memory 
data register re- 
places content of 
memory register. 
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Table 4-55. Single-Word Memory Reference Instructions, Direct Addressing, Execute 

Phase, Fundamental Operations (Cont'd.) 



RBf. Period Simplified Logic 

M. EP6 SET^-DONE 

1. ;tWHLT* + 4-1/0* + MDL* + iSBL* + 
4.ANL* + ;0P2* + I0P1 '^tSDONE/7B4 

2. (tSDONE) (tBP6)-»4.SDONE*/7B4 

3. 4.SDONE*/7B4= SET-*DONE (tDONE, 
4.DONE*/7B4) 

4. 4.EP6*/5A4 = SET-*DONE (tDONE, 
4.DONE*/7B4) 



Event 



Done flip-flop is set 
by EP6*. 



PU7 SET-*BAS1C PHASE 

1. ;D0NE* + ;TW* + 4.IND* + l-XCT*- 
tRBPH->4.RBPH*/5B1 

2. (IRBPH*) (;CPPU*) (tPU7) = 
SET->BASIC phase (tBPH/5B2) 



Next phase is set to a 
basic phase. 



by a count of 1 and returned to the program counter via busses BOO through Bl 1 . The program 
counter (10) now contains the next instruction address, and the address register (9) contains 
the effective address of the operand, the current address plus or minus the relative address 
(CA ± RA = EA). During this time, pulse PUIB also clears the memory buffer register (1). 

Pulses PU2 and PUS permit effectively addressed memory register data to be 
transferred from the memory register to the memory buffer register (1) and from the memory 
buffer register (1) to the memory data register, through the bus and memory buffer multi- 
plexer (3). However, the current address, formerly in the address register (9) has now been 
modified by the events that occurred during period EPl. 

Timing Description - Instruction register data, which detemnines processor operations during 
the execute phase, is available after period BP3 of the basic phase. Instruction register 
data (signals 100 through 103) is applied to the instruction decoders (sheets 7 and 1 1) and 
to the TS multiplexer (signals 106 through 111). 

When period EPO occurs (waveform B, Figure 4-55), a number of simultaneous 
events occur (waveforms E through H) that permit bits 6 through 11 of the instruction word 
to be summed with the current address to obtain the effective address. Pulse EPO is ANDed 
with the high-level FLLOC* signals from the field-locate latch (A, Table 4-55) and the 
high-level MPASS signal produced by the cleared two-word and indirect latches to produce 
the low-level SLAMX* signal (waveform D) which permits the address data inputs, on lines 
AOO through All, to be switched through the MX multiplexer to the adder. Simultaneously, 
effective address bits 106 through 111 are switched through the TS multiplexer when high- 
level signal TSSO (wavefomn F) is produced. 

A third simultaneous event occurs when pulse PUOB admits outputs BOO through 
Bll from the adder to the address register when low-level signals PEA* and CPA* (wave- 
fomis G and H) are produced. Signal PEA* enables the address register and signal CPA* 
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strobes adder output data into the address register. Thus, the current address is modified by 
the addition of the conterit of bits 6 through 11 of the instruction to obtain the effective 
address and the effective laddress is then loaded into the address register and applied to the 
memory address decoders. 

Three simultaneous events also occur when pulse EPl is generated, the content 
of the program counter isiadmitted on lines POO through Pll into the MX multiplexer when 
signals SLPMX* and MXEN* are produced. These signals (waveform H) select program 
register outputs POO through PIT, and enable the MX multiplexer. Also, carry input, signal 
C1N1*, is propagated thitough the adders (except when the JMP instruction is processed) 
which receive the MX multiplexer outputs, when the program counter data is admitted into 
the MX multiplexer. And finally, the adder data, which is carried on busses BOO through 
B11, is reloaded into the program counter by signals PEP* and CPP*. Signal PEP* enables 
the program counter and $ignal CPP* (wavefomns H and I) loads the program counter. Also 
during this time, pulse PljiB clears the memory buffer register when pulse RMB* is generated. 
The function of this pulse is described under basic cycle. The program counter now contains 
the address of the next instruction that will be fetched from memory. 

Pulses PU2 and PUS (waveforms J, K, and L) produce the same events as occurred 
during the basic phase when these pulses were generated. Their Function and purpose is 
described under basic cycle. 

When pulse PLJSB occurs the content of the memory data register is strobed back 
into the memory location ^specified by the content of the address register (waveform M) . 
Pulse EP6 sets the done Mtch (waveform N), which in turn clears the two-word, indirect, 
and first-last latches. THe done latch is cleared again when pulse BPl is generated when 
the next instruction is prdcessed. Thus, during the execute phase, the events can be 
summarized as follows. 

a. The content of the address register is switched through the MX multiplexer 
to the adders and summed with the content of the TS multiplexer, bits 6 
through 1 1 of the instruction, and stored into the address register. 

b. The content of the program counter is incremented by one count. 

c. The content of the memory data register is written into the memory location 
specified by the content of the address register. 

d. The major state control logic is set to the basic phase. 

The content of: bit 5 of the instruction word is tested during the execute phase 
when pulse EPO is produced (C, Table 4-55). Thus, at the time low-level signal ADDAR* 
is; produced, when high-level signals MPASS and I5B* are ANDed, this function Is inhib- 
ited when bit 5 is set because signal I5B* becomes low-level. Since the low-level I5B* 
sitanal inhibits signal ADDAR*, the addition of bits 100 through 106 Is not made, but 
sujbtraction (D, Table 4-55) is carried out instead. 
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Although the ADDAR* signal is inhibited by the set state of instruction bit 5, 
the TSSUB* signal is enabled by high-level signal I05X. Subtraction occurs in 2's comple- 
ment notation. This subtraction results in the relative address, specified by bits 6 through 
1 1 of the instruction word, being subtracted from the current address. All other events 
that occur during the basic and early execute phases remain the same. 

4.4.3.5 INDIRECT ADDRESSING . There are two basic phases and one execute phase 
when an indirect memory reference instruction is processed. Tables 4-56, 4-57, and 4-58 
ore the Event Summary for operations that occur when an indirectly fetched operand is 
specified by the memory reference instruction being processed. The basic phases are sub- 
divided into a primary basic phase and a secondary basic phase. The events that occur 
during the primary basic phase are identical to those that occur during the common basic 
phase, but with modified events. The modified events are produced when bit 4 of the 
instruction word is set, indicating indirect addressing; also, the execute phase is not set. 
As a consequence, the indirect latch is set so that when period PU7 occurs, a second basic 
phase will be enabled. During the secondary basic phase, most of the events described for 
the common execute phase occur. During the preceding basic phase the done latch is not 
set because there is no latch-setting input to the done-latch logic at the conclusion of a 
basic phase when a single-word memory reference instruction is processed. This is verified 
by reference K, Table 4-20, operation No. 1 . Thus, because the done latch remains unset, 
the instruction register is not cleared during period PUO of the ensuing basic phase. This 
is verified by reference D, Table 4-20; the done latch must be set to clear the instruction 
register. Hence, data stored in the instruction register is available to processing logic 
during the secondary basic phase. Setting of the indirect latch at period BP4 of the primary 
basic phase defers an execute phase in favor of a secondary basic phase. This is verified 
by reference K, Table 4-20, operation No. 3. One of the conditions that establishes a 
basic phase is a set indirect latch which produces a low-level IND* signal. Hence, at the 
conclusion of the primary basic phase, the secondary basic phase is entered. The indirect 
latch is cleared during the secondary basic phase so that at its conclusion, the execute 
phase can be set. Hence, the content of the instruction register remains unaltered because 
the events that normally fetch data into it are inhibited. As shown in Table 4-57 funda- 
mental operations G, H, and I of the common execute phase are not carried out during the 
secondary basic phase. 

4.4.3.5.1 Primary Basic Phase. Table 4-59 lists the Fundamental Operations and Figure 
4-54 is the block diagram and Figure 4-56 is the timing diagram for the signals generated 
when the memory reference instruction names an indirect fetch through the set state of bit 4 
in the instruction word. By comparing waveforms A through H of Figure 4-15 with those of 
Figure 4-54, it can be seen that for periods BPO through BPS, the events that occur are 
identical. When pulse BP4 is generated, the similarities in processing temporarily disappear. 
Table 4-60 is the list of Fundamental Operations for the primary basic phase of a memory 
reference instruction indirect fetch. These logic descriptions begin with period BP4 of the 
primary basic phase. High-level signal MREFI is produced whenever a memory reference 
instruction is called for in a program. It can be seen that when bit 4 is set, high level 
signals MREFI, I04B, and INDFF (produced by the previously cleared INDFF latch), are 
ANDed to produce the set state of the IND and INDFF latches (Figure 4-56, wov/eforms I 
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Table 4-56. Single-Word Memory Reference Instructions, Indirect Addressing, Primary 

Basic Phase, Event Summary 



Ref. 



PeHod 



Event 



Common 
Basic Phase Ref . 
(Table 4-201 



A 
B 
C 
D 
E 
F 
G 
H 
I 

J 
K 
L 



Plil7 CLR^LATCHES 

Bfjo PC^MX^ADDER 

PlilOB ADDER-*AR 

PI4IOB CLR^IR 

BP1 CLR^DONE 

PU1 CLR^MBR 

PU2 MR-^-MBR 

Pl/3 MBR-*MDR 

BP3 MBR^IR 

BP4 SET-^IND, INDFF 

Plj)5 MDR^MR 

PU7 SET BASIC PHASE 



A 
B 
C 
D 
E 
F 
G 
H 
I 

None 
J 
L 



Table 4-57. SIngle-Worcj Memory Reference Instructions, Indirect Addressing, Secondary 

Basic Phase, Event Summary 









Common 








Execute Phase Ref 


Ref. 


Period 


Event 


(Table 4-55) 


A 


BPO 


AR^-MX^ADDER 


None 


B 


BPO 


REL^TS-^ADDER 


B 


C 


BPO 


SELECT^IMX +TS) 


C 


D 


BPO 


SELECT^(MX-TS) 


D 


E 


PlpOB 


ADDER->AR 


E 


F 


PU1 


CLR^MBR 


F 


G 


Pl!J2 


MR-^MBR 


J 


H 


PLJ3 


MBR-^MDR 


K 


1 


PIJ3 


CLR-^IND LATCH 


None 


J 


PUS 


MDR->-MR 


L 


K 


PIJ7 


SET-*EXECUTE PHASE (only) 


N 



Note; Operations Q, H, I and M of the Common Execute Phase are not carried out; hence, no 
program counter modification results until the execute phase. 



onid J). The set state of the INDFF latch produces low-level signal INDFF*, which inhibits 
thb production of high-level signal MPASS (reference I, operation No. 1, Table 4-20). 
inhibiting high-level signal MPASS prevents the content of the memory buffer register from 
beiing fetched into the instruction register during the subsequent basic phase because the 
opjerand is already in the MDR. 

When period PLl7 occurs, the set state of the IND latch produces a low-level 
IND* signal which permits the major-state control register to again be reset to its basic- 
phase state as described by the logic of reference L, Table 4-59. Thus, the events that 
tqke place during the primary basic phase are: 
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Table 4-58. Single-Word Memory Reference Instructions, Indirect Addressing, Execute 

Phase, Event Summary 

Common 
Execute Phase Ref. 



Ref. 


Period 


Event 


(Table 4-551 


A 


EPO 


MDR-^TS-*ADDER 


None 


B 


PUO 


ADDER-^AR 


E 


C 


PU1 


CLR^MBR 


F 


D 


EP1 


PC^MX^ADDER 


G 


E 


EP1 


+1->ADDER 


H 


F 


EP1 


ADDER^PC 


1 


G 


PU2 


MR-+MBR 


J 


H 


PU3 


MBR-^MDR 


K 


1 


PU3 


MDR-^MR 


L 


J 


EP6 


SET^DONE LATCH 


M 


K 


PU7 


SET-*BASIC PHASE (only) 


N 



a. The content of the program counter is loaded into the address register. 

b. The content of the memory register located at the address specified by the 
content of the address register is read into the memory buffer register. 

c. The content of the memory buffer register is loaded into both the memory 
data register and into the instruction register. 

d. The indirect latch is set to prepare for a latter entry into the secondary basic 
phase. 

4.4.3.5.2 Secondary Basic Phase. Table 4-60 is the list of Fundamental Operations for 
the secondary basic phase. The timing diagram is essentially the same as for the common 
execute phase (Figure 4-55), with the difference that functions of the secondary basic phase 
are based on the BP pulse train (Figure 4-56). As previously described for the primary basic 
phase, the high-level MPASS signal is inhibited by a low-level INDFF* signal, indicating 
indirect addressing. Because the high-level MPASS signal is the primary control signal for 
initiating the arithmetic, which leads to obtaining the effective address from the current 
address and the indirect pointer address for the execute phase, another signal must take over 
when the above address modification is called for during a basic phase. This signal, MLTAS* 
Is generated, as shown by operation 3, reference B, Table 4-60. 

Operation 1 of reference I, Table 4-60 shows an operation that is actually carried 
out during other cycles too but in those it finds the indirect latch already in the clear state. 
In the present case, however, by clearing the set state of the indirect latch, the subsequent 
execute phase is established. The other difference is that waveforms associated with Funda- 
mental Operations G, H, and I of the common execute phase are not generated, because 
those operations are not carried out by the processing logic. These operations normally 
provide for the incrementation of the program counter, however, it is premature to carry out 
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Tdble 4-59. Single-Word Memory Reference Instructions, Indirect Addressing, Primaiy 

Basic Phase, Fundamental Operations 

Ref. Period Simplified Logic Event 



BP0-BP3 These operations are identical with operations 
A through I of the Common Basic Phase 
(Table 4-20) 



Common Basic Phase 



BP4 SETTING 

INDFF LATCHES 



4. 
S. 
6. 
7. 



;SID* + 4.DSZ* + |ISZ*^tlSDSS/7A2 
tlSDSS->;iSDSS77A2 

;isDss* + ;xcT* + isbj* + mdj* + 

UPS* + i.mP* + 4-LDJ* + ISTJ*-* 

tMREFI/7A3 

tMREFH,l.MREFI*/7A3 

(tMREFI) (tl04B) (tlNDFF*)-*|.PREND/6A1 

J,PREND-*tPREND*/6A1 

(tPREND*) (tBP4) (tREGCLK)^4.SIND*/6A2 



B. ISIND* = SET^IND (tIND, |IND*/6A2) 
9. ;SIND*/6A2 = SET-^INDFF (tlNDFF/6A3, 
4.INDFF*/6A3) 



The indirect fetch 
is initialized. 



PUB 



PU7 



IVIDR-*MR 

1. (tWTRL*) (tPU5B)-*4.PU5W*- 

2. (tPUBW) (tADFF0*)-*4.MClW' 
MDR^MR 



SET^BPH 



'tPU5W/8B3 
/8B4 = 



IDONE* + iT\N* + UNO* + IXCT*-^ 

tRBPH/5B1 

tRBPH^;RBPHV5B1 

(jRBPH*) (iCPPU*) (tPU7HtBPH/5B2, l-EPH 
SET^BPH 



Content of memory 
data register replaces 
content of memory 
register. 



Next phase is set to 
a basic phase. 



that operation during thisisubcycle; it is deferred until the execute phase. That operations 
G|, H, and I (Table 4-55) are inhibited can be seen at once because they all require timing 
signal EPl which cannot be generated during a basic phase. 

When period PU7 occurs, the cleared state of the indirect latch, in conjunction 
with the coincidental cleared states of the done, two-word, and execute latches, produces 
a llow-level RBPH signal (reference K, Table 4-60), which permits the major-state control 
register to be set to the execute state„ The events that take place during the secondary 
bdsic phase are: 

a. The content of the address register is switched through the MX multiplexer to 
the adder and summed with the content of the TS multiplexer, bits 6 though 
1 1 of the irristruction register, and stored into the oddress register. The 
address register now contains the relative address. 
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A. SLPMX» MXEN*. 
(BB4) (9*2) 



PC-*MX ENABLE 



B. PEA* 

(BBI ) 



I I ADDER— 'AR ENABLE 



C. CPA* 

(9B2) 



"jj ADDER— •AH LOAD 



U 



D. RMB* 
(1BB1 ) 



CLR— MBR 



E. MClIt* 
(864) 



MR—MBR 



F. PEM*,PI£» 
(12B3)(8A4) 



MBR— MB R ENABLE 
MBR --IR ENABLE 



6. CPI» 
(6A4) 



UMBR — I 
MBR— M 



MBR — IR LOAD 
MBR— MOR LOAD 



H. CPM» 

(1283) 



IRjrB"-lRH' 



I. IMD* 
(6A2) 



J. IHOFF' 
(BA3) 



K, MCIN* 

( 884) 



MD R — MR 



"LT 



L. MPASS* 
(43B4) 



r 



M. MLTAS 
(1 3B4) 



N. DONE* 
(7B4) 



0. TSSO 
(1384) 

P. CIN* 



J 



10 6-111 — T S M P L X E R 



+ 1— ADDE R 



0. CPP* 

(9B2) 



"j j ADDER— P 



Figure 4-56. Single-Word Memory Reference Instructions, Indirect Acidressing, Timing 

Diagram 
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Table 4-60. Single-Word Memory Reference Instructions, Indirect Addressing, Secondary 

Basic Phase, Fundamental Operations 



Ref. Period 
A. BPO 



Simplified Logic 

AR-*MX->ADDER 

1< ;XCTFF+ 4IND* + IINDFF-> 

tXIFF*/6A3 
2; ;iND* + ITWFF* + |XCT*^tXITFF/8A1 
3iM.TWFF + IIND^tTIFF*/8A1 
4i (tXITFF) (tXIFF*) (tTIFF*H;SLAIVIU*/8A1 
5. iSLAMU*-'-tSLAMU/8A1 
6f (tSLAMU) (tFLLOC*) (tBPOH 
' ;SLAMX*/8A2= ENABLE^MX 

MULTIPLEXER 
7i 4-SLAMX78A2-*tMXEN/9A2-* 

4-MXEN*/9A2 = AR->MX-*ADDER 



Event 



The content of the 
address register is 
switched through the 
MX multiplexer to 
the adder to obtain 
the current address. 



B. BPO RjEL-^TS^ADDER 

i; IXCTFF + HMD* + 4.ll\IDFF^tXIFF*/6A3 
2. (tXIFF*) (tTWFF*H4MLTASV6A4 
3i 4.MLTAS*-*tMLTAS/13B4 
4i (tMLTAS) (tBPOH4.SLITS*^tTSSO/13B4 = 
IR^TS-*ADDER 



Bits 106 through 111 
are switched through the 
TS multiplexer to the 
add-subtract logic 
and the adder. 



BPO SPLECT^-(MX+TS)->ADDER{Bit5 = 0) 

1; (tMLTAS) (tl5B*)-»4MULIS*^ 

tMSCTAD/13B1 
2; (tFLLOC*) (tDONE*)-;FLDN^ 

tFLDN*/13B2 
3: (tFLDN*) (tMSCTAD) (tBPO)-* 

iTSADD*/13B2= (I R+AR)-*ADDER 



The relative address 
is added to the current 
address to establish 
the effective address. 



D. BPO SELECT-*(MX TS)->ADDER (Bit 5 = 1) 

1, (tFLLOC*) (tDONE*)->|FLDN-* 

tFLDN*/13B2 
2f (tFLDN*) (tMLTAS) (tl05X) (tBPO)-> 
' iTSSUB*^1'TSSUB/13B3 

3. 4.HWD + 40NCE*->tDCIN*/12A1 (see 
A and C, Table 4-28) 

4, (tDCIN*) (tTSSUB) (t0P2*)-*4CIN2*/12A2^' 

\ tCIN/12A2 = +1^ADDER = (AR-IR)^ADDERS 



The relative address 
is subtracted from the 
current address to 
establish the effective 
address. 



PUOB /^DDER^AR 

1. tPUOB->4-PEA V9B1-»-tPEA/9B1 = ENABLE AR The effective address 
2} (tPEA) (tREGCLK)->;CPA*/9B2 = is admitted into the 

ADDERS^AR AR to become the 

pointer address for 
indirect fetch. 
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Table 4-60. Single-Word Memory Reference Instructions, Indirect Addressing, Secondary 

Basic Phase, Fundamental Operations (Gont'd.) 

Ref. Period Simplified Logic Event 

F. PU1 CLR-»MBR 

1. tPU1B-*-|.RMB*/18B1 = CLR-^MBR The memory buffer 

register is cleared. 



PU2 IVIR^IVIBR 

1. (tADDFO*) (tPU2)^iMClR*/8B4 = The indirect address 

READ MR^MBR (Indirect Address-*MBR) is loaded into the 

memory buffer register. 



H. PU3 MBR^MDR 

1. |PU3*/5B2->tPEIVl/12B2 = ENABLE^MDR 

2. (tPEM) (tREGCLK)^|CPM*/12B3 = 
MBR^MDR 



The content of the 
memory buffer 
register is loaded into 
the memory data 
register. 



PU3 CLR-^IND LATCH 

1. ICPM* = CLR^IND (IIND/6A2, tIND*) 



The indirect fetch 
is cleared. 



J. PUB MDR^MR 

1. (tWTRL*) (tPU5BKlPU5W*^tPU5W/8B3 Content of memory 

2. (tPUSW) {tADDF0*)-*-H\/lCIW/8B4 = MDR^MR data register replaces 

content of memory 
register. 



PU7 SET^EXECUTE PHASE 

1. (tDONE*) (tTW*) (tIND*) (tXCT*)^ The execute phase 
4.RBPH->tRBPH*/5B1 is set. 

2. (tRBPH*) (tPU7) = SET^EPH/5B2 



b. The indirect latch is cleared. 

c. The content of the memory data register is written into the memory location 
specified by the content of the address register. 

d. The execute state Is set for the next phase. 



4.4.3.5.3 Indirect Execute Phase. The indirect execute phase is similar to the common 
execute phase (Tables 4-54 and 4-55). The pulser supplies PU and EP pulses; therefore, all 
operations generated for the common execute phase occur. The indirect execute phase can 
be considered a degenerate common execute phase because some functions normally carried 
out during the common execute phase, are performed during the secondary basic phase. 
Thus, upon examination of Table 4-57, fundamental operations A, B and E are not necessary 
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I 



because effective addressing took place during the previous secondary basic phase. In this 
cose, the low-level MPAlSS signal, orders bypassing of the first two fundamental operations, 
and is used to select the sjummation operation for the TS multiplexer. All other steps through- 
out the execution of this execute phase, when an indirect memory/ reference instruction is 
processed, are identical to those of the common execute phase. At the conclusion of this 
execute phase, pulse PU7: resets the major-state control register to a basic phase again, 
readying the ND812 for the next instruction. Fundamental Operations for this phase are 
listed in Table 4-61. For timing of the indirect execute phase refer to Figure 4-56, keeping 
ini mind the above described modifications. 



follows. 



During the indirect execute phase, the events that occur can be summarized as 



4.4.4 



a. The content of the memory data register, the indirect address, is switched 
through TS multiplexer to the adder and into the address register. 

b. The contenjt of the program counter is incremented by one count. 

c. The conten^ of the memory data register is written into the memory location 
specified by the content of the address register. 

d. The basic fihase is set for the next instruction. 
TWO-WORD MEMORY REFERENCE INSTRUCTIONS 



There are fourteen two-word memory reference instructions. Two-word memory 
reference instructions comprise two consecutive 12-bit words. The first word contains the 
operation fields and the second word contains the absolute 12-bit address. Only absolute 
and indirect addressing is applicable for the two-word memory reference instructions. The 
absence of relative addressing does not imply a limitation; it is simply not necessary because 
any location in a 4K mem0ry can be accessed by absolute addressing through the 12-bit 
address of the second word. 



Comparison of the single and two-word memory reference instructions reveals 
other similarities and differences. Indirect addressing is possible and has the same meaning 
for either instruction; the linitial address does not contain the operand but the location from 
where the operand is to b^ fetched. The displacement field and sign-field is not valid for 
the two-word memory instj-uction . The fourteen two-word memory reference instructions are 
listed in Table 4-62. 



I Table 4-63 lists the two-word memory reference instruction format and bit patterns. 

The most important differehce between single- and two-word memory reference instructions 
is the capability of the lafter to address memory fields other than a single 4K memory. This 
control is reflected by biti 9, 10 and 1 1 of the instruction format. If bit 9 is set, processor 
lo^ic is notified that a mepiory field change is required for the instruction. In this case bits 
10 and 11 are decoded. l[his-2— bit field-change address provides for selection of four possible 
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Table 4-61. Single-Word Memory Reference Instructions, Indirect Addressing, Execute 

Phase, Fundamental Operations 

Ref. Period Simplified Logic Event 



A. EPO MDR->TS^ADDER 

1. 4TWFF* + ilNDFF*^tMPASS*^ 
IMPASS/13B4 

2. |MPASS^tADDEP0/13B1 

3. (tADDEPO) (tFLLOC*) (tEP0/5A4)- 
TSADD*/13B2 = MDR-^TS-*ADDER 



The indirect pointer 
address is switched 
through the TS 
multiplexer to the 
adder. 



B. PUO ADDER^AR 

1. tPU0B-*IPEA*->tPEA/9B1 = ENABLE^AR 

2. (tPEA) (tREGCLK)-*|CPA*/9B2 = 
ADDER-^AR 



The content of the 
adder is admitted Into 
the address register. 



C. PU1 CLR^-IVIBR 

1. tPU1B^iRMB*/18B1 = CLR-»MBR 



The memory buffer 
register is cleared. 



D. EP1 PC-*IVIX^ ADDER 

1. tEP1^4-SLPMX*/8B4 

2. -l.SLPMX*^tMXS1/9B2 = ENABLE->PC 

3. 4.SLPMX*-*tlVlXEN^ilVlXEN*/9A2 = 
PC^MX^ADDER 



The content of the 
program counter is 
switched through the 
MX multiplexer to the 
adder. 



EP1 +1-*ADDER 

1. (tEPI) (tJIVlP*)^,^CIN1' 
+1->ADDER 



>tCIN/12A2 



The content of the 
adder is incremented 
by a count of one. 



EP1 ADDER^PC 

1. tEP1-+4-PEP*^tPEP/9B1 

2. (tPEP) (tREGCLKHiCPP*/9B2 ^ 
ADDERS->PC 



The content of the 
adder is admitted to the 
PC. 



PU2 IVIR^MBR 

1, (tADDFO*) (tPU2)-*i.MCIR*/8B4 ^ 
READ MR->IV1BR 



The content of the 
memory register (the 
indirect operand) is 
admitted into the 
memory data register. 



PUS MBR-'-MDR 

1. iPU3*-*tPEM/12B2 

2. (tPEIVI) (tREGCLKHJ.CPIVI*/12B3^ 
MBR-*MDR 



The content of the 
memory buffer 
register is switched 
through the bus and 
memory buffer multi- 
plexer to the memory 
data register. 



I,J,K 



PUB, 
EP6, 
PU7 



Same as references L, M, and N, 
Table 4-55. 
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Table 4-62. 



T\Ai[o-Word Memory Reference Instructions 



Subgroup 

Two-Word MR I 



Mnemonic 


Octal Code 


Operation 


1 wbiviJ 


0240 


Skip if J memory 


TWblVlK 


0250 


Skip if K ?t memory 


1 WUOil 


OoOO 


Decrement memory and skip if = 




C\'>AC\ 

Uo4U 


Increment memory and skip if = 


1 VVoDJ 


U'HJU 


Subtract memory from J 


TWSBK 


0410 


Subtract memory from K 


TWADJ 


0440 


Add memory to J 


TWADK 


0450 


Add memory to K 


TWLDJ 


0500 


Load memory into J 


TWLDK 


0510 


Load memory into K 


TWSTJ 


0540 


Store J in memory 


TWSTK 


0550 


Store K in memory 


TWJMP 


0600 


Jump unconditionally 


TWJPS 


0640 


Jump to subroutine 



Table 4-63. Two-Word Memory Reference Instruction Format and Bit Patterns 




This is the two-word memory reference instruction 
format. When bits 0, 1 , and 2 are zero a two-word 
memory reference instruction is named. Bits 3 
through 6 determine the operation. Bit 7 deter- 
mines whether the next word is a direct or indirect 
address. Bit 8 determines whether the J or K 
register is affected. Bits 9, 10, and 11 determine 
the field in which the sec;ond-word address is 
located. 



Octal 
Code 



OPERATION 



024X 
025X 
030X 
034 X 
040X 
041 X 
044X 
045X 
050X 
051 X 
054X 
055 X 
060 X 
064 X 



TWSMJ 

TWSMK 

TWDSZ 

TWISZ 

TWSBJ 

TWSBK 

TWADJ 

TWADK 

TWLDJ 

TWLDK 

TWSTJ 

TWSTK 

TWJMP 

TWJPS 



Bit Pattern 



4 5 6 



8 g 10 11 



1 1 

1 1 

1 1 

1 1 1 



1 

1 

1 
1 

1 1 
1 1 

1 
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4K memory fields. Including the current memory field. The current memory field is selected 
by setting bit 9 to a zero; under this condition, the content of bit 10 and 11 are irrelevant. 
In general, when a memory field change is ordered by the instruction, the program returns 
to the originating field after execution of the instruction. Exceptions to this rule are the 
jump (TWJMP) and the jump-to-subroutine (TWJPS) instruction. These two instructions result 
in a permanent field-change; their effect can be reversed only by another jump command. 
For oil non-jump commands, the field selection change is only for the execute portion of 
that instruction. 

4.4.4,1 FIELD CHANGE. Memory field change and return is effected by the memory 
field control logic, which is described in paragraph 4.5.4.2. 

As can be seen from the descriptions of the single-word memory reference instruc- 
tions, they make use of only one of the main accumulators, the J-reglster. 

The two-word instructions make use of the K-reglster also. In order to specify 
one of the main accumulators uniquely, the two-word instruction format provides for this 
selection. If bit 8 is set, the K register Is employed in the specified operation. Of course, 
this is only applicable If the accumulator takes an active part in the data transfer; the 
TWISZ and ISZ instructions do not make use of the upper accumulators. 

From the point of view of processing, cycle duration, etc., the main difference 
between single- and two-word memory reference Instruction is in the basic timing. Direct 
addressing for one-word MRI's requires one basic and one execute phase, but direct 
addressing for two-word MRI's requires an additional basic phase. The reason for this is 
that In the two-word format, the first basic cycle encounters only the first word of the 
instruction; thus the second word, containing the absolute address, has to be brought back 
from memory in order to locate the operand. Indirect addressing for single- and two-word 
MRI's carries the same timing relationship. One-word MRI's require two basic and one 
execute phase for the indirect addressing mode; two-word MRI's require three basic and one 
execute phase for the same operation. 

Bits 0, 1 and 2 are always set to zero for a two-word instruction; they serve to 
indicate to the Instruction decode logic that a two-word memory reference Instruction is 
being processed. Bits 3 through 6 contain the instruction code. These codes are identical 
with the codes for the single word memory reference Instructions. The only difference Is In 
their location relative to the instruction format. However, because the two-word Instruc- 
tions are effectively shifted three positions to the left, the Instruction field and the direct- 
indirect fields become coincident with the same fields of the single-word Instruction. The 
effective three-bit shift operation makes it possible to process two-word Instructions through 
the same logic circuits that are used to process single-word instructions. Bit 7 contains the 
indirect bit and bit 8 contains the J/K accumulator select bit. Bit 9 is the field-change 
select bit which, in conjunction with bits 10 and 11, establish the memory-field selection 
address. It should be remembered when specifying bit patterns for two-word memory reference 
Instructions that the bit positions have no significance until the effective 3-bIt shift occurs. 
Hence, the two-word and single-word formats are Identical for processing. 



4-183 



4,4 A. 2 DIRECT ADDRESSING . The directly addressed two-word memory reference 
instruction has two basic phases and one execute phase. Tables 4-64, 4-65 and 4-66 are 
the Event Summaries for tHe three phases, respectively. Table 4-67 is a list of Fundamental 
Operations for the primary basic phase. Table 4-68 Is a list of Fundamental Operations for 
the secondary basic phase^ and with only a single exception. Table 4-69 is a list of the 
Fundamental Operations fbr the two-word memory reference instruction execute phase. 
Refer to Figure 4-54 for tlie block diagram, and to Figure 4-57 for the timing diagram. 

Table 4-64. Two-Word Memory Reference Instructions, Direct Addressing, Primary Basic 

Phase, Event Summary 









Common 








Basic Phase Ref. 


Ref. 


Period 


Event 


(Table 4-201 


A 


PU7 


CLR^LATCHES 


A 


B 


BPO 


PC->MX^ADDER 


B 


C 


PUOB 


ADDER^AR 


c 


D 


PUOB 


CLR-*IR 


D 


E 


BP1 


CLR^DONE 


E 


F 


PU1B 


CLR^MBR 


F 


G 


PU2 


MR->MBR 


G 


H 


PU3 


MBR->MDR 


H 


1 


BP3 


MBR^IR 


i 


J 


BP5 


SET^TW LATCH 


None 


K 


PUB 


MDR^MR 


J 


L 


PU7 


SET-*BASIC PHASE 


L 



Table 4-65. Two-Word A/|emory Reference Instructions, Direct Addressing, Secondary 

$asic Phase, Event Summary 



Common 
Basic Pham Ref. 



Ref. 


Peri6d 


Event 


(■"■able 4-201 


A 


BPO 


AR^MX-^ADDER 


None 


B 


BPOl 


+1-^ADDER 


None 


C 


BPO 


ADDER->PC 


None 


D 


puds 


ADDER^AR 


C 


E 


BPl 


CLR^DONE 


E 


F 


PUli 


CLR^MBR 


F 


G 


PU2| 


MR->MBR 


G 


H 


puaj 


MBR-*MDR 


H 


1 


BP3 


SHIFT->IR 


None 


J 


PU5| 


MDR^-MR 


J 


K 


PU7l 


SET^EXECUTE 


L 






PHASE 





i 
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Table 4-66. Two-Word Memory Reference Instructions, Direct Addressing, Execute Phase 

Event Summary 

SING WD 
Execute Phase Ref. 

Raf. Period Event (Table 4-61) 



A 


EPO 


MDR-*TS^ADDER 


A 


B 


PUO 


ADDER->AR 


B 


C 


PU1 


CLR->MBR 


C 


D 


EP1 


PC^MX^ADDER 


D 


E 


EP1 


+1-*ADDER 


E 


F 


EP1 


ADDER^PC 


F 


G 


PU2 


MR-*MBR 


G 


H 


PU3 


MBR^MDR 


H 


1 


EP3 


clrh^tw latch 


None 


J 


PUB 


MDR^MR 


1 


K 


EP6 


SET^DONE LATCH 


J 


L 


PU7 


SET-*BASIC phase (only) 


K 



Table 4-67. Two-Word Memory Reference Instructions, Direct Addressing, Primary Basic 

Phase, Fundamental Operations 



Ref. 
Al 



Period 

EPS- 
BPS 



Simplified Logic 
Identical with A through I of Table 4-20. 



Event 

See Table 4-20. 



J. 



BP5 



K.L 



PUB, 
PU7 



SET^TW LATCH 

1. II03B + II04B + ilOBB + Il06*^t70*/3B1 

2. il03* + -H04B + 4-105* + Il06*^t20/3B1 

3. 1103* + Il04*^t01 +00*/3B1 

4. (t70*) (t20) (tOI H-00*)-*IHLT/3B2 

5. |HLT^tHLT*/3B2 

6. (tTW) (tHLT*H4.HLTTW*^tHLTTW/3B3 

7. (tHLTTW) (tREGCLK) (BPBKiSTWFF* = 
SET TWO-WORD LATCH 
(tTWFF/3B4, 4-TWFF*) 

Identical with J and L, respectively, Table 4-20, 



The two-word latch 
is set. 



See Table 4-20. 



4.4.4.2.1 Primary Basic Phase. The primary basic phase is identical with the common basic 
phase (Table 4-20) with one exception. During period BPS of the two-word memory reference 
instruction primary basic phase, the two-word latch is set; this operation is described as 
operation J in Table 4-67. Prior to the shift, bits 103, 104, 105, and 106 are tested. If 
they are all inactive, they are decoded as a two-word instruction and the two-word latch is 
set. At the end of the primary basic phase, during period BP6, the basic phase is entered 
again. The low-level signal TW* permits the basic phase to be entered again (Operation 
L3, Table 4-20). This signal is asserted whenever instruction register bits 100 through 103 
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jfljble 4-68. Two-Word Memory Reference Instructions, Direct ^ddressing, Secondary 

Basic Phase, Fundamental Operations 



Ref. Period 
A. BPO 



Simplified Logic 

AR^-I\/IX-»ADDER 

1. iXCTFF + 4.IND* + |INDFFH>tXIFF*/6A3 

2. iIND* + ITWFF* + |XCT*-^tXITFF/8A1 

3. ITWFF + |IND->tTIFF*/8A1 

4. (tXITFF) (tXIFF*) (tTIFF*) ^ISLAMUVSAI 

5. |SLAMU*-^tSLAMU/8A1 

6. (tSLAMU) (tFLLOC*) (tBPO)-* 
ISLAMXV8A2 =ENABLE-*MX MULTIPLEXER 

7. 4.SLAMX*/8A2-*tMXEN/9A2^' 
4.MXENV9A2 = AR-^MX-*ADDER 



Event 



The content of the 
address register is 
switched through the 
MX multiplexer to 
the adder to obtain the 
current address. 



BPO +1^ADDER 

1. (tTWFF) (tIND*) (tBPOHlCINr 
tCIN/12B2 



The adder is incre- 
mented by a count of 
one. 



BPO ADDER->PC 

1. (tXCTFF*) (tlNDFF*)^|XIFF/6A3 
1. 4XIFF-^tX*l*FF/6A4 

3. |STDN7*->tlNDM*/6A3 

4. (tINDM*) (tTWFF) (tX*l*FF) (tBPO)- 
4PEP*/9B3 

5. lPEP*^tPEP/9B1 = ENABLE^PC 

6. (tPEP) (tREGCLK)->ICPP*/9B2 = 
LOAD-^PC 



Content of the adder 
is loaded into the 
program counter. 



D. PUOB ADDER->AR 

1. 1-PU0B^4PEA*^tPEA/9B1 = 
ENABLE^AR 

2. (tPEA) (tREGCLK)^4-CPA*/9B2^ 
LOAD-*AR 



Content of the adder 
is loaded into the 
address register. 



E-H BP1- identical with operations E through H of 

PUS Table 4-20. 



See Table 4-20. 



BP3 SHIFT^IR 

1. + ;xCT-^tXCTNDV6A3 

2. (tXCTND*) (tMPASS*)->|SPEI*/6A3 

3. ;SPE I * + j BP3->tPE I */6A4 = 
DISABLE-HR 

4. (tBP3) (tTWFF) (tlND*HiSHIFT3*/6A4 
|SHIFT3*--tPEI/6A4 
(tPEI) (tCCLKHiCPr/6A4 = 
SHIFT-*IR 



6 



The content of the 
instruction register 
is effectively shifted 
3-bits to the left. 



J,L 



PUB, 
PU7 



Same as operations J, and L of Table 4-20. 



See Table 4-20. 
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Table 4-69. Two-Word Memory Reference InstrucHons, Direct Addressing, Execute Phase, 

Fundamental Operations 

Ref. Period Simplified Logic Event 

A-H EPO- Identical with A through H of Table 4-62. See Table 4-62. 

PUS 

I. EP3 CLR->TW LATCH 

1. 4-EP3*/5A4 = CLR-»-TWFF The two-word latch 

(tTWFF*/3B4, 4TWFF) is cleared. 

J,K, PUB, Identical with I, J, and K of Table 4-62. See Table 4-62. 

and EP6, 
L PU7 

or 104 are low level. These signals are low-level until the instruction register shift takes 
place; the shift does not occur until after the secondary basic phase takes place. Thus, 
during the primary basic phase, the processing events that take place can be summarized 
as follows. 

a. The content of the program counter is loaded into the address register. 

b. The two-word latch is set. 

c. The content of the memory buffer register is loaded into the instruction 
register. 

d. During the last period, another basic phase is set. 

Note that other operations are also performed during the primary basic cycle but 
they have no active roles. 

4.4.4.2.2 Secondary Basic Phase. The secondary basic phase of the two-word memory 
reference instruction retains most of its similarities with the common basic phase, except for 
four operations. First, in Fundamental Operation A, Table 4-65, the address register is 
selected as an input to the MX multiplexer. Next, the adder is incremented by a count of 
1 to obtain the address of the second word of the two-word instruction group and the resulting 
data word is admitted into the address register and program counter. Another operation which 
differs from the common basic phase operations is that the instruction register is not cleared 
so that its data remains available for processing during this basic phase. Another difference 
in operation occurs when event I, Table 4-68 occurs. This operation effectively shifts the 
content of the instruction register three bits leftward. The content of the Instruction regis- 
ter is the first word of the two-word memory reference instruction, which up until this 
operation occurs has remained unmodified. The three-bit shift is accomplished by providing 
only one shift pulse to the instruction register logic. 
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PUS, BPS, 

Ieps 

sl*mx*, mxen* 

( 8 B 4 ) ( 9 A 2 )- 





PRIMARY BPH 


SECONDARY BPH 


EXECUTE PH 










1 1 1 2 1 3 j 4 j 5 1 6 j 7 


"hi 



u 



PC-^MX-fcADOER • 

ENABLE 



PEA* 

( 9 B 1 ) 

CPA* 

(982) 

MR I • 

(BB4) 



DONE 
(7 84) 



AiDD£R->AR ENABLE 



ADDER-»AR LOAD 



CL R— ..D DN E 















CLR— IR 1 



IT 



RMB* 
(18 81) 

MC I R* 
( B 8 4 ) 







C L R— »M B R 

















MR—MBR 



PEM* 
(12 82) 

CPM* 

( 1 2B3) 

PIE* 

(6A4) 



M8R-»MDR ENABLE 



U MBR-"MDR LOAD jj" 



MBR-*IR ENABLE 



u 

IT 



I . CP I • 

( 8 A 4 ) 



M 8 R-»l R LOAD 



SH I F T— »l R 



M. M» -M 

H . TW* 

i( 7 A t ) 



I S-imi 00-1 



DECODE TW 
SET-»BPH 



DECODE SINGLE WORD 
SET— »EPH 



1_ 



0. ITWFF (384) 

P. MClW* 

(BB4) 



Q. f I N ( 1 28 2 ) 

R. PEP* 

(981 ) 



S. TSAOD* 

I 3 B2 



S £ T— •T H LATCH 



MD R-»MR 



u 



+1 -•AODEH 



ADDER-»PC 



MO R-* r i-»AOD E R 



Figure 4-57. Two-Word Memory Reference Instructions, Direct AdcJressing, Timing Diagram 
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How this is done can be more clearly understood by referring to Figure 4-58. 
This figure is the simplified schematic diagram of the instruction register (the master reset 
and parallel enable inputs are not shown). The instruction register comprises three Fairchild 
Type 9300 4-bit shift registers configured as shown. Shifting, when done, causes a single 
leftward shift of data each time a clock pulse is received at the CP input and the parallel 
enable (PE) input is high level. Shifting is from the low-order numbers of each shift register 
to the high-order numbers, one bit for each clock pulse. Thus, when a single clock pulse 
is received, all Qn bits receive a low level (due to the ground applied at inputs J and K, 
spectively, of all the shift registers) and bitsQ^ through Q3 receive corresponding high 



re 



or low levels. The data contained in bit of each shift register is shifted out and is lost. 
Thus, for the first shift register, when the shift occurs data in bit 100 is shifted out, bit 103 
is shifted into bit 100, bit 106 is shifted Into bit 103, bit 109 is shifted into bit 106, and a 
zero is shifted into bit 109. This same pattern occurs in the other two shift registers. 

Although the instruction gets decoded at period BP3 of the secondary basic phase, 
processing is deferred to the ensuing execute phase. The concluding operation of the secon- 
dary basic phase is controlled by pulse PU7; the major state control logic orders an execute 
phase next. Thus, during the secondary basic phase the events that take place can be 
summarized as follows. 




BIT PATTERN PRIOR TO SHIFT t0567e) 



TWSTK 
(MF03) 



TWSTK 
(MFC 3) 
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2 
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BIT PATTERN AFTER SHIFT (5570g) 



Figure 4-58. Instruction Register, Simplified Schematic Diagram 



a. The content of the program counter is incremented and stored into the address 
register and program counter. 

b. The content of the first word of the instruction is shifted three positions and 
stored into the instruction register and instruction decoder. 

c. During the last period, the execute phase is set. 

4.4.4.2.3 Execute phase. The two-word memory reference instruction execute phase is 
similar to the one-word memory reference instruction execute phase. Initially, the content 
of the memory data register which now holds the address of the second word of the two word 
instruction group is switched through the TS multiplexer into the adder. This address is then 
admitted into the address ^-egister. Also, the content of the program counter is switched 
through the MX multiplexer to the adder and incremented to get the location of the next 
instruction In the program. This location is the next one that will be accessed during 
operation of the ND812, Next, the operand which is located at the address contained in 
the address register is admjitted into the memory data register for further processing. This 
data is retained and operated upon during final processing. 

During the execute phase of the two-word memory reference instruction the 
following events take placje. 

a. The content of the memory data register, the effective address, is switched 
through the; TS multiplexer into the adder and into the address register. 

b. The content of the program counter is incremented by one. 

c. The two-w0rd latch is cleared. 

d. The content of the memory data register is written into the memory location 
specified by the content of the address register. 

e. The basic phase is set by the major stqte control logic for the next instruction. 

4.4.4.3 INDIRECT ADDRESSING. The indirectly addressed memory reference instructions 
combine the operations of iboth the two-word memory reference instructions with direct 
fetch, and the single-word memory reference instruction with indirect fetch. Tables 4-70 
through 4-73 are the Event Summaries for the indirectly fetched two-word memory reference 
instruction. There is only one tabulation for Fundamental Operations because all other 
operations are described in previously presented tables. This table lists the Fundamental 
Operations for the tertiary basic phase. Figure 4-59 is the timing diagram for the two-word 
memory reference instructijon indirect fetch. The indirectly fetched two-word memory 
reference instruction has tjiree basic phases and one execute phase. 

4.4.4.3.1 Primary Basic Phase. The primary basic phase events are identical to the primary 
basic phase events for the single-word memory reference Instruction. The indirect latch is 
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Table 4-70. Two-Word Memory Reference Instructions, Indirect Addressing, Primary Basic 

Phase, Event Summary 









Common 








Bssic PhssB Rsft 


Ref. 


Period 


Event 


(table 4-20) 


A 


PU7 


CLR-^LATCHES 


A 


B 


BPO 


PC-*MX->ADDER 


B 


C 


PUOB 


ADDER^AR 


C 


D 


PUOB 


CLR-*IR 


D 


E 


BP1 


CLR^DONE 


E 


F 


PU1 


CLR^MBR 


F 


G 


PU2 


MR-*MBR 


G 


H 


PU3 


MBR->MDR 


H 


1 


BP3 


MBR->IR 


1 


J 


BP5 


SET->TW LATCH 


Nonet 


K 


PUS 


MDR^MR 


J 


L 


PU7 


SET-*BASIC PHASE 


L 



+ Refer to Table 4-67, Operation J 



Table 4-71 . Two-Word Memory Reference Instructions, Indirect Addressing, Secondary 

Basic Phase, Event Summary 









Common 








Basic Phase Ref. 


Ref. 


Period 


Event 


(Table 4-20) 


A 


BPO 


AR->MX^ADDER 


None +1 


B 


BPO 


+1-*ADDER 


None +2 


c 


BPO 


ADDER->PC 


None +3 


D 


PUOB 


ADDER-*AR 


C 


E 


BP1 


CLR->DONE 


E 


F 


PU1 


CLR-^MBR 


F 


G 


PU2 


MR^MBR 


G 


H 


PU3 


MBR-*MDR 


H 


1 


BPS 


SHIFT^IR 


None +4 


J 


BP4 


SET->IND, INDFF 


None +5 






LATCHES 




K 


PUB 


MDR^MR 


J 


L 


PU7 


SET->-BASIC PHASE 


L 



+ 1 Refer to Table 4-68, Operation A 

+2 Refer to Table 4-68, Operation B 

+3 Refer to Table 4-68, Operation C 

+4 Refer to Table 4-68, Operation I 

+5 Refer to Table 4-59, Operation J 

not set during the primary basic phase. Although it may first appear that this is not true, it 
should be remembered that the two-word instruction does not admit data into the instruction 
decoder until after the instruction-register shift occurs. Referring to Table 4-59, Operation 
J, it can be seen that to obtain high-level signal MREFI, bits 100 through 103 must produce 
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Table 4-72. Two-Word Memory Reference Instructions, 

Phase, Event Summary 



Indirect Addressing, Tertiary Basic 



Common 
Basil: Phase Ref . 

Ref . Period Event (Table 4-20) 



A 


BPO 


MDR-+TS->ADDER 


None 


B 


PUO 


ADDER->AR 


C 


C 


BP1 


CLR^DONE 


E 


D 


PU1 


CLR-*MBR 


F 


E 


PU2 


MR-*MBR 


G 


F 


PU3 


MBR^MDR 


H 


G 


PU3 


CLR^IND LATCH 


None + 


H 


PU5 


MDR->MR 


J 


1 


PU7 


SET^EXECUTE 


L 



PHASE 



+ Refer to Table 4-60, Operations H and I 



Table 4-73. Two-Word Memory Reference Instructions, Indirect Addressing, Execute Phase, 

Event Summary 

SING -WD 
Ex. Phase Ref. 



Ref. 


Period 


Event 


(Table 4-61) 


A 


EPO 


MDR-*TS->ADDER 


A 


B 


PUO 


ADDER-*AR 


B 


C 


PU1 


CLR^MBR 


C 


D 


EP1 


PC-*MX^ADDER 


D 


E 


EP1 


-(•I^ADDER 


E 


F 


EP1 


ADDER^C 


F 


G 


PU2 


MR-MBR 


G 


H 


PU3 


MBR->MDR 


H 


1 


EPS 


CLR-*TW LATCH 


None + 


J 


PUB 


MDR-MR 


;l 


K 


EP6 


SET-*DONE LATCH 


J 


L 


PU7 


SET^BASIC PHASE (only) 


K 



+ Refer to Table 4-69, Operation I 



one of the operate codes 24, 30, 34, 40, 44, 50, 60, 64 or 70. As can be seen from 
Table 4-13, these operate codes are only produced when one or more of bits 100 through 
lOB are asserted; this doesi not take place until the effective three-bit shift of the instruction 
register during the secondary basic phase. The events that take place can be more easily 
understood by referring to Table 4-74, a synopsis of the events that occur during an indir- 
ectly fetched two-word memory reference instruction. 

The program listing is shown under the heading. Program. The operand list 
(right column) contains data only where the two-word instruction has relevance. The intent 
isithat the data located at address 2055 be loaded into the J register; however, the second 
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A. PUS, BPS 
EPS 





PRIMARY BPH 


SECONDARY BPH 


TERTIAARY BPH 


EXECUTE PH 




i 

■7 






o|l| 2| 3|4|5|6| 7 


o| 1 1 2] 3| 4j 5 1 sj 7 


"hi 



B. SLPMX'.MXEN* 

(684) (gA2) 

C. PEA* 

(BBI ) 

HRI* 

(8 84 ) 



MX— »AODER 



AOOER-*AR 



IT 



CLR-»I 



IT 



IT 



U 



D. ODNE 
(7B4) 

E. RMB* 
(18B1 ) 

F . MC I R» 

(8B4) 

G. PEM* 
<12B3) 

H . PIE* 

(6A4) 

I . DPI* 
(6A4) 



I I C1.R--D1 



j 1 CLR-*MBR |_J 




u 


[J MR-»MBR |_J 


u 


u 


[ 1 MBR-»MDR 1 1 


u 


u 


|_J ENABLE-*! R 



"IJmbR— "IR LOAD y SH I F r-»l R 



1 . 100-111 
(7A1 ) 



I R-»i crtr-i 1 1 



DECODE TW 



OEGODE SINGLE -WORD 



L. TWFF 
(3B4) 

M. I NO 

( 6 A 2 ) 
H. MCI** 

( 8 84 ) 



0. CIN 

(1 2B2) 
P. PEP* 
OBI) 

a. TSADO* 
(138?) 



SET-»IW LATCH 



SET I NO LATCH 
SET BPH 



] |mD R -»T S-..AO d7r| P 



1 I MDR-»MR j_j 


u 


u 


ri + t*A ODER 


n 






1 [ ADOE R— "PC 


u 





Figure 4-59. Two-Word Memory Reference Instructions, Indirect Addressing, Timing Diagram 
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Table 4-74. Two-Word Memory Reference Instructions, Indirect Addressing, Synopsis of 

Events 

PROGRAM 



2043 
2044 
2045 
2046 
2047 
2050 
2051 
2052 
2053 
2054 
2055 



TWLDJ 
2052 



2055 



XXXX 



Register Contents 



Phases 


PC 


AR 


MDR 


MR 


1st BASIC PHASE 


2043 


2043 


TWLDJ 


TWLDJ 


2nd BASIC PHASE 


2044 


2044 


2052 


2052 


3rd BASIC PHASE 


2044 


2052 


2055 


2055 


EXECUTE PHASE 


2045 


2055 


XXXX 


XXXX 



word of the two-word instruction does not name the address of the data, but the address of 
itis address. Hence, 20521 is not an operand, but the address of the address of the operand. 
When the indirectly fetched two-word instruction primary basic phase occurs, the program 
counter contains the address of the next Instruction that is fetched from memory, or in this 
case, 2043. This addressi is admitted into the address register and the two-word instruction 
TWLDJ is loaded into thej instruction register and memory data register from location 2043 
in memory. Thus at the ejnd of the primary basic phase, the program counter, the address 
register, the memory data register, and the memory register contain the data shown in the 
register contents columns of Table 4-74. 

The low- level signal TW* permits the basic phase to be set again at period BP6. 
Ttiiis signal is asserted whenever instruction register bits 100 through 103 or 104 are low level. 
This signal remains asserted until the effective three-bit instruction register shift occurs. 

The events thaf' take place during the primary basic phase can be summarized as 

follows. 

a. The content of the program counter is loaded into the address register. 

b. The content of the memory buffer register is loaded into the memory data 
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register and into the instruction register. 

c. The two-word latch is set. 

d. A second basic phase is set. 

4.4.4.3.2 Secondary Basic Phase. During the secondary basic phase, the content of the 
address register, 2043, is admitted into the adder and incremented to get the next address, 
2044. The operand fetched from this address is another address, 2052. This address is 
admitted into the memory data register. The content of the instruction register is not modi- 
fied because the done latch remains cleared during the secondary basic phase Table 4-20, 
Operations D and K. However, during period BP3, the effective three-bit instruction register 
shift occurs. This shift admits operate-code bits 100 through 103 into the instruction decoder 
and permits the Indirect-latch logic to be primed by a high-level MREFI signal as shown by 
Operation J, Table 4-59. Hence, when period BP4 occurs, the indirect and indirect flip- 
clop latches are set. The set state of the indirect latch permits the basic phase to be entered 
a third time (Operation L3, Table 4-20). When the three-bit instruction register shift occurs, 
the low-level TW* signal becomes high-level again, but the asserted indirect latch permits 
entry into the basic phase again through low-level signal IND*. Thus, at the end of the 
secondary basic phase, the program counter, the address register, the memory data register, 
and the memory register contain the data shown in the register contents columns of Table 
4-74. It should be noted that the operand listed for the content of the memory data register 
at the end of the second basic phase is the pointer address for the indirect fetch. The events 
that take place during the secondary basic phase can be summarized as follows. 

a. The content of the address register is admitted into the adder and incremented. 

b. The content of the adder is admitted into the address register and program 
counter. 

c. The instruction register contents are shifted 3 bits leftward. 

d. The indirect and indirect flip-flop latches are set. 

e. The content of the memory buffer register is admitted into the memory data 
register. 

f. Another basic phase is entered. 

4.4.4.3.3 Tertiary Basic Phase. The tertiary (or third) basic phase is similar to the execute 
phase with the exception that the content of the program counter is not modified (Table 4-75). 
Also, during this phase, the indirect latch is cleared. Thus, because the done latch remains 
unset (signal DONE* remains high level), and signals TW*, IND* and XCT* are all high 
level as shown for Operation LI, Table 4-20, the execute phase is set. Thus, at the end of 
the tertiary basic phase, the content of the program counter is unmodified, the address regis- 
ter obtains the pointer address, and the memory data register and memory register obtain the 
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Table 4-75. Two-Word AAemory Reference Instructions, Indirect Addressing, Tertiary Basic 

Phase, Fundamental Operations 



Ref. Period Simplified Logic 

A. PUO IV1DR->TS-*ADDER 

1. (tTWFF) (tlND)-*ITIFF*/8A1 

2. 4-TIFF* + IXIFF* + iMULIS*^ 
tMSCTAD/13B1 

3. (tFLLOC*) (tDONE*)-^|FLDN-> 
i tFLDN*/13B2 

4. (tMSCTAD) (tFLDN*) (tBPO)-> 
iTSADD*/13B2 = MDR-*TS->ADDER 

B-F PUO- ^ame as Operations C, and E through H, 

PU3 Table 4-20. 



Event 



The pointer address, 
contained in the mem- 
ory data register, is 
switched through the 
TS multiplexer to the 
adder. 



See Table 4-20. 



G. PU3 Same as Operations H and I, Table 4-60. 

H,l PUB, ^ame as Operations J and L, respectively, 

PU7 Table 4-20. 



See Table 4-60. 
See Table 4-20. 



final address. The event$ that take place during the tertiary basic phase can be summarized 
as follows. 

a. The content of the memory data register is switched through the TS multiplexer 
to the add$r. 

b. The content of the adder is admitted into the address register. 

c. The content of the memory buffer register is read into the memory data 
register. 

d. The indirect latch is cleared. 



e. The execute phase is set. 

444.4.3.4 Execute Phase. The two-word indirect fetch memory reference instruction 
execute phase is similar to the direct fetch two-word memory reference instruction execute 
phase. Initially, the content of the memory data register which now holds the address of the 
operand of the two word instruction group is switched through the TS multiplexer into the 
adder. This address is th^n admitted into the address register. Also, the content of the 
program counter is switched through the MX multiplexer to the adder and incremented to get 
the location of the next instruction in the program. This location is the next one that will 
b^ accessed during operatlion of the ND812. Next, the operand which is located at the 
address contained in the address register is admitted into the memory data register for further 
processing. This data is retained and operated upon during final processing. 
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During the execute phase of the indirectly fetched two-word memory reference 
instruction the following events take place. 

a. The content of the memory data register, the effective address. Is switched 
through the TS multiplexer into the adder and Into the address register. 

b. The content of the program counter is incremented by one. 

c. The ty/o-word latch is cleared. 

d. The content of the memory data register is written into the memory location 
specified by the content of the address register. 

e. The basic phase is set by the major state control logic for the next instruction. 



4.4.4.4 ACCUMULATOR SELECTION. One of the basic differences between single-word 
and two-word memory reference instructions is that for a two-word memory reference instruc- 
tion, either the J or K register may be selected for the operation as the result of final pro- 
cessing. For the single-word memory reference instruction, this is not the case. Whenever a 
a single-word memory reference instruction is processed, the J register is selected as the 
affected accumulator. This automatically takes place during period BP7 of the previous 
execute phase as shown by Operation A of Table 4-76, the list of Fundamental Operations 
for selection of accumulators during a two-word memory reference instruction. The other 
operations described in Table 4-76 include use of the J or K register as the effective 
accumulator for addition, subtraction, store, and load memory reference instructions. It 
is clear by inspecting Fundamental Operations A and B of Table 4-76, that unless a two- 
word memory reference instruction is In effect, only the J register is the effective accu- 
mulator. 



4.4.5 EXECUTE INSTRUCTION 



The execute instruction is a special case of the one-word memory reference 
instruction. It is not discussed in the one-word memory reference instruction groups because 
this instruction does not have an execute phase. This instruction has the same format as any 
single-word memory reference instruction (Table 4-53). The execute instruction enables 
any instruction which can be relatively addressed to be executed without changing the 
content of the program counter. Because indirect addressing for an execute instruction is 
also possible, any instruction in a program can actually be executed. The execute instruc- 
tion is the only memory reference instruction for which there is no two-word memory ref- 
erence instruction form. The instruction located at the effective or indirect address may 
be any legal ND812 instruction of an operate class, single-word, or two-word, and can 
include another execute instruction. 

Figure 4-60 Is the execute instruction timing diagram. Tables 4-77 and 4-78 are 
the primary basic and secondary basic phase event summaries, respectively. Tables 4-79 
and 4-80 are the listings of Fundamental Operations for the primary and secondary basic 
phases, respectively. 
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Table 4-76. Two-Word Memory Reference InstrucHons, Accumulator Selection, Fundamental 

Operations 



Ref. 

A. 

All 



B. 

(25) 
(41) 
(45) 
(51) 
(55) 

C. 

(55) 



D. 
(25) 



E. 

(41) 
(45) 



F. 

(41) 
(45) 
(51) 



G. 
(54) 



H. 
(24) 



Period 
PU7 



Simplified Logic 



BP1 



EPS 



EP45 



EP6 



EP6 



EPS 



EP45 



$ET-^JCOM 



1. (tDONE) (tPU7B) = SET-^JCOM 
I (tJCOM/3A4, ;kCOM) 



$ET-»-KCOM 

i. (tTW) (tl08B) (tBPI) = SET-^KCOM 



(4.JC0M, tKCOM/3A4) 



K-^MX^ADDER 



1. (tSTJ) (tEP3) (tKCOM)->4.SLKMX7l2A4 

2. iSLKMX*-»tMXEN->;MXEN*/9A1 
1 iSLKMX*/9B1-*tMXS0, tMXS2/9A2 



K-s-MX^-ADDER 

1. (tSID) (tEP45) (tKCOM)^|SLKMX*/12A4 
?. ;SLKMX*/12A4^tMXEN->4MXEN*/9A1 

;SLKMX*->tMXSO, tMXS2/9A2 

K^MX->ADDER 

i (tADJSBJ) (tEP6) (tKCOM)-*|SLKIVIX*/12A4 

2. 4.SLKMX*/12A4^tMXEN^-l.MXEN*/9A1 

3. -tSLKMX*->tMXSO, tMXS2/9A2 

ADDER->K^ADDER 

1. (tADSBLD/7B2) (tEP6/5A4) (tKCOM/3A4)-* 
;PEK*/9A3 

2. -l.PEK*/9A3->tPEK/9A4 

$. (tPEK/9A4) (tREGCLK/4A4)-*;CPK*/9A4 

j->IVlX->ADDER 

1. (tSTJ) (tJCOM)-*4STJCM*-^tSTJCM/12A3 

2. (tSTJCM) (tEP3)^lSUMX*/12A3 
f 4.SLJMX*->tMXEN^IMXEN*/9A1 

4. ;SLJMX*-'-tMXS2/9A1 

4-^MX^ADDER 

1, (tSID) (tJCOM) (tEP45)-*4.SLJMX7l2A3 
t |SLJMX*->tMXEN^-|MXEN*/9A1 

3. ISLJIVIX*-tMXS2/9A1 



Event 



The J-register Is 
the effective 
accumulator. 



The K-register is 
the effective 
accumulator. 



The content of the 
K-register is switched 
through the MX 
multiplexer. 



The content of the K- 
register is switched 
through the MX 
multiplexer. 



The content of the K- 
register is switched 
through the MX 
multiplexer. 



The content of the 
adder is admitted Into 
the K-register. 



The content of the J- 
register is switched 
through the MX multi- 
plexer to the adder. 



The content of the J- 
register is switched 
through the MX 
multiplexer. 
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Table 4-76. Two-Word Memory Reference Instructions, Accumulator Selection, Fundamental 

Operations (Cont'd.) 



Ref. 

I. 

(40) 
(44) 



J. 

(40) 
(44) 
(50) 



Period 



EP6 



EP6 



Simplified Logic 

J->MX^ADDER 

1. (tADJSBJ) (tJCOM) (tEP6)->iSLJMX*/12A3 

2. iSLJMX*-*tMXEN->4.IVlXEN*/9A1 

3. |SLJMX*^tMXS2/9A1 

ADDER^J 

1. (tADSBLD) (tJC0M)^4.LDL0G*-*tLDJ LOG 

2. (tLDJ LOG) {tEP6)->iPEJ*->tPEJ/9A4 

3. (tPEJ) (tREGCLK)-^|CPJ*/9A4 



Event 



The content of the J- 
register is switched 
through the MX multi- 
plexer to the adder. 

The content of the 
adder is adnnitted into 
the J-register. 



Table 4-77. Execute Instruction, Direct Addressing, Primary Basic Phase, Event Summary 

Common 
Basic Phase Ref. 



Ref. Period Event (Table 4-201 

A PU7 CLR^LATCHES A 

B BPO PC^X-*ADDER B 

C PUOB ADDER-*AR C 

D PUOB CLR-*IR D 

E BP1 CLR-*DONE E 

F PU1B CLR^MBR F 

G PU2 MR^MBR G 

H PU3 MBR^MDR H 

I BP3 MBR->IR I 

J PUB MDR^VIR J 

K BP6 SET->XCT LATCH None 

L PU7 SET-^BASIC PHASE L 



Table 4-78. Execute Instruction, Direct Addressing, Secondary Basic Phase, Event Summary 

Common 
Basic Phase Ref. 

Ref. Period Event (Table 4-20) 



A 


BPO 


AR-HVIX-^ADDER 


None 


B 


BPO 


REL ADDRESS-*TS->±LOGIC 


None 


C 


BPO 


(MX + TS)->ADDER (BIT 6 = 0) 


None 


D 


BPO 


(MX - TS)->ADDER (BIT 5= 1) 


None 


E 


PUOB 


ADDER-*AR 


C 


F 


BP1 


CLR->DONE 


E 


G 


PU1B 


CLR^MBR 


F 


H 


PU2 


MR^VIBR 


G 


1 


PU3 


MBR-HVIDR 


H 


J 


BP3 


MBR^IR 


1 


K 


PUB 


MDR->MR 


J 


L 


PU7 


SET-^PHASE 


L 
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A. PUS, BPS 

EPS 







PR 


1 M A R Y B P H 








SECONDARY 


BPH 






NEXT 




• 


■ 


2 


3 




• 


• 






■ 








5 


• 




u 


1 





6. SLPMX* 
( 8B4 ) 



P C +»M X -»A B E R 



C. PEA* 

(9B1 ) 



1 



adIoer-»ar 



-if- 



D , MR I * 
(6B*) 



I I cl|r-*-i 



E. DONE 
( 7 84 ) 



F , R M B • 
(1 BBl ) 



C L d— »0 ONE 



CLR-»MBR 



■if- 



G. MC I R* 

( 8 6 4 ) 



MR—MBR 



H . PEM» 
(1282) 



MBI!-»MDR 



-if- 



I . PEI* 
(6A4) 



MBR-»r R 



J . I gg' 1 1 1 

K . MC I W* 
( 8B4 ) 



CONTENT OF I R FOR 
XCT INSTRUCTION ONLY 



MOR-*MR 



L. XCTFF 
(6A3) 



M. Tsser 

(1 3B 4 ) 
N. TSADO*, TSSUB*- 
(1302) (13B3) 



S E T— C T LATCH 



I 06 « I 1 1-»TS 



MX-»TS-»AOOE( 



0. lOO-l I 1 



CON rENT OF I R 

FOR NEXT INSTRUCTION 



Figure 4-60. jExecute Instruction, Direct Addressing, Timing Diagram 
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Table 4-79. Execute Instruction, Direct Addressing, Primary Basic Phase, Fundamental 

Operations 



Raf. 

A-J 



Period 

BPO- 
BP5 



Simplified Logic Event 
Identical to Operations A through J, Table 4-20. See Table 4-20. 



K. BP6 SET->EXECUTE LATCH 

1. (tlOO) (tlOl) (tl02)^IXCT*/7B1 

2. ;XCT*^tXCT/7B1 

3. (tlND*) (tXCT) <tBP6)-*4.SXCT*/6A2 = 
SET-»-EXECUTE LATCH (tXCTFF/6A2, 
;XCTFF*) 



The execute latch 
is set. 



L. PU7 SET^BASIC PHASE 

1. IDONE* + ITW + 4.IND*+'|XCT*- 
tRBPH^4-RBPH*/5B1 

2. URBPH*) (;CPPU*) (tPU7) = SET-i 
BPH (tBPH, IEPH/5B2) 



A second basic phase 
is entered. 



4.4.5.1 DIRECT ADDRESSING, PRIMARY BASIC PHASE. The primary basic phase for 
the directly fetched execute instruction is similar to the primary basic phase for any single- 
word memory reference instruction (Table 4-20) with one exception; during period BP6, 

the XCTFF latch is set. Setting of this latch permits the events of the secondary basic phase 
to be executed. Initially, the content of the program counter is admitted into the adder 
to obtain the operand for the current instruction, which in this case, is the execute instruc- 
tion. This instruction is admitted into the instruction register and is decoded as an execute. 
As a result of this decoding operation, the XCTFF latch is set. 

4.4.5.2 DIRECT ADDRESSING, SECONDARY BASIC PHASE. The secondary basic phase 
performs two functions. It determines the effective address and then becomes the primary 
basic phase for the instruction which must be executed. This is possible because the instruc- 
tion register contents, which were loaded into the instruction register during the primary 
basic phase, are overwritten with the operand located at the effective address. Thus, 
during the first basic phase, the content of the program counter is loaded into the address 
register. Subsequently, the operand located at the effective address is loaded into the 
instruction register, but its location does not appear in the program counter. The secondary 
basic and subsequent phase operations can be understood by referring to Table 4-81, a 
synopsis of events for the execute instruction. The program listing is similar to the program 
listing previously presented in Table 4-74 with one exception, an execute instruction has 
been added at location 2035. The execute instruction is an order to execute the two-word 
load J (TWLDJ) instruction at location 2043. 

Operation is as follows. When the program counter reaches 2035, the primary 
basic phase for the instruction is entered. At the beginning, the content of the program 
counter is loaded into the address register and instruction 7006 is loaded into the memory 
buffer register and into the instruction register and the memory data register. When the 
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Table 4-80, Execute Instruction, Direct Addressing, Secondary Elasic Phase, Fundamental 

Operations 



Raf. Period 



Simplified Logic 



Event 



BPO 



AR+MX^ADDEFI 



1. 
2. 
3. 
4. 
5. 
6. 
7. 



4JXCT* + 4-IND* + ;TWFF*^tXITFF/8A1 

4,TWFF + ;iND-*tTIFF*/8A1 

([tXITFF) (tXIFF*) (tTIFF*)-*4.SLAIV!U*/8A1 

J,SLAMU*-^tSLAMU/8A1 

(tSLAMU) (tE3P0) (tFLLOC*)->4-SLAMX*/8A2 

JsLAMX*-*tMXEN-*iMXENV9A1 

41slAMX*->;mXS0, 4-MXSI, 4MXS2 = 

AR->MX-*ADDER 



The content of the 
address register is 
switched through the 
MX multiplexer to 
the adder. 



BPO REl, ADDRESS-*TS-*ADDER 

1. IXCTFF + mo* + 4-INDFF^tXIFF*/6A3 

2. (rt-XIFF*) (tTWFF*)^IMLTAS*/6A4 



M LTAS*^tM LTAS/1 3B4 
(itMLTAS) (tBPO)-*ISLITS' 
106 - II 1->TS-> ADDER 



►tTSS0/13B4 ■■ 



Bits 106-111 are 
switched through the 
MX multiplexerto the 
adder as the relative 
(or displacement) 
address. 



BPO (MX + TS)->ADDER (Bit5 = 0) 

1. (tMLTAS) (tl5B*)->|MULIS*-* 
tMSCTAD/13B1 

2. (tFLLOC*) {tDONE*K-l.FLDIM^ 
tFLDN*/13B1 

3. (tMSCTAD) <tFLDN*) (tBPO)^ 
4.TSADD713B2 = +TS-*ADDER 

BPO (MXj - TS)->ADDER (Bits = 1) 

1. (ItMLTAS) (tl05X) (tFLDN*) (tBPO)- 
iTSSUB*/1 3B3 = -TS-*ADDER 



PUOB ADDER->AR 

1. PU0B-+IPEA*-*tPEA/9B1 

2. (tPEA)(tREGCLK)^ICPA*/9B2 = 
ADDER->AR 

PUOB CLB-*DONE 

1. 4|BP1*/5A3 = CLR^DONE (4.DONE/7B4, 
tDONE*) 

PU1B CLFt-*MBR 

1. 1lPU1B^-|RMB*/18B1 = CLR^MBR 



PU2 MRi+MBR 

1. (tADDFO) (tPU2)-^IMCIRW*/8B4 = 
IVIR-*MBR 



If bit 5 is not set, bits 
106 through 111 are 
added to the content of 
the address register. 



If bit 5 Is set, bits 
106 through I1 1 are 
subtracted from the 
content of the address 
register. 



The content of the 
adder is admitted into 
the address register. 



The done latch is 
cleared. 



The memory buffer 
register is cleared. 



The content of the 
memory register is 
read into the memory 
buffer register. 



4-202 



Table 4-80. Execute Instruction, Direct Addressing, Secondary Basic Phase, Fundamental 

Operations (Cont'd.) 



Ref. 



Period 



Simplified Logic 



Event 



PU3 MBR-*MDR 

1. |PU3"->tPEIVI/12B2 

2. (tPEM) (tREGCLKWCPM*/12B3^ 
MBR->MDR 



The content of the 
memory buffer 
register is read into 
the memory data 
register. 



BPS IVIBR-^IR 

1. (tTWFF*) (tlNDFF*)-*IIV1PASS*/13B4 

2. ;iVIPASS*->tl\/IPASS/13B4 

3. |IVIPASS*->tSPEI* 

4. (tSPEI*) {tBP3HiPEI*/6A4 

5. |PEI*-^tPEI/6A4 

6. (tPEI) (tCCLKWCPI*/6A4 = 
IVIBR-*IR 



The content of the 
memory buffer register 
is loaded into the 
instruction register. 



PUS MDR-s-MR 

1. (tWTRL) (tPU5B)-*--l.PU5W*->-tPU5W/8B3 

2. (tPUBW) (tADDF0*)^4'IVlCIW78B4 = 
MDR-*MR 



The content of the 
memory data register 
is read into the 
memory register. 



PU7 SET-*PHASE 

1. (tDONE*) (tTW*) (tlND*) (tXCT*)-* 
;RBPH->tRBPH*/5B1 

2. (1-RBPH*) <4.CPPU*) (tPU7) = SET-> 
EXECUTE PHASE (tEPH/5B2, iBPH) 

3. IDONE* + ;TW* + ;iND* + iXCT*-> 
tRBPH->IRBPH*/5B1 

4. (4.RBPH*) UCPPU*) (tPU7)=SET^ 
BASIC PHASE (;EPH/5B2, tBPH) 



The next phase of 
the executed opera- 
tion is set. 



execute instruction is decoded, the XCTFF latch is set and during the secondary basic phase, 
the content of the address register (current address) is switched through the MX multiplexer 
to the adder. Next, instruction register relative-address bits 100 through 106 are switched 
through the TS multiplexer and summed (in this case added) with the content of the address 
register to get effective address 2043, which is admitted into the address register replacing 
the previous current address. Next, operand 0500 (TWLDJ) at location 2043 is fetched into 
the memory buffer register, the instruction register, and the memory data register. The 
secondary basic phase of the execute instruction produces the same results as the primary 
basic phase of the TWLDJ Instruction with one exception; the content of the program counter 
is not admitted into the MX multiplexer during period BPO. This can be verified by referring 
to Operation B1, Table 4-20; this operation is inhibited due to the low-level XCT* signal 
(waveform J, Figure 4-60) from the instruction decoder. The TWLDJ instruction is written 
over the XCT.+6 instruction because the two-word latch (TWFF) does not become set until 
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Table 4-81. Execute Instjruction, Direct Addressing, Synopsis of Events 

PROGRAM 

2035 ! XCT .+6 (7006) 



2043 
2044 
2045 
2046 
2047 
2050 
2051 
2052 
2053 
2054 
2055 



TWLDJ (0500) 
2052 



2055 



XXXX 



Register Contents 

Phases PC AR MDR MR 

(XCT) 1st BASIC PHAS^ 2035 2035 7 006 7 006 

(XCT) 2nd BASIC PHA^E+ 2035 2043 0500 0500 

(TWLDJ) 2nd BASIC PHASE 2035 2044 2052 2052 

(TWLDJ) 3rd BASIC PHjASE 2035 2052 2055 2055 

(TWLDJ) EXECUTE PHASE 2036 2055 XXXX XXXX 



+ This is also the primariy basic phase for the TWLDJ Instruction 



period BPS occurs (Operation J, Table 4-70). When the TWLDJ instruction is written over 
the fomier XCT.+6 instruction, the XCT* signal becomes high-level again because now a 
two-word instruction is decoded. The subsequent processing operation is similar to the 
processing operation for the indirectly fetched two-word memory reference instruction as 
previously described in paragraph 4.4.4.3. During the secondary basic phase of the indir- 
ectly fetched two-word memory reference instruction, the content of the program counter is 
no^ modified due to the presence of low-level signal XCTFF*, which is produced by the set 
state of the XCTFF latch as verified by Operation CI, Table 4-68. Thus, with the exception 
of program counter modification, the execute instruction for an indirectly addressed two- 
wdrd memory reference instruction is identical to the processing operation for the instruction 
itself, but with the additiqn of one phase. The program counter is incremented only during 
thd execute phase of the ejxecuted instruction to obtain the address of the next instruction. 

4.4.5.3 INDIRECT ADDRESSING . There are three basic phases when an indirect execute 
insf-ruction is processed. Table 4-82, 4-83 and 4-84 are the Event Summaries for operations 
thot occur when an indirectly fetched execute is specified. The basic phases are subdivided 
intD a primary basic phase, a secondary basic phase, and a tertiar)^ basic phase. The events 
tha|t occur during the primqry basic phase are identical to those that occur during the common 
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Table 4-82. Execute Instruction, Indirect Addressing, Primary Basic Phase, Event Summary 

Common 
Basic Phase Ref. 



Ref. 






(Table 4-20) 


A 


PU7 


CLR-+LATCHES 


A 


B 


BPO 


PC-^IV1X->ADDER 


B 


C 


PUOB 


ADDER^AR 


C 


D 


PUOB 




n 
u 


E 


BP1 


CLR-*DONE 


E 


F 


PUIS 


CLR^MBR 


F 


G 


PU2 


MR-^BR 


G 


H 


PUS 


MBR->MDR 


H 


1 


PUS 


MBR->IR 


1 


J 


BP4 


SET^IND, INDFF LATCHES 


None+ 


K 


PU5 


MDR->MR 


J 


L 


PU7 


SET->BASIC PHASE 


L 


+ See Table 4-60. 







Table 4-83. Execute Instruction, Indirect Addressing, Secondary Basic Phase, Event Summary 

Ind Fetch 
2nd Phase Ref. 



Ref. 


Period 


Event 


(Table 4-60) 


A 


BPO 


AR^MX->-ADDER 


A 


8 


BPO 


REL->TS->± LOGIC 


B 


C 


BPO 


SELECT-^(MX -I- TS)->ADDER 


C 


D 


BPO 


SELECT^(MX - TS)-*ADDER 


D 


E 


PUOB 


ADDER^AR 


E 


F 


PU1 


CLR^BR 


F 


G 


PU2 


MR-+MBR 


G 


H 


PUS 


MBR^MDR 


H 


1 


PUS 


CLRHND LATCH 


1 


J 


PUB 


MDR^MR 


J 


K 


PU7 


SET-*BASIC PHASE 


None 



basic phase, but with modified events. The modified events are produced when bit 4 of 
the execute instruction is set, indicating indirect addressing; also, the execute phase is not 
set. As a consequence, the indirect latch is set so that when period PU7 occurs, a second 
basic phase will be enabled. During the secondary basic phase, most of the events described 
for the common execute phase occur. During the preceding basic phase the done latch is 
not set because there is no latch-setting input to the done-latch logic at the conclusion of 
a basic phase when an execute instruction is processed. This is verified by reference K, 
Table 4-20, operation No. 1. Thus, because the done latch remains unset, the instruction 
register is not cleared during period PUO of the ensuing basic phase. This is verified by 
reference D, Table 4-20: the done latch must be set to clear the instruction register. Hence, 
data stored in the instruction register Is available to processing logic during the secondary 
basic phase. Setting of the indirect latch at period BP4 of the primary basic phase defers 
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Thble 4-84. Execute Instruction, Indirect Addressing, Tertiary 8asic Phase, Event Summary 



Ref. 

A 
B 

c 

D 
E 
F 
G 
H 
I 

J 
K 
L 
M 



Period 



BPO 
Bf'O 
BPO 
B^O 

pyo 

PyOB 

pgi 

Bll'1 

pibs 
pdi3 

PliJ3 
PV5 
PU7 



Event 

AR^MX^ADDER 

REL ADDRESS^TS^ADDER 

(MX + TSI^ADDER 

(MX -TS)-*ADDER 

ADDER-*AR 

CLR^DONE 

CLR-*MBR 

CLR-^INDFF, XCTFF 

MR^MBR 

MBR^HVIDR 

MBR-+IR 

MDR-*MR 

SET^PHASE 



XCT Secondary 
Basic Phase Ref. 
(Table 4-80) 

A 
B 
C 
D 
E 
F 
G 
None 
H 
I 

J 
K 
L 



an execute phase in favojr of a secondary basic phase. This is verified by reference K, 
Table 4-20, operation No. 3. One of the conditions that establishes a basic phase is a set 
indirect latch which produces a low-level IND* signal. Hence, at the conclusion of the 
primary basic phase, the secondary basic phase is entered. The indirect latch is cleared 
during the secondary basic phase so that at its conclusion, the normal execute instruction 
events can occur. Henc^, the content of the instruction register remains unaltered because 
the events that normally fetch data into it are inhibited, but only for this secondary basic 
phase. As shown in Table 4-83 fundamental operations G,H, and I of the common execute 
phase (Table 4-57) are n(j)t carried out during the secondary basic phase. With the exception 
of the INDFF and XCTFF latch clearing operation. Event H, Table 4-84, the tertiary basic 
phase is identical to the secondary basic phase for the directly fetched execute instruction; 
the tertiary phase also se[^es the same function as the secondary basic phase for the directly 
fetched execute instruetibn. 



4.4.5.3.1 Primary Basiq Phase. Tables 4-85, 4-86 and 4-87 list the Fundamental Oper- 
ations and Figure 4-61 isjthe timing diagram for the signals generated when the execute 



irtstruction names an indi 



■ect fetch through the set state of bit 4 in the instruction word. 



By comparing waveforms A through I of Figure 4-61 with those of Figure 4-60, it can be 



s^en that for periods BPO 
i si generated, the similar! 
Fundamental Operations 



through BP3, the events that occur are identical. When pulse BP4 
ties in processing temporarily disappear. Table 4-85 is the list of 
or the primary basic phase of an execute instruction indirect fetch. 
These logic descriptions Begin with period BP4 of the primary basic phase. High-level 
signal MREFI is produced jwhenever a memory reference instruction is called for in a program. 
It can be seen that when ^it 4 is set, high level signals MREFI, I04B, and INDFF (produced 
b)' the previously cleared! INDFF latch), are ANDed to produce the set state of the IND 
ai^d INDFF latches (Figur^ 4-61, waveforms J and K) . The set state of the INDFF latch 
produces low-level signa^ INDFF*, which inhibits the production of high-level signal 
MPASS (reference I, opeifation No. 1, Table 4-20). Inhibiting high-level signal MPASS 
pifevents the content of thje memory buffer register from being fetched into the instruction 
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Table 4-85. Execute Instruction, Indirect Addressing, Primary Basic Phase, Fundamental 

Operations 

Primary 
Basic Phase Ref . 

Raf . Period Simplified Logic (Table 4-79) 

A through I BPO - BP3 Same as Operations A through I. Table 4-20 See Table 4 20 

J BP4 Same as Operation J, Table 4-59 See Table 4-59 

K and L PUS, PU7 Same as Operations J and L, respectively. See Table 4-79 

Table 4-79 

Table 4-86, Execute Instruction, Indirect Addressing, Secondary Basic Phase, Fundamental 

Operations 

Ref. Period Simplified Logic Event 

A-J BPO- Same as Operations A through J, Table 4-60. See Table 4-60. 

PU5 

K. PU7 SET-^BASIC PHASE 

1. ;D0ME* 4- iTW* -^ ;xCT*-^4.|ND*^tRBPH-> The basic phase 
4.RBPHV5B1 is set. 

2. (iRBPH*)(4CPPU*)(tPU7) = SET^ 
BASIC PHASE (tBPH/5B2, iEPH) 



Table 4-87. Execute Instruction, Indirect Addressing, Tertiary Basic Phase, Fundamental 

Operations 



Ref. 

A-G 
H 



Period 

BPO- 
PU1 

BP1 



l-M 



PU3- 
PU7 



Simplified Logic 
Same as Operations A through G, Table 4-80. 



CLR->INDFF, XCTFF 

1. {tXCTFF) (tIND*) (tINDFF) (tBPIH 
ISINDM* 

2. 4SINDM* = CLR-*INDFF (IINDFF/6A3, 
tINDFF*) 

3. -ISINDM* = CLR-*XCTFF (4.XCTFF/6A3, 
tXCTFF*) 

Same as Operations H through L, Table 4-80. 



Event 

See Table 4-80. 



The INDFF and 
XCTFF latches are 
cleared. 



See Table 4-80. 



register during the subsequent basic phase because the operand is already in the MDR. 

/ When period PU7 occurs, the set state of the IND latch produces a low-level 

IND* signal which permits the major-state control register to again be reset to its basic- 
phase state as described by the logic of reference L, Table 4-79. Thus, the events that 
take place during the primary basic phase are: 
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»• PUS, BPS 
EPS 







PR 1 


MARY BPH 










SECONDARY 


BPH 








TER 


1 T 1 ARY BPH 






• 


■ 










• 


■ 







'I' 


• 






7 


• 






• 




• 


7 







8. SLPMX* 



(884) PC— MX-*ADDER 



C. PEA« 

(BBI ) 



~u 



*DDER-»AR 



a. MRi« 



MRI« 1 I 

(6B4) CLR-»IR 



E. DOHE ■ 
(7B4) 



r. RMB* 
(1 BBl ) 



CLR-*OONE 



C L R»-M B R 



-4i- 



G. MCIR*- 
(8B4) 



MR-»MBR 



H. PEM* 
(1 2B2) 



M B R—*-lt R 



I. PEI* - 
(6*4) 



MBR — M R 



■4^ 



J . I NO* ■ 

(6A2) 



K. INOFF- 
(6A3) 



L. igv-m 



M. MOW*. 

(8 814 ) 



SET-»1ND LATCH 



SET-*INOFF LATCH 



CONTENT OF IR FOR XCT INSTRUCTION ONLY 



MO R MR 



-sy 

-55- 



N . X C T F F 
(BA3) 



0. TSS(f 

( t 3B4 ) 
P. TSAOD* , TSSU 8« 

(1382) (13B3) 



SET-»XCT LATCH 



_fj:_ 



Q. iirBS.iii 



CONTEN T OF I R 
FORNEXT INSTRUCTION 



■S9~ 



Figure 4-61. Execute Instruction, Indirect Addressing, Timing Diagram 
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a. The content of the program counter Is loaded into the address register. 

b. The content of the memory register located at the address specified by the 
content of the address register is read into the memory buffer register. 

c. The content of the memory buffer register is loaded into both the memory 
data register and Into the instruction register. 

d. The indirect latch is set to prepare for a latter entry into the secondary basic 
phase. 

4.4.5.3.2 Secondary Basic Phase. Table 4-86 is the list of Fundamental Operations for 
the secondary basic phase. The timing diagram Is essentially the same as for the common 
execute phase (Figure 4-60), with the difference that functions of the secondary basic phase 
are based on the BP pulse train. As previously described for the primary basic phase, the 
high-level MPASS signal is inhibited by a low-level INDFF* signal, indicating indirect 
addressing. Because the high-level MPASS signal is the primary control signal for initiating 
the arithmetic, which leads to obtaining the effective address from the current address and 
the indirect pointer address for the ensuing tertiary phase, another signal must take over 
when the above address modification is called for during a basic phase. This signal, MLTAS* 
is generated, as shown by operation 3, reference 2, Table 4-60. 

Operation 1 of reference I, Table 4-60 shows an operation that is actually carried 
out during other cycles too, but in those It finds the Indirect latch already in the clear 
state. In the present case, however, by clearing the set state of the Indirect latch, the 
subsequent execute phase Is not established because of the presence of the low-level XCT 
signal from the Instruction decoder. Hence, a third basic phase Is entered. The other 
difference Is that waveforms associated with Fundamental Operations G,H and I of the 
common execute phase are not generated, because those operations are not carried out by 
the processing logic. These operations normally provide for the incrementation of the 
program counter, however. It Is premature to carry out that operation during this subcycle; 
it is deferred until the execute phase. That operations G,H and I (Table 4-55) are Inhibited 
can be seen at once because they all require timing signal EPl which cannot be generated 
during a basic phase. 

When period PU7 occurs, the low-level state of signal XCT* Inhibits transition 
of the major-state control register. Low-level signal XCT* produces a high-level RBPH 
signal (Operation K, Table 4-86), which permits the basic phase to be entered again. The 
events that take place during the secondary basic phase are: 

a. The content of the address register Is switched through the MX multiplexer to 
the adder and summed with the content of the TS multiplexer, bits 6 through 

1 1 of the instruction register, and stored Into the address register. The 
address register now contains the relative address. 

b. The indirect latch Is cleared. 
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c. The content of the memory data register is written into the memory location 
specified by the content of the address register. 



d. The major-$tate control is set for the next phase. 

4.4.5.3.3 Tertiary Basic Phase. The tertiary basic phase is identical to secondary basic 
phase of the directly fetched execute instruction and it serves identical functions. With 
the exception of the XCTFF and INDFF latch clearing operaions, all events are identical. 
This latch clearing operation at period BP! permits the data contained in the instruction 
register to be overwritten by the newly fetched operand of the Instruction to be executed. 
The events that take place during the tertiary basic phase are: 

a. The content of the memory data register, the indirect address Is switched 
through the: TS multiplexer to adder and Into the address register. 

b. The content of the memory buffer register (indirect operand) is written into 
the instructiion register and into the memory data register. 

c. The content of the memory data register is written into the location specified 
by the address register,, 

d. The next phase for the executed instruction is entered. 

Table 4-88 illuistrates the growth of the compound memory reference Instruction, 
duiring the basic and execute phases when different types of execute instructions call different 
types of one-or two-word memory reference instructions. The number of lines in the Basic 
Phbse column corresponds to the total number of basic phases required for the execution of 
the compound instruction.; For example, an execute Instruction using relative direct addres- 
sing and calling for an indirect memory reference instruction requires 3 basic phases and one 
execute phase, or a total lof 4 phases for processing. Note that the number of execute phases 
is either zero, as for operdte instructions, or one as for all memoiy reference instructions. 

Table 4-88. Multiphase Memory Reference Instructions 

phases; 

Instruction Basic (BPO) Execute (EPO) 

MEMREF BP1. PR-^AR AR±6oflR-AR 

MEMREF IND BP1. PR-*AR 

BP2. AR ±6 of IR->AR MR^AR 

TW BP1. PR^AR 

BP2. AR +1-*AR & PR MR-AR 

TW IND BP1. PR->AR 

BP2. AR +1^AR & PR 

BP3. MR->AR MR->AR 

XCT BP1. PR^AR 

BP2. AR ±6 of IR-^AR AR -.6 of IR--AR 
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Table 4-88. Multiphase Memory Reference Instructions (Cont'd.) 



Instruction 




Basic fRPHi 


PHASES 

Execute (EPO) 


aU 1 IVltMntr IIMU 


tirl . 








□ DO 

or 4. 


AH ±b^AK 






Bro. 


An ±ti^An 


MR-*-AR 


XCT IND MEMREF 


BP1. 


PR-*AR 






BP2. 


AR ±6 of IR-*AR 






BP3. 


MR-*AR 


AR ±6 of IR-'AR 


XCT IND MEMREF IND 


BP1. 


PR^AR 






BP2. 


AR ±6 of IR-*AR 






BP3. 


MR-*AR 






BP4. 


AR ±6 of IR-*AR 


MR-*AR 


XCT IND XCT MEMREF 


BP1. 


PR-'AR 






RP9 


Mn OT In^Mn 






BP3. 


MR-*AR 






BP4. 


AR ±6 of IR^AR 


AR +6-AR 


XCT IND XCT IND MEMREF 


BP1. 


PR-*AR 






BP2. 


AR ±6 of IR-*AR 






BP3. 


MR-»AR 






BP4. 


AR ±6 of IR-*AR 






BP5. 


MR-*AR 


AR ±6 of IR^AR 


XCT TW 


BP1. 


PR^AR 






BP2. 


AR ±6 of IR-*AR 






BPS. 


AR +1^AR 


MR-^AR 


XCT TW IND 


BP1. 


PR-*AR 






BP2. 


AR ±6 of IR-*AR 






BPS. 


AR +1^AR 






BP4. 


MR^AR 


MR-f-AR 


XCT IND TW 


BP1. 


PR--^AR 






BP2. 


AR ±6 of IR^-AR 






BPS. 


MR^AR 






BP4. 


AR +1^AR 


MR->AR 


XCT IND TW IND 


BP1. 


PR^AR 






BP2. 


AR ±6 of IR^AR 






BPS. 


MR^AR 






BP4. 


AR +1-»AR 






BP5. 


MR^AR 


MR-*AR 



4.4.6 MEMORY REFERENCE INSTRUCTION SUBGROUPS 

Excluding the execute instruction which has been described in paragraph 4.4.5, 
there are 10 memory reference instructions. These instructions are listed in Table 4-51. 
Although the ANDF instruction is a memory reference instruction. It is processed as a 
literal; hence, the ANDF instruction is described in paragraph 4.4.9. 
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The following ilnemory reference instruction subgroup headings reflect the one- 
word memory reference inistructions with two-word memory reference instructions shown in 
parentheses. Two types of two-word memory reference instructions are noted in the headings. 
The first type is simply on extension of its one-word counterpart; the operation is carried out 
through the same main accumulator, the J register, when applicable. The second type of 

ion is developed by a modification of the effective register selec- 
s concern the K register as the main accumulator. 



two-word memory instruct 
tion. All these operation 



The fundamentcjal operations that parallel the descriptions of the Individual instruc- 
tions are developed for orjie-word Instructions. Therefore, the loigic expressions are written 
in terms of the J register as the main accumulator. For those two-word memory reference 
instructions which refer to the K register as the main accumulator. Table 4-76 lists the 
fundamental operations that replace the equivalent operations for the J register. For example, 
in; Table 4-90, the Instruction list for the memory skip subgroup, fundamental operation F 
is carried out for both the SMJ and TWSMJ instructions. However, for instruction TWSMK, 
this operation is replaced! by Operation D of Table 4-76; it can be seen that both operations 
occur during period EP454 



4.4.6.1 MEMORY SKI 
block diagrams. Instructi 
two Instructions are Illu 
SMJ instruction and Fl 
Tdible 4-89 Is the Event 
in terms of the Fundamen 



gurte 



' SUBGROUP. For this subgroup Figures 4-62 and 4-63 are the 
on SMJ has a separate block diagram (Figure 4-62) but the other 
st|-ated by Figure 4-63. Figure 4-64 is the timing diagram for the 

4-65 is the timing diagram for the ISZ and DSZ instructions. 
Sjjmmary for the subgroup and Table 4-90 is the instruction listing 
Operations. 



tal 

Instructions ofjthis subgroup are conditional. In each case the content of the 
memory register is switched through the TS multiplexer Into the adder via the memory data 
register whose Input is automatically selected when no other address selection is made. If 
the tested condition for the particular Instruction is met the program counter is Incremented. 
Diescrlptions of the individual instructions follow below. 

SMJ 2400 (TWSMJ 0240, TWSMK 0250) - This instruction compares the content of the effec- 
tijve memory location with the content of the J register (2). If the result of the comparison 
irjdlcates that they are ecjual the next location is accessed; otherwise, the next location is 
sl<ipped. In either case, ^the content of the program counter (8) and the J register (2) is 
n(t)t changed. 



The operand pt'ev 
PjJ3 of the common execute 
multiplexer (3) from the rn 



iously loaded into the memory data register (1) during period 
phase (Operation K, Table 4-55), is switched through the TS 
emory data register (1), via busses MOO through Mil, to the adder 



During period:EP45, the content of the J register (2) is also switched through the 
MX multiplexer (4) via b^usses JOO through J11, to the adder (6) via busses MXOO through 

Mxn. 
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(1) 
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TS 
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(3) 
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J 






MX 
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MX 


(2) 






(4) 



TS00-TSM 



ADDER 
(6) 



B0a-Bii 





PB0-P11 



Pigure4-62, Memory Skip Subgroup, SMJ Instruction, Block Diagram 
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Figure 4-63. Memory Skip Subgroup, ISZ and DSZ Instructions, Block Diagram 
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A. PUS, EPS 





EXECUTE PHASE 




h 




,|a|5|4|5 




7 


oh 1 



8, 



IRB0-IR11 ,SID 
(7A1) 

C. TSSUB* 

(13A3) 



-MDR— ADDER 



D. CIN 
(12AZ) 



E. 



SUMX*. SLKMX" 
(12A3) (12A4) 



F. ISDSS 
(7A1) 

6. BZFF 
{7A4) 

H- SLPMX * 
(8B4) 

I. CIN 
(12A2) 

J. PEP * 
(983) 



+1 — 

ADDER 



SET— BZFF 



PC— ■MX— ADDER 

ADDER IF 
BZFF =0 (UNSET) 



ADDER -•PC 



NOTE 

If BZFF unset, waveforms 
D and I will be combined. 



Figure 4-64. Merr^ory Skip Subgroup, SMJ Instruction, Timing Diagram 



A. PUS, EPS 

a 





EXECUTE PHASE 















3i4 




e |7 










IR00-IRn,ISZ ,DS2 
(7A1) 



C. RDB 
(1283) 



ADDER— MDR 



' TSSUB* , TSADD* 
tl3A3) (1382) 

E. CIN 
(12A3) 



-MDR — ADDER 
+MDR— ADDER 

+1 — 

ADDER 



F. ISZ.OSZ 
(7A1) 



NOTE 



G- SLPMX* 
(684) 

H. BZFF 
(7A4) 



PC — MX— ADDER 



SET— BZFF 



If BZFF unset, waveforms 
E and I will be combined. 



I. CIN 
(12A2) 



+1 — ► ADDER IF 

BZFF =a(UM5ET) 



J. PEP « 
OB3) 



ADDER— PC 



jurie 4-65. Memory Skip Subgroup, ISZ and DSZ Instructions, Timing Diagram 
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Table 4-89. Memory Skip Subgroup, Event Summary 



Mnwnonic Octal Code Rsf. Period Ewnt 



0240 


D 


EP45 


MDR - 1->ADDER 


0250 


F 


EP45 


J-HVIX->ADDER 


2400 


G 


PU5B 


TEST: B = 0,SET->-BZFF 




l-l 


FPR 

I— r u 






1 


EP6 


IF BZFF =0, +1-*ADDER 




K 


EP6 


ADDERS-H>C 


0300 


A 


EP4 


ADDER-HVIDR 


3000 


C 


PU45 


MDR->TS-*ADDER 




E 


EP4 


-1->ADDER 




G 


PU5B 


TEST COMPARISON: B = 0, SET-*BZFF 




H 


EP6 


PC-'-MX-> ADDER 




J 


EP6 


IF BZFF = 1,+1-^ADDER 




K 


EP6 


ADDERS->PC 


0340 


A 


EP4 


ADDER^MDR 


3400 


B 


EP4 


+1^-ADDER 




C 


PU45 


MDR->TS-*ADDER 




G 


PU5B 


TEST COMPARISON: B = 0, SET^BZFF 




H 


EP6 


PC^X-*ADDER 




J 


EP6 


IF BZFF = 1,+1^ADDER 




K 


EP6 


ADDERS-^C 



The TS multiplexer (3) permits selection of the data word or the complement 
the data word through the add-subtract logic. In this case, the complement of the data 
word is added to the content of the MX multiplexer (4), but the result is incremented by 
one through a carry input from the increment logic (5) to obtain a 2's complement value. 

Instruction TWSMJ is simply the two-word extension of the SMJ instruction. 
Instruction TWSMK makes use of the K register; the logic expression is shown in Table 4-76. 

Next, the resultant sum is transferred via adder busses BOO through Bll, to the 
adder zero logic (7). If the adder zero detector logic detects an adder = condition, the 
adder zero detector latch is set. When period EP6 occurs the content of the program counter 
(8) is transferred to the MX multiplexer (4) and adder (6). 

The status of the adder zero detector latch is tested by the data control logic 
when period EP6 occurs. If the adder zero detector latch is in its set state (high-level 
BZFF signal) indicating that memory data is equal to J register data, the content of the 
adders (PL data) will not be altered because the content of the program counter (8) has 
already been incremented by one count during period EP1 (Tables 4-54 and 4-55). If the 
adder zero detector latch remains in the clear state, indicating that memory data is not 
equci to J register data, the adder (6) is incremented through the increment logic (7) again. 
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Table 4-90. Memory Skip Subgroup, Fundamental Operations 

Ref. Period Simplified Logic Event 



A. EP4 
(0300) 
(0340) 
(3000) 
(3400) 



ADDER-*MDR 

1. (4-100) (tlOl) (tl02) (|I03)-*|DSZ*/7A1 

2. (ilOO) (tlOl) {tl02) (tl03)^4.ISZ*/7A1 

3. 4DSZ*-*tDSZ/7A1 

4. ;iSZ*-*tlSZ/7A1 

5. ;iSZ* + IDSZ*->tlSZDSZ/7A2 

6. (tISZDSZ) (tEP4)->4-BMEM*/12B2 

7. ■l.BMEM*->tPEM/12B3 

8. (tPEM) (-rREGCLK)->4.CPM*/12B3 

9. ;CPM* SETS->tlND*/6A2 

10. 4-BMEM*->tRDB^IRDB*/12B3 = 
ADDER-^MDR 



The content of the 
memory register 
replaces the content 
oftheMDR. 



B. EP4 
(0340) 
(3400) 



+1-^ADDER 
1. (tISZ) (tEP4)->|CIN3*-^tCIN/12A2 



A carry is propa- 
gated through to the 
adder. 



C. PU45 
(0300) 
(0340) 
(3000) 
(3400) 



MDR-^TS-*ADDERS 

1. (tISZDSZ) (tEPH)->-ilDEPH*/13B1 

2. 4.IDEPH*-^tTSEXT/13B1 

3. (tTSEXT) (tPU45)-*|TSADD*/13B1 



Addition is selected 
for the output of the 
TS multiplexer. 



0. EP45 
(0240) 
(0250) 
(2400) 



-MDR+I^ADDER 

1. (4100) (tlOl) (1102) (tl03)-*4-SID*/7A1 

2. 4.SID*^tSID/7A1 

3. 4.SID* + ;DSZ* + |ISZ*^tlSDSS/7A2 

4. (EP45) (tSID)-*iTSSUB*/13B3 

5. ;TSSUB*-*1-TSSUB/13B4 

6. (tTSSUB) (tDCIN*) (tOP2*)-^iCIN2*/12A1 

7. ;CIN2*-»tCIN/12A2 



2s complement sub- 
traction is selected for 
the output of TS 
multiplexer. 



E. EP4 -I^ADDER 
<0300) i_ (tDSZ) {-tEP4)^;SLUMXV8A4 

<3000) 2. 4SLUMX*-tMXEN^;MXEN*/9A2 

3. ISLUMX'-^tMXSO/gBI 

4. tU00-U11/16A2->IVlX(7777g)-*ADDER 



A negative carry is 
propagated through 
the adder. 



F. EP45 J-t-MX^ADDER 
(0240) 1 (tEP45) (tSID) (tJCOM)^4.SLJIVIX*/12A3 

<0250) 2. 4.SLJMX*-^tMXS2/9A1 

<2400) 3_ 4,sUMX*->tMXEN-*4^IVIXEN*/9A2 = 

JR-*MX^ADDERS 



The content of the J- 
register is input to the 
MX multiplexer. 
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Table 4-90. Memory Skip Subgroup, Fundamental Operations (Cont'd .) 



Ref. Period Simplified Logic Etfont 

G. PU5B IF B = 0, SET^BZFF 

(0240) i_ 4,DSZ*/7A1^tlSDSS/7A2 If the adder output is 

(0250) 2. (tlSDSS/7A2) (tTW*/7A1) ('MND*/6A2)-^ all zeros, the BZFF 

(0300) 1SETBZ*/7A2 latch is set. 

(0340) 3. 4,SETBZ*^tBZLOG/7A3 

(2400) 4_ (tBZLOG/7A3) (tBZERO/7A4) (tREGCLK) (tPU5B)-* 

(3000) ISBZFF* = SET-*BZFF (tBZFF/7A4, IBZFF*) 
(3400) 

H. EP6 PC-+MX^ADDER 

(0240) 1. (tISDSS) (EP6)^SLPMX*/8B4 The content of the 

(0250) 2. ;SLPMX*-*tMXS1/9A1 program counter is 

(0300) 3. j,SLPMX*-^tMXEN^4.MXEN*/9A2 = input to the MX 

(0340) PC-+MX-*ADDER multiplexer. 

(2400) 

(3000) 

(3400) 

I. EP6 IF BZFF =0, +1^ADDER 

(0240) 1. (tSID) (tBZFF*)-*4-MRSKP*-*tJPSIVIRF/12A1 If the BZFF latch is 

(0250) 2. (tJPSMRF) (tEP6)-^iCIN2*-*tCIN/12A1 = unset, the adder is 

(2400) ADDERS^I incremented. 

J. EP6 IF BZFF = 1,+1-^ADDER 

(0300) 1. (tiSZDSZ) (tBZFF)-*;MRSKP*/12A1 If the BZFF latch is 

(0340) 2. -l.MRSKP*-*tJPSIVIRF/12A1 set, the adder is 

(3000) 3 (tJPSMRF) (tEP6)-»iClN2*^tCIN/12A1 incremented. 
(3400) 

K. EP6 ADDER-*PC 

(0240) 4.ISDSS*-*tlDJS*/9B3 The content of the 

(0250) 2. (tIDJS*) (tEP6)-^;PEP*^tPEP/9B1 adder replaces the 

(2400) 3 (tPEP) (REGCLK)^4.CPP*/9B2 = ADDERS->PC content of the 

(3000) program counter. 



(3400) 

The resultant data in both cases is returned to the program counter (8) to obtain the location 
of the next instruction. 

ISZ 3400 (TWISZ 0340) - This instruction admits the content of the effectively addressed 
memory location from the memory data register into the adder and increments it by a count 
of one. If the result of this incrementation is zero, the next instruction in the program is 
skipped as the result of a subsequent incrementation of the content of the program counter. 
If the incrementation of the adder does not result in zero, the program counter is not 
incremented and the next instruction in the program is processed. 

Initially, the content of the memory data register (5, Figure 4-63), which 
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contains the operand of the effectively addressed memory location. Is switched from the 
memory data register (5) through the TS multiplexer (6) to the adder (9) through the add- 
subtract logic and Incremented. In the absence of any other select signals, this Is the 
nomnal switched state of the TS multiplexer. As a result of Incrementation through the 
increment logic (7), if th^ resultant content of the adder (9) is zero, the detect zero logic 
(9) sets the BZFF latch. Also, simultaneously, the Incremented memory data is switched 
from the adder (9) through the bus and memory buffer multiplexer (3) back Into the memory 
data register (5), so that fhe new value of memory data can be written back Into the same 
memory location from which it was fetched during period PUS. 

When period EP6 occurs, the content of the program counter (10) is switched 
through the MX multiplexer (4) to the adder (9). The status of the detect zero latch Is 
tested by the detect zero fogic (11). If the detect zero latch is In its cleared state, indi- 
cating that the content of| the adder was not zero as a result of the previous incrementation, 
the content of the adder lb not altered because the content of the program counter (10) has 
already been Incremented by a count of one during EPl (Tables 4-54 and 4-55). If the 
detect zero latch is In itsjset state, indicating that the previously incremented memory data 
IS now zero, the adder is incremented by one again causing the content of the program 
counter to be Incremented by a total count of two during the processing operations. The 
result left in the adder refi>laces the content of the program counter. The TWiSZ instruction 
is simply the two-word extension of the ISZ instruction. 



DSZ 3000 (TWDSZ 0300) r- This Instruction is quite similar to the ISZ instruction in principle. 
Instead of adding one to tie content of the effect memory location, a subtraction of one Is 
required before the resulting quantity is tested for the zero condition. The test for zero 
and incrementation of the program counter are identical to the ISZ instruction. However, 
carrying out the subtraction of one is done in an indirect way. As can be seen from Table 
4-89, Fundamental Operation E selects the utility gates as Input to the MX multiplexer. 
Since no controlled inputs are admitted to the utility gates at this time, all utility gate 
inputs take on a 1 value; fhus, the octal number 7777 is switched to the adder through the 
MX multiplexer. It can be verified with paper and pencil that any octal number x added 
to octal 7777 will product X - 1. The fact that octal 7777 is equal to -1 can be intuitively 
seen by considering the desflnltion of -1; minus one is the number which produces a zero 
when 1 is added to It. 



4.4.6.2 MEMORY TO J SUBGROUP. For this subgroup Figure 4-66 Is the block diagram. 
Figure 4-67 is the timing diagra, Table 4-91 is the Event Summary for the subgroup and 
Table 4-92 Is the instruction listing of Fundamental Operations. 



Instructions of this subgroup take the content of the effectively addressed memory 
location and the content Qf the J register, perform operations on them, and place the result 
inithe J register. 

j 

LDJ 5000 (7WLDJ 0500, tWLDK 0510) - This instruction loads the J register (2) with the 
content of the effectively addressed memory. When selection is not specified for either 
multiplexer, the content of the memory data register (1) Is the Input to the TS multiplexer 



4-218 



(3) and zero is contributed by the MX multiplexer (5). Because addition is selected as an 
output from the TS multiplexer, the content of the address memory location is transferred via 
the adder (6) to the enabled J register (2). Because only one register takes part in the 
addition, overflow cannot occur during the execution of this instruction. For instruction 
TWLDK refer to Table 4-76, Fundamental Operations E. 

ADJ 4400 (TWADJ 0440, TWADK 0450) - This instruction adds the content of the effectively 
addressed memory location to the content of the J register (2) and stores the result in the 
J register. This Instruction Is difference from the LDJ instruction only in two respects; first, 
the content of the J register is also selected, as input to the adders (6) via the MX multi- 
plexer. Secondly, fundamental operation F is required because overflow can result from 
addition of the two registers. All other processing events are identical for the ADJ and LDJ 
instructions. For instruction TWADK refer to Table 4-76 Fundamental Operations D and E. 

SBJ 4000 (TWSBJ 0400, TWSBK 0410) - This instruction subtracts the content of the effec- 
tively addressed memory location from the content of the J register (2) and stores the result 
in the J register. This instruction is different from the ADJ Instruction only In one respect; 
the selected arithmetic operation is subtraction as a direct consequence of the instruction 
definition. All other events are Identical for the SBJ and ADJ instructions, including the 
possibility of overflow. If overflow occurs, the overflow flip-flop Is complemented and 
can be tested by programming the appropriate instruction. For instruction TWSBK refer to 
Table 4-76 Fundamental Operations E and F. 

The remaining one-word memory reference instructions have more differences 
than similarities in their individual execute subphases. Therefore, they are individually 
described. 

4.4.6.3 STJ 5400 (7WSTJ 0540,TWSTK 0550). This Instruction replaces the content of 
the effectively addressed memory location with the content of the J register (2, Figure 4-66). 
The original content of the memory location is replaced but the content of the J register 

is retained. At the outset, the content of the J register (2) is switched through the MX 
multiplexer (5) to the adder. In the absence of TS multiplexer selection, its output Is 
equivalent to all zeros so that no summation takes place In the adder. Next, the content 
of the adder Is switched through the bus and memory buffer multiplexer (8) to the memory 
data register (1) where it is stored for the subsequent memory write operation at PUS. In the 
absence of any memory buffer register is switched through to the memory data register. 
However, because signal RDB* Is low-level, the adder output Is switched through. Then, at 
period PUS, the content of the memory data register (1) is written Into memory. The TWSTJ 
and the TWSTK instructions are the two-word variations of the STJ instruction. For operations 
that affect the K register, refer to Table 4-76. Table 4-93 is the STJ instruction Event 
Summary and Table 4-94 is the list of Fundamental Operations. 

4.4.6.4 JMP 6000 (TWJMP 0600). The jump instruction is the only memory reference 
instruction that requires only one phase to execute. Thus, this Instruction requires only a 
single basic phase. The events described in Tables 4-19 and 4-20 through period BPS, are 
identical for the common basic phase and this Instruction. The events that occur during 
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Figure 4*66. Meinory io J Subgroup, Block Diagram 



A. PUS, EPS 





EXECUTE PHASE 













2 












j, 1 



10«-I11,ADJ,tiBJ,LDJ,STJ 
(7B1) ■ 



" TSADO» .TSSOB' 
(13B2) (13A4) 

CIN 
(12A2) 



SUMX«.SLKMJ(* 
(12A3) (12A4) 

F. CPROV* - 



G. 



SLJMX'.SLKMX" 
(12A3) (12A4) 



H. RDB* 
(12B3) 

I. MCIW" 
(8B4) 



1. 



+TS— ADDER 
-TS— ADDER 

+1— •ADDER 



UJ— MX— ADDER 
K— MX— /liODER 

~|j IF COLfT^ 1 , COMPL— OV 



J— MX— ADDER 
K— MX —ADDER 



ADDER— MDR 



Figure 4-67, Memory to J Subgroup, Timing Diagram 
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Table 4-91. Memory to J Subgroup, Event Summary 

Mnemonic Octal Cods Rsf. Period Event 



LDJ 



ADJ 



5000 



4400 



SBJ 



4000 



A 
B 
E 

A 
B 
D 
E 
F 

A 
C 
D 
E 
F 



PU3 
EP6 
EP6 

PUS 
EP6 
EP6 
EP6 
EP6 

PUS 
EP6 
EP6 
EPG 
EP6 



INITIALIZE 

+TS^ADDER 

ADDER^J 

INITIALIZE 

+TS-^ADDER 

J^MX 

->ADDER-*J 
IF OV^COMP 

INITIALIZE 
TS SUB SELECT 
J^MX^ADDER 
ADDER-J 
IF OV^COMP 



Table 4-92. Memory to J Subgroup, Fundamental Operations 



Ref. 



Period 



Simplified Logic 



Event 



A. PUS 
(0400) 
(0410) 
(0440) 
(0450) 
(0500) 
(0510) 
(4000) 
(4400) 
(5000) 

B. EP6 

(0440) 
(0450) 
(0500) 
(0510) 
(4400) 
(5000) 

C. EP6 
(0400) 
(0410) 
(4000) 



INITIALIZE 

1. (tlOO*) (J.I01) (^102) (,H03)^|SBJ*/7B1 

2. (tlOO*) (4.101) (4-102) (tl03)-^4-ADJ*/7B1 

3. (tlOO*) (4-101) (tl02) (4-103)-*! LDJ77B1 

4. 4-ADJ* + 4.LDJ*-*tLDJADJ/7B2 

5. 4-ADJ* + 4'SBJ*^tADJSBJ/7B2 

6. 4- ADJ* + ILDJ* + 4.SBJ*-*tADSBLD/7B2 



SELECT-^+TS->ADDER 

1. (tLDJADJ) (tEP6)-4-TSADD*/13B2 



Preselects combined 
operation groups. 



Select TS output for 
addition. 



SELECT-TS- ADDER 

1. 4SBJ*-*tSBJ/7A2 

2. (tSBJ) (tEP6)-*iTSSUB*^tTSSUB/13B4 

3. (IDCINV12A1) (tTSSUB/13B4) (tOP2*/7A2)~ 
ICIN27l2A2-tCIN/12A2 



Selects TS multi- 
plexer for subtraction. 
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Table 4-92. Mfemory to J Subgroup, Fundamental Operations (Cont'd.) 

Rsf. Period Simplified Logic Event 



D. EP6 
(0400) 
(0410) 
(0440) 
(0540) 
(4000) 
(4400) 



|J->MX-'ADDER 

1. MDJ* + iSBJ*^tADJSBJ/7B2 

2. (lADJSBJ) (tJCOM) (tEP6)-»4-SLJMXVl2A3 

3. tSLJMX*-*tMXS2/9B1 

4. 4-SUMX*->tMXEN^|MXEN*/9A2 



The content of the J- 
register is input to the 
MX multiplexer. 



E. EP6 
(0400) 
(0410) 
(0440) 
(0450) 
(0500) 
(0510) 
(4000) 
(4400) 
(5000) 



ADDER-J 

1. 4.LDJ* + ADJ* + SBJ*-^tADSBLD/7B2 

2. (tADSBLD) (tJCOM)->l.LDLOG*-»- 
LDJLOG/9A2 

;3. (tLDJLOG) (tEP6)-*^PEJ*->tPEJ/9A4 
\4. (tPEJ) (tREGCLK)^4CPJ*/9A4 



The content of the 
adder replaces the con- 
tent of the J-register. 



F. EP6 
(0400) 
(0410) 
(0440) 
(0450) 
(4000) 
(4400) 



IF COUT = 1 , COMPL^OV 

1. (tADJSBJ) (tCOUT) (tEP6)^MROV*/12B4 

2. ;AR0V*-*tCP0V/11B3 

3. (tCPOV) (tREGCLK)^;CK0V*/11B4 = 
COMPL^OV 



If overflow, comple- 
ment the overflow 
register. 



Table! 4-93. STJ Instruction, Event Summary 

Mnemonic \ Octal Code Ref. Period 



STJ 



5400 



A 
B 
C 



EP3 
EP3 
PU5 



Event 

J-^ADDER 

ADDER-*MDR 

MDR-^MR 



end after BP6 are described 
of Fundamental Opsratiort 
4-69 is the timing diagram 



in Table 4-95, the Event Summary, and Table 4-96, the list 
s. Figure 4-68 is the jump instruction block diagram and Figure 



When this instifuction is processed, the current content of the program counter 
(5) is replaced with the effective address. The effective address is obtained during period 
BP6 rather than the normcl EPO period (Tables 4-54 and 4-55). During this period, the 
content of bits 106 througi 11 1 of the instruction register (1), the relative address, are 
summed with the current Content of the address register (6) when the instruction register 
data (1) is switched through the TS multiplexer (3) to the adder (4). Simultaneously, the 
content of the address regjister (6) is switched through the MX multiplexer (4) to the adder. 
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Table 4-94. STJ Instruction, Fundamental Operations 

Ref. Period Simplified Logic Event 



A. EP3 
(0540) 
(0550) 
(5400) 



J^ADDER 

1. (tlOO*) (4.101) (tl02) (tlG3)->iSTJ*/7B1 

2. ISTJ*->tSTJ/7B1 

3. (tSTJ) (tJCOM)-*jSTJCM*^tSTJCIVl/12A3 

4. (tSTJCM) (tEP3)-^4-SLJIVIX*/12A3 

5. 4SLJMX*-*tMXS2/9B2 

6. 4.SUMX*^tMXEN-*IMXEN*/9A2 



Content of J-register 
is input to adder. 



B. EP3 
(0540) 
(0550) 
(5400) 



ADDER^MDR 

1. tSTJ->tSTJJPS/12B2 

2. (tSTJJPS) (tEP3)-^4.BMEIVI*/12B3 

3. 4BIVIEM*->tPEIVl/12B3 

4. (tPEM) (tREGCLK)^4.CPM*/12B3 

5. 4.BMEM*->tRDB->iRDB*/12B3 



Content of adder re- 
places content of 
nnemory data register. 



C. PU5 
(0540) 
(0550) 
(5400) 



MDR^MR 

1. (tWTRL*) (tPU5B)->-l-PU5W*^tPU5W/8B3 

2. (tPU5W) (tADFF0*)^4MCIW*/8B4 



Content of the MDR 
replaces the content 
of the memory. 



Table 4-95. JMP Instruction, Event Summary 



Ref. 



Period 



Event 



A 


BP6B 


REL ADR^TS 


B 


BP6B 


SELECTh^+TS 


C 


BP6B 


SELECT^ -TS 


D 


BP6B 


AR->MX-*ADDER 


E 


BP6B 


ADDER^PC 


F 


BP6 


SET^DONE 


G 


PU7 


SET^BASIC PHASE 



If bit 5 of the instruction is unset, these data are added (Operation B, Table 4-96); if bit 
5 is set, however, these data are subtracted (Operation C, Table 4-96). The result replaces 
the content of the program counter (PC) and the basic phase is reset so that the current 
program counter content will become the address for the next instruction. 

With the exception of admitting address data to the program counter, the opera- 
tions which normally take place during a single-word jump instruction when the auto-index 
function is used are inhibited in favor of the auto-index operations. Refer to the description 
of the auto-index function for a discussion of these anomolies. The events that take place 
during the execution of a jump instruction can be summarized as follows. 

a. The content of the program counter is admitted into the address register to get 
the address of the current jump instruction. 
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Tabl^ 4-96. JMP Inslruct-ion, Fundamental Operations 

Simplified Logic Event 



REL ADR^TS-*ADDER 

1:. (tlOO) (tlOl) (1102) (il03H;jMP*/7B2 
i. 4-JMP*^tJIVIP/7B2 

3. (tTWFF*) (tlNDFF*)-*4.MPASS*^ 
tMPASS/13B4 

4. (tJMP) (tFLLOC*H;jMPFL*-^ 
tJMP*FL/7B4 

5|. |JMPFL*-^tJMPDLS/7B4 
d. (tJMPDLS) (tMPASS) {BP6BWSLITS*- 
tTSSO/1 3B4 



Instruction register bits 
106 through I 1 1 are 
switched through the TS 
multiplexer to the 
adder. 



^ELECT-H-TS(Bit5 = 0) 

1. iTWFF* + 4INDFF*^tMPASS*-> 
4.MPASS/13B4 

2. (tMPASS) (tlBB*) + lADDAR*-^ 
tADDEP0/13B1 

3. (tJMPDLS) (tADDEPO)-^4.TAD6*^ 
tTAD6/13B1 

4. (tTAD6) (tBP6B)-*iTSADD*/13B2 



During a normal jump, 
the relative address 
is admitted into the 
adder. During an auto- 
indexed jump, the con- 
tent of the memory 
data register is ad- 
mitted into the 
adder. 



$ELECT^-TS(Bit5 = 1) 

1. (tJMPDLS) (tMPASS) (tl05X)^;SUB6»-+tSUB6The 2s complement of 
(tSUB6) (*BP6B)^J.TSSUB*^tTSSUB/13B4 the relative address is 

2. (tTSSUB) (tDCIN*) (tOP2*)-* admitted into the 
|CIN2*-*tCIN/12A2 adder. 



AR->MX^ADOER 

i. (tJMP) (tFLLOC*)-»IJMPFL*-* The content of the 

tJMP*FL/7B4 address register is ad- 

t. (tJMP*FL) (tBP6B) (tMPASS)- 4.CSELA/8A1 nnitted into the adder. 

3. 4-CSELA-*ISLAMX*/8A1 

4. 4.SLAMX*-*tMXEN->IMXEN*/9A2 



ADDER->PC 

i. (tJMP) (tBP6B)-iJMP6*-tMPEP- 

4.PEP*/9B3 
jz. |PEP*-tPEP/9B1 
jj. (tPEP) {tREGCLK)-*iCPPV9B2 

^ET^DONE 



The content of the 
adder is admitted into 
the program counter. 



1. (tIND*) (tTWJJS*) (tJMP)-«-WMPIND*/7B3 The done latch is set. 
^. |JMPIND*-+tSDONE 
;j. (tSDONE) (tBP6)->4-SDONE*/7B4 = 
SET-*DONE (tDONE/7B4, iDONE*) 



$ET-*BASIC PHASE 

1. 4.D0NE* -1- 4.TW* -i- lIND* + iXCT*-* The basic phase is set. 
tRBPH-4-RBPH*/5B1 

2. (4.RBPH*) (ICPPU*) (tPU7) =SET- 
BPH (tBPH/5B2, lEPH) 
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Figure 4-68. JMP Instruction, Block Diagram 



A PUS, BPS 



BASIC PHASE 



B. 1 0(9-106, JMP 
(782) 



C. 



TSAOO».TSSUB» 
(13B2> 03B5) 



+TS— ADDER 
-TS— ADDER 



D. CIN 
(I2A2) 



+1 —ADDER 



SLAMX* PEP*" 
(SAD (9B3) 



u 



AR-» MX -•ADDER 
ADDER-* PC 



F. DONE 
(784) 



1 



SET-— DONE 



G. BPH 
(582) 



SET-»BPH 



Figure 4-69. JMP Instruction, Timing Diagram 
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b. The contenjt of the memoty register is admitted into the memory buffer register. 

c. The content of the memory buffer register is admitted Into the memory data 
register anq into the instruction register. 

d. The content of the memory data register is written back into memory located 
at the address specified by the content of the address register. 

e. The relativje address, bits 106 through Ml, is fetched from the instruction 
register, through the TS multiplexer, to the adder,, 

f. The curren • address is switched through the MX multiplexer to the adder and 



summed wi 
counter to 



h the relative address. The result is admitted into the program 
get the location of the next instruction to be processed. 



g. 

h, 



The basic phase for the next instruction is set. 

When the r|ext instruction is processed, the address register gets the current 
content of 
accessed. 



the program counter as the address of the next location to be 



4.4.6.5 JPS 6400 (TW.JPS 0640). This instruction increments the content of the program 
counter to obtain the nex • address and stores this next address in the effective memory 
location. Next, the effective address is loaded into the program counter and the address 
register. When the next nstruction is processed, the new content of the program counter 
becomes it address. This instruction has a basic and an execute phase. The baisc phase 
is identical to the common basic phase (Tables 4-19 and 4-20). However, the execute 
phase is modified so that rhe next address can be stored into the effectively addressed 
memory location. In add tion to the normal common execute phase events that take place 
(Tables 4-54 and 4-55), the next address in the program is admitted into memory and then 
later is written into the sti>ecified memory location. Table 4-97 is the Event Summary and 
Table 4-98 Is the list of Fundamental Operations for the execute phase modified to process 
this instruction. Figure 4-70 is the block diagram and Figure 4-71 Is the timing diagram. 

When this instrluctlon is processed, relative address data, bits 106 through 111, 
are switched from the instruction register (3) through the TS multiplexer (4) to the adder (6), 
to produce the effective qddress. If bit 5 of the instruction is set, the relative address is 
added to the current addnjss which Is switched from the address register (7) through the MX 
multiplexer to the adder (6). If bit 5 of the instruction is set, the relative address is sub- 
tracted from the current address. After the effective address is obtained. It replaces the 
current address in the address register. When period EPS occurs, the content of the program 
counter (8), which now contains the next address, is admitted Into the adder (6), and from 
the adder. It Is switched through the bus and memory buffer multiplexer (1) to the memory 
dqta register (2) to be loaded into the effectively addressed memory location when period 
BPS occurs. Next, the content of the adder, which contains the effective address, is 
switched through the MX imultiplexer (5) to the adder (6), is Incremented by a count of one. 
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Table 4-97. JPS Instruction, Event Summary 



Mnemonic Octal Code Ref. Period Event 

JPS 6400 A EP3 PC-*IVIX-*ADDER 

B EP3 ADDERS-^MDR 

C EP6 AR-^MX^ADDER 

D EP6 ADDERS-^+1 

E EP6 ADDERS^PC 



Table 4-98. JPS Instruction, Fundamental Operations 



Raf. Period Simplified Logic 

A. EP3 PC-*MX->ADDER 

1. (tlOO*) (tlOl) UI02) <tl03)->;jPS77B2 

2. 4.JPS*^tJPS/7B2 

3. (tJPS) (tEP3)-*|JPS3*^tSELP^ 
4-SLPIVIX*/8B4 

4. |SLPIVIX^tMXS1/9B2 

5. 4-SLPMX-^tMXEN^-4.MXEN*/9A2 



Event 



The content of the 
program counter is 
input to the MX 
multiplexer. 



B. 



EP3 ADDER^MDR 



1. iJPS*-+tSTJJPS/12B2 

2. (tSTJJPS) (tEP3)^|BMEM*/12A2 

3. (iBIVIEIVl*)->tPEM/12B3 

4. (tPEM) (tREGCLK/12B3)->iCPM*/12B3 

5. 4.BMEM*-*tRDB^iRDB*/12B3 



The content of the 
adder replaces the 
content of the 
memory data register. 



C. EP6 AR^MX-^ADDER 

1. (tJPS) (tEP6)-+ISLAMX*/8A2 

2. ;SLAMX*^tMXEN->4.MXEN*/9B2 



The content of the 
address register is 
switched through the 
MX multiplexer to the 
adder. 



E. 



EP6 +1^ADDER 

1. |JPS*/7B2->tJPSMRF/12A1 

2. (tJPSMRF/12A1) (tEP6/5A4H 
;CIN27l2A2-*tCIN/12A2 

EP6 ADDER-^PC 

1. iJPS*^tlDSJ*/9B3 

2. (tlDSJ*)(tEP6)-*4-PEP79B3 

3. 4.PEP*-*tPEP/9B1 

4. (tPEP) (tREGCLK)-*iCPP79A2 



The content of the 
adder is incremented 
by a count of one. 



The content of the 
adder is admitted into 
the program counter. 
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MBR 
MX 
(1) 
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(2) 
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TS 
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TS00 
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MX 




MX 
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P0«H=11 




A0e-AI1 



Figure! 4-70, JPS Instruction, Block Diagram 



PUSjEPS 



P \ \ 2 3 4 5 6 7 1' 



B. I0O-in 



SLPMX *,RDB» 
(8B4|) (12A2) 



SLAMX" ,PEP » 
(8A2) (9B3) 



PC -•MX —ADDER 
ADDER-*- MOR 



AR— -MX— ADDER 
ADDER— PC 



E. CIN I 
(12A^) 



+1 —ADDER 



Figure 4-71 . 



JPS Instruction, 
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Timing Diagram 



and then is admitted into the program counter (8) to obtain the new program location. The 
events that take place during the baisc phase of the jump-to-subroutine instruction are 
described in the discussion of the common basic phase. The events that take place during 
the execute phase of the jump-to-subroutine instruction can be summarized as follows. 

a. The content of the address register, the current address, is summed with the 
relative address (bits 106 through M 1 of the instruction register ), and 
admitted into the address register to get the effective address. 

b. The effective address is admitted into the address register. 

c. The content of the program counter is incremented by a count of one. 

d. The content of the memory register is read into the memory buffer register. 

e. The content of the memory buffer register is switched into the memory data 
register through the bus and memory buffer multiplexer. 

f. The content of the program counter (current address + 1) is admitted into the 
adder. 

g. The content of the memory data register is replaced with the content of the 
adder so that the current memory location gets the incremented content of 
the program counter. 

h. The content of the memory data register (PC+1) is written into the memory 
location specified by the effective address. 

i. The content of the address register, the effective address, is incremented and 
admitted into the program counter to get the location of the next instruction 
to be processed. 

4.4.7 AUTO INDEXING 

In every memory field of the ND812, two locations are reserved for auto indexing. 
An auto-index register permits data stored in the addressed memory location to be incre- 
mented and then this incremented data becomes the address for the specified instruction in 
the operate field of the auto-index instruction. The two locations In each memory field 
reserved for the auto-index function are the first, and the last, or OOOOq and 7777^, but 
they may only be addressed as auto-index registers indirectly. If these locations are 
addressed directly, the instruction is processed as any other directly-addressed instruction. 
The auto-index instruction has a special format because it is possible to address only the 
first and last location of any given memory field through the one-word memory reference 
instruction; the relative address restrictions for forward and backward addressing do not 
apply for this instruction. Two-word auto-index instructions are not possible. 
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4.14.7.1 INSTRUCTION FORMAT. The auto-index instruction format requires that the 
relative address bits (bitsll06 through 111) be set to zero. If bit 5 is set, the last location 
ini the current memory field is referenced; if bit 5 is unset, the first location in the current 
memory field is referenced. Bit 4 must be set to obtain the auto-index function. When 
bit 4 is set, the content o|f the referenced auto-index location is incremented. Bit 4 of any 
memory reference instructlion orders the fetch mode. When this bit is unset, the operand 
is fetched directly from mbmory; however, when this bit is set, the operand is fetched 
indirectly from memory. IThe incremented result is then loaded into the address register and 
restored to the referencedl auto-index location. The content of the address register then 
becomes the effective address of the operand. The addressed operand must reside in the 
same memory field as the referenced auto-index location. The auto-index instruction has 
three phases, two basic and one execute. This is also true for the auto-index function for 
a jump (JMP) instruction.: However, the jump instruction is a special case of auto-index 
function; it is separately described in paragraph 4.4.7.6. 

Figure 4-72 is the block diagram. Figure 4-73 is the timing diagram. Tables 
4-99, 4-100 and 4-101 afe the Event Summaries and Tables 4-102 and 4-103 are the lists 
of Fundamental Operatiorts. 

4,4.7.2 BLOCK DIAGRAM DESCRIPTION. During the prlmar>/ basic phase, the content 
ofj the program counter (9> Figure 4-72) is admitted into the address register and stored as 



th 
th 



e address of the current 
is case an auto index, i 



instruction. The instruction located at this current address, in 
s loaded into the instruction register (3) and into the memory data 
reigister (2) through the bijis and memory buffer multiplexer (1), from the memory buffer 
register (2) through the bus and memory buffer multiplexer (1), from the memory buffer 
register (not shown). Durling this phase, the IND, INDFF, and FLLOC latches are set. 
Seitting of the IND and INDFF latches causes the ND812 to enter the indirect fetch mode. 
The setting of the FLLOC Hatch initiates the auto-index mode. 

1 During the secondary basic phase, the indirect fetch, the content of the address 

reigister (current address) Is not admitted to the MX multiplexer (6) for summation with 
inistruction register (3) relbtive address bits 106 through 111. Rather, it only remains to 
idbntify whether the indinect address is located in the first or last memory location of the 
current memory field. Thiis is done when bits 106 through 11 1 are switched from the instruc- 
tipn register (3), through ^the TS multiplexer (5) to the adder (7), At this time, if bit 5 of 
the current instruction is pnset, no outputs are switched through the MX multiplexer (6), 
ahd the summation results! in OOOOg from the MX multiplexer (6) being added to OOg from 
the TS multiplexer (5). This summation results in the selection of the first location of the 
current memory field selected for the indirect address. If, on the other hand, bit 5 of the 
current auto-index Instruction is set, the content of the unselected utility gates (4) is 
switched to the adder through the MX multiplexer (6). In the absence of any selection 
signals for the utility gat^s, the octal value 7777q is switched through the MX multiplexer 
(6) to the adder (7). Wh^n this data Is added to the output from the TS multiplexer (only 
addition is possible), the last location of the current memory field is selected. This data Is 
then admitted into the address register (8) to become the indirect pointer for the subsequent 
operation. 
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" I [ M77 ^—fcMX— »ADDE R 
(BIT 5=1) 

I [ MDR--TS 



— 1 1 1 




CLR-*FLLDC LATCH 
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Figure 4-73. Aufo-lndex Function, Timing Diagram 
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Table 4-99. Auto-Index Function, Primary Basic Phase, Event Summery 

Indirect 
Basic Phase Ref. 



Ref 


Period 


Event 


(Table 4-60 




PI J7 


PI R->1 ATPI-IPQ 


A 

A 


B 


BPO 


pp_>[w| Y-+ A n n F R 

r O^^iVI /\ L/ LJ C n 


D 
D 


Q 


PUOB 






Q 


PI lOR 




r~\ 
U 


£ 


RP1 




c 
c 


p 

n 


PI 11 


PI D->K/inD 


r 


G 


PU2 


MR^MBR 


G 


H 


PU3 


MBR->MDR 


H 


1 


BP3 


MBR->IR 


1 


J 


BPS 


INITIALIZE-*AUTO INDEX 


None 


K 


BP4 


SET-»IND, INDFF LATCHES 


J 


L 


BP5* 


CLR-^FLLOC LATCH 


None +1 


M 


BP5 


SET-*FLLOC LATCH 


None 


N 


BP6B 


77778^MX^ADDER 


None +2 





PU6B 


ADDER-^PC 


None +3 


P 


PU7 


SET--BASIC PHASE 


None 



+ 1 Refer to timing diagram for operation of FLLOC latch 

+2 The address for the last location is transferred during BP6B for the JMP 

instruction only (Refer to Tables 4-95 and 4-96) 
+3 This operation occurs only during a jump (JMP) execute, refer to Table 4-97 

Next, the content of the memory register, the auto-index address, located at 
the specified indirect address is admitted from the memory register, through the bus and 
memory buffer multiplexer (1) to the memory data register (2). Next, the address is incre- 
mented by a count of one and admitted into the address register (8) to obtain the actual 
address of the instruction; it is also switched from the adder (7) through the bus and memory 
buffer multiplexer (1) back into the memory data register (2), where il- is subsequently 
written back into memory. At the end of the secondary basic phase, the FLLOC latch is 
cleared, and the execute phase is entered. 

The execute phase (Table 4-iOl) of the auto-index function is identical to the 
execute phase for the single-word memory reference instruction; however, this phase is 
modified when an auto-index jump instruction is processed. 

4.4.7.3 PRIMARY BASIC PHASE. The primary basic phase. Table 4-99, is similar to the 
single-word indirectly-fetched memory reference instruction primary basic phase. Because 
the indirect bit is set, during period BP4, the indirect latch is set. Additionally, the 
FLLCXI latch is set at period BPS. Operations L and M, Table 4-99, appear to be in con- 
flict because a period-5 derived pulse is used to both clear and set the FLLOC latch. 
However, Operation M does set the FLLOC latch. How this is done can be seen by referring 
to waveforms L and M of Figure 4-73, the timing diagram. When period PUS occurs, both 
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Table 4-100. Auto-I 



Ref. 



ndex Function, Secondary Basic Phase, Event Summary 



Period 



Event 



Indirect 
2nd Basic Phase Ref. 
(Table 4-60) 



A 


BPO 


AR^MX-*ADDER +1 


A 


B 


BPO 


R E L-»-TS-*A D D E R 


6 


C 


BPO 


SELECT->-(MX+TS)-*ADDER 


C 





BPO 


SELECT->-(mX-TS)->-ADDER t1 


D 


E 


PUOB 


/7/78-»'I\/IX-*ADDER (Bit 5=1) 


None 


F 


PUOB 


adder-*-ar 


E 


G 


PU1 


CLR^MBR 


F 


H 


PU2 


MR^IVIBR 


G 


1 


PU3 


MBR-*MDR 


H 


J 


PU3 


CLR-*IND LATCH 


1 


K 


BP4 


MDR^TS 


None 


L 


BP4 


SELECT-*(MX+TSHADDER 


None 


M 


BP4 


+1-ADDER 


None 


N 


BP4 


ADDER-*MDR 


None 





PUB 


MDR-*MR 


J 


P 


BPS' 


CLR^FLLOC LATCH 


None 


Q 


BP6B 


MDR->TS-^ADDER +2 


None 


R 


BP6B 


ADOER-^PC +3 


None 


S 


PU7 


SET-^EXECUTE PHASE +4 


K 



+1 These operations are i 
+2 This operation occurs 
4-96 

+3 This operation occuri 
4-96 

+4 When a jump is auto- 
4-95 and 4-96 



inhibited. See Table 4-60 and Operation B, Table 4-20 
only during a jump instruction, refer to Operation B, Tables 4-95 and 

only during a jump instruction, refer to Operation E, Tables 4-95 and 

ndexed, the basic phase is set again. Refer to Operations F and G, Tables 



Table 4-101. Autq-lndex Function, Execute Phase, Event Summary 



Ref. PeHod Event 

A EPO AR-*MX-*ADDER 

B EPD REL^TS^ADDER 

C , EPO SELECT-{1VIX -t-TS) 

D EPO SELECT^(MX -TS) 

E PUOB ADDER-*AR 

F PU1 CLR-MBR 

G EP1 PC->MX->ADDER 

H EP1 -i-1-*ADDER 

I EP1 ADDER-*PC 

J PU|2 MR-*MBR 

K PU^ MBR-'MDR 

L PU5 MDR-*MR 

M EP$ SET-*DONE LATCH 

N PUi? SET->BASIC PHASE (only) 



Common 
Execute Phase Ref. 
(Table 4-55) 

A 
B 
C 
D 
E 
F 
G 
H 
I 

J 
K 
L 
M 
N 
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Table 4-102. Auto-Index Function, Primary Basic Phase, Fundamental Operations 



Ref. 
A-l 



Period 

BPO- 
BP3 

BP3 



BP4 



M. 



BP5* 



BPS 



N. 



BP6B 



PU6B 



PU7 



Simplified Logic 
Same as Operations A through I, Table 4-60. 



INITIALIZE->AUTO-INDEX FUNCTION 

1. 4.SID* + 4-DSZ* + ilSZ*->tlSDSS/7A2 

2. tlSDSS->IISDSS*/7A2 

3. IISDSS* + IXCT* + ;SBJ* + iADJ* + 
4.JPS* + 4-JMP* + ILDJ* + 4-STJ*-* 
tMREFK4.MREFI*/7A3 

SET-*1ND, INDFF LATCHES 

1. (tMREFI) (tlNDFF*) {tl04B)-* 
IPREND/6A1 

2. 4.PREND-*tPREND*/6A2 

3. (tPREND*) (tBP4) (tREGCLKH 
4.SINDV6A2 

4. ISIND* = SET^-IND LATCH (tlND/6A2, 
lIND*) 

5. ;SIND* = SET^INDFF LATCH 
(tlNDFF/6A3, ilNDFF*) 

CLR^FLLOC^LATCH 

1. ;BP5*/5A3 = CLR->-FLLOC LATCH 
(iFLLOC/3B4, tFLLOC*) 

SET-^FLLOC-*LATCH 

1. (1-l06*-tl11*) (tMREFI) (tBP5)^ 
4.MXXOOV3B3 

2. ;i\/IXX00*-+tMXX00/3B3 

3. (tMXXOO) (tTWFF*) (tFLMEM*H 
ISELOC*/3B4 

4. jSELOC* = SET FLLOC LATCH 
(tFLLOC/3B4, jFLLOC*) 

IF JMP, AND BIT 5 = 1 , 77778-^iVIX^ADDER 

1. (tFLLOC) (tl05X) (tJMP) (tBP6B)-^ 
ISLUMXV8A4 

2. jSLUMX*-*tMXEN-*;iVIXEN*/9A1 = 
ENABLE->MX 

3. ^SLUMX*->tMXS0/9B1 = UG^MX-*ADDER 



Same as Operation E, Table 4-96, but for a 
jump (JIVIP) execute, only. 

SET-^BASIC PHASE 

1. 4-DONE* + IT\N* + iIND* + iXCT*- 
tRBPH-^4-RBPH75B1 

2. (IRBPH*) (ICPPU) (tPU7) = SET BPH 
(tBPH/5B2, iEPH) /• 



Event 
See Table 4-60. 



The auto-index 
function is 
initialized. 



The indirect (IND) and 
indirect flip-flop 
latches are set to get 
a second basic phase. 



An initial clear of the 
FLLOC latch occurs. 



At the end of period 
BPS, the FLLOC latch 
is set. 



If the operate code is a 
JMP instruction, the con- 
tent of the utility gate 
(7777g ) is switched 
through the MX multi- 
plexer to the adder. 

See Table 4-96. 



The basic phase is set. 
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Table 4-103. AutoHlndex Function, Secondary Basic Phase, Fundamental Operations 

Raf. Period Simplified Logic Event 



B,C 
D. 



BPO 

BPO 
BPO 

PUOB 



F-J 



PUOB- 
PU3 

BP4 



BP4 



O(j)eration A of the single-word memory reference 
instruction indirect fetch is intiibited. Refer to 
Tdble 4-60. 



Sa^e as Operations B and C, Table 4-60. 

Od)eration D of the single-word memory reference 
instruction indirect fetch is inhibited. Refer to 
fjble 4-60. 

If ;Bit= 1,77778-^MX-^ADDER 

1.1 (tFLLOC) (tl05X) (tPU0B)-*iSLUMX78A4 
2.| |SLUMX*-*tMXEN-*4.MXEN*/9A1 = 

I ENABLE^MX 
3.1 iSLUMX*^tlVlXS0/9B1 = UG-^MX^ADDER 

Same as Operations E through I, respectively, 
T^ble 4-60. 

In the absence of any select signal for the TS 
multiplexer, the content of the MDR is switched 
thfough the TS multiplexer to the add-subtract 
lod|ic. Refer to Table 4-17 

S^LECT^(MX+TS)-*ADDER 

1.1 (tFLLOC) (tlNDFF)->IINDFL*/12B1 
2.; 4.INDFL*^tlNDFL/12B2 
3.1 4.INDFL*^tTAD4/13B2 
4.| (tTAD4) (tBP4H4.TSADD* = 
>TS^ADDER 



See Table 4-60. 

See Table 4-60. 
See Table 4-60. 



The content of the utility 
gate (7777g) is switched 
through the MX multi- 
plexer to the adder. 

See Table 4-60. 



See Table 4-17. 



The content of the TS 
multiplexer is added to 
the content of the 
IVIX multiplexer. 



M. BP4 



N. BP4 



O. 
P. 



PUS 
BP5* 



+1|^ADDER 

1. (tINDFL) (tBP4)-*;CIN3' 
-H^ADDER 



«-tCIN/12A2 



AbDER^MDR 

1. : (tINDFL) (tBP4)^|BlVIEM''^tRDB^ 

i ;RDBV12B3 = ENABLE^BUS + MBR MX 

2. ;BMEM*-*tPEM->^PEM*/12B3 = 
: ENABLE-*MDR 

3J (tPEM) (tRIEGCLK)^ICPM*/12B3 = 
; LOAD-*MDR 

S^me as Operation J, Table 4-60. 

ci^r-»flloc latch, set flmem latch 
1.1 ;bp5*-clr flloc latch (;FLL0C/3B4, 

I tFLLOC*) 

2. 1 IBP5*-SET-*FLMEM LATCH (tFLMEN/3B4, 
i^FLMEN*) 



PU7 S^me as Operation K, Table 4-60. 
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The content of the 
adder is incre- 
mented by a count 
of one. 



The content of the 
adder is switched 
through the bus and 
memory buffer multi- 
plexer to the memory 
data register. 



See Table 4-60. 



The FLLOC latch is 
cleared and the FLME^ 
latch is set. 



See Tdble 4-60 



pulses BP5* and BPS are generated. However, the propagation delay associated with the 
generation of pulse BPS in setting the FLLOC latch ensures that an approximate 40 micro- 
second delay occurs between the conclusion of the BPS* pulse and the latch-setting BPS 
pulse. Operation M, Table 4-102. 

When a jump (JMP) instruction is auto indexed. Operations N and O, Table 
4-99, also occur; however, they do not occur when an auto-index function is processed for 
any other memory reference instruction. At the end of the primary basic phase, the basic 
phase is set again. The events that take place during the primary basic phase can be 
summarized as follows. 

a. The content of the program counter is admitted into the address register to 
get the address of the current instruction. 

b. The content of the memory register is admitted into the memory buffer 
register. 

c. The content of the memory buffer register is admitted into the memory data 
register and into the instruction register. 

d. The auto-index function Is initialized. 

e. The indirect fetch is initialized. 

f. The content of the memory data register is written back into memory. 

g. The basic phase Is set again. 

4.4.7.4 SECONDARY BASIC PHASE. The secondary basic phase is similar to the secon- 
dary basic phase of an indirectly fetched single-word memory reference Instruction with the 
exception that three operations are Inhibited. The first operation that is inhibited is the 
loading of the instruction register. This is not shown because the inhibiting operation has 
already been defined by Operation I of Table 4-20. For this operation, the set state of the 
INDFF latch produces a low-level INDFF* signal which inhibits the first expression of the 
operation. (Also refer to the description of the Single-Word Memory Reference Instruction, 
Indirect Addressing, paragraph 4.4.3.5.) The next operation that Is Inhibited Is a subtrac- 
tion of the relative and current addresses. This operation Is not necessary because the auto- 
index function itself defines the Indirect address. The third operation that is Inhibited is 
the admission of the indirect address Into the address register. This operation is inhibited 
because the auto-index function defines the indirect address through the unset instruction 
register relative address bits and the set state of the FLLOC latch. The events that take 
place during the secondary basic phase can be summarized as follows. 

a. The content of the address register, the current address. Is not summed with 
the relative address. In Its place, the Indirect address is established as either 
the first or last memory location. 
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ive 



thrOu 



address, biH 106 through 111, is fetched from the instruction 
jgh the TS multiplexer to the adder. This relative address is 



e. 



The relati 
register 
always 00 

O i 

The indirect address, either the first or last memory location of the current 
field, is adtnitted into the address register. 

The content of the memory register, the pointer address, is admitted into the 
memory buffer register. 

The content of the memory buffer register, the pointer address, is switched 
through the| bus and memory buffer multiplexer to the memory data register. 



f. The indirect, IND, latch is cleared. 



The pointerj address is fetched from the memory data register, through the 
TS multiplelxer, into the adder. 



h. 



The content of the odder, the pointer address, is incremented by a 
one to obtain the actual pointer address. 



count of 



I. The pointer address is admitted into the address register to obtain the location 
of the operand to be processed during the execute phase. 

j. The content of the memory data register, the pointer address, is written back 
into the firjt or last memory location of the current memory field. 

k. The FLLOCi latch (auto-index function) is cleared. 

I. The execut^ phase is set. 

4,4.7.5 EXECUTE PHASE. The execute phase of the auto-Index function is similar to the 
execute instruction of the single-word memory instruction with the exception that no rela- 
tive address is specified b(jcause instruction register bits 106 through II 1 are all zeros. 
During the second basic pfiase, the address of the Instruction to be executed was loaded into 
the address register (8) after first Incrementing. During the execute phase, this address is 
switched through the MX rtiultiplexer (6) to the adder (7). Next, the content of the relative 
address bits In the Instruction register (3) is switched through the TS multiplexer (5) and 
summed with the content cf the adder. However, because these bits are all zero, the resul- 
tant output from the adder, which Is admitted into the address register (8), Is the address 
of the instruction to be executed - no modification of the address has taken place. Next, 
subsequent execute-phase events are identical to those for the common execute phase as 
listed in Tables 4-54 and 4-55. However, the operate code bits of the auto-Index function 
determine which of the memory reference Instruction will be executed. The events that 
take place during the exe<!:ute phase can be summarized as follows. 
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a. The contenf of the address register, the pointer address, is admitted into the 
adder and summed with relative address bits 106 through 111. These relative 
address bits have the value OOg so that the result of the summation leaves the 
pointer address in the adder. 

b. The content of the adder, the pointer address, is admitted into the address 
register. 

c. The content of the program counter, the current address, is admitted into the 
adder and incremented by a count of 1 to get the location of the next 
instruction . 

d. The content of the memory register specified by the pointer address is loaded 
into the memory buffer register. 

e. The content of the memory buffer register is loaded into the memory data 
register. 

f. The operand is processed according to the operate code specified by instruc- 
tion register bits 100 through 103. 

g. The content of the memory data register is written back into memory at the 
location specified by the pointer address. 

4.4.7.6 JMP AUTO-INDEX FUNCTION. When the auto-index function involves a 
jump (JMP) instruction, the same phase relationships are maintained; hence, when the JMP 
instruction is auto-indexed, only two basic phases are required, the execute phase does not 
take place. Table 4-104 lists the event sunrimaries for a normal jump instruction basic phase 
and a jump auto-index function basic phase. 

4.4.7.6.1 Primary Basic Phase. Referring to Table 4-104, it can be seen that until period 
BP3 occurs, the basic phase events are identical. However, for the auto-index jump, the 
auto-index function is invoked by setting the IND, the INDFF, and the FLLOC latches. 
For the normal basic phase operation, the relative address and current address are summed 
to get the effective address during period BP6. This operation does not occur when the 
jump instruction is auto-indexed; the operation is deferred until the next basic phase. 
Additionally, the indirect address (first or last location in the current memory field) is 
loaded into the program counter. At the conclusion of the primary basic phase, a second 
basic phase is set to obtain the indirect fetch. The purpose of the primary basic phase for 
the auto-index function is to get the indirect address into the program counter. The events 
that take place during the primary basic phase of the auto-indexed jump instruction can be 
summarized as follows. 

a. The content of the program counter is admitted into the address register to 
get the address of the current auto-indexed jump instruction. 
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Table 4-104. JMP lnstruj:tion. Primary Basic Phase, Normal Addressing Vs. JMP Auto- 
Index Function 



Period 



Normal 



Event 



Period 



Auto-Index 



Event 



PU7 

BPO 

BPO 

PUOB 

BP1 

PU1 

PU2 

PU3 

BPS 



PUB 
BP6B 
BP6B 
BP6B 



BP6B 

BP6 

PU7 



CLR-LATQHES 

PC-^-MX-^ADDER 

ADDER^AR 

CLR^IR i 

CLR^DOHE 

CLR^MBFj 

mr^mbr! 

MBR-*IVID^ 
MBR-*IR I 



MDR-*MR 
RELADRn*TS 

SElECT^^MX+TSI^ADDER 
SELECT-*(1MX-TS)-*ADDER 



ADDER^FlC 
SET^DONE 
SET-*BASIC 



LATCH 
PHASE 



PU7 CLR-LATCHES 

BPO PC"*MX-'ADDER 

BPO ADDER-^AR 

PUOB CLR-IR 

BP1 CLR-DONE 

PU1 CLR-MBR 

PU2 MR^MBR 

PU3 MBR-^MDR 

BP3 MBR-^IR 

BP3 INITIALIZE^AUTO INDEX 

BP4 SET-IND, INDFF LATCHES 

BPS CLR -FLLOC LATCH 

BP5 SET->FLLOC LATCH 

PUB MDR-MR 

BP6B RELADR->TS+1 

BP6B SELECT-*(MX + TS)->ADDER11 

BP6B SELECT-^(IVIX -TS)-*ADDER + 1 

BP6B 0000k ^MX-ADDER (bit B = 0) 

BP6B 77778 -'MX -ADDER (bit 5 - 1) 

PU6B ADDER-*PC +2 

BP6 SET->DONE LATCH +3 

PU7 SET-BASIC PHASE 



+1. These operations inhibited by FLLOC latch signals. 
+2. This operation occurs only during a JMP auto-index function, refer to Operation E, 
Table 4-96. 

+3. This operation inh|bited by lIND*, refer to Operation F. Table 4-96. 



b. The conterit of the memory register located at the current address is read 
into the memory buffer register. 

c. The content of the memory buffer register is read into the memory data 
register and into the instruction register, 

d. The auto-index and indirect fetch functions are initialized. 

e. Vne content of the memory data register is written back into the location 
specified fc^y the current address. 

f. The program counter gets the indirect address from the adder, which receives 
the first or last location value through the MX multiplexer. 

4.7,6.2 Secondary Baiic Phase. The events that take place during the secondary basic 
ph|ase are identical with those that take place during the secondary basic phase for any 
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other auto-indexed memory reference instruction with the exception of Operations Q and 
R, Table 4-100. These operations occur for any processed jump Instruction; they do not 
normally occur when any other memory reference instruction is auto-indexed. The events 
that take place during the secondary basic phase can be summarized as follows. 

a. The content of the address register, the current address, is not summed with 
the relative address. In its place, the indirect address is established as 
either the first or last memory location. 

b. The relative address, bits 106 through 111, is fetched from the instruction 
register through the TS multiplexer to the adder. This relative address is 
always OOg. 

c. The indirect address, either the first or last memory location of the current 
memory field. Is admitted Into the address register. 

d. The content of the memory register, the pointer address, is admitted into the 
memory buffer register. 

e. The content of the memory buffer register, the pointer address, is switched 
through the bus and memory buffer multiplexer to the memory data register. 

f. The indirect, IND, latch is cleared. 

g. The pointer address is fetched from the memory data register, through the 
TS multiplexer, into the adder. 

h. The content of the adder, the pointer address, is incremented by a count of 
one to obtain the effective address. 

I. The effective address is admitted into the memory data register for subsequent 
writing into memory. 

j. The content of the memory data register, the effective address, is written 
back into the first or last memory location of the current memory field. 

k. The FLLOC latch (auto-index function) is cleared. 

I. The content of the memory data register, the effective address, is written 
into the program counter. 

m. The execute phase Is set. 

4.4.8 PROGRAMMED HALT 

There are two ways to obtain a halt for the ND812. One of these is operation of 
the STOP switch on the front panel; the other is a programmed halt. The programmed halt 
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occurs when the holt instrliction occurs in a program when the ND812 is in its run state. 
There are several halt projJucing machine-language codes that may be used to obtain the 
hoilt condition. One of tljiese is 07XXg, a forni of the two-word execute instruction. Be- 
caiuse there is no possibilify for a two-word execute, this machine code is illegal. Other 
illjegal codes are, 02XXg, the two-word ANDF fomi, OOXXg, the two-word form, and 
01IXX8, the two-word operate form. If any form of these illegal codes is programmed, the 
ND812 go-control logic will be set to its initialized state as described in paragraph 4.2.2.2. 

The Fundamental Operations which produce the halt are listed below. 



(tI03BXtI04B)(tI05B)(tl06*)^;70*/3Bl 
)(tI04p)(tI05*)(tI06*)->U0/3Bl 
+ 00*/3B1 
(4-01 + 00*)->tHLT/3B2 
73 B 2 

2)(|I03)-^iOO*/7Al 
4I02)(tI03)">|01*/7Al 
^tTW/7Al 

|TWHLT^V3B2 
tTWHLT/3A2 
(tTWHLT)(tBP6B)^;RGO*/3A2 = INITIALIZE- 
tGO*) 



1. 

2. (tI03* 

3. (tI03*)(tl04 

4. ;70* + |20 + 
tHLT^^HLT 
(IIOOKIIOI 
(lIOOXilOlK 

100* + ;oi* 

(tTWXtH 

;twhlt*-> 



5. 

6. 

7. 

8. 

9. 
10. 
11. 

12. (4GO/3A 



Kiio: 



LT) 
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LITERAL INSTRUCTIONS 



Literal instruct 
tions because no indirect 
thp literal and masking 
word is not set. A litera 
celling the data. Literal 
ncft required. 



ons can be considered a special cose of memory reference instruc- 
addressing is possible. The indirect address bit is used to produce 
fuhctions if the operation code is 2g and bit 3 of the instruction 
is a direct representation of data which appears in the instruction 
conserve core because a symbolic tag and full-word storage is 



Actually the iristructions in the literal group include Wjo ANDing (ANDF, ANDL) 
and two literals. The Al\jDL instruction is processed as a literal because the instruction 
cdlling the logical operation also carries the data. The other AND instruction (ANDF), 
however, is processed as a memory reference instruction. There are only three literal 
instructions, which are listed in Table 4-105. The literal instruction format and bit patterns 

All literal instructions have only one basic phase; however, the 
ANDF instruction is proce ssed as a normal single-word memory reference instruction, and 
hqs both basic and execuije phase. 



Subgroup 
LIT 



Mnemonic 



ANDL 

ADDL 
SUBL 



Table 4-105. Literal Instructions 

Octal Code Operation 



21XX 

22XX 
23XX 



Logical AND last 6 bits of instruction (XX) 
with Jg through J, , 
Add last 6 bits of instruction {XX ) to J 
Subtract last 6 bits of instruction (XX) 
from J 



4-242 



Table 4-106. 



Literal Instruction 



Format and Bit Patterns 



Operation Code 
21xx. - 23xx, 



This is the literal instruction format. Bits 4 and 5 determine the 
logical or arithmetic operation. Bits 6 through 11 are not address 
data, but actual operands. It is this data which is operated upon in 
conjunction with any data word contained in the J register. 



01=6 bit AND 
10=6 bit Add 
1 1"6 bit Subtract 

Actual Operand 
(not address of 
the operand) 
In any of the 
operations, the 
top 6 bits of the 
operand are 
considered as 
zeroes. 



Octal Code 



Mnemonic 



Operation Code 
12 3 4 



2000 AIMDF+ 1 

2100 ANDL 1 1 

2200 ADDL 1 1 

2300 SUBL 1 1 1 



+ Memory reference instruction 

The Event Summary for the ANDF memory reference instruction gives the entire 
listing for both the basic and execute phases; the execute phase events are indicated by 
boldface type. When the ANDF memory reference instruction is processed, the purpose of 
the basic phase is to initialize the literal function, which is used to obtain the ANDF 
operation when the ANDF memory reference instruction is specified. Actually, the init- 
ializing signals are the only functional commonality between the ANDF memory reference 
instructions and the literal instructions. Bits 4 and 5 of the instruction word are used to 
specify the logical operation, they cannot specify indirect addressing or backward relative 
addressing for the ANDF instruction. Although operations L, M and Q, Table 4-103 are 
possible during the basic phase, they have no relevance during this phase, because the 
result of the operation is not collected into the J register; actually, this event occurs during 
period EP6, when event AB takes place. Hence, although the AND function is invoked 
when the literal instruction is initialized, its results are not meaningful until the content 
of the utility gates is admitted through the MX multiplexer to the adder, and from the adder 
to the J register as indicated by Operations L,M,Q and AB, of Tables 4-107 and 4-108. 

When the literal instructions are processed, no execute phase can occur because 
the done latch is set by the low-level ANL*, ADL* or SBL* signals. Hence, the ANDing 
events which had no relevance during the ANDF memory reference instruction, do perform 
required functions during the basic phase. The basic phase events described for the ANDF 
memory reference instruction in Table 4-107, also occur for the literals. Hence, the des- 
cription of the literal instruction event summaries in Table 4-107 list only those operations 
which do not occur during the common basic phase. Table 4-20. 
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Table 4-107. 



Literal 



Instructions, 



Event Summary 



Mnemonic Octal 
Code Oode 

ANDF+2 2|000 



ANDL 31XX 



ADDL a2XX 



Ref. il Period h 



A 


PU7 


B 


BPO 


C 


PUOB 


D 


PUOB 


E 


BP1 


F 


PU1 


G 


PU2 


H 


PUS 


1 


BP3 


J 


BP3 


L 


i3 


M 


t5 


P 


PUS 


Q 


PUG 


Z 


PU7 


A 


EPO 


B 


EPO 


C 


EPO 


D 


EPO 


E 


PUOB 


F 


PU1 


G 


EP1 


H 


EP1 


1 


EP1 


J 


PU2 


K 


PU3 


L 


+3 


M 


*3 




rUD 


Q 


PU6 


AB 


EP6 


AC 


EP6 


AD 


PU7 


J 


BP3 


K 


BP3 


M 


BP3 





BP4 


Q 


PU6 


R 


PU6 


J 


BP3 





BP4 


S 


BP6B 


T 


BP6B 


W 


BP6 


X 


BP6 



Event +1 

CLR^LATCHES 

PC-*IVIX-* ADDER 

ADDER^AR 

CLR-*IR 

CLR-*DONE 

CLR-*MBR 

MR^MBR 

IV1BR->MDR 

MBR^IR 

INITIALIZE^LITERAL 

AND'-Jno-Ji I, Moa-Mi i +4 

AND^UGU 

MDR-*MR 

UG-^MX^ADDERU 

SET^BASIC PHASE 

AR-*MX^ADDER 

REL-*TS-*ADDER 

(MX+TSl-'ADDER 

(MX-TSHADDER 

ADDER--AR 

CLR->MBR 

PC->MX-*ADDER 

+1->ADDER 

ADDER-'PC 

IVIR-*MBR 

MBR-^MDR 

ANI>*J(io-Ji 1, Moo-M, 1 +4 

AND^UG +4 

MDR^MR 

UG-*MX^ADDER 

ADDER-*JR 

SET->DONE LATCH 

SET->BASIC PHASE (only) 

INITIALIZE-^LITERAL ANDL 
AND JRofi-ii- MDR06-11 
AND-*UG 

PC-+MX-*ADDER +1^PC 

UG^MX-*ADDER 

ADDER-*JR 

INITIALIZE-*LITERAL ADDL 

PC^MX^ADDER -H^PC 

IR DATA->TS 

+TS-^ADDER 

JR-^MX-^ADDER 

IF JR+IR = CARRY, COMPL^OV 
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Table 4-107. Literal instructions. Event Summary (Cont'd.) 

Mnemonic Octal 

Code Code Ref . +1 Period +1 Event ^1 



SUBL 23XH 



J 


BPS 


INITIALIZE->LITERAL SUBL 





BP4 


PC~>MX->ADDER +1^PC 


s 


BP6B 


IR DATA->TS 


u 


BP6 


-TS->ADDER 


V 


BP6 


+1^ADDER 


w 


BP6 


JR-^MX^ADDER 


X 


BP6 


IF JR-IR = CARRY, COMPL^-OV 


AA 


BP7 


COMPL-*OV 



+1 Events listed in boldfaqe type occur during the execute phase. 

+2 The ANDF instructiorj Is a single-word memory reference. No indirect addressing is possible. 

Also any forward relative address may be specified. 
+3 These events are static; i.e., once established, they remain available until period BP1 of the 

ensuing basic phase. 

+4 Although they occur cjuring the basic phase, these signals are irrelevant until the execute phase. 



Table 4-10^. Literal Instructions, Fundamental Operations 

Ref. Period Simplified Logic Event 



A-l 



BPO- 
BP3 



Same as Operations A through I, Table 4-20. 



See Table 4-20. 



J. 

(2000) 
(21XX) 
(22XX) 
(23XX) 



BP3 



INITIALIZE-*LITERAL 



K. 
(21XX) 



BP3 



(4100) (tlOl) (4-102) (;i03)^|LIT*^ 
tLIT/7A2 

(tLIT) (tl04*) (tl05B)->iANL*/6A1 
ILIT*-*tLITB/7A1 
(tl04*) (TI05*) (tLIT)^4.A12*/6Al 
5. (tl04B) (tl05*) (tLIT)^IADL*-^ 
tADLSBL/6B2 

(tl04B) (tl05B) (tLIT)-^;SBL*-> 
tADLSBL/6A2 



6. 



AND JRofi.n; MDRos-n only 

1. (tLIT) (tl05B) (tl04*)-*MNL*/6A1 

2. (tJ00-tJ05) (tM00B-tM05B) 
(|ANL76A1)^tJM00* - tJM05Vl4AB1, 
15B1 

3. (tJ06- tJII) (tM06B - tMI IB)-* 
4.JM06- IJM11/15A1, 16AB1^AND 
(Jo6 -Jii) (Mo6 - Mm) 



The literal operation 
is initialized. 



Only bits 6 through 
11 of JR and MDR 
are anded. 
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Table 4-108. Litepl InstrucHons, Fundamental Operations (Cont'd.) 

Ref. Period Simplified Logic Event 



L. 

(2000) 



M. 

(2000) 
(21 XX) 



N. 
(2000) 



O. 
(21XX) 
(22XX) 
(23XX) 



Q. 

(2000) 
(21XX) 



BP3 AND JRoo-ui Moo -Mil' 

i (tJOO - tJ05) (tMOOB - tMOOB) 
I (tANL*/6A1)-*WM00* - 4JM05*/14AB1 , 
15B1 

2. (tJ06- tJII) (tM06B- tMIIB)^ 
I JM06*- JM11*/15A1, 16AB1->AND 
j (Joo - Jii) (Moo - M,i) 

BPS AND^UG 

1. tLIT + tJMOO* JM07*+tPULLU^ 
I tU00-U07/14AB2, 15AB2 
i. tLITB+4-JM08*-JMl1* + -rPULLU^ 
I tU08-Ul1/16AB2 

BP4 iInhibitpc^mx^adder +1^PC 

1. IA12* + IMREFI*^-tlNCPR^;iNCPR79B3 

2. ;iNCPR* + tWTRL* + tTWIO* + tBP4-> 
: tPEP*/9B3 = DISABLE^PC 

3. ilNCPR* + tWTRL* + tTWIO* + 

I tBP4->tSLPMX*/8B4 = INHIBIT PC-* 
; MX-*ADDER 

4. tHLTTW* + tWTRL* + 
-UNCPR* + tBP4-*tCIN2*-» 

i |CIN/12A2 = INHIBIT +1-^ADDER 



BP4 



PUB 
PU6 



FiC^MX-*ADDER +1^PC 

1. (tA12*) (tMREFI*)->ilNCPR-tlNCPR79B3 
i (tINCPR*) (tWTRL*) (tTWIO*) 

■ (tBP4)^|PEP*/9B3= ENABLE-^PC 

3. (tINCPR*) (tWTRL*) (tTWIO*) (tBP4)-* 

■ i.SLPMX*/8B4 

4. 4.SLPMX*-*tMXEN-»J.MXEN*/9A2 = 
: ENABLE->MX 

i. iSLPMX*->tMXS1/9A2 = PC-+MX^ 
ADDER 

6. (tHLTTW") (tWTRL*) (tINCPR*) 

(tBP4)-iCIN2*->tCIN/12A2 = +1-ADDER 

^ame as Operation J, Table 4-20. 

tJG^MX-^ADDER 

i. (tLITB) (tl04*) (tPU6B)->ISLUMX*/8A4 
?. iSLUMX*->tMXEN->|MXEN*/9A2 = 
: ENABLE-MX 

3. |SLUMX*/8A4^MXS0 = LOAD->UG 



If, and only if cor- 
responding J and 
MDR register bits 
are ones, does a 1 bit 
appear at the input 
of the utility gate. 



The ANDed result 
appears at the MX 
multiplexer. 



The incrementing of 
the content of the 
program counter 
is inhibited during 
the common base 
phase. 



During the common 
basic phase, the pro- 
gram counter is 
incremented. 



See Table 4-20. 



The content of the 
utility gates is ad- 
mitted to the MX 
multiplexer. 
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Table 4-108. Literal Instructions, Fundamental Operations (Cont'd.) 

Ref. Period Simplified Logic Event 



R. 
(21 XX) 
(22XX) 
(23XX) 



BP6 ADDER^-JR 

1. il04* + il05B*->tl4l5/9A1 

2. (tl4l5) <tLITBHILITJ*/9A2 

3. ;LITJ*-^tPEJ6/9A3 

4. (tPEJ6) (tBP6)^4PEJ*tPEJ/9B3 
ENABLE^JR 

5. (tPEJ) (tREGCLK)^|CPJ*/9A4 = 
LOAD-*JR 



The content of the 
adder is admitted 
into the J register 
at BP6 for a 6-bit 
AND. 



S. PB6B IR DATA-*TS 

*22XX) ^ tADLSBL^ ^AD*BL*^tJMPDLS/7B4 

2. (tTWFF*) (tlNDFF*WMPASS*/13B4 

3. 4MPASS*^tMPASS/13B4 

4. (tMPASS) (tJMPDLS) (tBP6BH4.SLITS*/1 3B4 

5. ISLITS*^tTSS0/13B4 = IR^TS 



T. BP6B 
(22XX) 



SELECT + TS-^ADDER 

1. (tMPASS) (tl5B*)^MDDAR*-> 
tADDEP0/13B1 

2. (tADDEPO) (tJMPDLS)^4.TAD6*-* 
tTAD6/13B2 

3. (tTAD6) (tBP6B)^J.TSADD*/13B2^ 
+IR^ADDER 



The content of in- 
struction register 
bits 06 through 1 1 
are admitted into 
the TS multiplexer. 



The content of +TS 
is admitted into the 
adder. 



U. 
(23XX) 



BP6 SELECT -TS-^ADDER 

1. (tMPASS) (tJMPDLS) (tl05X)-^ 
;SUB6*->tSUB6/13B3 

2. (tSUB6) (tBP6B)^4TSSUB*/13B3^ 
-IR-^ADDER 

3. |TSSUB*^tTSSUB/13B4 



The content of -TS 
is admitted into the 
adder. 



V. BP6 IF TSSUB/13B4, -H-*ADDER 

(23XX) i_ 4.HWD + tONCE*-tDCIN7l2A1 

2. (tDCIN*) (tTSSUB) (tOP2*)-^|CIN2 
tCIN/12A2 = +1^ADDER 



The adder is in- 
cremented if the 
complement of the 
data word is se- 
lected from the 
adder to get a 2s 
complement. 



W. BP6 JR^MX-*ADDER 

(22XX) 1. (tADLSBL) (tBP6)->ISLJMX*/12A3 

(23XX) 2. iSLJMX*^tMXEN-»IMXEN79B2 = 

ENABLE-*MX 
3. ;SLJMX*-*tMXS2/9A2 = JR-*MX- 
ADDER 



The content of the 
J register is admitted 
into the adder. 
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Table 4-108. Literal Instructions, Fundamental Operations (Cont'd.) 



Ref. 



Period 



Simplified Logic 



Event 



X. 
(22XX) 
{23XX) 



BP6 



Y,Z 
(21XX) 
(22XX) 
(23XX) 

AA. 
(23XX) 



BP6 



BP7 



IF I R + JR = CAR RY OUT, COMPL^OV 

1|. (tCOUT) (tADLSBL) (tBP6)-*IADSBLC/1 1 B3 If the summation of 

IR 1 I and 
1] 1 produces 



i iADSBLC->tCP0V/11B3 
i (tCPOV) (l REGCLK)-*iCK0V/11B4 = 
i TOGGLE-*OV 
4. (tSOV*) (tROV*) = TOGGLE-*ENABLE 



Sjame as Operations K and L, Table 4-20. 



qOMPL-*OV 

T. ISBL*-tOP1SBL/12B4 

i (tOPISBL) (tBP7)--IAROV*/12B4 

3. MR0V*^tCP0V/11B3 

4. (tCPOV) (tREGCLK)-*;CK0V/11B4 = 
i TOGGLE^OV 

4 (tSOV*) (tROV*) = TOGGLE-TENABLE 



IR0 6 
Jfll) " J 1 

a carry out of the 
adder, the overflow 
register is 
complemented. 

See Table 4-20. 



The overflow reg- 
ister is complemented 
unconditionally if a 
literal subtraction 
occurs. 



4. 



in 
4- 

am 



AB. 
(2000) 



EP6 4DDER-JR 

1. (tl04*) (tl05B*)-*jl4l5/9A1 

2. ll4l5->tl4l5*/9A1 

3. (tl4l5*) (tLITBHiLDLOG*/9A2 

4. (tLDJLOG) (tEP6)-'i,PEJ*-*tPEJ/9A3^ 
' ENABLE^JR 

5i (tPEJ) (tREGCLK)-iCPJ79A4 = 

: LOAD^JR 



it 



4.9.1 BLOCK DIAGRAM 
ructions. Figure 4-74 i 
107 is the Event Sumnna 
i Table 4-108 is the 



ity 



insr 



DESCRIPTION. For the literal group of memory reference 
s the block diagram. Figure 4-75 is the timing diagram Table 

which lists all fundamental events for the literal operations, 
ruction listing in terms of the fundamental operations. 



AtjlDs - The two logical AND instructions are characterized by logically combining two 
corresponding bits of the two data words to be ANDed. In one case, the data to be ANDed 
is derived from the tweivei-bit memory data register (1, Figure 4-74), through the bus and 
melmory buffer multiplexer (not shown in the figure). In the other case the data is derived 
from the six least significont bits of the instruction word in the instruction register (2). The 
source for the second data word is the content of the J register (9). Figure 4-74 Illustrates 
how the corresponding bits of two words are ANDed through the arithmetic data loop. 
Hence, corresponding bits of the two data words stored in the memory data register (1) and 
th«! J register (9) in one ccise, and in the instruction register (2) and the J register (9) in 
thf second case, are ANDed (3) by the AND gates; the result appears at the input to the 
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* . BPS . E PS 



iOMMON BASIC 


COMMON EXECUTE 


NEXT 
1 N S T R 


.|, 


2 


3 


4 


5 




1 M M 


1 1 



B. INITIALIZE ANDF 



ANDF (2eOO) 



C. INITIALIZE, MP ASS ■ 

LIT (13^4) 



D. MSnr-MI 1 , J frpr.j 1 11^ 



AN D L ( 2 I XX ) 
AOOL (22XX) 
SU BL ( 23XX ) 



ANDF (2000) 



E. CPM» 
(1 2A3 ) 



UMfl-»MOI! 
AND F ( 2 



2 000 ) 



ANDL (21XX) 



G. PEP» 
(9B3) 



H. SLPMX'.MXEN* 
(9A2) (9A2) 



I . CIN 

(12A2) 
I . PE J • CP J 

(9A3)(9A*) 



ANDL (21XX) 
ADDL (22XX) 
SUBL (23XX1 




ANOL ( 2 1 XX ) 
AOOK 22XX) 
SUBL(23XX) 



SUBL 



ANDF 
( 2000 ) 



K. SLITS*. PEJ*. CIPJ» TSSUB*- 
i(13B4) (gA3) (:3A4)(13B3) 



SUBL 



L. TSAOO* SLJMX* 
(13B2) (962) 



AOOL 



«. CPOV* 
(11B4) 



I Iaddl 



LjSU BL 



u 



SUBL 



N. DONE 
(7 B4) 



ANDL 
-I ADDL 
! SU BL 



Figure!4-75. Literal Instructions, Timing Diagram 
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enabled utility gates. The utility gate outputs are switched through the MX multiplexer 
(6) and adder (8) so that contents of the adder replaces the content of the J register 
(Instructions 2000 and 21 XX). 

For both AND operations, the program counter (11) must be incremented by the 
add-subtract logic (7) to provide the address for the next instruction which is processed 
when the current AND instruction execute phase is entered so that the operation requires 

two phases to complete the machine cycle. If, on the other hand, the AND operation 
takes a six-bit word from the lower 6 bits of the memory data register (2), the program 
counter content is incremented during period BP4 of the common basic phase. This AND 
operation permits the instruction to be processed during the common basic phase to complete 
the machine cycle. 

ADDL (22XX) - For the addition literal instruction, the six least significant bits of the 
content of the instruction register (2, Figure 4-74) are switched through the TX multiplexer 
(5) and the add-subtract logic (7) to the input of the adder (8). The other input to the 
adder is derived from the content of the J register (9) and Is switched through the MX multi- 
plexer (6). If the adder produces a carry as the result of the summation of the instruction 
register and J register data, the overflow register (10) is complemented. A complemented 
overflow register indicates that the resultant sum is larger than the capacity of the J register. 
Responsibility for the state of the overflow register prior to and after the instruction is 
executed rests with the programmer. The resultant sum Is stored in the J register (9). 

For this operation, the program counter incrementing function takes place at 
period BP4. During the period, the content of the program counter (11) is admitted Into the 
odder (8) through the MX multiplexer (6). Then the add-subtract logic (7) is incremented 
and the content of the adder (8) is readmitted to the program counter. At the conclusion 
of the machine cycle, the done latch is set so that the basic phase can be reestablished by 
the major state control logic when the next instruction is executed. 

SUBL (23XX) - For the subtraction literal instruction, the six least significant bits of the 
content of the Instruction register (2) are also switched through the TS multiplexer (5) and 
the add-subtract logic (7) to the input of the adder. However, it is the complement of the 
data word that is taken from the add-subtract logic (7) so that the adder contains the I's 
complement of the instruction register data word. Next, the data-word I's complement is 
incremented to obtain the 2's complement and the result is summed with the input from the 
MX multiplexer. This operation yields a 2's complement subtraction of the content of the 
instruction register from the content of the J register. The resultant sum is stored in the 
J-reglster. If the adder produces a carry as the result of the subtraction, the overflow 
register is complemented, and then complemented again at the conclusion of the instruction. 
As with addition, the responsibility for the state of the overflow register rests with the pro- 
grammer. The program counter incrementing operation Is identical to that for the ADDL 
operation . 
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4.5 



MEMORY UNIIT 



This section disjcusses the organization and operation of the core memory options 
available with the ND812! computer. The following paragraphs will discuss in order; the 
memory options and their specifications (4.5.1), the theory of core memory operation 
(4^5.2), the hardware cotjifigurations (4.5.3), and the detailed principles of operation 
(4:5.4). 

4.5.1 MEMORY OPTIONS 

There are four |;ore memory capacity options available with the NP812. The 
milnimum capacity is4K (4,096) twelve-bit words and this capacity can optionally be 
increased in 4K increments to a maximum of 16K (16,384) words. The cabinet of the 
processor itself can contain 4K or 8K of core. Addition of a memory extension cabinet 
provides for expansion to 12K or 16K word capacity. 

4.5.2 BASIC THEORY OF CORE MEMORY OPERATION 

Core memory i$ a magnetic information storage device,, Each bit of information 
in the core memory is reptjesented by the direction of magnetization of a single ferrite ring 
termed a "core". A typidal core memory unit contains many thousands of these ferrite 
cores arranged in a three-idimensional array referred to as the memory stack. Electronic 
devices external to the memory stack are used to selectively change the states of magnet- 
ization of the cores, as well as sense their states at a given time. In this way, bit patterns 
arfe stored into and read opt of the core array of the memory stack. 

The ferrite cor^s have the property of being able to assume two states of magnet- 
ization and remain in eitFjer state indefinitely. When an electric current of sufficient 
intensity is passed through the hole in the center of the core, the core is magnetized as 
shjawn in Figure 4-76a. An equal current in the opposite direction results in the reverse 
mcjgnetization as shown in Figure 4-76b. These two states are arbitrarily assigned logical 
vajlues and 1. The minimum current intensity sufficient to reverse the state of a core is 
kn;own as the threshold current. Currents of Intensity less than the threshold have no lasting 
effect on the magnetization of the core. Information is stored into the cores by momentary 
paissage of superthreshold Currents through them in the proper direction. 

When a core changes its state of magnetization, a current is induced in any 
conductive loop through the core. The value represented by a core can be sensed or read 
byi passing a superthresholiJ current through the core and detecting whether a current Is 
prjxluced in a sense wire that also passes through the core. This process Is illustrated in 
Figure 4-77. 

It is possible t<^ build a core memory with only two wires through each core, 
buit such an arrangement Would require a separate drive and sensor circuit for each bit. 
Instead, a four wire circuit is used. The memory stack is organized as a stack of core mats, 
which are square planar arrays of core wired together. When a read or store function is 
perfonmed, a single bit from each mat is read. Thus, a word consisting of as many bits as 
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there are mats in the stack Is the smallest unit of information that can be stored or read 
in a single operation. 

DIRECTION OF 




Figure 4-76. Magnetization of Cores 




Figure 4-77. Core Sensing Process 
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The single bit diffected by a memory operation in each mat is selected by driving 
two wires (X- and Y-selectt wires) each with a subthreshold current greater than half the 
threshold current, and in he same direction through the core. Though both the X- and 
Y^select wires pass through more than one core, a given X-select wire and a given Y- 
select wire pass coincidental ly through only a single core in each mat, (the selected core) 
and the effects of the X and Y currents add to produce a superthreshold magnetization 
current through that core.i Thus, only the selected core of each mat receives stimulation 
sufficient to change its st^te. This type of operation is defined as coincident current. 

Each mat contajins a single sense wire and a single inhibit wire which are used 
respectively in read and store (write) operations. The sense wire carries signals indicating 
changes of magnetization lof any core in the mat. The inhibit wire carries current equal to 
an X- or Y-select current in the opposite direction through the cores to prevent changes 
in magnetization of any o" the cores of the mat. Thus, four wires pass through each ferrlte 
core. 



4.5.2.1 READ OPERATION. The read operation is performed by changing all the bits 
of the selected word to and monitoring the sense wires of all the mats of the memory stack. 
If a selected core represerits a logical 0, no signal results on the sense wire. If the core 
represents a logical 1, th0 change in its magnetization results in a current pulse on the 
sense wire. The bit pattern of the selected word is then obtainable by sampling the voltage 
in; the sense wires at the f^roper time. Since 0's are written into the selected word, that 
wc^rd is erased from the memory stack by this process. Because of this the process Is referred 
tolas a destructive readoui . 



4.5.2.2 WRITE OPERATION. The write operation stores the bit pattern of a word into 
the memory stack by chanjjing selected cores from to 1 . Since this operation does not 
change any I's to 0's, the cores to be written into must all be set to prior to the write 
operation. This is done by performing a read operation on the selected word. The write 
operation itself consists of producing currents in the selected X and Y select wires In the 
oplposite direction to the currents in the read operation. This would set all the bits to I's 
were it not for the inhiblt-wlres, which carry currents in the direction opposite to the select 
currents through those cor^s which are desired to be left as 0's. The inhibit current cancels 
enough of the select currept effect so that the core receives a subthreshold stimulus and 
dobs not change state. This process Is Illustrated in Figure 4-78. 

4.5.2.3 MEMORYCYC.E. As mentioned In paragraph 4.5.2. 1, the read operation 
results in the destruction of the representation of the selected word In the memory stack. 
It jls not usually desireablej to destroy a stored copy each time it Is read, so each word read 
frcjm the memory stack mu^t be recopled Into the stack. As mentioned in paragraph 4.5.2.2, 
th$ write operation must b|e preceded by a read operation. The memory therefore operates 

in strict cycles of a read Operation followed by a write operation whether the desired 
furjiction is a read or a wrij-e. The cycle time of a core memory is the time required to 
peirform a read operation cjnd a write operation In succession. 
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vVrite "1" Currents Write "0" Currents 



Figure 4-78. Write Operation 

4.5.3 GENERAL DESCRIPTION 

There are four core memory capacities available with the ND812 Computer; 
4K (4,096), 8K (8, 192), 12K (12,288), and 16K (16,384) 12-bit words. All of the options 
employ the four wire system described in paragraph 4.5.2 to implement the read and write 
operations and all have a cycle time of 2 microseconds. 

Since each word contains twelve bits, a single word can represent 4,096 (2^^ = 
4,096) different binary numbers. Each word in the memory has a unique binary number as 
its address, with a 4K core memory, a single word can represent any address. With a 
larger memory, a single word is not capable of representing all possible addresses. For this 
reason, the memory is divided into blocks of 4K word capacity called fields. When 
addressing a word in a memory with more than one field, the particular field in which the 
desired word is located must be specified. 

Specification of fields is done in two ways in the ND812. The last two bits of 
the first word of a two-word instruction are sometimes used to specify the desired memory 
field. If an instruction fails to specify a memory field, responsibility for determining which 
field to access is placed on a hardware device called the Memory Field Control logic. 

Since 4K memories constitute only a single field, only those ND812 computers 
equipped with more than 4K of memory have the memory field control logic installed. 

4.5.3.1 4K MEMORY. A block diagram of the 4K memory is shown in Figure 4-79. The 
memory control (1) handles timing of various functions of memory operation such as enabling 
data transfers and applying drive currents to the memory stack (12). The read/write driver 
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Fjigure 4-79. 4K Memory, Block Diagram 



pul 



ses that drive the select wires of the memory stack. The X and 
(8 through 1 1) route the current pulses from the read/write driver 
lect wires of the memory stack. The X and Y decoders (3 and 5) 
address register of the central processor to control the X and Y 
respectively, for purposes of addressing. The inhibit drivers (7) 
memory data register in the central processor, and on the basis of this 
lies on the inhibit wires of the memory stack. The sense amplifiers 
pulses from the sense wires of the memory stack into logic signals 
memory buffer register of the central processor. 



4.5.3. 1.1 Memory Stack 
dirViensional array of cores 



bit words are read and wri 
Memory Stack. 



, The Memory Stack of the 4K memory is a 64x64x12 three 
organized as 12 64x64 square planar mats arranged as shown In 



Figure 4-80. Each read or write operation affects exactly one bit in each mat so that 12- 



tten. There are 4,096 (64x64 = 4,096) 12-bit words in the 
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3 MATS 



Figure 4-80. Core Mat Position 

The mats that make up the memory stack are identical, each having 64 X-select 
wires, 64 Y-select wires, one sense wire and one inhibit wire. An Illustration of the 
arrangement is shown in Figure 4-81. The illustration shows only a 4x4 array for reasons 
of simplicity and is only meant to show the most important features of the wiring arrangement. 
Notable is the fact that the inhibit wire must pass through all cores in the mat in the same 
direction, relative to read. The sense wire runs through half the cores in each direction, 
diagonally, for best noise cancelling. Each X-select wire passes directly through a single 
row of cores and each Y-select wire passes directly through a single column. Thus, in 
the actual mat, each select wire passes through 64 cores. 

In order that as few select switching circuits as possible are required for the 
Memory Stack, the select wires are interconnected as shown in Figure 4-82. Each of the 
select terminals is connected by a single switch. By turning on one switch on each side of 
the mat (four switches) single X- and Y-select wires can be made to carry current and 
thereby affect a single core in each mat. The X- and Y-select wires pass through all 12 
mats, one at a time. Thus only whole 12-bit words can be accessed. 
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WIRE WIRE 



F^igure 4-81. Typical Core Mat Layout 
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Each mat has a 
form f-erminols, so each mdt" 
48| (4x12) of these terminc^l 



Half the select 
4-82 are connected to pai 
Stack. These pairs of di 
operations. Functionally, 
Write Switches). There 
connected together), so 
to the Memory Stack via 



odes 



a e 



tlie 
48 



4.5,3.1.2 Memory Control 
arriplifier, inhibit drivers, 
ations. A schematic dlag 
sheet 3 of the 6-sheet 4K 
mijiltivibrators (Fairchild 
tv^b DTL NAND gates (Fa 
controls the write operati 



dr 



single sense wire and a single inhibit and both ends of each wire 

has four of these terminals and the entire Memory Stack has 
s. Thus, there are 24 sense terminals and 24 Inhibit terminals. 



terminals (on two sides of the square mat) as illustrated in Figure 
rs of diodes (shown in Figure 4-83) contained within the Memory 
(D2 and D4) prevent sneak current paths during read and write 
these diodes can be considered part of the switches (X and Y 
32 select terminals in the Memory Stack (since the mats are 
select (i.e., read and write) switches are actually connected 
wires (8 plus 16 X and 8 plus 16 Y). 



.. . The Memory Control provides timing signals to the sense 
and read/write driver (Figure 4-79) during read and write oper- 
am of the Memory control is contained in the upper portion of 
- memory drawings. The device consists of six IC monostable 
Type 9601) with associated timing and coupling components and 
rchild Type 832). The left half (on schematic) of the circuit 
; the two halves operate independently of one another. 



on 



Two control signals (MCIR*/6M3A1 and MCIW*/6M3A3) enter the memory con- 
tr<^l from the central processor. A negative transition of the MCIR* signal triggers integrated 
ci cuits MTSIO (6M3A1) and MTS6 (6M3A2) . MTSIO, when triggered, produces a pulse 
thdt is passed through a 7ii picofarad coupling capacitor to a NAND gate (MTSl 1/6M3A1) 
that produces the STROBE/6M3A2 signal which enables the sense amplifiers for the read 
operation. Circuit MTS6, when triggered, produces a positive pulse of approximately 600 
nanoseconds duration that forms the READ/6M3A2 signal and an inverted pulse of the same 
duration that forms the RE^DV6M3A2 signal. Both signals form inputs to the read/write 
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A negative transit 
(6i|V\3A4) which produces 
NAND gate (MTSl l/6M3f 4) 
drivers during a write opeiatlon 
cifcuit MTS7 (6M3A4) wh 
integrated circuit MTS8 
MtS7 and produces a posit 
th4 WRITE/6M3A4 signa 



Ion of the MClW* signal triggers integrated circuit MTS9 
inverted pulse signal INHIB*/6M3A4 which is inverted by a 
to produce the INHIB/6M3A4 signal that enables the inhibit 
The leading edge of the INHIB* signal triggers integrated 
ch supplies a positive pulse of short duration to the input of 
(<^M3A4) . MTS8 Is triggered on the trailing edge of the pulse from 
ive pulse of approximately 600 nanoseconds duration that becomes 
Both these signals form inputs to the read/write driver. 



; There are four 

adjusting the durations of 
th^se, MTS6 and MTS8 ar^ 
is set so that the trailing 
ouitput pulse of MTS8. Ci 
MtS8 so that the inhibit 
(controlled by WRITE and 
on; the MTS board layout 



10 kilohm potentiometers in the Memory Control for purposes of 
the pulse outputs of MTSIO, MTS6, MT59 and MTS8. Two of 
set for pulse durations of approximately 600 nanoseconds. MTS9 
end of Its output pulse does no precede the trailing end of the 

rcuit MTS7 produces a short duration pulse to delay triggering of 
cjrrent (controlled by INHIB) is established before the write current 
WRITE*). The controls that adjust the pulse durations are shown 
located in Section V. 



4-260 




4-261 



A memory cyclle is produced by a negative transition to initiate a read operation 
of MCIR* followed (at an appropriate distance in time) by a negative transition of the MClW* 
• to initiate a write operatljon. 

4.5.3. 1 ,3 Core Selectlc^n. The core selection mechanism consists of the X and Y decoders, 
the X and Y read and write switches and the read/write driver. The overall selection 
mechanism consists of two identical circuits, one to drive the X-select wires and one to 
drive the Y select wires. Figures 4-83 is a detailed diagram of one of these circuits. The 
unparenthesized signal anld component names correspond to the X select circuit; the paren- 
thesized names correspond! to the Y select circuit. 

Twelve bits frdm the address register (AOO* - All*) provide selection information. 
Six of these bits (AOO* - A05*) determine X selection and the other six bits determine Y 
selection. Each Type 93(1)1 decoder pulls one of Its eight outputs low as determined by the 
three bit combination on the Inputs. 

The low-level output from each decoder causes the PNP transistor whose base is 
connected to that output [o become saturated. This causes the NPN transistor that is 
cascaded with the saturated PNP transistor to become saturated as well. 



When one of the NPN transistors of the X and Y read and write switches is 
soiturated, the bridge circuit of which that iransistor is an active element allows current to 
flow through it in either direction. Current coming from the read/write driver passes through 
thie Dl diode, through th^ collector to emitter path of the saturated NPN transistor and out 
to the memory stack throu|gh the D4 diode. Current coming in the other direction (from the 
memory stack) passes through the D2 diode, through the collector to emitter path of the 
saturated NPN transistor, and Into the read/write driver through the D3 diode. 

Since the transistors of the X and Y read and write switches are saturated when 
seilected, they require time to turn off when the addres Is changed before the read operation 
of the memory cycle is beigun. This turn off time is on the order of 50 to 100 nanoseconds. 

A selected switch delivers current to twelve X or Y select wires, one on each 
mot. Each select wire pajsses through 64 cores of its mat. Only those select wires that are 
connected on both ends to activated switches are driven with current from the read/write 
driver. A given pair of X and Y select wires on a mat pass coincidently through a single 
core of that mat. A slnglie unique core on each mat can have both X and Y select current 
passing through it for anyiglven twelve bit input to the X and Y decoders. This Is known as 
coincident current condition resulting In core turnover (unless an inhibit current is opposing 
thils condition). Thus, each address enables a unique set of twelve cores (one from each mat) 
tO: be driven, thus accessihg a single word. (In the 8K stack there are 24 mats, so two words 
are accessed with each twfelve bit address.) 

For the read operation, current is driven by the read/vt/rlte driver from the read 
source and balun, through the selected read switch, through the enabled select wire on 
edch mat, through to the selected write switch, to the read balun and sink. The two read 
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balunsare equal windings that share the same core. They and the 120-ohm terminating 
resistor in parallel with the memory stack help reduce capacitative and noise effects. 

For the write operation, current is driven by the read/write driver from the write 
source and balun, through the selected write switch, through the enabled select wire on 
each mat, through to the selected read switch to the write balun and sink. The two write 
balunsare also matched windings on a common core. In the X select circuit, dual trans- 
former Tl contains the four baluns. In the Y select circuit, it is transformer T3. 

4.5.3. 1.4 Read/Write Driver. The read/write driver generates the current pulses that 
drive the select lines during read and write operations. A schematic of the read/write 
driver is located on the lower portion of the 4K Memory sheet 3. 

Signals RD*, READ*, WT*, and WRITE* (6M3B1) form the inputs to two nearly 
Identical circuits. The left circuit supplies current pulses for the X-select wires as signals 
XR and XW (6M3A2), The right circuit supplies current pulses for the Y-select wires as 
signals YR and YW (6M3A3) . 

The left circuit operates as follows; for a read operation inverted pulses appear 
on the RD* and READ* signal connections. When RD* goes low, the emitter of transistor 
Q69 (6M3A1) goes low, turning Q69 on which causes transistors Q 68 and Q67 (6M3A1) to 
conduct. These three transistors form a current source driving current into the upper winding 
of the left half of read balun, transformer MTSTl (6M3B1). Transformers Tl and T3 are the 
X and Y read/write balun source transformers. Most of the current flowing out of the 
current source follows this path; through the XR connection (a source sink bus) through the 
X-READ, a single X-select wire then returns via the XW connection. The amplitude of 
this current is adjustable by the 10 ohm potentiometer at drawing location 6M3A2. For a 
write operation, inverted pulses appear on the WT* and WRITE* signal connections. When 
WT* goes low, transistor Q73 (6M3A2) turns on, turning on transistors Q71 and Q70 (6M2A3) . 
These three transistors form a current source driving current into the lower winding of the 
right half of the X write balun (transformer MTST1/6M3B2), through the XW connection (a 
source sink bus), one of eight X-select wires, through 64 cores, returns via the XR connec- 
tion, through the upper winding of the right half of MTSTl and finally through transistor 
Q66 (6M3B2) which has been turned on due to the low WRITE* signal coupled through 
transformer T2. As in the read operation, most of the current does not flow through the 
470 ohm resistor, but rather flows through the same path as for the read operation but in the 
opposite direction. 

The right circuit operates in an identical fashion in conjunction with the Y read 
and write switches to drive the Y-select wires of the memory stack. 

The RD* and WT* signals which control the current sources of the read/write driver 
are generated from the READ (6M3B3) and WRITE (6M3B3) signals respectively by two iden- 
tical pulse generators (6M3B3). For a read operation, when the READ signal goes high, 
transistor Q84 is turned on and as a result, the RD* signal drops from +5 volts to some lower 
voltage (nominally -2 to -4 volts). This lower voltage is controlled by the voltage on the 
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em|Her of transistor Q84 wh 
WT* signal is generafed by 
that includes transistor Q83 



lich is controlled by a temperature compensation circuit. The 
the WRITE signal in the same fashion as the pulse generator 



The temperature compensation circuit employs a 15-kilohm (at 25°C) thermistor 
(6M3B2) to detect changes in temperature. This thermistor is incorporated into the bias 
circuit of transistor Q82 (6M3B2). As the temperature rises the resistance of the thermistor 
decreases, thereby increasing the base voltage at transistor Ql (6M3B2), which increases 



the voltage at the emitter 



of Q81, and at the three parallel 4.7 kilohm resistors (6M3B3), 



Th$ voltage at the emitter^ of Q83 and Q84 is thereby increased. This more positive voltage 
on the emitter of Q83 and Q84 reduces the amplitude of their corresponding collector 
sv^ings, reducing the current source amplitudes at higher temperatures. The opposite effect 
occurs if the themnistor ternperature decreases. 



Decoders 



4.5.3.1.5 Xand Y 
grcjph 4,5.3), to give eac 
biriary number. Addresses 
and Y decoders and are 
Y read and write switches 



6AA2B3) 

6M2A3, A03*, A04*, 
decoder accepts the other 



Since there are 4,096 words in a memory field (see para- 
h word a unique address requires that each address be a 12-bit 
from the address register of the central processor enter the X 
delcoded by them to provide energizing signals to the proper 
to access the addressed word. 



The X decoder consists of two integrated circuits decoders (MTS1/6M2A3, 
MTS2/6M2A1, both Fairc^ild Type 9301) as does the Y-decoder (MTS3/6M2B1, MTS4/ 

The X decoder cccepts as inputs six of the twelve address bits (AOO*, AOl*, A02*/ 
A0^*/6M2A1), three bits going to each 9301 decoder. The Y 
six bits (A06*, A07*, A08V6AA2B3, A09, AlO, A11/6M2B1), 



Each of the four integrated circuit decoders provides an energizing level (logical 2f) to a 
sirgle switch,, leaving the others nonenergized . When a given 12-bit address is applied to 
\ht X and Y decoders, onfe output of each of the address decoders provides an energizing 



signal to its associated se 



ector switch; the four selector switches thus energized, access 



th^ word in core associated with the given address (2 for X, 2 for Y axis), 



4.15.3.1.6 X and Y Read 
foUr groups of electronic 
the proper X- and Y-se 



and Write Switches. The X and Y Read and Write switches are 
switches that route current pulses from the read/write driver through 
wires during read and write operations. 



lect 



All the switche|s are identical if the diodes contained in the memory stack are 
cojnsidered to be included in the X and Y Write switches. Each switch is designed to carry 
cJrrent in either direction when an energizing signal (logical 0) from the X- or Y-decoder 
is present on its input. A schematic of an individual switch is shown in drawing location 
6AiA2A4. When output qf MTSl (6M2A3) is a logical 1 (+5 volts), transistor Q8 is cutoff 
causing transistor Q7 to be cutoff as well. The four diodes in the circuit form a bridge that 
dqes not conduct in either direction when Q7 is cutoff. When the output of MSI is a zero 
(logical 0) Q8 is turned ofi, turning Q7 on. When this happens, the diode bridge will con- 
duct currents (via the col ector-emitter circuit of Q7) in either direction between the 
connection with signal XR/6M2A3 and the memory stack (MTSAA/6M2A4) . 
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X-Wrii-e Switches - The X Write Switches are the eight switch circuits at drawing location 
6M2A2. During a write operation, current from the write current source connection XW/ 
6M2A2, flows through the selected member of the X-read swi tches to the XR/6M2A3 
connection. 

X-Read Switches - The X Read Switches are the eight switch circuits at drawing location 
6M2A4, During a read operation current flows from the current source to the connection 
XR/6M2A3, through the selected member of the X read switches, through a single X-select 
wire of the memory stack, through the selected member of the X Write Switches to the 
XW/6M2A1 connection. 

Y-Wrlte Switches - The Y Write Switches are the eight switch circuits at drawing location 
6M2B2. The operation of these switches, in conjunction with the Y read switches and the 
Y-select wires. Is completely analogous to the operation of the X-write switches. 

Y-Read Switches - The Y Read Switches are the eight switch circuits at drawing location 
6M2B4. The operation of these switches, in conjunction with the Y write switches and the 
Y-select wires, Is completely analogous to the operation of the X read switches. 

4.5.3, 1 .7 Sense Amplifiers. The Sense Amplifiers are a group of twelve Integrated circuits 
(MIS4-MIS14, Type 1540G) whose schematic is shown at drawing locations 6M1 A 1 and 
6M1B1 . Each of the Integrated circuits is connected to both ends of a single sense wire 
of the memory stack and detects bipolar voltage pulses generated In this wire during the 
read operation. A logical 1 (STROBE/6M1 B2) signal enables the output of each Integrated 
circuit. If a sufficiently large voltage pulse is present at the output of a sense wire while 
the STROBE signal Is high (during the read (strobe) operation), the Integrated circuit assoc- 
iated with that wire outputs a logical pulse. Otherwise, the output of the integrated 
circuit stays at a logical 1 . The output of the sense amplifiers are MSOO* - MSI 1*/6M1A1, 
6M1B1 which are the inputs to the memory buffer register of the central processor. 

4.5.3. 1 .8 Inhibit Multiplexer. The inhibit multiplexer consists of six integrated circuits 
(MIS16 - MIS21/6M1A3, 6M1B3) that select, as input to the inhibit drivers the data in the 
memory data register (MBOO - MBl 1/6M1A3, 6M1 B3) or the first twelve bits of the memory 
buffer register (MBOO - MB11/6M1A3, 6M1B3) In the central processor. Signals ADDFl/ 
6M1B2 and ADDFl */6Ml 62 control selection between the two central processor registers, 
which is the source of the input data; a logical 1 level ADDFl* selects the memory data 
register. The 4K option does not really utilize the inhibit multiplexer because ADDFl* is 
tied to +5 volts so that the memory data register Is always the source of Input data. The 
data which Is Input to the inhibit multiplexer Is inverted at Its output. 

4.5.3. 1.9 Inhibit Drivers. The schematic of the inhibit drivers is located on 4K memory 
sheet no. 1 at the far right. They consist of twelve NAND gates (integrated circuits MISl- 
MIS3/6M1A3, 6M1B3), six dual transformers (Tl - T6/6M1A4, 6M1B4) and six dual driver 
modjies (containing transistors Ql through Q12). These components comprise twelve Iden- 
tical circuits of which a detailed schematic is at drawing locations 6M1A3 and 6M1A4. 
A logical 1 pulse INHIB/6M1B2 signal enables the NAND gates. If the second Input to a 
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particulat gate (from the inhibit multiplexer) is a logical level, the output of that gate 
remains a logical 1 level and that driver circuit remains inactive (does not inhibit) . If the 
second input is a logical \ level, the output of the gate falls to o logical level and a 
current from the +5 volt supply then flows through the primary of the associated transformer. 
Thie current thereby induced in the transformer secondary turns on the transistor In the driver 
circuit. When turned on, the transistor shorts (through a 100-ohm 5-watt resistor) one end 
ofjthe associated inhibit vylre of the memory stack to an approximate -30 volt level (-V). 
Thie other end of the inhibit wire is connected to a +5 volt level so that when the transistor 
is on a current flows through its associated inhibit wire. For example, when the voltage 
at pin 3 of AND gate Ml S3 (6M3A3) goes low, transistor Q 12 (6M3A4) turns on; this results 
inja current flow Into connection Mil - DD (6M3A4) to -V, through the inhibit wire 
through 64 cores out of connection Mil - 26, and through transistor Q12. 



During a write 
bit positions that contain 



4.5.3.2 8K MEMORY 
except for Its augmented 
Ojaeratlon of the 8K memory 
tr(|insfer paths. A block d 



operation, those inhibit drivers are activated that correspond to 
ogical 0' 



s. 



The 8K Memory is Identical to the 4K memory (paragraph 4.5.3.1) 
stack, sense amplifiers, inhibit drivers, and inhibit multiplexer, 
differs from that of the 4K memory only In matters of data 
agram of the 8K memory is shown in Figure 4-84. 
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logic electronics are requ 
are described in paragra 
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memory consists of more than one field, the memory field control 
red with this option to control field selection. These electronics 
4.5.3.5. 



4.5.3.2.1 8 K Memory 
4,j096 pairs of 12-bit 
ar0 selectable with this 
opjeratlon and the central 
word desired. 



Stiack. The 8K Memory Stack is a 64x64x24 core array which stores 
words for a total capacity of 8, 192 words. Since only pairs of words 

gement, double words are either read or written in each memory 
processor ignores half of each double word, using only the single 
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5.3.2.2 8K Sense Amdl 
in the 8K memory, 24 senfee 
aniplifiers is identical to 
plifiers appears in draw 



Ifiers. Since double-words are accessed in each read operation 
amplifier circuits are required. Operation of the 8K sense 
llhat of the 4K sense amplifiers. The schematic of the 8K sense 
ing locations lOMlAl, lOMlBl, 10M2A1, and 10M2B1. 
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operation the 24 outputs of the 8K sense amplifier (MSOO*, MS05*/ 
/lOMlBl, MS12* - MS17V10M2A1, MS18* - MS23V10M2B1) 
t memory buffer register of the central processor. The memory field 
Itiplexer in the central processor (Bus and MBR Multiplexer) 
(bits 0-11) or last half (bits 12-23) of the memory buffer register 
central processor. 
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5.3.2.3 8K Inhibit 
a data-destructive 
stock a means must be prov 



process 



tiplexer. As explained in paragraph 4.5.2.1, the read operation 

Since only double-words can be accessed in the 8K memory 
ided to preserve the unused portion of □ double-word until it 
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Figure 4-84. 8K Memory, Block Diagram 

can be restored by the write operation of the memory cycle. (Paragraph 4.5.2.3.) The 
memory buffer register in the central processor stores the 24-bit double-word produced by 
each read operation until the succeeding read operation is performed (during the next 
memory cycle). The 8K inhibit multiplexer gates the unused half of the memory buffer regis- 
ter contents from the central processor into the proper 8K inhibit drivers during the write 
operation. 

The schematic of the 8K inhibit multiplexer is shown on drawings 10M1A3, 10M1B3, 
10M2A3, and 10M2B3. It consists of twelve integrated circuits (Fairchild Type 9005) working 
In parallel. The six integrated circuits on sheet IQMl receive data inputs MBOO - MB1 1/ 
10M1A3, 10M1B3 from the memory buffer register at the control processor and MOOB - Ml IB/ 
10M1A3, 10M1B3 from the memory data register of the central processor. The six. Integrated 
circuits on sheet 10M2 receive data inputs MB12 - MB23/10M2A3, 10M2B3 from the memory 
buffer register and MOOB - Ml 1 B from the memory data register. Signals ADDFl/lOMl B2. 
10M2B2, which are generated by the memory field control logic, control the multiplexer. 
When signals ADDFl = 1 and ADDFl* = 0, signals MBOO - 1 1 and MOOB - Ml IB are selected. 
Thus, the unused word is restored from the memory buffer register into its former location, 
while the contents of the memory data register finds its way Into the former location of the 
used word. 
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4.5.3.2.4 8K Inhibit Drivers. Since double-words are accessed in each write operation in 
the 8K memory, 24 inhibit drivers are required. Operation of the 8K inhibit drivers is 
identical to that of the 4K inhibit drivers. The schematic of the 8K inhibit drivers is identical 
to that of the 4K inhibit c|rivers. The schematic of the 8K inhibit drivers appears on the far 
right of sheets lOMl and 10M2. Input to the 8K inhibit drivers comes from the 24-bit output 
of the 8K inhibit multiplexer. 

4.5.3.3 12K MEMORY, The 12K memory consists of an 8K memory (paragraph 4.5.3.2) 
internal to the computer pjlus a 4K memory extension which is identical to the 4K memory 
(paragraph 4.5.3.1). The memory field control logic controls access to the three memory 
fields. The 8K memory aijid the 4K memory extension share common data connections with 
the memory buffer registetj and the memory data register In the central processor. In the 
case of signals MSOO* - AASl 1*, this interconnection results In a wired - OR* configuration. 
Common connections to c(i)ntrol signals ADDFl and ADDFl* are also shared. However, 
signals MCIR* and MClWt service the 8K memory (see Figure 4-84) only, with MCIRX* 
and MClWX* replacing these signals in the 4K memory extension. (See Figure 4-79.) 

4.5.3.4 16K MEMORY! The 16K memory consists of an 8K memory (paragraph 4.5.3,2) 
internal to the computer, plus an 8K memory extension which is identical to the 8K memory. 
The memory field control ogic controls access to all four memory fields. The 8K memory 
field and the 8K memory extension share common data connections with the memory buffer 
register and the memory data register in the central processor. In the case of signals MSOO*- 
MS23*, this interconnectHon results in a wired-OR configuration. Common connections to 
control signals ADDFl an^ ADDFl* are also shared. However, signals MCIR* and MClW* 
service the 8K memory on y (see Figure 4-84) with MCIRX* and MClWX replacing these 
signals in the 8K memory extension. 

4.5.3.5 MEMORY FIELp CONTROL LOGIC. The core memory of the ND812 Computer 
is divided into memory fields, each containing 4,096 uniquely addressable 12-bit word 
locations. Thus, the4K,!8K, 12K, and 16K memory options contain one, two, three, and 
four fields, numbered 0, 1,2, and 3 respectively. Since a 12-bit word can represent only 
4, 096 unique addresses 

(2112 = 4,096), a single word of memory cannot fully specify the 
location of a particular stprage word in a memoiy larger than the 4K option . In the three 
largest capacity memory options, 12-bit words are used to represent location within memory 
fields, with the desired memory field specified by two bits of Information by various means. 

The memory fiejid control logic performs two functions; first, it controls the way 
in which memory fields arje selected for any memory reference. Second, it has the capa- 
bilily to remember the memory field that was specified prior to the occurrence of an I/O 
interrupt, or before a JPSj Instruction Is executed and can automatically return to that field 
upon execution of the pro|Der JMP indirect instruction. 

In performing the first of these functions, the memory field control logic controls 
signals ADDFO and ADDF| whose states provide the two bits of Information required to 
specify one of the four possible fields. 
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A block d iagram of the memory field control logic is shown In Figure 4-85. 
Blocks 2 through 13 are data handling elements. The control logic (1) decodes various 
instruction information and timing signals from the central processor to control the flow of 
information out of these data handling devices. The MFR Input multiplexer (1 1), the memory 
field register (12), and the output multiplexer (13) perform the data handling functions for 
production of the memory field selection signals (ADDFO and ADDF1). The other data 
handling elements are involved in the automatic return function. Descriptions of the hard- 
ware these blocks represent are presented In the next 13 paragraphs. Descriptions of their 
interactions under various circumstances are included In paragraph 4.5.4.2. 

4.5.3.5. 1 Input Multiplexer. The purpose of the Input multiplexer is to route twelve bits 
of data into the memory field control logic either from slonals AOO* - A 1 1 */l 0M5A 1 , 
10M5B1, or signals OUTOO*-OUT1 1 */10M5A 1 , 10M5B1. The input multiplexer consists of six 
Fairchild Type 9005 integrated circuits (MFC C14, C15, C16/10M5A1; D16, E16, F16/ 
10M5B1). Control signals MFCIO*, MFSTl, and MFST2 control the selection of input signals 
When MFCIO* is high (mak ing MFSTl and MFST2 low) signals AOO* - All* are inverted by 
the input multiplexer to fonri signals PLDOO - PLDll/lOMSAl, 10M5B1, respectively. When 
MFCIO is low (which is the case when a LDREG, LDJK, or RJIB instruction is being executed), 
MFSTl and MFST2 are high, and signals OUTOO* - OUTll* are inverted to become signals 
PLDOO - PLDll, respectively. Signals PLDOO - PLDll form data inputs to the JPS address 
register and interrupt address register, and signals PLD02 - PLD05 form data inputs to the 
status register loading gates. 

4.5.3.5.2 JPS Add -ess REglster. The JPS address register Is a 12-bIt register that stores the 
output of the input multiplexer (PLDOO - PLDl 1/10M5A1, 10M5B1) when a JPS or LDREG 
instruction is executed. It consists of three Fairchild Type 9300 Integrated circuits (MFC 

A 16, B15, B16/10M5A2). Signals JPSOO - JPS11/10M5A2 are the data outputs of the JPS 
address register which form data Inputs of the comparator multiplexer. Signals PEJPS*/ 
10M5A1, CKJPS*/10M5A1, and CLJPS*/10M5A1 control loading and clearing functions of 
the register. A low PEJPS* signal enables data signals PLDOO - PLDll to be loaded when 
an Inverted pulse CKJPS* signal is received. A low CLJPS* signal clears the register 
(sets all bits to zero) regardless of the other inputs to the register, 

4.5.3.5.3 INT Address Register. The INTaddress register is a 12-bit register that stores 
the output of the input multiplexer (PLDOO - PLD 1 1/10M5A 1 , 10M5B1) when an interrupt 
occurs or a LDREG instruction is executed. It consists of three Fairchild Type 9300 Integ- 
rated circuits (MFC A13, A14, A15/10M5B2). Signals INTOO - INT11/10M5B2 are the 
data outputs of the INT address register which form data inputs for the comparator multi- 
plexer. Signals PEINT*/10M5B1, CKINT*/10M5B1, and CLINT*/10M5B1 control loading 
and clearing functions of the register. A low PEINT* signal enables data signals PLDOO - 
PLDll to be loaded when an Inverted pulse CKINT* signal Is received. A low CLINT* 
signal clears the register (sets all bits to zero) regardless of the other inputs to the register. 

4.5.3.5.4 Comparator Multiplexer. The comparator multiplexer routes twelve bits of data 
into the comparator and the EXT gates from either the JPS address register or the INT address 
register. It consists of six Fairchild Type 9005 integrated circuits (MFC Ell, Dll, D13, 
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D12, C13, C12/10M5A2, 10M5B2). Control signals BP5 1/1 0M5B2, BP52/10M5B2, BP61/ 
10M5A2, and BP62/10M5A2 control the selection of input data signals. When BP51 and 
BP52 are high, signals JPSOO - JPSn/10M5A2, 10M5B2 are inverted by the comparator 
multiplexer and to become data signals COO* - CI lVlOM5A3, 10M5B3, respectively. 
When BP61 and BP62 are high, signals INTOO - INTl 1/10M5A2, 10M5B2 are inverted by 
the comparator multiplexer to become signals COO* - CI 1*, respectively. Signals COO* - 
Cll* are data inputs of the comparator and the EXT gates. 

4.5.3.5.5 Comparator. The comparator compares, on a bit-to-bit basis, data signals 
COO* -C11*/10M6A1, 10M6B1 with data signals AOO* - A11*/10M6A1, 10M6B1; it gates 
the result of this comparison with control signals INDFF/10M6A1 and FLMEN*/10M6A 1 to 
produce the single control signal EQADD*/10M6A1 . The comparator consists of three 
Signetics Type 8200 integrated circuits (MFC Bll, B12, B13/10M6A1) and one Fairchild 
Type 9007 integrated circuit (MFC B14/10M6A1). Signal EQADD* is low if and only if 
INDFF and FLMEM* are both high, and signals COO* - Cll* match signals AOO* - All*, 
respectively. 

4.5.3.5.6 EXT Gates. The EXT gates gate data signals COO* - CI 1*/10M5A3, 10M5B3 

to signal connections EXTOO* - EXTl 1 */10M5A3. They consist of twelve buffers (integrated 
circuits MFC E14, F14/10M5A3, 10M5B3) and twelve two-input NAND gates (integrated 
circuits MFC D15, E15, F15/10M5A3, 10M5B3). When control signal LDJK/10M5B3 is 
high, logic levels of COO* - CI 1* appear in signals EXTOO* - EXTl 1*, respectively. When 
LDJK is low, signals EXTOO* - EXTll* are isolated from signals COO* - Cll* and remain 
high unless drawn low by circuitry external to the memory field control logic. Signals 
EXTOO* - EXTll* are data outputs of the memory field control logic. 

4.5.3.5.7 Status Register Loading Gates. The status register loading gates gate signals PLD02 
PLD03/10M6B2, PLD04, PLD05/10M6B1 to form signals SJMFO*, SJMFl */10M6B3, SIMFO*, 
SIMFl */10M6B2, respectively. They consist of four two-input NAND gates (Fairchild Type 
9002 integrated circuits; MFC F09/10M6B2, 10M6B3). When signal SFF/10M6B1 is high 
(which happens when a RJIB instruction is executed), signals PLD02 and PLD03 are inverted 

by the status register loading gates to form signals SJMFO* and SJMFl* that are inputs to 
the JPS field register, and signals PLD04 and PLD05 are inverted to form SIMFO* and 
SIMFl* that are inputs to the INT field register. When signal SFF is low, signals SJMFO*, 
SJMFl*, SIMFO*, and SIMFl* are all high. 

4.5.3.5.8 JPS Field Register. The JPS field register (7) stores two memory field selection 
bits from the memory field register (12) when a JPS instruction is executed. It is composed 
of a single Fairchild Type 9022 dual J/K flip-flop integrated circuit (MFCA12/10M6B3). 
When signals ENJPS*/10M6B3, PWRDY*/10M6B2, SJMF0*/10M6B3, and SJMFl */l 0M6B3 
are all high, the JPS field register (7) is enabled, and an inverted pulse EPO* signal then 
results in signals MFO and MFl from the memory field register (12) being loaded into the 
JPS field register (7), whose output signals JPSMF0/10M6B3 and JPSMF1/10M6B3 indicate 
the logic values stored in it. The contents of the JPS field register can also be affected 

In two other ways. When the PWRDY* signals is low, both bits of the register are held at 
zero. When SJMFO* is low, bit of the register (JPSMFO) is set high. When SJMFl* is 
low, bit 1 of the register (JPSMFl) is set high. 
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4.5.3.5.9 INT Field Register. The INT field register (8) stores two memory field selection 
bits from the memory field register (12) when an interrupt is initiated. It is composed of a 
single Fcirchild Type 902^ dual J/K flip-flop integrated circuit (MFC A10/10M6B2). When 
signals LDREG*/I0M6B1, PWRDY*/10M6B2, SIMF0/10M6B2, and SIMF1/10M6B2 are all 
high, the INT field register (8) is enabled and an inverted pulse CKINTV10M6B2 signal 
then results in signals MF(I) and MFl from the memory field register (12) being loaded into 
the INT field register (8) whose output signals I NTMF0/10M6B2 and INTMF1/10M6B2 
indicate the logic values stored in it. The contents of the INT field register (8) can also 

be affected in two other M/ays. When the PWRDY* signal is low, both bits of the register 
are held at zero. When ^IMFO* is low, bit of the register (INTMFO) is set high. When 
SIMF1* is low, bit 1 of tHe register (INTMFl) is set high. 

4.5.3.5. 10 MFR Input Multiplexer. The MRF input multiplexer (11) routes two bits of 
data into the memory field register (12) from one of four pairs of data signals. It consists 
of two Fairchild Type 90018 integrated circuits (MFC B10/10SM6A2, D14/10M6B3). Control 
signals LDPR/10M6A2, 10M6B3; EQJPS/10M6A2, 10M6B3; EQINT/10M6A2, 10M6B3; 
EQFFV10M6A2, 10M6B3,; and TWJJS/10M6A2, 10M6B3 determine which pair of input 
data signals is selected to be inverted by the MRF input multiplexer (11) to become data 
output signals STMF0*/10M6A2 and STMFl V10M6B3. When LDPR is high, SMF0/10M6A2 
and SMF1/10M6B3 are selected. When EQJPS is high, JPSMF0/10M6A2 and JPSMFl/ 
10M6B3 are selected. When EQINT is high, INTFM0/10M6A2 and INTMF1/10M6B2 are 
sellected. When both EQFF* and TWJJS are high I07B/10M6B2 and I08B/10M6B3 are 
sdlected. Data signals STMFO* and STMFl* are inputs to the memory field register (12). 

4.5.3.5.11 Memory Fieljd Register. The memory field register (12) holds the two memory 
fifeld selection bits that dbtermine the current memory field. It is composed of a single 
Foirchild Type 9022 dual iflip-flop integrated circuit (MFC Al 1/10M6A2) . Contents of 
this register can be changed only when a positive transition of signal IC03/10M6B2 occurs 
to clock the levels of signals STMF0V10M6A2 and STMFl V10M6B3 into the flip-flops of 
MFC All. 

4.5.3.5. 12 Output Multiplexer. The output multiplexer directly controls memory field 
splecification signals ADD F0/10M7B4, ADDF1/10M7A4, and their complements. It consists 
off two Fairchild Type 9008 integrated circuits (MFC F13/10M7A4, MFC H13/10M7B4). 
Signals CSADD/10M7B3, EQMEM/10M7A3, P»VMEM/10M7A3, TWMEMV10M7A3, and 
CFF/10M7B3 control selection of the source of the pair of signals that will generate ADDFO 
and ADDFl, when CSADD is high and SMF0/10M7A3 and SMF1/10M7A3 are selected. 
When EQMEM is high JPSMF0/10M7B3 and JPSMF1/10M7A3 are selected. When TWMEM 
isihigh, I07B/10M7B3, and I08B/10M7A3 are selected. When CFF and l^MEM* are both 
high, MF0/10M7B3 and MF1/10M7A3 are selected. When none of these conditions hold 
(ds occurs during interrupts), both ADDFO and ADDFl are forced low, selecting memory 
field 0. 

41.5.3.5.13 Control Log'c. The control logic (1) consists of all the gates and flip-flop? 

of the memory field contr'ol logic (10M5, 10M6, 10M7) that do not handle data. It receives 

24 control signals from the central processor and generates 33 signals to the data handling 
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element's (2-13, Figure 4-85) of the memory field control logic. Table 4-109 lists the 
signals which enter the control logic from the central processor and explains what they 
indicate. Table 4-110 lists the signals from the control logic (1) to the data handling ele- 
ments. In addition to these signals, the control logic receives one control signal EQADD*/ 
106A1) generated by the. comparator (9) and outputs three control signals (DIN*/10M6B3, 
EXTKV10M6B4, TWJJS*/10M7A2) to the central processor. The low level EQADD* signal 
from the comparator indicates that the contents of the address register of the processor 
matches the contents of either the JPS address register (3) or the INT address register (4). 
The DIN* signal, when low or high, indicates that data is to be transferred to or from the 
processor, respectively. When EXTK* is low or high it indicates that the K or J register 
Is to be involved in the data transfer, respectively. The VNJJS signal indicates that the 
current instruction is a two word JMP or JPS instruction with its field change bit set. 

4.5.4 MEMORY UNIT DETAILED THEORY OF OPERATION 



This paragraph is divided into two subparagraphs; paragraph 4.5.4.1, Memory 
Operation and paragraph 4.5.4.2, Memory Field Control Logic Operation. The first 
subparagraph gives a detailed explanation of how the memory stack and its associated elec- 
tronics (drivers, sensors, etc.) interacts with the memory data register, the memory buffer 
register and the bus and MBR multiplexer of the central processor in performing read and 
write operations. The memory field control logic is treated as a black box in paragraph 
4.5.4. 1 and details of its operation are provided in paragraph 4.5.4.2. 

4.5.4.1 MEMORY OPERATION. The memory provides to the processor the capability to 
to rapidly read and write 12-bit words with a large number of locations available, each with 
a unique address. To facilitate the flow of information between the processor and the memory 
electronics, two registers are used; the 24-bit memory buffer register and the 12-bit memory 
data register. A data path from the memory buffer register to the memory data register is 
provided by the bus and MBR multiplexer. The data flow among these devices is dependent 
upon which of the four possible memory fields is accessed. 

The following four paragraphs each provide a detailed explanation of control 
signals and data flow involved in accessing a particular memory field. These four paragraphs 
will then be followed by a detailed explanation of control signals and data flow within the 
memory electronics. 

4.5.4.1.1 Accessing Memory Field J0. A memory cycle executed when signal s ADDFO*/ 
8B3 and ADDF1*/17A1 are both high accesses memory field 0. When ADDFO* is high the 
MCIR*/8B4 and MCIW*/8B4 pulses are enabled to occur in conjunction with pulses PU2/8B3 
and PU5W/8B3, respectively. 

Fetch Cycle - The MCIR* pulse at PU2 initiates a read operation in the memory (Figure 4-86) 
that reads a 24-bit double-word from the memory stack into the memory buffer register (3) 
via the sense amplifiers (4). The bus and MBR multiplexer (1) presents only the first twelve 
bits (MBOO - MBl 1 via PMROO through PMR11) of this double-word to the memory data 
register (2) when ADDFl* is high. The 12-bit word from the memory data register (MOOB- 
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Table 4-109. 

Signal Nam«/Locatton 

BP1/10M7B1 
BP5*/10M5A4 
BP6*/10M5A4 
BP7B/10M6A3 

CPPUV10M7A1 

CSFFV10M7B1 

EP0/10M7A2 

EP0V10IVI6B3 

EP1/10M7A3 

FLLOC*/10M6A1 

HLT/10M5A4 

I06B/10M7A1 
I10V10M6B4 
I11B*/10M6B3 

INDFF/10M6A1 

INTFFV10M7B1 

I/O/10M5A4 

JMPV10M7A1 
JPSV10M7A1 

LDPR/10M7B1 

PU0B/10M7A1 

PWRDY710M7B2 

TWFF710M7A1 



Control Logic Inputs From Processor 

Meaning 

Timing signals generated by processor clock indicating various stages 
of the basic phase. 



Timing pulse generated by processor clock. 

Indicates that present memory cyde is dedicated to a cycle steal. 

Timing signals generated by processor clock indicating various stages 
of the execute phase. 



Low level indicates that location OOOOg or 77778 is the operand 
address of the current instruction. 

High level indicates that bits 3-6 of the instruction register contain 
1110, 0100, 0001, or 0000. 

Indicate contents of bits 6, 10, and 1 1 of instruction register. 



High level indicates that current instruction has its indirect bit set. 

Low level indicates that an interrupt is being initiated. 

High level indicates that current instruction Is an input/output 
instruction. 

Low level indicates that current instruction is a jump instruction. 

Low level indicates that current instruction is a jump-to-subroutine 
instruction. 

High level indicates that the LOAD AR switch on the front panr! is 
depressed. 

Timing signals generated by the processor clock indicating various 
stages of a machine cycle. 

Low level indicates that power has just come on and is not sufficient 
to begin operation. 

Low level Indicates that current instruction is a two word instruc- 
tion. 
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Table 4-110. 

Signal Name/Location 

BP51/10M5A4 
BP52/10M5B4 

BP61/10M5B4 
BP62/10M5B4 

CFF/10M7B3 

CKINTV10M6A4 

CKJPSV10M7A4 

CLINTV10M6A4 

CLJPS710M6A4 

CSADD/10M7B3 
ENJPS/10M7A3 

EP0*/10M6B3 
EQFFV10M6A3 

EQINT/10M6A3 

EQJPS/10M6A3 

EQMEM/10M7A3 

FLLMEM*/10M6A1 

IC03/10IV16B2 

INDFF/10M6A1 

LDJK/10M6B4 

LDPR/10M7B1 



Control Logic Outputs To Data Handling Elements 

Indication or Purpose 

High during BP5. 
High during BP6. 

High when current menriory field (IVIFO, MF1) is accessed. 

HIgh-to-low-to-high transition clocks INT address register (4) when 
interrupt is being initiated. 

Hi^-to-low-to-high transition clocks JPS address register (3) when 
JPS instruction with field change bit set is executed. 

Low level clears INT address register (4) during autonnatic field 
return from interrupt routine. 

Low level clears JPS address register (3) during automatic field 
return from subroutine. 

High indicates that cycle steal is taking place. 

High enables JPS field register (7) to be loaded when JPS instruction 
with field change bit set is executed. 

Low during EPO. 

Low indicates that the contents of either the JPS or INT address 
register matched the contents of the address register. 

High indicates that the contents of the INT address register (3) 
matched the contents of the address register. 

High indicates that the contents of the JPS address register (4) 
match the contents of the address register. 

High when EQJPS is high and the current instruction is not a JMP 
instruction. 

Low indicates that current operand address is OOOOg or 77778 • 

Low-to-high transition clocks memory field register. 

High level indicates an indirect fetch. 

High indicates current instruction is an LDJK instruction. 

High indicates LOAD AR switch on front panel is depressed. 
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Table 4-110. Cjontrol Logic Outputs To Data Handling Elements (Cont'd.) 



Signal Nsma/Location 

LDREG710M6B4 
MFCI0*/10M5B4 

MFST1/10M5B4 
MFST2/10M5B4 

PEINT*/10M6A4 

PEJPSV10M7A4 

PULL/1 0M6A2 

PWRDY710M7B2 

SFF/10M6B1 

TWJJS/10M7A3 

TWMEM/10M7A3 

TWMEMV10M7A3 

Mil IB) and the second 12- 
thie double word which thi 
MClW* pulse (at PUS) ini 
wds read at PU2, 



Indication or Purpose 

Low indicates that current instruction Is an LDREG instruction. 

Low indicates that current instruction is an LDJK, LDREG, or RJIB 
instruction. 

Complements of MFCIO* 

Low level enables INT address register (4) to be parallel loaded. 
Low level enables JPS address register (3) to be parallel loaded. 
Always high (pulls up unused inputs). 

Low indicates that power level is not yet sufficient to begin 
operation. 

High during RJIB instruction to enable status register loading gates 
(5). 

High indicates that current instruction is a two-word JMP or JPS 
instruction with its field change bit set. 

High indicates that current instruction is a two-word memory 
reference instruction with its field change bit set. 

Complement of TWMEM. 

bit word from the memory buffer register (3) (MB12-MB23) for.ri 
! inhibit multiplexer (5) transfers to the memory stack when the 
tiates a write operation to restore the whole double word that 



Siiore Cycle - The MCIR* 
that reads a 24-bit doubU 
via the sense amplifiers ( 
leaded with the data won 
(MBOO - MBll) (BOO - 81 
msmory data register 
rdgister (MB12 - MB23) 
the memory stack when 
twelve bits to memory fie 
into memory field 0. 



IS 



pulse at PU2 initiates a read operation in the memory (Figure 4-87) 
-word from the memory stack into the memory buffer register (3) 
). At PUS (or in some cases PU4) the memory data register (2) is 
cjl to be stored from the bus or from the memory buffer register 
1) via the bus and MBR multiplexer (1). The twelve bits from the 
(MOOB - Ml IB) and the second twelve bits from the memory buffer 
form the double word which the inhibit multiplexer (5) transfers to 
th|e MClW* pulse (at PUS) initiates a write operation to restore the 
d 1 (MB12 - MB23) and write the memory data register information 



5.4.1,2 Accessing M 
high and signal ADDFl 



dmory Field 1. A memory cycle executed when signal ADDF0*/8B3 
V17A1 is low accesses memory field 1. When ADD FO* is high 



4-276 



TO 
IR 



TO 

JS- 

MX 



BUS a 

MBR 
MPLXR 
(1) 




PROCESSOR 



PMR11 




M00B-M11 B 



MB12-MB23 



MEMORY 



SENSE 
AMPL 
(4) 




Figure 4-86. Data Flow For Fetch Cycle From Memory Field Or 2 
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Figure 4-87. Data Flow For Store Cycle To Memory Field Or 2 



the MCIR*/8B4 and MCIV\^*/8B4 pulses are enabled to occur in conjunction with pulses 
PU2/8B3 and PU5W/8B3, j-espectiveiy . 

Fetch Cycle - The MCIR* pulse at PU2 initiates a read operation in the memory (Figure 4-88) 
that reads a 24-bit doubie'-word from the memory stack into the memory buffer register (3) 
via the sense amplifiers (41. The bus and MBR multiplexer (1) presents only the last twelve 
bits (MB12 - MB23 via PMROO through PMRII) of this double-word to the memory data 
register (2) when ADDFl* is low. The 12-bit word from the memory data register (MOOB - 
Ml IB), and the first 12-bit word from the memory buffer register (3) (MBOO - MBll) form 
the double word which thel inhibit multiplexer (5) transfers to the memory stack when the 
MClW* pulse (at PUS) initiates a write operation to restore the entire double-word that 
was read at PU2. 

Store Cycle - The MCIR* jDulse at PU2 initiates a read operation in the memory (Figure 4-89) 
that reads a 24-bit doublej-word Prom the memory stack into the memory buffer register (3) 
via the sense amplifiers (4|) . At PU3 (or in some cases PU4) the memory data register (2) 
is loaded with the data wcj>rd to be stored from the bus or from the memory buffer register 
(MBOO - MBl 1) (BOO - Bl 1) via the bus and MBR multiplexer (1) . The twelve bits from the 
memory data register (MOOB 1 Ml IB), and the first twelve bits from the memory buffer 
register (MBOO - MBIT) fdrm the double word which the inhibit multiplexer (5) transfers to 
the memory stack when the MClW* pulse ( at PUS) initiates a write operation to restore 

field (MBOO - MBl 1) and write the memory data register infor- 

L 



the twelve bits to memory 
motion into memo.y field 



4.5.4.1.3 Accessing Me(inory Field 2. A memory cycle executed when signal ADDF0*/8B3 



is , low and ADDFl */17Al 
8M and MCIWXV8B4 pul 
PU5W/8B3, respectively. 



is high accesses memory field 2. When ADDFO is high the MCIRX*/ 
ses are enabled to occur in conjunction with pulses PU1/8B3 and 



Fetch Cycle - The MClRXj* pulse at PUl initiates a read operation in the memory extension 
(Figure 4-86) that reads a| 24-bit double-word from the memory stack into the memory buffer 
register (3) via the sense <jimplifiers (4). The bus and MBR multiplexer (1) presents only the 
fiitst twelve bits (MBOO - AABU via PmROO through MPRll) of this double-word to the memory 
data register (2) when ADPFl* is high. The 12-bit word From the memory data register 
(MOOB - Ml IB) and the sdcond 12-bit word from the memory buffer register (3) (MB12 - MB23) 
form the double word whith the inhibit multiplexer (5) transfers to the memory stack when 
the MClWX* pulse (at PU|5) initiates a write operation to restore the entire double word 
that was read at PUl . 

Store Cycle - The MCIRX* pulse at PU1/8B3 Initiates a read operation in the memory exten- 
sion (Figure 4-87) that re<|ids a 24-bit double-word from the memory stack into the memory 
buffer register (3) via the 



dqta register (2) is loaded 



sense amplifier (4). At PU3 ( or in some cases PU4) the memory 
with the data word to be stored from the bus or from the memory 
biiffer register (PMROO - PMRll) via the bus and MBR multiplexer (1). The twelve bits from 
the memory data register IMOOB - Ml IB) and the second twelve bits from the memory buffer 
register (MB12 - MB23) fdrm the double word which the inhibit multiplexer (5) transfers to 
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Figure 4-89. Data Flow For Store Cycle To Memory Field 1 Or 3 
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the memory stack when thfe MClWX* pulse (at PU5) initiates a write operation to restore 
the twelve bits from the memory field 3 (MB12 - MB23) and write the memory data register 
information into memory field 2. 

4,5.4. 1 .4 Accessing Memory Field 3. A memory cycle executed when signals ADDFO*/ 
8B3 and ADDF1V17A1 are both low accesses memory field 3. When ADDFO* is low the 
MCIRX*/8B4 and MCIWX*/8B4 pulses are enabled to occur in conjunction with pulses 
PU1/8B3 and PU5W/8B3, (respectively. 

Fetch Cycle - The MCIR)^* pulse at PUT initiates a read operation in the memory extension 
(Figure 4-88) that reads al24-bit double-word from the memory stack into the memory buffer 
register (3) via the sense cjimplifiers (4). The bus and MBR multiplexer (1) presents only the 
last twelve bits (MB12 - MB23) of this double-word to the memory data register (2) when 
ADDFl* is low. The 12-bit word from the memory data register (MOOB - MllB) and the first 
12:-bit word from the memjsry buffer register (3) (MBOO-MBl 1) form the double word which the 
inhibit multiplexer (5) transfers to the memory stack when the MClWX* pulse (at PUS) initiates 
a write operation to restoije the entire double word that was read at PUl . 

Store Cycle - The MCIRX* pjise at PUl initiates a read operation in the memory extension 
(Figure 4-89) that reads aj 24-bit double word from the memory stack into the memory buffer 
register (3) via the sense cjimplifiers (4), At PU3 (or in some coses PU4) the memory data 
register (2) Is loaded withithe data word to be stored from the bus (PMROO - PMRl 1) via the 
bu|s and MBR multiplexer ^1). The twelve bits from the memory data register (MOOB - Ml IB) 
anjd the first twelve bits friom the memory buffer register (MBOO - MBl 1) form the double 
wird which the inhibit mqltiplexer (5) transfers to the memory stack when the MClWX* 
pulse (at PUS) initiates a Write operation to rewrite the twelve bits from memory field 2 
(A/i\BOO - MBll) and restore the memory data register information into memory field 3. 

4.,S.4.1,S Memory Electronics. The operation of the memory electronics (Figure 4-85) is 
cqntrolled by four control signals from the central processor (MCIR*/8B4 MC1W*/8B4, 
mICRX*/8B4, and MCIWX*/8B4), a twelve bit address (AOO - All) from the address register 
ofjthe central processor, cind signals ADDF1/10M7A4 and ADDF1*/10M7A4 from the memory 
fi$ld control logic. A tiiYiing diagram of memory electronics operation for control signals 
isishown in Figure 4-90. The sequence of operation is as follows, 

a. At the trailing edge of PUO the address register Is loaded. Its output is 
decoded by the X- and Y-decoders to enable four of the X- and Y-read and 
write switches. 

b. During PU?: the memory buffer regi;rer is cleared. 

c. At the start of PU2, MCIR* (or MCIRX*) goes low causing monostable 
STROBE/ldM4A2 and READ/10M4A2 to go high and READ*/10M4A2 to go 
low. The $trobe monostable output remains high for approximately 200 nano- 
seconds ancp enables the outputs of the sense amplifiers on the trailing edge 
of this interval. Read remains high for about 600 nanoseconds and causes 
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Figure 4-90. Memory Eleclronics, Timing Diagram 
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the non-log 



approximate 



All this resu 



c level RDV10M4B2 to go low for this interval. The 600 nano- 



second READ)* and RD* signals cause the read/write driver to generate currents 



y 270 milliamps in amplitude and 600 nanoseconds in duration 



from XR/10M4A2 to XW/10M5A2 and from YR/10M,4A3 to YW/10M4A3. 



Its in a 24-bIt word from the memory being strobed into the 



memory buffjer register. 



d. 



During PU3^ (sometimes during PU4) the memory data register is loaded. 



At the start 
to go low fdr 
to generate 
When INHI$ 
by IC MTS t/10M4A4 



f. On the trail 



of PUS, MClW* (or MClWX*) goes low causing INH! B*/10M4A4 

some interval greater than 600 nanoseconds. INHIB* is inverted 
the INHIB/10M4A4 signal which enables the inhibit drivers. 

goes low, it triggers a positive pulse of short duration generated 



ing edge of the pulse from MTS 7, the 600 nanosecond WRITE/ 
10M4A4 ancjl WRITE*/10M4A4 pulses are initiated. When WRITE is high it 
causes non-}ogic level WT*/10M4B3 to go low. The low WRITE* and WT* 
signals caus0 the read/write driver to generate currents approximately 270 
milliamps iri amplitude and 600 nanoseconds in duration from XW to XR and 
I from YW to VR. This results in data from the memory buffer register and the 

memory datO register being written into the memory stack. Signals ADDFl 
and ADDFl'' control the inhibit multiplexer and thereby determine the data 
flow djring this stage as explained in the preceding paragraphs. 

4.5.4.2 MEMORY FIELD CONTROL LOGIC, DETAILED DESCRIPTION . The memory 
fiejd control logic performs the tasks of memory field selection and automatic memory field 
return. The first task invojlves controlling signals ADDFO, ADDFl, and their complements. 
The second task involves storage of memory field selection bits and addresses. 

At any given time the contents of the memory field register specify what is referred 
to as the current memory field. In most cases instructions access the current memory field, 
though two-word instructions may access any field, ignoring the contents of the memory 
field register. Two-word JMP and JPS instructions and interrupts can change the current 
mehnory field. The memor' field register can also be loaded from the front panel. During 
cycle steals the memory fi(;ld is specified by the device which requested the cycle steal. 

When the curreitit memory field is changed by two-word JPS instruction or an 
intlerrupt, the old current t|nemory field is stored in the JPS field register (for a JPS instruc- 
tiojn) or in the INT field register (for an interrupt). Subsequent execution of the proper JMP 
indirect instruction then results in automatic restoration of the remembered memory field 
as |the current memory fieliJ. The automatic field return mechanism is affected by three 
insjtructions specially inter ded to do so; the LDJK, the LDREG, and the RJIB instruction. 



Each of the foil 
aff]ecting memory fie Id 



owing twelve paragraphs discusses a different set of circumstances 
cohtrol logic operation. A slight modification of the symbology for 
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simplified logic representation will be used here; to indicate data transfers, equal signs 
ore used. For example, the statement 



(tDIN*/10M6B4) (tEXTK*/10M6B4) OUTOO-OUTl 1 = J REGISTER 

is to be interpreted; When signals DIN* and EXTK* are both high, bits OUTOO - OUTll are 
set equal respective to the twelve bits contained in the J register. The names on both sides 
of the equal sign do not necessarily refer to real signals and are meant only to represent 
data transfer or transmission. 

4.5.4,2.1 Single Word Instruction. A single word memory reference instruction is fetched 
from the current memory field as determined by the contents of the memory field register. 
The operand (for a memory reference instruction) is also fetched from this field as is an 
indirect address if the indirect bit of the instruction is set. Table 4-1 11 is a simplified 
description of the signals that control the outputs (ADDFO, ADDFO*, ADDFl, ADDFl*) of 
the output multiplexer for the duration of execution of a single word instruction. 

Table 4-111. Current Memory Field Selection, Fundamental Operations 



Event 

The contents of the 
memory field re- 
gister (MFO, MF1) 
are gated to ADDFl*, 
ADDFO* for current 
memory field 
selection. 



Pariod Simplified Logic 

(Asynchronous) 1. (tCSADD*) (tEQMEM*) (tlNTAD*)^ 
4.CFF*/10M7B3 

2. 4.CFF*^tCFF/10M7B3 

3. (tCFF) (tTWMEIVl*) (4.CSADD) (4.EQMEIVI) 
(|TWMEM)^(ADDF0*/10M7B4 = MF0*/10M7B3) 
(ADDF0/10M7B4 = MF0/10M7B3> 

4. (tCFF*) (tTWIVlEIVI*) (4CSADD) (iEQMEM) 
(4.TWMEM)^(ADDFr/10M7A4 = 
MF0*/10M7A3) (ADDF1/10M7A4 = 
MF1/10M7A3) 

4.5.4.2.2 Two-Word Instruction with Field Change Bit Unset. When the field change bit 
of a two word instruction is unset, all memory references Involved in execution of the 
instruction access the current memory field as in the case of a single word Instruction. A 
simplified diagram of the operation of the logic Involved in memory field control in this 
case is shown in Table 4-1 1 1 . 



4.5.4.2.3 Two-Word Memory Reference Instruction with Field Change Bit Set. Memory 
field selection for a two word memory reference Instruction with its field change bits set 
(except JPS and JMP) Is perfonned as In the case where that bit Is unset, until the execute 
phase; that Is, during the basic phases, memory field selection is performed as described in 
Table 4-111. During the execute phase, however, the memory field from which the operand 
Is fetched Is selected by the field selection bits (bits 10 and 11) of the instruction. 

Though the current memory field is selected for the two (three if the Instruction 
specified Indirect addressing) basic phases with no field change until the execute phase, 
certain changes occur in the state of the controlling logic during the basic phases that are 
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important in effecting the field change. Figure 4-90 Is the timing diagram that illustrates 
this for a direct fetch. During the first basic phase at BPS the instruction register Is loaded 
with the first word of the Iwo-word instruction. The Instruction Is then recognized as a two 
word instruction and at BP,5 (first basic phase) TWFF* goes low to indicate this. At BPS of 
the second basic phase, the contents of the Instruction register are shifted by three bit 
positions causing the field change bit and the two memory field bits of the instruction to 
appear in bit positions 6,7 and 8, respectively. Thus, signals I06B/10M7A1, I07B/10M7BS 
and [08B/10M8AS represetht these bits. At EPO signal TWMEM/10M7A2 goes high, changing 



the source of the memory 
register (current memory f 



leld selection signals (ADDFO, ADDF1) from the memory field 
ield) to bits 7 and 8 of the Instruction register. At PUl after the 
execute phase, REF*/10M7B2 goes low causing TWMEM to go low, thus returning to the 
current memory field. Table 4-112 Is a simplification of the logic in the memory field 
control logic for the execute phase of this process. 



For an Indirect 
with an extra basic phase 
During this third basic phc 

Table 4-112. Tw 



Instruction of this type, operation and timing are similar, but 
Inserted between the second basic phase and the execute ohase. 
se, the current memory field Is, of course, selected. 

o-Word Instruction Memory Field Change, Fundamental 
Operations 



R«f. 



Pwiod 



Simplified Logic 



Event 



EPO 



BP1 



;107^ADDF0, 108-^ADDFI 

1. (tEPO) (tRGCLK) (tTWFF) (tl06B)- 
: ;STWMIVI710M7A2 

12. 4-STWMM*^tTWMEM/10M7A2, 
;TWMEM*/10M7A2 

13. (4.CSADD) (I-EQMEM) (tTWMEM) 
(|TWMEM')^ADDF0/10M7B4 = 
I07B/10M7B3, ADDF0*/10M7B4 = 
I08B*/10IVI7B3 

4. (;CSADD) (lEQMEM) (tTWMEM) 
(4-TWMEM*)^-ADDF1/10M7A4 = 
I08B/10M7A3, ADDF1 710M7A4 = 

I I08B*/10M7A3 



|MFR-*ADDFO*, ADDF1* 

:1. tBPI + (tPUIB) (tlNTCSF)- 
i2. 4-RFF*-+4-TWMEM/10M7A2, 
i tTWMEM V10M7A2 
|3. (See A. 1-4) 



4RFF*/10M7B2 



The field specification 
bits (107, 108) are 
gated to become 
ADDFO and 
ADDF1 to change 
memory fields. 



The contents of the 
memory field register 
(MFO, MF1) are gated 
to ADDFO* and 
ADDF1* to restore 
current memory 
field selection. 



4.5.4.2.4 Two-Word JMP Instruction with Field Change Bit Set. When a two word JMP 
instruction having its fieic change bit set is executed, the contents of the memory field 
register are changed to mctch the contents of bits 10 and 1 1 of the Instruction. They are 
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shifted left 3 places during the second basic phase, thereby changing the current memory 
field. The old contents of the memory field register are not saved by the hardware in this 
case, so that no automatic return to the old current memory field can be effected. 

Table 4-113 contains the simplified logic for the memory field control for the 
two-word JMP instruction. For the two basic phases of instruction execution (three if the 
indirect bit is set) the current memory field is accessed as described in Table 4-1 1 1 , At 
BP3 of the second basic phase (when the instruction register is shifted to facilitate decoding 
of the two-word instruction) the low TWJJS*/10M7A2 is generated. This signal forces the 
processor to enter the execute phase after completion of the basic phases. Then, at EPO, 
the contents of bits 7 and 8 of the instruction register (bits 10 and 11 of the tvyo-word 
instruction), represented by signals I07B/10M6A1 and I08B/10M6B3, are loaded into the 
memory field register to specify a new current memory field. 

4.5.4.2.5 Two-Word JPS Instruction with Field Change Bit Set. When a two-word JPS 
instruction with its field change bit is executed, the current memory field bits (the contents 
of the memory field register) are stored in the JPS field register and the memory field register is 
loaded with the memory field bits of the JPS instruction (from bits 10 and 1 1), thus changing 
the current memory field. The JPS address register is loaded with the address portion of the 
instruction (the second word of the two-word JPS instruction or the indirect address if the 
indirect bit of the instruction is set) when that address appears in the address register of the 
processor. These procedures set up the memory field control logic for an automatic field 
return to be signaled by a future JMP indirect instruction. 

A simplified description for operation of the memory field control logic during 
execution of the two-word JPS instruction is shown in Table 4-114. A timing diagram for 
this is shown in Figure 4-91. This timing diagram assumes direct addressing, but the only 
difference in the case of indirect addressing is the addition of a third basic phase between 
the second basic phase and the execute phase. For the duration of the basic phases (two or 

Table 4-113. Two-Word JMP Instruction Memory Field Change, Fundamental Operations 

R«f, Period Simplified Logic Event 

A. BP3 GENERATE ITWJJS* 

1. (IJMP*) (tJPS*)-^tlC02/10IVI7A2 Decoding of the JMP 

2. 4-TWFF*->tTWFF/10M7A1 instruction results in 

3. (tlC02) (tl06B) (tTWFF)-4.TWJJS*/10IV17A2 assertion of TWJJS*. 

B. EPO 107, I08-*MFR 

1. |TWJJS*->tTWJJS/10M7A3 The field specification 

2. tTWJJS-+STMFO = I07B/1 0M6A2 bits of the two word 

3. 1-TWJJS-+STMF1 = I08B/10M6A3 JMP instruction are 

4. <tTWJJS) (tEP0)^-HC03/10M6B2 loaded into the memory 

5. (IIC03) (tPULL)-^MFO = STMFO, field register. 
MF1=STMF1 
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Table 4-1 14. Two-Word JPS Memory Field Control, Fundamental Operations 



Ref. 

A. 



B. 



Period 

BP3 
(first 
basic 
phase) 

BP3 
(second 
basic 
phase) 



EPO 



Simplified Logic 
Table 4-1 11, A. 1-4) 



Event 

Select current memory 
field. 



^NABLE DATA TRANSFERS 

i. ;TWFF*-tTWFF/10IVI7A1 

^. UPS* + tJMP*-*tlC02/10M7A2 

3. (tlC02) (tl06B) (tTWFF)->4.TWJJS7lOM7A2 

4. 4.TWJJS*^tTWJJS/10M7A3 

5. (tTWJJS) (tJMP*)-*4.ENJPS*/10M7A3 
fe. 4.ENJPS*^tENJPS/10M7A3 

K (tTWJJS) (tEQFF*)^STMFO = I07B 
(tTWJJS) (tEQFF*)-»STMF1 = I08B 
k tMFCI0*-4MFST1/10M5A4, IMFST2/10M5A4 
Id. (tMFCiO*) (4-MFST1) (4.MFST2)^ 
I PLD00-PLD11 = A00-A11 

jVlFR^JPSFR 

\ 1. (tENJPS) (;EP0*)-*JPSMF0 = MFO, 
JPSMF1=MF1 



Generate iTWJJS*, 
>tENJPS*;gate 107 to 
STMFO, lOStoSTMFI, 
A00-A11 to PLDOO- 
PLD11. 



The JPS field register 
is loaded with current 
memory field specifica- 
tion. 



EPO 



EPO 



|07, I08-*MFR 

! 1. (tTWJJS) (tEPO)-*4-IC03/10M6B2 
2. ilCOS^IVIFO = I07B, MF1 = I08B 



AR^JPS AR 

i 1. (tENJPS) (tEP1)-*4.PEJPS7lOM7A4 
; 2. 4PEJPS*-^tPEJPS/10M7A4 
; 3. (tPEJPS) (tRGCLK) MCKJPS*/10M7A4 
4. (IPEJPS*) (;CKJPS)^PLD00-PLD11-^ 
JPS00-JPS11/10IVI5A2 



The memory field 
specification bits of the 
two-word JPS instruc- 
tion are loaded Into the 
memory field register. 



The contents of the 
address register are 
loaded into the JPS 
address register. 



thr0e), memory access is to the current memory field. The simplified logic for this is 
shown in Table 4-111, 

At BPS of the sepond basic phase, the signals which enable the data transfers 
froim the processor address Register to the JPS address register, from the memory field register 
to the JPS field register, a^d from the instruction register to the memory field register are 
gerierated. The actual data transfers are not performed until the execute phase. These 
enabling signals, TWJ JS/10M7A3, ENJPSVlOM7A3, EN JPS/10M7A3, MFCI0*/10M5A4, 
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PUS 

BPS 
EPS 
TWFF* 

BP51 
BP6t 
JPS* 
TWJPS 
EN J PS 
PEJPS" 

CKJPS* 



|o|)|z|3|4|5|6|7|o|l|2|3|4|5]6|7|0|l|2|3|4]5|6|7lo 

_Johh|3|4|.|6|7|ol,|z|3i4|a|6|7l 



n 



n 



INSTRUCTION 

REGISTER 

LOADED 



01 2 3 4 5 6 7 



IT 



INSTRUCTION 

REGISTER 

SHIFTED 



Figure 4-91. Two-Word JPS With Bit 9 Set, Direct Addressing, Timing Diagram 

MFST1/10M5A4, and MFST2/10M5A4, are produced as a result of decoding the instruction, 
which resides in the instruction register, after the instruction register has been shifted by 
three bit positions. 

At EPO, two data transfers take place simultaneously; the old current memory 
field is loaded into the JPS field register from the memory field register, the new current 
memory field is loaded into the memory field register from instruction register bits 7 and 8. 
At EPl the contents of the address register, which contains the address portion of the two- 
word instruction at this time, is loaded into the JPS address register. 



When this process has been completed, the processor begins execution of a 
subroutine. Throughout the execution of this subroutine, the following situation obtains: 
the memory location that was specified by the operand address of the JPS instruction contains 
the address of the instruction following the JPS instruction in the originating routine, and 
the JPS field register contains the memory field specification for locating these instructions. 
The JPS address register contains the operand address of the JPS instruction. 

During period BPS of execution of any instruction, the contents of the JPS 
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the 



me 



address register are gated 
of the address register of 
are equal and signals IND 
signal Is generated. The i 
signal an indication that 
indirect through the locati 
that this address is neither 
signal during BPS when the 
is cleared when the return 
OOPO3 and 7777^ are disal 
flMem* signal .) If EQA[t)D 



to the comparator, which compares these contents with the contents 

processor (Section A of Table 4-1 15). If these two addresses 
F/6A1 and FLMEM*/6A1 are both high, a low EQADD*/6A1 
nvolvement of FLMEM* and INDFF makes assertion of the EQADD* 

current instruction is a memory reference instruction going 
on containing the return address to the originating routine, and 
OOOOg nor 7777q, (To prevent erroneous assertion of the EQADD* 
processor is not executing a subroutine, the JPS address register 
to the originating program is perfomied. Returns through location 
owed since referencing either of these locations results in a low 
* is asserted during BPS, signal EQJPS is asserted (set high). 



th 



If the instruction 
the memory field control 
for the execute phase of 
instruction to be executed 
th^ subroutine. Only this 
return address) accessed in 
instruction through the 



lodat 



If the instructidn 
to the program of origin is 
Table 4-1 IS describe the 
during BP7. Signal EQJP$ 
register. The memory fie 
of the JPS field register. 



being executed when EQJPS is asserted is not a JMP instruction, 
ic selects the memory field specified by the JPS field register 
e instruction (Sections B and C of Table 4-115). Thus, the first 
after returning to the originating routine can be manipulated by 
single location in the field or origin can be (that of the JPS 
this manner since EQJPS will not be asserted unless an indirect 
ion containing the return address is executed. 



being executed when EQJPS is asserted is a JMP, the return 
being executed and Section D and E (instead of B and C) of 
Events. Signal CLJPS* is asserted to clear the JPS address register 
gates the contents of the JPS field register to the memory field 
register is clocked at PUO by signal IC03 to load the contents 
rtestoring the current memory field of the program of origin. 



Id 



Subsequently, cjit BP1, signal RFF* is asserted and resets signal EQJPS low. This 
ocfcurs whether a return hqs been executed or not. The simplified logic description of this 
function is shown in Section F of Table 4-115. 



4.5.4.2.6 Interrupts. When an interrupt occurs, the current memory field bits (the contents 

st^r) are stored in the INT field register and the contents of the 
then set \oj6. These procedures set up the memory field control 
Id return to be signaled by a future instruction. 



of Ithe memory field regi 
mejmory field register are 
lo^ic for an automatic fie 



A simplified deicription for operation of the memory field control logic during 
initiation of an interrupt i$ shown in Table 4-1 16. A timing diagram is shown in Figure 4-92. 
Signal INTFF*/10M7B1 goes low at PU7 as the previous instruction is completed. Subse- 
quently, at PUl, memory lield is selected by setting ADDF0/10M7B4 and ADDF1/10M7A4 
to 2l. At PUl, the INT address register is loaded with the contents of the processor address 
register, the INT field register is loaded with the contents of the memory field register, and 
thes memory field register ijs set to zero. At the succeeding PUl period, the memory field 
regjister (now set to zero) ijs selected, specifying the current memory field as shown in 
Talle 4-111. 
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Table 4-115. JPS Return, Fundamental Operations 



Ref. Period Simplified Logic Event 

A. BPS JPSAR = AR? 

1. |BP5*-*tBP51/10M5A4, tBP52/10M5B4 EQFF * is set low to 

2. tBP51^C00-C06 = JPS00-JPS06 indicate that the ad- 

3. tBP52-*C07-C11 = JPS07-JPS11 dress register contents 

4. (A00-A1 1 = C00-C1 1 ) (tINDFF) (tFLLOC*)-> equal the JPS address 
;EQADD*/10M6A1 register contents. 

5. ;EQADD*^tEQADD/10IV16A2 

6. (tBP52) (tPULL) (tRFF*) UCPPU*) 
(tEQADD)->tEQJPS/10l\/l6A3, 
;EQJPS*/10M6A3 

7. (;EQJPS*) (tEQINT*)->tEQFF/10M6A3 

8. tEQFF-*4.EQFF*/10M6A3 

B. EPO JPS PR-*ADDFO, ADDF1 

1. 4.CPPU*^tREGCLK/10M7A1 The contents of the JPS 

2. (tJMP*) (tEPO) (tEQJPS) (tREGCLKH field register are gated 
J.SEQMM710M7A2 to signals ADDFO* and 

3. ISEQMM* + tEQMEM*->tEQIVIEM/10M7A3 ADDFI* to select JPS 

4. tEQMEM + tRFF*^;EQMEM*/10M7A3 field of origin. 

5. 4-EQMEM* + tCSADD* + tlNTAD*-^ 
tCFF*/10M7B3 

6. 1-CFF*H^J.CFF/10IVI7B3 

7. UCSADD) (tEQMEM) (ITWMEM) (ICFF)^ 
ADDFO = JPSMFO, ADDF1 = JPSMF1/10M7A4, 
10M7B4 

C. BP1 MFR^ADDFO, ADDF1 

1. tBP1->IRFF*/10M7B2 

2. IRFF* + tEQMEM->tEQMEM*/10iVI7A3 

3. (tEQMEM*) (tSEQMM*)-*|EaMEM/10M7A3 

4. tEQMEM* + tCSADD* + tlNTAD*^ 
;CFF*/10M7B3 

5. iCFF*-+tCFF/10M7B3 

6. (iCSADD) (4.EQMEM) (iTWMEM) 
(tTWMEM*) (tCFF)->ADDFO = 
MF0/10M7B4, ADDF1 = MF1/10M7B4 

D. BP7 OOOOs-^JPSAR 

1. ;jMP*/10M7A1->tJMP/10M7A2 The JPS address 

2. (tEQJPS/10M6A3) (tBP7B/10M6A3) register is cleared. 
(tJMP/10M6A3)->IJPS7*/10M6A3 

3. (4-JPS7*/10M6A3) (tPWRDY*/10M6A3H 
tCLJPS/10M6A3 

4. tCLJPS/10M6A3->4CLJPS*/10M6A4 

5. ICLJPS*/10M5A1^JPS00-JPS11 =00008 



The contents of the 
memory field register 
are gated to ADDFO, 
ADDF1 to reselect 
current memory field. 
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Table 4-1 15. JPS Return, Fundamental Operations (Cont'd.) 



PwkNl 

PUO 



BP1 



SimpllfiMl Logic 

^PS FR^MFR 

i. tEQJPS-^STMFO = JPSMF0/10M6A2 
^. tEQJPS-STMFI = JPSIVIF1/10M6B3 
|. (tEQFF) (tJMP) (tPU0B)-*;iC03/10M6B3 
4. (IICOS) (tPULLHMFO = STMFO, 
\ MF1-STMF1/10M6A2, 10I\/I6A3 

i 

^EQJPS, tEQJPS" 

1. tBP1-»4.RFF*/10M7B2 

2. i;RFF*-*|EQJPS,tEQJPSVlOM6A3 



Ev«nt 



The contents of the 
JPS field register are 
loaded into the 
memory field register. 



Signal EQJPS is 
reset. 



PUS 



INTFF* 



WTAD* 



RFF" 



ENINT* 



PEINT 



CKINT" 



RNTAD* 



_Jo| 


i hhl4|5 


el7|0hl2h|4|5|6|7|0|. hi 









u 



Figure 4y92. Interrupt Initiation, Timing Diagram 



After this process Is complete the processor begins execution of an interrupt 
routine. Throughout the elxecution of this routine, the following situation obtains; the 
memory location with the incremented trap address (or OOOOlg) as Its address, contains the 
address of the location of the next instruction to be executed in the interrupt program, and 
th«! INT field register conijains the memory field specification for locating that instruction. 

Th i INT address register cbntalns the incremented trap address. 

i 

During period ^P6 of execution of any instruction the contents of the INT 
address register are gated to the comparator, which compares these contents with the contents 
of the oddress register of t|ie processor (Section A, Table 4-1 17). If these two addresses 
ar<f equal and signals INDf^F/6A1 and FLMEM*/6A1 are high, a low EQADD*/6A1 signal 
Is generated. The involvdment of FLMEM* and INDFF makes assertion of the EQADD* 
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Table 4-116. Interrupt Initiation Memory Field Control, Fundamental Operations 

Ref. Period Simplified Logic Event 



A. PUO 0-*ADDFO, ADDF1 

1. IINTFF*-*tlNTFF/10M7B1 Memory field is se- 

2. ICPPU*^tREGCLK/10M7A1 lected by unasserting 

3. (tINTFF) (tPUOB) (tREGCLK)-* ADDFO and ADDF1 . 
II 606/1 0IVI7B2 

4. il60&^tlNTAD/10M7B2, ilNTAD*/10M7B2 

5. (ilNTAD*) (tEQMEM) (tCSADD*)-^ 
tCFF*/10M7B3 

6. tCFF*^|.CFF/10M7B3 

7. (4.CSADD) (lEQMEM) (ITWMEM) 
(tTWMEM*) (ICFFHtADDF0*/10M7B4 

8. (iCSADD) (iEQMEM) (4-TWMEM) 
(tTWMEM*) (4.CFF)-*tlC07/10M7A4 

9. tADDF0*^MDDF0/10M7B4 

10. tlC07-*MDDF1/10M7A4 

11. MDDF1^tADDF1*/10M7A4 



PU1 AROINT AR 

1. (tINTFF) (tPU1B)^iENINT*/10M6A4 

2. ;ENINT* + tREG6*^tPEINT/10M6A4 

3. tPEINT-*4-PEINT*/10M6B4 

4. (tPEINT) (tRGCLK)-*4.CKINT*/10M6A4 

5. tlVIFCI0*-*;MFSTi/10M5A4, 
4-MFST2/10M5A4 

6. (tMFCIO*) (4.MFST1) (4.IVIFST2)-> 
PLD00-PLD11 = A00-A11 

7. (IPEINT*) (;CKINT*)^INT00-INT11 = 
PLD00-PLD11 



The contents of the 
address register are 
stored in the 
interrupt address 
register. 



PU1 MFR-*INTFR 



1. (See B, 1-4) The contents of the 

2. (tLDREG*) (iCKINT*)->INTMFO = MFC memory field register 
INTMF1 = MF1/10M7B2 are stored in the 

INT field register. 



D. PU1 OO^-^MFR 

1. (RDPR) (iEQJPS) (iEQINT) The memory field 
(4.TWJJS)->tSTMFO*/10IVI6A2 register is cleared. 

2. (4.LDPR) (lEQJPS) (lEQINT) 
(iTWJJS)^tSTIVlFI V10M6B2 

3. (tLDREG*) (tCKINT)->UC03/10M6B2 

4. (4.IC03) (tSTMF0)-*ilVlF0/10M7A2 

5. (4-IC03)(tSTMF1)^jMF1/10M7A3 



E. PU1 MFR->ADDF0, ADDF1 

1. (tlNTFF") (tPU1B)->iRNTAD*/10M7B2 The current memory 

2. 4.RNTAD*^-I.INTAD/10M7B2, field (0) is selected. 
tlNTAD*/10M7B3 

3. {See A, 1-4) 
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Table 4-1 1)'. Interrupt- Return, Fundamental Operations 



Ref. 
A. 



Period 



BP 6 



Simplified Logic 

INItAR = AR? 

1 . l4.BP6*-*tBP61/10M5B4, tBP62/10M5B4 

2. tBP61->C00-C06= INT00-INT06 

3. tBP62->C07-C11 = INT07-INT11 

4. (A00-A11 =C00-C11) (tINDFF) 

( t F LM EM *)-*-4. EQADD 71 OM 6A1 

5. iEQADD*->tEQADD/10M6A2 
(tBP62) (tPULL) (tRFF*) (ICPPU) 
(tEQADD)^tEQINT/10M6A3, 
i4.EQINT*/10M6A3 

7.:(IEQINT*) (tEQJPS*K 

|tEQFF/10M6A3 
8JtEQFF^iEQFF*/10M6A3 



Event 



EQFF* is set low to 
indicate that the ad- 
dress register contents 
equal the INT address 
register contents. 



BP7 



PUO 



D. 



BP1 



OqoOg^INT AR 
1.UjMP*-*tJMP/10M7A2 



(tEQINT) (tBP7B) (tJMP)-> 

4.IC01/10M6A3 

(ilCOl) (tPWRDY*)^ 

tCLINT/10M6A3 

tCLINT-*4.CLINT*/10M6A4 

ICLINT*-*INT00-INT11 =00008 



or 



sicjnal an indication that 
Indirect through the locat 
address is neither OOOOg n 
duHng BP6 when the proce 
cleared when the return tci 
OODOg and 7777^ are disa 
FlKaEM* signal .) If EQAOD 



iiv|t fr^mfr 

1. teqint-*stmfo= intivif0/10m6a2 

2. teqint-*stmf1 = intmf1 /10iv16b3 

3. (tEQFF) (tJMP) (tPUOB|-> 
ilC03/10IVI6B2 

4.1 (4.IC03) (tPULL)-*MF0 = STMFO, 
; MF1 = STMF1/10M6A2, 106A3 

i^QINT, tEQINT* 

1.1 tBP1-»-4.RFFVlOM7B2 

2^ ;RFF*-*|EQINT, tEQINT*/10M6A3 



tie 



The INT address 
register is cleared. 



The contents of the 
I NT field register are 
loaded into the mem- 
ory field register. 



Signal EQJPS is reset. 



current Instruction is a memory reference instruction going 
on whose address is the incremented trap address, and that this 

7777q, (To prevent erroneous assertion of the EQADD* signal 
ssor is not servicing an interrupt, the INT address register is 
the interrupted program is performed. Returns through locations 
owed since referencing either of these locations results in a low 
* is asserted during BP6, signal EQINT is asserted (set high). 



If the instruction being executed when EQINT is asserted is a JMP instruction, 
the return to the interrupted program Is being executed and the events as shown in Sections 
B <and C of Table 4-117 odcur. Signal CLINT* is asserted to clear the INT address register 
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during BP7. Signal EQINT gates the contents of the INT register to the memory field 
register. The memory field register is clocked at PUO by signal IC03 to load the contents 
of the INT field register, restoring the current memory field of the interrupted program. 

Subsequently, at BPl, signal RFF* is asserted and resets signal EQINT low. This 
occurs whether a return has been executed or not. The simplified logic description of this 
function is shown in Section D of Table 4-117. 

4.5.4.2.7 Cycle Steal. When a cycle steal occurs, the memory field which is to be 
accessed during the cycle steal is specified by the device which requested the cycle steal. 
None of the registers of the memory field control logic are affected. The change of memory 
field is only temporary. 

A simplified description of the memory field control logic operation for a cycle steal 
is shown in Table 4-118. At PUO, the low CSFF*/10M7B1 signal results in generation of the 
high CSADD/10M7B2 signal that causes selection of the memory field indicated by signals SMF< 
10M7B3 and SMF1V10M7A3 by the output multiplexer. Signals SMFO* and SMFl* are gener- 
ated by the peripheral device which requested the cycle steal. After CSFF*/10M7B1 has gone 
high again, at PUl, CSADD/10M7B2 goes low causing the current memory field to be restored. 

4.5.4.2.8 Front Panel Memory Field Control. When the LOAD AR switch on the front 
panel is depressed (assuming the front panel controls are enabled) the memOi-y field register 

, Is loaded with the two bits represented by the state of the memory field switches on the 
front panel. 

The simplified logic description for this process is shown in Table 4-119. Depres- 
sing the LOAD AR switch on the front panel results in a high LDPR/10M7B1 signal. At PUO 
while the LDPR signal Is high, the memory field register is loaded by the contents of data 
signals SMF0/10M6A1 and SMF1/10M6B3, which are generated by the setting of the memory 
field switches. Signals MF0/10M7B3 and MF1/10M7B3 are then transferred to signals 
ADDF0/10M7B4 and ADDF1/10M7A1 to perform field selection as shown in Table 4-111, 

4.5.4.2.9 LDREG (7720) Instruction. The LDREG Instruction loads the JPS address register 
and the INT address register from the J and K registers of the central processor, respectively. 
Execution of this instruction has no direct effect on memory field specification. Memory 
field selection for its execution is done as in any other single word instruction, the current 
memory field being selected as shown in Table 4-111. 

The fundamental operations for LDREG Instruction execution are shown in Table 
4-120. At BP3, the instruction is loaded into the instruction register of the processor and 
decoded to produce signals I/O/10M5A4, W/FFV10M5A4, and HLT/10M5A4. These 
three signals are further decoded along with bits 7, 10 and 11 of the instruction by the 
memory field control logic to recognize that the instruction is an LDREG instruction. This 
results In signals OUTOO - OUTl 1 being selected as inputs to the JPS address register and 
the INT address register. At BPS, the contents of the J register of the central processor are 
presented as signals OUTOO - OUTl 1 and are loaded into the JPS address register. At BP6, 
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Table 4-118. Cycle 

Raf. Pariod 



PUO 



Sl-eal Memory Field Selecl-ion, Fundamental Operations 

Simplified Logic Event 



SiVIFO->ADDF0, SMF1-*ADDF1 



6. 



7. 



iCSFF*^-tCSFF/10IV!7B1 

ICPPU*-»tREGCLK/10IV17A1 

(tREGCLK) (tCSFF) (tPUOB)^ 

;SLSAD*/10M7B2 

iSLSAD*^tCSADD/10M7B3, 

;CSADD*/10M7B2 

(ICSADD*) (tEQMEM*) (tlNTAD*)^tCFF* 
iCFF/10M7B3 

(tCSADD) (lEQMEM) (ITWMEM) 
(tTWMEM*) (;CFF)^SMFO = ADDFO 
(tCSADD) (lEQMEM) (iTWMEM) 
(tTWMEM*) (iCFF)-*SMF1 = ADDF1 



Externally specified 
memory field is 
selected. 



PU1 



Ref. 
A. 



B. 



(Asynch.l M 

1 
2 

3 

4 



Current memory field 
is again selected. 



MFR-*ADDFO, ADDF1 

1. (tCSFF*) (tPU1B)-*;iC10/10M7B2 

2. IIC1O^-ICSADD/10M7B2, tCSADD*/10M7B2 

3. (tCSADD*) (tEQMEM*) (tINTAD*)-* 
(iCFF*/10M7B3) 

4. 4.CFF*^tCFF/10M7B3 

5. (ICSADD) (4-EQMEM) (ITWMEM) 
(tTWMEM*) {tCFF)-*ADDFO = MFO 
(4-CSADD) (iEQMEM) UTWMEM) 
(tTWMEM*) (tCFF)-*ADDF1 = MFO 



Table 4-119. Froit Panel Memory Field Control, Fundamental Operations 



Period Simplified Logic 

PUO S!llF0.SMF1-*MFR 

1. tLDPR^STlVlFO = SMFO 
2\ tLDPR^STMFI = SMF1 
3j (tLDPR) (tPU0B)->ilC03/10M6B2 
4. |IC03-»MF0 = STMF0,MF1 =STMF1 



FR^ADDFO, ADDF1 

tLDPR-*IRFF*/10M7B2 

4.RFF*-IEQMEM/10M7A2, 

tEQMEM*/tOM7A2 

IRFF*-^iTWMEM/10M7A2, 

tTWMEM*/10M7A2 

(See Table 4-111, A. 1-4) 



Event 



The memory field 
register is loaded by the 
front panel memory 
field switches. 



The contents of the 
memory field register 
are gated to ADDFO and 
ADDF1 to select the 
current memory field. 



4-294 



Table 4-120. LDREG Instrucl-ion, Fundamental Operations 



Raf. Period Simplified Logic 

A. BP3 OUTOO-OUTII-^PLDOO-PLDII 

1. (tl/0) (tTWFF*) (tl07B) (tHLT)^- 
;MFCI0*/10M5A4 

2. 4.MFCIO*->tMFST1/10M5A4, 
tMFST2/10M5A4 

3. (tMFSTI) (ilVIFCIO)-^PLDOO-PLDOI 
OUT00-OUT01 

4. (tMFST2) (;mFCI0)->PLD02-PLD11 
OUT02-OUT1 1 



Event 



Signals OUT00-OUT1 1 
are gated through the 
input multiplexer. 



BP 5 JR^JPS AR 

1. (See A. 1-2) 

2. iBP5*->tBP52/10M5B4 

3. tBP6*->;BP62/10M5B4 

4. tinB*-*;i11/10IVI6B4 

5. (4111) (tMFST2)-*tDIN*/10M6B4 

6. (tlV1FST2) (iBP62)->-tEXTK*/10M6B4 

7. (tMFST2) (HUB*) (tllO*)^ 
4.LDREG*/10M6B4 

8. 4-LDREG*-^tLDREG/10MeB4 

9. (tBP52) {tLDREG)-*-l.PEJPS*/10M7A4 

10. ;PEJPS*^tPEJPS/10M7A4 

11. (tPEJPS) (tRGCLK)^4-CKJPS*/10M7A4 

12. (tDIN*) (tEXTK*)^UT00-OUT11 = 
J REGISTER 

13. PLD00-PLD11 =OUT00-OUT11 (See A. 1-4) 

14. (IPEJPS*) (ICKJPS)^JPSOO-JPSII = 
PLD00-PLD11 



The JPS address 
register is loaded with 
the contents of the 
J register. 



C. BP6 KR^INTAR 

1. (See A. 1-2) 

2. tBP5*^'4.BP52/10M5B4 

3. ;BP6*^tBP62/10M5B4 

4. (See B. 4-5) 

5. (tMFST2) (tBP62)->4EXTK*/10M6B4 

6. (See B. 7-8) 

7. (tBP62)(tLDREG)^4.REG6*/10M6A4 

8. (IREG6*) (tENINT*)^tPEINT/10M6A4 

9. tPEINT->4PEINT*/10M6A4 

10. (tPEINT) (tRGCLK)^-|,CKINT*/10M6A4 

11. (4DIN*) (;extk*)-*outoo-outii = 

K REGISTER* 

12. PLD00-PLD1T = OUT00-OUT11 (See A. 1-4) 

13. (;PEINT*) (iCKINT*)-^INT00-INT11 = 
PLD00-PLD11 



The INT address reg- 
ister is loaded with the 
contents of the K 
register. 
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thfe content's of the K register are presented as signals OUTOO - OUTl 1 and are loaded into 
the INT address register. ' The high DIN*/10M6B4 signal tells the processor that data is to 
be output from it. EXTK*i determines which register (J or K) is output as signals OUTOO - 
OUTll. 

4.5.4.2. 10 LDJK (7721)| Instruction. The LDJK instruction loads the contents of the JPS 
address register and the INT address register, respectively, into the J and K registers of 
the central processor. Exjscution of this instruction has no direct effect on memory field 
specification. Memory fijald selection for its execution is done as in any other single word 
instruction, the current mbmory being selected as shown in Table 4-1 IT. 



The fundamentdil operations for the LDJK instruction are shown in Table 4-121. 
Alt BP3 the instruction is loaded into the instruction register of the processor and decoded 
to. produce signals I/0/1C|M5A4, TWFFV10M5A4, and HLT/10M5A4. These three signals 
are further decoded, alon^ with bits 7, 10 and 11 of the instruction, by the memory field 
control logic to recognize} that the instruction is an LDJK instruction. This results in 
signals COO - Cll being piresented to the processor via EXTOO - EXTl 1 . At BPS, the con- 
Table 4-121. LDJK Instruction, Fundamental Operations 



Raf. 



Pariod 



Simplified Logic 



Event 



BP3 QOO-CII-^EXTOO-EXTn 

1, (tl/O) (tTWFF*) (tl07B) (tHLT)- 

: ;MFCI0*/10M5A4 

2L 4.MFCIO^tMFST2 

3!. ;i11B*->-tl11/10M6B4 

4|. (tMFST2) (tl11)-*4.LDJK*/10IVI6B4 

4 4.LDJK'-^tLDJK/10M6B4 

d. tLDJK^-EXTOO-EXTII = C00-C11 



The output of the 
comparator multi- 
plexer Is gated to 
EXT00-EXT11. 



BPS JpS AR->JR 

11 4.BP5*^tBP51/10M5A4, tBP52/10M5B4 
2:. tBP6*^-|BP61/10M5B4, -tBP62/10M5B4 
3i. (See A. 1-3) 

4|. (4.BP62) (tMFST2)-*tEXTK*/10M6B4 
5j. (tl11MtMFST2)^-l.DIN*/10M6B4 

0. (tBP51) (tBP52) (IBP61) (4BP62)-* 
C00-C11 = JPSOO-JPSn 

71 EXT00-EXT11 =C00-C11 (See A. 4-6) 

1. (;dIN*) (tEXTK*)^J REGISTER = 
EXT00-EXT11 



The J register is 
loaded with the con- 
tents of the JPS ad- 
dress register. 



BP6 



INT AR-KR 

l|. tBP5*^-;BP51/10M5A4, IBP52/10M5B4 
2|. 4.BP6*^tBP61/10M5B4, tBP62/10M5B4 
3|. (See A. 1-3) 
4,. (See B. 4-5) 

d. (4-BP51) (IBP52) (tBP61) (tBP62)-* 
: C00-C11 = INT00-INT11 

e. EXT00-EXT11 = C00-C11 

7i. (4.DIN*) (4.EXTK*)^K REGISTER = 
EXT00-EXT11 
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The K register is 
loaded with the con- 
tents of the INT address 
register. 



tents of the JPS address register are presented as signals COO - C 1 1 and then transferred to 
the J register- At BP6, the contents of the INT register are presented as signals COO - CI 1 
and are transferred to the K register. The low DIN*/10M6B4 signal tells the processor that 
data is to be input to it. EXTK*/10M6B4 determines which register (J or K) is to receive 
the input from signals EXTOO - EXTII, 

4.5.4.2.11 RJIB(7722) Instruction. The RJIB instruction loads the JPS field register and 
the INT field register from the J register of the central processor. Since the information 
is loaded into the flip-flops that comprise the field registers asynchronously via a SET input, 
only logical I's can be loaded into these registers. Therefore, to effectively transfer the 
control of the J register bits into the JPS and INT registers, these registers must have been 
previously reset. 

The simplified logic description for RJIB instruction execution is shown in 
Table 4-122. At BPS, the instruction is loaded into the instruction register of the processor 
and decoded to produce signals I/O/10M5A4, 1WFFV10M5A4, and HLT/10M5A4. These 
three signals are further decoded along with bits 7, 10 and 1 1 of the instruction, by the 
memory field control logic to recognize that the Instruction is an RJIB instruction. This 
results in signals OUTOO - OUTll being presented as signals PLDOO - PLDll. At BPS, 
signals PLD02 - PLD05 are gated by the status register loading gates into the SET inputs of 
the JPS and INT registers. 

The high DIN*/10M6B4 signal tells the processor that data is to be output from 
It via OUTOO - OUTll. The high EXTK*/10M6B4 signal tells the processor that the output 
data is to come from the J register. 

Table 4-122. RJIB Instruction, Fundamental Operations 

Ref. Period Simplified Logic Event 



BP3 



OUT00OUT11 
1. 



>PLD00-PLD11 



3. 



(tl/O/10M5A4) (tTWFF*/10M5A4) 
(tl07B/10M5A4) (tHLT/10M5A4)-* 
4.MFCIO*/10M5A4 

iMFCI0*/10M5A4^tMFST1/10l\/15A4, 
tlVIFST2/10M5A4 

(tMFSTI/IOIVlBAI) (iMFCI0V10M5A1)- 
PLD00-PLD01 = OUT00-OUT01 
(tMFST2/10IV15A1) (IMFCIOVIOMBAI |- 
PLD02-PLD11 =OUT02-OUT11 



Signals OUT00-OUT1 1 
are gated through the 
input multiplexer. 



BP5 



PLD02-PLD03-+JPS FR, PLD04-PLD05^INTFR 



1. (See A. 1-2) 

2. tl11B*-*;in/10M6B4 

3. (1111) |tiVlFST2)->tDINVlOM6B4 

4. (iBP62) (tMFST2)-^tEXTK*/10IVI6B4 

5. (tllO) (BP52) (tRGCLK) {tMFST2)-* 
ISFF*/10M6B1 

6. ;SFF*-*tSFF/10M6B1 

7. tSFF->SJMFO = PLD02, SJMF1 = PLD03 
SIMFO = PLD04, SIMF1 = PLD05 

8. JPSMF0 = SJMF0,JPSMF1 = SJMF1 
INTMFO = SIMFO, INTMF1 = SIMFI 



Logical ones from the 
input m ultiplexer are 
loaded into the INT 
and JPS field register. 
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4.6 I/O INTERFACE 



The input/outpjui- (I/O) hardware provides the capability for Intercommunical-ion 
between the computer one) devices peripheral to the computer. It is this capability that 
enables the computer to ei<ercise control over mechanical and electronic devices in a 
computer-controlled system, it allows the computer to control and exchange information 
with high capacity inform|ation storage devices (disc drives, tape drives, etc.), thereby 
enonnously expanding the virtual memory capacity of the computer. Most importantly it 
enables the exchange of information between the computer and Hevices (keyboards, displays, 
printers, etc.) that provide efficient communication between humans and machines. It 
also enables different processors to exchange information and to tjxercise direct control over 
one another In multiprocessor systems. 

As is the case with many computers, the input/output hardware of the ND812 
that Is Included as part ofj the processor is designed to be simple and extremely flexible. 
The input/output hardwar^ has very few provisions to account for the peculiarities of 
particular peripheral devijces. Thus, a great deal of the responsibility for the control of 
l/|0 operations rests with hardware controllers that intervene between the processor and 
each peripheral device. jGenerally, each different peripheral device needs a controller 
designed specifically for It, In some cases a group of peripheral devices shares a single 
CCjintroller when connected with the computer. 

The present settion Is Intended as a guide both to servicing the I/O hardware 
ar)d to designing the hard|/are controllers necessary for Interfacing peripheral devices with 
the computer. j 

4,6. 1 MODES OF I/O OPERATION 

The principal tpsk of the I/O system is to synchronize the operation of the 
computer with the operati|On of the peripheral devices connected to the computer. The 
dcjta transfer rate of the cbmputer Is many times that of other peripheral devices. An 
efificlent I/O system has provisions so that both the fastest and the slowest peripheral devices 
are interfaced with the ccjimputer in such a way that the computer is not excessively burdened 
arid each peripheral device receives sufficiently prompt service. 

The multiplicity of modes of I/O operation that can be implemented through the 
Np812 makes possible an efficient I/O system. For the faster devices, or those that handle 
lalrge contiguous blocks of data (disk drives, for example), the direct memory access (DMA) 
mode is provided. For sldwer devices (teletypes, for example) the program controlled 
(P|IO) mode Is provided. : 

The principal ihstrument of the PIO mode Is the Interrupt mechanism by which 
peripheral devices in need of service by the computer can interrupt program execution to 
obtain service. Polling and trap addressing mechanisms direct the computer to the proper 
seirvice routine. The polling mechanism Is geared principally for devices that do not 
interrupt often. The trap laddressing mechanism provides for devices that interrupt often 
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because it requires less computaHon by the computer for each interrupt. Also, trap addres- 
sing mokes it possible to break up a long polling routine into a number of smaller ones by 
having groups of devices sharing common trap addresses. 

Several factors should be considered in determining the mode of I/O operation 
to be used for a given peripheral device. In general, the faster, more efficient modes 
require more elaborate hardware controllers to interface the peripheral device with the 
computer. The slower modes, though requiring less elaborate interfacing, take their toll 
in computational requirements — frequent execution of polling and service routines can use 
up a lot of time. 

An additional mode of I/O operation is the autoload mode which is active only 
when the computer is halted (not executing instructions). Its function is to allow a peri- 
pheral information storage device to load the memory without the benefit of program 
control from the computer. The autoload mechanism operates in essentially the same 
manner as the front panel and operates at the data transfer speed of the peripheral infor- 
mation storage device involved. 

4.6.2 I/O BUS 

The I/O bus is the common carrier of signals between the computer and all 
hardware peripheral to the computer. The I/O bus can be characterized as an 86-wire 
cable, along whose length the peripheral interface controllers are connected in parallel. 
The actual construction of the I/O bus is, however, more detailed than this. 

Though the peripheral interfaces are connected In parallel along the I/O bus, 
it is not usually constructed as a single contiguous cable. Instead, the hardware units are 
chained together in a series (daisy-chained) with cable lengths between them. Thus, each 
unit along the chain has two connectors with their corresponding pins tied together; one 
connector to accept the incoming cable and the other to pass the bus signals on to the next 
unit. The connections of the circuitry of the unit to the I/O bus are made between the two 
connectors. The connectors used for the I/O bus cables have 86 pins. Of these 86 pins, 
76 carry the logic signals of the I/O bus. A table showing the signals corresponding to 
each pin is shown at drawing location Al of sheet 22 of the schematic. 

Figure 4-93 shows a simplified schematic of the ends of the I/O bus. A schematic 
of representative signal wires of the I/O bus with a wire grounded at both ends between 
them is illustrated; one carries signals from the computer to the peripheral hardware, the 
other carries signals from the peripheral hardware to the computer. Each line of the bus Is 
as a wired-and connection,, i.e., is held high (logical 1, approximately 3.2 volts) unless 
pulled low by a logic output from one of the DTL line drivers from the computer or a peri- 
pheral interface. It is this feature that allows multiple I/O interface circuits to transmit 
signals to the computer over common bus lines, though not simultaneously, of course. 

When digital logic Is interconnected by relatively long wires as is the case for 
the I/O bus, certain undesirable transmission line effects become appreciable. The time 



4-299 



COMPUTE Ri 



OIL L I NE 
DRIVER 



PERIPHERAL 
INTERFACE 

PART OF lOT TERMINATOR 



r 



r+2 . 8 « 



COI/|PU TER 
INPUT 



2 2 a S2 



^\ .^3 3 on 



-15 FEET MAXIMUM- 



EVERV OTHER LINE GROUNDED AT 
BOTH ENDS 



I 



LOGIC LEVEL 
RULES; 1 3, 2V 
OS ,2V 




1 



DTL LINE 
DRIVER 



/O CONNECTOR 
S26 OR S27) 



Figure 4-93. I/O Bus, Simplified Schematic Diagram 

required to change a logij; level across the length of a wire increases markedly with length, 
and is accounted for by slpwing infomiatlon transfer operations. Even with this provision, 
the total length of the l/<p bus must be less than 15 feet. Long wires ore susceptible to 
appreciable noise inducec| In them. Noise due to crosstalk between adjacent wires in the 
ccjible Is reduced by alterriating signal carrying wires with wires grounded at both ends. 

Connection of jthe I/O bus with the computer Is effected with one of two connec- 
ters — S26 or S27 (see Figure 4-94). The cable extending from the processor to the first 
peripheral device on the |l/0 bus may originate from either of these two connectors which 
hqve identical I/O signal; connections. Though both connectors are Identical, only one 
con be used for plugging n the cable of the I/O bus, the other Is required to connect the 
I Or terminator board to tie computer. The part number of the I/O cable supplied by 
Nuclear Data is 75-90XX where XX represents the length of the cable in feet. 



The I OR 
I/O bus lines carrying si 
grjam of this board (Figure 



termiriiator board (ND parg number 70-1813) provides termination for 
gnals from peripheral devices to the computer. A schematic dla- 
4-95) Is shown on sheet 24 of the system schematics. 



The lOT terminator board (ND part number 70-1812) provides termination at the 
erid of the I/O bus remote! from the computer for lines carrying signals from the computer to 
the peripheral devices, i'he lOT board is plugged into the empty connector of the last 
device along the I/O bus. A schematic of the lOT board (Figure 4-95) is shown on sheet 
24 of the system schematics. 
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lOT TERMINATOR BOARD 
(ND 70-1813) 




Tables 4-123 
lists data signals from the 
to the computer. Table 4 
44126 lists control signals 



I OR TERMINATOR BOARD 
(ND 70-1812) 



Figure 4-95. I OR and lOT Terminator Boards 



through 4-126 list all the signals of the I/O bus. Table 4-123 
computer to the bus. Table 4-124 lists data signals from the bus 
-125 lists control signals from the computer to the bus, and Table 
from the bus to the computer. 



Two additional transmission line problems are encountered by the terminators 
connected to the passive 6nds of the cable wires. The resistive part of these terminators 
reduces pulse reflections fhat arise from abrupt changes in impedance at the ends of the 
I/O bus. The resistors apjaroximately match the cable impedance to eliminate the abrupt 
changes in impedance. The two diodes of each terminator are used to clamp the line level 
between approximately 0.j2 volts and 3.2 volts. This is done to eliminate the voltages 
cdused by inductive effecj-s of long wires. 



The problem of 



pulse reflections also requires branches off the I/O bus to be 



kept short (less than 1 foof-) unless they are terminated. 
4.;6.3 I/O CONTROLLER 

The basic ND812 contains a processor and memory consisting of two 4096 (4K) 
memory fields. The I/O Controller consists of TTL and DTL integrated logic circuitry which 
permits the processor to in|terface with peripherals connected to the ND812 I/O bus. The 
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Table 4-123. Data Signals From Computer To Peripheral 
S26 and S27 

Signal Name Pin Numbers Function 



OUTOO*-OUT11* 8, 10, 12, Signals OUTOO*-OUT11* are the 



14, 


16, 


18, 


data outputs for program - 


20, 


22, 


24, 


controlled I/O operation and for 


26, 


28, 


30 


automatic testing of the computer. 



During a PIO data transfer, the 
twelve -bit contents of the J or K 
register are gated onto the 
processor bus (BOO-Bll). From 
there they are gated out onto sig- 
nals OUT00*-OUTll* of the I/O 
bus. Signal OUTGO* represents the 
most significant bit, OUTll* the 
least significant bit. 



IOM00*-IOMll* 


32, 


34, 


36, 


Signals IOM00*-IOMll* are the 




38, 


40, 


42, 


data signals for DMA output from 




44, 


46, 


48, 


the computer and for device ad- 




50, 


52, 


54 


dressing during PIO instruction 



execution. The contents of the 
memory data register are gated to 
IOM00*-IOMll* to generate these 
signals. Signal lOMOO* represents 
the most significant bit, lOMll* the 
least significant bit. 



high-capacity high-speed I/O capabilities of the ND812 controller permit it to operate 
a wide range of peripheral devices in addition to the standard ASR33 teletype keyboard/ 
printer and reader/punch . The peripheral options currently available with the ND812 
processor include standard and high-density disk systems; magnetic-tape cassette systems, 
9-track magnetic tope systems, high speed and low speed reader and punch (or both), 
teletype autoload, line printer, plotter, modem interface, and real-time clock. 

Other peripherals such as magnetic drums, digital-to-analog and analog-to- 
digital converters, signal scanners and other programmable instrumentation hardware can 
be interfaced with the ND812 I/O bus. Up to 4,096 unique peripheral commands can be 
assigned to devices connected to the bus permitting designers the widest latitude in obtaining 
multiple functions in one unit of peripheral hardware, Input/Output connections for 
peripherals obtained as ND812 options require no special modification of computer hard- 
ware, and interfacing can be easily accomplished in the field. Table 4-127 is a list of 
currently available optional equipment that interfaces with the ND812 I/O bus. 
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Table 4-124. [pata Signals From Peripherals To Comput-er 



: S26 and S27 
Signal Name i Pin Numbers 

EMXSO*, EMXSl*^ 70, 72, 74 
EMXS2* 



Function 

These signals are register selec- 
tion data. They are used during 
automatic testing of the processor. 
The three signals are decoded to 
gate a selected register through the 
MX multiplexer, adder, and onto 
the OUT* lines. Coding is as 
follows: 



EMXS2* EMXSl* EMXSO* Register 



1 


1 


1 


address 
register 


1 


1 





utility 
gates 


1 





1 


program 
counter 


1 








S register 





1 


1 


J register 





1 





K register 








1 


R register 











s tatus 
register 



In order for these signals to have an 
effect, the computer must be halted 
and signal ARMX* (see Table 4-126) 
must be pidled low to enable the MX 
multiplexer, 

EXT00*-EXT11* 7,9,11, Signals EXT00*-EXT11* present 

13, 15, 17, twelve-bit data words from per- 
19, 21, 23, ipherals to the processor in PIO, 
25, 27, 29 DMA, and autoload data transfers. 
; Trap addresses are transmitted to 

I the processor via these signals 

during Interrupt initiation. Signal 
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Table 4-124. Data Signals From 

S26 and S27 
Signal Name Pin Numbers 



SMFOO*, SMFOl* 57, 59 



Peripherals To Compufer (Cont'd.) 
Function 

EXTOO* represents the most sig- 
nificant bit, signal EXTll* the least 
significant bit. 

This pair of signals determines 
which memory field is referenced 
during autoloadii^ and DMA mode 
data transfers. Coding is as 
follows: 



SMFOO* SMFOl* Memory Field 

11 

10 1 

1 2 

3 

These two signals are also affected 
by the front panel memory field 
switches when the computer is 
halted during an autoload transfer,. 



Table 4-125. Control Signals From Computer To Peripherals 



Signal Name 
EXGO* 



S26 and S27 
Pin Niunbers 



EXGO 
lONA* 

lONB* 



60 
78 

80 



Function 

Indicates when the computer is 
executing instructions; high when 
the computer is halted, low when 
the computer is running. 

Complement of EXGO*. 

When asserted (low) indicates that 
A level and highest level interrupts 
are enabled. 

When asserted (low) indicates B 
level and liighest level interrupts 
are enabled. 
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Table 4-125. C<bntrol Signals From Computer To Peripherals (Cont'd.) 



Signal Name 
lONL* 

XINTP* 



S26 and S27 
Pin Numbers 

82 



35 



EXCSP* 



39 



CSMRZ* 



45 



MRDY* 



47 



PCPO* 



49 



PCPl* 



51 



PGP2* 



53 



Function 

When asserted (low) indicates that 
all interrupts are enabled. 

When asserted (low) indicates that 
an interrupt has been permitted and 
is being initiated. Typically gates 
trap address onto EXT00*-EXT11*. 

When asserted (low) indicates that a 
cycle steal is being initiated. 
Typically, gates DMA address or to 
EXT00*-EXT11*. 

When asserted (low) indicates that 
a current increment or decrement 
cycle steal has cleared the mem- 
ory data registero 

For DMA data transfer from the 
computer indicates that the data 
word is presented on signals 
IOMOO*-IOM11*. Trailing edge 
indicates end of cycle steal cycle. 

Peripheral control pulse to control 
timing of PIO mode operations. 
Can be used to cause a skip test. 
Duration: 0. 25 microseconds. 

Peripheral control pulse to control 
timing of PIO mode operations. 
Can be used to cause a skip test 
or a data transfer. Duration: 0.5 
microseconds. 

Peripheral control pulse to control 
timing of PIO mode operations. 
Can be used to cause a skip test or 
a data transfer. Duration: 0.5 
microseconds. 



4-306 



Table 4-125. Control Signals From Computer To Peripherals (Cont'd.) 



Signal Name 
PCP3* 



lOCOM* 



56 



S26 and S27 

Pin Numbers Function 

55 Peripheral control pulse to control 

timing of PIO mode operations. 
Can be used for general control 
purposes only (ioC., not for skip 
test or data transfer). 
Duration: 0.5 microseconds. 

When asserted (low) signals 
execution of a PIO instruction 
and that IOM00*-IOM07* repre- 
sents a device address. Asserted 
for the duration of all PCP time 
intervals. 

When asserted (low) signals 
initialization of processor 
registers for start-up of the 
computer. Occurs as a result of 
assertion of the START* signal. 

Timing pulse associated with PCP 
pulses. Duration of this pulse is 
. 25 microseconds starting at the 
beginnii^ of each PCP time 
interval. 

Table 4-126. Control Signals From Peripherals To Computer 



XSTCL* 



58 



PCPST* 



62 



Signal Name 
DIN* 



S26 and S27 
Pin Numbers 



Function 

Indicates direction of data flow for 
PIO and DMA mode data transfers. 
High level indicates output from the 
computer, low level indicates input 
to the computer. During increment 
and decrement cycle steals, deter- 
mines memory word is incremented 
or decremented. High level causes 
an increment operation, low level 
causes decrement operation. 



4-307 



Table 4-126. Control Signals From Peripherals To Computer (Cont'd.) 



Signal Name 
EXTK* 



S26 and S27 
Pin Numbers 

31 



EINTR* 



CSR* 



33 



37 



ALTER* 



41 



SDCS* 



43 



EXSKP* 



61 



START* 



63 



STOP" 



65 



Function 

During PIO mode data transfers, 
selects the register affected. When 
EXTK* is high, the J register is 
affected. When EXTK* is low, the 
K register is affected. 

When asserted (low) indicates that 
some peripheral device is request- 
ing an interrupt. 

When asserted (low) indicates that 
a peripheral device operating in 
DMA mode is requesting a cycle 
steal. 

When asserted (low) during a cycle 
steal, causes an increment or 
decrement (depending on DIN*) 
operation to be performed. 

When asserted (low) during a cycle 
steal, causes another memory 
cycle to be stolen. The contents 
of the address register are incre- 
mented at the start of each 
additional cycle steal. 

If asserted (low) during pulses 
PCPO, PCPl, or PCP2, causes the 
program counter to be incremented, 
thereby skipping the next (single- 
word) instruction. 

When asserted (low), causes the 
computer registers to be initialized 
and causes the computer then to 
start executing instructions. 

When asserted (low) causes the 
computer to stop executing instruc- 
tions after completion of the cur- 
rent instruction. Register status of 
the processor is unaffected. 
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Table 4-126. Control Signals From Peripherals To Computer (Cont'd.) 



S26 and S27 
Signal Name Pin Numbers 

CONT* 67 



Function 

When asserted (low) causes the 
computer to start executing instruc- 
tions without changing the register 
status of the processoro 



EEXAM* 69 When asserted (low) during testing 

(while the computer is halted) 
causes presentation of currently 
addressed memory location on 
OUTOO*-OUT11*. Consecutive 
assertions of EEXAM* after the 
first assertion cause successive 
locations in memory to be pre- 
sented on OUTGO* -OUTll*. 



XLDPR* 71 When asserted (low) during auto- 

load, causes the twelve-bit word 
presented on signals EXTOO*- 
EXTll* to be loaded into both the 
address register and the program 
counter. Also causes loading of 
the memory field register with the 
contents of signals SMFOO* and 
SMFOl* 

XLDMR* 73 When asserted during autoloading, 

causes the twelve-bit word pre- 
sented on signals EXT00*-EXT11* 
to be loaded into the addressed 
memory locatiouo Also causes the 
address register to be incrementedo 



SI* 75 During testing with the computer 

halted, each assertion (low) of this 
signal causes a single instruction to 
be executed. 



ECHO* 79 Special signal for teletypes » When 

asserted (low) causes input from the 
keyboard to be transferred through 
the computer to the printer of the 
teletype. 
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Table 4-126. Conitrol Signals From Peripherals To Computer (Cont-'d.) 



Signal Name 
A LOOT* 



EXCLJ* 



TSTD* 



ARMX* 



S26 and S27 
Pin Numbers 

64 



66 



68 



76 



Function 

When asserted (low) while computer 
is halted, causes the autoloading 
circuitry of the processor to be 
enabledo Also enables testing 
circuitry for automatic testing of 
the processor. 

When asserted (low), asynchron- 
ously causes the J register to be 
cleared for Initiation of checksimi 
for autoloading. 

When asserted (low) for the duration 
of an autoloading process, causes a 
checksum to be generated. 

When asserted (low) during auto- 
matic testing of the processor 
when the processor is halted, 
causes the MX multiplexer to be 
enabled so that the registers of the 
processor can be e;xamined 
externally. 



Table 4-12t. I/O Options Available For The ND812 
PART NO. DESCRIPTION 
BULK STORAQE DEVICES 

STANDARD DENSITY CARTRIDGE DISK SYSTEM 



88-0441 

84-0154 
86-02116 



Diablo Standard Density Cartridge Disk 
Interface with one each of the following: 

5V Disk Interface Power Supply 

Diablo Model 31 Standard Density Disk 
Drive Unit 



88-0493 



Diablo Disk Power Supply Unit 
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Table 4-127. I/O Options Available For The ND812 (Cont'd.) 

86-0241 Diablo Connector Terminator 

86-0223 Standard Density Disk Pack (12 Million Bits) 

HIGH DENSITY CARTRIDGE DISK SYSTEM 

88-0472 Diablo High Density Cartridge Disk Interface 

with one each of the following: 

84-0154 5V Disk Interface Power Supply 

86-0227 Diablo Model 31 High Density Disk Drive Unit 

88-0493 Diablo Disk Power Supply Unit 

86-0241 Diablo Disk Terminator 

86-0228 High Density Disk Pack (24 Million Bits) 

FIXED-HEAD DISK SYSTEMS 

88-0440 EDP Fixed-Head Disk Interface with: 

84-0154 5V Disk Interface Power Supply and one of 

the following; 

86-0229 EDP Model 3008 Disk Memory System (0.4 

Million Bits) 

86-0230 EDP Model 3016 Disk Memory System (0.8 

Million Bits) 

86-0231 EDP Model 3032 Disk Memory System (1.6 

Million Bits) 

86-0210 EDP Model 3064 Disk Memory System (3.2 

Million Bits) 

86-0232 EDP Model 3120 Disk Memory System (6.0 

Million Bits) 
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Table 4-127. l/q Options Available For The ND812 (Cont'd.) 
MAGNETIC T/jPE I/O DEVICES 

MAGNETIC TAPE CASSETTE SYSTEMS 



88-042$ 
84-0086 
84-009:| 
84-0083 
84-0084 
7-TRACK C 
88-045^ 



Tape Cassettes System v/Ith, 
ND812 Interface and one of the following: 
Single Tape Cassette 
Dual Tape Cassette 
Triple Tape Cassette 
OMPUTER COMPATIBLE MAGNETIC TAPE SYSTEM 



86-020$ 

86-02 U 
86-026$ 

86-026^ 



7-Track Magnetic Tape Interline with one 
of the following combinations: 

PEC 6840-75 Transport, 7-Track, 45 IPS, 
556/800 BP I and 

PEC FX 4 9/7-YY/ZZ Magnetic Tape Formatter 

PEC 7540-72 Transport, 7-Track, 12.5 IPS, 
200/556 BP! and 

PEC F847 -6. 95/2. 5 Magnetic Tape Formatter 



9-TRACK COMPUTER COMPATIBLE MAGNETIC TAPE SYSTEM 



88-0444 

86-020f 

86-021 A 
86-025f; 

86-0269 



9-Track Magnetic Tape Interface with one of 
the following combinations: 

PEC 6850-9 Transport, 9-Track, 45 IPS, 800 BPI 
and 

PEC FX4 9/7-YY/ZZ Mtagnetic Tape Formatter 

PEC 7820-9 Transport, 9-Track, 12.5 IPS, 
800 BPI and 

PEC F847-6.95/2.5 Magnetic Tape Formatter 
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Table 4-127. I/O Options Available For The ND812 (Cont'd.) 

PAPER TAPE I/O DEVICES 

HIGH SPEED READER OPTIONS 

88-0482 High Speed Punch and Reader Interface with 

one of the following: 

86-0188 Superior Electric Model TRP125-5 Photoelectric 

Tape Reader (125 Char/Sec) 

86-0213 Dataterm Model HS300 Photoelectric Tape 

Reader (300 Char/Sec) 

88-0492 Tally Punch and Reader Interface with: 

88-0459 Tally Punch and Reader Drive and 

86-0078 Tally Model 1504 Paper Tape Reader (60 Char/Sec) 

88-0517 Remex Punch and Reader Interface with one 

of the following: 

86-0266 Remex RPFIISOB Fanfold Photoelectric Reader 

(200 Char/Sec) 

86-0267 Remex RPSl 150B Spooler Photoelectric Rea-der 

(200 Char/Sec) 

HIGH SPEED PUNCH OPTIONS 

88-0482 High Speed Punch and Reader Interface with 

one of the following: 

88-0430 BRPE Punch Drive Unit with, 

86-0062 Teletype Model BRPEll High Speed Tape Punch 

(110 Char/Sec) 

88-0492 Tally Punch and Reader Interface with; 

88-0459 Tally Punch and Reader Drive and 

86-0079 Tally Model 1505 Paper Tape Punch (60 Char/Sec) 
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Table 4-127. I/D Options Available For The ND812 (Cont'd.) 



88-0517 



Remex Punch and Reader Interface and one 
of the following; 



86-0264 Remex RPF1075B Fanfold Mylar Punch (75 Char/Sec) 

86-026$ Remex RPS1075B Spooler Mylar Punch (75 Char/Sec) 

HIGH SPEElE) PUNCH AND READER OPTIONS 



88-048^ 

88-0430 
86-006:^ 

86-018$ 

88-0430 
86-006^ 

86-021$ 

88-049| 
88-045^ 

86-007$> 
86-007$ 
86-01 Op 

88-0517 

86-026fl 



High Speed Punch and Reader Interface with 
one of the following combinations: 

BRPE Punch Drive Unit with. 

Teletype Model BRPE11 High Speed Tape Punch 
(1 10 Char/Sec) and, 

Superior Electric Model HS300 Photoelectric 
Tape Reader (125 Char/Sec) 

BRPE Punch Drive Unit with. 

Teletype Model BRPE 11 High Speed Tape Punch 
(110 Char/Sec) 

Dataterm Model HS300 Photoelectric Tape 
Reader (300 Char/Sec) 

Tally Punch and Reader Interface with. 

Tally Punch and Reader Drive and one of 
the following combinations: 

Tally Model 1505 Paper Tape Punch (60 Char/Sec) 

Tally Model 1504 Paper Tape Reader (60 Char/Sec) 

Tally Model 1506 Paper Tape Punch and Reader 
Combination (60 Char/Sec) 

Remex Punch and Reader Interface with one 
of the following combinations: 

Remex RAF3075B Mylar Punch (75 Char/Sec) and 
Photoelectric Reader (300 Char/Sec) Fanfold 
Combination ' 
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Table 4-127. I/O Options Available For The ND812 (Cont'd.) 



86-0263 

HARD COPY I/O DEVICES 
LINE PRINTERS 
88-0483 
86-0212 
88-0488 
86-0238 
PARALLEL PRINTER 
88-0487 

86-0048 

86-0050 

88-0051 

88-0486 

86-0115 

86-0225 



Remex RAR3075B Mylar Punch (75 Char/Sec) 
and Photoelectric Reader (300 Char/ Sec) 
Spooler Combination 



Data Products Line Printer Interface with. 
Data Products Model 2410 Line Printer 
Centronics Line Printer Interface with, 
Centronics Model 101 Line Printer (165 Char/Sec) 



Franklin Printer Interface with one of the 
following; 

Franklin Model 1220 Printer, 10 Column, 
20 Lines/ Sec 

Franklin Model 1230 Printer, 10 Column, 
30 Line^/Sec 

Frankl in Model 1240 Printer, 10 Column, 
40 Linev'Sec 

Hewlett Packard Printer Interface with one 
of the following; 

Hewlett Packard Model 5050A Printer, 
20 Lines/ Sec 

Hewlett Packard Model 5055A Printer, 
10 Lines/Sec 



DIGITAL INCREMENTAL PLOTTER 

88-0485 Digital Incremental Plotter Interface with, 

86-0226 Calcomp Digital Incremental Plotter 
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Table 4-127. l/fo Options Available For The ND812 (Cont'd.) 



MISCELLANEQUS ND812 OPTIONS 



84-0098 
88-049|5 
88-0446 
84-01^9 

84-0 nl6 

I 

88-04^1 
88-04^9 
88-04710 
88-0467 



88-0476 



4.6.3.1 PIOINSTRUC 
can take place in either c 
peripheral to the ND812. 
Gjenerally, each periph 
wliiich address only the 



era 



Power Restart 

Real Time Clock 

I/O Card Cage Extension 

I/O Exten si on Card Module 

TOO Foot Teletype Extension Cable 

Teletype Interface with Autoloading 

Mohawk Card Reader Interface 

Hewlett-Packard Card Reader Interface 

Data Phone Interface 

Computer-to-Computer Interface 



IONS. Data transfers between a peripheral and the computer 
irection; i.e., from the ND812 to the peripheral or from the 
In either case, the data transfer must be program controlled. 
I has several functions controllable through a set of instructions 
ipheral . 



pen 

Table 4-128 Is the I/O instruction word format in both the single-word and 
hwo-word forms. The sincle-word format permits sixteen discrete addresses and 16 discrete 
functions. In combination they permit 256 unique instructions. Various functions of the 
peripheral devices are oblained by assigning an address word and a function word from the 
address and function fields of either the single-word or two-word Instructions. The 
functions are obtained whsn the ND812 provides as outputs, control pulses at different 



time intervals, depending 
discrete pulses are called 



4.6.3.2 PRIORITY INTERRUPT 
signal path between the 
peripheral at a time may 
require service during a gfven 



on the state of bits 8 through 1 1 of the function field. These 
Peripheral Control Pulses. The two-word I/O instruction has 
a 7-bit address field permitting 256 possible unique addresses and, as with the single-word 
function field, a 4-bit field for generating peripheral control pulses; thus, in the two-word 
I/O format, 4,096 unique] Instructions are possible. 



INSTRUCTIONS. Because the I/O bus is a single common 
ND812 processor and any peripheral connected to It, only one 
iDse it. Hence, in a situation where more than one peripheral may 
moment of time, a queuing or waiting line must be established. 
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Table 4-128. I/O Instruction Formats 




Opt^fHtion Code 
?4\x - 77xx^ 



Oovioc Select Code 



Bii B ■ 1 1 mciv be u'ied 
as .idililiondi bits for 
tlcietrnining iht^ deviCe 
suleci codu, providing 
up to 256 !;0 commands 
or, ihey may be used as 
Inur seiiuentidl pulses 
(PCPO, PCPl, PCP2 and 
PCP;!I, providing multi- 
Uinction operrftion with 
,i mnqli' I O infitruclioii 



This is the single-word input/output 
format. Its operation code begins at 
74xx. Bits 4 through 7 permit discrete 
addressing and bits 8 through 11 permit 
discrete functions. In various combina- 
tions, they permit up to 256 unique 
instructions. 




tour sequential pulses 
{PCPO. PCPl, PCP2 
and PCP3I, providing 
multitunrtion operation 
with it single I/O 



This is the two-word Input/output 
format Its operation code is 074X. 
Bits 7 through 11 of the first I/O word 
are unused. Bits through 7 of the 
second word permit discrete addressing 
and bits 8 through 11 permit discrete 
functions. In various combinatinns , 
they permit up to 4,096 unique 
instructions. 



This is done through the ND812 priority interrupt system which permits a programmer to 
specify the order of service in such a situation. 

Table 4-129 lists the interrupt instruction subgroup together with the interrupt 
instruction bit pattern. Although these instructions appear in the ND812 operate group 
(operate code lOOOg), they do not perform arithmetic or logical operations on data in the 
J or K accumulators; hence, these instructions can be considered to be in a separate class. 
They deal only with the interrupt control logic of the ND812 I/O controller. When one 



Table 4-129. Interrupt and Power Foil Insl-ruction Subgroups, Bit Patterns 
Octal Bit Pattern 



Code 


Mnemonic 


Subgroup 


12 


3 4 5 6 


7 8 9 


10 


1] 


1003 


lOFF 


INTERRUPT 


1 






1 


1 


1004 


lONH 




1 




1 






1005 


lONB 




1 




1 




1 


1006 


lONA : 




1 




1 


1 




1007 


lONN 




1 




1 


1 


1 


1440 


SKPL ^ 


POWERFAIL 


1 


1 1 








1500 


PION 




1 


1 1 








1600 


PIOF 




1 


1 1 









of these priority instructioths is processed, the ND812 instruction decoder detects an operate 
instruction. However, because the content of the J or K registers is not affected (bits 4 
or 5 of the instruction word not set), the data pattern established by bits 9, 10 and 1 1 of 
the instruction register is Interpreted as priority interrupt data. 

4.^.3.3 POWERFAIL INTERRUPT INSTRUCTIONS. Actually, there are two types of 
interrupt instructions, priority and powerfail. A powerfail interrupt instruction permits the 
ND812 to store the contenits of its various registers In memory when the ND812 system loses 
a-C or d-c power. Powerfbll interrupt instructions are also processed as operate instructions. 
When a power failure occurs, there is sufficient time to process a large number of Instruc- 
tions (about 1 millisecond); before faulty operation of the ND812 processor and memory 
oc<;urs. Because of its magnetic properties, the memory is not affected by a power failure. 
Hehce, a powerfail subroutine can be included in any program that will permit the content 
of any register in the ND812 to be saved. 

4.6.3.4 TYPES OF PROGRAM CONTROLLED I/O INSTRUCTIONS. Generally, there 
are three types of I/O Inst|ructions for a given peripheral; data transfer, external skip, and 
function. Data transfer signals include data transfers in either direction between the ND812 
and the peripheral devices! connected to the I/O bas. External skips permit programmed 
intbrrogation of the peripheral to determine whether a data transfer or function has been 
cor]npleted. Function Instructions control any of the numerous functions that a peripheral 
may perform. All transfers of data in the PIO mode are program-controlled. However, 
dalia transfers in the DMA fnode are initialized through program -control led Instructions 
which specify the number (>f 12-bit data words to be transferred (called a block) and the 
address of the first word of' the block of data to be transferred. Once the DMA transfer 
has begun, all the data In ithe entire block Is transferred In successive single-word bytes 

untlll the total number of wjords on the block has been counted. 

j 

I Prog ram -controlled I/O (PIO) operation is effected by execution of any PIO 

Insfructlon (Table 4-128). ' Execution of these instructions results in the presentation of 
device addresses and timing signals on the I/O bus. The device (or devices) affected, 
ancjl the I/O operations that these signals result In, are determined by both the bit pattern 
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MEMORY DATA REGISTER BIT PATTERN 











( 1 oMsrir* 


■1 0M1 1 


* ) 







1 


2 


3 


4 


5 


6 


7 


a 


9 


1 


1 1 



DEVICE ADDRESS 



^PCP3/C0NTRDL PULSE DULY 
PCP2/CAN INPUT OUTPUT J S K OR 

■■SKIP TEST (OR CONTROL) 

PCPl/CAN INPUT OUTPUT J & K OR 

""skip test (OR CONTROL) 

»>PCP?/CONTROL PULSE OR SKIP TEST 



Figure 4-96. PIO InslrucHon Coding 

of the PIO instruction (Figure 4-96) and the configurations of the hardware controllers 
connected to the I/O bus. 

4.6.3.4.1 Data Transfer Instructions. The PIO and DMA logic are not separate electrical 
units in the ND812, but functionally, they perform all the operations required by the 
ND812 to communicate with any interconnected peripheral device. Logic circuitry that 
controls either program-controlled or DMA transfers between a peripheral and the ND812 
processor is located on the main logic assembly of the processor (Figure 4-97). Hence, the 
I/O controller described in this Section includes all the logic required to implement 
communication between the ND812 and an interconnected peripheral. 

The interrupt facility of the ND812 (4, Figure 4-97) fomis an integral part of 
the PIO system. Interrupts enable peripheral devices to notify the ND812 processor of 
changes in their status. This ability makes it possible for the relatively slow peripheral 
devices to prepare for each I/O operation asynchronously with respect to programs running 
on the computer. 

Most PIO operations are initiated by programs running on the computer. When 
an I/O operation is desired, a PIO instruction is executed to notify the appropriate peri- 
pheral device of this fact. Subsequently, the peripheral device generates an interrupt 
through the I/O control logic (2) to notify the ND812 that it should execute a service 
routine either to check the status of the peripheral device(s) involved, or to initiate an 
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I/O operation. Further interrupts may or may not be necessary during the performance of 
a particular I/O operation, depending on the priority level of the next device requesting 
service. The priority level logic (4) produces the I/O priority signals. 

4.6.3.5 PIO INSTRUCTION CONTROL MECHANISM. When a PIO instruction is 
executed, three items of information are transmitted over the I/O bus. The lOCOM* 
signal is asserted to signify that an I/O instruction is being executed. Signals lOMOO* - 
lOMl 1* present a twelve bit word through the lOM gates (24, Figure 4-97) that is used 
to address the appropriate device. One or more peripheral control pulses may be generated 
as signals PCPO* - PCP3* through the I/O clock control logic (5) and the clock generator 
and timing logic (8). 

The device address and pattern of peripheral control pulses generated during 
execution of a PIO instruction is determined by the twelve-bit word contained in the 
memory data register (19) during the final basic phase of the I/O instruction execution. 
For a single-word PIO instruction, the instruction itself (including the operation code) is 
contained by the memory data register during the last (and only) basic phase of the machine 
cycle. For a two-word PIO instruction, the second word of the two-word instruction is 
contained in the memory data register during the last (second) basic phase of the machine 
cycle. 

Figure 4-96 illustrates the way in which the bit pattern in the memory data 
register controls addressing and peripheral control pulse generation in a typical implemen- 
tation. Though the entire twelve-bit word in the memory 'bta register (19) is presented 
on the I/O bus (lOMOO* - lOMll*) only the first eight bits (lOMOO* - IOM07*) are 
used to represent device addresses. The last four bits determine which of the four peripheral 
control pulses (PCPO* - PCP3*) are generated for a particular PIO instruction. If the bit 
corresponding to a peripheral control pulse is set, that pulse Is generated. Figure 4-96 
also shows the possible operations generated by execution of each of the peripheral control 
pulses. 

Figure 4-98 is a timing diagram showing the time relationships among the peri- 
pheral control pulses and other I/O signals. The final basic phase of any PIO instruction 
execution is extended fifty percent longer than a normal machine cycle. In particular, 
time intervals BP4 through BP7 are doubled in length from 0.25 microseconds to 0.5 micro- 
seconds each. From the start of period BP4 until the end of period BP7, signal lOCOM* is 
asserted (low) and the device address information Is presented by bus signals lOMOO* - 
lOMll*. Pulse PCPO* starts about midway through period BP4 and ends at the start of 
period BPS; it is only 0.25 microseconds long. Pulses PCPl* through PCP3* are concurrent 
with periods BP5 through BP7, respectively, and are each 0.5 microseconds long. 

A typical eight-bit device address decoder is illustrated in Figure 4-99. This 
particular decoder will recognize the bit pattern OIOOOIOO2 (2108) contained in bits 
through 7 of the memory data register. When this bit pattern is represented by signals 
lOMOO* - IOM07*, and signal lOCOM* is asserted, the ADDRESS signal is asserted to 
indicate that the proper address is being presented to other peripheral logic. Signal lOCOM* 
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indicates to the decoder that a PIO instruction is being executed and that signals lOMOO* - 
IOM07* represent a device address. 

In implementing the address decoder (as well as the rest of a peripheral inter- 
face controller) three rules must be observed in loading the I/O bus. 

1 . Signals lOMOO* - lOMl 1* can each sink approximately 30 milllamps. 

2. Each interface should not load an output more than approximately 4 milllamps. 

3. Each Input should be capable of sinking approximately 20 milllamps. 

4.6.3.6 POLLING MECHANISM. The polling mechanism is the means by which the 
ND812 determines the source of an Interrupt request when the interrupting device does not 
provide a trap address that leads the processor directly to the proper service routine In a 
given program. This mechanism requires less interfacing hardware than a trap-addressing 
mechanism, but is less economical with respect to processor time. 

Figure 4-100 shows a typical interrupt request and skip test Interface circuit. 
When the peripheral device associated with this circuit is ready to request an interrupt, 
the Interrupt flag (signal FLAG) is raised (set high). When the flag Is up and the interface 
is permitted to generate interrupt requests (by an asserted lONA*, lONB*, or lONH* signal 
if this device is not of highest priority), signal EINTR* of the I/O bus is pulled low to 
request an interrupt from the processor. 

After the interrupt has been permitted, the polling routine can be executed. 
During the polling routine a skip-test PIO instruction for this device Is executed. Signal 
ADDRESS from a device address decoder goes high and two peripheral control pulses are 
generated. The first pulse (PCPO*, PCP1*, or PCP2*) causes a pulse of signal EXSKP*, 
which causes the processor to increment the program counter (9, Figure 4-97) thereby 
skipping the next instruction. When period BP7 occurs, the content of the program counter 
(9) is switched through the MX multiplexer (12) to the adder (14). Then, due to the presence 
of the EXSKP* signal at the I/O control logic (2), the add +1 logic (11) permits the adder 
(14) to be incremented. Thus, incremented r^aia Is returned to the program counter (9). 
The second pulse (PCP3*) causes the Interrupt flag to be lowered (FLAG Is reset). The 
instruction executed after the skip caused by EXSKP* leads the processor to the proper 
service routine. The requirement for the selection of PCP pulses Is that the PCP pulse used 
for skip interrogation must be asserted before the PCP pulse used for the flag clear function. 

In Figure 4-100, the skip interrogation signal Is provided when peripheral control- 
pulse PCPO* is generated through the set state of bit 8 of the I/O Instruction given as the 
typical example in Figure 4-96. Hence, the EXSKP* signal Is produced when device 
address 210 is selected, the device flag is set, and peripheral control pulse PCPO* is 
present. The flag clearing signal, is obtained when this same device address Is specified 
together with bit 11 of the I/O instruction; hence, the flag clear signal is generated 
whenever instruction 2101 is programmed. 
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4.6.3.7 TRAP ADDRESSIiNG MECHANISM. The trap-addressing mechan ism makes it 



possible for an interrupting 



time required to service an 



peripheral device to lead the ND812 directly to the proper 



service routine or to a shortened polling routine, thereby reducing the amount of processor 



interrupt. Implementation of this mechanism requires more 



interface circuitry than thej polling mechanism. 

Figure 4-101 sh(tiv/s a typical trap-address generator. When the ND812 recog- 
nizes the interrupt request generated by the Interface containing the trap-address mechanism, 
the ND812 I/O control logic (2, Figure 4-97) pulls signal XINTP* low. Assertion of 
XINTP* in conjunction with the high FLAG signal (Figure 4-100) results In presentation of 
the trap-address on the sigr|\als EXTOO* - EXTll* to the utility gates (7, Figure 4-97). 
Only those signals among EXTOO* - EXTll* that correspond to logical I's of the trap address 
are connected to line driver NAND gates and pulled low. Signal XINTP* (Figure 4-101) 
remains low (and the trap cddress is presented) for at least 0.5 microseconds ending at the 
stairt of period PUl of the interrupt Initiation cycle. After the Interrupt initiation cycle, 
the processor begins execution of a service (or polling) routine starting two locations 
beyond the trap-address. 

The interrupt is acknowledged by the ND812 when the current Instruction is 
completed. The Interrupt (tauses the I/O clock control logic (5, Figure 4-97) to Inhibit 
normal clock generation and timing (8) and enable interrupt cycle timing (26). During 
interrupt cycle timing no bqsic- or execute-phase pulses are generated. 

When period PUp occurs, the trap address Is gated from the EXTOO* through 
EXTl 1* bus data lines through the utility gates (7, Figure 4-97), and through the MX 
multiplexer (12), to the adder (14). If there Is no trap-address generator (Figure 4-100) 
in lihe peripheral, the unasserted EXTOO* through EXTll* lines admit trap address OOOOg 
into the adder (14, Figure 4-97); otherwise the specified address is admitted. 



the 



When the trap address is unspecified, a polling routine must be used to identify 



the 
for 



source of the interrupt. 



wh6se priority has been asserted. However, If the trap address is specified, the service 
subroutine for the interrupt 



same priority, however 
that priority level must 



raige Its Interrupt flag at a 



because the Interrupt can be generated by any peripheral 



ing device can be entered directly. If more than one device has 
, they must have the same trap address, and a polling subroutine 
be used unless provisions are mada to ensure that only one can 
time. If this were allowed to occur, both would present their 
trap addresses simultaneously and the resulting trap address would be the result of ORIng 
the: two addresses together.! 



Next, the I/O iontrol logic (2) causes the add + 1 logic to increment the content 
of ihe adder (14). The reason for this incrementation Is that an unspecified address names 
thei first location In memory field 00. This same location Is reserved for the autolndex 
feature, and therefore cannot be used. The incremented trap address Is loaded into the 
address register (10). Wheh period PUS occurs, the content of the program counter (9, 
Figjjre 4-97) is switched through the MX multiplexer (12) to the adder (14), and from the 
adcjer, through the bus and; memory buffer multiplexer (15) to the memory data register (19). 
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This permits the content of the program counter (the next address In the program) to be 
written is the memory location specified by the trap address + 1 when period PU5 occurs. 

When period PIJ6 occurs, the content of the address register (trap address + 1) 
is switched through the M)f multiplexer (12) to the adder (14) and incremented again. This 
is done by the I/O control! logic (2) through the add +1 logic (11). This new address data 
(trap address +2) is then restored into the address register (10) and also admitted into the 
program counter (9). The hew content of the program counter now specifies the address 
from which the next instruction is fetched, and the old content of the program counter is 
saved at the location specified by the trap address + 1 for the return to the interrupted 
program. This next instruction processed Is the first instruction in the service routine for 
the peripheral requesting \he interrupt. 

All interrupt service routines must end with an instruction to jump indirectly 
to the location specified by the content of the trap address + 1, the saved content of the 
program counter. In this rfianner, the program returns from the service subroutine to the 
next instruction which woijrld have been processed, had the interrupt not occurred. Because 
of jthe priority system usedjln the ND812, it is possible to Interrupt a service routine which 
Is iselng processed as the rtesult of a previous Interrupt; the qualifying condition for the 
occurrence of interrupts w|thin interrupted service routines (called nesting) Is that the 
interrupting device have d higher priority and that the ND812 can discriminate its trap 
address. If interrupts are nested, the I/O control logic (2) merely permits new interrupt 
cycles. 

At the conclusion of the interrupt cycle, a normal basic phase is entered and 
th^ new content of the prc|gram counter, the first address In the peripheral service sub- 
routine, is admitted into the address register and the Instruction located at that address 
(trtip address +2) is processed. 

4.(6.3.8 PIO DATA TRANSFER MECHANISMS. In the PIO mode, all data transfers take 
plcpce between the J and K registers (3 and 6, Figure 4-97) and peripheral devices. Up to 
two data transfers can be Effected for each PIO Instruction executed. The various combina- 
tions of data transfers possible for execution of a single PIO instruction are explained in 
detail later in paragraph 4.6.5.4 and are not discussed here. 

Figure 4-102 Is a typical interface circuit for transferring twelve-bit words from 
a peripheral device to the^ J or K register. These transfers are possible only when pulse 
PCPl* or PCP2* occurs, the PCP pulse Is gated with the output of a device address decoder 
and generates a high level STROBE signal for the duration of the PCP pulse (0.5 microseconds), 
The STROBE pulse gates the twieve-bit word out on lines EXTOO* - EXTll* of the I/O bus. 

The STROBE pulse also enables the two control signals DIN* and EXTK*. The 
hi^h IN signal causes DIN* to be pulled low to notify the ND812 I/O control logic (2, 
Figure 4-97) that data Is being transferred to the J or K register (3 and 6, respectively). 
If signal K is high, signaMEXTK* is pulled low to tell the I/O control logic (2) that the 
data is to be transferred to the K register (6). If signal K is low, signal EXTK* remains 
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high and the dal-a is automiatically transferred to the J register. 



Figure 4-103 shows a typical interface circuit for transferring twelve-bit words 
from the J or K register to a peripheral device. These transfers are possible only during a 
PCPl* or PCP2* pulse. The PCP pjise is gated from the clock generator and timing logic 
(8> Figure 4-97) with the output of a device address decoder (ADDRESS) to produce a low 
CLOCK* signal to three fOur-bit latches that form a buffer register. At the same time the 
PCP pulse and the high ADDRESS signal are gated with signal K. If K is high at this time, 
signal EXTK* is pulled loW, causing the ND812 to present the contents of the K register 
on bus lines OUTGO* - OUTll*. Otherwise, EXTK* remains high and the contents of the 
J itegister are presented instead. When the CLOCK* signal goes high again at the end 
of the PCP pulse, the twelve-bit word presented on signals OUTOO* - OUTll* at that time 
(content of the J or K register ) are preserved in the holding register. 
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4.6.3.8.1 Write Data Path. When the data transfer is from the ND812 to the storage 
element of the peripheral device, the data to be transferred is first loaded into either the 
J or K register (Figure 4-97, 3 and 6, respectively) and then switched through the MX 
multiplexer (12) to the adder (14), and through the out gates (23) onto the OUTS signal 
lines of the I/O bus. 

4.6.3.8.2 Read Data Path. When the data transfer is from the peripheral device to the 
ND812, the data to be transferred is admitted from the device storage element onto the 
EXT* lines of the I/O bus, through the utility gates (7), the MX multiplexer (12), and 
into the adder (14). From the adder, data from the peripheral is admitted into either the 
J register or the K register, 

4.6.4 DIRECT MEMORY ACCESS OPERATION 

The direct memory access (DMA) mode of operation allows a peripheral controller 
to manipulate directly the contents of memory, and to perform this manipulation asynchon - 
ously with respect to programs running on the computer. Use of this mode is intended for 
peripheral devices that transfer large blocks of data into or out of consecutive locations of 
memory. The DMA operations are carried out by generation of cycle steals which can 
occur between execution of successive instructions end interrupt program execution only 
for the duration of the cycle-steal memory cycle(s). Thus, after a program -control led 
routine has initiated a DMA data transfer operation, no further program control over this 
operation need be effected. 

When a DMA transfer of a block of data is initiated, the DMA interface con- 
troller must be given two items of information; the addres (including memory field) in 
memory of the first word of the block of memory involved, and the word length of the block. 
In addition, the block of storage space in the peripheral storage device involved must be 
specified. 

The twelve-bit starting address is typically stored in a presetable counter in the 
DMA interface controller. This counter is loaded by an I/O instruction, and is incremented 
after each cycle steal transfer to generate the next address. The memory field bits are 
also stored. 

The block length may be provided to the DMA controller in one of two different 
ways. The DMA controller may contain its own presetable counter to store the block length 
and decrement (or increment) its counter for each word transferred in order to be able to 
sense when the entire block has been transferred. Alternatively, the DMA controller may 
be provided with an address in the ND812 memory in which the word count (block size) is 
stored. In this case the DMA controller follows each DMA data-transfer cycle steal with 
a decrement (or increment) cycle-steal, during which the contents of the word count loca- 
tion are decremented (or incremented). The DMA controller is signalled when the word 
count reaches zero. With this method, the ND812 can easily monitor the progress of the 
DMA transfer by examining the contents of the word count location. 
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peripheral devices that need to transfer more than a single twelve- 
pie cycle steals can be generated. After a cycle steal is initiated, 
liteal further consecutive cycles in two ways; by holding the cycle 
low or by pulling signal SDCS* low. As long as either of these 
tonsecutive cycles are stolen. If the cycle steals are extended by 
signal SDCS*, the contetit of the address register in the ND812 is automatically incre- 
mented at the start of ea^h new cycle. 
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DMA controller. 



Is low for at least 0.5 microseconds, going high at the start of 
cycle-steal cycle. Whi le asserted, signal EXCSP* (Figure 4-104) 
request flag, sets signal DMAON high, and gates the twelve-bit 
on in memory to be affected out onto signals EXTOO* through 
loaded into the address register (10, Figure 4-97) of the processor 
manner similar to that previously described for the Trap Addressing 
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From the begljining of period PU5 until the end of period PU7, signal MRDY* 
(waveform F) is pulled idw by the processor. Its falling edge triggers the pulse generator 
connected to the reset input of the DMAON flip-flop (Figure 4-104), which primes the 
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holding regisi-er. The resiJ|l|-ing pulse causes the regist-er to load the data word from bus 
linjes lOMOO* through lOMll*. 

4.6.4.2 DMA I NCREMENT/DECREMENT MECHANI SM. A typical DMA increment- 
decrement interface circuit is shown in Figure 4-106. The operations of requesting the 
cytle steal, setting DMA(1)N, and transferring the address are the same for this interface 
as jfor the DMA data transfer interface (see paragraph 4.6.4.1). The increment-decrement 
interface exercises its conrrol over the processor through two signals on the I/O bus; 
signal ALTER*, when low, notifies the processor that the current cycle steal is an increment 
or decrement cycle steal. Signal DIN* determines whether an increment or decrement 
op(;ration is performed. 

The high MODIFY and DMAON signals combine to generate a low 



4-332 



PERIPHERAL DEVICE 





D a 

CK 0* 


CSRF 

1 


L. 

















210 
ADDRESS 



+ v O- 



i 



CK 



DMAON 



DEC- 



MOO- 



> 



_Q 



TRAIL 
EDGE 

PULSE 
AMPL 



ZERO LATCH 




BU S 
CSR* 



EXCSP* 



EXT(r«r».EXTl1* 



D I N< 



ALTER* 



MROT< 



CSMRZ* 



N D 8 t 2 



TIMING 

I BP7|pug| ' I ^ M M M I ° I M 



~i\\\\\\r 

CSP* 1 



E XTcrjr*- 

EXT11« 
DIN* 

ALTER* 

IKRDY* 
CSMRZ* 

DMAON 



LOW=|NC 



r 



Figure 4-106. Typical DMA Increment/Decremenf Interface 



4-333 



ALTER* signal. If signal DECREMENT* is high, signal DIN* is pulled low and an incre- 
ment operation results. \f signal DECREMENT* is low, signal DIN* remains high and a 
decrement operation is performed. The memory data register Is Incremented or decremented 
during period PU4. If the operation results in setting the contents of the memory data regis- 
ter to OOOOg, a low-signal CSMRZ* is generated by the processor to the DMA Interface 
during periods PU6 and PU7. If CSMRZ goes low, the zero latch in the interface is set 
(signal ZL is set high). At the end of PU7, the trailing edge of the Inverted MRDY* pulse 
causes DMAON to be res^t. Thus, there are actually two alternatives of DMA processing, 
one requiring a single cyqie-steal and the other, because of the increment/decrement 
requirement, two cycle-sfeal cycles for the transfer of a single twelve-bit data word either 
from or to memory. The first choice permits the highest transfer rate at the expense of 
address specifying and blcfck-length counting hardware. The second choice permits use 
of ND812 registers for ad<ilressing and counting at the expense of speed. 

4.6.5 DETAILED THEORY OF I/O OPERATION 

This paragraph provides detailed descriptions of the I/O controller operation. 
These descriptions include modification of machine-cycle timing either by the initiation 
of an interrupt or a cycle-steal request from the peripheral. Also included are detailed 
descriptions of processing a program-controlled instruction, priority instructions, and 
increment/decrement cyclies and multiple cycle steals. 

The I/O controller descriptions do not contain block diagrams because data paths 
hove already been described in paragraphs 4.6 through 4.6.4 and Figure 4-97. However, 
each description has a timiing diagram which shows the timing relationships between the end 
of the current or Interrupted phase, the interrupt or cycle-steal phase, and the beginning 
of the ensuing phase togellher with tabulations of the Fundamental Operations. 

These tables shbuld be used in trouble analysis because they are useful in Ident- 
ifying the various registeris, multiplexers, and accumulators used in a given operation. 
They also Identify the control logic which is used to obtain the hardware process. 

4.6.5.1 INTERRUPT INITIATION. Interrupts enable a peripheral device requiring 
service by the computer tcj) break into the normal execution of programs so that tha computer 
can turn its attention temporarily to providing that service. Interrupt initiation Involves 
trdinsferring control from q currently running program to a service routine, and making 
provision for returning to the interrupted program. 

Interrupts can cjnly occur if they have been previously enabled by execution of 
onie of the Interrupt enabling Instructions (lONH, lONA, lONB, lONN). Any of these 
four Instructions enables the computer to accept an interrupt request. The last three (lONA, 
lONB, lONN) enable various peripherals to generate interrupt requests as previously 
described In paragraph 4.iS. through 4.6.4. 

The interface designer can establish a hardwired priority level for any peripheral 
connected to the ND812 I/O bus. Actually there are four priority levels which the peri- 
pheral may use. These are: (1) highest, (2) special A, (3) special B, and (4) lowest. All 
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these priority levels can be programmed. 

The highest priority level (lONH) simply permits an external interrupting source 
to interrupt the program when the current instruction is completed. There is ho actual bus 
\Nire named lONH which carries such a signal. Hence, when a device carries the highest 
Interrupt priority, the interrupt request, which is issued from the device, is not priority- 
assignment dependent, so that in the case of Figure 4-100, for example, signal EINTR* is 
only dependent on the lONH interrupt instruction and request (FLAG), not the instruction, 
the request and the priority assignment. 

The two special priority assignments, and the lowest, lONA, lONB, and lONN, 
respectively, are programmed (software assigned) and hardware controlled. When corres- 
ponding instructions are programmed, any one or all of these priority levels may be enabled. 
However, the device cannot interrupt the ND812 program until its priority level is enabled 
by the proper instruction. The simplified logic description for these events is shown in 
reference A of Table 4-130 and associated timing is shown by waveforms A through L, W, 
and X, of Figure 4-107. 

The low XINTP* signal tells the interrupting peripheral device that the interrupt 
is permitted and gates the trap address (if there is one) out of the peripheral device as 
signals EXTOO* through EXTll*. If the device supplies no trap address, signals EXTOO* 
through EXTll* remain high and the trap address. is OOOOg. At the end of period PU7, the 
data word represented by signals EXTOO* through EXTll* is presented to the adder (14, 
Figure 4-97), and Is gated through the utility gates through the MX multiplexer. The 
simplified logic description for these events is shown in reference B of Table 4-130 and assoc- 
iated timing is shown by waveforms A, E, L, M, and N of Figure 4-107. 

Also, during period PUl, the trap address is incremented and loaded into the 
address register. The trap address is incremented by presenting OOOO3 from the add/subtract 
gates along with the trap address from the MX multiplexer to the adders and generating a 
high CIN signal which enters the carry Input of the adder. When these signals are thus 
presented, the adder presents the incremented trap address as bus signals BOO through Bl 1, 
and the address register is parallel enabled and clocked to store the incremented trap address. 
The simplified logic description for these events are listed in references C and D of Table 
4-130 and associated timing Is illustrated by waveforms A, E, O, P, Q, and R of Figure 4-107. 

At period PUl, signal INTP is reset as listed in reference E of Table 4-130 and 
waveforms A, F, and S of Figure 4-107. 

Whenever an interrupt occurs, all interrupts are automatically disabled and 
remain disabled until one of the four enabling instructions (lONH, lONA, lONB, lONN) 
is again executed. If this were not done, an interrupt could be initiated during an interrupt 
which might make it impossible to return to the previously Interrupted program. One of the 
four enabling instructions should be included at the end of every interrupt service routine, 
just before the return to the interrupted program. Leaving it out would result in a completely 
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Table 4-13C). Interrupt Initiation, Fundamental Operations 



6. 
7. 



9.; 

10. 



Ref. Period Simplified Logic 

A. PU7 SETi tiNTFF, 4.XINTP*, tINTCSF, IBLKE*, 

1. UeiNTR* + tlNTR*-*tlNTR/4B3 

2. !(tD0NE) (tCSR*) (tPU7B) (tSPPU*^ 
4.CKINT74B3-*tCLKINT/4B3 

3. : ICKINT* + t SPPU*-*tSPPU/4B3 

4. ;(tSPPU) (tPU7B)-*4SPPU*/4B3 

5. ; dSPPU') (tOONE) (tCSR*) (tPU7B)-* 
i tCKINT74EJ3 

tCKINT*-»ICLKINT/4B3 
(tCSFF*) (iCLKINT)^tlNTCK*/4B3 
8.i (tINTCK*) (tENINT) (tINTR) (tSTPUl)-* 
! tlNTP/4B4, IINTP*/4B4 
ilNTP*-*tlNTFF/4B4, ;iNTFF*/4B4 
(tINTFF) (tlNTP)-*IXINTP*/4A4 
11., ;iNTFF* + rcSFF*-*tlNTCSF/4B4 
12.1 (tINTCSF) {tPU7) ItCPPU") (tOSCPUL)-* 

tBLKBEP/5B2 
13.1 tBLKBEP^iBLKE*/5B3 
14.- tBLKBEP^lBLKBV5B3 

PUO EX|T00EXT11^MX00-I\/1X11 

lj ;XINTP*-*EXT00-EXT11 = 

: trap address 
2< ;iNTFF* + tCSFF*->TlNTCSP/8A3 
3; (tINTCSP) (TPU0B)-*iLDXT0*/8A3 
4i ;lDXTO* + tlOSLU* + tLDXT3* + 

: tLDXPR*^tLDEXT/8A3 
5i tLDEXT-^UOO-UII = EXT00-EXT11 /sheets 

14, 15, 16 
6i ILDXTO* + tlOSLU' + tSELU6* + 

tANDJK*^tSELU/8A3 
7. tSELU-^iSLUIVIX*/8A4 
81. 4.SLUMX*-^tMXEN/9A2 
tMXEN^;iVIXEN*/9A2 
tSLJMX* + tEX2* + tSLKMX* + 
tSLRMX*-;MXS2/9A2 
tSLRMX* + tEXI * + tSLPMX* + 
tSLSMX*-'4MXS1/9B2 
121. ISLUMX* + tSLKMX* + tEXO* + 

; tSLSMX*^tMXS0/9B2 
1^. (J.MXEN*) UMXS2) (4.MXS1) 
: (tMXSO)^MXOO-MXII 
14,15,16 



9|. 

loi. 

Ill 



Event 



Signal INTFF is set to 
indicate an interrupt 
initiation cycle; as a re- 
sult, signals XINTP*, 
INTCSF, BLKE*,and 
BLKB* are also 
asserted. XINTP* is 
transmitted on the I/O 
bus. BLKE* and BLKB' 
inhibit the execute and 
basic phases for the dur- 
ation of the cycle. 



The trap address is 
gated from EXTOO*- 
EXTir through the 
MX multiplexer (MXOO- 
MX11) to the adders. 



U00-U1 1 /sheets 
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Table 4-130. Interrupf Initiation, Fundamental Operations (Cont'd.) 



Ref. Period Simplified Logic 

C. PUO B00-B11 = MXOO-MXII +1 

1. ;iNTFF* + tCSCIN*->tlNTCIN/12A1 

2. tINTCIN + tPUOB^4.CIN2*/12A2 

3. iCIN2* + tCIN3* + tCINr-^tCIN/12A2 

4. (tTSADD*) (tTSSUB*)->TSOO-TSn = 
OOOOs /sheet 13 

5. (tCIN) (TS00-TS11 = OOOOg) {MXOO-MXII 
trapaddress)^B00-B11 = trap address 

+ 1 /sheets 14, 15, 16 



Event 



A carry-in is gen- 
erated and the trap 
address is incremented 
by the adders and pre- 
sented on the pro- 
cessor bus (B00-B11) 



D. PUO B00B11-*AR 

1. tPU0B-*J-PEA*/9B1 

2. ;PEA*^tPEA/9B1 

3. (tPEA) (tREGCLK)^4.CPA*/9B2 

4. (iCPA*) (|PEA*)^A00-A11 = 
B00-B1 1 /sheets 14, 15, 16 

E. PU1 RESET INTP, INTP* 

1. ;PUr + tEXPMR* -I- tSTCLR*-^ 
tSTPU1/3A3 

2. tSTPU1^ISTPU1*/3A3 

3. iSTPUl*-*;ilMTP/4B4, tlNTP*/4B4 

F. PU3 RESET ENINT 

1. (tlNTFF) (tPU3B)-^;iNT3*/8B3 

2. ilNT3* + tlOF5* + tSTCLR + tENINT-> 
tENINT*/11B2 

3. (tENINT*) (tCLKIN*)->4ENINT/11B2 

G. PU3 PC->MDR 

1. (tINTFF) (tPU3B)-*IINT3*/8B3 

2. J.INT3* + tJPS3* + tPRAR*-^tSELP/8B3 

3. tSELP-*iSLPMX*/8B4 

4. 4.SLPMX-tMXEN/9A2 

5. tMXEN-l-MXEN V9A2 

6. tSLJMX* + tEX2* -I- tSLKMX* -t- 
tSLRMX*^iMXS2/9A2 

7. tEX^* + l.SLPMX*■t-tSLRMX*-^ 
tSLSMX*-*tMXS1/9B2 

8. tSLSMX* + tEXO* -I- tSLKMX* -»■ 
tSLUMX*-^IMXS0/9B2 

9. (iMXEN*) (^MXSO) (tMXSI) 
(;MXS2)-MX00-MX11 = POO-P 11 /sheets 
14,15,16 

10. (tTSADD*) (tTSSUB*)-*TS00-TS11 = 
OOOOg /sheet 13 



The incremented trap 
address is loaded into 
the address register. 



Signal IIMTP and its 
complement are reset. 



Signal ENINT is reset 
low to disable all 
interrupts. 



The contents of the 
program counter 
(POO-P1 1) are gated 
through the bus and 
MBR multiplexer 
(PMR00-PMR1 1) to 
the memory data 
register (MOO-M1 1 ). 
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Table 4-130. Ilnferrupl- Initiation, Fundamental Operations (Cont'd.) 

Period Simplified Logic Event 

IV. acm (TS00-TS11 =00008)-*BOO-B11 = 

MXOO-MXIl/sheets 14, 15, 16 
12L IINTFF* + tCSRDB* + tLDMR*-* 

tRDB3/12[32 
13i. (tRDB3) (tPU3B)->4.BMEMVl2B2 
141. 4.BMEM*^tRDB/12B3 
1^. tRDB-^lRDB7l2B3 

16. 4-RDB*-*PMR00-PMR11 = B00-B11 /sheet 17 
ll 4.BMEM* + J.PU3*-*tPEM/12B3 
18i. tPEM^;PEM*/12B3 

19. (tPEM) (tREGCLK)-^4CPM*/12B3 

20. (-tPEM*) (iCPM*)-^M00-M11 = 
PMROO-PMRII /sheet 17 

PU6 AR+1-*AR 

1. (tlNTFF) (tPU6B)^l.SLAMX*/8A2 
i. 4.SLAMX^tMXEN/9A2 
i tMXEN->-4MXEN*/9A2 
4. tSLJMX* + tEX2* + tSLKMX* + 
: tSLRMX*^4.MXS2/9A2 
6. tSLRMX* + tEXr + tSLPMX* + 
tSLSMX*-HMXS1/9B2 

6. tSLSMX* +■ tEXO* + tSLKMX* + 
tSLUMX*-*>HVIXS0/9B2 

7. (IMXEN*) (IMXSO) (4MXS1) 
(4.MXS2)^IV1X00-MX11 = 
AOO-AII/sheets 14, 15, 16 

8. (tINTFF) (tPU6B)-';CINr/12B2 
i iCINI* + tCIN3* + tCIN2*-* 
^ tCIN/12A2 

10. (tTSADD") (tTSSUB*)^TS00-TS11 = 
^ OOOOr /sheet 13 

11. (tCIN) (TS00 TS11 = OOOOg) 
(MX00-MX1 1 = trap address +1 
B00-B1 1 = trap address +2/sheets 14, 15, 16 

PU6 AR->PC 

J. (tINTFF) (tPU6BH4.INT6B/9B2 

t. ;iNT6B + tBP205* + tJIVIP6* + 

\ tEXM1B*^tMPEP/9B3 

3. tMPEP-^4PEP*/9B3 

4. 4PEP*->tPEP/9B1 
Is. (tPEP) (tREGCLK)^'ICPP*/9B2 
b. (;PEP*) (4CPP*)-*P00-P11 = 

BOO'BI 1/sheets 14, 15, 1 6 



The contents of the 
address register 
(A00-A11) are incre- 
mented and replaced 
in the address register 



The contents of the 
address register (the 
trap address, now 
doubly incremented) 
is loaded into the pro- 
gram counter 
(POO-P1 1). 
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Table 4-130. Interrupt Initiation, Fundamental Operations (Cont'd.) 



Ref. Period 
J. PU7 



Simplified Logic 

RESET IINTFF, 4INTCSF 

1. (tPU7B) (tCPPU)-+IRDBLE*/4A4 

2. iRDBLE* + tGO-*tRDBLE/4B2 

3. (tRDBLE) (tlNTP*)->4RITFF*/4B4 

4. 4RITFF*-*;iNTFF/4B4, tlNTFF*/4B4 

5. tINTFF* + tCSFF*->4INTCSF/4B4 



Event 



Signal INTFF is reset 
to mark the end of the 
interrupt initiation 
cycle; INTCSF is also 
reset. 



K. PUO RESET tBLKE*. tBLKB* 

1. ;iNTCSF-^tlNTCS75B2 

2. <tlNTCS*) (tPUO) (tGO)- 
4RBLK*/5B2 

3. iRBLK*->;BLKBEP/5B2 

4. iBLKBEP->tBLKE*/5B3 

5. ;BLKBEP-tBLKBV5B3 



Signals BLKE* and 
BLKB* are reset to 
unlock the basic and 
execute phases for the 
beginning of the first 
instruction of the 
interrupt routine. 



disabled interrupt system. At period PU3, signal ENINT is brought low to disable all 
interrupts as shown in reference F of Table 4-130 and waveforms A, B, and F of Figure 4-107. 

In order that the place in a program where an interrupt occurred be remembered, 
the contents of the program counter (9, Figure 4-97) are stored at the location specified by 
the incremented trap address. To facilitate this, during period PUS, the memory data 
register (19) Is loaded with the contents of the program counter, from which these contents 
will later be stored into the memory. (See Memory, paragraph 4.5.) The contents of the 
program counter are gated through the MX multiplexer (12) to the adder (14) which pass 
them unchanged onto bus lines BOO through Bl 1 . The contents of the bus are then gated to 
the memory data register (19) through the bus and memory buffer multiplexer (15). The 
memory data register (19) is then parallel enabled and clocked to store the data word pre- 
sented to it. The simplified logic description for these events Is shown in references B 
and C of Table 4-130 and their timing is illustrated by wavefomis of Figure 4-107. 

The first instruction executed during an Interrupt is located two locations past 
the trap address. At period PU6, the contents of the address register (which contains the 
incremented trap address) are again Incremented to give the address of this location, and 
that address Is stored In the program counter. The simplified logic description for these 
events is shown in references H and I of Table 4-130 and their timing is shown by wavefonns 
of Figure 4-107. 

At the trailing edge of pulse PU7, signals IKTFF and INTCSF are reset to zero 
to end the interrupt initiation cycle. Then at period PUO, BLKE* and BLKB* are set 
high level so that the basic phase of the first instruction of the Interrupt service routine can 
be entered. The simplified logic description of these events Is shown In references J and 
K of Table 4-130 and their timing is Illustrated by waveforms of Figure 4-107. 
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The routine entered during interrupt initiation will either be a service routine 
or a polling routine. If a trap address is used, the sep/ice routine can be directly entered. 
A polling routine starting at location 0002g or two locations beyond a trap address can be 
used to determine which one of the peripheral devices requested the interrupt. After this 
has been determined, the proper service routine can be entered. Return to the interrupted 
program is effected by an indirect JMP instruction through the location where the program 
counter contents were stored during initiation of the interrupt. 

4.6.5.2 INTERRUPT CONTROL INSTRUCTIONS. The occurrence of normal interrupts 
(Powerfail interrupts are discussed in paragraph 4.6.5.3) is controlled by four signals; 
ENINT, lONA*, lONB*, lONL* (Table 4-131). Signal ENINT, when asserted (high) 
enables the processor to accept interrupts. Signals lONA*, lONB*, and lONL* are 
transmitted on the I/O bus and enable peripheral devices to request interrupts. These four 
signals are brought under program control by the five interrupt control instructions; lONH, 
lONA, lONB/IONN, and lOFF. Instructions lONH, lONA, lONB, and I ONN enable 
various interrupts to occur by asserting signal ENINT (also asserting signal ION, the status 
register bit representing signal ENINT) and combinations of the other three interrupt control 
signals. Instruction I OFF causes signal ENINT (and ION) to be unasserted. 

Instruction lONH causes signals ENINT and ION to be asserted and signals 
lONA*, lONB*, and lONL* to be unasserted. At period BP7, an inverted pulse is gen- 
erated as signal CLKI N* (reference A, Table 4-131). This CLKIN* pulse sets signal ENINT 
high, and clocks the interrupt priority latch causing it to load signals I09B, MOB, II IN 
and nOIll (reference B, Table 4-131). This sets signals I ON, lONA*, lONB*, and 
lONL* high. 

Table 4-131. lONH Instruction, Fundamental Operation 



Ref. Period Simplified Logic 

A. BP7 GENERATED CLKIN* PULSE 

1. (tl04*) (tl05B")-*il4l5/9A1 

2. (1100) (ilOl) (tl02) (4l03)^;OPr/7A1 

3. ;i4l5-ri4l5*/9A1 

4. (1106) (1107) 11108) (4OPr)-^tOP100/11A1 

5. (tOPlOO) (tl4l5)-»iOP10X"/11B1 

6. (4OP10X*)^tOP10X/1 181 

7. (tOPlOX) (11098) (tBP7B) (tCPPU)- 
ICLKINV11B2 



Event 



An inverted pulse is 
generated as signal 
CLKIN*. 



BP7 SET tENINT, tlON; RESET tlONA*' 

tlONB*, riONL* 

1. 4.CLKIN*-^tENINT/11B2 

2. (iCLKIN*) (109-111 = 1002)^tlON, 
ilONB, IIONA, ilONN/11B3 

3. (J.IONB) (tENINT)-^ilONB*/11B4 

4. (UONA) (tENINT)-niONA*/11B4 

5. (ilONN) (TENINT)^ilONL*/11B4 



The highest level 
interrupts are enabled. 
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Execution of instructions lONA, lONB, and lONN is identical to that of 
instruction lONH, exceptifor the difference in signals I09B, HOB, [UN, and llOlll. 
. For the lONA instruction,! signals ION, lONB*, and lONL* are set high and lONA is set 
low (Table 4-132). For thie lONB Instruction, ION, lONA*, and lONL* are set high 
and lONA* is set low (Talile 4-133). For the lONN instruction, signal ION is set high 
and signals lONA*, ION$*, and lONL* are all set low (Table 4-134) . For the lONN 
operation (Table 4-134) ar|d the I OFF operation (Table 4-135), fundamental operations 
are also dependent on the 1109, 110, and 111 bit patterns. 

Table 4-132,1 lONA Instruction, Fundamental Operation 

Ref. Period Simplified Logic Event 

A. BP7 SET tENINT, tlON, J-IONA*; RESET riONB*, 

tl(t)NL* 

1. |CLKIN*-^tENINT/11B2 Enable highest level and 

2. (ICLKIN*) (109-111 = lOljl^tlON, ;iON8, A level interrupts. 
ItlONA, ilONN/11B3 

3. (ilONB) (tENINT)-*tlONB*/11B4 

4. ;{tlONA) (tENINT)-*ilONA7l 1 B4 

5. UIONN)(TENINT)-*tlONL*/11B4 

I Table 4-133. : lONB Instruction, Fundamental Operation 

Raf. Period Simplified Logic Event 

A. BP? SET tENIhJT, ;iONB*; RESET tlONA*. 

1. !|CLKIN*-<-tENINT/11 B2 Enable highest level and 

2. :(1-CLKIN) (109-111 = 1102)-tlON, tlONB, . B level interrupts. 
UlONA, 1I0NN/11B3 

3. '(tlONB) {tENINT)-ilONB*/11B4 

4. (ilONA) (tENINT)-tlONA*/11B4 

5. (IIONNl (tENINT)-*tlONL '/11B4 



Table 4-134. lONN Instruction, Fundamental Opsration 

Ref. Period Simplified Logic Event 

A. BP7 SqT tENINT, jlONB*, nONA*, ;iONL* 

1. (iOPlOX*) (109-111 = 111)^il1011*/11B2 All interrupt levels 

2. 4 1 1 01 1 *-t II 01 1 1 /1 1 B3 are enabled . 

3. iCLKiN*^tENINT/11B2 

4. (ICLKIN*) (109-111 = 111) 
(tl10l11)-»tlON, tlONB, tlONA, 

:tlONN/11B3 

5. (tlONB)(tENINTHilONB*/11B4 

6. ;(tlONA) (tENINT)-*ilONAVl1B4 

7. (tlONN) (tENINT)-*|IONL*/11B4 
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Ref. 
A. 



Table 4-135. I OFF InstrucHon, Fundamental Opsration 

Period Simplified Logic Event 



BPS RESET iENINT, tlONB*, tlONA*, tlONL* 

1. (tl04*) (tl05B*H4l4l5/9A1 



2. 
3. 
4. 

5. 
6. 

7. 

8. 
9. 

10. 
11. 



(ilOO) (1101) (tl02) (4I03)->IOP1*/7A1 

il4l5^tl4l5*/9A1 

(;i06) (il07) (1108) (iOPI*)^ 

tOPIOO/IIAI 

(tOPlOO) (tl4l5)-*10P1-OOX7l1B1 

(IOP1-00X*) (il09B) (tll-OB) (tlllB)-* 

ilOFF*/11B1 

ilOFF*-*tlOFF/11B1 

(tlOFF) (tBP5)-*IIOF5Vl1B2 

II0F5* + tENINT+ tlNTS* + tSTCLR*^ 

tENINT7l1B2 

(tENINT*) (tCLKIN*)^;ENINT/11B2 
lENINT-^tlONB*, tlONA*, tlONL*/11B4 



All interrupt levels 
are disabled. 



The I OFF instruction (Table 4-135) causes all the interrupt control signals to be 
unasserted. At period BPS, signal ENINT is reset low. The state of the priority interrupt 
latch is not affected, and signals lONA*, lONB*, and lONL* are all set low as a result 
of the low ENINT signal. Because signals ION, lONA, lONB, and lONN are not 
affected the interrupt bits of the status register are not changed. 

4.6.5.3 POWERFAIL INTERRUPT SYSTEM. The powerfail interrupt system provides the 
computer with the capability to automatically store in core the contents of all processor 
registers when a power failure occurs. Since the contents of the core memory are not 
affected by a power failure, this allows p-ograms that were running when a power failure 
occurred to be resumed, when power is restored, at the point where they were halted by 
the power failure. 

The onset of a power failure is detected by circuitry associated with the system 
power supply (sheet 19), When the power level drops to a preset level (as determined by 
the bias circuit of transistor Q6/19A4), transistor Q6 turns on. This results in setting 
signal BDPWRV19A4 low. If the powerfail interrupt system is enabled at that time, an 
interrupt request is generated. For about one millisecond after signal BDPWR* goes low, 
there is sufficient power to drive the logic circuitry of the computer. If within that time 
a suitable powerfail routine is executed, computation can be resumed svhere interrupted 
by the power failure. Otherwise, the processor status is lost. 

The ability of the powerfail logic to generate interrupt requests is controlled by 
two instructions; PION and PIOF. Instruction PION enables the powerfail logic while 
instruction PIOF disables it. 

When instruction PION is executed, signal PRINT Table 4-136 Is set high and 
signal PRINT* is set low, enabling assertion of signal INTR* (interrupt request flag) by a 



4-343 



Table 4-136. Pdwerfail Interrupt System, Fundamental Operations 



Ref . Period Simplified Logic 

A. BPS SET tPRINT, IPRINT* 

1. (1100) (1101) (tl02) (tl03)-*;OP2*/7A2 

2. IOP2*->-tOP2/7A3 

3 : (tOP2) (tPULSKP) (tl07*) (tlOS*) (tl09*) 
(tnO*) (tl11*)-*40P2PR*/3A1 

4. |OP2PR*->tOP2PR/3A2 

5. (tOP2PR) (tl5BSKP)^iSPRIN*/3A1 

6. 4SPRIN*^tPRINT, ;PRINT*/3A2 



Event 



F'owerfail interrupt 
system is enabled. 
(PION instruction) 



B. BPS REiSET iPRINT, tPRINT* 

1. (As in A. 1-4) 

2. (tOP2PR) (tl4SKP)-lRPRIN*/3A1 

3. |RPRIN*^tPRINT*, iPRiNT/3A2 

C. PU6 RESET IGO. tCiO" 

1. (tBDPWR) (tPRINT')-4RGPWR*/3A2 

2. IRGPWR* + tsr + tSTOP*-*tRGO/3A2 

3. (tCPPU) (tOONE) (tPU6B) (tGO)-> 
4FFCLKV3A2 

4i. 4FFCLK*^tFFCLK/3A2 

51. (tRGO) (tFFCLK)-^4.RGO*/3A3 

e. 4.RG0* --J.G0, tGO*/3A3 

D. ANY SET l-BLKMC*; RESET iENIVII 

lL (tGO*) (tBDPWR)-'IBLKMC*/4A2 

i. 4GO--tRUN*/19A4 

3. ItRUN') (tBDPWR)^iENMI/19B4 



Powerfail interrupt 
system is disabled. 
(PI OF instruction) 



The go flip-flop is 
reset to halt the 
processor. 



The clock is stopped 
(BLKMC*) and the 
memory disabled 
(ENMI). 



BPS PC+1-*PC 

1. (As in A. 1-4) 

2. (tBDPWR) (tOP2PR) (tl06B)^ 
iSKBPW7lOB4 

3. ISKBPW* +• tSKZ* + rOPSKP* + 
tSKFLP*-'-tOP2SKP/10A4 

4. (tOP2SKP) (tBP5) (tOP2)-- 
J,CIN3*/12A2 

5. iCIN3* -^ tCIN2* + tCIN 1*-tCIN/12A2 

6. (tOP2) (tBP5B)-*ISLPMX*/8B4 

7. tSTEX* + tSLJMX* + tSLKMX* +■ 
4SLPMX* + tSLUMX* + tSLAMX* -i- 
tSLSMX* -t- tSLR(VlX*^'tMXEIM/9A2 

8. tMXEN^;MXEN*/9A2 

k. tSLJMX* + tEX2* + tSLKMX* + 
' tSLRMX*-^|MXS2/9A2 
10. tSLRMX' + tEXI * + ISLPMX* -t- 
tSLSMX*-^tMXS1/9B2 



The contents of the 
program counter are 
incremented and loaded 
again into the program 
counter. 
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Table 4-136. Powerfall Interrupt System, Fundamental Operations (Cont'd.) 

Ref. Period Simplified Logic Event 

11. tSLSI\/lX* + ^EX0• + ^SLKMX* + 
tSLUIVlX*-*4MXS0/9B2 

12. (IMXEN) (iMXS2) (tMXSI) (iMXSO)-> 
MX00-MX11 =P00-P11/sheets 14, 15, 16 

13. (tTSADD*) (tTSSUBI-TSOO TSn = 
OOOOr /sheet 13 

14. (tCIN) (TS00-TS11 = OOOOg) (MXOO-MXII = 
POO-PI 1HB00-B11 = (POO-P1 1 ) +1 /sheets 
14,15,16 

15. (tOP2) (tBP5B)^IBP205*/9B3 

16. IBP205* + tJ|VIP6* + tlNT68 + tEXMIB*-*- 
tMPEP/9B3 

17. tMPEP^-|PEP*/9B3 

18. 4.PEP*^tPEP/9B1 

19. (tPEP) (tREGCLK)^ICPP* 

20. (iPEP*) (|CPP*)->P00-P11 = B00-B11 



high-level BDPWR signal (see reference A of Table 4-136). The contents of the instruction 
register (ISOOs) are decoded to produce a low SPRIN* signal. This asserted SPRIN* signal 
asynchronously sets the set-reset latch that generates signals PRINT and PRINT*. 

When instruction PIOF is executed, signal PRINT is reset low and signal PRINT* 
goes high, disabling assertion of signal INTR* (interrupt request flag), but enabling asser- 
tion of signal RGPWR* by a high-level BDPWR signal (see reference B of Table 4-136). 
The contents of the instruction register (1600g) are decoded to produce a low RPRIN* 
signal. This asserted RPRIN* signal asynchronously resets the set-reset latch that generates 
signals PRINT and PRINT*. 

If signal BDPWR becomes asserted while the powerfail logic is not enabled to 
generate an interrupt request, an orderly powerdown of the computer is performed immed- 
iately after completion of the current instruction execution. Assertion of signal RGPWR* 
causes the GO latch to be reset, thereby halting the processor as shown in reference C 
of Table 4-136. 

The halted condition of the computer and the asserted BDPWR signal initiates 
the powerdown. Signal BLKMC* is asserted (reference D of Table 4-136) to block the 
clock output. Signal ENMI is brought low causing on electronic switch (transistor Q7 and 
Q8/19B4) to deprive the current sources of the core memory drivers of their power. Cutting 
off this power renders the core memory unalterable, thus protecting its contents from the 
unpredictable effects of the final loss of power. 

Because none of the processor registers have their contents stored when a power 
failure occurs and the powerfail logic is disabled, the status of the processor is lost in this 
case. The memory contents are protected in this case, so that it can be safely relied upon 
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that the contents of the mdmory are retained as they were just before the power failure 
occurred. 

When a power ftiilure occurs while the powerfail logic is enabled, the only 
thing that happens automatically is the generation of an interrupt request (signal INTR* is 
asserted). It is left to program control to halt the computer so that an orderly powerdown 
can be performed before the power level drops too low to operate the logic circuitry of 
the processor reliably. Five alternatives are possible. 

1. The program! can ignore the power failure indications and let the system 
crash in a disorderly fashion making the information stored in the memory 
unreliable. ' 



2. The program can finish and come to a normal halt before the power completely 
fails, resulting in an orderly power down and loss of processor status information. 

3. The prograrH con execute a SKPL flag to check for a powerfail flag (BDPWR) 
and branch to a power failure handling routine to store the contents of all 
the processcjr registers and come to a halt. This would make it possible to 
continue loiter. 

4. The programi can allow interrupts, enabling the powerfail interrupt to occur, 
resulting in ^execution of a power failure handling routine as in case 3. 



The program 



can execute a PIOF instruction, resulting in an immediate and 



orderly powerdown. 

The interrupt ret^uest generated by the powerfail logic is not accompanied by a 
trap address. A SKPL instituction should be included in the polling routine starting at loca- 
tion 00028 of memory field 1 . To check for the powerfail flag (BDPWR). 

The SKPL instruction, when executed, increments the contents of the program 
coiljnter if signal BDPWR is! asserted at that time. The instruction is decoded and at period 
BF5 a carry in (CIN) signal to the adders is generated for signal BDPWR high (see Section 
E of Table 4-136). The eContents of the program counter (POO through PI 1) are gated through 
the MX multiplexer to the adders. The output from the TS multiplexer (TSOO through TS11) 
to the adders is set to OOOCg. The adders in response to these inputs present the incremented 
contents of the program cojnter on bus lines (BOO through B11). The program counter is 
then parallel enabled and loaded to store the incremented number. 

4.6.5.4 PROGRAM-CONTROLLED PIO INSTRUCTIONS. Program-controlled I/O (PIO) 
instructions provide an interface betv/een programs running on the processor and devices 
peripheral to the processor!. This interface allows for the exchange of data and control 
Information. A single PIO instruction can perform an arbitrary combination of four functions. 

1. Generate control signals to produce certain functions in a peripheral device. 
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2. Input or output a twelve-bit word from the J register. 

3. Input or output a twelve-bit word from the K register. 

4. Cause a peripheral device to generate a skip signal EXSKP*, which in turn, 
causes the processor to increment the program counter, thereby skipping the 
next instruction. 

The object of performance of these basic processes is discussed earlier in this 
section. This paragraph concerns itself with the way in which these processes are brought 
about. 

There are two types of PIO instructions; single-word and two-word (Table 4-128). 
Both types produce the same types of control signals for control of the peripherals: an 
address presented on the lOM lines, and peripheral control pulses (PCPO* through PCP3*). 
A single-word PIO instruction has a four-bit address taken from bits 4 through 7 of the 
instruction. A two-word PIO instruction has an eight-bit address taken from bits through 

7 of the second word of the instruction. However, it should be understood that all twelve 
bits of a single-word PIO instruction or all twelve bits of the second word of a two-word 
PIO instruction are presented on the I OM lines of the I/O bus and may be used by peri- 
pheral devices as addressing Information. 

Regardless of the way In which device addressing is Implemented, the last four 
bits (8-1 1) of a single-word instruction, or the second word of a two-word instruction, 
control the generation of peripheral control pulses. Set bits (logical I's) in positions 

8 through 11 result, respectively, in generation of negative pulses on lines PCPO* through 
PCP3* of the I/O Bus. 

Pulses PCPO* through PCP3* are generated concurrently with pulses PU4 through 
PU7, which are extended to twice their normal duration during the final basic phase periods 
of PIO Instruction execution. Table 4-137 Is the description of Fundamental Operations 
for PCP generation. Figure 4-108 illustrates timing. Pulses PU4 through PU7 are extended 
by alternately blocking and passing the CCLK* pulse (waveform B) that generates the clock 
pulse (waveform C) for the pulser shift register. The blocking signals (BLKCC* and DBLE*) 
are controlled by the I/O timing control register. Pulse PCPO Is only half the duration of 
the other three PCP pulses because signal STDBL, (waveform H), which has a part In 
gating pulses PCPO* through PCP3* Is not set high until the middle of the extended PU4 pulse. 

Any combination of the four PCP pulses can be used as general control signals 
too peripheral device controller. The other three basic PIO instruction functions are 
constrained to occur during certain time frames defined by the PCP pulses. An EXSKP* 
signal can only result in a program skip If It occurs simultaneously with pulses PCPO*, 
PCPl* or PCP2*. 

A low-level EXSKP* signal during period BP4, BPS, or BP6 (pulses PCPO, PCPl, 
or PCP2) results in setting signal lOSKP high until the end of PIO instruction execution. 
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Table 4-137. PCP Generation, Fundamental Operations 

Ref . Period Simplified Logic Event 



A. 



BP4 



GENERATE iPCPO* 

1. |CCLK*-*tCCLK/4A3 

2. (tl/OOSC) ( (tSTDBL*)-+4BLKCC*/4A3 

3. (tCCLK) (tDBLE*) (4-BLKCC*)-* 
tCPPU*/4A3 

4. tCCLK*^ICCLK/4A3 

5. (4CCLK) (tDBLE*) (IBLKCC)^ 
tCPPU*/4A3 

6. (tCCLK*) (tl/OOSC) (tBP4) 
(tOSCPUL) (tRDBLE*HtDBLE, 
IDBLEV4A4 

7. (tPU4) (tl/OOSC) (tMOSB) (tSTDBL)- 
1PCP0*/5B4 



The CPPU* pulse Is 
blocked to extend BP4. 
If bit 8 of the MDR Is 
set, PCPO* is pulled 
low for the last half of 
the extended BP4. 



B. BP5 GENERATE iPCPI* 

1i. iCCLK*^tCCLK/4A3 

2. (tl/OOSC) (ISTDBL)-»tBLKCC*/4A3 

3. (tCCLK) (tDBLE*) (tBLKCC*)^ 
4CPPU*/4/\3 

4. tCCLK*-*J.CCLK/4A3 

5. (ICCLK) (tDBLE*) (tBLKCC*)-* 
tCPPU*/4A3 

6. (tCPPU*) (tPU4)-tPU5/5B1 

7. (tPU5) (tl/OOSC) (tM09B) (tSTDBL)- 

8. (tCCLK*) (tl/OOSC) (tSTDBL) 
(tRDBLE*)-*tDBLE, 4DBLEV4A4 

9. (tDBLE)^iPCPST*/4A4 

10. J.CCLK*->TCCLK/4A3 

11. (tCCLK) (IDBLE*) (tBLKCC*)-* 
tCPPU*/4A3 

12. tCCLK*->iCCLK/4A3 

13. (iCCLK) (IDBLE*) (tBLKCC*)^ 
tCPPU*/4A3 

14. (tCCLK*) (tl/OOSC) (tSTDBL) 
(tRDBLE*) (tOSCPUL)^iDBLE, 
tDBLE "/4A4 

15. ;DBLE->tPCPST*/4A4 



A CPPU* pulse gen- 
erates BP5. Signal 
PCP1* is pulled low 
for the duration of 
BP5. The next CPPU* 
pulse is blocked to 
extend BP5 to double 
its usual length. Sig- 
HPCPl*nal PCPST* is pulled 
low for the first half 
of BP5. 



C. 



BP 6 



GENERATE J.PCP2* 

1. 4.CCLK*--tCCLK/4A3 

2. (tCCLK) (tDBLE*) (tBLKCC*)-^ 
;CPPU*/4A3 

3. tCCLK*-*iCCLK/4A3 

4. (ICCLK) (tDBLE*) (tBLKCC*)-* 
tCPPU*/4A3 

5. (tCPPU*) (tPU5)->tPU6/5B1 

6. (tPU6) (tl/OOSC) (tMlOB) (tSTDBL)- 
4.PCP2*/5B4 

7. (tCCLK*) (tl/OOSC) (tSTDBL) 
(tRDBLE*)-^tDBLE, 4DBLE*/4A4 



A CPPU* pulse 
generates BP 6. Signal 
PCP2* is pulled low for 
the duration of BP6. 
The CPPU* pulse is 
blocked to extend BP6 
to double its usual 
length. Signal PCPST* 
is pulled low for the 
first half of BP5. 
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Table 4-137. PCP Generation, Fundamental Operations (Cont'd.) 

Ref. Period Simplified Logic Event 



8. tDBLE^'jPCPST*/4A4 

9. iCCLK*-*tCCLK/4A3 

10. (tCCLK) (iDBLE*) (tOLKCC'H 
tCPPU*/4A3 

11. tCCLK*^iCCLK/4A3 

12. (ICCLK) (iDBLE*) (tBLKCC*)-> 
-rCPPU*/4A3 

13. (tCCLK*) (tl/OOSC) (tSTDBL) 
(tRDBLE*) (tOSCPUL)^J-DBLE, 
tDBLE*/4A4 

14. 4DBLE->tPCPST*/4A4 



D. 



BP7 



GENERATE PCP3* 



1. ICCLK*^tCCLK/4A3 

2. (tCCLK) (tDBLE*) (tBLKCC*)-* 
ICPPUV4A3 

3. tCCLK*^;CCLK/4A3 

4. (4CCLK) (tDBLE*) (tBLKCC*)-* 
tCPPUV4A3 

5. (tCPPU*) (TPU6)-*tPU7/5B1 

6. (tPU7) (tl/OOSC) (tMIIB) (tSTDBD- 
iPCP375B4 

7. ItCCLK*) (tl/OOSC) (tSTDBL) 
(tRDBLE*)^tDBLE, ;DBLE*/4A4 

8. tDBLE-4PCPST*/4A4 

9. ICCLK*^tCCLK/4A3 

10. (tCCLK) (iDBLE*) (tBLKCC*)-* 
tCPPU*/4A3 

11. TCCLK *->4CCLK/4A3 

12. (iCCLK) (IDBLE*) (tBLKCC*)^ 
tCPPUV4A3 

13. (tCCLK*) (tl/OOSC) (tSTDBL) 
(tRDBLE*) (tOSCPUL)^ 
;DBLE, tDBLEV4A4 

14. IDBLE^tPCPST*/4A4 



A CPPU* pulse gen- 
erates BP7. Signal 
PCP3* is pulled low for 
the duration of BP7. The 
next CPPU* pulse is 
blocked to extend BP7 
to twice its usual 
length. Signal PCPST* 
is pulled low for the 
first half of BP7. 



BP7 



RESET iSTDBL, tSTDBL*, IR = 0000, 

1. iCCLK*-+tCCLK/4A3 

2. (tCCLK*) (tDBLE*) (tBLKCC")- 
4CPPU*/4A3 

3. iCPPLr^tCPPU/4A3 

4. (tCPPU) (tPU7B)-*iRDBLE*/4A4 

5. I RDBLE*^4.STDBL, tSTDBL */4A4 

6. (tPU7B) (tl/OOSC) (tCPPU)-> 
ICMRI, tEMRI/6B4 

7. (iCMRI) (tEMRI)-^iMRI*/6B4 

8. il\/lRI*^IOO-l11 = OOOOs/sheet 17 



Signal STDBL and its 
complement are reset 
and the instruction 
register cleared. 
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The fundament-al operation for this event is shown in reference A of Table 4-138. When 
period BP7 occurs, if lOSKP has been set high, a carry-in signal (CIN) is generated and 
the program counter thereby Incremented. The Fundamental Operation for this function is 
shown in reference B of Table 4-138. 

A single twelve-bit word transfer between the J or K register and a peripheral 
device can be carried out during the occurrence of pulses PCP1* and PCP2*. Thus, a single 
PIO instruction can produce any one of the sixteen modes of data transfer listed in Table 
4-139. Signals DIN* and EXTK*, generated by the peripheral device, control these modes. 
Two important features are not taken into account by this table. First, there is no provision 

Table 4-138. Externally Generated Skip, Fundamental Operations 

Ref. Period Simplified Logic Event 



A. 



BP4, 
BP5, 
or 
BP6 



SET tlOSKP 

1. ;EXSKP*-*tEXSKP/12A1 

2. (tEXSKP) (tBP456)-*iSIOSK*/12A1 

3. 4SI0SK* + tlOSKP*^tlOSKP/12A1 

4. tlOSKP + tl/0->|IOSKP*/12A1 

5. ilOSKP* + tSIOSK*-*tlOSKP/12A1 



Signal lOSKP* is set 
high to generate a 
carry-in (CIN) later 
(BP7). 



B. BP7 PC+I-^'C 

1. (tl/0) (tBP7)^ICSELP, tESELP/8B3 

2. (ICSELP) (tESELP)-*|SLPMX*/8B4 

3. J-SLPMX* + tSLJMX* + tSLKMX* + 
tSLUMX* + tSLAMX* + tSLSMX* + 
tSLRMX*-*tMXEN/9A2 

4. tMXEN->IMXENV9A2 

5. tSUMX* + tEX2*/9A1 + tSLKMX* + 
tSLRMX^iMXS2/9A2 

6. tEXI* + ISLPMX* + tSLRMX* + 
tSLSMX*-^tMXS1/9B2 

7. tSLSMX* + tEXO* + tSLKMX + 
tSLUMX*->].MXS0/9B2 

8. (4-MXEN*) (4.MXS0MtMXS1) 
(iMXS2)^MX00-MX11 = 
POO-P1 1 /sheets 14, 15, 16 

9. (tlOSKP) (tBP7)-+;CIN3*/12A2 

10. ICIN3* tCIN2* -H tCINI*-^ 
tCIN/12A2 

11. (tTSADD*) (tTSSUB*HTS00-TS11 = 
OOOOg /sheet 13 

12. (tCIN) (TS00-TS11 =00008) (MXOO-MXII = 
POO-PI 1)-*B00-B11 = (POO-PII) +1/sheets 14, 
15, 16 

13. (tl/O) (tBP7)~HPEP'/9B3 

14. |PEP*->tPEP/9B1 

15. (tPEP) (tREGCLK)-^iCPP* 

16. (IPEP*) (|CPP*)-^00-P11 = B00-B11 /sheets 14, 
1 5, 1 6 



Contents of program 
counter (POO-P1 1) are 
incremented and loaded 
again into the pro- 
gram counter. 
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;Table 4-139. Possible PIO Data Transfers 

PCP1* PCP2* 
DIN* DIN* 

EXTK« EXTK* Data Transfer Enabled 



1. 





: 








2. 











1 


3. 








1 





4. 





i 


1 


1 


5. 





1 








6. 





1 





1 


7. 





1 


1 





8. 





1 ' 


1 


1 


9. 













10. 










1 


11. 







1 





12. 







1 


1 


13. 




1 








14. 




1 





1 


15. 




1 


1 





16. 




1 


1 


1 



Input to K register twice 
Input to both J and K registers 
Input to K followed by output from K 
Input to K followed by output from J 
Input to J followed by input to K 
Input to J twice 

Input to J followed by output from K 
Input to J followed by output from J 
Output from K followed by input to K 
Output from K followed by input to J 
Output from K twice 

Output from K followed by output from J 
Output from J followed by input to K 
Output from J followed by input to J 
Output from J followed by output from K 
Output from J twice 



for changing the content of either the J or K register in such a way as to allow output of 
two different words from the same register with a single instruction. Second, the processor 
cannot ignore an operatioth. If the DIN* signal is held low during the occurrence of either 
pulse PCPl* or PCP2*, either the J or K register (depending on signal EXTK*) will be 
Icxiided with the data word on the I/O bus ( signals EXTOO* through EXTll*) at that time. 
If the DIN* signal is high during PCPl* and PCP2*, the contents of the J or K register are 
presented on the I/O bus (signals OUTGO through OUTll) but may be ignored by the peri- 
pheral device addressed by that instruction. Thus, when no data transfers are desired and 
the contents of the J and K registers are important, signal DIN* must not be asserted (low) 
during the occurrence of pulses PCPl* or PCP2*. 

A word is input; to the K register from a peripheral during periods BPS or BP6 
(PCPl* or PCP2*) by asserting both DIN* and EXTK* signals. The data word is gated from 
EXTOO* through EXTll* through the utility gates, MX multiplexer, and adders to the bus 
(signals BOO through Bll) from which it is then loaded into the K register by parallel 
enabling and clocking the; register. The Fundamental Operations for this process is shown 
in references A and B of Tdble 4-140. 

A word is input to the J register from a peripheral during period BPS or BP6 
(PCPl* or PCP2*) by asserting the DIN* signal, leaving signal EXTK* unasserted. The 
data word is gated to the bus the same way as for an input to the K register. The J register 
is parallel enabled and clocked to load the word from the bus. The Fundamental Operation 
for this process is shown ini references A and C of Table 4-140. 

A word is output from the K register to a peripheral during period BPS of BP6 
(PCPl* or PCP2*) by asserting the EXTK* signal and leaving signal DIN* unasserted. The 
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Table 4-140. Input To K or J Register, Fundamental Operations 



Ref. 

A. 



Period 

BP5 

or 

BP6 



Simplified Logic 

EXT00*-EXT11*-*B00-B11 

1. |DIN*-*tDIN/6B3 

2. (tl/0) (tDIN) (tBP56)^;iOSLUV8A3 

3. tLDXTO* + IIOSLU* + tLDXT3* + 
tLDXPR-^tLDEXT/8A3 

4. tANDJK* + tSELUe* + IIOSLU* + 
tLDXT0*->tSELU/8A3 

5. tSELU-*ISLUMX*/8A4 

6. tLDEXT^UOO-UII = EXT00-EXT11 /sheets 
14,15,16 

7. tSTEX* + tSUMX* + tSLKMX* + 
tSLPMX* + ISLUMX* + tSLAMX* + 
tSLSMX* + tSLRMX*-^tMXEN/9A2 

8. tMXEN-*;MXEN*/9A2 

9. tSLJMX* + tEX2* + tSLKMX* + 
tSLRMX*'^;MXS2/9A2 

10. tSLRMX* + tEXI + tSLPMX* + 
tSLSMX*^IMXS1/9B2 

11. jSLUMX* + tSLKMX* + tEXO* + 
tSLSMX*->tMXS0/9B2 

12. (4.MXEN*) (iMXS2) UMXSI) 
(tMXS0)-*MX00-MX11 = 
UOO-U 11 /sheets 14, 15, 16 

13. (tTSADD*) (tTSSUB*HTS00-TS11 = 
OOOOg /sheet 13 

14. (ICIN) (TS0O-TS11 =00008) B00-B11 = 
MXOO-MXII/sheets 14, 15, 16 



Ei/ent 



The data word is 
gated from the I/O bus 
through the adders to 
the processor bus. 



B. 



BPS 

or 

BP6 



BP5 

or 

BP6 



B00-B11^KR 

1. iEXTK*-^tEXTK/9A2 

2. (tEXTK) (tDIN) (tl/0)->IIOKIN*/9A2 

3. ;iOKIN* + tOP23r->tPEK5+6/9A3 

4. (-tPEK5+6) (tBP56)^iPEK*/9A3 

5. IPEK* + tHWM6* + tHWM4*-*tPEK/9A4 

6. (tPEK) (tREGCLK)->|CPK*/9A4 

7. (4.PEK*) (iCPK*)->K00-K11 = 
BOO-BII/sheets 14, 15, 16 

B00-B11-+JR 

1. (tDIN) (tl/0) (tEXTK*)-»;iOJINV9A2 

2. 4.I0JIN* + tOP235*->tPEJ56 

3. (tPEJ56) (tBP56)^iPEJ* 

4. 4.PEJ* + tHWIVie* + tHWM4*->-tPEJ 

5. (tPEJ) {tREGCLK)^;CPJ* 

6. (iPEJ*) (ICPJ*)-*J00-J11 = 
BOO-BII/sheets 14, 15, 16 



The data word on the 
bus is loaded into the 
K register. 



The data word on the 
bus is loaded into the 
J register. 
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contenh of the K register signals (KOO through K11) are gates through the MX multiplexer 
and the adders to the bus (BOO through Bll). From the bus this data word is gated to signals 
OUTGO* through OUTl 1* of the I/O bus. The Fundamental Operations for this process are 
shown in references A and C of Table 4-141 . 

A word is output from the J register to a peripheral during period BPS or BP6(PCP1* 
or PCP2*) by leaving both DIN* and EXTK* signals unasserted. The contents of the J register 
are gated through the MX multiplexer and the adders to the bus (signals BOO through Bll). Frorr 
the bus this data word is gated to bus lines OUTOO through OUTl 1 of the I/O bus. The 
Fundamental Operations for this process are shown in references B and C of Table 4-141 . 

4.6.5.5 AUTOLOADER, The autoloader hardware provides the capability to load the 
memory of the ND812 froln a peripheral infomiation storage device without program control 
while the computer is in (ti halted condition. Autoloading circuitry associated with the 
interface of a storage device works in conjunction with the autoloading circuitry of the 
processor to control the transfer of data from that storage device to the memory. Each peri- 
pheral device must have outoloader hardware uniquely designed For it in order to perform the 
autoloading function. 

The operation of loading the memory with an autoloader is analogous to loading 
the memory using the front panel switches. The data paths for loading addresses and data 
are the same for both methods except that for autoloading the data enters via bus signals 
EXTOO* through EXTll* ihstead of the switch register inputs. The autoloader also features 
the capability to automatically generate a checksum for error detection. 

The autoloading facilities of the processor are activated by pulling signal 
ALODT* of the I/O bus low. Assertion of this signal causes the switch register inputs 
(SWOO* through SWll*) to be disabled and enables the external inputs (signals EXTOO* 
through EXTll*). The switch register is disabled by blocking assertion of signal LDPSW*. 
This signal nomially generates the LDFPS signal that gates the switch register into the MX 
multiplexer whenever the LOAD AR or LOAD MR switch is depressed. 

The checksum facility is activated by pulling signal TSTD* low. Whe TSTD* is 
asserted, each twelve-bit address and data word loaded into the computer is added to the J 
register. At the start of the autoloading operation, the J register must be cleared (set to 
zero) in order that the final sum be valid. Overflows from this running addition are ignored. ' 
The last twelve-bit word to be loaded into the computer by the autoloading process is 
equal to the 2's complement of the twelve-bit sum that should be in the J register if the 
data transferred was all correct. If the contents of the J register is zero after the last 
data transfer, it is unlikely that any of the data was transferred incorrectly and the data 
loaded is assumed valid. 

If a checksum is to be generated, autoloading hardware clears the J register by > 
asserting signal EXCLJ*. This occurs osynchronously as shown in reference A of Table 4-142. 

An autoloader loads addresses by presenting them as signals EXTOO* through 
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Table 4-141 . Oufput K or J Register, Fundamental Operations 



Ref. 

A. 



Period 

BP5 

or 

BP6 



Simplified Logic 



B. 



BPS 
or 

BP6 



C. 



BP5 

or 

BPS 



KR-*IVIX00-MX11 



1. (tDIN*) (tEXTK) (tl/OHIIOKOT*/12A4 

2. -HOKOT*->tlOKOT/12A4 

3. (tlOKOK) (tBP56H4.SLKMX*/12A4 

4. tSTEX* + tSLJMX* + iSLKMX* + 
tSLPMX* + tSLUMX* + tSLAMX* + 
tSLSMX* + tSLRMX*-*tMXEN/9A2 

5. tMXEN->iMXEN*/9A2 

6. tSUMX* + tEX2* + tSLRMX* + 
;SLKMX*-*tMXS2/9A2 

7. tSLRMX* + tEXr + tSLPMX* + 
tSLSMX*-+|MXS1/9B2 

8. tSLSMX* + tEXO* + 4.SLKMX* + 
tSLUMX*~>tlVIXS0/9B2 

9. (IMXEN) (tMXS2) (iMXSI) (tMXSO)-+ 
MXOO-MXII = KOO-K 11 /sheets 14, 15, 16 

JR-»MX00-MX11 

1. (tDIN*) (tl/0) (tEXTK*) (tBP56)-* 
ICIOJ, tEIOJ/12A3 

2. (iCIOJ) (tEI0J)-*|SUMX7l2A3 

3. tSTEX* + iSLJMX* + tSLKMX * + 
tSLPMX* + tSLUMX* + tSLAMX* + 
tSLSMX* + tSLRMX*^tMXEN/9A2 

4. tMXEN-*jMXEN*/9A2 

5. iSLJMX*+tEX2* + tSLRIVIX* + 
tSLKMX*^tlVIXS2/9A2 

6. tSLRMX* + tEX1* + tSLPMX* + 
tSLSMX*-^;MXS1/9B2 

7. tSLSMX* + tEXO* + tSLKMX* + 
tSLUMX*^4.MXSO/9B2 

8. (iMXEN*) (tMXS2) (IMXS1) (IMXSO)-* 
MXOO-MXII =J00-J11 /sheets 14, 15, 16 

MX00-MX1 I^OUTOOOUT1 1 

1. (tTSADD*) (tTSSUB*) -TS00-TS11 = 
0000 8 /sheet 13 

2. (ICIN) (TS00-TS11 = OOOOg) 

B00-B11 = MXOO-MXII /sheets 14, 15, 16 

3. (tBPBB) (tl/OOSC) (tDIN*)^-|IOOUT*/6B3 

4. tOUTST* + 4IOOUT*->tOUTST/6B3 

5. tOUTST^OUTOO-OUTII = 
BOO-Bll /Sheets 14, 15, 16 



Event 



The contents of the 
K register are gated 
through the MX multi- 
plexer to the adders. 



The contents of the 
J register are gated 
through the MX multi- 
plexer to the adders. 



The output of the 
MX multiplexer is 
gated out on I/O bus 
signals OUT00-OUT11. 



EXTll* and asserting signal XLDPR*. The twelve -bit address is gated through the utility 
gates to the MX multiplexer (see reference B of Table 4-142). From there, the data path 
is the same as in loading an address from the front panel switches, the address being loaded 
into the program counter and address register. During period PUS, the address is added to 
the checksum (see reference C oF Table 4-142). Signals EXT09* through EXTl 1* are still 
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Ref. 
A. 



Table 4-142. Autoloading, Fundamental Operations 

Period Simplified Logic Event 



ASYNCH. oaoOs^JR 

1:. 4.EXCU*-^tEXCU/9B2 

2. (tEXCLJ) (tGO*)-*iMRJ*/9B2 

3. |MRJ*^J00-J11 = OOOOs/sheets 14, 15, 



16 



The J register is cleared 
by assert;on EXCLJ*. 



ASYNCH. 



PUS 



EXT00-EXT11-*U00-U11 

1. |XLDPR*-*ILDPR* (See Front Operation 
Section) 

2. iLDPR*-^tLDPR/6A2 

3. (tLDPR) (tALODT)^lLDXPR*/8A3 

4. ILDXPR* + tLDXTS" + tlOSLU* + 
tLDXT0*-*tLDEXT/8A3 

5. tLDEXT^U00-U11 = EXT00-EXT11 

6. Set POO-P1 1 , AG0-A1 1 = UOO-U 1 1 
(See Front Panel Operation) 

JR + (U00U11)-*JR 

1. tLDPR-*ISELU678A3 

2. ISELU6* + lANDJK* + tlOSLU* + 
tLDXT0*-*tSELU/8A3 

3. tSELU-*ISLUMX*/8A4 

4. tSTEX* + tSLJMX* + tSLKMX* + 
tSLPMX* + 4SLUMX* + tSLAMX* + 
tSLSMX' + tSLRMX*^tMXEN/9A2 

5. tlVIXEN-*iMXEN*/9A2 

6. tSLJMX* + tEX2* + tSLKMX* + 
rSLRMX*-4.MXS2/9A2 

7. tSLRMX* + tEXI * + tSLPMX* + 
rSLSMX*-^l.lVIXS1/9B2 

8. iSLUMX* + lEXO* + tSLKMX* + 
tSLSMX* 'tMXS0/9B2 

9. (iMXEN*) (I.MXS2) (J-MXSI ) (tMXSO)-^ 
MXOO-MXII = UOO-U 11 /sheets 14, 15, 16 

10. iTSTD*-*rTSTD/12B2 

11. (tTSTD) (tGO*) (tALODT)-> 
iAUTS*/12B2 

12. J.AUTS*-tALJTS/12B3 

13. (tPU5B) (tALJTS) (t LDPR)^iSLJTS* 

14. iSLJTS* -I tSLKTS*-»tTSS1/13A4 

15. iSLJTS* -I- tSLITS*-*tTSS0/13B4 

16. (tTSSO) (tTSSD^ZOO-ZII = JO0-J1 1 /sheet 
13 

17. j-ALJTS* + tCSALT* tHWDRL* + 
tlDEPH*-»tTSEXT/13B1 

18. (tTSEXT) (tPU45)-4TSADD*/13B2 

19. (^TSADD) (tTSSUB)-*TS00-TS11 = 
Z00-Z11 /sheet 13 

2D. (iCIN) (MXOO-MXII = U00-U11) 
(TS00-TS11 =J00-J11)-*B00-B11 = 
(JOO J11) + (UOO-UID/sheets 14, 15, 16 



The twelve-bit word on 
the external inputs is 
gated through the 
utility gates. 



The input address is 
added to the checksum 
from the memory data 
register. 
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Table 4-142. Aul-oloading, Fundament-al Operations (Cont'd .) 

Ref. Period Simplified Logic Event 



21. (tAUTS) (tPU5B)^4CPEJ, tEPEJ/9A3 

22. (ICPEJ) (tEPEJ)^4PEJ*/9A3 

23. iPEJ* + tHWM6* + tHWD4*->tPEJ/9A4 

24. (tPEJ) (tREGCLK)^ICPJ*/9A4 

25. (J.PEJ*) (4-CPJ*)-*J00-J11 = 
B00-B11/sheets 14, 15, 16 

D. PUS EXTOO-EXTII-^UOO-UII 

1. iXLDMR*-*iLDMR* (See Front Pan.el 
Operation Section) 

2. |LDMR*-*tLDMR/6B2 

3. (tLDMR) (tALODT)-*-l.ALDIVIR*/8A2 

4. 4ALDMR* + tCSRDB*^tXTMRCS/8A3 

5. (tXTMRCS) (tPUSBj-fiLDXTS* 

6. ILDXT3* + tLDXTO* + tlOSLU* + 
tLDXPR*^tLDEXT/8A3 

7. tLDEXT-^UOO-UII = EXT00-EXT11 

8. SetMOO-MII =U00 U11 (See Front 
Panel Operation Section) 

E. PUB JR + (UOO-Un)^JR 

1. ;TSTD*^-tTSTD/12B2 

2. (tTSTD) (tGO*) (tALODT)^IALJTS*/12B2 

3. IALJTS*^tAUTS/12B3 

4. (tAUTS) (tPU5B) (tLDPR*)-* 
iCIOJ,tEIOJ/12A3 

5. (iCIOJ) (tEIOJ)^iSUMX*/12A3 

6. tSTEX* + 4.SLJIVlX* + tSLKIVlX* + 
tSLPMX* + tSLUMX* + tSLAMX* + 
tSLSMX* + tSLRMX*^tMXEN/9A2 

7. tMXEN-*|MXEN*/9A2 

8. iSLJMX* + tEX2* + tSLKMX* + 
tSLRMX*^tMXS2/9A2 

9. tSLRMX* + tEXr + tSLPMX* + 
tSLSMX*-+ilVlXS1/9B2 

10. tSLSMX* + lEXO* + tSLKMX* + 
tSLUIVIX*^-iMXS0/9B2 

11. (4.MXEN*) (tMXS2) (IMXSI) 
(IMXS0)-*MX00-MX11 = 
JOO-J 11 /sheets 14, 15, 16 

12. (ITSS1) (iTSS0)->Z00-Z11 = 
MOO-MI 1/slieet 13 

13. tCSALT* + 4ALJTS* + tHWDRL* + 
tlDEPH*-«-tTSEXT/13B1 

14. (tTSEXT) (tPU45)-*ITSADD*/13B2 

15. (iTSADD*) (tTSSUB*)-+TS00-TS11 = 
Z00-Z1 1 

16. (iCIN)(TS00-TS11 = MOO-M1 1) 
(MX00-MX11 = J00-J11)^B00-B11 = 
(J0G-J11) + (MOO-MI D/sheets 14, 15, 16 

17. (See D. 21-25) 



The data word pre- 
sented on signals 
EXT00*-EXT11* 
are gated through the 
utility gates. 
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gafed through the utility gotes at that time and are presented by the MX multiplexer to the 
adder. The J register contents are gated through the TS multiplexer to the adders. The 
adders, in response, present the sum of the address and the J register contents on bus BOO 
through Bl 1. The J register is parallel enabled and clocked to store this new sum. 

When an address is loaded in the above manner, the memory field specification 
can be altered by the autoloading hardware in the same manner as it is controlled for front 
panel operation. Because the memory field selection switches on the front panel are not 
disabled during autoloading, the autoloader has full control over memory field selection 
only if these switches are set for selection of memory field 0. 

An autoloader loads twelve-bit words into memory be presenting them as signals 
EXTOO* through EXT11* and asserting signal XLDMR*. The first effect of asserting XLDMR* 
is the transfer of the contents of the program counter to the address register (at period PUO) 
followed by (at period Pini) incrementation of the program counter. Then during period 
PUS, the memory data register is loaded with the data word. Signals EXTOO* through 
EXTll* are gated through the utility gates to the MX multiplexer (see reference D of Table 
4-142). From there the loading process Is the same as for front panel operation (see Front 
Panel Section). 

During period PUS, the data word is added to the checksum (see reference E of 
Table 4-142). The contenls of the J register are gated through the MX multiplexer to the 
adders. The contents of the memory data register, which contains the newly received data 
word, are gated through the TS multiplexer to the adders. The adder, in response, presents 
thei sum of the data word and the J register contents on bus BOO through Bl 1 . The J register 
is parallel enabled and clocked to store this new sum. 

4.6.6 DIRECT MEMORY ACCESS, CYCLE STEAL 

The direct memory access (DMA) logic of the ND812 allows a peripheral device 
to manipulate the contents of the memory by stealing cycles without intervention by the 
processor and without inteirferring with the status of the processor. There are four kinds of 
cycle steals, two for data transfers (data in and data out) and two for housekeeping functions 
(increment and decrement). In addition, there are multiple cycle steals which can perform 
these operations on consecutive locations of memory during successive memory cycles. 

Cycle steals are permitted by the processor whenever the computer is running and 
execution of an Instruction has been completed. At that time a cycle steal request takes 
precedence over all other demands on the processor. Of the process registers, only the 
address and memory data registers are used during a cycle steal; the content of the other 
registers are unaffected. After the cycle steal Is completed, normal processor functions 
are resumed. 

4.6.6.1 SINGLE, DATA-IN CYCLE STEAL. The single data-in cycle steal , transfers a 
single twelve-bit word of data from a peripheral device to a location In memory specified 
by the peripheral device. It performs this function during the time of a single memory cycle. 
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To generate this type of cycle steal, the peripheral device pulls signals CSR* (Table 4-143) 
and DIN* low while leaving signals ALTER* and SDCS* high (Figure 4-109). 

A peripheral device requests a cycle steal by pulling signal CSR* low. When the 
current instruction has completed execution and the DONE signal goes high at the trailing 
edge of pulse PU6, a low CSR* signal causes the cycle-steal latch to generate high CSP 
and CSFF signals. These two signals generate a low EXCSP* signal, and a high INTCSF 
signal. The high INTCSF signal results in the generation of low BLKE* and BLKB* signals 
that inhibit the generation of the BP and EP timing signals. The Fundamental Operations 
for these events is shown In reference A of Table 4-143 and their timing is illustrated by 
Figure 4-109. 

The low EXCSP* signal tells the peripheral device that the cycle steal has been 
permitted, and the address of the location in memory to be accessed may be presented and 
transferred onto buses EXTOO* through EXTll* from the peripheral device. At period PUO, 
the address represented by signals EXTOO* through EXTll* is gated through the utility gates, 
the MX multiplexer, and the adders to bus signals BOO through Bl 1. The address register is 
parallel enabled and clocked to load it with the address. The Fundamental Operations for 
these events is shown in Table 4-143 and their timing is shown by Figure 4-109. 

At period PUl, signals CSP and EXCSP* are reset low and high, respectively. 
The high EXCSP* signal tells the peripheral device to stop presenting the start address and 
start presenting the data word to be transferred as signals EXTOO* through EXTll*. Then 
at period PU3, the memory data register Is loaded with this data word via the utility gates, 
MX multiplexer, adders, and bus and memory buffer multiplexer. At period PU5, the data 
word is stored In the memory. The Fundamental Operations for these events is shown in 
references C and D of Table 4-143, and their timing Is illustrated by Figure 4-109. 

Finally, at period PU7, the cycle steal ends and CSFF Is reset low.' Then, at the 
start of pulse PUO, signals BLKE* and BLKB* are reset high to restart generation of basic 
phase and execute phase signals. The Fundamental Operations for these events is shown in 
references E and F of Table 4-143 and their timing is illustrated by Figure 4-109. 

4.6.6.2 SINGLE, DATA-OUT CYCLE STEAL. The single data-out cycle steal transfers 
a single twelve-bit word of data to a peripheral from a location in memory specified by 
the peripheral device. It performs this function in the time of a single memory cycle. To 
generate this type of cycle steal, the peripheral device pulls signal CSR* low while leaving 
signals DIN*, ALTER*, and SDCS* high (Figure 4-110). 

A data-out cycle steal is Initiated and the address to be accessed Is loaded Into 
the address register as In the data-in cycle steal. At period PUl, signals CSCIN and lOMST 
are set high. The high lOMST signal gates the contents of the memory data register out 
onto buses lOMOO through lOMll. The Fundamental Operations for these events are shown 
in reference A of Table 4-144 and their timing is Illustrated by Figure 4-110. 
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Table 4-143. Singlje, Dat-a-lri Cycle Steal, Fundamental Opsration 



Ref. Period Simplified Logic 

A. PU6 SETtCSFF.IEXCSP*, IBLKEMBLKB* 

1 J iCSR*-*tCSR/4B1 

2. : (tCPPU) (tDONE) (tPU6B) (tGO)-^ 
: ;FFCLK*/3A2 

3. : (tHWMD*) (tCSR) (tSTPUl*) 

\ (tCNTRP) (l.FFCLK*)^tCSP/4B2, 

I 4CSPV4B2 
4.1 lCSP*-tCSFF/4B2, ICSFF*/4B2 
5.1 (tCSP) (tCSFF)^l.EXCSP*/4B2 
6.1 tINTFF* + iCSFF*^tlNTCSF/4B4 
7.i (tINTCSF) |tPU7) (iCPPU*) 
(tOSGPUL)^tBLKBEP/5B2 
8J tBLKBEP-*iBLKE*/5B3 
9i tBLKBEP^iBLKBV5B3 



Event 



Signal CSFF is set high 
to mark the initiation 
of the cycle steal cycle. 
Signal EXCSP* indicates 
this on the I/O bus. Sig- 
nals BLKE*, BLKB* 
are asserted to block 
the execute and basic 
phases. 



PUO E>^T00-EXT11*-*AR 

ij iCSP* + tlNTFF*^tlNTCSP/8A3 
2) (tlNTCSP)ltPU0B)-»iLDXT0*/8A3 
3, RDXTO* + tlOSLU* + tLDXT3* + 

t tLDXPR*-*tLDEXT/BA3 
4i fANDJK* + tlOSLU* + tSELU6" + ^LDXTO* 

i tSELU/BA3 
51 tSELU-*iSLUMX*/8A4 
a tLDEXT^UOO-UII = 

! EXTOO-EXTII/sheets 14, 15, 16 
7. iSLUIVlX*-^tMXEN/9A2 
8|. •rMXEN-*ilVIXEN*/9A2 
gj. tSLJMX* + tEX2* + tSLKMX* + 

: tSLRiV1X*-nMXS2/9A2 
id 1SLRMX* + tEXI * + tSLPMX* + 

: tSLSMX*^-;iVlXS1/9B2 
11;. ISLUMX* + tSLKMX* + tEXO* + 

^ tSLSMX*-»tMXS0/9B2 

12. (iMXEN*) (1MXS2) (iMXSI) (tMXSO)-^ 

1 MX00-MX11 = UOO-U 11 /sheets 14, 15, 16 

13. (tTSADD*) (tTSSUB*HTS00-TS11 = 
^ OOOOr /sheet 13 

14. (J.CIN) (TS00-TS11 = OOOOs)-* 
B00-B11 = MXOOMXII/sheets 14, 15, 16 

13. tPU0B-*iPEA79B1 
1^. |.PEA*^tPEA/9B1 
ll (tPEA) (tREGCLK)-»ICPA*/9B2 
1$. ilCPA*) (iPEA*)-^A00-A11 = 
; BOO-BII/sheets 14, 15, 16 



The address on signals 
EXT00*-EXT11* are 
gated to and loaded into 
the address register 
*(A00-A1 1). 
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Table 4-143. Single, Data-in Cycle Steal, Fundamental Operation (Cont'd.) 



Ref. 
C. 



Period 
PU1 



Simplified Logic 



RESET iCSP, tEXCSP* 

1. IPUr + tEXMPR* + tSTCLR*-* 
tSTPU1/3A3 

2. tSTPU1->ISTPUl73A3 

3. iSTPUl •^;CSP/4B2, tCSP*/4B2 

4. (tCSFF) (iCSP)->tEXCSP*/4B2 



Event 



Signals CSP and 
EXCSP* are reset. 



D. 



PU3 



E. 



PU7 



F. 



PUO 



EXT00*-EXT11*^MDR 



1. 



(tDIN) (tCSFF) (tALTER*)-* 
4.CSRDBV12B1 

2. iCSRDB* + tINTFF* + tLDMR*^ 
tRDB3/12B2 

3. (tRDB3) (tPU3B)^iBMEM*/12B2 

4. iBIVIEM*-*tRDB/12R3 

5. tRDB^|.RDBVl2B3 

6. iBMEM* + lPU3-^tPEM/12B3 

7. tPEM->4.PEM*/12B3 

8. (tPEM) (tREGCLKH-l.CPM*/12B3 

9. iCSRDB* + tALDMR*-^tXTMRCS/8A3 

10. (tXTMRCS) (tPU3B)-*iLDXT3*/8A3 

11. tLDXTO* + tiOSLU* + ILDXT3* + 
tLDXPR*^tLDEXT/8A3 

12. ^CSRDB* + tLDMR*^tSELU3/8A3 

13. (tSELU3) (tPU3B)-*4SLUIVIX''/8A4 

14. (See B. 6-14) 

15. 4RDB*^PIVIR00-PMR11 = 
B00-B11 /sheet 17 

16. (IPEM*) (iCPIVl*)->l\/100-M11 = 
PMR00-PMR11 /sheet 17 

RESET ICSFF 

1. (tPU7B) (tCPPU)-*IRDBLEV4A4 

2. IRDBLE* + tG0->tRDBLE/4B1 

3. (tCSP*) (tRDBLE) (tSDCS*)-> 
IRCSFFV4B2 

4. 4.RCSFF*^|CSFF/4B2, tCSFF*/4B2 

RESET tBLKE*, tBLKB* 

1. tINTFF* + tCSFF*^ilNTCSF/4B4 

2. J-INTCSF->tlNTCSV5B2 

3. (tINTCS*) (tPUO) (tGO)^ 
iRBLKV5B2 

4. IRBLK*^J.BLKBEP/5B2 

5. |.BLKBEP-tBLKE*/5B3 

6. |BLKBEP->tBLKB*/5B3 



The data on signals 
EXTOO*-EXTir is 
loaded into the nnemory 
data register (MOO-M1 1 ) 
via the bus and MBR 
multiplexer. 



The cycle steal flip- 
flop is reset to mark the 
end of the cycle steal 
cycle. 



The basic and execute 
phase are unblocked to 
resume execution of 
program instructions. 
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Table 4-144. Slrjigle, Data-Out Cycle St-eal, Fundamental Operation 



Raf. 



Period 



PU1 



PUS, 
PU6, 
PU7 



Simplified Logic 

(S4e Table 4-143, Reference A C, for cycle steal 
iniitation and address loading) 

IVI0R^-IOMOO*-IOMir 

If (tCSFF) (tCSP*HiCSCIN*/12A1 

% ICSCIN*^tCSCIN/7B3 

3, (tDIN*) (tCSCIN) (tALTER*)-* 

ICSIOM'/6B3 
41 jCSIOM* + tl/OCOM + tALODT*-> 

tlOMST/6B3 
5i. tlOMST-*IOM00-IOM11 = 
; MOO-M1 1 /sheet 17 

S^TIMRDY* 
1. (tPU567) (tCSCINH4MRDY*/7B4 



Event 



The contents of the 
memory data register 
(MOO-M1 1) are gated 
out on I/O bus signals 
IOM00-IOM11. 



Signal MRDY* is 
asserted on the I/O bus. 



The data word to be transferred is read out of memory at period PU2 and appears 
in the memory data register at the trailing edge of period PUS. During periods PU5, PU6, 
and PU7, a low MRDY* signal notifies the peripheral device that the data is ready on 
buses lOMOO through IOM11. The Fundamental Operations for these events is shown in 
reference B of Table 4-144 and their timing is shown by Figure 4-110. The data-out 
cycle steal is terminated in a manner similar to that for the data-in cycle steal. 

4.6.6.3 SINGLE, INCREMENT CYCLE STEAL. The single increment cycle steal incre- 
ments the contents of a lo[:ation in memory specified by a peripheral device. It performs this 
function in the time of a jingle memory cycle. To generate this type of cycle steal, a 
peripheral device must puill signals CSR*, ALTER*, and DIN* low, leaving SDCS* high 
(Figure 4-111). 

An increment 
to be accessed is loaded i 



dycle steal is initiated and the address of the location in memory 
T a manner similar to the data-in cycle steal. 



At period PU4, the contents of the memory data register are incremented. This 
is accomplished by gating the contents of the memory data register through the TS multi- 
plexer to the adder and generating a carry-in (CIN) signal, resulting in presentation on the 
bus (signals BOO through Bill) of the incremented contents of the memory data register. 
The data word on the bus lis gated to the memory data register through the bus and memory 
buffer multiplexer. The r^emory data register is then parallel enabled and clocked to load 
the incremented word. The Fundamental Operation description for these events is shown in 
reference A of Table 4-145 nnd their timing is illustrated in Figure 4-111. 

At period PU5,! the contents of the memory data register are tested to see if they 
are equal to OOOOg. If thjey are, a low CSMRZ* signal is generated. This signal remains 
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Table 4-145. Single, Increment Cycle Steal, Fundamental Operation 

Rsf. Period Simplified Logic Event 



A. PU4 MDR +1-*MDR 

1. (4^TSS0) (ITSSD^ZOO-ZII = 
MOO-MII/sheet 13 

2. IALTER*-*tALTER/6B3 

3. (tCSFF) (t-ALTER)^4.CSALT*/13B1 

4. iCSALT*+ tAUTS* + tHWDRL* + 
tlDEPH^tTSEXT/13B1 

5. (tTSEXT) (tPU45)-^4TSADD*/13B2 

6. {^TSADD*) {tTSSUB*)-^TS00-TS11 = 
Z00-Z11 /sheet 13 

7. tMXEN*-MX00-MX11 = 
OOOOg/stieets 14, 15, 16 

8. (tCSFF) (tPU4B) (tALTER) (tDIN)-* 
4.CCIN1/12B1, tECIN1/12B1/12B2 

9. (iCCIN1){tECIN1)^J.CINr/12B2 

10. ICINI* + tCIN3* + tCIN2*-»tCIN/12B2 

11. (tCIN) (TS00-TS11 =Z00-Z11) 
(MXOO-MXIl = 0000g)->B00-B11 = 
{ZOO-ZID +1 /sheets 14, 15, 16 

12. (tPU4B) (tCSFF) (tALTER)-*IBIV!EM*/12B2 

13. IBMEM*-»-tRDB/12B3 

114. tRDB-*IRDB*/12B3 

115. ;RDB*^-PMR00-PMR11 = BOO-BIT/sheet 17 
lie. J-BMEM* + tPU3*-^tPEM/12B3 

1:7. tPEM^|PEM*/12B3 

18. (IPEM) (tREGCLK)->4.CPM*/12B3 

19. UPEM*) (ICPM*)^M00-M11 = 
PMROO-PMR 11 /sheet 17 



B. PUB SET 4CSMRZ* (ONLY IF MDR = 00008) 

1. (4.TSS0) (ITSSD^ZOO-ZII = 
MOO-M1 1 (=00008 )/sheet 13 

2. (tCSFF) (tALTER)-*iCSALT*/13B1 

3. ;CSALT* + tAUTS* + tHWDRL* + 
tlDEPH-+tTSEXT/13B1 

4. (tTSEXT) (tPU45)^;TSADD*/13B2 

5. (iTSADD*) (tTSSUB)->TS00-TS11 = 
Z00-Z11 (=00008 )/sheet 13 

6. tMXEN*->MX00-MX11 = 
OOOOg/sheets 14, 15, 16 

7. (iCIN) (TS00-TS11 =Z00-Z11) 
(MXOO-MX1 1 = OOOOg )-*B00-B1 1 = 
Z00-Z1 1 (=00008 )/sheets 1 4, 1 5, 1 6 

8. B00-B11 =00008 -*lBZ007*/7 A3, 
IBZ811*/7A3 

9. 4BZ007*->tBZ007/7A4 

10. iBZ8ir-''tBZ811/7A4 

11. (tBZ007) (tBZ811)^iBZERO*/7A4 

12. iBZERO*-*tBZERO/7A3 



The contents of the 
memory data register 
(MOO-M1 1) are incre- 
mented and placed in 
the memory data 
register again. 



If the contents of the 
memory data register 
(MOO-M1 1) equal zero, 
signal CSMRZ* is 
asserted. 
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Table 4-145. Single, Increment Cycle Steal, Fundamental Operation (Cont'd.) 

Ref. Period Simplified Logic Event 



13. ICSFF* + tSETBZ*->tBZLOG/7A3 

14. (tBZERO) (tBZLOG) (tPU5B) 
(tREGCLK)-*ISBZFF*/7A4 

15. iSBZFF*-*tBZFF/7A4 

16. (tCSFF)(tCSP*)->iCSCIN*/12A1 

17. ICSCIN*->tCSCIN/7B3 

18. (tBZFF) (tCSCIN)-*iCSMRZ*/7A4 

C. PUO RESET IBZFF 

1. (iPUO*) {tSBZFF*)-^iBZFF/7A4 If the zero-bus flip-flop 

was set at PU5, it is now 
reset. 

low until the CSFF latch is reset during period PU7. The Fundamental Operations for these 
events Is shown in reference B of Table 4-145 and their timing is illustrated by signals of 
Figure 4-111. 

Signal BZFF which is instrumental in generating the asserted CSMRZ* signal, 
is reset as explained in reference C of Table 4-145. 

4.6.6.1 SINGLE, DECREMENT CYCLE STEAL. The single decrement cycle steal decre- 
ments the location in memory specified by a peripheral device. To generate this type of 
cycle steal, a peripheral device must pull signals CSR* and ALTER* low, leaving DIN* 
and SDCS* high (Figure 4-112). A decrement cycle steal is initiated, and the address of 
the location In memory to be accessed is loaded in a manner similar to the data-in cycle 
steal section. 

At period PU4, the contents of the memory data register are decremented by 
adding 77778 (-1) to them. The contents of the memory data register are gated through 
the TS multiplexer and add/subtract gates to the adders. At the same time, 7T77^ is pre- 
sented on buses MXOO through MXl 1 to the adders from the MX multiplexer. In response, 
the adders present the decremented contents of the memory data register on bus BOO through 
Bl 1 . This data word is gated through the bus and memory buffer multiplexer to the memory 
data register which is parallel enabled and loaded by a clock pulse with the decremented 
value. Fundamental Operations for these events are shown in Table 4-146. 

As In the case of the increment cycle steal, the altered contents of the memory 
data register are checked to see if they are equal to OOOOg In a manner similar to the 
increment cycle steal. 

4.6.6.5 MULTIPLE CYCLE STEALS. When desired, a cycle steal can be prolonged 
through two or more consecutive cycles, performing a single cycle steal function (single- 
wo'd data transfer, increment, or decrement) during each cycle. Multiple cycle steals 
can be produced In two different ways. 
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Table 4-146. Single, Decrement Cycle Steal, Fundament-al Operation 

Ref. Period Simplified Logic Event 



A. PU4 MDR -1-»I\/1DR 

1. (iTSSO) (4.TSS1)^Z00-Z11 = 
MOO-M1 1 /sheet 13 

2. IALTER*^tALTER/6B3 

3. (tCSFF)(tALTER)^ICSALT*/13B1 

4. ICSALT* + tALJTS* + tHWDRL* + 
tlDEPH-*tTSEXT/13B1 

5. (tTSEXT) (tPU45)^4TSADD*/13B2 

6. (;TSADD*> (tTSSUB*)-*-TS00-TS11 = 
ZOO-Z 11 /sheet 13 

7. (tALTER) (tOIN*) (tCSFF) (tPU4B)-* 
ICSELU/8A4, tESELU/8A4 

8. (ICSELU) (tESELU)^ISLUMX*/8A4 

9. iSLUMX*^tMXEN/9A1 

10. tMXEN-;MXEN*/9A1 

11. tSUMX* + tEX 2* + tSLKMX* + 
tSLRMX*->l.MXS2/9A2 

12. tSLRMX* + tSLPMX* + tEX1*+ 
tSLSMX*^;MXS1/9B2 

13. iSLUMX* + tSLKMX* f tEXO* + 
tSLSMX*^tMXS0/9B2 

14. (4-LDFPSW) I4LDEXT) (iANDJK) 
(ILIT)^U00-U11^77778/sheets 14, 15, 16 

15. (4.MXEN*) (iMXS2) (iMXSI) (tMXSO)-* 
MX00-MX11 = U00-U11 
(=77778)/sheets 14, 15, 16 

16. (iC\N) (TS00-TS11 = Z00-Z11) 
(MX00-MX11 = 77778 )->B00-B11 = 
(Z00-Z11) -1 /sheets 14, 15, 16 

17. (tPU4B) (tCSFF) (tALTER)-^ 
IBMEMV12B2 

18. l.BMEM*->tRDB/12B3 

19. tRDB->4-RDB*/12B3 

20. 4RDB*-^MR00-PMR11/sheet 17 

21. |.BMEM* + tPU3*->tPEM/12B3 

22. (tPEM) (tREGCLK)^4CPM*/12B3 

23. (iPEM*) (iCPM*)->M00-M11 = 
PMROO-PMRII/sheet 17 



The contents of the 
memory data register 
(MOO-M1 1) are decre- 
mented and stored 
again in the memory 
data register. 



See Table 4-145, B for CSMRZ* Generation. 



1 . If signal CSR* (Figure 4-113) is pulled low djring period PU6 of any cycle 
steal cycle, a subsequent cycle steal will be initiated. 

2. If signal SDCS* is pulled low for period PU7 of a cycle steal cycle, signal 
CSFF is not reset and the cycle steal continues for another cycle. 
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In addition to the difference in means of production of multiple cycle steals in 
these two cases, there is a difference in effect. If method 1 is employed a new address 
must be provided to the processor by the peripheral for each cycle. If method 2 is employed, 
after the initial cycle steal during which the address register Is loaded, addresses for 
subsequent consecutive cycle steal cycles must be generated by incrementing the address 
register. Thus, in case 2 consecutive. 

Since case 1 involves simply a concatenation of single cycle steals no detailed 
description of it is given here. For case 2, refer to Table 4-147 and Figure 4-113. The 
timing diagram (Figure 4-113) corresponds to the final cycle of a string of cycle steals 
generated as in case 2. The timing diagram for a concatenation of two cycle steals gener- 
ated as in case 2 would show a repetition of the complete cycle as shown between the 
beginning of the initial period PU5 and the end of the subsequent period PU4. 

The end of a cycle steal is marked by resetting signal CSFF at the end of period 
PU7. The sole function of signal SDCS Is to prevent signal CSFF from being reset by blocking 
a negative pulse that normally would have occurred during signal RCSFF*. The Funda- 
mental Operations description of this event Is shown in reference A of Table 4-147 and 
timing is illustrated by signals A through E of Figure 4-113. Preventing signal CSFF from 
being reset during period PU7 commits the processor to another cycle-steal cycle. 

At period PUO, with signal CSFF still asserted (high) and signal CSP remaining 
unasserted (low) the contents of the address register are Incremented. The contents of the 
address register are gated to the adders along with OOOO3 from the add/subtract gates and 
a carry-in (CIN) signal is generated. In response, the adders present the complemented 
contents of the address register. The address register is then parallel enabled and clocked 
to load the data-word presented by the bus. The Fundamental Operations description for 
these events Is shown In reference B of Table 4-147. Their timing Is illustrated by Figure 
4-113. 

During periods PU5, PU6, and PU7, a low MRDY* signal is generated to signal 
the peripheral device that It may present a new data word on buses EXTOO through EXTl 1 or 
that a new data word is being presented on buses lOMOO through IOM1 1 . See reference 
C of Table 4-147, Figure 4-113. 

If neither signal CSR* nor SDCS* Is pulled low at the appropriate time during 
periods PU6 and PU7, respectively, the cycle steal terminates in the same way any single- 
cycle steal terminates. 
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Table 4-147. Multiple Cycle Steals, Fundamental Operations 



Ref . Period Simplified Logic 

A. PU7 BLOCK RCSFF * 

1. (tPU7B) (1CPPU)^IRDBLE*/4A4 

2. 4-RDBLE* + tG0-^tRDBLE/4B1 

3. (tRDBLE) (tCSP*) (ISDCS*)-* 
tRCSFF*/4B2 

B. PUO AR+1^AR 

1. (tCSP*) (tCSFF) (tPUOBH 
;CSELA/8A1, tESELA/8A1 

2. (iCSELA) (tESELA)->;SLAMXV8A2 

3. iSLAMX-»tMXErM/9A2 
tMXEN-«-4MXEN*/9A2 
tSLJMX* + tEX2* + tSLKMX* + 
tSLRMX*-'iMXS2/9A2 
tSLRMX* + tEXI * + tSLPMX * + 
tSLSMX*-^IMXS1/9B2 
tSLSMX* + tEXO* + tSLKMX* + 
1'SLUMX*-*IMXS0/9B2 
(iMXEN*) (iMXSO) (l-MXSI) (|MXS2)^ 
MX00-MX1 1 = A00-A1 1 /sheets 14, 15, 1 6 

9. (tCSFF) (tCSP*)^ICSCINVl2A1 

10. ICSCIN* + tlNTFF*-*tlNTCIN/12A1 

11. (tINTCIN) (tPU0B)->iClN2Vl2A2 

12. iCIN2* + tCINI* + tCIN3*^tCIN/12A2 

13. (tTSADD*) {tTSSUB*HTS00-TS11 = 
OOOOg /sheet 13 

14. (tCIN) (TS00-TS11 = OOOOg )^B00-B11 = 
(MX00-MX11) +1/sheets 14, 15, 16 

15. tPU0B^lPEA79B1 

16. iPEA*-^tPEA/9B1 

17. (tPEA) (tREGCLK)-4CPA*/9B2 

18. (ICPA*) (4.PEA*)-^A00-A11 = 
B00-B11 /sheets 14, 15, 16 



Event 



4. 
5. 

6. 



8. 



Signal RCSFF* is blocked 
to prevent the cycle 
steal flip-flop from 
being reset. 



The contents of the 
address register are 
incrementerfand again 
stored in the address 
register. 



C. PU5 SETIVIRDY* 

1. (tPU567)(tCSCINHIMRDY*/7B4 



Signal MRDV* is 
asserted on the I/O 
bus. 



4-372- 



SECTION V 
MAINTENANCE 



5.1 GENERAL 

This secfion contains instructions required to maintain ND812 Central Processor. 
The instuctions include preventive and corrective maintenance procedures. Preventive 
maintenance Includes periodic inspection of the Central Processor. Corrective maintenance 
includes performance (diagnostic) tests/adjustments, troubleshooting procedures, and dis- 
assembly procedures. 

5.1.1 MAINTENANCE PHILOSOPHY 

The maintenance philosophy for the ND812 Central Processor is to locate a 
suspected malfunction utilizing the diagnostic tests listed in paragraph 5.3.1.1 and then 
troubleshoot and repair the ND812 Central Processor as necessary. Generally, the diagnostic 
routines exercise all the logic in the processor, I/O controller, and the memory control. 
When a malfunction Is suspected, or the source of faulty operation of the ND812 is not 
apparent, the diagnostic routines should be run. These diagnostic routines should be run in 
the order given in the listing for each of the routines. If a malfunction occurs in the tested 
portion of the ND812 electronics, a programmed halt will occur. This programmed halt 
is indexed in each diagnostic routine listing so that reference to the content of the program 
counter when the ND812 is stopped will give the halt address. Generally, if other registers 
of the ND812 contain data as the result of processing to the stop instruction, the content of 
these registers is also given In the diagnostic listings. 

If the programmed stop is recurrent, the source of the malfunction should be 
investigated. The diagnostics should not be regarded as absolute Indicators of trouble In 
the ND812; they are simply tools that permit the field maintenance engineer to localize 
a suspect area. If, for example, a recurrent malfunction occurs, the instruction in question 
probably should be programmed in a jump-back loop and the logic examined for a defective 
integrated circuit component (see paragraph 5.3.1.3). 

The information given In Section IV, Theory of Operation, describes the functions 
of each segment of the logic tested by the diagnostic routines. Thus, when a given Instruction 
appears to fail recurrently, the description of the logic for that instruction should be refer- 
enced, together with the timing diagrams and the tables of Fundamental Operations. 
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5.1.2 TIMING DIAGRAMS 



The Mming diagrams in Section IV are not all inclusive; they do not show every 
signal generated by the l(|>gic when a given instruction Is processed. However, they do 
provide insight as to thos6 that should be checked first. If other signals must be checked 
refer to the Tables of Fundamental Operations for the signals in question. A diagram 
reference (Section VII) isl specified In these tables following the slash. Turn to the 
indicated diagram to identify other signal sources from the logic which produce the 
reference signal. In thisiwoy, all signals for a given type of Instruction can be checked. 
It should also be noted thtit the waveforms given. in the timing diagrams are idealized 
and that seldom are output signals as sharp as they are drawn on the timing diagrams; 
however, the time relationships are accurate. 

5.1.3 EVENT SUMMARIES 

Each of the ev^nt summaries for each of the instructions described in Section 
IV Indicate the process th^t takes place for the execution of each instruction. When an 
instruction process is und^r investigation, a short program should be Input to obtain the data 
manipulations required, f^or example, if an ISZ (3400) instruction Is under investigation, 
both the zero condition ailid the non-zero condition of the examined register should be 
lopped to obtain continuous operation. Hence, to investigate the ISZ Instruction, the 
fojllowing program could be loaded into the ND812. 



Address Operand Symbol ogy 

0100 3403 ISZ .+3 

0101 6101 JMP.-l 

0102 6102 JMP.-2 

0103 0000 (data) 



Of course, thi^ subprogram assumes that the jump instruction works and that mem- 
ory control logic cycles dfata through the memory buffer and memory data registers. The 
above instructions can be single-stepped through the SINGLE STEP switch on the ND812 
front panel. Referring tojthe Event Summary for the instruction in question will indicate the 
contents of the various registers for each phase of the instruction. Also, each instruction 
In the routine can be Individually executed through the SINGLE INSTR switch on the 
Nb812 front panel. 



5.1.4 



FUNDAMENTAL OPERATIONS 



Each of the Taljiles of Fundamental Operations in Section IV list the functional 
process for each entry in lihe Event Summary tables. The Fundamental Operation tables 
list the logical functions fequired to process each event described by the Event Summary for 
the Instruction In question. When signal checking through the logic, the event to be inves- 
tigated should be identified from the Event Summary Table. Then, the reference for the 
opierational logic which describes the operation should be identified from the Ref column 
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of the Event Summaty Table. This reference is a letter which also appears in the Ref 
column of the Fundamental Operations table for the instruction in question. Turn to the 
Table of Fundamental Operations for the logic in question and identify the reference. All 
the logic described within that reference should be checked. 



5.1.5 



LOCALIZING MALFUNCTIONS 



Before the diagnostics can be run, the memory must first be operating. Hence, 
the Worst Case memory pattern test. Part No. ND41-8041 must be run and accepted first. 
If this program will not run, then check the power supply and perform a manual memory 
check. The memory must be able to cycle data before any malfunction in the processor or 
memory can be Isolated. The power supply check procedure is given in paragraph 5.3.1.2 
and the manual memory checkout procedure is given in paragraph 5.3.1 .3. 

5.1.6 EQUIPMENT REQUIRED FOR MAINTENANCE 

Equipment required for test and trouble analysis of the ND812 is listed in Table 
5-1. The test equipment specified is recommended; however, suitable substitutes may be 
used if they have specifications equal or better than that for the equipment listed. 

Table 5-1. Test Equipment Required For Maintenance 



NAME 



MODEL OR PART NO. 



MANUFACTURER 



Oscilloscope 

Current Probe 
Multimeter 

I/O Cable Extender for 
WWH Cards 

MIS/MTS Cable Extender for 
Memory Boards (MTS & MIS) 



Type 454 Dual Trace (or 
equivalent) 

P 6021 

Type 630 or 310 
75-9202 

75-9301 



Textronix 

Textronix 
Simpson 
Nuclear Data 

Nuclear Data 



IC Test Clip 



AP 923700 



A. P. Inc. 



5.2 PREVENTIVE MAINTENANCE 

Periodic inspection of the equipment is necessary to detect potential trouble 
before a malfunction occurs. Items such as condition of connectors and cables, proper 
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operation of controls and indicators, and cleanliness of equipment, should be monitored 
and corrected as required prior to each use. Refer to visual inspection checklist Table 5-2. 

Except for the checks listed In Table 5-2, there are no regular maintenance pro- 
cedures for the ND812. When a malfunction occurs, the Indication will be erratic pro- 
cessing of instructions in q given program. If erratic operation occurs, any system of which 
the ND812 is a part must |irst be Isolated to ensure that a bussed peripheral device is not 
at fault. Generally, the easiest way to isolate a rhalfunctioning peripheral device is to 
disconnect the devices on^ at a time until all have been disconnected. Be sure that the 
system Is shut down when ^ach of the peripherals Is disconnected. If the malfunction per- 
sists after all the peripherals have been Isolated, the diagnostic routines should be run. 
However, if the teletype is not malfunctioning, it should be reconnected into the system. 
The function of each of thje diagnostic routines is described in paragraph 5.3, 1,1. 

5.3 corrective! MAINTENANCE 

Corrective malhtenance includes performance tests, memory troubleshooting 
procedures, and disassembly procedures. When a malfunction occurs, these procedures 
provide an aid in testing dnd isolating the fault. 

5.3.1 PERFORMANCE TESTS 

Performance te$ts Include Diagnostic tests, power supply checks/adjustments, 
and manual memory checkout/adjustments. 

5.3.1.1 DIAGNOSTIC TESTS. The diagnostic routines supplied with the ND812, when 
performed, exercise the logic circuitry contained in the major functional operations. 
Table 5-3 lists these diagriicstic tests. Unless the source of the error is obvious; for example, 
incorrect data as the result of a divide operation, the diagnostic test should be performed 

in the order presented in fable 5-3. Refer to ND812 Diagnostic Software Instruction 
Manual, IM41-8001 for 3peciflc procedures on loading and operation of diagnostic 
routines. 

NOTE 

When Ibading programs using high speed paper tape 
reader pr magnetic tape cassette, it is necessary to 
use Binjary Loader ND41-0005. Refer to ND812 
Utilities Manual for description and loading of this 
prograrrii . 

5.3.1.2 POWER SUPPiy CHECKS/ADJUSTMENTS. Before the manual memory checks 
are run, both the -30 volt memory power supply and the integrated circuit +5 volt power 
supply must be operating. To be sure that they are, perform the following procedure. 

a. Remove the 4 top-cover retaining screws and the top cover to gain access to 
the power supply compartment and the power supply adjustments (Figure 5-1). 
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NOTE 



b. 



c. 



d. 



Using the mulHmeter (Table 5-1), check the -30 volt 
and +5 volt power supplies. These voltages are outputs 
to terminat-strip AA (Figure 5-1) and are referenced 
on sheet 19 of the 28 sheet central processor logic 
diagrams in Section VII. 

Connect positive lead of Multimeter to +5 Vdc terminal (Figure 5-1) and 
negative lead to ground. Multimeter shall indicate +5.0 Vdc. Adjust +5 Vdc 
potentiometer (Figure 5-1) as necessary to obtain indication of 5.0 Vdc on 
Multimeter. 

Connect positive lead of multimeter to +5 Vdc terminal and negative to -25 
Vdc terminal. The multimeter shall indicate +30.0 Vdc. Adfust -30 Vdc 
potentiometer (Figure 5-1) as necessary to obtain Indication of +30.0 Vdc on 
multimeter. 

Check that the power sense logic is operating (paragraph 4.2.1), 

Depress the START switch and check that the RUN Indicator lights. If the 
RUN indicator does not light, check the go-control logic (paragraph 4.2,2.2). 

Table 5-2. Visual Inspection Checklist 



ITEM 



CHECK 



Mechanical Connections 



a. 



Check that all screws are tight and that all 
mechanical assemblies are secure. 



b. 



Check that all crimped lugs are secure and 
that all lugs are properly inserted In their 
mating connectors. 



Wiring and Cables 



a . 



Check all wiring and cables for breaks, 
cuts, frayed leads or missing lugs. Check 
wire wraps for broken, bent or missing pins. 



b. 



Check that no wire or cables are strained 
in their normal positions or have severe 
kinks. Check that cables do not chafe 
when panels are opened and closed. 
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Tijble 5-2. Visual Inspection Checklist (Cont'd.) 



ITEM 



CHECK 



Fans 



IC's and Components 



Switches 



Check all fans for cleanliness and for normal 
air movement through cabinets. 

Check that all IC's are properly seated. Look 
for areas of discoloration on all exposed sur- 
faces. Check all exposed capacitors for signs 
of discoloration or leakage, or corrosion. 
Check power supply capacitors for bulges. 

Check for cracks, discoloration or other visual 
defects. 



Table 5-3. ND812 Diagnostic Tests 



TEST 



NUMBER 



Worst Case Memory Pattertn Test 

OPR-MRI Test 

XCT-TWI Test 

Memory Address Test 

Random ISZ-DSZ Test 

Random ADJ-SBJ Test 

Random LDJ-STJ Test 

Rondom JMP-JPS Test 

Hardware Multiply and Dijvide Test 

Effective for Serjial Numbers 245 and below 
Effective for Seifial Numbers 246 and above 

Multiple Field Random T\VJPS-TWJPS@ and Interrupt Test 

High-Low Speed Reader Test 



ND41-8041 
ND4 1-8001 
ND4 1-8002 
ND4 1-8004 
ND41-8013 
ND41-8014 
ND41-8015 
ND41-8016 

ND41-8019 
ND4 1-8045 

ND4 1-8026 

ND4 1-8005 



5-6 



Table 5-3. ND812 DiagnosHc Tests (Cont'd.) 



TEST NUMBER 



Low Speed Punch Test 
High Speed Punch Test 
High Speed Reader Test 

5.3.1.3 MANUAL MEMORY CHECKOUT/ADJUSTMENTS. The manual memory checkout 
ensures that the memory is cycling. If the memory does not cycle data into and from the 
processor, the ND812 will not run. Before the manual memory check is perfomned, be sure 
that the power supply is checked and operating properly (paragraph 5.3.1.2). To perform 
the manual memory checkout procedure, toggle the following program into the ND812 
through the front panel switch register switches (i.e., set SWITCH REGISTER switches to 
ObOOs and depress LOAD AR for address, the LOAD MR for instruction, etc.). 

Address Instruction Symbolic 



ND4 1-8006 
ND4 1-8007 
ND4 1-8008 



ooooe 


OOOOg 





000 Is 


35018 


ISZ.-l 


00028 


61018 


JMP.-l 


00038 


61028 


JMP.-2 



a. Remove the left side cover plate exposing the MTS, MIS and memory stack 
cards (Figure 5-2) . 

b. Set ND812 front panel power switch to POWER OFF position, and remove 
the MTS card from the unit. Leave the core stack connector (Figure 5-3) on 
the front of the board In place and remove the board from the internal male 
connector. 

c. Interconnect the card extender cable, Part No. 75-9301 (Table 5-2), male 
connector to the ND812 internal female connector previously occupied by 
the MTS card. Connect card extender female connector to the MTS card 
internal male connector, taking care not to twist the cable (Figure 5-3). Set 
ND812 front panel power switch to POWER ON position. 

d. Connect the current probe (Table 5-1) to one of the core stack bundles 
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(Figure 5-2). The MTS-to-core-stack connector cable harness has two 
bundles of 8 wires, each separated from the rest of the cable; one of these 
bundles is for X-axis currents and the other is for Y-axis currents. The end 
of the current probe should be clamped aroung the X-axis core-to-stack wire 
loop with the arrow on the probe pointing toward the connector. 

Start the program at address 0001 3 and connect the other end of the current 
probe to one of the vertical inputs of a dual trace oscilloscope (Table 5-1). 
Set the current probe switch to the 2ma/mv position and the oscilloscope 
vertical amplifier to 50mv/cm. The actual indication at the display is the 
product of the current probe setting and the vertical amplitude setting at the 
input to the oscilloscope, 2ma X 50 = TOO ma/cm. Adjust the oscilloscope 
trigger sensitivity for a positive-going read current leading edge (Figure 5-4) 
with the trigger set for+AC. Set the horizontal sweep of the oscilloscope 
for 0.2 microsecond/cm . Center the display as shown for waveform C, 
Figure 5-5. 

NOTE 

If the processor runs the three-stop program, use it for 
the memory adjustment procedure. If the three-step 
program does not run, try different addresses and dif- 
ferent memory fields. If the three-step program cannot 
be run, perform the Bit check procedure; otherwise, 
continue with the adjustment procedure. 

READ CURRENT 




SLOW ROLLOFF 



WRITE CURRENT 

READ/WRITE CURRENT Vi: 100 ma/cm 
H: 0.2 ns/cm 



Figure 5-4. Typical Read/Write Current Waveform 
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Vi : 
Vv: 

H: 



READ _ 
STROBE 



Id 
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0. 



CURRENT 
VOLTAGE 
ma/cm 

v/cm 

1 usec/cm 



B 

INHIBIT VOLTAGE 
Vv: 10 v/cm 
H: 0.2 usec/cm 





( + ) F^EAD/WRIT^ (-) CURRENT 
Vi : 100 m^/cm 
H: 0.2 u$ec/cm 



TOP: READ CURRENT 
BOT; SENSE CURRENT 
Vi : 100 ma/cm 

Vv: 1.0 v/cm 

H: 0.1 usec/cm 



^ '.J, 





(+) READ/WRITE (-) CURRENT WITH 
STROBE VOLTAGE 
Vi: 100 4b/ cm 
Vv: 2.0 v/cm 
H: 0.2 uisec/cm 



TOP: INHIBIT VOLTAGE 
BOT: WRITE CURRENT 
Vi : 100 ma/cm 
Vv: 10 v/cm 
H: 0.2 usec/cm 



Figure 5-5. Memory Waveforms 
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f. With the three-step program in memory and running, adjust the oscilloscope 
to attain a display similar to the waveform shown in Figure 5-4 and centered 
as shown by waveform C, Figure 5-5; then adjust the read/write pulse-width 
potentiometers (Figure 5-6) as outlined in step g., below. 

NOTE 

Know )^our oscilloscope calibration. The three-step 



prograrr'i generates memory cycles at 2 microsecond 
interva s. Check the time base setting for 0.2 jjsec/ 
cm triggering on read current going positive; the 
second read-current pulse should be exactly 10 divi- 
sions oipt. Current probes are not all alike, but quite 
close. ;More likely oscilloscope voltage calibration 
can caijjse problems in obtaining uniform current 
adjustmients, because current probes are all passive. 

g. Ignoring the trailing edge ringing, the read/write waveforms are characterized 
by a slow rise (Figure 5-4), a flat top whose flatness varies somewhat with 

the bit pattern of data in memory, and a fall time which starts with a slow 
rolloff and jthen becomes a fast fall or rise to the baseline. The read/write 
pulse width is 600 nanoseconds, but is not supercritical. Adjust the read 
and write pulse width potentiometers (Figure 5-6) as necessary to obtain 
pulse width of 600 nsec as shown in Figure 5-4. Conventional waveform 
rise and fail time (10% amplitudes) does not apply for these adjustments. If 
there is no'rolloff on the trailing edge of either the read or write waveform, 
the respective current sinks are defective and should be replaced with a Type 
2N3725 trqnsistor. Transistor Q74 controls the Y-axis read-current rolloff. 
Transistor <^73 controls the Y-axis write-current rolloff. Transistor Q66 
controls th^ X-axis read/current rolloff, and Transistor Q65 controls the X- 
axis write-jsurrent rolloff. The rolloff must be present for both the read and 
write curreht pulses before memory can be successfully adjusted. 

h. If the X-ax|Is read/write currents are properly adjusted, and both the positive 
(read) and negative (write) waveforms have a slow rolloff, check the current 
waveforms for the Y-axis read/write currents and rolloff by changing the 
current probe from the X-axis wire bundle to the Y-axis wire bundle (refer 
to step d.)^ If the adjustments have already been made for the X-axIs read/ 
write currehts, do not readjust for the Y-axis read/write currents. If the slow 
rolloff portlion of the waveform is not present, change the appropriate current- 
sink transistor (refer to step g.). 

i. Connect a second probe (voltage) to the second channel of the dual -trace 
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oscilloscope and check the strobe-width and strobe-delay times as follows. 

1) Set the vertical amplitude of the second channel to 2.0 volt/cm and the 
horizontal sweep of both channels to 0.1 jjsec/cm. 

2) Connect the voltage probe to the strobe test point and probe gnd to gnd 
test point (Figure 5-7), and check that the strobe pulse width is between 
125 and 150 nanoseconds (waveform A, Figure 5-5). If the strobe pulse 
width does not fall within this prescribed range the SAT (selected at test) 
resistor in the differentiator (3A1, of the 6-sheet and 4A1 of the 10-sheet 
memory drawings) may be out of tolerance or the Fairchild 832 IC is 
defective. The resistance range should be between 2 and 10 kilohms. 

3) Adjust the strobe delay control (Figure 5-6) so that the leading edge of 
the strobe pulse lies 280 nsec from leading edge of the read/current pulse 
(waveform A, Figure 5-5). Set ND812 front panel power switch to 
POWER OFF position and remove MIS card from unit. Leave core stack 
connector in place (Figure 5-3). Interconnect the card extender cable, 
part no. 75-9301 (Table 5-1) male connector to the ND812 internal female 
connector previously occupied by the MIS card. Connect the card 
extender female connector to the MIS card internal male connector taking 
care not to twist cable. Set ND812 front panel power switch to POWER 
ON position. 

j. Remove the voltage probe from the strobe-voltage test point and place it at 
an active inhlbit-voltage test point (Figure 5-7). Set the vertical amplitude 
for 10 volts/cm and the horizontal sweep for both channels to 0.2 psec/cm. 
Check the inhibit voltage trace (waveform F, Figure 5-5) for the proper 
waveshape. 

1) Adjust the inhibit-voltage width control (Figure 5-6) so that the inhibit 
voltage turns off at the same time that the write-current turns off. 

2) The negative portion of the trace should be between 8 and 10 volts peak. 
The exponential decay of this trace should end at about the end of the 
write-current trace. The span of the negative-going inhibit voltage is 
the turn-on time. The positive-going portion of this trace is the turn-off 
time and should also be 8 to 10 volts peak before the exponential decay 
occurs. 

NOTE 

One or more of the test points called out for the 
inhibit will produce an active trace and some will 
not. For those test points which do not produce an 
active trace, a +5 Volt level will be present. 
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k. Remove the voltage probe from the inhibit voltage test point. Reset the 
horizontal sweep of the oscilloscope for a sweep of 1 msec/cm. The read- 
write current trace should become a straight line. Adjust focus and brightness 
to accommodate the sharpest image. Center the image so that the center 
horizontal baseline of the display bisects the trace. Using a standard Faren- 
heit thermometer, measure the ambient temperature in the vicinity of the 
MTS card. Adjust the read-write current amplitude for the temperature/ 
amplitude setting defined by the curve in Figure 5-8 after there is no dis- 
cernable change in temperature for at least 15 minutes. Reset the oscillo- 
scope horizontal sweep to 0.2 psec/cm and check that the read/write current 
waveform is similar to waveform C, Figure 5-5. 

I. Remove test equipment and reinstall the MTS card into its slot in the memory 
compartment. Reinstall sides and covers and permit system temperature to 
stabilize again. Run the three-step program until the system temperature 
stabilizes again and then run the ND4 1-8041 Worst Case Memory Pattern 
Test Program for al teast 15 minutes. 

5.3.2 MEMORY TROUBLESHOOTING 

As with the processor, there are no fixed troubleshooting procedures. Familiar- 
ization with the memory principles of operation in Section IV, paragraph 4.5 of this manual 
is imperative. However, if the ND812 will not hold a program, faulty operation may be 
caused by the inability of memory to retain a bit, a faulty sense circuit, address decoder, 
or inhibit circuit. The bit check, applicable to each field independently may help isolate 
the problem, and may help locate one or more fields that are good, in which the three- 
step program may reside. Other troubleshooting hints are given in paragraphs 5.3.2. 1 
through 5.3.2.4. 

5,3.2.1 BIT CHECK. To perform the bit check, proceed as fol lows. 

a. Load address of OOOOs of selected memory field (this address can be set for 
any location desired). 

b. Load memory register with OOOOs- 

c. Set ND812 SWITCH REGISTER switch 11 in the UP position and depress 
LOAD MR switch. 

d. Set SWITCH REGISTER switch 10 in the UP position and depress LOAD MR. 

e. Then set SWITCH REGISTER switches 09, etc., until all switches are up, 
depressing LOAD MR each time. 

f. Set SWITCH REGISTER switch 11 in the DOWN position and depress LOAD MR. 
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g. Set SWITCm REGISTER switch 10 in the DOWN position and depress LOAD MR, 

h. Then set SWITCH REGISTER switch 09, etc., until all switches are down, 
depressing LOAD MR each time. 



i. Repeat step a., returning to original address. 



j. Depress Np812 START switch and use NEXT WORD switch to examine all 
24 locations loaded during steps a through h. Missing or extra bits will be 
obvious. 

5.3.2.2 SENSE CIRCUITS. A weak sense circuit with more noise than nominal is often 
a (Slue to an inhibit circuit change in value. Raising memory power voltage (clockwise) 
teHids to verify this, although each time power supply voltage is adjusted, read/write 
current must be corrected.: A good check for proper sense/ strobe conditions can be obtained 
usihg a voltage probe (1 vblt/cm) at pin 1 or pin 10 of any (or a selected) sense amplifier. 
Positive, full-wave rectifijed and amplified sense pulses (wavefomi D, Figure 5-5) can be 
observed, with a strobe pdttern (initially positive, with some ringing) superimposed on the 
serise pulses. The pattern lis caused by other sense amplifier outputs, as a result of strobe, 
an4 therefore appears perhaps 25nsec later than the tested strobe leading edge. Familiarity 
with waveshapes encountered here, particularly with the worse patterns program running 
carti sometimes detect deficiencies. To check the sense amplifiers, proceed as follows. 
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a. Set ND812 front panel power switch to POWER OFF position. Remove the 
MIS card whose sense circuits are to be checked (Figure 5-2) from the memory 
compartment. Leave the core stack connector on the MIS card as shown for 
the MTS card in Figure 5-3. 

b. Interconnect the card extender cable, part no. 75-9301 (Table 5-1), and 
connector by placing the male end in the interna! female connector previously 
occupied by the MIS card. Connect the female connector of the cable to 

the MIS card internal male connector, taking care not to twist the cable. 
Set ND812 front panel power switch to POWER ON position. 

c. Connect a voltage probe to one of the input channels of a dual-trace oscillo- 
scope (Table 5-1) and connect it to pin 1 of pin 10 of any of the sense 
amplifiers (Figure 5-7). Check for the presence of a trace similar to that 
shown for waveform D (lower) of Figure 5-5. 



NOTE 1 



Pin 1 of all sense amplifiers is identified by a bracket 
( [ ) on printed circuit card. Count clockwise from 
this position looking down on the amplifier can. 

NOTE 2 



If sense voltage is checked with Worst Case Memory 
Pattern Program (ND41-8041) loaded and running in 
the ND812 Computer, observe the following; when 
the program resides in field 0, field 1 is being exer- 
cised; when program resides in field 1, field Is being 
exercised, etc. Monitor ND812 front panel MEMORY 
FIELD lamps to determine where program resides. If 
MIS card for field 1 is being checked, check sense 
voltage when both MEMORY FIELD lamps are off. 

5.3.2.3 WHEN NOTHING WORKS. Check line voltages and fuses and front panel key 
switch on position. Check temperature sensing a-c switch on power supply heat sink panel 
(Figure 7-2, Section VII). Also check power supply voltages on terminal strip AA for +5 Volt 
and -30V as specified in paragraph 5.3.1,2. If front panel indicators light but no manual 
operation from front panel switches can be performed, check; 

a. That key switch is in power on position, not^ in control off position. 

b. That signals BDPWR and PWRDY are active from power supply. 

c. That the key switch is providing ground to control switches when in the 
PWR ON position. 



5-19 



d. If t-hese cfjecks are positive and no results are obtained, perform the front 
panel che<i;l<out procedure as outlined in paragraph 5.3.2.4. 

5.3.2.4 FRONT PANE|L CHECKOUT. To perform the front panel checkout, proceed as 
follows. 

a. Check the +5V power supply when power is turned on. 

b. Place the jSELECT REGISTER switch to the ADDRESS position. Place all 
SWITCH R'EGISTER switches down and depress the LOAD AR switch. Check 
that all S^LEC TED REGISTER indicator lamps are out. Set the switch register 
switches t(i) OOOls and press the LOAD AR switch. The SELECTED REGISTER 
indicator lamps should illuminate accordingly as the switch register is set. 
Use the following pattern to test the LOAD AR switch, SELECTED REGISTER 
lamps andiswitch register switches. 

0001, 0002 7775 , 7717, 7776, 777A 0002, 0000 

c. Using the same bit pattern and the LOAD MR switch, check the MEMORY 
REGI STER indications. 

d. The NEXT WORD switch is tested by interrogating the memory locations 
loaded in step c. 

e. The MEMORY FIELD switches and lamps are tested by placing the switches 
In a blnar)i' sequence (00, 01, 10, 11) and depressing the LOAD AR switch. 
The lamps jshould light according to the bit pattern. 

f. The START:, STOP, CONT, SINGLE STEP, and SINGLE INST switches are 
tested as follows. 

1) Load the following instructions into memory. 
Address Data Mnemonic 

0000 1400 IDLE 

0001 0600 TW JMP 

0002 ; 0000 

2) Load the starting address 0001 and depress START. The Run lamp should 
now b4 lit. Place the SINGLE INSTR switch up. The Run lamp should 
go outi. When the CONT switch is depressed and released, the ADDR 
REG iridlcatlon should should go back and forth between 0000 and 0002. 
Place the SINGLE STEP switch up. When the CONT switch Is depressed 
and released, the ADDR REG should now indicate from 0000 to 0001 and 
0002 t(> 0000. The PC Indicator should be going from 0000 to 0001, not 
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stopping at 0002. Place both SINGLE INSTR and SINGLE STEP switches 
down and depress the CONT switch. The ND812 should now be running. 
Depress STOP, and the ND812 should halt. 

g. The SELECTED REGISTER switch positions ADDRESS and PC have already been 
tested. The EXT position should illuminate all SELECTED REGISTER lamps 
when the ND812 is halted. 

5.3.3 DISASSEMBLY 

Generally, disassembly is straightforward. However, removal of Interconnections 
is not always obvious. Usually reassembly is in the reverse order of disassembly. Follow 
the general procedures below for disassembly. 

5.3.3.1 FRONT PANEL. 

a. To remove the cover, loosen the three fasteners at top of front panel after 
first removing all covers. 

b. Remove the power key from the front key lock and lift out front panel . 

c. Remove black and white twisted power leads from key switch (Figure 5-9) 
and disconnect connector from S28. 

5.3.3.2 BSB BOARD 

a. Remove the four BSB hold down screws (Figure 5-10). 

b. Carefully raise BSB board (Figures 5-2 and 5-1 1) making sure that memory 
extension cable R28 and front panel cable S28 are disconnected. Also be sure 
that interface cables connected to S26 or S27 are also removed. 
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SECTION VI 
REPLACEABLE PARTS LIST 



6.1 GENERAL 

This section contains replaceable parts lists for the ND812 Central Processor, ND812 4K 
Memory and ND812 8K Memory. Table 6-1 provides a non-illustrated parts list for the 
ND812 Central Processor, Part Number 88-0397; Table 6-2 provides a non-illustrated parts 
list for the ND812 4K Memory, Port Number 84-0096; and Table 6-3 provides a non-Illus- 
trated parts list for the 8K Memory, Part Number 84-0097. 

6.2 PARTS LOCATION 

Refer to Figures 4-94, 5-1, 5-2, 5-9, 5-10 and 5-11 for physical location of major sub- 
assemblies and connectors as applicable. Refer to Figure 7-1 for information pertaining to 
physical location of integrated circuits as referenced on diagrams. 



Table 6-1. Replaceable Parts List, ND812 Central Processor, Part Number 88-0397 



ND PART 






NUMBER 


DESCRIPTION 


QUANTITY 


14-1014 


XTAL 16MHZ WRE 


1 


14-2027 


LMP INCD 6V BIPN 


29 


21-0007 


RES MG QW 5% 10 OHM 


5 


21-0023 


RES MG QW 5% 47 OHM 


2 


21-0028 


RES MG QW 5% 75 OHM 


1 


21-0031 


RES MG QW 5% 100 OHM 


14 


21-0033 


RES MG QW 5% 120 OHM 




21-0039 


RES MG QW 5% 220 OHM 


5 


21-0041 


RES MG QW 5% 270 OHM 




21-0043 


RES MG QW 5% 330 OHM 


2 


21-0045 


RES MG QW 5% 390 OHM 


1 



4 * 
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Table 6-1. Replaceable Parts List, ND812 Central Processor, Part Number 88-0397 (Cont'd.) 



ND PART 






NUMBER 


DESCRIPTION 


QUANTITY 


21-0047 


RES MG QW 5% 470 OHM 


30 


21-0051 


RES MG QW 5% 680 OHM 


4 


21-0055 


RES MG QW5% IK 


6 


21-0059 


RES MG QW 5% 1.5K 


1 


2 1 -0063 


RES MG QW 5% 2.2K 




21-0071 


RESMG QW5% 4.7K 


3 


2 1 -0073 


RE5MG QW 5% 5.6K 


1 


2 1 -0079 


RESMG QW5% lOK 


29 


21-0083 


RES MG QW 5% 15K 




21-0089 


RES MG QW 5% 27K 


2 


2 1 -0090 


RES MG QW 5% 30K 




2 1 -009 1 


DCC KA/^ /^\A/ CO/ 

Ktb N\Kj CjJW jvo JoK 




21-5010 


RES MF EW 1% 453 OHM 


1 


21-5016 


RES MF EW 1% IK 


1 


21-5019 


RES MF EW 1% 1.37K 


1 


21-5027 


RES MF EW 1% 6.19K 


1 


21-5102 


RES MF EW 1% 1 .82K 


1 


21-5104 


RES MF EW 1% 2.32K 


1 


21-5132 


RES MF QW 1% 27.4 




23-0022 


RES WW5W 5% 100 OHM 




23-0036 


RES WW low 3% .25 OHM 


3 


ZO-U040 


Ktb WW OW D/0 1 oU Urt/V\ 




24-0093 


RSVR HW 5% 500 OHM 


2 


24-0097 


RSVR HW 5% lOK 




24-01 1 1 


RSVR HS 5% 10 OHM 




24-5003 


THRM 50K 




25-0001 


RS NTW 2. 2K 14 DIP 


1 


25-0002 


RS NTW 220 330 16 DIP 


7 


26-0002 


CAP SM 500WV 15PF 




26-0006 


CAP SM 500WV 47PF 




26-0007 


CAP SM 500WV 75PF 




26-0008 


CAP SM 500WV 150PF 




26-0009 


CAP SM 500WV 200PF 




26-0010 


CAP SM 500WV 250 PF 


1 


26-0012 


CAP SM 500WV 500PF 


1 


26-0014 


CAP SM lOOWV lOOOPF 
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Table 6-1. Replaceable Parts List, ND812 Central Processor, Part Number 88-0397 (Cont'd.) 



ND PART 
\ NUMBER 

I 


DESCRIPTION 


QUANTITY 


26-0026 


CAP SM 500WV lOOPF 




26-0028 


CAP SM 300WV 750PF 




26-1004 


CAP MY lOOWV .01 MFD 


1 


26-1012 


CAP MY 200WV .015MFD 




26-1033 


CAP TBR lOOWV .22MFD 




26-1037 


CAP MY 250WV .IMFD 


2 


26-2024 


CAP TM 22MFD 15V 


5 


zo— M-vjuj 






26-4018 


CAP CR . IMFD 600WV 


4 


26-5012 


CAP EY 25MFD 50WV AL 


1 


26-5016 


CAP EY lOOMFD 15WV 


2 


26-5031 


CAP EY 500MFD 3WV 


1 


26-5040 


CAP EY 63000MFD 15V 


1 


26-5041 


CAP EY llOOOMFD 75VA/ 


1 


26-7003 


FLT LN/RECPT lOAMP 


1 


31-0006 


DO ZR IN4736A 




31-0007 


DO ZR IN4740A 


1 


v3 1 — UU 1 


no "^l 1 M014R 


1 o 


31-0049 


CO SL IN3208 STDMTD 


2 


31-0056 


DO ZR IN4737A 


1 


31-0061 


BRG RECT MDA952-2 


1 


31-0063 


DO SL IN5059 


4 


31-0069 


DO SL HI SPD 




31-0071 


SCR MCR 2605 2 


1 


3 1 -0080 


DO NTW 16 DO 14 DIP 


10 


33-0033 


TR SL NPN 2N3568 


2 


33-0045 


TR SL NPN 2N4124 




Jo-UUoJ 


TP CI DKID OKlA^OA 
IK oL rlNr ZIN4IZO 




33-0065 


TR SL NPN 2N3646 




33-0068 


TR SL NPN 2N3055 


2 


33-0093 


TR SL 2N4899 PNP 


2 


33-0098 


TR SIL PNP 2N4890 


5 


33-0103 


TR SL NPN 2N3725 




33-0104 


TR SL PNP 2N2905A 




33-0106 


TR SL PNP 2N4125 




35-0002 


DTL-930 DIP 14 G 


1 
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Table 6-1. Replaceable Parts List, ND812 Central Processor, Part Number 88-0397 (Cont'd.) 



ND PART 
NUMBER 


DESCRIPTION 


QUANTITY 


35-0004 


DTL932 DIP 14 DU BUF 




35-0006 


DTL-944 DIP 14 G 


2 


35-0008 


DTL-946 DIP 14 G 


2 


35-0009 


DTL.-948 DIP 14 FF 




35-0017 


DTL.-936 DIP 14 HXVT 


4 


35-0033 


IC MC857P DIP 14 G 




35-0034 


IC MC858P DIP 14 G 


19 


35-0039 


TTL 9300 DIP 16 SFTR 


27 


35-0040 


TTL 9304 DIP 16 FA 


6 


35-0041 


TTL 9601 DIP 14 MONO 


1 


35-0053 


IC SN7474N DIP 14 FF 


1 


35-0055 


IC MC1540G T05 10 SA 




35-0058 


IC 9002 DIP 14 G 


53 


35-0059 


IC 9003 DIP 14 G 


38 


35-0060 


IC 9004 DIP 14 G 


17 


35-0061 


IC 9005 DIP 14 G 


14 


35-0062 


IC 9006 DIP 14 IE 


20 


35-0063 


IC 9007 DIP 14 G 


8 


35-0064 


IC 9008 DIP 14 G 


36 


35-0065 


IC 9009 DIP 14 INBUF 


3 


35-0066 


IC 9016 DIP 14 HXVT 


47 


35-0067 


MSI 9309 DIP 16 MLPX 


12 


35-0068 


MSI 9312 DIP 16 MLPX 


12 


35-0069 


MSI 9301 DIP 16 DCDR 


4 


35-0071 


IC 9001 DIP 14 JK 


3 


35-0072 


IC 9022 DIP 16 DU JK 


7 


35-0081 


IC 723 T05 10L REG 


2 


35-0083 


MSI 9316 DIP 16 CTR 


1 


35-0085 


MSI 9314 DIP 16 


6 


35-0121 


IC 9602 DIP 16 MONO 




35-0123 


IC MSI 8200 DIP 14 




35-0140 


IC SM74S04 DIP 14 


1 


35-0152 


IC SM7438N DIP 14 


1 


37-0109 


SWROT 1POL12POS NS1D 


1 


37-5016 


SW SLD 115 230 PC 


1 


37-5017 


SW SLD RK SPDT W DTN 


8 


37-5018 


SW SLD RK SPDT T DTN 


8 


37-5019 


SW SLD RK SPDT W SP 


3 
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Table 6-1. Replaceable Parts LIsi-, ND812 Central Processor, Part Number 88-0397 (Cont'd.) 



ND PART 






NUMBER 


DESCRIPTION 


QUANTITY 




C\A/ CI Pi Pt' CDr^T T CD 





37-6021 


SWTGL SPDT7101R 




37-8045 


SWLMT 


1 


0/ — OUO J 




1 


00-uuj 1 


YTc r>i II Di c niD 
A 1 r UUL rLb Uir 




00— (JUvJi 


All- UUL dALUN uir 




00— UUpO 


1 INU D V_K/V\0 


6 


v30-UU0/ 


A 1 r rWK UU bbC 


1 


jy-uuUv3 


OKILL rAN VN i 


3 


TO r\nnA 


t-Llr M 1 rAN 


6 




CAKI aaCC \/KIT 

rAN Mhi- VNT 


3 


oy-zuu 1 


LIT r\CD Tr\ C CAM 

ri 1 Ubr 1 CJ-D rAN 




oy — zuut- 


W T r>CD T^^ T OVO 1 /T 

til Ubr lU-ozA^-l/Z 


2. 


7— ^UUO 


HT r^CD TO T TYT 
n 1 Ubr 1 <^-o vJAJ 



I 


7— JUUO 


CI r\ r\\A/D TD\/I 10 "7/0 
bLU UWK IKVL I0-//0 


1 


39-4004 


FUSE 3AMP S-B 


1 


39-4007 


HLD FUSE P MTG 


3 


oy— 1 1 


CI ICC A aAD 

rUbt oA/V\r 


1 


39-4015 


FUSE SAMP S-B 


1 


39-4017 


PLG CD ASSY FAN 


1 


TO /im Q 


D\A/D P\ DDNl/^ A 1 ! 

rWK L-L) rKNO MACH 


1 


TO t:r\^ 1 


BRk ThKM 12 TERM 


1 


TO Rr\^o 


CKINI CTDD lO TCDAA DTAKl 

rNN blKr \Z ItKM KTAN 


1 


AO nnm 
4Z— uuu 1 


\A/DD / DCD\ 

WKr (Bbb) 


1 


4^ -UUUo 


\A/D D C/— A 

WKr MhC-A 




DU-U 1 /o 


rCo dSd 


1 


(117/. 

OU-U 1 /o 


D/— D A A 1 C 

rCB Ml b 




50-01/7 


FCB MTS 




50-0178 


PCB P 


1 


50-0184 


PCB WW4 




50-0436 


PCB TCC 




50-0446 


PCB MBD 


1 


50-0451 


PCB MPC 


1 


50-0453 


PCB CCC 


1 


50-0454 


PCBPRS 
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Table 6-1 . Replaceable Ifarts List, ND812 Central Processor, Part Number 88-0397 (Cont'd.) 





ND PART 








NUMBER 
. \ — 


DESCRIPTION 


QUANTITY 



JU— UtJ J 


PC R 1 OR 




PC R 1 OT 


'54-0211 


FP ND fil? 




<iWITrH RANIif<; 


70-1423 


F BOARD P812 




MK-A 

IVll —/"A 




IVl 1 J M 


70-1*509 


P ROARD fi19 


70-1685 


BSB~A 


70-1686 


MFC -A 


70-1701 


Trr-A 


70- 1 fi 1 9 


1 OR - A 


70-1 ft 11 

/ \J— 1 O 1 o 


lOT-A 


70-1 PI A 
/ U— 1 O 1 o 


r i\ o — □ 


/ U— 1 7 0J 


iViDL^ D 


70-1 ORA 
/ U— 1 7 oo 




71-0032 


HARN PROCESSOR P. S. 


71-0059 


HRN. CCC TO F BD 812 


71-0117 


AC PWR CBL 


71 _ni ift 

/ 1 — U 1 1 o 


rr KCYLv^'lwiN jW rlAKlN 


/iC-UUy6 


KNB 5ML zoSHAFT 123 


72-0740 


ND 812 PWR SUP 


72-0744 


F.P„ 812 


72-0773 


ND 812 ENCL F BD 


72-0774 


ND 812 


72-1011 


WIRE WRAP ND 812 


72-1012 


RP ND 812 PROCESSOR 


75-9505 


CBL 14PIN PT-PT 12IN 


84-0096 


4 K MEMORY 


84-0097 


8 K MEMORY 


84-0098 


POWER RESTART 



Table 6-2. Replaceable Parts List, ND812 4K Memory, Part Number 84-0096 



ND PART 






NUMBER 


DESCRIPTION 


QUANTITY 


21-0007 


RESMG QW5% 10 OHM 


13 


21-0031 


RES MG QW 5% 100 OHM 


27 


2 1 -0033 


RES MG QW 5% 120 OHM 


12 


21-0041 


RES MG QW 5% 270 OHM 


30 


21-0043 


RES MG QW 5% 330 OHM 


4 


21-0047 


RES MG QW 5% 470 OHM 


6 


2 1 -005 1 


RES MG QW 5% 680 OHM 


32 


21-0055 


RESMG QW5% IK 


72 


21-0063 


RESMG QW5% 2.2K 


1 


21-0071 


RES MG QW 5% 4.7K 


8 


21-0079 


RES MG QW5% lOK 


13 


21-0083 


RES MG QW 5% 15K 


2 


21-0091 


RES MG QW 5% 33K 


1 


21-5132 


RES MF QW 1% 27.4 


8 


23-0022 


RES WW 5W 5% 100 OHM 


12 


23-0045 


RES WW 5W 5% 180 OHM 


2 


24-0097 


RSVR HW 5% lOK 


4 


24-011 1 


RSVR HS 5% 10 OHM 


1 


24-5003 


THRM 50K 


2 


26-0002 


CAP SM 500WV 15PF 


1 


26-0006 


CAP SM 500WV 47PF 


2 


26-0007 


CAP SM 500WV 75PF 


33 


26-0008 


CAP SM 500WV 150PF 


3 


26-0009 


CAP SM 500WV 200PF 


12 


26-0026 


CAP SM 500WV lOOPF 


12 


26-0028 


CAP SM 300WV 750PF 


2 


26-1004 


CAP MY lOOWV 01 MFD 


1 


26-1037 


CAP MY 250WV . IMFD 


21 


26-2024 


CAP TM 22MFD 15V 


7 


26-5012 


CAP EY 25MFD 50WV AL 


7 


31-0006 


DO ZR IN4736A 


1 


31-0063 


DO SL IN5059 


3 


31-0069 


DO SL HI SPD 


115 


33-0045 


TR SL NPN 2N4124 


2 


33-0053 


TR SL PNP 2N4126 


4 
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Table 6-2. Replaceable; Parts Lisl", ND812 4K Memory, Part Number 84-0096 (Cont'd.) 



ND PART 






NUMBER 


DESCRIPTION 


QUANTITY 


33-0065 


TR SL NPN 2N3646 


2 


33-0103 


TR SL NPN 2N3725 


48 


33-0104 


TR SL PNP 2N2905A 


8 


33-0106 


TR SL PNP 2N4I25 


32 


35-0004 


DTL932 DIP 14 DU BUF 


1 


35-0033 


IC MC857P DIP 14 G 


J 


35-0041 


TTL 9601 DIP 14 MONO 


6 


35-0055 


IC MC I540O T05 10 SA 


\Z 


35-0061 


IC 9005 DIP 14 G 


6 


35-0069 


MSI 9301 DIP 16 DCDR 


4 


38-0031 


XTF DUL PL5 DIP 


8 


38-0032 


XTF DUL BALUN DIP 


2 


39-2001 


HT DSP TO-5 FAN 


8 


50-0176 


PCB MIS 


1 


50-0177 


PCB MTS 


1 


50-0436 


PCB TCC 


1 


70-1483 


MIS-A 


1 


70-1502 


MTS-A 


1 


70-1703 


TCC -A 


1 


73-0037 


4KX12 MEM.STK.DRW. 


1 


Table 6-3. Replaceab 


e Parts List, ND812 8K Memory, 


Part Number 88-0097 


ND PART 






NUMBER 


DESCRIPTION 


QUANTITY 


21-0007 


RES MG QW 5% 10 OHM 


25 


21-0031 


RES MG QW 5% 100 OHM 


48 


2 1 -0033 


RESMG QW5% 120 OHM 


24 


21-0041 


RES MG QW 5% 270 OHM 


54 
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Table 6-3. Replaceable Parts List, ND812 8K Memory, Part Number 88-0097 (Cont'd.) 



) 

ND PART 
NUMBER 


DESCRIPTION 


QUANTITY 


2 1 -0043 


RES MG QW 5% 330 OHM 


4 


21-0047 


RES MG QW 5% 470 OHM 


6 


2 1 -005 1 


RES mG QW 5% 680 OHM 


32 


21-0055 


RESMG QW 5% IK 


73 


21-0063 


RESMG QW5% 2.2K 


1 


21-0071 


RES MG QW 5% 4 7K 


8 


21-0079 


RESMG QW5% lOK 


25 


2 1 -0083 


RESMG QW5% 15K 


2 


21-0091 


RES MG QW 5% 33K 


1 


21-5132 


RES MF OW 1% 27 4 


Q 
o 


23-0022 


RES WW 5W 5% 100 OHM 


24 


23-0045 


RES WW 5W 5% 180 OHM 


4 


24-0097 


RSVR HW 5% lOK 


4 


24-0111 


RSVR HS 5% 10 OHM 


1 


24-5003 


THRM 50K 


2 


26-0002 


CAP SM 500MV 15PF 


1 


26-0006 


CAP SM 500WV 47PF 


2 


26-0007 


CAP SM 500WV 75 PF 


33 


26-0008 


CAP SM 500WV 150PF 


3 


26-0009 


CAP Sm 500WV 200PF 


24 


26-0026 


CAP SM 500WV lOOPF 


24 


26-0028 


CAP SM 300WV 750PF 


2 


26-1004 


CAP MY lOOWV .OlMFD 


1 


26-1037 


CAP MY 2'^C)VA/ IMFD 


42 


26-2024 


CAP TM 22MFD 15V 


8 


26-4005 


CAP CR .OlMFD 150WV 


8 


26-5012 


CAP EY 25MFD 50WV AL 


12 


31-0006 


DO ZR IN4736A 


2 


31-0063 


DO SL IN5059 


3 


31-0069 


DO SL HI SPD 


127 


33-0045 


TR SL NPN 2N4124 


2 


33-0053 


TR SL PNP 2N4126 


4 


33-0065 


TR SL NPN 2N3646 


2 


33-0103 


TR SL NPN 2N3725 


60 
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Table 6-3. Replaceable 



Parts List, ND812 8K Memory, Part Number 88-0097 (Cont'd.) 



ND PART 






NUMBER 

■ 


Dbbt-KIr 1 1 UIN 


r\ 1 IA MTI TV 
UA IN 1 1 1 T 


33-0104 




o 
O 


33-0106 


TD CI DKID OKNIO'^ 




35-0004 


rsTioQO rviD nil ri ic 


1 
1 


35-0033 


Iv^ /V\L.Oj/r Ulr 14 ^jj 


O 


o5-00o4 


1^ KA^C^QD HMD 1 /( ^ 


A 
4 


JO-UDoV 


TTi oTnn rMD ia cctp 
1 1 L yoUU Ulr 10 or IK 


O 




TTI oAni niD ^A ^A(^MO 
1 1 L you 1 Ulr 14 /VVv._/lN^-/ 


A 
O 




1/^ ^Ar^^^AC\^' Tr^R in <;a 

l<« /VVt- I04UVJ7 1 kJO lU iM 


94 


JO-UUjo 


|v^ VUUZ Ulr 14 O 


A 
O 


Oir AACA 

35-0059 


i/~ onm r>iD ta 
IC VUUJ Ulr 14 


A 
4 


35-0060 


IL V0U4 Ulr 14 O 


1 
1 


35-0061 


IC 9005 DIP 14 G 


24 


35-0063 


IC 9007 DIP 14 G 


1 


35-0064 


IC VOOo Ulr 14 


O 


35-0065 


IC 9009 DIP 14 INBUF 


2 


35-0066 


IC 9016 DIP 14 HXVT 


7 


35-0069 


MSI 9301 DIP 16 DCDR 


4 


35-0072 


IC 9022 DIP 16 DU JK 


4 


35-0123 


IC MSI 8200 DIP 14 


3 


O O AAO 1 

38-0031 


VTf rM 11 Dl c niD 
A 1 r UUL t^Lo Ulr 


14 

1 4 


oo aaoo 

38-0032 


VTt: rMIl OAI 11 Kl PMD 

Air UUL dALUIN Ulr 


9 


39-2001 


HT DSP TO-5 FAN 


8 


42-0006 


\A/DO ^A A 

WKr MrC-A 


1 


50-0176 


PCB MIS 


2 


50-0177 


PCB MT5 


1 


50-0184 


PCB WW4 


1 


70-1483 


MIS-A 


2 


70-1502 


MTS-A 


1 


70-1686 


MFC -A 


1 


73-0039 


4K X 24/30 MIL56CNN 


1 
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SECTION VII 
DIAGRAMS 



7.1 GENERAL 

This section contains schematic and logic diagrams to be used for troubleshooting the ND812 
Central Processor, ND812 4K Memory, and ND812 8K Memory. Table 7-1 provides an 
index for diagrams contained in this section. Figure 7-1 provides general notes which apply 
to logic diagrams in this section; and illustrates how to identify connectors, connector pins, 
integrated circuit types, printed circuit board name, and location of integrated circuits 
on printed circuit board. Figures 7-2, 7-3, and 7-4 provide logic/schematic diagrams for 
the ND812 Central Processor, 4K Memory, and 8K Memory respectively. Figures 7-5 
through 7-12 provide a Logic Diagram/Functional Description for Medium Scole Integrated 
Circuits (MSI's) used in the ND812 Central Processor and Memory. 



7-1 



Table 7-1. Diagram Index 



Figure Number 



Description 



Page Numbet 



7-1 
7-2 
7-2 
7-2 

7-2 

7-2 
7-2 

7-2 

7-2 

7-2 
7-2 

7-2 

7-2 

7-2 

7-2 

7-2 

7-2 

7-2 
7-2 
7-2 
7-2 



Logic [j)iagram General Notes 

ND812i, Front Panel Logic Diagram (Sheet 1 of 28) 
ND812|, Front Panel Logic Diagram (Sheet 2 of 28) 
ND812|, Start Clear, First/Last Memory Latch, and 
Two-Wbrd, Logic Diagram (Sheet 3 of 28) 
ND812| Clock, DMA, and Interrupt Control, Logic 
Diagraiin (Sheet 4 of 28) 

ND812|, Pulser, Logic Diagram (Sheet 5 of 28) 
ND812i, Literal Instruction Decode and Indirect Latch, 
Logic Diagram (Sheet 6 of 28) 

ND812, Instruction Decode and Adder Zero Detect, 
Logic Diagram (Sheet 7 of 28) 

ND812!, Multiplex Select and R Loop, Logic Diagram 
(Sheet 18 of 28) 

ND812|, Parallel Enable, Logic Diagram (Sheet 9 of 28) 

ND812|, Zero/Non-Zero Skip and Flag Register, 

Logic [diagram (Sheet 10 of 28) 

ND812|, Operate Decoders, Shift Up Counter, and 

Overfljsw, Logic Diagram (Sheet 11 of 28) 

ND812|, Carry In, Select J and K, Logic Diagram 

(Sheet ;12 of 28) 

ND812i, Add and Subtract Control, Logic Diagram 
(Sheet :13 of 28) 

ND812i, AND JK, Data Multiplexer, and Adder Gates; 
and J,K,R, S,AR, and PC registers. Logic Diagram 
(Sheet ;14 of 28) 

ND812j, AND JK, Data Multiplexer, and Adder Gates; 
and J, K, R, S, AR, and PC Registers, Logic Diagram 
(Sheet il5 of 28) 

ND812j, AND JK, Data Multiplexer, and Adder Gates;, 
and J, K, R, S, AR, and PC Registers, Logic Diagram 



(Sheet 
ND812 



Logic diagram (Sheet 17 of 28) 



ND812 



ND812 



ND812 



16 of 28) 

, Memory Data Register and Instruction Register, 



Memory Buffer Register Output and Address 



Driver^, Logic Diagram (Sheet 18 of 28) 



, Power Supply and 16MHz Oscillator, Logic 



Diagrajn (Sheet 19 of 28) 



, Connector Location Diagram (Sheet 20 of 28) 



7-4 
7-5 
7-6 

7-7 

7-8 
7-9 

7-10 

7-11 

7-12 
7-13 

7-14 

7-15 

7-16 

7-17 

7-18 

7-19 

7-20 
7-21 
7-22 

7-23 
7-24 
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Table 7-1. Diagram Index (Cont'd.) 



Figure Number 



Description 



Page Number 



7 
/— Z 


NUolz, Memory Connector Signal Table 






(bneet z 1 ot 2o) 


7-25 




NDOlii, Power Supply and Oscillator Signal Table 






(bheet or zo) 


7-26 


/-A 


ND8I2 Long Bus Signal Table (Sheet 23 of 28) 


7-27 


/-Z 


ND8i2, ND-IOR Board, Logic Diagram (Sheet 24 of 28) 


7-28 


/—£. 


ND812, ND-IOT Board, Logic Diagram (Sheet 25 of 28) 


7-29 


7 O 


NDol2, Front Panel Rendering and Diagram Location 






References (Sheet 26 of 28) 


7-30 


7 O 


ND8i2, Bussing Diagram (Sheet 27 of 28) 


7-31 


7 O 


ND8I2, Bussing Diagram (Sheet 28 of 28) 


7-32 


7 T 


ND8i2 4K Memory, ND-MTSl Board, Sense Amps 






and Inhibit Drivers, Logic Diagram (Sheet 1 of 6) 


7-33 


7 T 


ND8l2 4K Memory, ND-MTS Board, X/Y Read and 






X/Y Write, Logic Diagram (Sheet 2 of 6) 


7-34 


7 T 
/-o 


ND8I2 4K Memory, ND-MTS Baord, Read/Write 






Control, Logic Diagram (Sheet 3 of 6) 


7-35 


7 "3 


NDol2 4K Memory, Connector Pin/Signal Designation/ 






Location (Sheet 4 of 6) 


7-36 


7 Q 
/-J 


ND8I2 4K Memory, Loading Diagram (Sheet 5 of 6) 


7-37 


7 T 

/-o 


NDol/; 4K Memory, Loading Diagram (Sheet 6 of 6) 


7-38 


7 j< 


ND812 8K Memory, ND-MTSl Board, Sense Amps 






and Inhibit Drivers, Logic Diagram (Sheet 1 of 10) 


7-39 


7 y( 

/-4 


ND812 8K Memory, ND-MTS2 Board, Sense Amps 






and inhibit Drivers, Logic Diagram, Sheet 2 of 10) 


7-40 


7-4 


ND812 8K Memory, ND-MTS Board, X/Y Read and 






X/Y Write, Logic Diagram (Sheet 3 of 10) 


7-41 


7 y1 


ND8I2 8K Memory, ND-MTS Board, Read/Write 






Control, Logic Diagram (Sheet 4 of 10) 


7-42 


7-4 


ND812 8K Memory, ND-MFC Board, Memory Field 






Control. Logic Diagram (Sheet 5 of 10) 


7-43 


7-4 


ND812 8K Memory, ND-MFC Board, Logic Diagram 






(Sheet 6 of 10) 


7-44 


7-4 


ND812 8K Memory, ND-MFC Board, Memory Field 






Control, Logic Diagram (Sheet 7 of 10) 


7-45 


7-4 


ND812 8K Memory, Connector Pin/Signal Designation/ 






Location (Sheet 8 of 10) 


7-46 


7-4 


ND812 8K Memory, Loading Diagram (Sheet 9 of 10) 


7-47 


7-4 


ND812 8K Memory, Loading Diagram (Sheet 10 of 10) 


7-48 
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table 7-1. Diagram Index (Cont'd.) 



Figure Number 



Description 



Page Number 



7-5 

7-6 

7-7 

7-8 

7-9 

7-10 

7-11 

7-12 



8200 MSI Logic Diagram/Functiona 

9300 MSI Logic Diagram/Functiona 

9301 M3I Logic Diagram/Functiona 
9304 M5I Logic Diagram/Functiona 
9309 MSI Logic Diagram/Functiona 
9312 MSI Logic Diagram/Functiona 
9314 MjSI Logic Diagram/Functiona 
9316 MSI Logic Diagram/Functiona 



Description 


7-49 


Description 


7-50 


Description 


7-51 


Description 


: 7-52 


Description 


7-53 


Description 


7-54 


Description 


7-55 


Description 


7-56 



NOTES: 

1 - ALL DIODES ARE 0964 OR EpUIVALENT, EXCEPT AS NOTED. 

2 - ALL RESISTORS ARE 1/aW, 15%, EXCEPT AS NOTED. 

3 - ALL CAPACITORS ARE pf, EjXCEPT AS NOTED. 
A - I.e. VOLTAGES, EXCEPT As| NOTED: 



14 PIN DIP, PIN (7) GND: 
16 PIN DIP, PIN (8) GND: 
24 PIN DIP, PIN (12) GND 



PIN (K) +5V 
PIN (16) +5V 
: PIN (24) +5V 



5 - THE FOLLOWING SYMBOLS/NOIT AT I ONS ARE USED ON THE DIAGRAM AND/OR PRINTED CIRCUIT BOARD ASSEMBLY. 



IC - INTEGRATED CIRCUIT 
q - TRANSISTOR 
( ) - IC PIN DESIGNATION 

CONNECTOR DESIGNATlpN 
NC - NO CONNECTION 



SAT 



SELECT AT TEST 



(Pi) - PRECISION RESISTORS lOOPPM 
1/3W, iU METAL FILM 



DC COMMON 
FERRITE BEAD 



ADC* — SIGNAL NAME 
[4A2] — SIGNAL SOURCE bRAHING LOCATION, 
(402) — SIGNAL LOAD DR|aWING LOCATION 



-CONNECTOR 



OR 



CZONE LOCATION 
SHEET NUMBER 



CONNECTOR PIN 



P.C. 



BOARD NAME 
•I.e. PIN 




CONNECTOR 



C. LOCATION 
ON P.C. BD. 






GERMANIUM DIODE 


-w- - 


SILICON DIODE 




ZENER DIODE 




TUNNEL DIODE 




SELENIUM DIODE 


PIN 




PIN 





P.C. BOARD NAME 
S26-01 



I.e. LOCATION 
ON P.C. BD. 



Figure 7-1. Logic Diagram General Notes 
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figure 7-2. ND312, Front Panel Logic 
Diagram (Sheet 1 of 28) 




Figure 7-2. ND812, Front Panel Logic 
Diogram (Sheet 2 of 28) 
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Figure 7-2. ND812, Start Clear, First/ 
Last Memory Latch, and Two-Word, 
Logic Diagram (Sheet 3 of 28) 
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Figure 7-2. ND812 Clock, DMA, and 
Interrupt Control, Logic Diagram 
(Sheet 4 of 28) 
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Figure 7-2, ND812, Multiplex Select 
and R Loop, Logic Diagram (Sheet 8 of 28) 
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Figure 7-2. ND812, Parallel Enable, 
Logic Diagram (Sheet 9 of 28) 



7-13 



r 
f 



IC09 O— 
[HA4] 

KIO 



Kll O- 







Bse 









[10A21 «;w7 o-i 

[10821 KZBll o-^ 



[17B31 USKP O- 



[10621 JZ811 O- 
[17841 ISBSKP (;>- 










asB 




9003 




BIB ^ 


(ij) 






BSB 




9003 


(2) 


BIB ^ 



KZI4- 



>4- 



(10»4) 
JZI5> 



KZ811 
{10A2) 



;i7Bil I09' 0"J-^ 

i17B«I I11B '^^i^ 







3 (A) 


BSB 
9003 
CIS , 


>^ 








,(12) 113), 



[1002] JODB O- 
[17B41 136SKP Q_ 



aEGISTOl SIGN/SKIP LOGIC 



[1042] SCOB O- 
[17B3] I45<P O- 



[1042! CKFL* 
[17331 HOB 
[I7B2j 109B qHL 



[10021 CKFL-qUJ^^ 9016 
CI 9 




(10) 



(2) r, 



[17B21 I09B 
[1780] Ilia Q 
llOAJI CKFL- O 



ES8 
9005 



1 3 1 I 
-Oil 



JJOl 



(9) 




BSB \,^(; 
9004 p- 

D19 y S 



fini 
.IIU 



5KJ0 




SKKO 



S<NEG 



BSB \_ 
9002 /-' 

B20 y 



ZERO/NON-ZERO SKIP LOGIC 




INSTOUCTION DECODING CONTSOL LOGIC 
(4) 52911 



BSB 
9003 

018 y SKPOS- 



18L 




[17B21 "O-O* 




[17B41 Hl'O- 




(12 

; (8) OPSKP* (9) 




(13)1 



HJ>G REGISTER 



[11B2] OSST( 
[10021 JOOfl ( 



, (12) 
. (13) 



(11) 



BSB 

9002 

025 



(8) 



CKFLG« 



[1984] PlILSKP o_ 
f17B3l I07B O- 
1703] 0P2 O- 



[962 1 0P2CL O'^ 



(3B3] STCLRO-i 



[1984] PULSKP, 




110^ 



(9) 



(12) 



(11 



Aim 



BSB 
9001 
020 




^ (2) 

[17B41 IllB O 

(4) (1) 



SKFL 



BSB 
9003 

A18 y SKFLP 



[4A1] BOPWB O-tii 
[3021 0P2PS O-^ 

[17B21 loia O-^ 



9003 P 

018 y srBPw 



BSB 
9003 



SKFL* 



(8) 



(1462) 
FLAO 

1- 



(1) 



117B11 109- Oil^ 

[1762! 109BO 
M (91 I 



— , b; 



BSB n 

9005 



FLOG> 




I 



B FLOG' 



LS8-0397-02 (SH 10) 



3 I 
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F'gure7-2. ND8-2, Operate Decoders, 
Shift Up Counter, an-d Overflow, Logic 
D lagram (Sheet 11 o- 28) 
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Figure 7-2. ND812, Carry in. Select J 
and K, Logic Diagram (Sheet 12 of 28) 
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Rgure 7-4. ND812 8K Memory, Connector 
Pin/Signal Designation/Location 
(Sheet 8 of 10) 
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Figure 7-4, ND812 8K Memory, Loading Diagram (Sheet 9 of 10) 
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Figure 7-4. ND312 8K Memory, Loading Diagram (Sheet 10 of 10) 
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DM7200/DM8200 FOUR-BIT COMPARATOR 
LOGIC DIAGRAM LOGIC SYMBOL 




10 11 12 13 4 3 2 1 



A] A2 A3 A4 
NC 



B] B2 B3 84 



DM7200/DM8200 4-BIT 
COMPARATOR 



X Y STROBE 



T 



6 9 8 GND = P 



FUNCTIONAL DESCRIPTION 

The DM7200/DM8200 MSI Is a monolithic TTL (Transistor-Transistor Logic) circuit which 
compares the numerical values of two four-bit binary numbers. Providing STROBE input 
is logic 0, an X or Y output is produced as shown below In the truth table if "A is greater 
than B", "A is less than B", or if "A is equal to B". A logic 1 level at STROBE input 
forces both X and Y outputs to logic regardless of inputs at A and B. Also, numerical 
comparisons of words longer than four bits may be made by using additional DM7200/ 
DM8200 devices. 



TRUTH TABLE 



Input 


Output 


Number A^AsA^A, 


Number B4B3B2B, 


Strobe 


X Y 


A 


> 


8 





1 


A 


< 


6 





1 


A 




B 





1 1 


A 


5 


8 


1 






Figure 7-5. 8200 MSI Logic Diagram/Functional Description 
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9300 FOUR BIT SHIFT REGISTER 



LOGIC DlijVGRAM 



LOGIC SYMBOL 




2 - 
10- 
3- 



PE Pq P, Pj P3 



Cp 



MR Oq Q, Qj Qj 



1 IS 14 13 12 



Vcc = PIN 16 
GND = PIN 8 



FUNCTIONAL DESCRIPTION 

The 9300 MSI is a synchronous Four-bit shift register which performs functions such as serial or parallel 
shifting; counting, storage, or serial code conversion. Synchronous shift occurs after a LOW to HIGH 
transition of clock pulse (CP] input. An overriding asynchronous Master Reset (MR) LOW input allows 
setting of the four outputs Q(), Q^, Q2, & Q3 to LOW regardless of their previous states and indepen- 
dent of the state of the other"inputs. The parallel enable (PE) input selects the operating mode. With 
the parallel enable (PE) input HIGH, the Pq, P], ?2i ^nd P3 inputs are inhibited and the device acts 
as a serial shift register with data entered via the J and K inputs. Also, t)'ing J and K together allows 
D-type entry. With the parcllel enable (PE) input LOW, serial operation is inhibited, and Pq, P], P2, 
and P3 inputs are enabled. The inputs are shifted in parallel to the corresponding output synchronous 
with a LOW to HIGH transition of the clock pulse (CP) input. 

Serial Shifting i 

With parallel enable (PE) inpjut HIGH, data is entered via the J and K inputs to the first bit position Qq 
synchronous with clock pulseKCP) LOW to high transition. Data is shifted on consecutive clock pulses 
ft) Q], Q2, Q3, and then oyt of register to next stage via Q3 (Refer to truth toble I). With the J and 
K inputs tied together, D-ty(j)e entry is obtained (Refer t<i truth table II). 



Parallel Shifting 

With the parallel enable (PE) 
flops (Refer to table III). Th 
Qq, Q\, Q2, Q3 outpu ts sy n 
Al complementary output Q3 

TABLE I 
Serial Shift (Parallel Enable- 
HIGH) K Input-Active LOW 



input LOW, the register operates as four synchronous clocked D-type flip- 
four D flip-flop inputs Pq, P], P2, and P3 are shifted to the corresponding 
chronous with a LOW to HIGH transition of the clock pulse (CP) input, 
of bit four is also provided. 



TABLE II 
Serial Shift (Parallel Enable 
PE-LOW) 



TABLE III 
Parallel Shift (Parallel Enable- 
LOW) 



J 


K 






L 


L 


L 




L 


H 


Q; ;t. ) no change 




H 


L 


Qo (t. ) toggle 
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H 





J&K 




Connected 
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H 


H 



D-lnput 


Output Q (t„ . ,; 


(Po, P,, P; or P,) 


(Q„ Qj, Q, or Q,) 


L 


L 


H 


H 





tp^l indicates state after next clock pulse 
Figure 7-6. 9300 MSI Logic Diagram/Functional Description 
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9301 DEMULTIPLEXEIVONE-OF-TEN DECODER 



LOGIC DIAGRAM 



LOGIC SYMBOL 
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FUNCTIONAL DESCRIPTION 

The 9301 MSI is a demultiplexer/one-of-ten decoder which accepts four active HIGH BCD weighted 
inputs and provides one-of-ten virtually exclusive active LOW outputs (refer to Table I). When a binary 
weighted code greater than nine is applied to Aq, A^, Ao, <^nd A3, the outputs 0_ through 9 will res.de 
HIGH. The inputs Ao, A], A2, and A3 are weighted 2^, 2*, 2^, and 2 respectively The 9301 MSI 
can also function as a one-of-eight decoder by using the A3 input as an active low enable. Eight 
channel demultiplexing results when data is applied to the A3 input and the desired output is addressed 
by Aq, A^, and A2 (refer to Table II). 



TABLE I 
ONE-OF-TEN DECODE 



TABLE II 
DIGITAL DEMULTIPLEXER 
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INPUTS 
A. A, 


A, 
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Data may be routed from a source to any of eight 
(0-7) outputs by addressing that output. The seven 
non-addressed outputs remain high. 



H = HIGH Logic 1 
L = LOW Logic Level 



Figure 7-7. 9301 MSI Logic Diagram/Functional Description 
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Figure 7-8. 9304 MSI Logic Diagram/Functional Description 
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9309 DUAL FOUR-INPUT MULTIPLEXER 



LOGIC DIAGRAM LOGIC SYMBOL 




= Pin 16 
. = PinB 



FUNCTIONAL DESCRIPTION 

The 9309MSI Is a dual four-Input multiplexer with common Input select logic (Sq and S^ 
which allows two bits of Input data (from two 4-bit sources) to be switched In parallel to 
the appropriate outputs (Z^Z^ and Z^/ZQ . Both TRUE pnd FALSE (F) outputs are 
provided. Select lines Sq and S] are weighted 2 and 2 respectively, which allows 
selection of any input 0^, 1^, 2^, or 3^ and 0^, 1^, 2^, or 3|^ to be switched to the 
Zq output and Zj, output respectively. The following truth table Illustrates both four-bit 
multiplexer outputs for each selected data input. 



TRUTH TABLE 



Select Inputs 




Data 


Inputs 




Outputs 
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L 


L 


L 


X 


X 


X 


L 


H 


L 


L 


H 


X 


X 


X 


H 
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H = HIGH Voltage Level 
L = LOW Voltage Level 
X = Don't Care 



Figure 7-9. 9309 MSI Logic Diagram/Functional Description 
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^312 EIGHT-INPUT MULTIPLEXER 



LOGIC DIAGRAM 
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FUNCTIONAL DESCRIPTION 



The 9312 MSI is an eight- 
sources. Both TRUE and 
in order to select a 
input (E) is set high, ou 



l^it 
F^LSE 
particular 
tput 



multiplexer which can select one bit of data from up to eight 

outputs are provided. The enable output (E) must be low 
input (Iq through I7) to the output (Z), When the enable 
Z is low, and Z is high regardless of all input conditions. 



12 

Select lines Sq, S^, and S^ are weighted 2,2, and 2 respectively, which allows 
selection of any input (Iq through I7) to be switched to the Z output when the enable (E) 
input is low. The following truth table illustrates the multiplexer output state for each 
selected data input. 



TRUTH TABLE 



E 


s 

1 


s, 


So 


'a 


Inputs 

1, h 


'3 


I4 


'5 


1. 


I7 


Outputs 
2(F) 2 


H 


X 


X 


X 


X 


X X 


X 


X 


X 


X 


X 


H L 


L 


L 


L 


L 


L 


X X 


X 


X 


X 


X 


X 


H L 


L 


L 


L 


L 


H 


X X 


X 


X 


X 


X 


X 


L H 


L 




L 


H 


X 


L X 


X 


X 


X 


X 


X 


H L 


L 


L 


L 


H 


X 


H X 


X 


X 


X 


X 


X 


L H 


L 


L 


H 


L 


X 


X L 


X 


X 


X 


X 


X 


H L 


L 


L 


H 


L 


X 


X H 


X 


X 


X 


X 


X 


L H 


L 


L 


H 


H 


X 


X X 


L 


X 


x' 


X 


X 


H L 


L 


L 


H 


H 


X 


X X 


H 


X 


X 


X 


X 


L H 


L 


H 


L 


L 


X 


X X 


X 


L 


X 


X 


X 


H L 


L 


H 


L 


L 


X 


X X 


X 


H 


X 


X 


X 


L H 


L 


H 


L 


H 


X 


X X 


X 


X 


L 


X 


X 


H L 


L 


H 


L 


H 


X 


X X 


X 


X 


H 


X 


X 


L H 


L 


H 


H 


L 


X 


X X 


X 


X 


X 


L 


X 


H L 


L 


H 


H 


L 


X 


X X 


X 


X 


X 


H 


X 


L H 


L 


H 


H 


H 


X 


X X 


X 


X 


X 


X 


L 


H L 


L 


H 


H 


H 


X 


X X 


X 


X 


X 


X 


H 


L H 



H = 
L = 
X = 



HIQH 
LOW 



Do 1 



Voltage Level 
Voltage Level 
t care 



Figure 7-10. 9312 MSI Logic Diagram/Functional Description 
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9314 FOUR-BIT LATCH 



LOGIC DIAGRAM LOGIC SYMBOL 



m f 




Qq Qi °2 



FUNCTIONAL DESCRIPTION 

The 9314 MSI is a four-bit latch with a common active LOW enable and overriding active LOW master 
reset. The 9314 MSI provides both D-type Latch operation or SET/RESET Latch operation. When the 
common enable (1) is held HIGH, data present in^the latches is stored at the Qq through_Qo outputs, 
and the state of the latch is not affected by the 5 and D inputs. When the master reset (MR) goes LOW, 
all latch outputs (Qq through Q3) are forced LOW regardless of all other input conditions. 

D-Type Latch Operation - Each of the four latches function as individual D-type Latches when the 
appropriate inputs (Sq through S3) are held LOW. When the common enable (E) goes LOW, the latch 
outputs (Sq through So) follow the D inputs (Dq through D3). The data at the Q output is stored when 
the common enable (c) goes HIGH. 

SET/RESET Latch Operation - When the common enable (1) goes low, any in_dividual latch is reset by 
a LOW on the appropriate D input, and is set by a LOW on the appropriate S input if the D input is 
HIGH. When both ? and D inputs are LOW, the D input will dominate and the latch will be reset. 
When the common enable (E) goes HIGH, the latch will remain in the last state prior to the LOW to 
HIGH transition of (E). 

The following truth table illustrates individual latch operations in the D mode and the i^S Mode. 



TRUTH TABLE 
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H = HIGH Voltage Level 
L = LOW Voltage Level 
X = Don't Care 



Figure 7-11. 9314 MSI Logic Diagram/Functional Description 
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Figure 7-12. 9316 MSI Logic Diagram/Functional DescripHon 
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